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As shown in the figure above, Zhang discloses a second set of pivot arms. He references one set as an “X-shaped movable foot”, and when
referencing two sets he uses the term “X-shaped movable feet.” See description below:

“The positive effect of this utility model is that the height adjustable table using this structure can control the opening angle of the "X" - shaped cross movable
metal feet through the joint action of horizontal guide rails, air support rods, pull switches and other components to adjust the height of the desktop and perform
height positioning, making it very convenient to adjust the desktop height.” Zhang [0009]

As shown above Zhang has a first and a second set of pivot arms. They are connected to each other and move in a scissor-like fashion. A POSITA
will understand that this is a scissor lift mechanism of typical and ordinary design. A POSITA will further understand and be familiar with the fact
that scissor lift mechanisms such as a common scissor lift machine or even this small table as disclosed by Zhang are commonly built with a pair of
scissoring links. This provides lateral stability to the machine over what would be typical of a single set of scissoring links. Thus, as discussed here
and previously, Yamamoto in view of Zhang will also have a first and a second set of pivot arms.

4a2. an element that connects the first set of pivot arms to the YES: Yamamoto in view of Zhang discloses an element that connects the
second set of pivot arms. first set of pivot arms to the second set of pivot arms.
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“The platform (2) has not yet opened the upper ends of the "X" - shaped cross movable metal feet (3) to both sides to prevent the rapid lowering of the desktop
(1), and the elastic buffering mechanism (7) is fixed in the middle of the platform (2), with the lower end facing the pivot shaft (30) in the middle of the ""X" -
shaped cross movable metal feet (3).” Zhang [0005] (emphasis added)

As shown above, Zhang discloses multiple elements that connect the first set of pivot arms to the second set of pivot arms. For example, pivot shaft
30 connects the first and second set of pivot arms to each other. Further the figures of Zhang show cross members at the top (highlighted in yellow)
which connect the first and second sets of pivot arms together. Further still, the cross members that form the base of the Zhang mechanism also
connect the first and second set of pivot arms together. A POSITA will understand that this is typical and ordinary design for scissor lift
mechanisms and any one of these components are elements that connect the first set of pivot arms to the second set of pivot arms. A POSITA
would be motivated to include connecting elements as part of the scissoring mechanism as these elements provide lateral stability to the assembly.

5P. The desktop workspace of claim 1, YES: As shown above, Yamamoto in view of Zhang, and in further view
of HJ Zottel discloses the desktop workspace of claim 1.
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5a. wherein the work surface platform forms an upper work surface,

and

YES: Both Zhang and Yamamoto disclose that the work surface platform
forms an upper work surface.

Yamamoto discloses a work surface platform as shown below:

work surface platform
(upper work surface)

FIG. 2A

existing platform

“The conventional fluidized bed has a fixed height. However, there has been a demand for a fluidized bed having an adjustable height, specifically, one in which
the height of the bed above the floor can be made as small as possible for ease in transferring a patient onto the bed or when a patient gets onto or off the bed,
and placed at a suitable height when the patient is lying on the bed for administering treatment to the patient.” Yamamoto 1:53-60

As shown above Yamamoto is a table which has a work surface platform (i.e. the table top). Further, there is an existing platform that Yamamoto is
set on. Like essentially ALL tables, the work surface platform is positioned above the floor, and is therefore “upper.” This is the basic form and

function of a table in the first place.
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work surface platform
(upper work surface)
4

‘existing platform

As shown above Zhang is a table which has a work surface platform (i.e. the table top). Further, there is an existing platform that Zhang is set on.
Like essentially ALL tables, the work surface platform is positioned above the floor, and is therefore “upper.” This is the basic form and function
of a table in the first place.

“The purpose of the present utility model is achieved as follows: a height-adjustable table, comprising a tabletop (1), a stand (2), and an "X" - shaped cross
movable metal foot (3).” Zhang [0004]

Thus, both Yamamoto and Zhang demonstrate that their respective work surface platforms form upper work surfaces.

Sb. wherein the gas spring is completely covered by a profile of the | YES: Both Yamamoto and Zhang disclose that the gas spring (or piston

work surface platform when viewed from above the upper work cylinder device) is completely covered by a profile of the work surface
surface relative to the base, the profile of the work surface platform | platform when viewed from above the work surface relative to the base, the
being defined by an outer perimeter of the upper work surface. profile of the work surface platform being defined by an outer perimeter of

the upper work surface.
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Yamamoto discloses the same limitation. As discussed previously, Yamamoto uses a hydraulic cylinder which is another type of piston cylinder
actuator. However, as discussed previously, a POSITA would understand that from a design point of view, a gas spring can be installed in place of
a hydraulic cylinder. The two devices are different in their behavior and certain applications may show that one is favorable over the other.
Nevertheless, both a gas spring and a hydraulic cylinder a piston-cylinder devices and both can exert outward forces by extending under pressure.
Thus, supposing that the hydraulic cylinder of Yamamoto was to be replaced with a gas spring to assist in the lift of an otherwise manually lifted

work surface | g/ 24
platform 7

piston-cylinder device
(completely covered)

table, such a substitution would be arranged such that the gas spring is completely covered by a profile of the work surface platform when viewed
from above.

“The conventional fluidized bed has a fixed height. However, there has been a demand for a fluidized bed having an adjustable height, specifically, one in which
the height of the bed above the floor can be made as small as possible for ease in transferring a patient onto the bed or when a patient gets onto or off the bed,
and placed at a suitable height when the patient is lying on the bed for administering treatment to the patient.” Yamamoto 1:53-60

“The lifter LF includes a link mechanism LK having bearings P1 and P2 fixed to ends thereof and rollers R1 and R2 on opposite ends thereof which are
movable along a guide rail. A hydraulic cylinder OS serves as a vertical drive unit for extending and retracting the link mechanism LK.” Yamamoto 1:68-2:5
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As shown above, Yamamoto has a hydraulic cylinder OS which is completely covered by the profile of the work surface platform when viewed
from above. As discussed, a POSITA would understand that the hydraulic cylinder could be replaced by a gas spring, in which case, it would also
be completely covered by the profile of the work surface platform when viewed from above.

‘work surface - work surface platform
platform ~ (tabletop covering gas spring) |

)
£

gas spring

As shown above and as discussed previously, Zhang discloses an upper work surface and a gas spring. Further, the tabletop portion of the work
surface platform is placed above and is larger than the work surface platform frame, to which the gas springs are mounted. This tabletop portion of
the work surface platform completely covers the gas springs below it.

6P. The desktop workspace of claim 1, YES: As shown above, Yamamoto in view of Zhang, and in further view
of HJ Zottel discloses the desktop workspace of claim 1.
6a. wherein the gas spring is a first spring, YES: Zhang discloses a gas spring that is a first spring.

Exhibit 1010-39




g 3 ‘work surface
platform

gas spring

“The two upper ends of the "X" - shaped cross movable metal feet (3) are connected to the platform (2) There are also air support rods (5)
connected between the two ends, where the movable rod end (50) of the air support rod (5) is rotatably connected to the upper end of the "X" -
shaped cross movable metal foot (3), and the fixed end (51) of the air support rod (5) is connected to the sliding rod of the slide rail (52). The two
air support rods (5) are controlled by a pull switch (6) to extend and retract the movable rod of the air support rod (5).” Zhang [0004] emphasis
added

As shown above, Zhang discloses a gas spring that is a first spring. The term used for a gas spring in Zhang is “air support rod.” Because this is a
translation from Mandarin to English, the terminology may be a bit unorthodox, but the description and figures clearly show a gas spring

6b. the desktop workspace comprising a pair of springs attached to YES: Yamamoto in view of Zhang discloses a the desktop workspace
the height adjustment mechanism to assist in the elevation of the comprising a pair of springs attached to the height adjustment mechanism
work surface platform, the pair of springs including the first spring to assist in the elevation of the work surface platform, the pair of springs
and a second spring. including the first spring and a second spring.
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“The two upper ends of the "X" - shaped cross movable metal feet (3) are connected to the platform (2) There are also air support rods (5)
connected between the two ends, where the movable rod end (50) of the air support rod (5) is rotatably connected to the upper end of the "X" -
shaped cross movable metal foot (3), and the fixed end (51) of the air support rod (5) is connected to the sliding rod of the slide rail (52). The two
air support rods (5) are controlled by a pull switch (6) to extend and retract the movable rod of the air support rod (5).” Zhang [0004] emphasis
added

Zhang discloses the use of a pair of gas springs to facilitate the movement of the scissor linkage style platform. The gas springs are locking gas
springs and are tied together through the use of Bowden cables in a manner well known and in accordance with typical engineering practice. These
gas springs are attached to the “X-shaped cross movable feet”, which comprise the height adjustment mechanism.

“The two air struts are controlled by a pull switch 6.” Zhang, Abstract
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“The positive effect of this utility model is that the height adjustable table using this structure can control the opening angle of the “X” — shaped
cross movable metal feet through the joint action of horizontal guide rails, air support rods, pull switches and other components to adjust the
height of the desktop and perform height positioning, making it very convenient to adjust the desktop height.” Zhang [0009]

As shown above, Zhang discloses the use of a pair of locking gas springs to adjustably set the height of a desktop work surface. As discussed
previously, a POSITA would be motivated to use the pair of locking gas springs as taught by Zhang. This would allow for greater assistance in the
lift of the work surface platform without compromising how compact the system is capable of being for storage. Thus, the combination of the
Yamamoto in view of Zhang will also have a pair of gas springs.

7. The desktop workspace of claim 1,

YES: As shown above, Yamamoto in view of Zhang, and in further view
of HJ Zottel discloses the desktop workspace of claim 1.

7a. wherein the sliding mechanism is a

first sliding mechanism,

7b. the desktop workspace further comprising a second sliding

mechanism,

YES: Yamamoto in view of Zhang discloses that the sliding mechanism is
a first sliding mechanism. Further this combination discloses that there is a
second sliding mechanism.

FIG. 2A

first sliding
mechanism

4

work surface |-

platform

second sliding
mechanism

mechanisms

sliding
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“a set of horizontal guide rails (4) are respectively provided at both ends of the stand (2), and the left and right upper ends of the "X" — shaped
cross movable metal foot (3) are respectively placed in the horizontal position so as to slide left and right. Inside the guide rail (4)” Zhang [0004]

“The lifter LF includes a link mechanism LK having bearing P1 and P2 fixed to ends thereof and rollers R1 and R2 on opposite ends thereof which
are movable along a guide rail” Yamamoto 1:68-2:3

As shown above, both Zhang and Yamamoto have a first sliding mechanism, which is what allows the top portion of the scissor links to translate
relative to the work surface platform. In addition to this, Yamamoto discloses a second sliding mechanism that is operable between the pivot arms
and the base. Again, this is typical scissor linkage design that any POSITA would readily understand is ubiquitous.

7c¢. wherein either the first sliding mechanism or the second sliding YES: Yamamoto in view of Zhang discloses that either the first or the

mechanism is attached or slides along the work surface platform, second sliding mechanism is attached or slides along the work surface
7d. and the other of the first sliding mechanism and the second platform.
sliding mechanism is attached to or slides along the base. Further, the other first and second sliding mechanism is attached to or

slides along the base.

sliding
mechanisms

FIG. 2A
first sliding __t
mechanism wogla;gr:‘ce ’

second sliding base
mechanism
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“a set of horizontal guide rails (4) are respectively provided at both ends of the stand (2), and the left and right upper ends of the "X" — shaped
cross movable metal foot (3) are respectively placed in the horizontal position so as to slide left and right. Inside the guide rail (4)” Zhang [0004]

“The lifter LF includes a link mechanism LK having bearing P1 and P2 fixed to ends thereof and rollers R1 and R2 on opposite ends thereof which

are movable along a guide rail” Yamamoto 1:68-2:3

As shown above, both Yamamoto and Zhang show that the first sliding mechanism(s) are attached to or slide along the work surface platform.
Further, Yamamoto has a second sliding mechanism (item R2 as shown above) that is attached to or slides along the base.

8P. The desktop workspace of claim 1,

YES: As shown above, Yamamoto in view of Zhang, and in further view
of HJ Zottel discloses the desktop workspace of claim 1.

8a. wherein the scissoring motion when raising and lowering the
work surface platform to various heights of the height adjustment
mechanism moves the work surface platform in a straight vertical
direction relative to the base.

YES: Yamamoto discloses that the scissoring motion when raising and
lowering the work surface platform to various heights of the height
adjustment mechanism moves the work surface platform in a straight
vertical line relative to the base.
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“To meet this demand, it has been proposed to combine a lifter with the bed for adjusting the height of the bed. FIG. 2 illustrates the arrangement
of such a mechanism for producing vertical movement. The height of the fluidized bed, and hence the height of the tank 4, are freely adjustable by
a lifter LF between a maximum height HI and a minimum height H2. The lifter LF includes a link mechanism LK having bearings P1 and P2 fixed
to the ends thereof and rollers RI1 and R2 on opposite ends thereof which are movable along a guide rail. A hydraulic cylinder OS serves as a
vertical drive unit for extending and retracting the link mechanism LK. Vertical movement of such a vertically movable fluidized bed with a patient
thereon while the beads 5 are in a flowing condition, however, results in the danger of causing the patient to move unnecessarily on the bed.”
Yamamoto 1:61-2:9

As shown above, the scissor mechanism of Yamamoto moves the work surface platform in a straight vertical line relative to the base. This is a
property typical of scissor lifting mechanisms generally as a POSITA would understand.

9P. The desktop workspace of claim 1, YES: As shown above, Yamamoto in view of Zhang, and in further view
of HJ Zottel discloses the desktop workspace of claim 1.
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9a. wherein the slidable tray protrudes out, down, and parallel to the | YES: This combination shows that the slidable tray protrudes out, down,
work surface platform in the extended position. and parallel to the work surface platform in the extended position.

E:y. V4

_ti
5

j

24 ©55

slidable tray

“The primary objects of the instant invention are to provide a desk having a plurality of box drawers and one or more vertical letter file
drawers...” HJ Zottel 1:4-6

“The desk comprises a top 10 supported by drawer supporting pedestals 11 having front legs 12 and rear legs 13 attached thereto” HJ Zottel
1:47-50

“As best shown in Figure 1, the desk is provided with a center drawer 24 between the pedestals 11" HJ Zottel 2:9-11

HJ Zottel shows a slidable tray (drawer 24) which is one of an array of drawers that are integrated with the desk disclosed by HJ Zottel. The
drawers of Figure 1 are shown in various state of being opened. Some of them are shown in a closed position, such as central drawer 24 and some
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of drawers 25. Others are shown in a partially open state such as two of the drawers 25 shown above. Still others such as drawer 26 is shown in a
fully open state. Cumulatively, it is clear that the drawers are arranged in a parallel manner to the work surface platform (as demonstrated by the
various states shown of open vs. closed drawers). At the same time all of the drawers are arranged strictly below the work surface platform. When
any given drawer is pulledo out, it will translate to a position that is protrusionally outward away from the work surface platform, as drawer 26 is
shown in Figure 1. Thus, when central drawer 24 is in the extended or open position, it will protrude out, down, and parallel to the work surface
platform.

10P. The desktop workspace of claim 1, YES: As shown above, Yamamoto in view of Zhang, and in further view
of HJ Zottel discloses the desktop workspace of claim 1.

10a. wherein the gas spring is attached directly to the one of the set YES: Yamamoto in view of Zhang discloses that the gas spring is attached
of pivot arms. directly to one of the set of pivot arms.

FlG. 2A

' first set of
actuator pivot arms

“A hydraulic cylinder OS serves as a vertical drive unit for extending and retracting the link mechanism LK.” Yamamoto 2:3-5
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As shown above, the cylinder of Yamamoto is attached to one of the first set of pivot arms. As discussed previously, a POSITA would be
motivated to replace the hydraulic cylinder of Yamamoto with one or more locking gas springs as taught by Zhang. A POSITA would recognize
that attaching the gas spring(s) to the pivot arms is one way to assist in the height adjustment of the scissor mechanism.

12P. The desktop workspace of claim 1, YES: As shown above, Yamamoto in view of Zhang, and in further view
of HJ Zottel discloses the desktop workspace of claim 1.

12a. further comprising a height adjustment locking mechanism that | YES: Yamamoto in view of Zhang discloses a height adjustment locking
holds the work surface platform at various vertical heights above the | mechanism that holds the work surface platform at various vertical heights
base. above the base.

FIG.  2A

work surface
platform

P

height adjustment
mechanism
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“FIG. 2 illustrates the arrangement of such a mechanism for producing vertical movement. The height of the fluidized bed, and hence the height of
the tank 4, are freely adjustable by a lifter LF between a maximum height HI and a minimum height H2. The lifter LF includes a link mechanism
LK having bearings P1 and P2 fixed to ends thereof and rollers RI1 and R2 on opposite ends thereof which are movable along a guide rail.”

Yamamoto 1:63-2:3

As shown above, Yamamoto discloses a height adjustment mechanism. A POSITA would be motivated to combine the gas springs of Zhang, as
shown below, with the Yamamoto style height adjustment linkage. This would allow for height adjustment as well as a simpler method for locking

via the use of the Zhang gas springs.

gas spring

=N / X work surface
& ,, * platform
82 ., \6 first set of |
12 locking _ pivotarms

mechanism

“On one side of the platform (2), there is a swing rod (12) that drives the action of the cable switch (6). The middle of the swing rod (12) is fixed to
a fixed frame (12) through a rotating shaft (11). The cable drive end of the cable switch (6) is connected to one end of the swing rod (12). When the
swing rod (12) swings, the valve of the driving air rod (5) is opened, and the movable rod end (50) is in a telescopic state; When the swing rod (12)
is in a nonstressed state, the valve of the driving air rod (5) is closed, and the movable rod is in a positioning state” Zhang [0007]

""""""""

As shown above, Zhang discloses the use of a gas spring to facilitate the movement of the scissor linkage and provide means to lock its position.

YES: As shown above, Yamamoto in view of Zhang, and in further view

14P. The desktop workspace of claim 1,
of HJ Zottel discloses the desktop workspace of claim 1.
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14a. further comprising two sliders that connect the slidable tray to YES: Yamamoto in view of Zhang, and in further view of HJ Zottel
the work surface platform, discloses two sliders that connect the slidable try to the work surface
platform.

Work surface

. latform
Fig. 1 P
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215

“As best shown in Figure 1, the desk is provided with a center drawer 24 between the pedestals 11" HJ Zottel 2:9-11

“The runners 28 of each drawer slidably engage a pair of drawer guides 16, 17 or 18 to thus slidably mount each drawer within a pedestal 11.” HJ Zottel 2:17-
20

As shown above, HJ Zottel discloses the use of two sliders that connect each drawer to the rest of the desk (i.e. runners 28). Specifically, HJ Zottel
describes that each drawer slidably enages with a pair of guides as shown in the citation above. This is conistent with having a pair of sliders.
Further, it is customary and typical to have a pair of sliders for a drawer (particularly if it is a side mount or top mount) as this provides for a more
balanced drawer arrangment. As discussed previously, a POSITA will understand the ordinary permutations of drawer mounts, i.e. bottom mount,
side, mount, and top mount. As discussed previously, when combining the teachings of HJ Zottel with the combination of Yamamoto in view of

215 HJ Zottel, Figure 1, annotated
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mounted to work
surface platform

channel

sliders

Fig. 2

Zhang, a POSITA would be motivated to use a top-mount drawer as that is the only structure available to mount a drawer to in this combination.
Thus, a POSITA would be motivated to use sliders to connect the slidable tray to the work surface platform.

In addition to this, a POSITA may also consider other well-known teachings in the prior art such as that of Drabczyk which shows the use of two
sliders that connect the slidable tray to the work surface platform as shown below:

.. | offset

slidable tray

216

“Keyboard holder 20 is secured to workstation 10 to slide from an out of the way position beneath the top of workstation 10 to a working position
as shown in FIG. 1. Keyboard holder 20, shown in FIG. 1, includes a molded plastic tray 22, which holds most types and sizes of keyboards 24.”

216 Drabezyk Figures 1 and 2, combined and annotated
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“Mounting plates 40, 42 are affixed to slide brackets 62, 64, respectively by bolts 66-72. Slide brackets 62, 64 slide within extendible tracks 74, 76
on mounting brackets 14, 16. The design and operation of slide brackets 62, 64 and mounting brackets 14, 16 are conventional in design and
are not discussed in any further detail. Thus, support tray 26, along with keyboard tray 22 and keybaord 24 are movable from an out of the way
position beneath the upper surface of workstation 10 to a working position shown in FIG. 1.”” Drabczyk 3:65-4:6 (emphasis added)

As shown above Drabcyzk discloses the use of two sliders (slide brackets 62, 64) which connect the slidable tray (keyboard holder 20 and molded
plastic tray 22) to the work surface platform, i.e. the desk top. With or without the dislosure of Drabczyk, a POSITA would be motivated to include
a top-mounted drawer in the typical and traditional style (i.e. with a pair of sliders) when combining the teachings of HJ Zottel with Yamamoto in
view of Zhang.

14b. wherein the two sliders operate in parallel to facilitate YES: Yamamoto in view of Zhang, and in further view of HJ Zottel

selectively positioning the slidable tray between the stored position discloses that the two sliders operate in parallel to facilitate selectively

under the work surface platform and the extended position that is positioning the slidable tray between the stored position under the work

outward and lowered with respect to the work surface platform. surface platform and the extended position that is outward and lowered
with respect to the work surface platform.
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“As best shown in Figure 1, the desk is provided with a center drawer 24 between the pedestals 11" HJ Zottel 2:9-11

“The runners 28 of each drawer slidably engage a pair of drawer guides 16, 17 or 18 to thus slidably mount each drawer within a pedestal 11.” HJ Zottel 2:17-
20

As discussed previously, HJ Zottel discloses two sliders. Further, as is typical and customary, the two sliders operate in parallel. In fact, when the
drawers of HJ Zottel are extended or retracted, each of the two sliders operate together. For example, each drawer of HJ Zottel can be placed in a
stowed position (as drawer 24 is shown above) or in an opened position (such as drawer 26 shown above). Further as is typical of drawers in
general, when extended the drawer is positioned outward and lowered with respect to the work surface platform.

Further still, a POSITA can look to prior art such as Drabczyk which also discloses the use of two sliders (as previously discussed) but also
demonstrates that the sliders operate in parallel which facilitate positioning the tray in a stored position under the work surface or an extended
position where it is spaced outward and lowered with respect to the work surface platform as shown below:
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“Keyboard holder 20 is secured to workstation 10 to slide from an out of the way position beneath the top of workstation 10 to a working position as shown in
FIG. 1. Keyboard holder 20, shown in FIG. 1, includes a molded plastic tray 22, which holds most types and sizes of keyboards 24.” Drabczyk 3:36-41

“Mounting plates 40, 42 are affixed to slide brackets 62, 64, respectively by bolts 66-72. Slide brackets 62, 64 slide within extendible tracks 74, 76 on mounting
brackets 14, 16. The design and operation of slide brackets 62, 64 and mounting brackets 14, 16 are conventional in design and are not discussed in any
further detail. Thus, support tray 26, along with keyboard tray 22 and keybaord 24 are movable from an out of the way position beneath the upper surface of
workstation 10 to a working position shown in FIG. 1.” Drabczyk 3:65-4:6 (emphasis added)

As shown above, Drabcezyk discloses the use of two sliders (slide brackets 62, 64) that operate in parallel that allow the keyboard to slide between
an extended position as shown in Figure 1 above and a stowed position in accordance with traditional design.?'® In addition to this, as shown in
Figure 1 of Drabczyk that shows that when in the extended position, the slidable tray is positioned outward and lowered with respect to the work
surface platform.

217 Drabezyk Figures 1 and 2, combined and annotated
218 Drabezyk 3:65-4:6
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15P. The desktop workspace of claim 1, YES: As shown above Yamamoto in view of Zhang, and in further view of
HJ Zottel discloses the desktop workspace of claim 1.

15a. wherein the one end of the gas spring is fixed relative to an YES: Yamamoto in view of Zhang, and in further view of HJ Zottel
underside of the work surface platform such that the one end of the discloses that one end of the gas spring is fixed relative to an underside of
gas spring acts on the underside of the work surface platform. the work surface platform such that the one of the gas spring acts on the

underside of the work surface platform.

FilG. 2A

work surface
platform

actuator

As shown above, the hydraulic cylinder in Yamamoto applies force to the underside of the work surface platform via its attachment to the sliding
mechanism.
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:gas spring

“On one side of the platform (2), there is a swing rod (12) that drives the action of the cable switch (6). The middle of the swing rod (12) is fixed to
a fixed frame (12) through a rotating shaft (11). The cable drive end of the cable switch (6) is connected to one end of the swing rod (12). When the
swing rod (12) swings, the valve of the driving air rod (5) is opened, and the movable rod end (50) is in a telescopic state; When the swing rod (12)
is in a nonstressed state, the valve of the driving air rod (5) is closed, and the movable rod is in a positioning state.” Zhang [0007]

As shown above, Zhang discloses the use of a gas spring to facilitate the movement of the scissor linkage. Specifically, the gas-spring cited is a
locking gas-spring. A POSITA will understand that a hydraulic cylinder, such as used by Yamamoto is also a piston cylinder device that can be
used to lock the vertical position of the platform at any height within its ordinary range of motion. As discussed previously, a POSITA would be
motivated to combine the locking gas springs of Zhang with the linkage of Yamamoto. A POSITA would be motivated to connect the rod end of
the locking gas spring directly to the underside of the work surface platform as this would greatly simplify the locking actuation method. If the rod
end were mounted directly to the underside of the work surface platform, it would be stationary relative to the work surface platform and would
allow the use of a simple locking handle rather than the use of Bowden cables as used in Zhang.

In addition to this, and as an example of this gas spring being mounted to the underside of the work surface platform, Lindahl—as discussed in this
report—discloses a gas spring that is directly fixed to the underside of the work surface platform. Where both Yamamoto and Zhang use hydraulic
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cylinders or gas springs to transfer load to the work surface platform via slide mechanisms, a POSITA would reasonably decide to simplify the
mounting of the gas spring(s) by directly fixing them to the underside of the work surface platform, as is shown in Lindahl. Fixing directly to the
work surface platform allowed Lindahl to use a simple lever as its gas spring locking mechanism, rather than hydraulics or Bowden cables. See
below for the description of the gas spring used in Lindahl.

“An essential feature of the invention is that a blockable gas-spring 17, or piston-cylinder device is provided for enabling the position of the
frame-like part 1 to be adjusted vertically in a smooth continuous fashion, both in an upward and in a downward direction. The gas-spring
includes a bottom part 18 which is pivotally connected to the leg member 3 beneath the pivot rod 12, and an upper part 19 which is pivotally
connected to the transverse frame-bar 15 on the same side of a vertical plane passing through the rod 12 as the lower part 18 (see also Figures 3,
4).” Lindahl 4:5-15

Thus, a POSITA would be motivated to use the linkage of Yamamoto, one or more gas springs of Zhang, and mount the spring(s) directly to the
underside of the work surface platform with or without the teachings of Lindahl. In addition to this, a POSITA may further consider the teachings
of Lindahl in order to eliminate the need for hydraulic lines or Bowden cables of Zhang, thereby simplifying the assembly.

16P. The desktop workspace of claim 15, YES: As shown above, Yamamoto in view of Zhang, and in further view
of HJ Zottel discloses the desktop workspace of claim 15.

16a. wherein the one end of the gas spring is fixed to the work YES: Zhang discloses that one end of the gas spring is fixed to the work

surface platform via a bracket mounted to the underside of the work | surface platform via a bracket fixed to an underside of the work surface

surface platform. platform.
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FIG.- 2A

work surface
platform

actuator

As shown above, the hydraulic cylinder in Yamamoto applies force to the underside of the work surface platform via its attachment to the sliding
mechanism. As further shown above, Yamamoto discloses that the pivot arms are attached to the underside of the work surface platform via a
bracket (item P1 above which is a pillow block bearing).

Exhibit 1010-58



work surface
platform

:gas spring

“On one side of the platform (2), there is a swing rod (12) that drives the action of the cable switch (6). The middle of the swing rod (12) is fixed to
a fixed frame (12) through a rotating shaft (11). The cable drive end of the cable switch (6) is connected to one end of the swing rod (12). When the
swing rod (12) swings, the valve of the driving air rod (5) is opened, and the movable rod end (50) is in a telescopic state; When the swing rod (12)
is in a nonstressed state, the valve of the driving air rod (5) is closed, and the movable rod is in a positioning state.” Zhang [0007]

As shown above, Zhang discloses the use of a gas spring to facilitate the movement of the scissor linkage. Specifically, the gas-spring cited is a
locking gas-spring. A POSITA will understand that a hydraulic cylinder, such as used by Yamamoto is also a piston cylinder device that can be
used to lock the vertical position of the platform at any height within its ordinary range of motion. As discussed previously, a POSITA would be
motivated to combine the locking gas springs of Zhang with the linkage of Yamamoto. A POSITA would be motivated to connect the rod end of
the locking gas spring directly to the underside of the work surface platform as this would greatly simplify the locking actuation method. Further,
a POSITA would reasonably be motivated to use a bracket (such as taught by Yamamoto) as the means of attachment as this can provide greater
strength to the attachment as well as provide a mounting geometry that is tailored to the rod end of the gas spring. If the rod end were mounted
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directly to the underside of the work surface platform via a bracket, it would be stationary relative to the work surface platform and would allow
the use of a simpler locking handle rather than the use of Bowden cables as used in Zhang.

In addition, and as an example of this gas spring being mounted to the underside of the work surface platform via a bracket, Lindahl—as discussed
in this report—discloses a gas spring that is directly fixed to the underside of the work surface platform via a bracket, named a transverse frame
bar. Where both Yamamoto and Zhang use hydraulic cylinders or gas springs to transfer load to the work surface platform via slide mechanisms, a
POSITA would reasonably decide to simplify the mounting of the gas spring(s) by directly fixing them to the underside of the work surface
platform via a bracket, as is shown in Lindahl. Fixing directly to the work surface platform allowed Lindahl to use a simple lever as its gas spring
locking mechanism, rather than hydraulics or Bowden cables. See below for the description of the gas spring used in Lindahl.

“An essential feature of the invention is that a blockable gas-spring 17, or piston-cylinder device is provided for enabling the position of the
frame-like part 1 to be adjusted vertically in a smooth continuous fashion, both in an upward and in a downward direction. The gas-spring
includes a bottom part 18 which is pivotally connected to the leg member 3 beneath the pivot rod 12, and an upper part 19 which is pivotally

connected to the transverse frame-bar 15 on the same side of a vertical plane passing through the rod 12 as the lower part 18 (see also Figures 3,
4).” Lindahl 4:5-15

A POSITA would be motivated to use the linkage of Yamamoto, one or more gas springs of Zhang, and mount the spring(s) directly to the
underside of the work surface platform via a bracket, as shown in the Lindahl example, in order to provide greater strength to the attachment as
well as provide a tailored mounting geometry that is designed to interface with the end of the gas spring.

18P. A desktop workspace that adjusts vertically, comprising: YES: See clement 1P.

18a. a work surface platform; YES: See element la.

18b. a slidable tray selectively positionable between a stored position | YES: See element 1b.
under the work surface platform and an extended position that is
outward and lowered with respect to the work surface platform,

18c. a base configured to sit on an existing platform; and YES: See element lc.

18d. a height adjustment mechanism connecting the work surface YES: See element 1d.
platform and the base, the height adjustment mechanism including:

18d1. a set of pivot arms that connect at a scissoring pivot point YES: See clement 1d1.
creating a scissoring motion when raising and lowering the work
surface platform to various heights;

18d2. a base pivot point fixed relative to the base and connecting | YES: See element 1d2.
the base and the set of pivot arms;
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18d3. a platform pivot point fixed relative to the work surface
platform and connecting the work surface platform and the set of
pivot arms;

YES: See element 1d3.

18d4. a sliding mechanism on an end of an arm of the set of pivot
arms between the end of the arm and either the work surface
platform or the base; and

YES: See element 1d4.

18d5. a gas spring that assists in elevation of the work surface
platform by applying a force to rotate one of the set of pivot arms
as part of the scissoring motion,

YES: See element 1d5.

18d6. wherein the gas spring, the set of pivot arms, the base pivot
point, and the platform pivot point align side-by-side when the
desktop workspace is in a fully lowered position such that the
desktop workspace adjusts vertically.

YES: Yamamoto in view of Zhang discloses that the gas spring, the set of
pivot arms, the base pivot point, and the platform pivot point align side-by-
side when the desktop workspace is in a fully lowered position such that
the desktop workspace adjusts vertically.
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FIG. 2B |

“The conventional fluidized bed has a fixed height. However, there has been a demand for a fluidized bed having an adjustable height, specifically
one in which the height of the bed above the floor can be made as small as possible for ease in transferring a patient onto the bed or when a
patient gets onto or off the bed, and placed at a suitable height when the patient is lying on the bed for administering treatment to the patient. To
meet this demand, it has been proposed to combine a lifter with the bed for adjusting the height of the bed. FIG. 2 illustrates the arrangement of

such a mechanism for producing vertical movement” Yamamoto 1:53-64 (emphasis added)
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As shown above, the Yamamoto linkage is arranged such that the first set of pivot arms, the base pivot point, and the platform pivot point align
perfectly side-by-side when the workspace is in a fully lowered position. As Yamamoto uses a hydraulic cylinder to lift, the cylinder is also side-
by-side with the pivot arms and other associated components. To the extent that this side-by-side alignment is construed to require that all pivot
points of the gas spring are aligned on a horizontal line with the other pivot points, the gas spring is at least partially aligned in Yamamoto (i.e. one
of the two pivot points of the cylinder is also in alignment).

The locking gas springs of Zhang are mounted such that when permitted to fully collapse as the linkage in Yamamoto does, the gas springs pivot
points (and the gas springs as a whole) will be in perfect horizontal alignment with the other pivot points.

As shown above Zhang uses a gas spring to assist in the lifting of the work surface platform as opposed to a hydraulic cylinder such as Yamamoto.
Further the gas spring of Zhang is aligned with the rest of the pivot point in the work surface platform frame. In accordance with the teachings of
Yamamoto (i.e. the desirability for compactness) and in accordance with the well-understood desire of compactness as taught in Zhang?'®, a
POSITA would be motivated to combine the linkage of Yamamoto with the linkage of Zhang in a way that the scissor arms will line up flat when
the platform is fully lowered.

Further still, a POSITA will understand that gas springs are approximately constant force devices, unlike hydraulic cylinders such as used in
Yamamoto. A POSITA will further understand that the actuator has the worst mechanical advantage for lifting the platform at the bottom (fully
lowered) position. In this position the cylinder of Yamamoto is nearly horizontal. In other words, the actuator is least effective and must generate
the largest force to lift the work surface platform when doing so from the fully lowered position. As stated earlier, a POSITA will recognize that a
gas spring will be little utility to lift the platform when in this position. Thus, the lifting assistance provided by a nearly horizontal gas spring would
be out-weighed by the loss of compactness offered by keeping the gas spring in a non-horizontal orientation. Thus, a POSITA would be motivated
to combine the linkage of Yamamoto with the gas spring placement already in Zhang to have maximum compactness in the stowed position.

Were the gas spring to be oriented like the hydraulic cylinder of Yamamoto, the gas spring force would have to be increase significantly which
would make the platform more difficult to adjust when at the top position. This could even make the table dangerous to adjust as the gas spring
would develop greater and greater mechanical advantage as the platform is raised causing it to violently pop up at the end. Further, this would
make the platform much more difficult to compress starting from the top. This is because gas-springs are not able to vary their output force in the
same way as hydraulic cylinders.

Thus, the combination of Zhang in view of Yamamoto is configured such that the gas spring, the first set of pivots arms, the base pivot point, and
the platform pivot point align side-by-side when the desktop is in a fully lowered position. As discussed previously, it is the very nature of scissor
lift mechanisms generally to adjust vertically.

219 See Zhang at [0002-3]
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As shown above, Yamamoto in view of Zhang, and in further view of HJ Zottel with the knowledge of a POSITA renders obvious each and every
element of the Asserted Claims of the 926 patent. In addition to this, certain things that would be well within the ordinary knowledge and familiarity
of a POSITA are also explicitly demonstrated in Drabczyk. For at least the reasons shown above, it is my opinion that the Asserted Claims of the
’926 patent are invalid due to obviousness under 35 U.S.C §103.
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