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A PSC is a composition of multiple BC and or CoD sessions into a single
Personalized Service Composition session. The composition enables the IPTV
solution to reserve resources for the PSC as a whole, and to release the PSC as a
whole.

This contribution includes PSC in TS 183 063. The key of PSC is the PSCid. This
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the identified PSC.
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2) Obtain the latest version for the release of the deliverable to which the change is proposed. Use the MS Word "revision
marks" feature (also known as "track changes") when making the changes. All TISPAN deliverables can be downloaded
from the docbox FTP server.

3) With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the deliverable just in front of the
clause containing the first piece of changed text. Delete those parts of the deliverable which are not relevant to the
change request.
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--- Proposed change to TS 183 063 new clause 5.1.X ---

51.X Procedure for Personalised Service Composition
5.1.X.1 General

The Personalised Service Composition (PSC) service composes multiple BC and or CoD sessions into a PSC session. The
PSCid is used to correlate the different BC/CoD sessions of the PSC.

5.1.X.2 Generation of the PSCid by the UE

The UE retrieves available services from SSF and composes a Personalized Service Composition (PSC). The PSC.is to be
composed of multiple BC and/or CoD services,. The UE generates a PSCid and makes a record of it. The PSCid should be

globally unique.

5.1.X.3 UE-initiated session initiation

For all UE-initiated sessions in the PSC, the UE shall include the PSCid in the SDP offer in the initial INVITE request.

. An a=PSCid:<PSCid> line indicates the PSCid

The UE shall correlate the session with the PSCid.

UE-initiated BC session initiation is specified in clause 5.1.3.1. UE-initiated CoD session initiation is specified in clause
5.1.4.2. Other types of IPTV sessions may also be used in a PSC, including an “empty” session that is used only to convey
the PSCid.

5.1.X4 SCF-initiated session initiation

When a UE receives an initial INVITE request from the SCF containing a PSCid, it shall check whether it already has a
record of the indicated PSCid.

. If it does, then the UE shall correlate the session with the PSCid.

. If it does not, then the UE shall make a record of the PSCid and correlate the session with the PSCid.

Edotor’s Note: Cross-references should be made to the clauses that specify SCF-initiated session initiation for BC, CoD
and other IPTV sessions.

5.1.X.5 Session modification

Sessions within a PSC can be modified using normal session modification procedures, see e.g. clause 5.1.3.2. In case of
UE-initiated modification of a session within a PSC, the UE shall include the PSCid in the SIP re-INVITE request or

UPDATE request, depending on the dialogue state.

. An a=PSCid:<PSCid> line indicates the PSCid

The value of the PSCid may be different than in the original INVITE request, which indicates that the session is transferred
to another PSC. The value of the PSCid may also be empty, which indicates that the session is removed from the PSC.

In case of an SCF-initiated session modification, the UE shall check the PSCid in the received re-INVITE request or
UPDATE request. If the PSCid is different from the original PSCid for this session, this indicates that the session is
transferred to another PSC. If the value of the PSCid is empty, this indicates that the session is removed from the PSC.

5.1.X.6 Session termination

Sessions within a PSC are terminated using normal session termination procedures, see e.g. clauses 5.3.1.4 and 5.3.2.4.
When a session within a PSC is terminated, then the UE shall remove the correlation between that session and the PSCid.
When the last session within a PSC is terminated, then the UE shall delete the record of the PSCid.

--- End of proposed change to TS 183 063 new clause 5.1.X ---
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--- Proposed change to TS 183 063 new clause 5.3.Y --- |

5.3Y Procedure for Personalised Service Composition

5.3.Y.1 UE-initiated session initiation

When an SCF receives an initial INVITE request from the UE containing a PSCid, it shall check whether it already has a
record of the indicated PSCid.

. If it does, then the SCF shall correlate the session with the PSCid.

. If it does not, then the SCF shall make a record of the PSCid and correlate the session with the PSCid.

In both cases, the SCF may perform service logic associated with the PSC, e.g. SCF-initiated session initiation, see clause
53.Y.2.

5.3.Y.2 SCF-initiated session initiation

When the SCF initiates a session within a PSC, it shall include the PSCid in the SDP offer in the initial INVITE request.
The PSCid should be globally unique.

. An a=PSCid:<PSCid> line indicates the PSCid

The SCF shall correlate the session with the PSCid.

Edotor’s Note: Cross-references should be made to the clauses that specify SCF-initiated session initiation for BC, CoD
and other IPTV sessions.

5.3.Y.3 Session modification

Sessions within a PSC can be modified using normal session modification procedures, see e.g. clause 5.3.1.2. In case of
SCF-initiated modification of a session within a PSC, the SCF shall include the PSCid in the SIP re-INVITE request or

UPDATE request, depending on the dialogue state.

. An a=PSCid:<PSCid> line indicates the PSCid

The value of the PSCid may be different than in the original INVITE request, which indicates that the session is transferred
to another PSC. The value of the PSCid may also be empty, which indicates that the session is removed from the PSC.

In case of an UE-initiated session modification, the SCF shall check the PSCid in the received re-INVITE request or
UPDATE request. If the PSCid is different from the original PSCid for this session, this indicates that the session is
transferred to another PSC. If the value of the PSCid is empty, this indicates that the session is removed from the PSC.

5.3.Y4 Session termination

Sessions within a PSC are terminated using normal session termination procedures, see e.g. clauses 5.1.3.4 and 5.1.4.4.
When a session within a PSC is terminated, then the SCF shall remove the correlation between that session and the PSCid.
When the last session within a PSC is terminated, then the SCF shall delete the record of the PSCid.

--- End of proposed change to TS 183 063 new clause 5.3.Y ---
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