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ABSTRACT 

Aradio frequency identi?cation (RFID) component receives 
a data stream from at least one RFID tag. A controller can 
integrate and/or embed at least one of the following, 1) 
middleWare that ?lters the data stream associated With the 
RFID component, 2) RFID software that provides RFID 
component softWare functionality, and 3) a smart component 
that connects to the RFID component. 
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ENHANCED CONTROLLER UTILIZING RFID 
TECHNOLOGY 

TECHNICAL FIELD 

[0001] The claimed subject matter is related to RFID 
technology, and more speci?cally to RFID tags utilized 
Within an industrial automation system. 

BACKGROUND 

[0002] An evolving technology that is rapidly gaining 
interest is Radio Frequency Identi?cation (RFID), Which 
leverages electronic data to mitigate data reading (e.g., 
scanning bar codes) and/or opening containers to obtain 
product information. RFID technology leverages electronic 
data and Wireless communications for identi?cation pur 
poses. With RFID systems, electronic data typically is stored 
Within an RFID tag, Which can be formed from a small 
silicon chip and one or more antennas and af?xed to a 
product. Reading from and/ or Writing to an RFID tag can be 
achieved through radio frequency (RF) based Wireless com 
munication via devices referred to as RFID readers. An 
RFID reader is a device that can be utiliZed to read and/or 
Write RFID tag data, depending on read/Write privileges. 

[0003] In general, Writing is utiliZed to add and/or modify 
product-speci?c information to an RFID tag, and reading is 
utiliZed to retrieve the information, for example, to provide 
for automatic product identi?cation. In many instances, the 
electronic data Written to and/or read from an RFID tag 
includes an Electronic Product Code (EPC), as Well as other 
product-related data. The EPC, in general, is a unique 
number that is encoded (e.g., as a bit code) and embedded 
Within the RFID tag (a small silicon chip With one or more 
antennas) af?xed to an associated product. Typical EPC data 
can include information about the associated product (e.g., 
product type, date of manufacture, lot number, source data, 
destination data, unique product code, . . . ) and/ or associated 
pallets, boxes, cases and/or container levels, for example. 

[0004] In today’s highly sophisticated, complex and intel 
ligent industrial automation systems, RFID technology is 
becoming an increasingly important presence for logistics 
concerns, material handling and inventory management. 
Simply knoWing that an object exists in a large Warehouse 
is no longer suf?cient. When implementing an RFID solu 
tion in a distribution center or a factory, it is customary to 
utiliZe three distinct platforms: an RFID reader/antenna 
(e. g., a ?xed implementation), RFID “middleWare” softWare 
running on a standard PC (Personal Computer), and an 
industrial controller (e.g., a PLCiProgrammable Logic 
Controller). A traditional communications approach is to 
have the RFID reader connect to the controller via a netWork 
using, for example, RS-232 serial communications, Ether 
net, or any of the ?eld buses such as DeviceNet, ControlNet, 
etc. Thus, data read from the RFID tag can be utiliZed to 
provide a greater degree of certainty over What goes into a 
supply chain and hoW to manage raW materials, Warehouse 
inventory, shipments, logistics, and/or various other aspects 
of manufacturing. 

[0005] In general, an RFID system can include multiple 
components: tags, tag readers (e.g., tag transceivers), tag 
Writers, tag-programming stations, circulation readers, sort 
ing equipment, tag inventory Wands, etc. Moreover, various 
makes, models, types, and/or applications can be associated 
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With respective components (e.g., tag, tag readers, tag pro 
gramming stations, circulation readers, sorting equipment, 
tag inventory Wands, . . . ), Which can complicate compat 
ibility Within the RFID system and automation systems. In 
vieW of the above, there is a need to provide a uniform Way 
to incorporate various makes, models, types, and/or appli 
cations into disparate automation system utiliZing RFID 
technology. 

SUMMARY 

[0006] The folloWing presents a simpli?ed summary of the 
innovation in order to provide a basic understanding of some 
aspects described herein. This summary is not an extensive 
overvieW of the claimed subject matter. It is intended to 
neither identify key or critical elements of the claimed 
subject matter nor delineate the scope of the subject inno 
vation. Its sole purpose is to present some concepts of the 
claimed subject matter in a simpli?ed form as a prelude to 
the more detailed description that is presented later. 

[0007] The subject innovation relates to systems and/or 
methods that facilitate utiliZing RFID technology With auto 
mation systems and/or applications. An RFID component 
can transfer a data stream from an RFID tag via Wireless 
communication, Wherein the RFID tag can include data 
associated With a particular object and/or item (not shoWn). 
The RFID tag can be either an active RFID tag or a passive 
RFID tag. The RFID component can be, but is not limited to, 
various components that read, Write, receive, and/or store 
electronic product data, such as, readers, readers/Writers, 
Writers and/or servers, and can be a handheld device or a 
?xcd-mount dcvicc depending on the particular application. 
A controller can utiliZe the data stream associated With the 
RFID component. The controller can contain softWare com 
ponents and hardWare components having inputs and/or 
outputs that can be utiliZed in connection With automating an 
industrial manufacturing device and/or process. 

[0008] Moreover, the controller can integrate and/or 
embed middleWare that can ?lter the data stream associated 
With the RFID component, Wherein such ?ltering can extract 
relevant information from such data. With the integration of 
middleWare into the controller, the controller can provide a 
seamless implementation of a portion of a plurality of 
disparate RFID components. For instance, the controller 
With integrated middleWare can provide at least one of 
human machine interfacing, programming, con?guration, 
sharing of data streams, data stream regulation, and/or 
employment of at least one sensor associated With the 
controller. In addition, the middleWare can provide clock 
synchronization betWeen at least the controller and the RFID 
component. 

[0009] In accordance With one aspect of the claimed 
subject matter, the controller can integrate and/or embed 
RFID softWare to facilitate providing softWare functionality 
to the RFID component. The RFID softWare can incorporate 
at least one of demodulation, decoding, and/or conversion of 
data streams into the controller. Moreover, by incorporating 
the RFID softWare into the controller, the RFID softWare is 
implemented in a more industrial hardened platform and/or 
environment. 

[0010] In accordance With another aspect of the claimed 
subject matter, the controller can integrate a smart compo 
nent that connects to an existing RFID component to provide 
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enhanced functionality thereto. The smart component can 
provide additional analog and/or digital inputs and/or out 
puts. Moreover, the smart component can employ additional 
capabilities such as, but not limited to networking and 
location determination. The smart component can be, for 
instance, a micro PLC and/or a controller that provides a 
common programming language betWeen at least a portion 
of a plurality of disparate RFID components. In other 
aspects of the claimed subj ect matter, methods are provided 
that facilitate utiliZing RFID technology and a controller to 
provide ef?cient and/or optimiZed utiliZation of RFID com 
ponents. 

[0011] The folloWing description and the annexed draW 
ings set forth in detail certain illustrative aspects of the 
claimed subject matter. These aspects are indicative, hoW 
ever, of but a feW of the various Ways in Which the principles 
of the innovation may be employed and the claimed subject 
matter is intended to include all such aspects and their 
equivalents. Other advantages and novel features of the 
claimed subject matter Will become apparent from the 
folloWing detailed description of the innovation When con 
sidered in conjunction With the draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0012] FIG. 1 illustrates a block diagram of an exemplary 
system that facilitates utiliZing RFID technology With a 
controller. 

[0013] FIG. 2 illustrates a block diagram of an exemplary 
system that facilitates implementing seamless integration of 
a plurality of disparate RFID components via a single 
controller. 

[0014] FIG. 3 illustrates a block diagram of an exemplary 
system that facilitates enhancing an RFID component uti 
liZing a controller. 

[0015] FIG. 4 illustrates a block diagram of an exemplary 
system that facilitates integrating middleWare With a con 
troller to provide seamless integration With a plurality of 
disparate RFID components. 

[0016] FIG. 5 illustrates a block diagram of an exemplary 
system that facilitates automatically providing RFID com 
ponent functionality via softWare to a plurality of disparate 
RFID components. 

[0017] FIG. 6 illustrates a block diagram of an exemplary 
system that facilitates enhancing an RFID component With 
a controller. 

[0018] FIG. 7 illustrates an application of an RFID system 
in accordance With at least one aspect of the claimed subject 
matter. 

[0019] FIG. 8 illustrates a block diagram of an RFID 
system having a plurality of stations that interact With a 
plurality of objects having respective RFID tags. 

[0020] FIG. 9 illustrates a block diagram of an exemplary 
system that facilitates utiliZing RFID technology With a 
controller. 

[0021] FIG. 10 illustrates a methodology for integrating 
middleWare into a controller to provide e?icient ?ltering of 
a data stream. 
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[0022] FIG. 11 illustrates a methodology that facilitates 
integrating RFID softWare into a controller. 

[0023] FIG. 12 illustrates a methodology for connecting a 
smart device to an existing RFID component. 

[0024] FIG. 13 illustrates a block diagram of a computer 
operable to execute the disclosed architecture. 

[0025] FIG. 14 illustrates a schematic block diagram of an 
exemplary computing environment in accordance With the 
claimed subject matter. 

DETAILED DESCRIPTION 

[0026] As utiliZed herein, terms “component, system, 
”“interface,” and the like are intended to refer to a computer 
related entity, either hardWare, softWare (e.g., in execution), 
and/or ?rmWare. For example, a component can be a process 
running on a processor, a processor, an object, an executable, 
a program, and/or a computer. By Way of illustration, both 
an application running on a server and the server can be a 
component. One or more components can reside Within a 
process and a component can be localiZed on one computer 
and/or distributed betWeen tWo or more computers. 

[0027] The claimed subject matter is described With ref 
erence to the draWings, Wherein like reference numerals are 
used to refer to like elements throughout. In the folloWing 
description, for purposes of explanation, numerous speci?c 
details are set forth in order to provide a thorough under 
standing of the subject innovation. It may be evident, 
hoWever, that the claimed subject matter may be practiced 
Without these speci?c details. In other instances, Well-knoWn 
structures and devices are shoWn in block diagram form in 
order to facilitate describing the subject innovation. 

[0028] NoW turning to the ?gures, FIG. 1 illustrates a 
system 100 that facilitates utiliZing RFID technology With a 
controller. An RFID component 104 can transfer a data 
stream from an RFID tag 102 via Wireless communication, 
Wherein the RFID tag 102 can include data associated With 
a particular object and/or item (not shoWn). Moreover, the 
RFID tag 102 can be either an active RFID tag or a passive 
RFID tag. The RFID component 104 can be, but is not 
limited to, various components that read, Write, receive, 
and/or store electronic product data, such as, readers, read 
ers/Writers, Writers and/or servers, and can be a handheld 
device or a ?xed-mount device depending on the particular 
application. A controller 106 can utiliZe the data stream 
associated With the RFID component 104. The controller 
106 can contain softWare components and hardWare com 
ponents having inputs and/ or outputs that can be utiliZed in 
connection With automating an industrial manufacturing 
device and/or process. 

[0029] Furthermore, the controller 106 can include inte 
grated middleWare 108 that eliminates any need for a 
computer and/or personal computer (PC) to host any suitable 
middleWare softWare associated With the RFID component 
104. By integrating the middleWare 108 into the controller 
106 provides an ef?cient, inexpensive, and industrial hard 
ened solution in comparison With conventional techniques. 
The middleWare 108 can ?lter the data stream associated 
With the RFID component 104, Wherein such ?ltering can 
extract relevant information from such data. The middle 
Ware 108 can further provide the e?icient implementation of 
the RFID component 104 based at least in part upon infor 
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mation included With the controller 106. In addition, the 
middleWare 108 can orchestrate the sharing of information 
from multiple RFID components related to a plurality of 
RFID tags. For instance, the middleWare 108 can provide 
any suitable format to data streams associated With disparate 
RFID components 104. Thus, based at least in part upon the 
controller 106 having integrated middleWare 108, disparate 
RFID components 104 regardless of brand, type, make, etc. 
can seamlessly be utiliZed by such controller 106 and 
middleWare 108. 

[0030] For instance, the middleWare 108 can be software 
that ?lters a data stream from an RFID reader, Wherein such 
middleWare 108 is integrated into the controller 106 to 
provide at least one of the elimination of a separate computer 
to host such software; and the accessibility to various 
information from the controller 106 such as the location of 
the reader (e.g., factory, Warehouse, . . . ). In one example, 
the controller 106 can utiliZe various sensors, Wherein cases 
(having RFID tags) on a conveyor belt can be located 
utiliZing one of the sensors. The sensor data can indicate the 
location of particular case on the conveyor belt and such 
information (contained in the controller 106) can contribute 
to the middleWare 108 ?ltering of the data streams. By 
utiliZing the information related to the controller 106 in 
conjunction With the integrated middleWare 108, the RFID 
component 104 can be effectively and/or e?iciently imple 
mented to receive data streams from RFID tags. 

[0031] In another example, the controller 106 can inte 
grate RFID software that can provide softWare functionality 
to the RFID component 104 (discussed in more detail infra). 
The software functionality can include demodulating func 
tions, decoding functions, conversion functions associated 
With the data stream collected by the RFID component 104. 
Moreover, the controller 106 can include a smart component 
(not shoWn) that connects to the RFID component 104 to 
provide enhanced functionality including, for instance, vari 
ous inputs, outputs, programming language, netWork capa 
bilities, location information, etc. 

[0032] FIG. 2 illustrates a system 200 that facilitates 
implementing seamless integration of a plurality of disparate 
RFID components via a single controller. An RFID tag 202 
can include data, Wherein an RFID component 204 can 
receive the data stream via Wireless communication. The 
data stream can be utiliZed by a controller 206, Wherein the 
controller 206 integrates middleWare 208. The middleWare 
208 Within the controller 206 provides 1) the elimination of 
a separate computer to host middleWare that ?lters data and 
extracts relevant information from the data stream; and 2) 
contributes to the ?ltering of the data stream utiliZing 
information associated With the system 200. It is to be 
appreciated that the RFID tag 202, RFID component 204, 
controller 206, and middleWare 208 can be substantially 
similar to the RFID tag 102, RFID component 104, control 
ler 106, and middleWare 108 of FIG. 1 respectively. 

[0033] For example, the controller 206 With integrated 
middleWare 208 optimizes the utiliZation of any RFID 
component 204 that receives a data stream from the RFID 
tag 202. The middleWare 208 can provide various ?ltering 
techniques and/or softWare that alloW the data streams to be 
cleansed (e. g., extracting relevant information from the data 
stream). Moreover, With the integration of the middleWare 
208 into the controller 206, the information included With 
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the controller 206 can be utiliZed to determine collection of 
data streams from the RFID component 204. It is to be 
appreciated that the integration of the middleWare 208 into 
the controller 206 can further provide con?guration, visu 
aliZation, and/or information sharing for a plurality of dis 
parate RFID components. 

[0034] The controller 206 can further include RFID soft 
Ware 210 that can facilitate enhancing the functionality of 
the RFID component 204. The RFID softWare 210 Within 
the controller 206 can include demodulation, decoding, 
conversion techniques suitable to be employed on the data 
stream associated With the RFID component 204. Moreover, 
the implementation of the RFID softWare 210 in the con 
troller 206 can provide an industrial hardened platform. By 
integrating the RFID softWare 210 into the controller 206, 
there is a reduction in additional physical infrastructure on 
a plant and/or Warehouse ?oor. 

[0035] For example, a plurality of RFID readers can be 
located on a plant ?oor, Wherein conventionally the indi 
vidual RFID readers Would respectively be responsible for 
demodulating, decoding, and/or converting the data stream 
received Which can be ine?icient. Yet, the controller 206 
With the integrated RFID softWare 210 alleviates this prob 
lem by pulling the softWare ?mctionality from the RFID 
readers into the controller 206 Which is considered an 
industrially hardened platform. Thus, the plant ?oor infra 
structure can be reduced and improved based at least in part 
upon the consolidation of the RFID softWare 210 into the 
controller 206. 

[0036] FIG. 3 illustrates a system 300 that facilitates 
enhancing an REID component utilizing a controller. An 
RFID component 304 can interact via Wireless communica 
tion With an RFID tag 302, Wherein the RFID component 
304 can receive a data stream associated thereWith. The 
RFID component 304 can further utiliZe an interface 306 to 
provide the data stream to a controller 308. The controller 
308 can integrate middleWare 310 that provides at least the 
?ltering of the data stream associated With the RFID com 
ponent 304. Furthermore, the controller can include inte 
grated RFID softWare 312 that can invoke softWare func 
tionality for any RFID component 304 regardless of make, 
model, brand, etc. It is to be appreciated that the RFID tag 
302, RFID component 304, controller 308, middleWare 310, 
and RFID softWare 312 can be substantially similar to 
components, tags, controllers, middleWare, and RFID soft 
Ware described in previous ?gures. 

[0037] Moreover, the system 300 can include any suitable 
and/or necessary interface component 306, Which provides 
various adapters, connectors, channels, communication 
paths, etc. to integrate the RFID component 304 into virtu 
ally any operating and/ or database system(s). In addition, the 
interface component 306 can provide various adapters, con 
nectors, channels, communication paths, etc., that provide 
for interaction With the RFID component 304, the controller 
308, and any components and/or data associated thereWith. 

[0038] The controller 308 further includes a smart com 
ponent 314 that can connect to the RFID component 304 to 
provide enhanced functionality. Although the smart compo 
nent 314 is depicted as an internal component in relation to 
the controller 308, it is to be appreciated that the smart 
component 314 can be incorporated into the controller 308, 
a stand-alone component, a combination thereof, and/ or the 
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controller 308. In other Words, the smart component 314 can 
be a controller substantially similar to the controller 308 in 
order to provide the described enhanced functionality. 

[0039] The smart component 314 can connect to the RFID 
component 304, Wherein con?guration and/ or user informa 
tion can be received. The smart component 314 can connect 
to the RFID component 304 utilizing, for instance, an 
existing interface. Moreover, the smart component 314 can 
provide programmability, inputs, outputs, networking capa 
bilities, location capabilities, program languages, etc. It is to 
be appreciated that the smart component 314 can provide an 
enhanced and/or increased functionality in regards to the 
RFID component 304 before connection of such smart 
component 314. 

[0040] FIG. 4 illustrates a system 400 that facilitates 
integrating middleWare With a controller to provide seamless 
integration With a plurality of disparate RFID components. 
RFID tags 402, 404, and 406 can relate to a speci?c good, 
article, object, item, pallet, box, etc. and communicate via 
Wireless communication to at least one of the RFID com 
ponents 408, 410, and 412. It is to be appreciated that 
various brands, makes, and/or models of RFID tags 402, 
404, and 406 and RFID components 408, 410, and 412 exist 
and any suitable RFID tag and RFID component can be 
utilized in accordance With the claimed subject matter. For 
instance, RFID tag 402 can be an active RFID tag, While 
RFID tag 404 and 406 can be passive RFID tags. Moreover, 
the RFID component 408 can be a reader of brand X, While 
RFID component 410 is a reader/Writer of brand Z and RFID 
component 412 is a Writer of brand Y. 

[0041] A controller 414 can receive data streams associ 
ated With the RFID components 408, 410, and 412. It is to 
be appreciated and understood that the controller 414 can 
contain softWare components and hardWare components 
having inputs and/or outputs that can be utilized in connec 
tion With automating an industrial manufacturing device 
and/or process. The controller 414 can be common to a 

plurality of RFID components (408, 410, and 412) in various 
locations. Moreover, the controller 414 can integrate 
middleWare 416 to provide at least 1) the elimination of a 
designated host for middleWare softWare associated With the 
RFID components 408, 410, and 412; and 2) the controller 
414 to contribute to the ?ltering of the data streams. The 
middleWare 416 can orchestrate the sharing of information 
among a plurality of RFID components 408, 410, and 412. 
For instance, the middleWare 416 can compare signal 
strengths associated With various RFID readers When one 
object is Within range of such RFID readers. 

[0042] The middleWare 414 can include a ?lter master 418 
that can interface With a plurality of disparate RFID com 
ponents 408, 410, and 412. Although three RFID compo 
nents are depicted in FIG. 4, it is to be understood that any 
number of RFID components can be utilized in accordance 
With the subject innovation. The ?lter master 418 can 
provide common ?ltering softWare adapted to disparate 
RFID components 408, 410, and 412. The ?lter master 418 
can utilize various ?ltering techniques and/or any suitable 
?ltering mechanisms in conjunction With the RFID compo 
nents 408, 410, and 412. 

[0043] The middleWare 416 can further include a con?g 
ure component 420 that can provide con?guration of the 
plurality of disparate RFID components 408, 410, and 412. 
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The con?gure component 420 can be any suitable con?gu 
ration associated With implementing RFID components 
over, for example, a netWork such as Ethernet to the con 
troller 414. For instance, the con?gure component 420 can 
provide a universal programming for various RFID compo 
nents in various locations. Moreover, the con?gure compo 
nent 420 can facilitate integrating RFID components into the 
controller 414 With middleWare 416 by providing at least 
one of con?guration, programming, and human machine 
interface (HMI). In other Words, the con?gure component 
420 can provide a universal con?guration and visualization 
environment to set up RFID components 408, 410, and 412 
connected to the controller 414. 

[0044] The controller 414 With integrated middleWare 416 
can also include a data How manager 422. The data How 
manager 422 can monitor and/or provide limitations in 
relation to the number of bytes sent from at least one RFID 
component in a transaction. For instance, the bytes of data 
can be from tag by tag, an array, etc. In another example, the 
RFID component can be informed that controller data (e.g., 
data streams associated With a particular RFID component 
or a portion of RFID components) is available, Wherein the 
data How manager 422 can specify the size of packets that 
it is to receive. 

[0045] The middleWare 416 can include controller soft 
Ware 424 that enables the controller 414 to interact With the 
system 400. The controller softWare can be utilized to infer 
the type of package, object, and/or item associated With an 
RFID tag that communicated With the RFID components 
408, 410, and 412. For example, the controller 414 can 
receive data from a plurality of sensors 428, Wherein there 
can be 1 to N sensors, With N being an integer greater than 
or equal to l. The controller softWare 424 can be imple 
mented to interact With the ?lter master 418 to enhance the 
?ltering of the data streams. For instance, When communi 
cating With the middleWare 416 for collecting RFID tag data, 
the controller 414 can utilize a data bulfer to accommodate 
multi-byte, asynchronous data transfer With the middleWare 
416. 

[0046] In one example, the plurality of sensors 428 can be 
connected to the controller 414 to provide the controller 414 
information associated With a package, item, object (e.g., 
any object associated With an RFID tag) location in relation 
to an RFID component. The controller 414 can then activate 
and/or de-activate RFID components based at least in part 
upon the plurality of sensors 428 and respective data. In 
other Words, by utilizing the controller 414 and related 
sensors 428, the amount of erroneous and/or unnecessary 
data reads from the RFID components 408, 410, and 412 is 
minimized. 

[0047] The controller 414 With integrated middleWare 416 
can further include a clock sync component 426 that invokes 
clock synchronization betWeen any components associated 
With the system 400. In particular, the clock sync component 
426 can synchronize the clock associated With the controller 
414 With the clock associated With the RFID components 
408, 410, and 412. By synchronizing the clocks Within the 
system 400, complete synchronization is enabled to facili 
tate tracking, diagnostics, ef?ciency, etc. Moreover, the 
RFID components can share real-time data such as signal 
strengths, time stamps, etc. 

[0048] The folloWing example is one illustration on the 
possible implementation of the claimed subject matter. It is 
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to be appreciated that the following is an example, and the 
subject innovation is not to be so limited. The middleware 
416 can be hosted in a plug-in module in the controller 414 
backplane. In another instance, the middleware can utiliZe 
an open socket associated with a network (e.g., Ethernet, . . 
. ). The module can provide an Ethernet interface to the 
RFID component and a computing engine for the middle 
ware 416. The controller 414 can communicate over the 
backplane, dedicated network, and/or the open socket with 
the middleware 416 to enhance the ?ltering capability with 
information about the tagged object. 

[0049] FIG. 5 illustrates a system 500 that facilitates 
automatically providing RFID component functionality via 
software to a plurality of disparate RFID components. A 
plurality of RFID tags 502 can transfer data streams via 
wireless communication to a plurality of RFID components 
504. There can be 1 to N RFID tags, where N is an integer 
greater or equal to 1. Similarly, there can be 1 to M RFID 
components, where M is an integer greater or equal to l. The 
data streams associated with the RFID components 504 can 
be received by a controller 506 that includes integrated 
RFID software 508. It is to be appreciated that the controller 
506 and the RFID software 508 can be substantially similar 
to the controller and RFID software previously described 
above. 

[0050] The RFID software 508 can include hardware 
reader functions embodied into the controller as, for 
instance, code. The RFID software 508 can provide software 
functionality that conventionally exists inside at least one 
RFID component, wherein such software functionality can 
be pulled into the controller 506 to enable an industrially 
hardened platform. By integrating the RFID software 508 
into the controller 506, infrastructure can be reduced, RFID 
component collisions (e.g., reads, writes, reads/writes, . . . ) 
and tag collisions are reduced. Moreover, the RFID software 
508 enables an aggregate and/or distributed control of the 
plurality of RFID components 504 utiliZing a single inter 
face. 

[0051] Additionally, the RFID software 508 can include at 
least one of a demodulate component 510 and a decode 
component 512. The demodulate component 510 can pro 
vide various demodulation techniques that can be imple 
mented with the system 500 and/or data streams associated 
with the plurality of RFID components 504. The decode 
component 512 can provide various decoding techniques 
that can be utiliZed in association with the data streams 
related to the plurality of RFID tags 502. It is to be 
appreciated that the demodulate component 510 and/or the 
decode component 512 can provide any suitable conversion 
technique associated with analog signal to binary informa 
tion and vice-versa. 

[0052] FIG. 6 illustrates a system 600 that facilitates 
enhancing an RFID component with a controller. An RFID 
tag 602 can communicate through wireless communication 
to an RFID component 604, wherein such data associated 
therewith can be received to a controller 606. The controller 
606 can integrate a smart component 608 that can connect to 
the RFID component 604 to provide enhanced functionality. 
The smart component 608 can further provide a universal 
programming for the RFID component 604 utiliZing, for 
instance, a common programming language. In one 
example, the smart component 608 can communicate via a 
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serial port, an open socket associated with an Ethernet port, 
and/or an Ethernet port. For instance, the smart component 
606 and/or controller 606 can open an Ethernet port to 
access the data stream associated with the RFID component 
604. In addition, the smart component 608 can provide 
universal connection to a plurality of disparate RFID com 
ponents regardless of the communication protocol utiliZed 
by the particular RFID component 604. 

[0053] The smart component 608 can further enhance the 
RFID component 604 by providing at least one additional 
output 610 and/or additional input 612. For instance, the 
smart component 608 can provide digital and/or analog 
inputs and/or outputs. Such input 612 and/or output 610 can 
be utiliZed with an application to trigger or set points of 
external devices such as, for instance, tower lights, etc. An 
analog input 612 and/or an analog output 610 can be utiliZed 
to change the RFID component 604 con?guration (e.g., 
antenna reading strength, . . . ). Furthermore, the smart 

component 608 can provide a location component 614 that 
can add location information to the system 600 by utiliZing, 
for instance, any location sensor (e.g., global positioning 
system (GPS), . . . ). Additionally, the smart component 608 
can provide a network component 616 that provides addi 
tional networking capabilities to the user such as, but not 
limited to, Ethemet/IP, Modbus/TCP, Pro?Net, etc. 

[0054] The following example is one illustration on the 
possible implementation of the claimed subject matter. It is 
to be appreciated that the following is an example, and the 
subject innovation is not to be so limited. The smart com 
ponent 608 can connect to an existing RFID component 604 
utiliZing the serial, open socket, and/or Ethernet port to 
communicate with the RFID component’s micro processor. 
The RFID component 604 can be con?gured and receive 
user information accordingly. The communication protocol 
employed over the connection to the RFID component 604 
can be previously de?ned by, for example, the RFID com 
ponent manufacturer. By utiliZing the smart component 608 
to connect to an existing RFID component 604, the combi 
nation can be referred to as a micro controller and/or PLC 
that provides a common programming language. 

[0055] FIG. 7 illustrates an application of an RFID system 
700 in accordance with at least one aspect of the claimed 
subject matter. While FIG. 7 illustrates products being 
moved by a conveyor belt system 702, it will be appreciated 
that the claimed subject matter works equally well in other 
applications such as a forklifts, trucks, line, manual move 
ment of goods, etc. Aplurality of RFID R/W devices (a ?rst 
reader 704, and a second reader 706) are employed to detect 
the presence of a plurality of RFID tags. While the RFID 
devices (704 and 706) are shown as overhead devices, it 
should be understood that the devices can be located any 
where, provided the range of coverage is appropriate for the 
particular purpose. For example, the devices (704 and 706) 
can be underneath, on the side and or in various locations 
throughout the environment. Each of the RFID R/W devices 
(704 and 706) transmits respective signals (710 and 712) 
that can be constant, intermittent, or periodically transmit 
ted, such as when activated by a sensor device. 

[0056] As a pallet of products 708 is moved (e.g., by a 
conveyor belt system 702 or other suitable means), the 
products move within the read range of the second RFID 
R/W reader 706. RFID tags associated with respective 
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