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(57) ABSTRACT 
A mobile communication device With security mechanisms 
is provided for enabling Wireless personal information trans 
fer With increased security. In another embodiment of the 
invention, a mobile communication device is used to con 
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APPARATUS AND METHOD FOR INCREASED 
SECURITY OF WIRELESS TRANSACTIONS 

BACKGROUND OF INVENTION 

[0001] The present invention relates to Wireless electronic 
data transfer, and to circuits and methods for secure Wireless 
information transactions. 

[0002] A Smartcard is a plastic card With an embedded 
integrated circuit computer chip (i.e., a piece of thin, semi 
conductor material, such as silicon) that has been chemically 
processed and etched With a speci?c set of electrical char 
acteristics such as circuits, storage, and logic elements of 
smartcard elements. When coupled With a Smartcard reader, 
this combination has the processing poWer to perform the 
complex operations previously requiring a personal com 
puter or other large logic device. 

[0003] In the form of a credit card, a Smartcard contains 
a built-in semi-conductor chip. The chip memory stores 
payment information, e.g., account information, similar to a 
magnetic stripe on the back of a credit card, but may also 
include additional information such as issuer-de?ned con 
trols (e.g., online authoriZation frequency requirements, 
?oor limits, credit limit, etc.). Many smartcards issued in the 
United States Will also include an embossed sixteen-digit 
account number in the magnetic stripe. The non-chip fea 
tures alloW the smartcard to be used at storefronts that are 
not equipped to interact With smart chips. Smartcards can 
also be contactless or Wireless, meaning the smartcard 
transfers data to and from another Smartcard enabled device 
via a built-in antenna Without physically touching the other 
Smartcard enabled device. 

[0004] Smartcard chips can be categoriZed as either intel 
ligent chips or memory chips. Intelligent chips, i.e., smart 
chips, contain a microprocessor that has various read/Write 
capabilities (e.g., EEPROM and ROM space), and the smart 
chip interacts With a Smartcard reader using softWare appli 
cations stored on the chip. Conversely, some Smartcard 
memory chips lack processing capability and do not manage 
?les dynamically. Generally, the Smartcards currently issued 
by bank card issuers in the United States for payment 
contain intelligent chips and have processing poWer. For 
example, a Smartcard could contain an access control appli 
cation Where the smart chip authenticates the cardholder and 
provides the user With access to a previously locked door or 
computer netWork. Information on the smart chip is read 
from a Smartcard reader, and the smart chip is designed so 
that some of the information stored in the smart chip cannot 
be changed. 

[0005] A smart chip operates similarly to a personal com 
puter, e.g., it can control the execution of the applications 
and it can store information. A smart chip can also lack 
processing poWer—be “dumb card.” The primary difference 
With a smart chip is that the operating system is programmed 
into the ROM portion of the chip at the time of the 
manufacture and generally cannot be altered. There exist 
several different smartcard operating systems. BetWeen the 
operating system and the application is an application pro 
gramming interface (“API”)—the message management 
process through Which the operating system and the appli 
cations interact. The operating system and breadth of appli 
cations on the smart chip are not necessarily important to the 
merchant and card user, as long as it is an open platform that 
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can interface With a Smartcard reader and provide payment 
information to the merchant’s POS terminal. 

[0006] SoftWare applications on the chip are designed for 
security and to process transactions. Additional applications 
or information may be added by the issuing bank, or 
potentially the card holder, such as a loyalty program, a 
stored value application, an e-ticket program, or a secure 
access veri?cation program. When the Smartcard is used to 
transact payment, a point of sale (“POS”) device often 
requires a PIN to authenticate the user. Conventional debit 
and ATM netWorks authenticate the PIN entered by the 
cardholder using a back-end netWork (e.g., the POS device 
contacts, directly or indirectly, the ?nancial netWork of the 
user that corresponds to the account number stored in the 
smartcard. The ?nancial netWork authenticates the PIN 
number by comparing the account number and the PIN 
number associated With the account number to the PIN 
number entered by the user) since the PIN is not stored on 
debit/ATM cards. Unlike an ATM transaction, in a Smart 
card transaction a PIN entered by the user is authenticated by 
the security system resident on the chip Which examines 
secure information stored in the chip and compares it to the 
entered PIN number. 

[0007] According to ISO standards, a smartcard chip oper 
ates in one of tWo modes either in contactless mode or in 
contact mode. In contactless mode, a smartcard chip is 
enabled to send and receive Wireless communications (e.g., 
radio signals) through a ?rst data channel (or data channel 
device). In contact mode, a smartcard chip is enabled to send 
and receive direct contact communications (e. g., electrically 
coupled signals) through a second data channel. Generally, 
a smartcard is pre-programmed to operate in a contactless 
mode and contact mode in conformance With ISO standards. 

[0008] For example, When using a Smartcard to purchase 
goods, the consumer Will hand their Smartcard to a merchant 
and the Smartcard is inserted into a Smartcard reader. The 
chip contains certain contact points that line up With the 
Smartcard reader to transfer information. For cards that have 
both a magnetic stripe and the chip, the Smartcard reader 
may be programmed to utiliZe the chip technology over the 
magnetic stripe since the chip is more secure. If the Smart 
card contains both credit and debit applications, the card 
holder must ?rst select a payment method. At this point, the 
smart chip and record reader communicate to determine 
several things, such as Whether the terminal has on-line 
authoriZation capabilities, Whether the card is authentic, and 
processing restrictions, e.g., expiration date. 

[0009] The card communicates to the reader the type of 
risk management checks that the card issuer Wants to be 
performed, such as the ?oor limit, random online process 
ing, and a velocity check, that determines Whether an on-line 
authoriZation is necessary. Next, the POS terminal requests 
authoriZation via the back-end processing netWork that 
connects to the seller’s ?nancial institution, home of?ce, or 
bank (if necessary), just like magnetic stripe card. Upon 
approval, the Smartcard reader and the smart chip may 
exchange additional information such as reWard points or 
e-coupons for the next purchase. This information is then 
stored on the smart chip for future use, or could be used for 
the current transaction. 

[0010] In contactless, or Wireless, Smartcard applications, 
information contained on the Smartcard is transferred in one 

Samsung Exhibit 1031 
Page 18 of 37



US 2004/0235450 A1 

direction. Information is provided to the Smartcard reader 
When the Smartcard is placed in close proximity to the 
Smartcard reader. For example, a Mobil Speedpass smartr 
card is Waved near a gas pump (containing a reader) to 
permit the user to purchase gasoline from the pump. When 
the Speedpass is placed near the gas pump, the user’s 
account information is Wirelessly provided to a reader in the 
gas pump. The account information is then used for approval 
of and billing of a gasoline purchase that Will folloW. 

[0011] In some applications, information is transferred 
betWeen the Smartcard and the Smartcard reader. For 
example commuters may use a Smartcard to pay for subWay 
or bus transit, Where fares are conventionally paid at the 
beginning or conclusion of the metro transit. The Smartcard 
stores an “electronic cash” value on the card. When entering 
the metro the Smartcard is placed near the smart reader on 
a turnstile and the reader receives payment information from 
the Smartcard. The user provides no additional information 
to the Smartcard or Smartcard reader, and does not take any 
further action af?rming the transaction. If the Smartcard has 
at least a predetermined amount of electronic cash, then the 
smart reader provides a signal to the Smartcard indicating 
the metro entry point and provides a signal to the turnstile, 
permitting the user to enter. If there are not suf?cient 
electronic funds, then the Smartcard reader does not provide 
a signal to the turnstile, and therefore the user is not 
permitted to enter. To exit the metro at the end of the transit, 
the user places the Smartcard near the Smartcard reader of 
a turnstile. The Smartcard reader determines the fare (by 
reading the entry point from the Smartcard), and deducts the 
fare from the value of the electronic cash stored on the card. 
The Smartcard reader provides a signal to the turnstile 
permitting the user to exit. 

[0012] As described above, a contactless Smartcard can be 
used for information transactions (e.g., subWay or bus fare 
transit). HoWever, there is little to ensure that the person 
using the contactless Smartcard is the same person Who 
oWns the Smartcard. As Smartcards are typically pre-pro 
grammed to operate in a contactless mode, the information 
on a smartcard is available to be read by any device capable 
of reading smartcards. For example, a valid subWay card or 
Speedpass may be used by anyone in possession of the 
transit card/Speedpass, respectively, even though the pos 
sessor of the transit card/Speedpass may not be the oWner of 
the transit card/Speedpass. Therefore, it Would be desirable 
to have a contactless system that provides an increased level 
of security for the information contained Within the Smart 
card. 

BRIEF SUMMARY OF THE INVENTION 

[0013] The present invention provides methods and appa 
ratus for Wireless transactions With increased security. 

[0014] In an embodiment of the invention, a smartlink 
module is provided to be coupled to a mobile communica 
tion device for providing the mobile communication device 
With the ability to transmit and receive Wireless Smartcard 
communications to other Smartcard enabled devices. Once 
initialiZed, the mobile communication device controls the 
smartlink module Whereby the mobile communication 
device selectively enables the smartlink module to transmits 
information. The mobile communication device requires 
user authentication before enabling the smartlink module. 
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The mobile communication device also authenticates the 
smartlink module before enabling the module In another 
embodiment the mobile communication device selects the 
information that Will be provided by the smartlink. In yet 
another embodiment, a mobile communication device is 
con?gured to be a Wireless Smartcard transceiver. 

[0015] In another embodiment of the invention, a mobile 
communication device facilitates information transfer. Typi 
cally, a mobile communication device mediates a ?nancial 
transaction, Whereby the mobile communication device 
authenticates the user prior to providing the user’s informa 
tion as part of the transaction. In one aspect, the mobile 
communication device requests approval of a ?nancial trans 
action and When the approval is received, the mobile com 
munication device transmits the approval to seller to com 
plete a transaction. 

[0016] In another exemplary embodiment of the invention, 
a mobile communication device is used to con?rm a trans 
action. In this embodiment, When a user conducts a trans 
action, the user’s mobile communication device is used to 
authenticate the user and con?rm that the user is interested 
in completing the transaction. 

[0017] In another exemplary embodiment of the invention, 
a smartlink module is provided, Which comprises a smart 
card processor, Where the processor includes a ?rst data 
channel being adapted to Wirelessly communicate data 
betWeen said smartcard processor and a third party terminal 
and a second data channel, said second data channel device 
being adapted to electrically couple said smartcard processor 
With a mobile communication device. 

[0018] In another exemplary embodiment of the invention, 
a transaction controller is provided that comprises a mobile 
user interface device and a processor that comprises a data 
channel being adapted to Wirelessly communicate transac 
tion data betWeen said processor and a third party terminal 
and said mobile user interface device being adapted to 
transmit user information to said processor said processor 
being disposed betWeen said mobile user interface device 
and said third party terminal. 

[0019] In another exemplary embodiment of the invention, 
a mated transaction controller is provided a smartlink mod 
ule having a unique identi?cation number and a ?rst con 
?rmation logic circuit, a mobile communication device 
coupled to said smartlink module, said device having a 
second unique identi?cation number and a second con?r 
mation logic circuit and Wherein before said device enables 
said smartlink module to provide data information to a third 
party circuit said ?rst logic circuit authenticates said smart 
link module and before said smartlink module provides data 
information to said third party circuit said second logic 
circuit authenticates said mobile communication device. 

[0020] In another exemplary embodiment of the invention, 
a transaction con?rmation system is provided that includes 
a ?rst computer system for storing and maintaining a user’s 
information and for approving a transaction, a second com 
puter for facilitating a transaction being selectively coupled 
to said ?rst computer to transmit transaction information and 
to receive a signal back from said ?rst computer and a third 
party transaction device adapted to Wirelessly receive user 
data from a transaction controller and adapted to provide 
said user data to said second computer. 
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[0021] In another exemplary embodiment of the invention, 
a method of authorizing a data transaction is provided that 
includes the steps of receiving a user input from a user at a 
mobile user interface device; validating an identity of said 
user Within mobile user interface device to produce a 
validation signal; producing a validation signal based on 
said validating; receiving said validation signal at an input 
port of a smartcard processor; and transmitting user personal 
data from smartcard processor. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0022] These and other features and advantages of the 
invention Will be more readily understood from the folloW 
ing detailed description of the invention Which is provided 
in connection With the accompanying draWings, in Which: 

[0023] FIG. 1 shoWs the smartlink coupled With a mobile 
communication device in accordance With an exemplary 
embodiment of the invention; 

[0024] FIG. 2 is a cut aWay, front vieW of the smartlink of 
FIG. 1 in accordance With an exemplary embodiment of the 
invention; 

[0025] FIG. 3 shoWs the smartlink and mobile communi 
cation device of FIGS. 1 and 2 used in a transaction; 

[0026] FIG. 4 shoWs the smartlink and mobile communi 
cation device of FIG. 3 used in a transaction in greater 

detail; 

[0027] FIG. 5 shoWs a How chart depicting the operation 
of the devices of FIGS. 1-4 according to an exemplary 
embodiment of the invention; 

[0028] FIG. 6 shoWs a smartlink module in accordance 
With another exemplary embodiment of the invention; 

[0029] FIG. 7 shoWs a How chart depicting the operation 
of the device of FIG. 6 according to an exemplary embodi 
ment of the invention; 

[0030] FIG. 8 shoWs a cutaWay vieW of a mobile com 
munication device in accordance With yet another exemplary 
embodiment of the invention; 

[0031] FIG. 9 shoWs a smartlink capable device acting as 
a digital cash register in accordance With yet another exem 
plary embodiment of the invention; 

[0032] FIG. 10 shoWs a How chart depicting a method of 
use of an exemplary embodiment of the invention in a 
vending machine context; 

[0033] FIG. 11 shoWs a smartlink capable device used in 
a transaction in accordance With another embodiment of the 
present invention; 

[0034] FIG. 12 shoWs a How chart depicting a method of 
use of an exemplary embodiment of the invention in With a 
device as depicted in FIG. 11; 

[0035] FIG. 13 shoWs a smartlink capable device used in 
a transaction in accordance With yet another embodiment of 
the present invention; 

[0036] FIG. 14 shoWs a How chart depicting a method of 
use of an exemplary embodiment of the invention; 
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[0037] FIG. 15 shoWs a mobile communication device 
used in a remote transaction con?rmation process in accor 
dance With another exemplary embodiment of the invention; 
and 

[0038] FIG. 16 shoWs a How chart depicting a method of 
use of an exemplary embodiment of the invention in a 
remote transaction con?rmation context. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0039] In the folloWing detailed description, reference is 
made to the accompanying draWings, Which form a part 
hereof, and in Which is shoWn by Way of illustration speci?c 
embodiments in Which the invention may be practiced. 
These embodiments are described in suf?cient detail to 
enable those of ordinary skill in the art to make and use the 
invention, and it is to be understood that structural, logical, 
or procedural changes may be made to the speci?c embodi 
ments disclosed Without departing from the spirit and scope 
of the present invention. 

[0040] Although not intended to be limiting, a “smartlink” 
system in a preferred embodiment is a system that includes 
a smartlink server and smartlink capable device. A smartlink 
server is a computer or processing system that maintains 
information about users of smartlink capable devices. This 
information may include a user’s account information, 
device information, and the like. The smartlink server is 
capable of communicating With a user’s smartlink capable 
device through cellular communications as is conventionally 
knoWn. The smartlink server is capable of communicating 
With other computer servers (of seller’s, banks, and other 
institutions) through conventional means. A smartlink 
capable device can be any such embodiment or aspect of the 
invention described beloW. 

[0041] FIG. 1 shoWs a smartlink module 100 coupled to 
mobile communication device 110, e.g., a cell phone, in 
accordance With an exemplary embodiment of the invention. 
The mobile communication device 110 controls and 
exchanges information With the smartlink module 100, 
Which is explained in greater detail beloW. In a preferred 
embodiment, the mobile communication device 110 has a 
processing unit using a Java J2ME engine. Although 
described With reference to a the mobile communication 
device 110 having a Java J2ME engine, the invention is not 
intended on being so limited. 

[0042] FIG. 2 is a front-side, cut aWay vieW of a smartlink 
module 100 in accordance With an exemplary embodiment 
of the present invention. Smartlink module 100 includes 
processing chip 210 and antennas 250, 260. Smartlink 
module 100 also includes communication connection pins 
240 and mounting clips 230. 

[0043] The processing chip 210—e.g., smartchip—pro 
vides processing and memory storage including, but not 
limited to data conversion processing. One feature of pro 
cessing chip 210 is that it converts data betWeen radio Waves 
and digital/analog signals. Typically, communication 
betWeen contactless Smartcard devices utiliZes radio Waves 
in the form of digital packets. In a preferred embodiment, 
processing chip 210 converts data received in the form of 
radio Waves by one of the antennae 250, 260 to data in the 
form of digital/analog signals that are then provided to the 
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