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PROGRAMMABLE TRANSACTION CARD 

RELATED APPLICATIONS 

This is a continuation-in-part of application Ser. No. 
08/236,169 ?led May 2, 1994, now US. Pat. No. 5,585,787, 
Which is a continuation-in-part of application Ser. No. 
07/803,972 ?led Dec. 9, 1991, noW abandoned. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates generally to ?nancial transaction 
cards and, more speci?cally, to a programmable integrated 
circuit card for accessing a plurality of accounts. 

2. Prior Art 

At present, magnetic cards such as commercial credit 
cards are Widely used for payments, cash advances, or other 
?nancial transactions through a communication system 
located at a retail store or a bank facility. Data for identifying 
the customer, such as an account number or other identifying 
data is magnetically stored on the card. 
When a transaction is to be performed at a retail store, a 

customer hands his or her card to an employee of the retail 
store. The employee then either manually checks the account 
number against a list of bad account numbers Which is 
published by the credit card company or scans the magnetic 
information into a communication device. In the ?rst case, 
the employee has the responsibility for approving the credit 
card. This can lead to serious problems When a stolen credit 
card is presented for payment, since the lists are usually not 
up to date and are also hard to read. In the second case, the 
magnetic account and billing information is sent to the 
?nancial institution Where it either accepted or declined. 
Since there is no method to check the authenticity of the 
purchaser, the ?nancial institution must assume that the 
credit card user is the customer identi?ed upon the card, 
unless they have been noti?ed that the card is stolen or lost. 
This assumption leads to problems When a stolen credit card, 
Which has not been reported, is utiliZed for the purchase of 
goods. 
When a credit card is utiliZed in a bank in order to receive 

a cash advance, the transaction is handled by either a teller 
or an automated teller machine (ATM). In the case of a teller, 
the process described for a retail store is repeated. In the case 
of an ATM, the card is placed inside of the ATM and the 
credit card oWner enters a person identi?cation number 
(PIN) Which is transmitted to the credit card company along 
With the transaction information. When the PIN is received 
by the credit company, the PIN is veri?ed and, if correct, a 
determination is made to either alloW or deny credit. When 
the PIN number is found to be incorrect, most credit 
companies send, to the credit card oWner, a request to reenter 
the PIN number. Thus, the user of a stolen credit card Will 
knoW that the PIN number that Was entered Was incorrect. 

In an attempt to provide greater security for credit cards, 
integrated circuit (IC) chips have been embedded into the 
credit cards. An interface is arranged on the surface or edge 
of the IC card to alloW external equipment to access the 
information stored in the card. Therefore, When the IC card 
is inserted into a terminal device installed at, for example, a 
bank or retail store, the IC chip in the card is electrically 
connected to the terminal through the interface. The IC chip 
is energiZed from the terminal through the interface, and an 
identi?cation number is entered at a keyboard in the termi 
nal. The identi?cation number prestored in the IC chip is 
read out and compared With the entered identi?cation num 
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2 
ber in the terminal so as to determine Whether or not the tWo 
identi?cation numbers match, and Whether the authoriZed 
user of the card is presenting the card. 

HoWever, in a conventional IC card, the IC chip is simply 
embedded in the card body, so that the terminal device must 
be used to identify the card user. The cost of such terminal 
devices is relatively high and imposes a ?nancial strain on 
retail stores With relatively little capital. In addition to this 
disadvantage, the card holder must enter the identi?cation 
number in the presence of a store clerk, so that secrecy of the 
identi?cation number cannot be guaranteed. 

Several US. patents disclose the use of integrated cards 
that are used to access remote systems. US. Pat. No. 
4,959,788 (Nagata et al.) discloses an IC card having a 
keypad, a display, and a memory unit. The keypad is used to 
enter transaction information Which is then stored in the 
memory unit. When the card is inserted into an ATM, the 
card con?gures the ATM for the pre-entered transaction and 
thus saves the user time at the ATM. 

US. Pat. No. 4,918,631 (Hara et al.) discloses a “smart” 
IC card that also has a calculator function. The card has a 
keypad Which can be used to enter identi?cation informa 
tion. This identi?cation information is compared to that 
stored in an internal memory and if there is a match, the card 
Will be validated. Upon validation, a light emitting diode 
LED Will be illuminated to indicate that the card is active. 
The merchant Will then accept the card as a valid card. 
Because such a LED indicator is provided, an unauthoriZed 
user may enter identi?cation information until the correct 
combination is determined and thus a lost or stolen credit 
card may be used until the loss of the card is reported to the 
credit card company. 

US. Pat. No. 4,926,480 (Chaum) discloses a card that 
alloWs cryptographically secure transactions betWeen a 
tamper resistant part of the card and an external system by 
the IC card. The card enables a user to enter information on 
a keypad located thereon. The card can be used to access 
several different types of computer systems. The tamper 
resistant part contains coded information Which Will alloW a 
secure protocol to be established betWeen the tamper resis 
tant part and the external system. The user inputs access 
enabling information upon the keypad Which is then checked 
against the coded information. If there is a correspondence 
betWeen the tWo bits of information, the card is enabled. The 
card is then alloWed to communicate With an external system 
via a secure protocol. 

US. Pat. No. 4,928,001 (Masada) discloses an integrated 
circuit IC card that has multiple user sections. By entering 
the appropriate identi?cation code, access to one or more of 
the user sections is alloWed. 

US. Pat. No. 4,960,982 (Takahira) discloses an IC card 
comprising a microprocessor Which accepts access informa 
tion and checks this information With a prestored key. If the 
information matches the key, then the card is enabled and 
alloWs access to a mass storage device. 

SUMMARY OF THE INVENTION 

In general terms, the invention provides a programmable 
transaction card for accessing a selected one of a plurality of 
different transaction accounts, such card comprising: means 
for selecting one of the plurality of accounts to be accessed; 
means for generating an account number corresponding to 
the selected account; intormation presentation means for 
presenting the account number in a format that is machine 
readable external to the transaction card; and control means 
for presenting the account number for a predetermined 
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period of time, after Which time the account number is no 
longer presented. 

In accordance With one aspect of the invention, a method 
is provided for communicating betWeen a ?nancial transac 
tion authoriZation center and a holder of a programmable 
transaction card so as to provide veri?cation of the transac 
tion card and to provide access to a selected one of a 
plurality of accounts, said method comprising the steps of: 
entering an identi?cation number on a keyboard of the 
transaction card; selecting one of said plurality of accounts; 
generating an account number corresponding to said 
selected account; presenting said identi?cation number and 
said account number in a machine-readable form that is not 
discernible to the human eye for a predetermined period of 
time, after Which time said identi?cation number and said 
account number are no longer presented; using a reader 
device to read the presented identi?cation number and 
account number; transmitting said identi?cation number and 
said account number read by said reader device to said 
authoriZation center; and verifying said identi?cation num 
ber and said account number at said authoriZation center. 

In a preferred embodiment, the identi?cation number and 
completed account number are temporarily presented by 
emulating the time-varying magnetic ?eld that Would be 
produced if said numbers Were recorded on a magnetic strip 
and sWiped through a reader. The numbers may then be read 
by a reader device in the form of a conventional magnetic 
strip reader. 

Advantageously, the method of the invention further 
comprises generating a tone after the entry of said identi? 
cation number or another secret code on said keyboard and 
transmitting said tone to the clearing house. Alternatively, or 
in addition, the method further comprises generating a 
preprogrammed identifying tone in response to making an 
entry on said keyboard in response to a random request for 
that entry from the clearing house. 

In accordance With a further aspect of the invention, a 
programmable transaction card is provided for accessing a 
selected one of a plurality of different accounts through 
communication With an authoriZation center for said 
accounts, Wherein the transaction card comprises: means for 
selecting one of the plurality of accounts to be accessed; 
means for entering identi?cation information for the card; 
means for generating an account number corresponding to 
the selected account; information presentation means for 
presenting said identi?cation information and said account 
number in a machine-readable form Which is not discernible 
by the human eye; control means for presenting said iden 
ti?cation information and said account number for a prede 
termined period of time, after Which time said identi?cation 
number and said account number are no longer presented. 

The information retaining means can comprise a central 
processor and associated memory. In a preferred 
embodiment, the information presentation means comprises 
a magnetic strip emulation controller and an inductive coil. 

In an advantageous embodiment, the card further com 
prises a raised or embossed basic account number imprinted 
on a face of the card and corresponding to a stored basic 
account number, account number completing digits located 
on said card adjacent to, and at the end, of the raised account 
number so that said raised account number and said com 
pleting digits constitute a completed account number Which 
is visible to a user, and account number varying means for 
varying the account number completing digits. In one 
embodiment, the account number varying means comprises 
at least one thumbWheel carrying raised digits corresponding 
to said terminal digits. 
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4 
According to a further advantageous embodiment, the 

card further comprises speaker means for generating tones 
corresponding to said identi?cation number. 

In an alternative embodiment, the card further comprises 
speaker means for generating preprogrammed identi?cation 
tones in response to depressing selected keys of the key 
board. Other features and advantages of the invention Will be 
set forth in, or apparent from, the folloWing detailed descrip 
tion of preferred embodiments of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a front elevational vieW of a transaction card 
constructed in accordance With the invention; 

FIG. 2 is a rear elevational vieW of the transaction card of 
FIG. 1; 

FIG. 3 is a side elevational vieW of an alternative embodi 
ment of the transaction card of FIG. 1; 

FIG. 4 is a block diagram of the circuits utiliZed in the 
transaction card of FIG. 1; 

FIG. 5 is a How chart Which illustrates a typical transac 
tion using the card of FIG. 1; and 

FIG. 6 illustrates the location of the magnetic card inter 
face during the reading transaction. 

FIG. 7 is an elevational vieW of a transaction card 
constructed in accordance With an alternative embodiment 
of the invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

In the folloWing description, for purposes of explanation 
and not limitation, speci?c details are set forth in order to 
provide a thorough understanding of the present invention. 
HoWever, it Will be apparent to one skilled in the art that the 
present invention may be practiced in other embodiments 
that depart from these speci?c details. In other instances, 
detailed descriptions of Well-knoWn methods, devices and 
circuits are omitted so as to not obscure the description of 
the present invention With unnecessary detail. 

Referring to FIGS. 1, 2 and 3, an exemplary embodiment 
of the invention in the form of a programmable transaction 
card, generally denoted 10, is illustrated. The front face of 
card 10 is similar to that of many conventional credit cards 
in that the card 10 has embossed letters 12 Which identify the 
authoriZed user of the card 10. Further, there are embossed 
account numbers 14 on card 10 Which identify a particular 
transaction account. Such embossed numbers are necessary 
if card 10 is to be used With conventional paper transaction 
records Wherein the card is used to make a physical impres 
sion on the record. HoWever, the need for embossed account 
numbers is diminishing as more point-of-sale terminals 
simply read the magnetically encoded information from the 
card and use such information to print a transaction record. 
Moreover, conventional magnetically encoded transaction 
cards are beginning to be replaced in some applications by 
so-called “smart cards” that contain information in an inte 
grated circuit chip Within the card. Readers for such cards 
transfer data directly to and from the circuit chip, further 
obviating the need for embossed data on the card. Such 
“smart cards” are likely to see more Widespread use in the 
future. 

In accordance With one embodiment of the invention, the 
last tWo digits, denoted 16, of account number 14 embossed 
on card 10 can be changed to any value from 00 to 99. The 
ability to change the embossed numbers 14 on card 10 
alloWs the use of a single card to access many different credit 
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accounts While also allowing the card to be used With 
conventional paper transaction records. In particular, in one 
embodiment, accounts at many different credit card compa 
nies or at different banks Within the credit system of a credit 
company may be accessed With a single card. To this end, the 
last tWo digits 16 may be used to indicate different credit 
companies or banks and a speci?c combination of numbers, 
e.g., 01, may be used to indicate one credit card company or 
bank While another, e.g., 02, may be used to indicate another 
credit card company or bank or a different account With the 
?rst credit card company. 

Aspeaker 18 is also provided on the card 10. This speaker 
alloWs the card to broadcast a tone corresponding to the 
particular identi?cation number over conventional telephone 
lines by using tones associated With the particular digits of 
the identi?cation number after the identi?cation number or 
another secret code has been entered. HoWever, in accor 
dance With an embodiment described beloW, the ability to 
generate a particular tone in response to a random request is 
used as a check by the credit company that the person using 
the card is authoriZed to do so. 

An input/output port 19 may be provided on the card so 
that conventional terminal equipment may be utiliZed to 
access account and identi?cation information Which is 
stored in the memory of the card. 

The back of the card 10 has a region 20 Which aligns With 
the read head of a conventional magnetic card reader. A 
transducer 55, such as an inductive coil, is disposed Within 
card 10 behind region 20 to generate a time-varying mag 
netic ?eld corresponding to the account number 14 and, 
optionally, an authoriZation code that is entered by the card 
user. This time-varying magnetic ?eld appears to the card 
reader as if a conventional magnetically encoded card had 
been “sWiped” through the reader. Signals representing the 
data to be transferred to the reader are output serially, 
thereby emulating the data encoded on a magnetic strip. 
Suitable analog circuitry is provided in a magnetic strip 
emulation controller for driving the inductive coil to gener 
ate a magnetic ?eld pattern Which can be read and inter 
preted by a conventional magnetic read head in the card 
reader. Analog circuitry suitable for this application is 
described in US. Pat. No. 4,868,376 to Lessen, et al, Which 
is incorporated herein by reference. 

The card 10 has a numerical pad 22 having numerical 
keys 24, a poWer on key 25, and an enter key 26. The pad 
22 is used to enter the particular credit company, ie the last 
tWo digits of the account number 14, and the authoriZation 
code. A solar cell 28 is provided for recharging a battery 30. 
Battery 30 is a typical rechargeable battery and provides 
poWer to the systems of the card 10. A display 32 is provided 
for displaying the account number 14 Which has just been 
entered as Well as other information relating to a transaction. 
AWheel 34 is located on the back of card 10 and alloWs the 
last tWo digits 16 of account number 14 to be changed as 
desired. These digits 16 are visible through a WindoW 16a on 
the front of the card 10. Alternatively, tWo thumbWheels, 
each containing the digits 0 to 9, can be used to generate the 
tWo digits 16. 

FIG. 7 illustrates a “smart card” 10‘ embodying the 
present invention. Card 10‘ includes an integrated circuit 
chip 100 in accordance With industry standards so as to 
communicate With a standardiZed “smart card” reader. Card 
10‘ includes keypad 22, display 32 and other features of card 
10 as previously described. In this case, emulation of a 
magnetic strip is not required. Instead, the selected account 
number is presented to the “smart card” reader through 
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6 
circuit chip 100 in the same format as used in a single 
account “smart card”. 

In a preferred embodiment, the card 10 has substantially 
the same thickness of about 0.8 mm, i.e., the thickness of 
conventional credit cards, and meets other ISO standards 
associated With such credit cards. FIG. 3 illustrates an 
alternative embodiment Where the card 10 has a varying 
thickness in order to accommodate the system electronics 
While still permitting the card to be read by conventional 
magnetic card readers. As illustrated in this embodiment, the 
card 10 has an 0.8 mm thick projecting portion 36 Which 
includes region 20 and a thicker body portion 38 Which 
houses the system electronics. The projecting portion 36 
alloWs magnetic strip 20 to be inserted into conventional 
magnetic readers. By having a thicker body portion 38, 
cheaper electronics can be used and the card 10 can be 
manufactured at a reduced cost. In yet another embodiment, 
a card portion having the same form factor as a conventional 
credit card may be inserted into a separate case that contains 
the keyboard, display, speaker and the majority of the 
electronics and poWer supply. 
The major systems and circuits utiliZed in card 10 are 

illustrated in FIG. 4. As may be seen, the card is composed 
of a central processing unit (CPU) 40, a read only memory 
(ROM) 42, dynamic memory (RAM) 44, a poWer supply 
system 46, a display control circuit 48, a speaker control 
circuit 50, a keyboard circuit 52, an input/output port 
controller 53, a magnetic strip emulation controller 54 and 
a transducer 55. The poWer supply system comprises the 
solar cell 28 and the rechargeable battery 30. The CPU 40 
receives poWer from the poWer supply system 46 and 
distributes the poWer to the other systems and circuits. 
Additionally, the CPU 40 controls the above systems and 
circuits by a programmed sequence of steps Which is stored 
in the ROM 42. For clarity, the operation of the above 
circuits Will be eXplained in conjunction With the operation 
of the card as illustrated in the How chart shoWn in FIG. 5 
and described beloW. 

Considering the overall operation of the credit card 10, a 
typical transaction is illustrated in FIG. 5. The ?rst step, as 
indicated in decision diamond 56, is to determine Whether to 
proceed With a transaction, in this case a purchase. If no 
purchase is desired, the card is not activated. In the case 
Where a purchase is desired, the card user Will press the ON 
key 25, as is indicated by operation block 58. In response to 
pressing of the ON key 25 by the user, the CPU 40 Will 
supply poWer to the systems and circuits identi?ed above, as 
indicated by operation block 60. Additionally, the numerical 
keys 24 and enter key 26 Will be enabled by the keyboard 
controller circuit 52. 

If entry of a PIN or other identi?cation number is 
required, the display control circuit 48 Will display a mes 
sage Which states “please enter ID number” or Will provide 
an equivalent prompt to the user on display 32, as indicated 
by operation block 62. The card user Will then enter his or 
her identi?cation number as indicated by block 64. Next, the 
keyboard controller circuit 52 Will scan the keyboard to see 
if the enter key 26 is pressed as indicated by decision 
diamond 66. When the enter key 26 is pressed, the identi 
?cation number Will be stored in RAM 44 by the CPU 40. 
If the card user Wishes to “erase” any information being 
presented as a magnetic strip emulation at region 20, a 
predetermined erase code, such as a series of Zeroes, may be 
entered, as indicated at decision diamond 71, in order to 
terminate magnetic ?eld generation as indicated by block 
73, discussed further beloW. 
The display control circuit 48 Will then display a message 

Which states “please select an account” or provides an 
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equivalent prompt to the user on display 32, as indicated by 
block 68. The desired account may be selected by any 
predetermined key sequence as established by the control 
program loaded into CPU 40. In one embodiment, this may 
be a tWo digit number (i.e., 00 to 99). The keyboard 
controller circuit 52 Will then receive the neXt tWo digits 
entered and send this information to the CPU 40. The CPU 
40, in turn, Will use the tWo digit code to identify a credit 
account stored in ROM 42. If there is no account number 
Which corresponds to the entered tWo digit code, the CPU 40 
Will request the display control circuit 50 to re-display the 
prompt indicated by block 62. If the account is valid, as 
indicated by decision diamond 70, the CPU 40 Will store the 
account number 14 in the RAM 44. The complete account 
number may comprise a basic account number that is then 
completed With the digits entered on the keyboard. 
Alternatively, the entire account number may be retrieved 
from storage or otherWise generated based on the key entry. 
It should be understood that a single variable digit (ranging 
from 0 to 9) can be used to provide ten choices although the 
use of multiple digits is preferred because-the much greater 
number of choices provided helps combat fraud. In one 
embodiment, the card can be preprogrammed When issued to 
display on display 32 the credit card company (using an 
abbreviation or acronym) corresponding to the digit or digits 
selected. In an alternative embodiment, the card may be 
provided With keys that are individually labeled for speci?c 
accounts. Pressing a particular key Will retrieve the corre 
sponding account number. 

The neXt step is to emulate a magnetic strip encoded With 
the account number 14 and, if needed, the identi?cation 
number, as indicated by block 72. As previously described, 
magnetic strip emulation controller 54 controls transducer 
55 to generate a time-varying magnetic ?eld Which emulates 
the account number 14 and the identi?cation number in 
region 20 so that a clerk may place the card 10 in a 
conventional magnetic card reader as indicated by block 74. 
As shoWn in FIG. 4, data to be communicated is output from 
the processor 40 and is converted by the magnetic strip 
emulation controller 54. Magnetic strip emulation controller 
54 outputs a signal to drive inductor 55 that generates a 
magnetic ?eld pattern Which can be read by a conventional 
card reading device 90, as shoWn in FIG. 6 of the present 
application. Signals representing the data to be communi 
cated are output serially, thus emulating data read from 
sWiping a conventional card With data encoded on a mag 
netic strip. The signals are repeated cyclically for a prede 
termined period of time so that reading device 90 Will have 
sufficient opportunity to read the entire data sequence. 
Alternatively, a key entry may be used to generate the 
emulation data once the card is positioned in the reader. 

In order to ensure that the data is only temporarily 
presented in accordance With one of the security features of 
the present invention, after a certain predetermined period of 
time suf?cient for completion of the transaction, for 
example, ?ve minutes, the processor 40 Will supply a signal 
to the magnetic strip emulation controller 54 Which termi 
nates the generation of magnetic ?elds by transducer 55, as 
indicated in step 73. This may also be manually effected by 
entering an erase code in the keyboard as discussed above. 

As previously discussed, a “smart card” embodying the 
present invention does not require magnetic strip emulation. 
In this case, the selected account number is retrieved from 
memory in the same manner as just described, but is 
presented by means of the circuit chip reader interface. 

The card reader Will typically dial an authoriZation center 
or other clearing house associated With the account number 
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14 and Will transmit the account number 14 as Well as the 
identi?cation number, if needed, as indicated by block 76. 
The receiving terminal With Which the reader communicates 
can be at a conventional authoriZation center, or can be at a 
credit card company Which acts as a clearing house for its 
accounts at, e.g., a number of different banks, or can be at a 
credit clearing house established for the purpose of servicing 
the accounts of different credit card companies, i.e., to act as 
a clearing house for a number of different credit cards. In 
general “authorization center” refers to any processing 
center, Whether or not remotely located from the card 
reading device, at Which a particular attempted transaction is 
authoriZed or denied. Upon receiving the account number 
14, the authoriZation center Will verify the account against 
its ?les and either accept the card as valid or invalid, as 
indicated by decision diamond 78. If the account is invalid, 
the transaction Will be declined, the attempted transaction 
Will be logged as indicated by block 80 and the transaction 
Will be denied, as indicated in block 82. 

The ability to transmit the identi?cation information along 
With the account number to the authoriZation center for 
veri?cation removes the possibility of collusion betWeen the 
store clerk and a potential thief of a transaction card. It Will 
also cut doWn on fraud by alloWing only authoriZed users to 
access the account. Additionally, by having the authoriZation 
center verify the identi?cation information, neither the trans 
action card user nor the clerk Will knoW if the identi?cation 
information that Was entered is incorrect or if the available 
credit Will or Will not cover the purchase. Thus, the only 
entity to knoW Whether an incorrect identi?cation is used is 
the authoriZation center. 

Continuing With a consideration of the normal manner of 
use of the transaction card 10, if the identi?cation is valid, 
as indicated by the “Y” branch of decision diamond 78, then 
a decision is made as to authoriZation of the transaction, e. g., 
Whether or not there is suf?cient available credit, as indi 
cated by decision diamond 84. If the transaction is denied, 
the authoriZation center Will send a message to the card 
reading device 90 to indicate that the transaction has been 
terminated, as indicated by block 86. If the transaction is 
authoriZed, a message is sent to the card reading device 90 
to indicate such authoriZation, indicated by the “Y” branch 
of decision diamond 84. The transaction is then completed, 
as indicated by block 88. 

Card 10 also alloWs transactions to be conducted by 
imprinting a copy of the account number 14 on a signed bill. 
In this situation, the credit card user Will turn Wheel 34 so 
that the last tWo digits 16 represent the account that is to be 
debited. Then the clerk Will imprint a copy of the account 
number 14 in a conventional fashion. 

In an alternative embodiment, a conventional optical 
scanner (not shoWn) can be used to read the account number 
14 and identi?cation information into the scanner. In this 
embodiment, the scanner may read information from the 
embossed numbers 14 or the display 32. When the infor 
mation is input into the scanner, the transaction Will be 
conducted as described above. In a further alternative 

embodiment, as already discussed, a “smart card” circuit and 
compatible reader may be used to transfer account and 
identi?cation information. 

As stated above, card 10 may be provided With a input/ 
output port 19. This port 19 can, in an alternative 
embodiment, be utiliZed to alloW a conventional terminal to 
read the account number 14 including the last tWo digits 16 
and identi?cation information directly from the ROM 42 and 
RAM 44 of the card 10 and this information can be trans 
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mitted to a credit company or to a clearing house for a 
number of credit card companies. Thus, conventional ter 
minals can also be utilized in connection With card 10 to read 
out the information Which is read out by a magnetic reader 
in the embodiment described above. After the account 
number 14 and the identi?cation information is read into the 
terminal, the transaction Will proceed as described above 
from block 76. 

The card 10 also alloWs for secure telephone transactions 
Which utiliZe the card 10. In a typical prior art telephone 
transaction, the sales representative requests the cardholder 
to read the account number off of the credit card and there 
is no Way to identify Whether the cardholder is the autho 
riZed user of a credit card. By utilizing the speaker 18 on the 
card 10 and an associated tone generator, the card can be 
used to generate tones associated With the keys 22. In 
operation, the sales representative Will take the order of the 
card holder and request by telephone that the credit card 
company interface With the cardholder to provide veri?ca 
tion that the cardholder is indeed authoriZed to use the card. 
To provide this veri?cation, the credit card company ?rst 
requests that the cardholder press the keys associated With 
the card identi?cation number. Upon pressing of the keys 22 
by the cardholder, distinct tones are generated by the 
speaker. The credit card company Will receive the tones and 
be able to determine if the tones, Which correspond to the 
identi?cation number, match With the tones that are stored at 
the credit card company (or clearing house) for that particu 
lar account. By providing the credit card company With the 
ability to verify the identi?cation information, the likelihood 
of a lost or stolen card 10 being successfully used is 
signi?cantly reduced since the authoriZed cardholder and the 
credit card company are the only tWo people Who know the 
correct identi?cation number. of course, When an unautho 
riZed user of the card enters an incorrect identi?cation 
number, the tones that Will be generated Will be incorrect or 
invalid and the credit card company Will have been given 
notice of an unauthoriZed attempt to access credit on the 
particular account and can take remedial action to protect the 
account. In an alternative embodiment, the credit card 
company or clearing house can request of a cardholder Who 
telephones the company to press certain keys selected at 
random and thus automatically generate corresponding pre 
programmed tones over the telephone. This prevents an 
authoriZed person Who has secretly recorded the card iden 
ti?cation tones but does not have the card itself from 
effectively using the card. 

The present invention is not limited to use in conducting 
credit card transactions, but may also be used for any other 
type of ?nancial transaction involving access to an account 
from a remote terminal. For example, the invention may also 
be advantageously employed to conduct debit card transac 
tions. In particular, the invention may be embodied as a 
“cash card”, Which can display to the user the remaining 
balance on the card by means of display 32. Furthermore, the 
present invention is Well suited for use as an ATM card. In 
this regard, ATM transactions can be expedited and can be 
conducted With greater security since the user’s PIN number 
can be entered into the card before the user approaches the 
ATM terminal. 

It Will be recogniZed that the above described invention 
may be embodied in other speci?c forms Without departing 
from the spirit or essential characteristics of the disclosure. 
Thus, it is understood that the invention is not to be limited 
by the foregoing illustrative details, but rather is to be 
de?ned by the appended claims. 
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What is claimed is: 
1. A method for communicating betWeen a ?nancial 

transaction authoriZation center and a holder of a transaction 
card so as to provide veri?cation of the transaction card and 
to provide access to a selected one of a plurality of accounts, 
said method comprising the steps of: 

selecting one of said plurality of accounts; 
generating Within the transaction card an account number 

corresponding to said selected account; 
presenting said account number in a machine-readable 

form that is not discernible to the human eye for a 
predetermined period of time approximating a time 
required to complete a transaction; 

using a reader device to read the presented account 
number; 

after said predetermined period of time, supplying a 
signal to terminate said step of presenting the account 
number; 

transmitting said account number read by said reader 
device to said authoriZation center; and 

verifying said account number at said authoriZation cen 
ter. 

2. The method as claimed in claim 1 Wherein said account 
number are presented as a time-varying magnetic ?eld and 
Wherein said account number is read by a magnetic reader 
device. 

3. The method of claim 1 further comprising the step of 
entering an identi?cation number on a keyboard of the 
transaction card. 

4. A method as claimed in claim 3 further comprising the 
step of generating a preprogrammed identifying tone in 
response to making an entry on said keyboard in response to 
a random request for that entry from the authoriZation center. 

5. The method as claimed in claim 3 further comprising 
the step of generating a tone after the entry of said identi 
?cation number on said keyboard and transmitting said tone 
to said authoriZation center. 

6. A transaction card for accessing a selected one of a 
plurality of different transaction accounts, said transaction 
card comprising: 
means for entering identi?cation information; 
means for selecting one of the plurality of accounts to be 

accessed; 
means for generating an account number corresponding to 

the selected account; 
information presentation means for presenting said iden 

ti?cation information and said account number in a 
machine-readable form Which is not discernible by the 
human eye; 

control means for terminating presentation of said iden 
ti?cation information and said account number after a 
predetermined period of time approximating a time to 
complete a transaction. 

7. The card recited in claim 6 Wherein said information 
presentation means comprises an inductive coil. 

8. The card recited in claim 6 Wherein said means for 
generating an account number comprises a central processor 
and associated memory. 

9. The card recited in claim 6 further comprising speaker 
means for generating preprogrammed identi?cation tones in 
response to depressing selected keys of said keyboard. 

10. The card recited in claim 6 further comprising speaker 
means for generating tones corresponding to said identi? 
cation number. 

11. The card recited in claim 6 further comprising a raised 
basic account number imprinted on a face of said card and 
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corresponding to a basic account number, account number 
completing digits located on said card adjacent to, and at the 
end of, said raised basic account number so that said raised 
basic account number and said completing digits constitute 
a completed visible account number, and account number 
varying means for varying said account number completing 
digits. 

12. The card recited in claim 11 Wherein said account 
number varying means comprises at least one thumbWheel 
carrying raised digits corresponding to said account number 
completing digits. 

13. A method of conducting a ?nancial transaction com 
prising the steps of: 

providing an authoriZed user of a ?nancial account With 
an electronic transaction card having a keyboard and a 
memory; 

entering user identi?cation information on the keyboard; 

entering account identi?cation information on the key 
board; 

retrieving an account number from the memory; 

presenting the account number and user identi?cation 
information in a format that is temporarily machine 
readable external to the transaction card; 

communicating the machine-readable account number 
and user identi?cation information to an authoriZation 

center; and 
terminating the step of presenting the account number and 

user identi?cation number after a predetermined period 
of time approximating a time to complete a transaction. 

14. The method of claim 13 Wherein a plurality of account 
numbers are stored in said memory and said account iden 
ti?cation information selects one of said plurality of account 
numbers for retrieval. 

15. A programmable transaction card for accessing a 
selected one of a plurality of different transaction accounts, 
said transaction card comprising: 

means for selecting one of the plurality of accounts to be 

accessed; 
means for generating an account number corresponding to 

the selected account; 
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information presentation means for presenting said 

account number in a format that is machine-readable 
external to the transaction card; 

control means for terminating presentation of said account 
number after a predetermined period of time approxi 
mating a time to complete a transaction. 

16. The card recited in claim 15 Wherein said information 
presentation means comprises an integrated circuit. 

17. The card recited in claim 15 Wherein said information 
presentation means comprises an inductive coil. 

18. The method of claim 17 further comprising the steps 
of: 

entering user identi?cation information on the keyboard; 

presenting the user identi?cation information in said 
format that is temporarily machine-readable external to 
the transaction card; and 

communicating the user identi?cation information to said 
authoriZation center. 

19. A method of conducting a ?nancial transaction com 
prising the steps of: 

providing an authoriZed user of a ?nancial account With 
an electronic transaction card having a keyboard and a 
memory; 

storing a plurality of account numbers in said memory; 

entering account identi?cation information on the key 
board; 

retrieving one of the plurality of account numbers from 
the memory; 

presenting the retrieved account number in a format that 
is temporarily machine-readable external to the trans 
action card; 

communicating the machine-readable account number to 
an authoriZation center; and terminating the step of 
presenting the account number after a predetermined 
period of time approximating a time to complete a 
transaction. 
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