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(57) Abstract: This invention relates to a brew group for an infusion machine, in particular a machine for espresso coffee, com­
prising infusion means ( 43, 43b) designed for the preparation of infusions, a holding chamber ( 41) hydraulically connected to the 
said infusion means ( 43, 43b) and comprising at least two liquid inlets ( 41 l) allowing the delivery ofliquids and heating means 
( 46) capable of directly heating the liquids delivered to the holding chamber ( 41) through the inlets such as to hydraulically feed 
the infusion means ( 43, 43b) for the preparation of infusions. The invention also relates to a machine which comprises the brew 
group and a method for operating the machine. 
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Supply group for infusion preparation, in particular for 

espresso coffee preparation, machine comprising the group 

and operating method thereof 

Technical Sector 

This invention relates in general to a supply or brew 

group for a machine for the preparation of infusions based 

on coffee or barley. This invention refers in particular to 

a machine for the preparation of espresso coffee and similar 

infusions in which one or preferably more stages for heating 

10 the water or liquid required for preparation of the infusion 

are present and in which one of the stages comprises a brew 

group. 

Known Art 

In general brew groups and machines for the preparation 

15 of infusions such as for example those for the preparation 

of espresso coffee, to which reference will be made 

hereafter for convenience of description, are known. 

In general the known machines comprise a boiler and a 

brew group or infusion chamber for dispensing the espresso 

20 coffee, for example, into a coffee cup. 

25 

In the context of espresso coffee machines, machines 

which provide several stages to permit heating of the water 

required for preparation of the coffee are in particular 

known. 

For example a machine for the preparation of espresso 

coffee in which there is provided a boiler as a first 

heating stage to raise the temperature of the water to 

values of between 95 and 98°C and a heating element as a 

second heating stage included in the housing also comprising 

30 the infusion chamber and capable of maintaining the infusion 

chamber at a thermostatically controlled temperature are 

1 
SUBSTITUTE SHEET (RULE 26) 
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known for example from publication EP 0465877 Al, in the 

name of the Applicant. 

A similar machine is also known from publication US-A-

5,551,331 in which it is in particular provided that the 

5 second stage is capable of increasing the temperature of the 

infusion chamber when a temperature sensor detects that the 

temperature therein has fallen below a predetermined value. 

A machine for the preparation of espresso coffee in 

which provision is made for a brew group comprising a water 

10 heating chamber as the second stage and an infusion body 

comprising the base of the heating chamber is also known 

from publication EP 2133011 Al. 

In the known machine it is provided that the water 

heating chamber is fed through a single conduit with water 

15 obtained by mixing cold water and hot water from the 

machine's boiler upstream of the brew group. 

A problem common to all the known art is that the 

second heating stage associated with the infusion chamber as 

provided does not make it possible to optimise the coffee 

20 preparation temperature finely because of the thermal 

inertia phenomena which are typical in circumstances where 

an infusion chamber is heated indirectly through a heating 

device. 

25 

A further problem which is common to all the known art 

is that known machines comprising a second heating 

presenting greater complexity in electrical and/or 

stage, 

fluid 

connections, have infusion chambers or brew groups which are 

more complex and difficult to adapt to machine 

configurations that are diversified or have innovative 

30 functions. 

In general the Applicant has found that none of the 

machines for the preparation of espresso coffee comprising 
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one or more heating stages are capable of ensuring effective 

control of the coffee delivery temperature at all times. 

The Applicant has also observed that none of the known 

machines provide second heating stages or brew groups 

5 offering great flexibility in installation and operation. 

10 

The Applicant has finally observed that none of the 

known machines succeed in fully optimising the electrical 

power required for their functioning because of the 

dimensions and configurations of their internal parts. 

Description of the Invention 

A first object of this invention is therefore 

overcome the problems in the 

particular the problem of 

coffee delivery temperature. 

known art set out above, 

instantaneous control of 

to 

in 

the 

15 This object is accomplished through the improved brew 

group for the preparation of infusions, in particular 

espresso coffee, as claimed. 

This invention also relates to a machine for the 

preparation of infusions and a method for operation of the 

20 machine itself. 

The claims constitute an integral part of the technical 

teaching provided through the invention. 

According to a preferred embodiment the brew group 

comprises a holding chamber having at least one inlet for 

25 cold water or spring water or, also, an aromatic liquid, and 

at least one inlet for heated water, originating from for 

example a boiler. 

According to a variant embodiment the brew group 

comprises a holding chamber having at least two inlets for 

30 cold water or spring water which are at a distance from each 

other such as to permit instantaneous control of the coffee 
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delivery temperature through one or more valves and suitably 

programmed heating means. 

According to a further feature of this invention, the 

holding chamber is configured in such a way as to comprise 

5 an infusion chamber within it. 

According to another feature of this invention the 

holding chamber comprises a quantity of liquid which is 

substantially equal to that necessary for preparation of the 

infusion. 

10 According to yet another feature of this invention the 

holding chamber comprises means for heating liquid 

dimensioned in such a way that the infusion temperature can 

be dynamically controlled within a specific temperature 

range during the infusion stage. 

15 Summary Description of the Figures 

These and other features and advantages of this 

invention will be clearly apparent from the following 

description of preferred embodiments provided by way of a 

non-limiting example with the help of the appended figures, 

20 in which elements indicated by the same or similar reference 

numbers indicate elements which have the same or similar 

functions and construction, and in which: 

Figure la shows a general diagram of an espresso coffee 

machine according to the invention; 

25 Figure lb shows a general diagram of a variant of the 

espresso coffee machine according to the invention; 

Figure le shows a general diagram of a further variant of 

the espresso coffee machine according to the invention; 

Figure 2 shows a diagrammatical perspective view of a brew 

30 group in the machine in Figures la or lb; 

Figures 3A and 3B show diagrammatical views in cross-section 

of the brew group in Figure 2. 
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Description of Preferred Embodiments 

With reference to Figure la an espresso coffee machine 

(machine) 10 according to a first embodiment comprises a 

boiler 12, one or more brew groups 14 which can be 

5 associated with respective filter holders, which when in use 

contain layers of coffee powder, and corresponding spouts 

14a suitable for the preparation of espresso coffee. 

Machine 10 also comprises one or more devices for 

delivering the so-called services ( services devices) 15, 

10 such as for example devices for the delivery of hot water or 

steam services. 

Machine 10 also comprises a user device or keyboard 11 

for controlling the delivery of coffee and services and a 

control unit 18 which as will be seen described in detail 

15 below is configured to control the operation of boiler 12, 

brew groups 14 and services devices 15. 

Boiler 12, of a known type, comprises in the preferred 

embodiment a heating unit 21 controlled in a known way by a 

sensor 23, for example a temperature sensor, from control 

20 unit 18 and is for example capable of directly feeding 

services devices 15 with hot water or steam. 

Boiler 12 is preferably fed with mains water in a known 

way, which generally has a temperature of between 5 and 

25°C. 

25 In the first embodiment boiler 12 also comprises a heat 

exchange unit (heat exchanger) 24 fed with mains water by 

means of a pump 19, for example a metering pump; the heat 

exchanger is dimensioned in such a way as preferably to 

contain a volume of water or liquid of between 300 and 

30 400 cc at a predetermined temperature and pressure. 

Even more preferably heat exchanger 24 is in the case 

of a machine with 4 brew groups dimensioned in such a way as 
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to contain a volume of water of approximately 350 cc; in the 

case where delivery takes place from heat exchanger 24 to 

brew group 14, the water in heat exchanger 24 leaves heat 

exchanger 24 at a temperature of for example between 105 and 

5 115°C. 

Heat exchanger 24 is connected by means of a conduit 

25, of a known type, for example a thermally insulated 

copper pipe, to brew groups 14, of which a single unit 14 

will be illustrated and described below, as these units are 

10 identical in the preferred embodiment. 

Preferably a valve Al, for example an electrically­

controlled valve, controlled by control unit 18 on the basis 

of programs developed during the design stage of machine 10 

is provided in the course of first conduit 25. 

15 In alternative embodiments valve Al may be replaced or 

supplemented by restrictions A2, for example restrictions 

which have been calibrated, designed and checked 

experimentally. 

In the first embodiment, pump 19 is also connected to 

20 brew group 14 through a second conduit 29, separate from 

first conduit 25. 

Preferably a valve Bl, preferably 

controlled valve, controlled by control 

similar to that provided for valve Al, 

25 course of second conduit 29. 

an electrically­

unit 18 in a way 

is provided in the 

Valve Bl may also be replaced or supplemented by a 

restriction B2, for example a restriction which has been 

calibrated, designed and experimentally checked. 

According to a second embodiment it is provided that 

30 valve Bl (Figure lb) is for example a three-way valve 

capable of alternately feeding two conduits, second conduit 

29 and a third conduit 29b respectively. 
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Page 1011-7



WO 2011/158131 PCT/IB2011/051259 

According to a third embodiment, shown as an example in 

Figure 3c, it is provided that for example boiler 12 and 

first conduit 25 are not present in the machine, and only 

the second and third conduits, 29 and 29b respectively, are 

5 provided. 

10 

According to this embodiment it is provided that 

heating of the liquid required for infusion is per£ ormed 

only in the close vicinity of each brew group 14 in a single 

heating stage. 

According to yet another embodiment it is provided that 

second conduit 29 is for example connected to a second pump 

19a (Figure la, Figure lb) and to a container of aromatic 

liquid such as to permit the brew group to be fed with the 

aromatic liquid. 

15 In the rest of the description, for the sake of 

simplicity reference will be made to the first and second 

embodiments, which are considered preferable, in which it is 

provided that the brew group is fed with water through 

conduits 25 and 29 or 25 and 29 or 29b (Figures la or lb), 

20 unless indicated otherwise. 

In all the embodiments brew group 14 preferably 

comprises a holding chamber 41 (Figure la, Figure lb, Figure 

le, Figure 2, Figures 3a and 3b) which is capable of 

containing within it the liquid, for example water, which is 

25 to be used for the preparation of coffee, and an infusion 

chamber 4 3 capable of being fed from holding chamber 41 

through a valve 4 8 when preparation of coffee is required, 

to deliver espresso coffee to a coffee cup through a conduit 

43b. In this embodiment infusion chamber 43 provides 

30 infusion means for preparation of the infusion. 

According to other embodiments the infusion chamber may 

not be present and may be replaced by conduit 43b arranged 
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in such a way as to be incorporated in brew group 14 and be 

capable of providing the infusion means for preparation of 

the infusion under the control of valve 48, for example an 

electrically-controlled valve of a known type. 

5 If infusion chamber 43 is present, this is preferably 

contained within holding chamber 41 and operates in a known 

way under the control of electrically-operated valve 48. 

Even more preferably holding chamber 41 and infusion 

chamber 43 form a brew group 14 in which infusion chamber 43 

10 is concentric with holding chamber 41 or is incorporated 

into holding chamber 41. 

These latter two embodiments, which are considered 

preferable, provide that infusion chamber 43 is filled with 

water for dispensing during the process of preparing the 

15 coffee beverage. 

This makes it possible to perform a progressive 

infusion through the application of an increasing pressure 

to the layer of coffee. 

In fact the increase in pressure is determined by the 

20 fact that the dispensed water requires a certain time to 

fill the infusion chamber and therefore gives rise to a slow 

pressure increase within the infusion chamber during that 

time. 

The pressure preferably increases up to a value 

25 corresponding to the maximum value generated by pump 19 or 

the pumps connected to the conduits, for example 9 bar. 

The method of extraction which provides for the 

presence of an infusion chamber is therefore preferable in 

that it permits better utilisation of the organoleptic 

30 properties of the coffee and on the other hand the presence 

of an infusion chamber 43 within or concentric with holding 

chamber 41 makes it possible to achieve the aim of 

8 Decent Espresso International Ltd., Exhibit 1011 
Page 1011-9



WO 2011/158131 PCT/IB2011/051259 

optimising energy efficiency in the circulation of water 

between the holding chamber and the infusion chamber and 

continuous control of the temperature of the water reaching 

the layer of coffee. Holding chamber 41 comprises a 

5 temperature detector or sensor 45 and a heating element 46 

of predetermined power connected to control unit 18 in a 

known way. 

According to the various embodiments the heating 

element can generally raise the temperature of the water 

10 delivered to holding chamber 41 to optimum values for the 

preparation of espresso coffee, for example values of 

between 88 and 93°C. 

Preferably heating element 46 is arranged in such a way 

that it is distributed within entire holding chamber 41 or 

15 part thereof; for example, as shown in Figure 3B the heating 

element may have the shape of a partly closed ring. 

Preferably holding chamber 41 has an internal volume 

that is small in comparison with the power that can be 

provided by heating element (resistance) 46 such as to allow 

20 instantaneous control of the water temperature. 

In the various embodiments holding chamber 41 is 

connected to the infusion chamber in a known way through an 

outlet conduit 41a from chamber 41, electrically-operated 

valve 48 and an inlet conduit 43a into infusion chamber 43. 

25 According to other embodiments in which the infusion 

chamber is not present, conduit 43b, which provides the 

infusion means, is directly connected to conduit 43a and 

from there to electrically-operated valve 4 8, as in the 

various embodiments. 

30 In the preferred embodiments brew group 14 comprises a 

plurality of inlets or inlet connections 411 which can be 

connected to first conduit 25 and second conduit 29 

9 Decent Espresso International Ltd., Exhibit 1011 
Page 1011-10



WO 2011/158131 PCT/IB2011/051259 

respectively, or, if there are more than two inlet 

connections, to first conduit 25, second conduit 29 and 

third conduit 29b. 

The presence of several inlet connections may also 

5 offer flexibility in the connection of conduits 25 and 29 or 

25, 29 and 29b to brew group 14. 

This latter configuration, which provides a plurality 

of inlets 411 which can be selected from time to time at the 

time of assembly in such a way as to be connected to the 

10 first and second conduit individually or otherwise, or, in 

the case of more than two inlet connections, to the first, 

second and third conduit, makes it possible in particular 

to: 

- optimise the arrangement of connections to the first and 

15 second conduit from time to time or, in the case of more 

than two inlet connections, to the first, second and third 

conduit, according to the internal configuration of machine 

10; 

- select means for mixing cold water and hot water within 

20 holding chamber 41 in such a way as to affect achieving a 

particular extraction or infusion profile for the coffee 

according to the arrangement and throughputs of the 

connections; in fact selected mixing means will affect the 

extraction profile in that the temperature of the water 

25 within holding chamber 41 and subsequently in contact with 

the layer of coffee will differ according to the arrangement 

and throughput of connections 25, 29 and/or 29b. 

As already anticipated, the presence of more than two 

inlet connections 411 will for example in the case of the 

30 second and third embodiments make it possible to connect 

second conduit 29 and third conduit 29b as outlets from 

valve Bl, which is preferably a three-way valve, to inlets 

10 Decent Espresso International Ltd., Exhibit 1011 
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411 in positions which are at a distance from each other so 

as to allow the possibility of mixing hot and cold water in 

different ways. 

According to these embodiments the three-way valve may 

5 also be replaced by two valves and by two separate conduits 

for the cold water. 

The second and third embodiments nevertheless ensure 

that the infusion temperature can be dynamically controlled 

as will be more specifically described below. 

10 In all cases, in the preferred embodiments holding 

chamber 41 has a plurality of inlets 411 of which at least 

two are connected to conduits 25 and 29 respectively (Figure 

la, Figure lb, Figure 2, Figure 3A, Figure 3B). 

Holding chamber 41 also preferably provides an 

15 outlet 412 located within the holding chamber, for example 

within the top of the interior thereof. 

The positioning of outlet 412 at the top of holding 

chamber 41, which is preferable, makes it possible to 

maximise the mixing of water during the delivery stage and 

20 maintain an instantaneous uniform temperature in holding 

chamber 41. 

According to the second embodiment it is also possible 

to connect second conduit 29 to holding chamber 41 at a 

distance from outlet 412 and third conduit 29b in a position 

25 close to outlet 412. 

The solution described above is also preferably applied 

to the third embodiment. 

This configuration makes it possible to influence the 

change in temperature of the water within holding chamber 41 

30 in a different way according to the manner in which valve 

Bl, for example a three-way valve, is operated. 

11 Decent Espresso International Ltd., Exhibit 1011 
Page 1011-12



WO 2011/158131 PCT/IB2011/051259 

In the preferred embodiments holding chamber 41 has 

inner walls 42 configured in such a way as to form the outer 

walls of infusion chamber 43, either entirely or in part. 

This preferable configuration makes it possible to 

5 minimise temperature variations between the water present in 

the holding chamber and that delivered during the stage of 

preparing coffee, in which the water keeps the inner wall or 

common wall 42 between the holding chamber and the infusion 

chamber at the temperature determined by resistance 46 which 

10 is controlled by control unit 18. 

Using configurations of brew group 14 as described and 

for example providing holding chamber 41 with a capacity 

equal to that necessary for the preparation of two cups of 

coffee (approximately 100 cc) and resistance 46 with a power 

15 of 200 W, the Applicant has found by experiment that it is 

possible to control temperature variations, both upwards and 

downwards, of at least 1 °C every 5 seconds while espresso 

coffee is being dispensed. 

For example, taking as a reference the fact that the 

20 mean time for the dispensing of an espresso coffee is 

approximately 25-30 seconds, as known to those skilled in 

the art, and that heating element 46 has in any event a 

minimum heating inertia, the Applicant has experimentally 

found that arrangement of brew group 14 as described allows 

25 temperature differences or variations within a range or 

temperature field of +/- 4-5 degrees to be controlled 

dynamically while the coffee is being dispensed. 

These temperature variations may be controlled by means 

of control unit 18 and resistance 46 connected thereto, by 

30 setting suitable parameters and storing them in memory 

within unit 18 and associating those parameters with one or 

more keys on keyboard 11 such as to have different 
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characteristics for the dispensing of espresso coffee or a 

particular type of infusion. 

In particular, bearing in mind that the specialist 

literature in the field of coffee machines identifies a 

constant temperature 

temperature for the 

layer of coffee, it 

result the following 

of between 88 and 93°C as the optimum 

water performing the infusion on the 

follows that in order to achieve this 

values should preferably be used as 

reference values for the temperature of the water delivered 

10 by conduits 25, hot water, and 29 and/or 29b, cold water, to 

brew group 14: 

Cold water temperature: 110°C; 

Temperature of the hot water or other liquid: 20°C; 

these values being used as reference parameters for dynamic 

15 control of temperature changes or variations within the 

temperature range or field of +/- 4-5 degrees, between for 

example 88 and 93°C during dispensing of the coffee. 

According to the first embodiment the parameters affect 

the flow in each of the two conduits determined by means of 

20 valves Al and Bl and/or constrictions A2 and B2 

respectively. 

According to the second embodiment it is for example 

provided that the temperature of the water within the 

holding chamber be controlled by also suitably controlling 

25 the operation of valve Bl. 

In particular the delivery of water through conduit 29 

makes it possible to control the temperature of the 

delivered water in a fine way through heating element 46, 

while delivery through conduit 29b makes it possible to 

30 reduce the effect of heating element 46 on the temperature 

of the water. 
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This temperature control effect may also be achieved 

through the third embodiment in that conduit 29 makes it 

possible to obtain fine control of the temperature of the 

water delivered through heating element 46, while delivery 

5 through conduit 29b makes it possible to reduce the effect 

of heating element 46 on the water temperature. 

The Applicant has also observed that the overall 

configuration of the machine as described in the first and 

second embodiments, which provides for the presence of a 

10 heat exchanger 24 in boiler 12 and brew groups 14 which are 

separate and provided with respective or corresponding 

holding chambers 41, makes it possible to reduce the overall 

power required for operation of machine 10 in comparison 

with that generally provided for machines equipped with a 

15 single heating stage located in the boiler. 

In fact, while known machines having a single heating 

stage require a power of approximately 700 Watts to deliver 

two cups of espresso coffee from a brew group, machine 10 

according to this invention substantially requires a power 

20 of approximately 200 Watts delivered by heating element 46 

to deliver two cups from a brew group. 

The Applicant has also observed that advantageously 

each brew group 14, being independent of other brew groups 

which may be present in machine 10, can be kept switched on 

25 or switched off according to the volume of activity 

required, without this affecting the activity of services 

devices 15 or other brew groups. 

In the case of the third embodiment it is for example 

sufficient to maintain only one brew group accessible or on 

30 stand-by. 

The Applicant has also observed that the provision of a 

plurality of inlets 411 for delivering water to holding 
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chamber 41 offers the possibility of deciding where to 

position the inlet or the inlets of cold water with respect 

to that or those deriving from the source of hot water. 

The preferred embodiments described in fact allow the 

5 possibility of deciding how the two fluids should be mixed 

according to the desired extraction profile and/or 

convenience of assembly. 

In fact when two inlets 411 to holding chamber 41 of 

each brew group 14 are preferably used, the fact of having 

10 provided several inlets in the embodiment allows the 

possibility of using several inlets or selecting the most 

preferable ones from the various inlets during the stage of 

machine assembly on the basis of the desired extraction 

profile and/or convenience of assembly. 

15 The Applicant has finally observed that the use of at 

least two inlets in the preferred embodiments also brings 

further advantages such as for example: 

the possibility of using different valves, Al and Bl 

respectively, for every two inlet conduits, 25 and 29, or 

20 three conduits 25, 29 and 29b to brew group 14. This 

solution in fact allows the possibility of controlling the 

two valves through specific software with consequent 

immediate variation in the coffee extraction profile; in 

addition to this, according to these embodiments, the water 

25 in the conduits can be controlled in such a way as to have a 

minimum volume which can be directly controlled by the 

valves; 

30 

the possibility of reducing 

between the conduits within the 

reduction in 

reliability; 

costs and an 

15 

the hydraulic connections 

machine, with a consequent 

increase in its overall 
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the possibility of using different liquids, for example 

hot water originating from heat exchanger 24 via conduit 25 

and a liquid, for example of the aromatic type, at ambient 

temperature originating from conduit 29, in this case 

5 connected to a container of aromatic liquid. This 

embodiment, which possibly has several inlets available, is 

undoubtedly advantageous in market contexts where it is 

foreseeable that an aromatic liquid, preferably at ambient 

temperature so as not to spoil its characteristics, may be 

10 added to the water immediately before preparation of the 

coffee-based infusion. 

Machine 10 according to the invention operates as 

follows. 

When machine 10 is not active, brew groups 14 are 

15 switched off or, alternatively, are in a low consumption 

condition (stand-by). 

The stand-by condition may be arranged in such a way 

that the water in the brew group in all the embodiments is 

kept at a moderately low temperature, for example 60°C, or 

20 at a temperature close to the optimum values for the 

preparation of espresso coffee, for example 88°C, at a 

predetermined pressure. 

When at least part of brew group 14 is in a dispensing 

condition, following the activation of for example a 

25 suitable key on keyboard 11, control unit 18 proceeds if 

necessary to switch on heating element 46 of holding chamber 

41 associated with infusion chamber 43 from which the 

dispensing of espresso coffee is required, on the basis of 

program modules placed in the memory thereof during the 

30 stage of design of the machine, and once the initial 

dispensing temperature is reached, operates electrically 

operated valve 48 in such a way that the water passes from 
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holding chamber 41 to infusion chamber 43 and there to the 

coffee cup. 

Of course the initial temperature of the holding 

chamber may be that necessary for infusion, as provided for 

5 example in one of the possible stand-by conditions, in which 

activation of the appropriate key may bring about immediate 

operation of electrically-operated valve 48. 

In the course of dispensing, control unit 18 will if so 

provided control the temperature of the water by varying it 

10 within a predetermined range on the basis of programs placed 

i n i t s memo r y t o obtain espresso coffee having 

characteristics depending upon the programming of control 

unit 18 through various extraction profiles. 

It is pointed out here that in this description by the 

15 term "extraction profile" is meant the course of the 

temperature which extracts the coffee in relation to the 

dispensing time. The temperature may be constant, 

increasing, decreasing, etc., with respect to time and may 

control the quality of coffee extraction. 

20 If for example a decreasing extraction profile is used 

for the temperature course, a less bitter and astringent 

coffee will be obtained, as the elements which give rise to 

these taste factors (typically given up to the water by the 

coffee powder towards the end of delivery) are extracted 

25 less vigorously. 

Of course if an increasing extraction profile is used 

for the temperature course, the opposite effect will be 

obtained. 

Thanks to the brew group as described in the various 

30 embodiments it is therefore possible to obtain extraction 

profiles which can be varied through control unit 18. 

17 Decent Espresso International Ltd., Exhibit 1011 
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In fact thanks to the structure of brew group 14 as 

described it is possible to apply control thereto in such a 

way as to have a constant temperature profile during the 

dispensing of coffee, or a varying temperature profile. 

5 Control strategies may be applied through the control 

unit in various ways such as for example: 

- switching off heating element 46 or keeping it switched on 

in order to have a decreasing or increasing delivery 

temperature respectively, or 

10 - modulating the operation of valves Al and Bl, if present, 

so as to control and regulate the flow of hot and cold water 

within the holding chamber of the brew group at will, and as 

a consequence the extraction profile in any of the first, 

second or third embodiments, or 

15 - using heating element 46 and valves Al and Bl, if present, 

in combination to control and regulate the extraction 

profile. 

To sum up, as a result of the provision of a holding 

chamber 41 corresponding to each infusion chamber 43 it is 

20 possible to control the temperature at which water is 

dispensed, and as a consequence the characteristics of the 

espresso coffee in terms of taste and quality, through 

different extraction profiles. 

If the embodiment providing for delivery of different 

25 liquids to the holding chamber, for example water and 

aromatic liquid, is used, delivery of the corresponding 

liquids may be controlled by valves Al and Bl in such a way 

as to suitably meter the quantities of the various liquids. 

Of course obvious modifications and/or variants of the 

30 above description are possible in respect of form, 

materials, components and connections and in the 

construction details illustrated and in the method of 
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operation without departing from the invention as specified 

in the following claims. 
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CLAIMS 

1. Brew group for an infusion machine, in particular for an 

espresso coffee machine, comprising 

- infusion means (43, 43b) provided for the preparation of 

5 infusions; 

characterised in that it comprises 

a holding chamber (41) hydraulically connected to said 

infusion means (43, 43b) comprising 

- at least two liquid inlets (411) designed to permit 

10 the entry of liquids having a first and a second 

temperature, and 

- heating means (46), designed to directly heat the 

liquids delivered to said holding chamber (41) through said 

at least two inlets so as to hydraulically feed said 

15 infusion means (43, 43b) for the preparation of infusions. 

2. Brew group according to claim 1, characterised in that 

said infusion means comprise an infusion chamber (43) 

3. Dispensing means according to claim 2, characterised in 

that s a i d ho l di n g ch a mb e r ( 4 1 ) comp r i s e s s a i d i n f u s i on 

20 chamber (43) within it. 

4. Brew group according to claim 2, characterised in that 

said infusion chamber (43) is concentric with said holding 

chamber (41) or incorporated into said holding chamber (41). 

5. Brew group according to any one of claims 1 to 4, in 

25 which said heating means (46) are arranged in such a way as 

to be distributed within all or part of the holding chamber 

( 41) . 

6. Brew group according to any one of claims 1 to 5, in 

which said holding chamber comprises at least a third liquid 

30 inlet (411) and an outlet conduit (41a) located in proximal 

positions, said third inlet being controlled by a liquid 
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inlet valve (Bl) for dynamic control of the temperature of 

the liquid within the holding chamber. 

7. Brew group according to any one of claims 1 to 6, in 

which said at least two inlets comprise 

5 - at least a first liquid inlet (411) configured to deliver 

a first liquid at the said first temperature; 

- at least a second liquid inlet (411) capable of delivering 

a second liquid at said second temperature, said second 

temperature being very much higher than the first 

10 temperature. 

8. Brew group according to claim 7, in which said first 

liquid and said second liquid are water. 

9. Brew group according to any one of claims 1 to 8, in 

which said infusion temperature lies between said first 

15 temperature and said second temperature. 

10. Brew group according to any one of claims 1 to 8 in 

which 

- said heating means (46) are configured to be controlled 

dynamically to vary the temperature of the liquids in a 

20 range of at least 5 degrees during the preparation of an 

infusion. 

11. Machine for the preparation of infusions comprising 

- at least one feed device capable of feeding liquid to the 

said machine (10); 

25 - a boiler (12) having first heating means (21) arranged to 

heat a liquid suitable for the preparation of infusions, 

said liquid being provided by means of said at least one 

feed device; 

- at least one brew group (14) comprising second heating 

30 means and configured according to any one of claims 1 to 10. 

12. Infusion machine according to claim 11, characterised in 

that it comprises 
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- a control unit (18) connected to the said second heating 

means (46) capable of dynamically controlling said second 

heating means (46) to dynamically vary the infusion 

temperature during preparation of the infusion. 

5 13. Method for operating a machine for the preparation of 

infusions, in particular for the preparation of espresso 

coffee, said machine comprising at least one liquid feed 

device, at least one boiler (12) having a first heating 

stage (21) and at least one brew group (14) having a second 

10 heating stage (46), the method comprising the steps of: 

- heating a first liquid with said first heating stage (21); 

- delivering said first liquid to said brew group at a first 

temperature through at least a first inlet connected to said 

boiler (12); 

15 - delivering a second liquid to said brew group at a second 

temperature through at least a second inlet; 

- heating the liquids delivered through said at least two 

inlets to temperature values corresponding to the infusion 

temperature by means of the second heating stage (46). 

20 14. Method according to claim 13, comprising the further 

step of 

- providing control means (45, 18) for dynamic control of 

the infusion temperature within a specific temperature range 

through said second heating stage (46) during the 

25 preparation of infusions, said temperature range lying 

between said first temperature and said second temperature. 

15. Method according to any one of claims 13 to 14, in which 

said first liquid and said second liquid are water. 
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