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METHOD AND APPARATUS FOR 
VIRTUALIZING ANTENNAIN WIRELESS 

COMMUNICATION SYSTEM 

TECHNICAL FIELD 

0001. The following description relates to a wireless com 
munication system and, more specifically, to a method and 
apparatus for virtualizing an antenna. 

BACKGROUND ART 

0002 MIMO (multiple-input multiple-output) refers to a 
method for improving data transmission/reception efficiency 
by adopting multiple transmit (TX) antennas and multiple 
receive (RX) antennas instead of a single TX antenna and a 
single RX antenna. When a single antenna is used, a receiver 
receives data through a single antenna path. However, when 
multiple antennas are used, the receiver receives data through 
multiple paths. Accordingly, a data transfer rate, throughput 
or signal-to-interference-and-noise-ratio (SINR) can be 
increased and coverage can be improved. A case in which 
both a transmitter and a receiver use a single antenna is 
referred to as SISO (Single-Input Single-Output), a case in 
which only the transmitter uses a plurality of antennas is 
referred to as MISO (Multiple-Input Single-Output), and a 
case in which only the receiver uses a plurality of antennas is 
referred to as SIMO (Single-Input Multiple-Output). In gen 
eral, MIMO, SIMO, MISO and SISO schemes are commonly 
called MIMO technology. 
0003) To increase a multiplexing gain of MIMO operation, 
channel state information (CSI) can be fed back from an 
MIMO receiver and used for a MIMO transmitter. The 
receiver can determine the CSI by performing channel mea 
Surement using a predetermined reference signal (RS). 

DISCLOSURE 

Technical Problem 

0004. In enhanced wireless communication systems, Sup 
port for more accurate beam forming is considered. As beam 
forming resolution increases, performance deterioration due 
to channel aging may be aggravated. Furthermore, as a mov 
ing speed of a UE increases, a channel that the UE suffers 
remarkably changes and thus performance deterioration due 
to channel aging may become serious. 
0005. An object of the present invention devised to solve 
the problem lies in a method and apparatus for virtualizing an 
antenna to minimize performance deterioration due to chan 
nel aging even when channel aging occurs due to precise 
beam forming and/or high-speed movement. 
0006. The technical problems solved by the present inven 
tion are not limited to the above technical problems and those 
skilled in the art may understand other technical problems 
from the following description. 

Technical Solution 

0007. In an aspect of the present invention, a communica 
tion method using a virtual antenna of a terminal in a wireless 
communication system includes: configuring one or more 
virtual antennas according to an antenna virtualization pat 
tern determined on the basis of at least one of information 
indicating a movement state of the terminal and information 
indicating a communication state of the terminal; and com 
municating with a base station using the one or more virtual 
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antennas, wherein one or more physical antennas mapped to 
one virtual antenna are determined on the basis of a direction 
of movement of the terminal. 
0008. In another aspect of the present invention, provided 
herein is a method for Supporting, by a base station, commu 
nication using a virtual antenna of a terminal in a wireless 
communication system, including: transmitting, to the termi 
nal, control information with respect to an antenna virtual 
ization pattern of the terminal, determined on the basis of at 
least one of information indicating a movement state of the 
terminal and information indicating a communication state of 
the terminal; and communicating with the terminal through 
one or more virtual antennas of the terminal, configured 
according to the control information with respect to the 
antenna virtualization pattern, wherein one or more physical 
antennas mapped to one virtual antenna are determined on the 
basis of a direction of movement of the terminal. 
0009. In another aspect of the present invention, provided 
herein is a terminal performing communication using a vir 
tual antenna in a wireless communication system, including: 
a transmitter; a receiver, and a processor, wherein the proces 
sor is configured: to configure one or more virtual antennas 
according to an antenna virtualization pattern determined on 
the basis of at least one of information indicating a movement 
state of the terminal and information indicating a communi 
cation state of the terminal; and to communicate with a base 
station using the one or more virtual antennas through one of 
the transmitter and the receiver, wherein one or more physical 
antennas mapped to one virtual antenna are determined on the 
basis of a direction of movement of the terminal. 
0010. In another aspect of the present invention, provided 
herein is a base station Supporting communication using a 
virtual antenna of a terminal in a wireless communication 
system, including: a transmitter, a receiver, and a processor, 
wherein the processor is configured: to transmit, to the termi 
nal, control information with respect to an antenna virtual 
ization pattern of the terminal, determined on the basis of at 
least one of information indicating a movement state of the 
terminal and information indicating a communication state of 
the terminal, through the transmitter; and to communicate 
with the terminal through one or more virtual antennas of the 
terminal, configured according to the control information 
with respect to the antenna virtualization pattern, through one 
of the transmitter and the receiver, wherein one or more 
physical antennas mapped to one virtual antenna are deter 
mined on the basis of a direction of movement of the terminal. 
0011. The following can be commonly applied to the 
aforementioned embodiments of the present invention. 
0012. The width of a beam formed by the one or more 
physical antennas mapped to one virtual antenna may be 
extended in the same direction as the direction of movement 
of the terminal. 
0013 The one or more physical antennas mapped to one 
virtual antenna may be one or more physical antennas 
arranged in the direction of movement of the terminal. 
0014. The antenna virtualization pattern may include at 
least one of the number of one or more physical antennas 
mapped to one virtual antenna and information specifying the 
one or more physical antennas. 
0015 The number of one or more physical antennas 
mapped to one virtual antenna may be determined on the basis 
of a moving speed of the terminal. 
0016. The information indicating the movement state may 
include at least one of information on whether the terminal is 
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moving, information on the direction of movement of the 
terminal, information on the moving speed of the terminal 
and information about an acceleration state or a deceleration 
State. 

0017. The information indicating the communication state 
may include at least one of information on a distance between 
the terminal and the base station, information on relative 
positions of the terminal and the base station and information 
on a channel state between the terminal and the base station. 
0018. The antenna virtualization pattern may be adap 
tively determined according to change of at least one of the 
information indicating the movement state of the terminal and 
the information indicating the communication state of the 
terminal. 
0019 Control information with respect to the antenna Vir 
tualization pattern may be received from the base station. 
0020. One or more of the information indicating the move 
ment state of the terminal, position information of the termi 
nal and channel state information may be reported by the 
terminal to the base station. 
0021 Information indicating the antenna virtualization 
pattern preferred by the terminal may be reported by the 
terminal to the base station. 
0022. The configuring of one or more virtual antennas 
according to the antenna virtualization pattern may be per 
formed when the terminal does not perform data transmission 
and reception. 
0023 The above description and the following detailed 
description of the present invention are exemplary and are for 
additional explanation of the invention disclosed in the 
claims. 

Advantageous Effects 
0024. According to the present invention, it is possible to 
provide a method and apparatus for virtualizing an antenna to 
minimize performance deterioration due to channel aging 
even when channel aging occurs due to precise beam forming 
and/or high-speed movement. 
0025. The effects of the present invention are not limited to 
the above-described effects and other effects which are not 
described herein will become apparent to those skilled in the 
art from the following description. 

DESCRIPTION OF DRAWINGS 

0026. The accompanying drawings, which are included to 
provide a further understanding of the invention, illustrate 
embodiments of the invention and together with the descrip 
tion serve to explain the principle of the invention. In the 
drawings: 
0027 FIG. 1 illustrates a radio frame structure: 
0028 FIG. 2 illustrates a resource grid of a downlink slot; 
0029 FIG. 3 illustrates a downlink subframe structure; 
0030 FIG. 4 illustrates an uplink subframe structure; 
0031 FIG. 5 illustrates a configuration of a wireless com 
munication system having multiple antennas; 
0032 FIG. 6 illustrates exemplary CRS and DRS patterns 
in one resource block pair; 
0033 FIG. 7 illustrates an exemplary DMRS pattern 
defined in LTE-A; 
0034 FIG. 8 illustrates exemplary CSI-RS patterns 
defined in LTE-A; 
0035 FIG. 9 illustrates exemplary beam forming accord 
ing to a 2-dimensional antenna configuration; 

Jul. 9, 2015 

0036 FIG. 10 illustrates antenna virtualization; 
0037 FIG. 11 illustrates an example of antenna virtualiza 
tion according to the present invention; 
0038 FIG. 12 illustrates an antenna virtualization method 
for two-dimensional antenna arrangement according to the 
present invention; 
0039 FIG. 13 is a flowchart illustrating a communication 
method using a virtual antenna according to the present 
invention; and 
0040 FIG. 14 illustrates configurations of a base station 
and a UE according to the present invention. 

BEST MODE 

0041 Embodiments described hereinbelow are combina 
tions of elements and features of the present invention. The 
elements or features may be considered selective unless oth 
erwise mentioned. Each element or feature may be practiced 
without being combined with other elements or features. 
Further, an embodiment of the present invention may be 
constructed by combining parts of the elements and/or fea 
tures. Operation orders described in embodiments of the 
present invention may be rearranged. Some constructions of 
any one embodiment may be included in another embodiment 
and may be replaced with corresponding constructions of 
another embodiment. 
0042. In the embodiments of the present invention, a 
description is given, centering on a data transmission and 
reception relationship between a base station (BS) and a user 
equipment (UE). The BS is a terminal node of a network, 
which communicates directly with a UE. In some cases, a 
specific operation described as performed by the BS may be 
performed by an upper node of the BS. 
0043. Namely, it is apparent that, in a network comprised 
of a plurality of network nodes including a BS, various opera 
tions performed for communication with a UE may be per 
formed by the BS, or network nodes other than the BS. The 
term “BS” may be replaced with the term “fixed station', 
“Node B”, “evolved Node B (eNode B or eNB), “Access 
Point (AP)', etc. The term “UE may be replaced with the 
term “terminal”, “Mobile Station (MS)”, “Mobile Subscriber 
Station (MSS)”, “Subscriber Station (SS)”, etc. 
0044 Specific terms used in the embodiments of the 
present invention are provided to aid in understanding of the 
present invention. These specific terms may be replaced with 
other terms within the scope and spirit of the present inven 
tion. 
0045. In some cases, to prevent the concept of the present 
invention from being obscured, structures and apparatuses of 
the known art will be omitted, or will be shown in the form of 
a block diagram based on main functions of each structure 
and apparatus. In addition, wherever possible, the same ref 
erence numbers will be used throughout the drawings and the 
specification to refer to the same or like parts. 
0046. The embodiments of the present invention can be 
Supported by Standard documents disclosed for at least one of 
wireless access systems including Institute of Electrical and 
Electronics Engineers (IEEE) 802.3GPP, 3GPP LTE, LTE-A, 
and 3GPP2. Steps or parts that are not described to clarify the 
technical features of the present invention can be supported 
by those documents. Further, all terms as set forth herein can 
be explained by the standard documents. 
0047 Embodiments of the present invention are appli 
cable to a variety of wireless access technologies such as 
Code Division Multiple Access (CDMA), Frequency Divi 
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sion Multiple Access (FDMA), Time Division Multiple 
Access (TDMA), Orthogonal Frequency Division Multiple 
Access (OFDMA), and Single Carrier Frequency Division 
Multiple Access (SC-FDMA). CDMA can be implemented 
as a radio technology Such as Universal Terrestrial Radio 
Access (UTRA) or CDMA2000. TDMA can be implemented 
as a radio technology such as Global System for Mobile 
communications (GSM)/General Packet Radio Service 
(GPRS)/Enhanced Data Rates for GSM Evolution (EDGE). 
OFDMA can be implemented as a radio technology such as 
Institute of Electrical and Electronics Engineers (IEEE) 802. 
11 (Wireless Fidelity (Wi-Fi)), IEEE 802.16 (Worldwide 
interoperability for Microwave Access (WiMAX)), IEEE 
802.20, and Evolved UTRA (E-UTRA). UTRA is a part of 
Universal Mobile Telecommunications System (UMTS). 3" 
Generation Partnership Project (3GPP) Long Term Evolution 
(LTE) is a part of Evolved UMTS (E-UMTS) using E-UTRA, 
employing OFDMA for downlink and SC-FDMA for uplink. 
LTE-Advanced (LTE-A) is an evolution of 3GPP LTE. 
WiMAX can be described by the IEEE 802.16e standard 
(Wireless Metropolitan Area Network (WirelessMAN 
OFDMA Reference System) and the IEEE 802.16m standard 
(WirelessMAN-OFDMAAdvanced System). For clarity, this 
application focuses on the 3GPP LTE/LTE-A system. How 
ever, the technical features of the present invention are not 
limited thereto. 

0.048 FIG. 1 illustrates a radio frame structure. 
0049. In a cellular OFDM wireless packet communication 
system, uplink/downlink data packet transmission is per 
formed on a subframe-by-subframe basis. A subframe is 
defined as a predetermined time interval including a plurality 
of OFDM symbols. 3GPP LTE supports a type-1 radio frame 
structure applicable to FDD (Frequency Division Duplex) 
and a type-2 radio frame structure applicable to TDD (Time 
Division Duplex). 
0050 FIG. 1(a) illustrates a type-1 radio frame structure. 
A downlink subframe includes 10 subframes, each of which 
includes 2 slots in the time domain. A unit time during which 
one subframe is transmitted is defined as a transmission time 
interval (TTI). For example, each subframe has a length of 1 
ms and each slot has a length of 0.5 ms. A slot includes a 
plurality of orthogonal frequency division multiplexing 
(OFDM) symbols in the time domain and includes a plurality 
of resource blocks (RBs) in the frequency domain. Since 
3GPP LTE adopts OFDMA for downlink, an OFDM symbol 
represents one symbol period. An OFDM symbol may be 
referred to as an SC-FDMA symbol or symbol period. A 
resource block (RB) is a resource allocation unit including a 
plurality of contiguous Subcarriers in a slot. 
0051. The number of OFDM symbols included in one slot 
may depend on cyclic prefix (CP) configuration. CPs include 
an extended CP and a normal CP. When an OFDM symbol is 
configured with the normal CP for example, the number of 
OFDM symbols included in one slot may be 7. When an 
OFDM symbol is configured with the extended CP, the dura 
tion of one OFDM symbol increases, and thus the number of 
OFDM symbols included in one slot is smaller than that in 
case of the normal CP. In case of the extended CP, the number 
of OFDM symbols allocated to one slot may be 6. When a 
channel state is unstable, such as a case in which a UE moves 
at a high speed, the extended CP can be used to reduce 
inter-symbol interference. 
0.052. When the normal CP is used, one subframe includes 
14 OFDM symbols since one slot has 7 OFDM symbols. The 
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first two or three OFDM symbols in each subframe can be 
allocated to a physical downlink control channel (PDCCH) 
and the remaining OFDM symbols can be allocated to a 
physical downlink shared channel (PDSCH). 
0053 FIG. 1(b) illustrates a type-2 radio frame structure. 
The type-2 radio frame includes 2 half frames. Each half 
frame includes 5 subframes, a downlink pilot time slot 
(DwpTS), a guard period (GP) and an uplink pilot time slot 
(UpPTS). One subframe consists of 2 slots. The DwPTS is 
used for initial cell search, Synchronization or channel esti 
mation in a UE. The UpPTS is used for channel estimation in 
a BS and UL transmission synchronization acquisition in a 
UE. The GP eliminates UL interference caused by multi-path 
delay of a DL signal between UL and DL. One subframe 
includes 2 slots irrespective of radio frame type. 
0054 The radio frame structure is purely exemplary and 
thus the number of subframes in a radio frame, the number of 
slots in a subframe, or the number of OFDM symbols in a slot 
may vary. 

0055 FIG. 2 illustrates a resource grid in a downlink slot. 
0056. While one downlink slot includes 7 OFDM symbols 
in the time domain and one RB includes 12 subcarriers in the 
frequency domain in FIG. 2, the present invention is not 
limited thereto. For example, one slot includes 7 OFDM 
symbols in the case of normal CP whereas one slot includes 6 
OFDM symbols in the case of extended CP. Each element on 
the resource grid is referred to as a resource element (RE). 
One RB includes 12x7 REs. The number NDL of RBS 
included in the downlink slot depends on a downlink transmit 
bandwidth. The structure of an uplink slot may be same as that 
of the downlink slot. 

0057 FIG. 3 illustrates a downlink subframe structure. 
0058. A maximum of three OFDM symbols located in a 
front portion of a first slot within a subframe correspond to a 
control region to which a control channel is allocated. The 
remaining OFDM symbols correspond to a data region to 
which a physical downlink shared chancel (PDSCH) is allo 
cated. 
0059 Examples of downlink control channels used in 
3GPP LTE include a physical control format indicator chan 
nel (PCFICH), a physical downlink control channel (PD 
CCH), a physical hybrid ARQ indicator channel (PHICH), 
etc. The PCFICH is transmitted at a first OFDM symbol of a 
Subframe and carries information regarding the number of 
OFDM symbols used for transmission of control channels 
within the subframe. The PHICH is a response to uplink 
transmission and carries a HARO acknowledgment (ACK)/ 
negative-acknowledgment (NACK) signal. Control informa 
tion transmitted through the PDCCH is referred to as down 
link control information (DCI). The DCI includes uplink or 
downlink scheduling information or uplink Tx power control 
commands for an arbitrary UE group. The PDCCH may carry 
a transport format and resource allocation of a downlink 
shared channel (DL-SCH), resource allocation information 
of an uplink shared channel (UL-SCH), paging information 
on a paging channel (PCH), system information on the DL 
SCH, information on resource allocation of an upper-layer 
control message such as a random access response transmit 
ted on the PDSCH, a set of Tx power control commands on 
individual UEs within an arbitrary UE group, a Tx power 
control command, information on activation of a Voice over 
IP (VoIP), etc. A plurality of PDCCHs can be transmitted 
within a control region. The UE can monitor the plurality of 
PDCCHS. 
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0060. The PDCCH is transmitted on an aggregation of one 
or several consecutive control channel elements (CCEs). The 
CCE is a logical allocation unit used to provide the PDCCH 
with a coding rate based on a state of a radio channel. The 
CCE corresponds to a plurality of resource element groups 
(REGs). A format of the PDCCH and the number ofbits of the 
available PDCCH are determined by correlation between the 
number of CCEs and a coding rate provided by the CCEs. 
0061. The BS determines a PDCCH format according to 
DCI to be transmitted to the UE, and attaches a cyclic redun 
dancy check (CRC) to control information. The CRC is 
masked with an identifier referred to as a radio network tem 
porary identifier (RNTI) according to an owner or usage of 
the PDCCH. If the PDCCH is for a specific UE, a cell-RNTI 
(C-RNTI)) of the UE may be masked to the CRC. Alterna 
tively, when the PDCCH is for a paging message, a paging 
indicator identifier (P-RNTI) may be masked to the CRC. 
When the PDCCH is for system information (more specifi 
cally, a system information block (SIB)), a system informa 
tion identifier and system information RNTI (SI-RNTI) may 
be masked to the CRC. To indicate a random access response 
corresponding to a response to transmission of a random 
access preamble of the UE, a random access-RNTI (RA 
RNTI) may be masked to the CRC. 
0062 
0063. An uplink subframe may be divided into a control 
region and a data region in the frequency domain. The control 
region is allocated a physical uplink control channel 
(PUCCH) including uplink control information. The data 
region is allocated a physical uplink shared channel (PUSCH) 
including user data. To maintain single carrier property, one 
UE cannot simultaneously transmit a PUCCH and a PUSCH. 
A PUCCH for a UE is allocated to an RB pair. RBs belonging 
to an RB pair occupy different subcarriers in 2 slots. That is, 
an RB pair allocated to a PUCCH is frequency-hopped at a 
slot boundary. 
0064.) MIMO System Modeling 
0065 FIG.5 illustrates configurations of wireless commu 
nication systems including multiple antennas. 
0066. As shown in FIG. 5(a), when the number of transmit 
(TX) antennas increases to N, and at the same time the 
number of receive (RX) antennas increases to N, a theoretical 
channel transmission capacity of the MIMO communication 
system increases in proportion to the number of antennas, 
differently from a case in which only a transmitter or receiver 
uses several antennas, so that transmission rate and frequency 
efficiency can be greatly increased. In this case, the transfer 
rate acquired by the increased channel transmission capacity 
can theoretically increase by a predetermined amount that 
corresponds to a product of a maximum transfer rate (R) 
acquired when one antenna is used and a rate of increase (R). 

FIG. 4 illustrates an uplink subframe structure. 

R, min(N. N.) Equation 1 

0067 For example, provided that a MIMO system uses 
four Tx antennas and four RXantennas, the MIMO system can 
theoretically acquire a high transfer rate which is four times 
higher than that of a single antenna system. After the above 
mentioned theoretical capacity increase of the MIMO system 
was demonstrated in the mid-1990s, many developers began 
to conduct intensive research into a variety of technologies 
which can Substantially increase data transfer rate using the 
theoretical capacity increase. Some of the above technologies 
have been adopted in a variety of wireless communication 
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standards, for example, third-generation mobile communica 
tion or next-generation wireless LAN, etc. 
0068 A variety of MIMO-associated technologies have 
been intensively researched, for example, research into infor 
mation theory associated with MIMO communication capac 
ity under various channel environments or multiple access 
environments, research into radio frequency (RF) channel 
measurement and modeling of the MIMO system, and 
research into space-time signal processing technology. 

0069. Mathematical modeling of a communication 
method for use in the above-mentioned MIMO system will 
hereinafter be described in detail. As can be seen from FIG. 
10(a), it is assumed that there are NTx antennas and NRX 
antennas. 

0070. In the case of a transmission signal, a maximum 
number of transmission information pieces is N, under the 
condition that NTx antennas are used, so that the transmis 
sion information can be represented by a specific vector 
shown in the following equation. 

., S.N.) Equation 2 SS1, s2, .. 

0071 Individual transmission information piecess, s, 
sy may have different transmission powers. In this case, if 
the individual transmission powers are denoted by P. P. . . . 
, P, then transmission information having an adjusted trans 
mission power can be represented by a specific vector shown 
in the following equation. 

... SN) PS1, P2s2, .. Equation 3 S-a as T S-S1, S2, .. ., PNSN 

0072 scan be represented by the following equation using 
a diagonal matrix P of a transmission power. 

P O Sl Equation 4 

P S2 
S = 

= PS 

(0073. The information vector S having an adjusted trans 
mission power is applied to a weight matrix W. So that N 
transmission signals X, X2,..., X to be actually transmitted 
are configured. In this case, the weight matrix W is adapted to 
properly distribute transmission information to individual 
antennas according to transmission channel situations. The 
above-mentioned transmission signals X1, X2, XM, can be rep 
resented by the following equation using the vector X. 

X Equation 5 
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-continued 

WNT1 WNT2 ... 

= WS 

10074) Here, W, denotes a weight corresponding to the i-th 
TX antenna and j-th information. W represents a weight 
matrix or precoding matrix. 
0075) When N. RXantennas are used, received signalsy, 
y . . . . y of individual antennas can be represented by a 
specific vector (y) shown in the following equation. 

yy1, y2, . . . . yN." Equation 6 

0076. When channel modeling is executed in the MIMO 
communication system, individual channels can be distin 
guished from each other according to TX/RX antenna indexes. 
A specific channel passing the range from a TXantennai to an 
Rx antennai is denoted by h. In this case, it should be noted 
that the index order of the channel his located before an Rx 
antenna index and is located after a TX antenna index. 

0077 FIG.5(b) shows channels from NTXantennas to an 
RX antenna i. Several channels are tied up, so that they are 
displayed in the form of a vector or matrix. Referring to FIG. 
5(b), the channels passing the range from the NTx antennas 
to the Rx antenna i can be represented by the following 
equation. 

h,'-h;1. h;2, .. 

0078. Accordingly all channels passing the range from the 
NTX antennas to NRX antennas can be represented by the 
following equation. 

h;Nt) Equation 7 

h Equation 8 

h; 

H = h 

T his 
h11 hi2 ... hN 
h21 h22 ... h.N. 

h;1 h;2 ... hN, 

hNR 1. hN2 ... hNRNT 

0079 Additive white Gaussian noise (AWGN) is added to 
an actual channel which has passed the channel matrix H. The 
AWGN n, n.,..., n added to each of NRX antennas can 
be represented by a specific vector shown in the following 
equation. 

n-n1, m2, . . . . in No Equation 9 
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0080 A reception signal calculated by the above-men 
tioned equations can be represented by the following equa 
tion. 

y Equation 10 
y2 

y 
y 

NR 

h11 hi2 hiNT | x in 
h21 ha. h2NT | x2 in2 

-- 
h;1 h;2 h;N || Vi it; 

hNR1 hnR2 hNR N J VNT tw. 
= Hy - in 

0081. In the meantime, the number of rows and the num 
ber of columns of a channel matrix H indicating a channel 
condition are determined by the number of TX/RX antennas. 
In the channel matrix H, the number of rows is equal to the 
number (N) of RX antennas, and the number of columns is 
equal to the number (N) of Tx antennas. Namely, the channel 
matrix H is denoted by an NXN matrix. 
I0082. A matrix rank is defined by a smaller number 
between the number of rows and the number of columns, in 
which the rows and the columns are independent of each 
other. Therefore, the matrix rank cannot be higher than the 
number of rows or columns. The rank rank(H) of the channel 
matrix H can be represented by the following equation. 

rank(H)smin (N. N.) Equation 11 

I0083. The rank may be defined as the number of non-zero 
Eigenvalues when Eigen value decomposition is performed 
on the matrix. Similarly, the rank may be defined as the 
number of non-Zero singular values when singular value 
decomposition is performed on the matrix. Accordingly, the 
rank of the channel matrix refers to a maximum number of 
information pieces that can be transmitted on a given channel. 
I0084. In description of the specification, “rank' with 
respect to MIMO transmission refers to the number of paths 
through which signals can be independently transmitted in a 
specific frequency resource at a specific time, and “the num 
ber of layers' refers to the number of signal streams trans 
mitted through each path. Since a transmitter generally trans 
mits as many layers as the number of ranks used for signal 
transmission, "rank has the same meaning as “number of 
layers' unless otherwise mentioned. 
0085. As described above, when the transmitterloads data 
in NS data streams (or layers) and simultaneously transmits 
the data streams, a receiver can decompose received signals 
into NX data streams (or layers) and simultaneously receive 
the data streams. Specifically, when the transmitter precodes 
the NS data streams S into a signal X transmitted through a TX 
antenna and transmits the signal X, a MIMO receiver can 
perform a decoding process for decomposing a signal y 
received through a channel H into NX received data streams. 
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That is, a MIMO precoderfunction is important for the trans 
mitter and an MIMO decoder function is important for the 
receiver. 
I0086. While description of the example of FIG. 5 is based 
on the narrow-band system, description of the MIMO system 
can be easily extended to a wideband system. For example, a 
transmitter performs OFDM modulation and a receiver per 
forms OFDM demodulation in an OFDM system, and thus 
one wideband system can be modeled as a set of a plurality of 
narrow-band systems corresponding to a plurality of Subcar 
riers. One narrow-band system can be modeled as the MIMO 
system as shown in FIG. 5. Even though the following 
description is based on modeling of one narrow-band system 
for clarity, the description can be directly extended and 
applied to operations in wideband systems. 
I0087. Reference Signal (RS) 
0088 Since a packet is transmitted through a radio chan 
nel in a wireless communication system, a signal may be 
distorted during transmission. A receiver needs to correct the 
distorted signal using channel information in order to cor 
rectly receive the distorted signal. To detect channel informa 
tion, a signal known to both the receiver and a transmitter is 
transmitted and channel information is detected using a 
degree of distortion of the signal when the signal is received 
through a certain channel. This signal is called a pilot signal 
or a reference signal. 
0089. When multiple antennas are used to transmit and 
receive data, a correct signal can be received only when 
channel state between each TX antenna and each RX antenna 
is detected. Accordingly, a reference signal is required for 
each TX antenna. 

0090 Reference signals (RSs) can be classified into two 
types according to purpose in a mobile communication sys 
tem. One is an RS used for channel information acquisition 
and the other is an RS used for data demodulation. The former 
needs to be transmitted in wide band since the RS is used for 
a UE to acquire downlink channel information. Even a UE 
that does not receive downlink data in a specific subframe 
needs to receive and measure the RS for channel information 
acquisition. This RS is also used for measurement Such as 
handover measurement. The latter is an RS transmitted along 
with a corresponding resource when a BS performs downlink 
transmission. A UE can perform channel estimation by 
receiving the RS and thus can demodulate data. This RS needs 
to be transmitted in a region in which data is transmitted. 
0091 3GPP LTE (e.g. 3GPP LTE release-8) defines two 
types of downlink RSs for unicast service: a common RS 
(CRS) and a dedicated RS (DRS). The CRS is used for acqui 
sition of information about a channel state and measurement 
for handover and may be called a cell-specific RS. The DRS 
is used for data demodulation and may be called a UE-specific 
RS. In 3GPP LTE, the DRS is used for data demodulation 
only and the CRS can be used for both channel information 
acquisition and data demodulation. 
0092. The CRS is transmitted cell-specifically. The CRS is 
transmitted per subframe in wideband. The CRS can be trans 
mitted for a maximum of four antenna ports according to the 
number of Tx antennas of a BS. For example, when the 
number of Tx antennas of the BS is 2, CRSs with respect to 
antenna ports #0 and #1 are transmitted. When the number of 
Tx antennas of the BS is 4, CRSs with respect to antenna ports 
#0, #1, #2 and #3 are transmitted. 
0093 FIG. 6 illustrates exemplary CRS and DRS patterns 
in one resource block pair. 
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(0094 FIG. 6 shows CRS and DRS patterns in one resource 
block pair (14 OFDM symbols in the time domainx12 sub 
carriers in the frequency domain in the case of normal CP) in 
a system in which a base station Supports 4 TX antennas. In 
FIG. 6, REs indicated by “RO”, “R1”, “R2” and “R3 respec 
tively represent CRS positions with respect to antenna port 
indices 0, 1, 2 and 3. An RE indicated by “D” represents the 
position of a DRS defined in LTE. 
(0095. In LTE-A evolving from LTE, a maximum of 8 Tx 
antennas can be Supported on downlink. Accordingly, refer 
ence signals for a maximum of 8 TX antennas need to be 
Supported. Since only downlink reference signals for a maxi 
mum of 4 antenna ports are defined in LTE, reference signals 
for added antenna ports need to be additionally defined and 
designed when a BS has 4 to 8 downlink Tx antennas in an 
LTE-A system. Both the channel measurement reference sig 
nal and data demodulation reference signal need to be 
employed as reference signals for a maximum of 8TXantenna 
ports. 
0096. One important consideration in design of an LTE-A 
system is backward compatibility. That is, LTE UEs need to 
operate in LTE-A systems and the LTE-A system needs to 
Support the same. In reference signal transmission, reference 
signals for a maximum of 8 TX antenna ports need to be 
additionally defined in a time-frequency region in which a 
CRS defined in LTE is transmitted per subframe in the entire 
bandwidth. In LTE-A, however, when a reference signal pat 
tern for a maximum of 8 transmit antennas is added per 
subframe to the entire bandwidth as in LTE, reference signal 
transmission overhead excessively increases. 
0097. Reference signals newly designed in LTE-A are cat 
egorized into a channel state information reference signal 
(CSI-RS) (or channel state information-RS) for channel mea 
Surement for selecting a modulation and coding scheme 
(MCS) and a precoding matrix index (PMI) and a demodula 
tion RS (DMRS) for demodulation of data transmitted 
through 8 transmit antennas. 
(0098. The CSI-RS is designed for the purpose of channel 
measurement, whereas the CRS is used for measurement, 
Such as channel measurement and handover measurement, 
and data demodulation in LTE. The CSI-RS may also be used 
for handover measurement. The CSI-RS need not be trans 
mitted per subframe since the CSI-RS is used to obtain chan 
nel state information, differently from the CRS in LTE. 
Accordingly, the CSI-RS can be designed such that the CSI 
RS is intermittently (e.g. periodically) transmitted in the time 
domain to reduce CSI-RS transmission overhead. 
0099. If data is transmitted in a downlink subframe, a 
DMRS dedicated to a UE scheduled to transmit data is trans 
mitted to the UE. That is, the DMRS may be called a UE 
specific RS. A DMRS dedicated to a specific UE can be 
designed such that the DMRS is transmitted only in a resource 
region for which the UE is scheduled, that is, a time-fre 
quency domain in which data with respect to the UE is trans 
mitted. 
0100 FIG. 7 illustrates an exemplary DMRS pattern 
defined in LTE-A. 
0101 FIG. 7 shows the position of an RE through which a 
DMRS is transmitted on one RB pair (14 OFDM symbols in 
the time domainx 12 Subcarriers in the frequency domain in 
the case of normal CP) through which downlink data is trans 
mitted. DMRSs can be transmitted for 4 antenna ports (an 
tenna port indices 7, 8, 9 and 10) additionally defined in 
LTE-A. DMRSs with respect to different antenna ports can be 
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identified by being located in different frequency resources 
(subcarriers) and/or different time resources (OFDM sym 
bols) (i.e. multiplexed according to FDM and/or TDM). In 
addition, DMRSs with respect to different antenna ports, 
which are located in the same time-frequency resource, can 
be identified using an orthogonal code (i.e. multiplexed 
according to CDM). In the example of FIG. 7, DMRSs with 
respect to antenna ports 7 and 8 may be located in REs 
corresponding to DMRS CDM group 1 and multiplexed 
according to an orthogonal code. Similarly, DMRSs with 
respect to antenna ports 9 and 10 may be located in REs 
corresponding to DMRS CDM group 2 and multiplexed 
according to an orthogonal code. 
0102. When a BS transmits a DMRS, the same precoding 
as precoding applied to data is applied to the DMRS. Accord 
ingly, channel information estimated by a UE using the 
DMRS (or UE-specific RS) is precoded channel information. 
The UE can easily perform data demodulation using the pre 
coded channel information estimated through the DMRS. 
However, the UE cannot acquire unprecoded channel infor 
mation from the DMRS since the UE cannot be aware of 
precoding information applied to the DMRS. The UE can 
acquire unprecoded channel information using a reference 
signal other than the DMRS, that is, the aforementioned CSI 
RS. 
(0103 FIG. 8 illustrates exemplary CSI-RS patterns 
defined in LTE-A. 
0104 FIG. 8 shows positions of REs on which CSI-RSs 
are transmitted on one RB pair (14 OFDM symbols in the 
time domainx12 Subcarriers in the frequency domain in the 
case of normal CP) through which downlink data is transmit 
ted. One of CSI-RS patterns of FIGS. 8(a) to 8(e) can be used 
in a downlink subframe. CSI-RSs can be transmitted for 8 
antenna ports (antenna port indices 15 to 22) additionally 
defined in LTE-A. CSI-RSs with respect to different antenna 
ports can be identified by being located in different frequency 
resources (subcarriers) and/or different time resources 
(OFDM symbols) (that is, multiplexed according to FDM 
and/or TDM). In addition, CSI-RSs with respect to different 
antenna ports, which are located in the same time-frequency 
resource, can be identified using an orthogonal code (i.e. 
multiplexed according to CDM). In FIG. 8(a), CSI-RSs with 
respect to antenna ports #15 and #16 can be located in REs 
represented as CSI-RS CDM group 1 and can be multiplexed 
using an orthogonal code. In addition, CSI-RSS with respect 
to antenna ports #17 and #18 can be located in REs repre 
sented as CSI-RSCDM group 2 and can be multiplexed using 
an orthogonal code. CSI-RSs with respect to antenna ports 
#19 and #20 can be located in REs represented as CSI-RS 
CDM group 3 and can be multiplexed using an orthogonal 
code. CSI-RSs with respect to antenna ports #21 and #22 can 
be located in REs represented as CSI-RS CDM group 4 and 
can be multiplexed using an orthogonal code. The principle 
described with reference to FIG. 8(a) can be equally applied 
to FIGS. 8(b) to 8(e). 
0105 RS patterns shown in FIGS. 6, 7 and 8 are exemplary 
and various embodiments of the present invention are not 
limited to specific RS patterns. That is, various embodiments 
of the present invention can be equally applied to a case in 
which an RS pattern different from those of FIGS. 6, 7 and 8 
is defined and used. 

0106 Channel State Information (CSI) 
0107 MIMO may be classified into open loop and closed 
loop schemes. Open loop MIMO refers to MIMO transmis 
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sion performed by a transmitter without CSI feedback of a 
MIMO receiver. Closed loop MIMO refers to a scheme by 
which the transmitter receives CSI feedback from the MIMO 
receiver and performs MIMO transmission. According to 
closed loop MIMO, the transmitter and receiver can perform 
beam forming based on CSI to obtain a multiplexing gain of 
MIMO Tx antennas. The transmitter (e.g. BS) may allocate a 
UL control channel or UL shared channel to the receiver (e.g. 
UE) such that the receiver (e.g. UE) can feedback CSI. 
0108. A UE can perform downlink channel estimation 
and/or measurement using a CRS and/or a CSI-RS. Channel 
state information (CSI) fed back by the UE to a BS may 
include a rank indicator (RI), a precoding matrix index (PMI) 
and a channel quality indicator (COI). 
0109 The RI is information regarding a channel rank 
which indicates the number of layers (or streams) capable of 
transmitting different pieces of information through the same 
time-frequency resource. Since a rank value is determined 
according to long term fading of a channel, RI can be fedback 
in a long period (i.e. less frequently) compared to the PMI and 
CQI. 
0110. The PMI is information regarding a precoding 
matrix used for data transmission of a transmitter and reflect 
ing spatial characteristics of a channel. Precoding refers to 
mapping of a transport layer to a TX antenna and layer 
antenna mapping relationship may be determined by a pre 
coding matrix. PMI corresponds to a precoding matrix index 
of a preferred BS of a UE on the basis of metrics such as a 
signal-to-interference plus noise ratio (SINR). To reduce pre 
coding information feedback overhead, the transmitter and 
receiver may share a codebook including various precoding 
matrices and only an index indicating a specific precoding 
matrix in the codebook may be fed back. For example, the 
PMI can be determined on the basis of a most recently 
reported RI. 
0111. The CQI is information regarding channel quality or 
channel intensity. The CQI may be represented by a prede 
termined MCS combination. That is, a fed back CQI index 
represents a corresponding modulation scheme and code rate. 
The CQI can be calculated by setting a specific resource 
region (e.g. a region specified by valid subframes and/or 
physical resource blocks) as a COI reference resource and 
assuming that PDSCH transmission is present in the CQI 
reference resource and a PDSCH can be received without 
exceeding a predetermined error probability (e.g. 0.1). In 
general, the CQI is a value reflecting reception SINR that can 
be obtained when a BS configures a spatial channel using the 
PMI. 

0112 A System (e.g. LTE-A) supporting extended antenna 
configurations considers acquisition of additional multi-user 
diversity using multi-user MIMO (MU-MIMO). In 
MU-MIMO, an interference channel is present between UEs 
multiplexed in an antenna domain, and thus it is necessary to 
prevent generation of interference in a UE when a BS per 
forms DL transmission using CSI fed back from another UE 
from among multiple users. Accordingly, for correct MU 
MIMO operation, CSI with higher accuracy needs to be fed 
back as compared to single user MIMO (SU-MIMO). 
0113 For more accurate CSI measurement and reporting, 
a method offeeding back new CSI obtained by improving the 
conventional CSI including RI, PMI and CQI may be applied. 
For example, precoding information fed back by a receiver 
can be indicated by a combination of two PMIs (e.g. i1 and 
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i2). Accordingly, a more accurate PMI can be fed back and a 
more accurate COI can be calculated and reported on the basis 
of the accurate PMI. 
0114 CSI may be periodically transmitted through a 
PUCCH or aperiodically transmitted through a PUSCH. In 
addition, various reporting modes can be defined according to 
which one of an RI, a first PMI (e.g. W1), a second PMI (e.g. 
W2) and a COI is fed back and whether a fedback PMI and/or 
CQI are for wideband (WB) or subband (SB). 
0115 Deployment of Multiple Antennas 
0116. A beam generated by a conventional one-dimen 
sional antenna configuration is specified only in the azimuth 
angle (e.g. horizontal domain) direction and cannot be speci 
fied in the elevation angle (e.g. Vertical domain) direction, and 
thus only 2-dimensional beam forming is Supported therefor. 
The one-dimensional antenna configuration (e.g. uniform lin 
ear array (ULA)) can Support adaptive beam forming or spa 
tial multiplexing in the azimuth angle direction, and only 
MIMO transmission and reception schemes for adaptive 
beamfoming or spatial multiplexing are designed in conven 
tional wireless communication systems (e.g. systems con 
forming to 3GPP LTE release-8, 9, 10 and 11). 
0117. When MIMO transmission and reception schemes 
based on a 2-dimensional antenna configuration (e.g. uniform 
rectangular array (URA)) for system performance improve 
ment are Supported, a beam generated by the 2-dimensional 
antenna configuration can be specified in the azimuth angle 
direction and the elevation angle direction and thus 3-dimen 
sional beam forming can be performed therefor. 
0118 FIG. 9 illustrates examples of beam forming accord 
ing to a 2-dimensional antenna configuration. 
0119 FIG. 9(a) shows examples of sector-specific beam 
forming, generated by limiting a predetermined range of the 
azimuth angle and a predetermined range of the elevation 
angle. FIG. 9(b) shows examples of UE-specific beam form 
ing, generated by varying the elevation angle at the same 
azimuth angle. 
0120 According to the aforementioned function of gener 
ating a beam by specifying the azimuth angle and elevation 
angle, it is possible to support new beam forming such as 
sector-specific elevation beam forming (e.g. adaptive control 
according to a vertical pattern beamwidth and/or downtilt), 
improved sectorization in the vertical domain and user (or 
UE)-specific elevation beam forming Vertical sectorization 
can improve average system performance through again of a 
vertical sector pattern. UE-specific elevation beam forming 
can increase SINR with respect to a UE by designating a 
vertical antenna pattern in the direction of the UE. 
0121 Antenna Virtualization 
0122. A transmission antenna and/or a reception antenna, 
defined to describe operations of a communication system, 
may be referred to as a virtual antenna oran antenna port. The 
virtual antenna may or may not be one-to-one mapped to a 
physical antenna of a transmitter and/or a physical antenna or 
a receiver. 
0123 FIG. 10 illustrates antenna virtualization. 
0124 When the number of transmission virtual antennas 
(or transmission antenna ports) is N, and the number of 
transmission physical antennas is N., some physical anten 
nas can be grouped to transmit the same signal all the time if 
N>N. Here, since grouped antennas operate as if the 
antennas are a single antenna, the grouped antennas can be 
considered to form one virtual antenna. This can be referred to 
as transmission antenna virtualization. 
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0.125. When the number of reception virtual antennas (or 
reception antenna ports) is N, the number of reception 
physical antennas is N, and N-N, the sum of received 
signals at Some grouped physical antennas can be mapped to 
the input of a MIMO decoder. In this case, the grouped anten 
nas can operate as if the antennas are a single antenna. This 
can be referred to as reception antenna virtualization. 
0.126 Since transmission antenna virtualization and 
reception antenna virtualization are independent technolo 
gies, only one thereof may be applied and different antenna 
virtualization schemes may be used according to signals even 
in one system. For example, different antenna virtualization 
schemes can be respectively applied to transmission of a 
CSI-RS and a CRS defined in LTE Rel-10 (or LTE-A). LTE 
Rel-10 supports a maximum of 8 CRS-RS antenna ports (i.e. 
8 virtual antennas) and a maximum of 4 CRS antenna ports 
(or 4 virtual antennas). This means that one system supports 
up to 8 virtual antennas for a specific pilot (RS) and Supports 
up to 4 virtual antennas for a different type of pilot. Conse 
quently, different antenna virtualization schemes can be 
applied according to signal type even in the same system. If 
16 transmission physical antennas are present, then every two 
antennas can be grouped to form 8 virtual antennas for CSI 
RS transmission or every four antennas can be grouped to 
form 4 virtual antennas for CRS transmission. 

0127. As described above, antenna virtualization is a tech 
nology for mapping a physical antenna to a virtual antenna (or 
antenna port). Since a virtual antenna-to-physical antenna 
mapping scheme may depend on a device implementation 
method, communication standards for defining operations of 
communication systems define only communication schemes 
based on the virtual transmission antenna and virtual recep 
tion antenna. 

I0128. In addition, the purpose of antenna virtualization is 
to change a channel between a virtual transmission antenna 
and a virtual reception antenna to a channel more advanta 
geous for communication. The channel between the virtual 
transmission antenna and the virtual reception antenna is 
defined as an effective channel H. 
0129 
0.130. There is a time difference between a time when a UE 
measures CSI (e.g. an RI, a PMI, a COI and the like) on a 
downlink channel and a time when an eNB that has been 
notified by the UE of the CSI transmits data through the 
downlink channel. When a channel severely changes with 
time, the CSI reported to the eNB by the UE may not correctly 
reflect a channel state at the data transmission time. This 
phenomenon is called channel aging. Channel aging may 
cause performance deterioration. Further, channel aging is 
closely related to temporal variation of the channel, and thus 
performance deterioration due to channel aging is aggravated 
as a UE moving speed increases. In addition, since a channel 
state that a moving UE undergoes may abruptly change as 
beam forming resolution increases according to 2-dimen 
sional antenna configuration, and thus performance deterio 
ration due to channel aging becomes serious. 
I0131) Antenna Virtualization Method for Supporting 
High-Speed Movement 
0.132. The present invention provides an antenna virtual 
ization method for minimizing performance deterioration due 
to channel aging in a wireless communication system Sup 
porting accurate high-speed movement and/or beam forming 

Channel Aging 
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Embodiment 1 

0.133 According to the present embodiment, antenna Vir 
tualization is performed Such that channel state variation (or 
beam pattern variation) due to movement of a UE is mini 
mized. For example, transmission/reception antenna virtual 
ization can be performed in a main movement direction of the 
UE. 
0134 FIG. 11 illustrates an example of antenna virtualiza 
tion according to the present invention. 
0135) In the example shown in FIG. 11, an eNB may have 
a two-dimensional antenna configuration as in the example of 
FIG. 9. Accordingly, resolution of a beam transmitted from 
the eNB can be increased and the beam can be focused on a 
specific point. 
0.136 FIG.11(a) is a view for explaining a problem of the 
conventional method. A channel state, which is measured by 
a UE on the basis of a virtual antenna (e.g. a virtual antenna 
composed of a physical antenna ao) at a position A, is referred 
to as CSI-A and a channel state, which is measured by the UE 
on the basis of the virtual antenna (e.g. a virtual antenna 
composed of the physical antenna ao) at a position B, is 
referred to as CSI-B. When a signal transmitted from an eNB 
is focused on position A, there is a high possibility that CSI-A 
and CSI-B are inconsistent with each other. For example, the 
channel state at the position A can be expected to be better 
than the channel state at position B, and thus channel state can 
be measured/calculated Such that CSI-A can use a higher rank 
and higher MCS level than CSI-B. 
0137 FIG. 11(b) is a view for explaining the effect 
obtained when antenna virtualization provided by the present 
invention is applied. When the UE moves from position A to 
position B, a plurality of physical antennas located in the 
moving direction of the UE may be grouped and defined as a 
Virtual antenna. For example, antennasao a.a. as a and as 
can be grouped to form one virtual antenna. In this case, it can 
be expected that a channel state that affects the antennas a 
a1, a2 and as from among the physical antennas constituting 
the virtual antenna at position A is similar to or Substantially 
the same as a channel state that affects the antennasa, as a 
and as at position B. Accordingly, channel state information 
CSI-A calculated/measured by the UE at position A can be 
expected to be very similar to channel state information 
CSI-B calculated/measured by the UE at position B. There 
fore, channel state inconsistency at positions A and B can be 
remarkably reduced compared to the example of FIG.11(a) 
when antenna virtualization is applied as shown in FIG. 
11(b). 
0.138. That is, antenna virtualization can be performed 
Such that an antenna pattern having a wide beamwidth in the 
moving direction of the UE. In other words, an antenna Vir 
tualization pattern can be determined such that a beamwidth 
is extended in the same direction as the moving direction of 
the UE. Otherwise, the antenna virtualization pattern can be 
determined Such that physical antennas arranged in a main 
movement direction of the UE (or arranged in a direction 
closest to the main movement direction of the UE) are 
grouped. For example, virtualization of transmission anten 
nas of the UE can be performed such that the width of a beam 
transmitted from a virtual antenna of the UE becomes wide so 
as to reduce inconsistency between states of channels gener 
ated according to the transmission antennas when the UE 
moves at a high speed. In addition, Virtualization of reception 
antennas of the UE can be performed Such that inconsistency 
between channel states that affect the UE moving at a high 
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speed at different positions is reduced when the UE receives 
a beam transmitted from a specific point (e.g. eNB). 
0.139 FIG. 12 illustrates an antenna virtualization method 
with respect to a two-dimensional antenna configuration 
according to the present invention. 
0140. In the example of FIG. 12, it is assumed that a UE 
has a two-dimensional antenna configuration in which 24 
physical antennas are arranged in four columns and 6 rows. 
The UE may be a vehicle and the physical antennas may be 
arranged outside the vehicle. If the vehicle moves in the 
horizontal direction (column direction) in the figure, one 
virtual antenna can be configured by grouping antennas 
arranged in a traverse direction from the front to the rear of the 
Vehicle. For example, physical antennas aloo, aol, ao, aos, ao 
and as can be grouped to configure one virtual antenna #0. 
physical antennas alo al 1, a2, as a 14 and as can be grouped 
to configure one virtual antenna #1, physical antennas a 
a 21, a22, as a 24 and as can be grouped to configure one 
Virtual antenna #2, and physical antennas also as 1, as ass, as 
and as can be grouped to configure one virtual antenna #3. 
0141 When the virtual antennas are configured as 
described above, antenna virtualization is performed Such 
that a wide beamwidth is obtained in the moving direction of 
the vehicle, and thus inconsistency of channel states that 
affect the vehicle moving at a high speed can be reduced and 
antenna gain can be increased. 
0142. In application of embodiments of the present inven 
tion, the transmission antenna virtualization method and the 
reception antenna virtualization method are not limited to the 
same method. For example, part of a plurality of antennas 
may be transmission dedicated antennas, the remaining part 
thereof may be reception dedicated antennas, and a transmis 
sion antenna virtualization method and a reception antenna 
virtualization method may be independently configured. 
Alternatively, when some or all antennas are used for both 
transmission and reception, an antenna virtualization method 
when the antennas operate as transmission antennas and an 
antenna virtualization method when the antennas operate as 
reception antennas may be differently applied to one antenna. 
0143. In addition, an antenna virtualization method may 
be defined per system. Further, different antenna virtualiza 
tion methods may be respectively defined for frequencies 
even in the same system. 

Embodiment 2 

0144. In the present embodiment, antenna virtualization is 
adaptively applied according to a movement state and/or a 
communication state of a UE. Information indicating the 
movement state of the UE may include parameters indicating 
whether the UE moves, a movement direction, a moving 
speed, an acceleration/deceleration state and the like. Infor 
mation indicating the communication State may include 
parameters indicating a distance between the UE and a device 
(e.g. eNB) that transmits/receives signals to/from the UE, 
relative positions, channel state (e.g. CSI) and the like. Adap 
tive antenna virtualization refers to variable application of the 
number of physical antennas included in one virtual antenna, 
information indicating physical antennas mapped to a virtual 
antenna (i.e. information indicating/specifying one or more 
physical antennas (e.g. physical antenna index information)) 
and the like. 

0145 A description will be given of an antenna virtualiza 
tion method considering the movement state of the UE. 
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0146 Virtual antenna to physical antenna mapping may be 
determined on the basis of the moving speed of the UE. For 
example, a large number of physical antennas included in one 
virtual antenna (or mapped to one virtual antenna) does not 
always ensure high performance. When channel aging is not 
severe, such as a case in which the UE moves relatively 
slowly, higher performance may be expected when the num 
ber of physical antennas included in one virtual antenna is not 
large. For example, when a large number of physical antennas 
configures one transmission virtual antenna, performance 
deterioration can occur due to transmission power dispersion. 
Furthermore, when a large number of physical antennas con 
figures one reception virtual antenna, performance deteriora 
tion can occur due to antenna gain dispersion. Accordingly, it 
is necessary to appropriately control the number of physical 
antennas mapped to a virtual antenna for concentration of 
transmission power orantenna gain. The number of physical 
antennas included in one virtual antenna may be increased 
Such that a virtual antenna pattern robust against channel 
aging is generated when the UE moves at a high speed (or 
when the UE moves at a speed higher than a predetermined 
threshold value). When the UE moves at a low speed (or when 
the UE moves at a speed higher than the predetermined 
threshold value), the influence of channel aging is not large 
and thus the number of physical antennas included in one 
virtual antenna may be reduced (i.e. the number of virtual 
antennas may be increased) in order to increase transmission 
power efficiency/antenna gain. That is, the number of physi 
cal antennas included in one virtual antenna can be set to be 
proportional to the moving speed of the UE. However, this is 
exemplary and the relationship between the number of physi 
cal antennas included in one virtual antenna and the moving 
speed of the UE is not limited to a proportional relationship. 
In a specific case, the number of physical antennas included in 
one virtual antenna may be inversely proportional to the mov 
ing speed of the UE. For example, when the number of physi 
cal antennas included in a virtual antenna increases and thus 
the aperture of the virtual antenna increases (when the 
antenna effective area actually related to signals transmitted 
and received through the virtual antenna increases, for 
example) according to configuration of physical antennas, a 
gain variation of the virtual antenna according to signal trans 
mission/reception directions may increase (i.e. beam pattern 
fluctuation may increase). In this case, higher performance 
may be expected when the number of physical antennas 
included in a virtual antenna decreases as the moving speed of 
the UE increases. Consequently, the mapping relationship 
between virtual antennas and physical antennas, Such as the 
number of virtual antennas and the number of physical anten 
nas included in a virtual antenna, can be adaptively applied 
according to movement state of the UE and the like. 
0147 Antenna virtualization may be applied when the UE 
moves and may not be applied when the UE does not move. In 
addition, the number of antennas included in one virtual 
antenna may be increased when the UE moves and decreased 
when the UE does not move. 

0148 Physical antennas arranged in the moving direction 
of the UE (e.g. forward and backward direction or left and 
right direction when the UE is a vehicle) may be grouped to 
configure a virtual group according to the moving direction of 
the UE. 

0149. A description will be given of an antenna virtualiza 
tion method considering a communication State. 
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0150. A method of configuring a virtual antenna by group 
ing physical antennas arranged in the moving direction of the 
vehicle (i.e. arranged in a traverse direction from the front to 
the rear of the vehicle), as shown in FIG. 12, can obtain higher 
performance when a device that transmits/receives signals 
to/from the vehicle is located perpendicularly to the moving 
direction of the vehicle (e.g. an eNB, a roadside AP or the like 
is located higher than or far from the vehicle). When the 
device that transmits/receives signals to/from the vehicle is 
located in the same direction as the moving direction of the 
vehicle (e.g. when a plurality of devices is arranged at the 
center of a road at a height similar to the vehicle), a virtual 
antenna in a form different from a virtual antenna including 
physical antennas arranged in the moving direction of the 
vehicle may be configured or the number of physical antennas 
included in one virtual antenna may be controlled. 
0151. Even in the antenna virtualization method consider 
ing the communication State of the UE, channel state varia 
tion (or beam pattern variation) due to a change of the location 
of the UE needs to be minimized Accordingly, a virtual 
antenna can be configured Such that performance deteriora 
tion due to channel aging is minimized 
0152 To adaptively apply an antenna virtualization pat 
tern, as described above, an eNB (or remote radio head 
(RRH), network node, AP or the like) that transmits/receives 
signals to/from the UE may signal information on the location 
thereof to the UE (or cellular phone, vehicle or the like). In 
addition, the UE may report, to the eNB, information indicat 
ing the movement state thereof (e.g. moving speed, moving 
direction, acceleration/deceleration related information and 
the like) and/or information indicating the communication 
thereof (e.g. the location of the UE, channel state information 
(CSI) and the like). Further, the eNB may determine an 
antenna virtualization method using the information thereof 
and/or the information reported by the UE and provide con 
trol information about the antenna virtualization method (e.g. 
the number of physical antennas, pattern, information desig 
nating a virtualization mode (e.g. an antenna virtualization 
mode applied to low-speed movement/antenna virtualization 
mode applied to high-speed movement) and the like). The UE 
may transmit information about a preferred antenna virtual 
ization method (e.g. information indicating the number of 
physical antennas, pattern or virtualization mode, which is 
recommended by the UE) to the eNB. 
0153. In addition, the number of available antenna virtu 
alization patterns (e.g. information indicating the number of 
configured transmission virtual antennas, the number of con 
figured reception virtual antennas, the number of physical 
antennas configuring one virtual antenna, physical antennas 
mapped to one virtual antenna (i.e. information indicating/ 
specifying one or more physical antennas) and the like) may 
remarkably increase according to the number of physical 
antennas of the UE and arrangement of the physical antennas. 
Accordingly, when control information capable of indicating 
a large number of cases is defined, overhead of control infor 
mation transmitted/received between the UE and the eNB 
considerably increases, which is inefficient. Therefore, the 
present invention predetermines antenna virtualization pat 
tern candidates between the eNB and the UE and defines 
control information with respect to an antenna virtualization 
pattern in the form of information that directly or indirectly 
indicates a specific pattern from among the antenna virtual 
ization pattern candidates. 
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0154) In adaptive application of an antenna virtualization 
method, changing antenna characteristics (e.g. antenna virtu 
alization pattern) during data transmission and reception 
between the UE and the eNB may affect transmission and 
reception performance Accordingly, a virtual antenna con 
figuration scheme may be limited Such that a virtual antenna 
configuration is changed only when the UE does not perform 
data transmission and reception (e.g. when the UE is idle or 
turns off a communication function). 
0155 FIG. 13 is a flowchart illustrating a communication 
method using a virtual antenna according to the present 
invention. 
0156 An eNB may transmit, to a UE, control information 
with respect to an antenna virtualization pattern of a UE in 
step S1310. The antenna virtualization pattern may be deter 
mined on the basis of information indicating a movement 
state of the UE and/or information indicating a communica 
tion state of the UE. The control information with respect to 
the antenna virtualization pattern may indicate the number of 
physical antennas mapped to one virtual antenna, information 
specifying physical antennas and the like. 
0157. The UE may configure one or more virtual antennas 
on the basis of the antenna virtualization pattern in step 
S1320. One or more physical antennas mapped to one virtual 
antenna may be determined on the basis of the moving direc 
tion of the UE in the present invention. For example, one or 
more physical antennas mapped to one virtual antenna can be 
determined such that the width of a beam formed by the one 
or more physical antennas is extended in the same direction as 
the moving direction of the UE or one or more physical 
antennas arranged in the moving direction of the UE are 
mapped to one virtual antenna. Accordingly, a virtual antenna 
robust against channel aging can be configured. 
0158 Communication may be performed between the UE 
and the eNB through the one or more virtual antennas of the 
UE in step S1330. 
0159. The total number of virtual antennas, determined 
according to the adaptive antenna virtualization method pro 
vided by the present invention (or changed from a previous 
number), may affect the number of transmitted pilot signals, 
the number of received pilot signals and/or calculation and 
configuration of CSI feedback information. 
0160 One of various embodiments of the present inven 
tion or combinations of two or more thereof can be applied to 
the communication method using a virtual antenna according 
to the present invention, described with reference to FIG. 13. 
0161 FIG. 14 illustrates a configuration of a UE and an 
eNB according to a preferred embodiment of the present 
invention. 
0162 Referring to FIG. 14, an eNB 10 according to the 
present invention may include a transmitter 11, a receiver 12, 
a processor 13, a memory 14 and a plurality of antennas 15. 
The transmitter 11 can transmit signals, data and information 
to an external device (e.g. UE). The receiver 12 can receive 
signals, data and information from an external device (e.g. 
UE). The processor 13 can control the overall operation of the 
eNB 10. The plurality of antennas 15 can be configured 
according to a two-dimensional antenna configuration. 
(0163 The processor 13 of the eNB 10 according to an 
embodiment of the present invention can be configured to 
Support communication using a virtual antenna of the UE 
according to embodiments provided by the present invention. 
The processor 13 of the eNB 10 can control the eNB 10 to 
generate control information with respect to an antenna Vir 
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tualization pattern of the UE, which is determined on the basis 
of information indicating a movement state of the UE 20 
and/or information indicating a communication state of the 
UE 20, and transmit the control information to the UE 20 
through the transmitter 11. In addition, the processor 13 of the 
eNB 10 can control the eNB 10 to perform communication 
with the UE20 through one or more virtual antennas, which 
are configured by the UE20 according to the control infor 
mation with respect to the antenna virtualization pattern, 
using the transmitter 11 and/or the receiver 12. Here, physical 
antennas mapped to one virtual antenna of the UE20 can be 
determined on the basis of the moving direction of the UE20. 
and thus the eNB 10 can support configuration of a virtual 
antenna robust against channel aging at the UE20. 
0164. In addition, the processor 13 of the eNB 10 can 
process information received by the eNB 10, information to 
be transmitted to the outside and the like, and the memory 14 
can store processed information for a predetermined time and 
may be replaced by a component Such as a buffer (not shown). 
(0165 Referring to FIG. 14, the UE20 according to the 
present invention may include a transmitter 21, a receiver 22, 
a processor 23, a memory 24 and a plurality of antennas 25. 
The plurality of antennas 25 means that the UE20 supports 
MIMO transmission and reception. The transmitter 21 can 
transmit signals, data and information to an external device 
(e.g. eNB). The receiver 22 can receive signals, data and 
information from an external device (e.g. eNB). The proces 
sor 23 can control the overall operation of the UE20. 
(0166 The processor 23 of the UE 20 according to an 
embodiment of the present invention can be configured to 
perform communication using a virtual antenna according to 
the embodiments of the present invention. The processor 12 
of the UE20 can control the UE20 to configure one or more 
virtual antennas according to an antenna virtualization pat 
tern determined on the basis of information indicating a 
movement state of the UE20 and/or information indicating a 
communication state of the UE20. Further, the processor 23 
of the UE20 can control the UE20 to perform communica 
tion with the eNB 10 using the one or more virtual antennas 
through the transmitter 21 and/or the receiver 220. Here, one 
or more physical antennas mapped to one virtual antenna can 
be determined on the basis of the moving direction of the UE 
and thus a virtual antenna robust against channel aging can be 
configured. 
0167. In addition, the processor 23 of the UE20 can pro 
cess information received by the UE 20, information to be 
transmitted to the outside and the like, and the memory 24 can 
store processed information for a predetermined time and 
may be replaced by a component Such as a buffer (not shown). 
(0168 Configurations of the eNB 10 and the UE20 can be 
implemented such that the above-described various embodi 
ments of the present invention are independently applicable 
or two or more thereof are simultaneously applicable and 
redundant description is omitted for clarity. 
0169. While an eNB is exemplarily used as a downlink 
transmission entity or an uplink reception entity and a UE is 
exemplarily used as a downlink reception entity or an uplink 
transmission entity in description of various embodiments of 
the present invention, the scope or spirit of the present inven 
tion is not limited thereto. For example, description of the 
eNB can be equally applied to a case in which a cell, an 
antenna port, an antenna port group, an RRH, a transmission 
point, a reception point, an access point, a relay and the like 
are downlink transmission entities for downlink transmission 
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to a UE or uplink reception entities for uplink reception from 
the UE. In addition, the principle of the present invention, 
described through various embodiments of the present inven 
tion, can be equally applied to a case in which a relay is a 
downlink transmission entity for downlink transmission to 
the UE oran uplink reception entity for uplink reception from 
the UE or a case in which the relay is an uplink transmission 
entity for uplink transmission to an eNB or a downlink recep 
tion entity for downlink reception from the eNB. 
0170 The embodiments of the present invention may be 
achieved by various means, for example, hardware, firmware, 
software, or a combination thereof. 
0171 In a hardware configuration, an embodiment of the 
present invention may be achieved by one or more ASICs 
(application specific integrated circuits), DSPs (digital signal 
processors), DSPDs (digital signal processing devices), 
PLDs (programmable logic devices), FPGAs (field program 
mable gate arrays), processors, controllers, microcontrollers, 
microprocessors, etc. 
0172. In a firmware or software configuration, an embodi 
ment of the present invention may be implemented in the form 
of a module, a procedure, a function, etc. Software code may 
be stored in a memory unit and executed by a processor. The 
memory unit is located at the interior or exterior of the pro 
cessor and may transmit and receive data to and from the 
processor via various known means. 
(0173 The detailed description of the preferred embodi 
ments of the present invention is given to enable those skilled 
in the art to realize and implement the present invention. 
While the present invention has been described referring to 
the preferred embodiments of the present invention, those 
skilled in the art will appreciate that many modifications and 
changes can be made to the present invention without depart 
ing from the spirit and essential characteristics of the present 
invention. For example, the structures of the above-described 
embodiments of the present invention can be used in combi 
nation. The above embodiments are therefore to be construed 
in all aspects as illustrative and not restrictive. Therefore, the 
present invention is not intended to limit the embodiments 
disclosed herein but to give a broadest range matching the 
principles and new features disclosed herein. 
0.174 Those skilled in the art will appreciate that the 
present invention may be carried out in other specific ways 
than those set forth herein without departing from the spirit 
and essential characteristics of the present invention. The 
above embodiments are therefore to be construed in all 
aspects as illustrative and not restrictive. The scope of the 
invention should be determined by the appended claims and 
their legal equivalents, not by the above description, and all 
changes coming within the meaning and equivalency range of 
the appended claims are intended to be embraced therein. 
Therefore, the present invention intends not to limit the 
embodiments disclosed herein but to give a broadest range 
matching the principles and new features disclosed herein. It 
is obvious to those skilled in the art that claims that are not 
explicitly cited in each other in the appended claims may be 
presented in combination as an embodiment of the present 
invention or included as a new claim by a Subsequent amend 
ment after the application is filed. 

INDUSTRIAL APPLICABILITY 

0.175. The aforementioned embodiments of the present 
invention can be applied to various mobile communication 
systems. 
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1. A communication method using a virtual antenna of a 
terminal in a wireless communication system, comprising: 

configuring one or more virtual antennas according to an 
antenna virtualization pattern determined on the basis of 
at least one of information indicating a movement state 
of the terminal and information indicating a communi 
cation state of the terminal; and 

communicating with a base station using the one or more 
virtual antennas, 

wherein one or more physical antennas mapped to one 
virtual antenna are determined on the basis of a direction 
of movement of the terminal. 

2. The communication method according to claim 1, 
wherein the width of a beam formed by the one or more 
physical antennas mapped to one virtual antenna is extended 
in the same direction as the direction of movement of the 
terminal. 

3. The communication method according to claim 1, 
wherein the one or more physical antennas mapped to one 
virtual antenna are one or more physical antennas arranged in 
the direction of movement of the terminal. 

4. The communication method according to claim 1, 
wherein the antenna virtualization pattern includes at least 
one of the number of one or more physical antennas mapped 
to one virtual antenna and information specifying the one or 
more physical antennas. 

5. The communication method according to claim 4. 
wherein the number of one or more physical antennas mapped 
to one virtual antenna is determined on the basis of a moving 
speed of the terminal. 

6. The communication method according to claim 1, 
wherein the information indicating the movement state 
includes at least one of information on whether the terminal is 
moving, information on the direction of movement of the 
terminal, information on the moving speed of the terminal 
and information about an acceleration state or a deceleration 
State. 

7. The communication method according to claim 1, 
wherein the information indicating the communication state 
includes at least one of information on a distance between the 
terminal and the base station, information on relative posi 
tions of the terminal and the base station and information on 
a channel state between the terminal and the base station. 

8. The communication method according to claim 1, 
wherein the antenna virtualization pattern is adaptively deter 
mined according to change of at least one of the information 
indicating the movement state of the terminal and the infor 
mation indicating the communication state of the terminal. 

9. The communication method according to claim 1, 
wherein control information with respect to the antenna Vir 
tualization pattern is received from the base station. 

10. The communication method according to claim 1, 
wherein one or more of the information indicating the move 
ment state of the terminal, position information of the termi 
nal and channel state information is reported by the terminal 
to the base station. 

11. The communication method according to claim 1, 
wherein information indicating the antenna virtualization 
pattern preferred by the terminal is reported by the terminal to 
the base station. 

12. The communication method according to claim 1, 
wherein the configuring of one or more virtual antennas 
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according to the antenna virtualization pattern is performed 
when the terminal does not perform data transmission and 
reception. 

13. A method for Supporting, by a base station, communi 
cation using a virtual antenna of a terminal in a wireless 
communication system, comprising: 

transmitting, to the terminal, control information with 
respect to an antenna virtualization pattern of the termi 
nal, determined on the basis of at least one of informa 
tion indicating a movement state of the terminal and 
information indicating a communication state of the ter 
minal; and 

communicating with the terminal through one or more 
virtual antennas of the terminal, configured according to 
the control information with respect to the antenna Vir 
tualization pattern, 

wherein one or more physical antennas mapped to one 
virtual antenna are determined on the basis of a direction 
of movement of the terminal. 

14. A terminal performing communication using a virtual 
antenna in a wireless communication system, comprising: 

a transmitter; 
a receiver, and 
a processor, 
wherein the processor is configured: to configure one or 
more virtual antennas according to an antenna virtual 
ization pattern determined on the basis of at least one of 
information indicating a movement state of the terminal 
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and information indicating a communication state of the 
terminal; and to communicate with a base station using 
the one or more virtual antennas through one of the 
transmitter and the receiver, 

wherein one or more physical antennas mapped to one 
virtual antenna are determined on the basis of a direction 
of movement of the terminal. 

15. A base station Supporting communication using a vir 
tual antenna of a terminal in a wireless communication sys 
tem, comprising: 

a transmitter, 
a receiver, and 
a processor, 
wherein the processor is configured: to transmit, to the 

terminal, control information with respect to an antenna 
virtualization pattern of the terminal, determined on the 
basis of at least one of information indicating a move 
ment state of the terminal and information indicating a 
communication state of the terminal, through the trans 
mitter, and to communicate with the terminal through 
one or more virtual antennas of the terminal, configured 
according to the control information with respect to the 
antenna virtualization pattern, through one of the trans 
mitter and the receiver, 

wherein one or more physical antennas mapped to one 
virtual antenna are determined on the basis of a direction 
of movement of the terminal. 

k k k k k 
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