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METHOD AND DEVICE FOR signaling in the first time resource pool ; the second antenna 
MULTI - ANTENNA TRANSMISSION IN USER virtualization vector is an antenna virtualization vector 
EQUIPMENT ( UE ) AND BASE STATION available to the user equipment in the first time resource 

pool ; the K is a positive integer greater than 1 . 
CROSS - REFERENCE TO RELATED In one embodiment , the foregoing method is advanta 

APPLICATION geous in that , by associating the first time resource pool with 
the first antenna port group , the UE can quickly determines 

This application is a continuation of the U.S. application the location of the first time resource pool in the time domain 
Ser . No.16 / 429,077 , filed on Jun . 3 , 2019 , which is a by the index of the first antenna port group in the K antenna 
continuation of International Application No. PCT / CN2017 / 10 port groups . 
112033 , filed on Nov. 21 , 2017 , claiming the priority benefit In one embodiment , the foregoing method is advanta of Chinese Patent Application Serial Number geous in that , by associating the first time resource pool with 
201611098328.7 , filed on Dec. 3 , 2016. The afore - men the first antenna port group , the UE can quickly determine tioned patent applications are hereby incorporated by refer the antenna virtualization vectors which used for receiving ence in their entireties . radio signal transmitted on the first time resource pool by the 

location of the first time resource pool in the time domain . BACKGROUND 
In one embodiment , the first radio signal is a multi - carrier 

Technical Field symbol . 
In one embodiment , the first radio signal is a single carrier 

The present disclosure relates to a multiple antenna trans symbol . 
mission method in a wireless communication system . In one embodiment , the first radio signal is an OFDM 

symbol . 
Related Art In one embodiment , the first radio signal is an FBMC 

25 symbol . 
Massive Multiple - Input Multiple - Output ( MIMO ) has In one embodiment , the first radio signal is an SC - FDMA 

become a research hotspot for next - generation mobile com- symbol . 
munications . In massive MIMO , multiple antennas can In one embodiment , the first radio signal is reference 
improve communication quality by forming narrower beams signal ( s ) associated with the K antenna port groups . 
pointing to a specific direction through beamforming . In one embodiment , the first radio signal is wireless 

According to the discussion of 3rd Generation Partner resource block ( s ) transmitted by the K antenna port groups . 
Project ( 3GPP ) Radio Access Network ( RAN ) , the hybrid In one embodiment , the first radio signal includes one or 
beamforming combining analog beamforming and digital more of Primary Synchronization Signal ( PSS ) , Secondary 
beamforming has become an important research direction of Synchronization Signal ( SSS ) , Master Information Block 
New Radio ( NR ) system . 35 ( MIB ) / System Information Block ( SIB ) , and Channel State 

Information Reference signal ( s ) ( CSI - RS ) . 
SUMMARY In one embodiment , the antenna port is formed by super 

posing multiple physical antennas through antenna virtual 
In a massive MIMO system , the total throughput of a cell ization ; the mapping coefficients from the multiple physical 

can be greatly increased by the number of massive antennas , 40 antennas to the antenna port ( s ) constitute an antenna virtu 
so the number of single - cell users can be greatly increased . alization vector for the antenna virtualization . 
However , an increase in the number of cell users will lead In one embodiment , the beamforming vectors correspond 
to a large amount of signaling overhead for dynamic sched- ing to any two different antenna ports cannot be assumed to 
uling of wireless time - frequency resources . The signaling be the same . 
overhead of wireless resource dynamic scheduling is an 45 In one embodiment , the small - scale characteristics of a 
urgent problem to be solved in massive MIMO system . wireless channel experienced by a signal transmitted by one 

In view of the above problem , the present disclosure antenna port and cannot be used to infer the small - scale 
provides a solution . It should be noted that , in the case of no characteristics of a wireless channel experienced by a signal 
conflict , the features in the embodiments and embodiments transmitted by another antenna port . 
in the user equipment of the present disclosure can be 50 In one embodiment , an antenna port is associated with a 
applied to the base station , and vice versa . The features of reference signal . 
the embodiments and the embodiments of the present dis- In one embodiment , an antenna port is used to transmit a 
closure may be combined with each other arbitrarily if no reference signal associated therewith . 
conflict is incurred . In one embodiment , the pattern of the time - frequency 

The present disclosure discloses a method for multi- 55 resource occupied by the reference signal ( s ) in one subframe 
antenna transmission in a user equipment ( UE ) , comprising : reuses the pattern of the CSI - RS in one subframe . 

receiving first radio signal ; and In one embodiment , the reference signal is a CSI - RS . 
receiving a first signaling ; In one embodiment , the sequence corresponding to the 
wherein the first radio signal is transmitted by K antenna reference signal is a Zadoff - Chu sequence . 

port groups ; the antenna port group ( s ) include a positive 60 In one embodiment , the sequence corresponding to the 
integer number of the antenna port ( s ) ; a first antenna port reference signal is a pseudo - random sequence . 
group is one of the K antenna port groups ; the first signaling In an embodiment , the time domain resources occupied 
is used to determine a first time resource pool ; at least one by the reference signal ( s ) is ( are ) associated with at least one 
of a first antenna virtualization vector and a second antenna of time domain resources occupied by the first signaling and 
virtualization vector is associated with the first antenna port 65 time domain resources occupied by the first radio signal . 
group ; the firs antenna virtualization vector is an antenna In one embodiment , the frequency domain resources 
virtualization vector available to a transmitter of the first occupied by the reference signal ( s ) is associated with at least 
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one of a frequency domain resources occupied by the first In one embodiment , the first signaling is carried by a 
signaling and frequency domain resources occupied by the downlink physical layer control channel ( i.e. a downlink 
first radio signal . channel that can only be used to carry physical layer 

In one embodiment , the frequency domain resources signaling ) . 
occupied by the reference signal ( s ) are configurable . In one embodiment , the downlink physical layer control 

In one embodiment , the K antenna port groups are asso- channel is a Physical Downlink Control Channel ( PDCCH ) . 
ciated with K reference signal group ( s ) , respectively . In one embodiment , the downlink physical layer control 

In one embodiment , the K antenna port groups are respec channel is a short PDCCH ( SPDCCH ) . 
tively used to transmit K reference signal ( s ) groups . In one embodiment , the first signaling carries downlink 

In one embodiment , the K antenna port groups are used to control information ( DCI ) . 
transmit K CSI - RS group ( s ) . In one embodiment , the first signaling carries fast down 

In one embodiment , the K antenna port groups correspond link control information ( fast DCI ) . 
to K reference signal resources , and the first antenna port In one embodiment , the first signaling is cell - common . 
group corresponds to one of the K reference signal In one embodiment , the first signaling is UE - specific . 

In one embodiment , the first signaling is specific to a 
In one embodiment , the K reference signal groups are terminal group , the terminal group includes multiple termi 

respectively transmitted on K reference signal resources . nals , and the UE is one of the terminals of the terminal 
In one embodiment , one reference signal resource group . 

includes a plurality of Resource Elements ( REs ) . In one embodiment , the first signaling is transmitted on a 
In one embodiment , the K reference signal resources are broadcast channel ( i.e. , a downlink channel that can only be 

pairwise orthogonal in the time - frequency domain . used to carry broadcast signals ) . 
In one embodiment , the antenna port group includes on In one embodiment , the broadcast channel includes 

one antenna port . Physical Broadcast Channel ( PBCH ) . 
In one embodiment , the antenna port group includes two 25 In one embodiment , the first signaling is transmitted by 

antenna ports . In one embodiment , the air interface the first antenna port group . 
resource ( s ) occupied by one antenna port is different from In one embodiment , the first antenna port group includes 
the air interface resource ( s ) occupied by another antenna L antenna port ( s ) , the first signaling includes L first sub 
port . signals , the L first sub - signals carry the same bit block , and 

In one embodiment , the air interface resource ( s ) occupied the L first sub - signals are respectively transmitted by the L 
by one reference signal is different from the air interface antenna port ( s ) . The bit block includes a positive integer 
resource ( s ) occupied by another reference signal . number of bit ( s ) , and the L is a positive integer . 

In one embodiment , the air interface resource ( s ) includes In one embodiment , the index of the first antenna port 
( include ) at least one of time domain resources , frequency 35 group in the K antenna port groups is a non - negative integer 
domain resources , and code domain resources . smaller than the K. 

In one embodiment , the pattern of the reference signal ( s ) In one embodiment , the index of the first antenna port 
transmitted by at least two antenna ports in the K antenna group in the K antenna port groups is used to generate the 
port groups are the same in the time - frequency resource first signaling 
block ( s ) . In one embodiment , a receiving beamforming vector for 

In one embodiment , the time - frequency resource block ( s ) the first antenna port group is used to determine a receiving 
is a Physical Resource block Pair ( PRBP ) . beamforming vector for the first signaling . 

In one embodiment , the time - frequency resource block ( s ) In one embodiment , the first signaling indicates the first 
occupies W subcarriers on the frequency domain and occu- antenna port group from the K antenna port groups . 
pies a wideband symbol in the time domain , wherein the W 45 In one embodiment , the first signaling explicitly indicates 
is a positive integer greater than 1. In a sub - embodiment of the first time resource pool . 
this sub - embodiment , the wideband symbol is one of an In one embodiment , the first signaling implicitly indicates 
OFDM symbol , an SC - FDMA symbol , and an SCMA the first time resource pool . 
symbol . In one embodiment , the first time resource pool is dis 

In one embodiment , the first radio signal is transmitted by 50 continuous in the time domain . 
the K antenna port groups in a manner that the first radio In one embodiment , a transmitter of the first signaling 
signal carries the K reference signal groups , and the antenna generates the transmitting analog beam corresponding to the 
virtualization vectors corresponding to the K reference sig- first antenna port group by adopting the first antenna virtu 
nal groups are respectively used to map the K reference alization vector . 
signal groups to a set of physical antennas to be transmitted . 55 In one embodiment , the first antenna port group is used to 

In one embodiment , the time resources respectively cor- transmit a first reference signal ( s ) group , and the first 
responding to the K antenna port groups are orthogonal . antenna virtualization vector is used to transmit the first 

In one embodiment , the first signaling is a semi - static reference signal ( s ) group . 
signaling In one embodiment , the UE generates the receiving ana 

In one embodiment , the first signaling is a high layer 60 log beam corresponding to the first antenna port group ( s ) by 
signaling . adopting the second antenna virtualization vector . 

In one embodiment , the first signaling includes one or In one embodiment , the second antenna virtualization 
more RRC Information Elements ( IES ) . vector is used to receive the first reference signal group ( s ) . 

In one embodiment , the first signaling is a dynamic In one embodiment , the first antenna virtualization vector 
signaling 65 is associated with the first antenna port group 

In one embodiment , the first signaling is a physical layer In one embodiment , the second antenna virtualization 
signaling vector is associated with the first antenna port group . 
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In one embodiment , the first antenna virtualization vector In one embodiment , the first time resource pool includes 
and the second antenna virtualization vector are both asso- N1 time resources , and the first time resource sub - pool 
ciated with the first antenna port group . includes N2 time resources in the N1 time resources . 

In one embodiment , the third radio signal is a radio signal In one embodiment , the time resource is a sub - frame . 
transmitted in a time resource within the first time resource In one embodiment , the time resource is an OFDM 
pool . The first antenna virtualization vector is used by a symbol . 
transmitter of the first signaling to transmit an analog In one embodiment , the time resource is an SC - FDMA 
beamforming of the third radio signal . symbol . 

In one embodiment , the third radio signal is a radio signal In one embodiment , the time resource is an FBMC 
transmitted in a time resource within the first time resource 10 symbol . 
pool . The second antenna virtualization vector is used by the In one embodiment , the UE determines the time resource 
UE to receive an analog beamforming of the third radio included in the first time resource sub - pool by the joint 
signal . indication of the second signaling and the first signaling . 

In one embodiment , the third radio signal is a radio signal In an embodiment , the second signaling is used to deter 
transmitted in a time resource within the first time resource 15 mine a relative position of the time resource comprised in 
pool . The first antenna virtualization vector is used by a the first time resource sub - pool in the first time resource 
transmitter of the first signaling to receive an analog beam- pool . 
forming of the third radio signal . In one embodiment , the second signaling indicates that 

In one embodiment , the third radio signal is a radio signal the time resource comprised in the first time resource 
transmitted in a time resource within the first time resource 20 sub - pool corresponds to a bitmap of the first time resource 
pool . The second antenna virtualization vector is used by the pool . 
U E to transmit an analog beamforming of the third radio In an embodiment , the second signaling indicates an 
signal . index of a time resource comprised in the first time resource 

In one embodiment , the first antenna port group includes sub - pool in the first time resource pool . 
L antenna port ( s ) , the first antenna port is one of the L 25 In one embodiment , the second radio signal is a radio 
antenna port ( s ) , and the first antenna virtualization vector is resource block ( s ) . 
associated with the first antenna port . In one embodiment , the time domain resources occupied 

In one embodiment , the second antenna virtualization by the second radio signal are the first time resource sub 
vector is associated with the first antenna port . pool , and the frequency domain resources occupied by the 

According to one aspect of the present disclosure , the 30 second radio signal are indicated by the second signaling . 
method comprises : In one embodiment , the second signaling is divided into 

receiving a second signaling ; and M fields , and the first field and the second field are respec 
operating a second radio signal in a first time resource tively fields in the M fields . The first field is used to 

sub - pool ; determine the first time resource sub - pool from the first time 
wherein the operating is receiving ; or the operating is 35 resource pool , and the second field is used to determine 

transmitting ; the second signaling is used to determine the frequency domain resources occupied by the second radio 
first time resource sub - pool from the first time resource pool ; signal . 
the second signaling is used to determine at least one of In one embodiment , the second signaling is divided into 
occupied frequency domain resources , an MCS , a HARQ M fields , and the first field is one of the M fields . The first 
process number , an RV , an NDI , ( a ) transmitting antenna 40 field is configured to determine the first time resource 
port ( s ) of the second radio signal . sub - pool from the first time resource pool and is used to 

In one embodiment , the advantages of the above method determine frequency domain resources occupied by the 
is that by the method of receiving the second signal to second radio signal . 
determine the first time resource sub - pool from the first time In one embodiment , the transmitting channel correspond 
resource pool , the UE can significantly reduce the signaling 45 ing to the second radio signal is a DL - SCH , and the 
overhead for determining the frequency domain resources operation is receiving . 
occupied by the second radio signal . In one embodiment , the physical layer channel corre 

In one embodiment , the second signaling is dynamic sponding to the second radio signal is a PDSCH , and the 
signaling operation is receiving . 

In one embodiment , the second signaling is physical layer 50 In one embodiment , the transmitting channel correspond 
signaling . ing to the second radio signal is a UL - SCH , and the 

In one embodiment , the second signaling is carried by a operation is transmitting . 
downlink physical layer control channel . In one embodiment , the physical layer channel corre 

In one embodiment , the second signaling is a physical sponding to the second radio signal is a PUSCH , and the 
layer downlink control indication . 55 operation is transmitting . 

In one embodiment , the second signaling consists of two In one embodiment , the operation is receiving , and the 
physical layer downlink control indications . first antenna virtualization vector is used to transmit an 

In one embodiment , the second signaling is for the UE . analog beamforming of the second radio signal . 
In one embodiment , the second signaling is transmitted by In one embodiment , the operation is receiving , and the 

the first antenna port group . 60 second antenna virtualization vector is used to receive an 
In one embodiment , the first antenna virtualization vector analog beamforming of the second radio signal . 

is used to transmit the second signaling . In one embodiment , the operation is transmitting , and the 
In one embodiment , the first time resource sub - pool is first antenna virtualization vector is used to receive an 

discontinuous in the time domain . analog beamforming of the second radio signal . 
In one embodiment , the time resource included in the first 65 In one embodiment , the operation is transmitting , and the 

time resource sub - pool is a subset of the first time resource second antenna virtualization vector is used to transmit an 
pool . analog beamforming of the second radio signal . 
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In one embodiment , the second signaling explicitly indi- sub - embodiment , the uplink physical layer control channel 
cates at least one of occupied frequency domain resources , is a Physical Uplink Control Channel ( PUCCH ) . 
an MCS , a HARQ process number , an RV , an NDI , ( a ) In one embodiment , the second information is a RACH 
transmitting antenna port ( s ) . preamble , and at least one of the sequences of the RACH 

In one embodiment , the second signaling implicitly indi- 5 preamble , and the time - frequency resource occupied by the 
cates at least one of occupied frequency domain resources , RACH preamble is used to determine the first antenna port 
an MCS , a HARQ process number , an RV , an NDI , ( a ) group . transmitting antenna port ( s ) . In one embodiment , the physical layer channel corre In one embodiment , the first antenna port group is used to sponding to the second information includes a PRACH transmit first reference signal group , and the second radio 10 ( Physical Random Access Channel ) . signal and the first reference signal group are spatially Quasi 
Co - Located ( QCL ) . In one embodiment , the K1 is equal to one . 

In one embodiment , the first antenna virtualization vector In one embodiment , the K1 is greater than 1 . 
is used to transmit the second radio signal . According to one aspect of the present disclosure , the 

method comprises : In one embodiment , the second antenna virtualization 15 
vector is used to receive the second radio signal . monitoring the second signaling in a second time resource 

According to another embodiment of the present disclo pool ; 
sure , the method comprises : wherein the second signaling occupies at most one time 

receiving first information ; resource block in the second time resource pool ; the second 
wherein the first information is used to determine the first 20 time resource pool includes a positive integer number of the 

antenna port group . time resource block ( s ) . 
In one embodiment , the first information is used to In one embodiment , the second time resource pool is 

determine the first antenna port group from the K antenna discontinuous in the time domain . 
port groups . In one embodiment , the time resource block is discon 

In one embodiment , the first information explicitly indi- 25 tinuous in the time domain . 
cates the first antenna port group . In one embodiment , the time resource block is continuous 

In one embodiment , the first information implicitly indi- in the time domain . 
cates the first antenna port group . In an embodiment , the second time resource pool is a 

In one embodiment , the first signaling includes the first UE - specific time resource pool . 
information . In an embodiment , the second time resource pool is a 

In one embodiment , a field in the first signaling indicates specific time resource pool of the first antenna port group . 
an index of the first antenna port group in the K antenna port In one embodiment , the first antenna port group is used to 
groups . determine the second time resource pool . 

In one embodiment , the first information is transmitted In one embodiment , the first antenna virtualization vector 
before the first signaling . 35 is used for transmitting analog beamforming of the second 

In one embodiment , the first information is used to signaling 
determine a time resource pool in which the first signaling In one embodiment , the second antenna virtualization 
is located . vector is used for receiving analog beamforming of the 

In one embodiment , the first information is used to second signaling . 
determine a search space in which the first signaling is 40 In one embodiment , the second signaling is on the UE 
located . specific search space . 

According to another embodiment of the present disclo- In one embodiment , the second signaling is dynamic . 
sure , the method comprises : In one embodiment , the second signaling is carried by a 

transmitting second information ; downlink physical layer control channel . 
wherein the second information is used to determine K1 45 In one embodiment , the downlink physical layer control 

antenna port group ( s ) ; the K1 antenna port group ( s ) belong channel is a PDCCH . 
to the K antenna port groups ; the first antenna port group is In one embodiment , the downlink physical layer control 
one of the K1 antenna port group ( s ) ; the K1 is a positive channel is an sPDCCH . 
integer . In one embodiment , the second signaling carries a DCI . 

In one embodiment , the second information is used to 50 In one embodiment , the second signaling carries a fast 
determine the first antenna port group from the K antenna DCI . 
port groups . In one embodiment , the UE performs blind detection in 

In one embodiment , the second information explicitly the second time resource pool to determine a time - frequency 
indicates the K1 antenna port group ( s ) . resource occupied by the second signaling . 

In one embodiment , the second information implicitly 55 In one embodiment , the UE determines whether the 
indicates the K1 antenna port group ( s ) . second signaling is transmitted in the second time resource 

In an embodiment , the second information is time domain pool by using a blind detection method . 
information corresponding to the K1 antenna port group ( s ) . In one embodiment , the blind detection refers to that the 

In one embodiment , the second information includes a UE receives a signal on multiple candidate time - frequency 
CSI - RS Resource Indicator ( CRI ) ( ) , and the CRI indicates 60 resources and performs a decoding operation , and if the 
the CSI - RS resources corresponding to the K1 antenna port decoding is determined correct according to the check bit , 
group ( s ) from the CSI - RS resources corresponding to the K the receiving is judged as successful , otherwise the receiving 
antenna port groups . is judged as a failure . 

In one embodiment , the physical layer channel corre- In one embodiment , the frequency resource pool corre 
sponding to the second information includes an uplink 65 sponding to the blind detection is configurable . 
physical layer control channel ( i.e. , an uplink channel that According to another embodiment of the present disclo 
can only be used to carry physical layer signaling ) . In a sure , the method comprises : 
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monitoring the first signaling in a third time resource In one embodiment , the reference signal ( s ) transmitted by 
pool ; the first antenna port group with at least two different 

wherein the first signaling is a dynamic signaling ; the first antenna port ( s ) has the same pattern in the time - frequency 
signaling occupies one time resource block in the third time resource block ( s ) . 
resource pool at most ; the third time resource pool includes 5 In one embodiment , the first time resource pool dis 
a positive integer number of the time resource block ( s ) ; a continuous in the time domain . 
minimum time interval between time resource blocks in the According to one aspect of the present disclosure , the 
third time resource pool is greater than a minimum time method comprises : interval between time resource blocks in the second time transmitting a second signaling ; resource pool . performing second radio signal in a first time resource In one embodiment , the advantages of the foregoing sub - pool ; method are that reducing the signaling overhead of notifying wherein the performing is transmitting ; or the performing the UE to perform the time resource of the operation , and 
increasing the dynamicity of the time resource scheduling . is receiving ; the second signaling is used to determine the 

In one embodiment , the third time resource pool is 15 first time resource sub - pool from the first time resource pool ; 
discontinuous in the time domain . the second signaling is used to determine at least one of 

In one embodiment , the time resource block is discon occupied frequency domain resources , an MCS , a HARQ 
tinuous in the time domain . process number , an RV , an NDI , ( a ) transmitting antenna 

In one embodiment , the time resource block is continuous port ( s ) of the second radio signal . 
in the time domain . In one embodiment , the second signaling is transmitted by 

In one embodiment , the third time resource pool is a time the first antenna port group . 
resource pool common to the cell . In one embodiment , the second signaling is transmitted by 

In one embodiment , the third time resource pool is a one antenna port in the first antenna port pup . 
UE - specific time resource pool . In one embodiment , the first time resource sub - pool is 

In one embodiment , the third time resource pool is a 25 discontinuous in the time domain . 
specific time resource pool of the first antenna port group . According to one aspect of the present disclosure , the 

In one embodiment , the first antenna port group is used to method comprises : 
determine the third time resource pool . transmitting first information ; 

In one embodiment , the first antenna virtualization vector wherein the first information is used to determine the first 
is used for transmitting analog beamforming of the first 30 antenna port group . 
signaling In one embodiment , the first information is a domain of 

In one embodiment , the second antenna virtualization the first signaling . 
vector is used for receiving analog beamforming of the first In one embodiment , the first information is transmitted 
signaling before the first signaling 

In one embodiment , the UE performs blind detection in 35 According to one aspect of the present disclosure , the 
the third time resource pool to determine a time - frequency method comprises : 
resource occupied by the first signaling . receiving second information ; 

In one embodiment , the UE determines whether the first wherein the second information is used to determine K1 
signaling is transmitted in the third time resource pool by antenna port group ( s ) ; the K1 antenna port group ( s ) belong 
using a blind detection method . 40 to the K antenna port groups ; the first antenna port group is 

In one embodiment , the first signaling is on a common one of the K1 antenna port group ( s ) ; the K1 is a positive 
integer . 

In one embodiment , the first signaling is in a specific In one embodiment , the K1 is equal to 1 . 
search space of the first antenna port group . In one embodiment , the K1 is greater than 1 . 

In one embodiment , the first signaling is on the UE- 45 In one embodiment , the second information is a CRI . 
specific search space . According to another embodiment of the present disclo 

In one embodiment , the third time resource pool is a sure , the method comprises : 
subset of the second time resource pool . transmitting the second signaling in a second time 
The present disclosure discloses a method for multi- resource pool ; 

antenna transmission in a base station , comprising : wherein the second signaling occupies one time resource 
transmitting first radio signal ; and block in the second time resource pool at most ; the second 
transmitting a first signaling ; time resource pool includes a positive integer number of the 
wherein the first radio signal is transmitted by K antenna time resource block ( s ) . 

port groups ; the antenna port group ( s ) includes a positive In one embodiment , the second time resource pool is 
integer number of the antenna port ( s ) ; the first antenna port 55 discontinuous in the time domain . 
group is one of the K antenna port groups ; the first signaling According to one aspect of the present disclosure , the 
is used to determine a first time resource pool ; at least one method comprises : 
first antenna virtualization vector , and second antenna vir- transmitting the first signaling in a third time resource 
tualization vector is associated with the first antenna port pool ; 
group ; the firs antenna virtualization vector is an antenna 60 wherein the first signaling is a dynamic signaling ; the first 
virtualization vector available to a transmitter of the first signaling occupies one time resource block in the third time 
signaling in the first time resource pool ; the second antenna resource pool at most ; the third time resource pool includes 
virtualization vector is an antenna virtualization vector a positive integer number of the time resource block ( s ) ; a 
available to the user equipment in the first time resource minimum time interval between time resource blocks in the 
pool ; the K is a positive integer greater than 1 . 65 third time resource pool is greater than a minimum time 

In one embodiment , the first signaling is transmitted by interval between time resource blocks in the second time 
the first antenna port group . resource pool . 

search space . 
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In one embodiment , the third time resource pool discon- group is one of the K antenna port groups ; the first signaling 
tinuous in the time domain . is used to determine a first time resource pool ; at least one 

The present disclosure discloses a user equipment for first antenna virtualization vector , and second antenna vir 
multi - antenna transmission , comprising : tualization vector is associated with the first antenna port 

a first transceiver , receiving first radio signal ; and group ; the firs antenna virtualization vector is an antenna 
a second receiver , receiving a first signaling ; virtualization vector available to a transmitter of the first 
wherein the first radio signal is transmitted by K antenna signaling in the first time resource pool ; the second antenna port groups ; the antenna port group ( s ) includes a positive virtualization vector is an antenna virtualization vector integer number of the antenna port ( s ) ; the first antenna port available to a target receiver of the first signaling in the first group is one of the K antenna port groups ; the first signaling 10 time resource pool ; the K is a positive integer greater than is used to determine a first time resource pool ; at least one 1 . first antenna virtualization vector , and second antenna vir 

tualization vector is associated with the first antenna port According to one aspect of the present disclosure , the 
method comprises : group ; the first antenna virtualization vector is an antenna 

virtualization vector available to a transmitter of the first 15 third transmitter , transmitting a second signaling ; and 
signaling in the first time resource pool ; the second antenna a fourth transceiver , performing a second radio signal in 
virtualization vector is an antenna virtualization vector a first time resource sub - pool ; 
available to the user equipment in the first time resource wherein the performing is transmitting ; or the performing 
pool ; the K is a positive integer greater than 1 . is receiving ; the second signaling is used to determine the 

According to one aspect of the present disclosure , the 20 first time resource sub - pool from the first time resource pool ; 
method comprises : the second signaling is used to determine at least one of 

a third receiver , receiving a second signaling ; and occupied frequency domain resources , an MCS , a HARQ 
a second transceiver , operating a second radio signal in a process number , an RV , an NDI , ( a ) transmitting antenna 

first time resource sub - pool ; port ( s ) of the second radio signal . 
wherein the operating is receiving ; or the operating is 25 In one embodiment , the second transmitter transmits a 

transmitting ; the second signaling is used to determine the first information . The first information is used to determine 
first time resource sub - pool from the first time resource pool ; the first antenna port group . 
and the second signaling is used to determine at least one of In one embodiment , the third transceiver receives second 
occupied frequency domain resources , an MCS , a HARQ information , wherein the second information is used to 
process number , an RV , an NDI , ( a ) transmitting antenna 30 determine K1 antenna port group ( s ) ; the K1 antenna port 
port ( s ) of the second radio signal . group ( s ) belong to the K antenna port groups ; the first 

In one embodiment , the second receiver receives the first antenna port group is one of the K1 antenna port group ( s ) ; 
information . The first information is used to determine the the K1 is a positive integer . 
first antenna port group . In one embodiment , the third transmitter transmits the 

In one embodiment , the first transceiver transmits the 35 second signaling in a second time resource pool , wherein the 
second information , wherein the second information is used second signaling occupies one time resource block in the 
to determine K1 antenna port group ( s ) ; the K1 antenna port second time resource pool at most ; the second time resource 
group ( s ) belong to the K antenna port groups ; the first pool includes a positive integer number of the time resource 
antenna port group is one of the K1 antenna port group ( s ) ; block ( s ) . 
the K1 is a positive integer . In one embodiment , the first signaling is a dynamic 

In one embodiment , the third receiver further monitors the signaling , and the second transmitter transmits the first 
second signaling in a second time resource pool , wherein the signaling in a third time resource pool . Wherein the first 
second signaling occupies one time resource block in the signaling occupies one time resource block in the third time 
second time resource pool at most ; the second time resource resource pool at most ; the third time resource pool includes 
pool includes a positive integer number of the time resource 45 a positive integer number of the time resource block ( s ) ; a 
block ( s ) . minimum time interval between time resource blocks in the 

In one embodiment , the first signaling is a dynamic third time resource pool is greater than a minimum time 
signaling , and the second receiver monitors the first signal- interval between time resource blocks in the second time 
ing in a third time resource pool . Wherein the first signaling resource pool . 
occupies one time resource block in the third time resource 50 In one embodiment , the first time resource pool dis 
pool at most ; the third time resource pool includes a positive continuous in the time domain . 
integer number of the time resource block ( s ) ; a minimum In one embodiment , the first signaling is a semi - static 
time interval between time resource blocks in the third time signaling . 
resource pool is greater than a minimum time interval Compared with traditional schemes , the present disclo 
between time resource blocks in the second time resource 55 sure has the following advantages : 
pool . The overhead of wireless resource scheduling signaling is 

In one embodiment , the first time resource pool is dis- reduced by using beam information . 
continuous in the time domain . The joint indication of the time resources by the first 

In one embodiment , the first signaling is a semi - static signaling and the second signaling not only saves the 
signaling 60 signaling overhead , but also ensures the dynamic and time 
The present disclosure discloses a base station device for liness of the signaling . 

multi - antenna transmission , comprising : The gain of multiple antennas is utilized by using the first 
a third transceiver , transmitting first radio signal ; antenna virtualization vector and the second antenna virtu 
second transmitter , transmitting a first signaling ; alization vector . 

wherein the first radio signal is transmitted by K antenna 65 The RF costs for multi - antenna systems is reduced by 
port groups ; the antenna port group ( s ) includes a positive applying the first antenna virtualization vector and the 
integer number of the antenna port ( s ) ; the first antenna port second antenna virtualization vector to analog beamforming . 
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BRIEF DESCRIPTION OF THE DRAWINGS The UE U2 receives the first radio signal in step S21 ; 
transmits the second information in step S22 ; receives the 

Other features , objects , and advantages of the present first information in step S23 ; and receives the first signaling 
disclosure will become more apparent from the detailed in step S24 . 
description of the accompanying drawings . In Embodiment 1 , the first radio signal is transmitted by 
FIG . 1 shows a flowchart of wireless transmission accord- K antenna port groups , the antenna port group ( s ) includes a 

ing to one embodiment of the present disclosure ; positive integer number of the antenna port ( s ) ; a first 
FIG . 2 shows a flowchart of wireless transmission accord- antenna port group is one of the K antenna port groups ; the 

ing to another one embodiment of the present disclosure ; first signaling is used to determine a first time resource pool ; 
FIG . 3 shows a flowchart of wireless transmission in 10 at least one first antenna virtualization vector , and second 

accordance with yet another embodiment of the present antenna virtualization vector is associated with the first 
disclosure ; antenna port group ; the first antenna virtualization vector is 

an antenna virtualization vector available to a transmitter of FIG . 4 shows a schematic diagram of a first time resource the first signaling in the first time resource pool ; the second pool and a first time resource sub - pool according to one 15 antenna virtualization vector is an antenna virtualization embodiment of the present disclosure ; vector available to the user equipment in the first time FIG . 5 shows a schematic diagram of a time - frequency resource pool ; the K is a positive integer greater than 1. The resources occupied by a second radio signal according to first information is used to determine the first antenna port 
one embodiment of the present disclosure ; group . The second information is used to determine K1 
FIG . 6 shows a schematic diagram of the first time 20 antenna port group ( s ) , the K1 antenna port group ( s ) belong 

resource sub - pool jointly determined by the first signaling to the K antenna port groups . The first antenna port group is 
and the second signaling according to one embodiment of one of the K1 antenna port group ( s ) . The K1 is a positive 
the present disclosure ; integer . 

FIG . 7 shows a schematic diagram of a time resource pool In n a sub - embodiment 1 of Embodiment 1 , the first 
and a time resource block according to one embodiment of 25 antenna virtualization vector and the second antenna virtu 
the present disclosure ; alization vector are both associated with the first antenna 
FIG . 8 shows a schematic diagram of the distribution of port group . 

a second time resource pool and a third time resource pool In a sub - embodiment 2 of embodiment 1 , the second 
in a time domain according to one embodiment of the information includes a CRI . 

In a sub - embodiment 3 of Embodiment 1 , the first infor present disclosure ; 
FIG . 9 shows schematic diagram of an antenna port mation is carried by RRC signaling . 

group ( s ) corresponding to a time resource pool according to In a sub - embodiment 4 of Embodiment 1 , the first infor 
mation is DCI . one embodiment of the present disclosure ; 

FIG . 10 shows a structural block diagram of a processing 35 port groups respectively correspond to K reference signal In a sub - embodiment 5 of Embodiment 1 , the K antenna 
device for a UE according to one embodiment of the present group ( s ) . disclosure ; In a sub - embodiment 6 of Embodiment 1 , the first radio FIG . 11 shows a structural block diagram of a processing signal includes the K reference signal groups . device for a base station according to one embodiment of the 
present disclosure ; Embodiment 2 

FIG . 12 shows flow chart of a first radio signal and first 
signaling according to one embodiment of the present dis- Embodiment 2 illustrates a flowchart of wireless trans 
closure ; mission according to another one embodiment of the present 
FIG . 13 shows a schematic diagram of a network archi- disclosure , as shown in FIG . 2. In FIG . 2 , the base station N3 

tecture according to one embodiment of the present disclo- 45 is a maintenance base station of the serving cell of the user 
sure ; equipment U4 . In Embodiment II , the N3 can reuse steps 
FIG . 14 shows a schematic diagram of a wireless protocol S11 - S13 in FIG . 1 before step 31 ; the U4 can reuse steps 

architecture of a user plane and a control plane according to S21 - S23 in FIG . 1 before step S41 . In FIG . 2 , the step in the 
one embodiment of the present disclosure ; box identified as F3 and F 4 are optional , respectively . 
FIG . 15 shows a schematic diagram of a base station 50 The base station N3 transmits a first signaling in step S31 ; 

device and a given user equipment according to one embodi- transmits a second signaling in step S32 ; receives second 
ment of the present disclosure . radio signal in the first time resource sub - pool in step S33 . 

The UE U4 monitors a first signaling in the third time 
DESCRIPTION OF THE EMBODIMENTS resource pool in step S41 ; receives the first signaling in step 

55 S42 ; monitors a second signaling in the second time 
Embodiment 1 resource pool in step S43 ; receives the second signaling in 

step S44 ; transmits the second radio signal in the first time 
Embodiment 1 illustrates a flow chart of wireless trans- resource sub - pool in step S45 . 

mission according to one embodiment of the present disclo- In a sub - embodiment 1 of Embodiment 2 , the first sig 
sure , as shown in FIG . 1. In FIG . 1 , the base station N1 is 60 naling is a semi - static RRC signaling , including one or more 
a maintenance base station of the serving cell of the UE U2 . RRC IEs ( Information Element ) . 
In the figure , the step in the box identified as F1 and F2 are In a sub - embodiment 2 of Embodiment 2 , the first sig 
optional , respectively . naling is a DCI carried by a PDCCH . 

The base station N1 transmits the first radio signal in step In a sub - embodiment 3 of Embodiment 2 , the first sig 
S11 ; receives the second information in step S12 ; transmits 65 naling is for a terminal group , the terminal group includes a 
the first information in step S13 ; and transmits the first plurality of terminals , and the UE is one terminal in the 
signaling in step S14 . terminal group . 
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In a sub - embodiment 4 of Embodiment 2 , the first sig- naling and the second signaling , as shown in FIG . 6. In FIG . 
naling is transmitted by the first antenna port group . 6 , the bold block is a subframe in the first time resource pool , 

n a sub - embodiment 5 of Embodiment 2 , the second and the slash - filled bold block is a subframe in the first time 
signaling is a DCI carried by a PDCCH . The second resource sub - pool . signaling is for a terminal group , the terminal group includes In Embodiment 6 , subframes # 1- # 8 are candidate sub a plurality of terminals , and the UE is one terminal in the 
terminal group . The second signaling is transmitted by the frames for transmitting a second radio signal , and the first 
first antenna port group . signaling , by the form of bitmap , uses 10101010 to indicate 

In a sub - embodiment 6 of Embodiment 2 , the transmis that the first time resource pool is consisted of subframes # 
sion period of the first signaling is greater than the trans- 1 , # 3 , # 5 and # 7 , the second signaling , by the form of 
mission period of the second signaling . bitmap , uses 0101 to indicate that the subframe # 3 and # 7 

in the first time resource pool { # 1 , # 3 , # 5 , # 7 } consists of the 
Embodiment 3 first time sub - pool , which means the UE receives the second 

radio signal on the subframes # 3 and # 7 . Embodiment 3 illustrates a flowchart of wireless trans 
mission in accordance with yet another embodiment of the 15 In a sub - embodiment 1 of Embodiment 6 , the first sig 
present disclosure , as shown in FIG . 3. In FIG . 3 , a base naling is high layer signaling , and the second signaling is 
station N5 is a maintenance base station for a serving cell of UE - specific DCI . 
the UE U6 . In Embodiment 3 , the N5 can reuse steps In a sub - embodiment 2 of Embodiment 6 , the first sig 
S11 - S13 in FIG . 1 and steps S31 - S32 in FIG . 2 prior to step naling is a terminal group specific DCI , and the second 
51 ; the U4 can reuse steps S21 - S23 in FIG . 1 and steps 20 signaling is UE - specific DCI . 
S41 - S44 before in FIG . 2 prior to step S61 . 
The base station N5 transmits the second radio signal in Embodiment 7 

the first time resource sub - pool in step S51 . 
The UE U6 receives the second radio signal in the first Embodiment 7 illustrates a schematic diagram of a time time resource sup - pool in step S61 . 25 resource pool and a time resource block , as shown in FIG . 

7 . Embodiment 4 In Embodiment 7 , one target time resource pool includes 
Embodiment 4 illustrates a schematic diagram of a first N time resource block ( s ) , and the N time resource block ( s ) 

time resource pool and a first time resource sub - pool , as are discontinuous in the time domain . The time resource 
shown in FIG . 4 . block #k is one of the N time resource block ( s ) . The time 

In Embodiment 4 , the first time resource pool includes N1 resource block ( s ) #k includes M symbols in the target time 
time resources ; the first signaling indicates the distribution resource pool . The M symbols in the target time resource 
of the first time resource pool in the time domain . The pool are discontinuous in the time domain . The time interval 
second radio signal is transmitted on the first time resource between two time resource blocks is the time interval 
sub - pool . The first time resource sub - pool includes N2 time 35 between the first symbols of the respective two time resources # k1- # km in the N1 time resources . The second 
signaling indicates the number # k1- # km of the N2 time resource blocks . 
resources in the N1 time resources . In a sub - embodiment 1 of Embodiment 7 , the target time 

In a sub - embodiment 1 of Embodiment 4 , the time resource pool is a second time resource pool , and the second 
resource is a subframe . 40 signaling occupies one time resource block in the second 

In a sub - embodiment 2 of Embodiment 4 , the time time resource pool at most . 
resource is an OFDM symbol . In a sub - embodiment 2 of Embodiment 7 , the target time 

resource pool is a third time resource pool , and the first 
Embodiment5 signaling occupies one time resource block in the third time 

45 resource pool at most . Embodiment 5 illustrates a schematic diagram of a time 
frequency resources occupied by second radio signal , as In a sub - embodiment 3 of embodiment 7 , the symbol is an 

OFDM symbol shown in FIG . 5. In FIG . 5 , the slash - filled block is the 
time - frequency resource occupied by the second radio sig 
nal . Embodiment 8 

In Embodiment 5 , the second radio signal is transmitted 50 
on the time resource # k1- # km of the first time resource Embodiment 8 illustrates a schematic diagram of the 
sub - pool . By the second signaling , the UE determines a first distribution of the second time resource pool and the third 
time resource sub - pool from the first time resource pool and time resource in the time domain , as shown in FIG . 8. In 
determines the frequency domain resources occupied by the FIG . 8 , the horizontally filled blocks are time resource 
second radio signal , thereby determining the second time- 55 blocks in the second time resource pool , and the diagonally 
frequency resource occupied by the second radio signal . filled blocks are time resource blocks in the third time 

In a sub - embodiment 1 of Embodiment 5 , the time resource pool . 
resource is a subframe . In Embodiment 8 , the second signaling is transmitted on 

In a sub - embodiment 2 of embodiment 5 , the time one time resource block in the second time resource pool , 
resource is an OFDM symbol . 60 and the first signaling is transmitted on one time resource 

In a sub - embodiment 3 of the embodiment 5 , the time- block in the third time resource pool . Between two time 
frequency resource is a wireless resource block ( s ) . resource blocks of the third time resource pool may exist a 

plurality of time resource blocks of the second time resource 
Embodiment 6 pool . 

In a sub - embodiment 1 in Embodiment 8 , the second time 
Embodiment 6 illustrates a schematic diagram of the first resource pool and the third time resource pool are discon 

time resource sub - pool jointly determined by the first sig- tinuous in the time domain . 
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Embodiment 9 In a sub - embodiment 6 of embodiment 10 , the first 
signaling is a semi - static signaling . 

Embodiment 9 illustrates a schematic diagram of an In one embodiment , the second transceiver 1001 includes 
antenna port group ( s ) corresponding to a time resource pool ; a transmitter / receiver 460 , a MIMO detector 472 , a receiv 
as shown in FIG . 9 . 5 ing processor 452 , an antenna 460 , a controller / processor 

In Embodiment 9 , the first antenna port group is one of the 490 , and a memory 480 in Embodiment 15 . 
K antenna port groups . The K antenna port groups respec- In one embodiment , the first transceiver 1001 includes a 
tively correspond to K different beam groups . The K antenna transmitting processor 455 , a MIMO transmitting processor 
port groups respectively correspond to K time resource 471 , a transmitter / receiver 460 , and an antenna 460 in 
pools , and the first time resource pool is a time resource pool 10 Embodiment 15 . 
corresponding to the first antenna port group . In one embodiment , the second receiver 1002 includes a 

transmitter / receiver 460 , a MIMO detector 472 , a receiving 
Embodiment 10 processor 452 , and an antenna 460 in Embodiment XV . 

In one embodiment , the second receiver 1002 includes the 
Embodiment 10 illustrates a structural block diagram of a 15 controller / processor 490 in Embodiment 15 . 

processing device in a UE , as shown in FIG . 10 . In one embodiment , the third receiver 1003 includes the 
In FIG . 10 , the UE 1000 is mainly composed of a first transmitter / receiver 460 , the MIMO detector 472 , the receiv 

transceiver 1001 , a second receiver 1002 , a third receiver ing processor 452 , and the antenna 460 in Embodiment 15 . 
1003 , and a second transceiver 1004 . In one embodiment , the second transceiver 1004 includes 
The first transceiver 1001 receives the first radio signal ; 20 the transmitter / receiver 460 , the MIMO detector 472 , the 

the second receiver 1002 receives the first signaling ; the receiving processor 452 , the antenna 460 , the controller / 
third receiver 1003 receives the second signaling ; and the processor 490 , and the memory 480 in Embodiment 15 . 
second transceiver 1004 operates the second radio signal in In one embodiment , the second transceiver 1004 includes 
the first time resource pool . a transmitting processor 455 , a MIMO transmitting proces 

In the embodiment 10 , the first radio signal is transmitted 25 sor 471 , a transmitter / receiver 460 , a controller / processor 
by K antenna port groups , and the antenna port group ( s ) 490 , a data source 467 , and an antenna 460 in Embodiment 
includes a positive integer number of the antenna port ( s ) . 15 . 
The K is a positive integer greater than 1. The first antenna 
port group is one of the K antenna port groups . The first Embodiment 11 
signaling is used by the UE to determine the first time the 30 
resource pool . At least one of a first antenna virtualization Embodiment 11 illustrates a structural block diagram of a 
vector and a second antenna virtualization vector is associ- processing device in the base station equipment ; as shown in 
ated with the first antenna port group . The first antenna FIG . 11 . 
virtualization vector is an available antenna virtualization FIG . 11 , the base station 1100 is mainly composed of a 
vector of the base station in the first time resource pool . The 35 third transceiver 1101 , a second transmitter 1102 , a third 
second antenna virtualization vector is an available antenna transmitter 1103 , and a fourth transceiver 1104 . 
virtualization vector of the UE in the first time resource pool . The third transceiver 1101 transmits first radio signal ; the 
The operation is receiving ; or the operation is transmitting . second transmitter 1102 transmits a first signaling ; the third 
The second signaling is used by the UE to determine the first transmitter 1103 transmits a second signaling ; and the fourth 
time resource sub - pool from the first time resource pool , and 40 transceiver 1104 performs second radio signal in a first time 
the second signaling is further used by the UE to determine resource sub - pool . 
at least one of the occupied frequency domain resources , an In Embodiment 11 , the first radio signal is transmitted by 
MCS , a HARQ process number , an RV , an NDI , ( a ) transmit K antenna port groups , and the antenna port group ( s ) 
antenna port of the second radio signal . includes a positive integer number of the antenna port ( s ) . 

In a sub - embodiment 1 of the embodiment 10 , the second 45 The K is a positive integer greater than 1. The first antenna 
receiver 1002 is further used by the UE to receive the first port group is one of the K antenna port groups . The first 
information . The first information is used to determine the signaling is used by the UE to determine the first time the 
first antenna port group . resource pool . At least one first antenna virtualization vector , 

In a sub - embodiment 2 of the embodiment 10 , the first and the second antenna virtualization vector is associated 
transceiver 1001 is further used by the UE to transmit the 50 with the first antenna port group . The first antenna virtual 
second information . The second information is used by the ization vector is an available antenna virtualization vector of 
base station to determine K1 antenna port group ( s ) , the K1 the base station in the first time resource pool . The second 
antenna port group ( s ) belong to the K antenna port groups , antenna virtualization vector is an available antenna virtu 
and the first antenna port group is one of the K1 antenna port alization vector of a target receiver of the first signaling in 
group ( s ) . The K1 is a positive integer . 55 the first time resource pool . The K is a positive integer 

In a sub - embodiment 3 of embodiment 10 , the third greater than 1. The performing is receiving ; or the perform 
receiver 1003 is further used by the UE to monitor the ing is transmitting . The second signaling is used by the UE 
second signaling in a second time resource pool . to determine the first time resource sub - pool from the first 

In a sub - embodiment 4 of embodiment 10 , the first time resource pool , and the second signaling is further used 
signaling is a dynamic signaling , and the second receiver 60 by the UE to determine at least one of the occupied fre 
1002 is further used by the UE to monitor the first signaling quency domain resources , a MCS , a HARQ process number , 
in a third time resource pool . The minimum time interval a RV , a NDI , ( a ) transmit antenna port of the second radio 
between time resource blocks in the third time resource pool signal . 
is greater than the minimum time interval between time In a sub - embodiment 1 of Embodiment 11 , the second 
resource blocks in the second time resource pool . 65 transmitter 1102 is further used by the base station to 

In a sub - embodiment 5 of embodiment 10 , the first time transmit first information . Herein , the first information is 
resource pool is discontinuous in the time domain . used by the UE to determine the first antenna port group . 
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In a sub - embodiment 2 of the embodiment 11 , the third available to a target receiver of the first signaling in the first 
transceiver 1101 is further used by the base station to receive time resource pool ; the K is a positive integer greater than 
the second information . Herein , the second information is 1 . 
used by the base station to determine Kl antenna port In one embodiment , the first radio signal is K reference 
group ( s ) , the K1 antenna port group ( s ) belong to the K 5 signal ( s ) groups respectively transmitted by the K antenna 
antenna port groups , and the first antenna port group is one port groups . The first reference signal group ( s ) is ( are ) ref 
of the K1 antenna port group ( s ) . The K1 is a positive integer . erence signal group ( s ) transmitted by the first antenna port 

In a sub - embodiment 3 of Embodiment 11 , the third group in the K reference signal group ( s ) . The first antenna 
transmitter 1103 is further used by the base station to virtualization vector is used to form an analog transmitting 
transmit the second signaling in a second time resource pool . 10 beam for transmitting the first reference signal group , and 

the second antenna virtualization vector is used to form an In a sub - embodiment 4 of Embodiment 11 , the first analog receiving beam for receiving the first reference signal signaling is a dynamic signaling , and the second transmitter 
1102 is further used by the base station to transmit the first group ( s ) . 

In one embodiment , the first signaling is a semi - static signaling in a third time resource pool . The minimum time 15 signaling . interval between time resource blocks in the third time In one embodiment , the first time resource pool is used to resource pool is greater than the minimum time interval transmit physical layer control signaling . 
between time resource blocks in the second time resource In one embodiment , the first signaling is a dynamic pool . signaling 

In a sub - embodiment 5 of embodiment 11 , the first time 20 In one embodiment , the first time resource pool is used to 
resource pool is discontinuous in the time domain . transmit high layer signaling or data . 

In a sub - embodiment 6 of Embodiment 11 , the first In one embodiment , the first antenna virtualization vector 
signaling is a semi - static signaling . is used to form a wireless channel corresponding to the first 

In one embodiment , the third transceiver 1101 includes a antenna port group . 
transmitting processor 415 , a MIMO transmitting processor In one embodiment , the second antenna virtualization 
441 , a transmitter / receiver 416 , and an antenna 420 in vector is used to form a wireless channel corresponding to 
Embodiment 15 . the first antenna port group . 

In one embodiment , the third transceiver 1101 includes an In one embodiment , the second antenna virtualization 
antenna 420 , a transmitter / receiver 416 , a MIMO detector vector is a spatial Receive ( Rx ) parameter used by the UE to 
442 , and a receiving processor 412 in Embodiment 15 . 30 receive a radio signal in the first time resource pool . 

In one embodiment , the second transmitter 1102 includes 
a transmitting processor 415 , a MIMO transmitting proces Embodiment 13 
sor 441 , a transmitter / receiver 416 , and an antenna 420 in 
Embodiment 15 . Embodiment 13 illustrates a schematic diagram of net 

In one embodiment , the second transmitter 1102 includes 35 work architecture , as shown in FIG . 13 . 
the controller / processor 440 of Embodiment 15 . FIG . 13 describes a system network structure 200 of NR 

In one embodiment , the third transmitter 1103 includes a 5G , long - term evolution ( LTE ) and long - term evolution 
transmitting processor 415 , a MIMO transmitting processor advanced ( LTE - A ) . The network architecture 200 of NR 5G 
441 , a transmitter / receiver 416 , and an antenna 420 in or LTE may be referred to as an evolve packet system ( EPS ) 
Embodiment 15 . 40 200 or some other suitable terminology . The EPS 200 may 

In one embodiment , the fourth transceiver 1104 includes include one or more UEs 201 , NG - radio access network 
the controller / processor 440 , the transmitting processor 415 , ( RAN ) 202 , 5G - core network ( CN ) / evolved packet core 
the MIMO transmitting processor 441 , the transmitter / re- ( EPC ) 210 , Home Subscriber Server ( HSS ) 220 and the 
ceiver 416 , and the antenna 420 in Embodiment 15 . internet service 230. EPS may be interconnected with other 

In one embodiment , the fourth transceiver 1104 includes 45 access networks , but for the sake of simplicity , these entities / 
an antenna 420 , a transmitter / receiver 416 , a MIMO detector interfaces are not shown . As shown in figure , the EPS 
442 , a receiving processor 412 , a controller / processor 440 , provides the packet switching services . Those skilled in the 
and a memory 430 in Embodiment 15 . art would readily appreciate that the various concepts pre 

sented throughout this disclosure can be extended to net 
Embodiment 12 50 works or other cellular networks that provide circuit 

switched services . The NG - RAN includes an NR Node B 
Embodiment 12 illustrates a flow chart of the first radio ( gNB ) 203 and other gNBs 204. The GNB 203 provides user 

signal and the first signaling , as shown in FIG . 12. In FIG . and control plane protocol termination for the UE 201. The 
12 , each box represents a step . In Embodiment 12 , the user gNB 203 can be connected to other gNBs 204 via an Xn 
equipment ( UE ) in the present disclosure sequentially 55 interface ( eg , a backhaul ) . The gNB 203 may also be 
receives a first radio signal and a first signaling ; wherein the referred to as a base station , a base transceiver station , a 
first radio signal is transmitted by the K antenna port groups ; wireless base station , a wireless transceiver , a transceiver 
the antenna port group ( s ) includes a positive integer number function , a basic service set ( BSS ) , an extended service set 
of the antenna port ( s ) ; the first antenna port group is one of ( ESS ) , a transmission and reception point ( TRP ) , or some 
the K antenna port groups ; the first signaling is used to 60 other suitable terminology . The gNB 203 provides the 
determine a first time resource pool . At least one first UE201 with an access point to the 5G - CN / EPC 210. In the 
antenna virtualization vector , and the second antenna virtu- embodiment , the UE201 includes cellular telephones , smart 
alization vector is associated with the first antenna port phones , Session Initiation Protocol ( SIP ) phones , laptop 
group . The first antenna virtualization vector is an antenna computers , personal digital assistants ( PDAs ) , satellite wire 
virtualization vector available to a transmitter of the first 65 lesses , non - terrestrial base station communications , satellite 
signaling in the first time resource pool ; the second antenna mobile communications , global positioning systems , multi 
virtualization vector is an antenna virtualization vector media devices , video devices , digital audio player ( e.g. MP3 
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players ) , cameras , game consoles , drones , aircrafts , narrow- tion and reassembling of a higher - layer packet , retransmis 
band physical network devices , machine type communica- sion of a lost packet , and reordering of a packet so as to 
tion devices , land vehicles , cars , wearable devices , or any compensate the disordered receiving caused by Hybrid 
other similar to functional devices . A person skilled in the art Automatic Repeat reQuest ( HARQ ) . The MAC sublayer 302 
may also refer to UE 201 as a mobile station , a subscriber 5 provides multiplexing between a logical channel and a 
station , a mobile unit , a subscriber unit , a wireless unit , a transport channel . The MAC sublayer 302 is also respon 
remote unit , a mobile device , a wireless device , a wireless sible for allocating between UEs various radio resources 
communication device , a remote device , a mobile subscriber ( i.e. , resource block ) in a cell . The MAC sublayer 302 is also 
station , an access terminal , a mobile terminal , a wireless in charge of HARQ operation . In the control plane , the radio 
terminal , remote terminal , handset , user agent , mobile client , 10 protocol architecture of the UE and the gNB is almost the 
client or some other suitable term . The gNB 203 is con- same as the radio protocol architecture in the user plane on 
nected to the 5G - CN / EPC 210 through an S1 / NG interface . the PHY 301 and the L2 305 , but there is no header 
5G - CN / EPC 210 includes MME / AMF / UPF 211 , other compression for the control plane . The control plane also 
Mobility Management Entity ( MME ) / Authentication Man- comprises a Radio Resource Control ( RRC ) sublayer 306 in 
agement Field ( AMF ) / User Plane Function ( UPF ) 214 An 15 the layer 3 ( L3 ) . The RRC sublayer 306 is responsible for 3 
Service Gateway ( S - GW ) 212 and a Packet Date Network acquiring radio resources ( i.e. , radio bearer ) and configuring 
Gateway ( P - GW ) 213. The MME / AMF / UPF 211 is a control the lower layer using an RRC signaling between the gNB 
node that handles signaling between the UE 201 and the and the UE . 
5G - CN / EPC 210. In general , MME / AMF / UPF 211 provides In one embodiment , the radio protocol architecture of 
bearer and connection management . All User Internet Pro- 20 FIG . 14 is applicable to the user equipment in this disclo 
tocol ( IP ) packets are transmitted through the S - GW 212 , 
and the S - GW 212 itself is connected to the P - GW 213. The In one embodiment , the radio protocol architecture of 
P - GW 213 provides UE IP address allocation as well as FIG . 14 is applicable to the base station in this disclosure . 
other functions . The P - GW 213 is connected to the internet In one embodiment , the first radio signal in the present 
service 230. The internet service 230 includes an operator- 25 disclosure is generated by the PHY 301 . 
compatible internet protocol service , and may specifically In one embodiment , the first control signal in the present 
include the Internet , an intranet , an IP Multimedia Subsys- disclosure is generated by the PHY 301 . 
tem ( IMS ) , and a PS streaming service ( PSS ) . In one embodiment , the second radio signal in the present 

In one embodiment , the UE 201 corresponds to the UE in disclosure is generated by the PHY 301 . 
this disclosure . In one embodiment , the first reference signal in the 

In one embodiment , the gNB203 corresponds to the base present disclosure is generated by the PHY 301 . 
station in this disclosure . In one embodiment , the second reference signal in the 

In one embodiment , the UE 201 supports multi - antenna present disclosure is generated by the PHY 301 . 
transmission . In one embodiment , the first signaling in the present 

In one embodiment , the gNB 203 supports multi - antenna 35 disclosure is generated by the PHY 301 . 
transmission . 

Embodiment 15 
Embodiment 14 

Embodiment 15 illustrates a base station device and a 
Embodiment 14 illustrates a schematic diagram of a radio 40 given UE , as shown in FIG . 15. The FIG . 15 is a block 

protocol architecture of a user plane and a control plane , as diagram of a gNB 410 in communication with a UE 450 in 
shown in FIG . 14 . an access network . 
FIG . 14 is a schematic diagram illustrating a radio pro- A base station device ( 410 ) comprises a controller / pro 

tocol architecture of a user plane and a control plane . In FIG . cessor 440 , a scheduler 443 , a memory 430 , a receiving 
3 , the radio protocol architecture for a UE and a gNB is 45 processor 412 , a transmitting processor 415 , a MIMO trans 
represented by three layers , which are a layer 1 , a layer 2 and mitting processor 441 , a MIMO detector 442 , and a trans 
a layer 3 , respectively . The layer 1 ( L1 ) is the lowest layer mitter / receiver 416 , and an antenna 420 . 
and performs signal processing functions of various PHY A user equipment ( UE 450 ) comprises a controller / pro 
layers . The L1 is called PHY 301 in the present disclosure . cessor 490 , a memory 480 , a data source 467 , a transmitting 
The layer 2 ( L2 ) 305 is above the PHY 301 , and is in charge 50 processor 455 , a receiving processor 452 , a MIMO trans 
of the link between the UE and the gNB via the PHY 301 . mitting processor 471 , a MIMO detector 472 , a transmitter / 
In the user plane , L2 305 comprises a Medium Access receiver 456 , and an antenna 460 . 
Control ( MAC ) sublayer 302 , a Radio Link Control ( RLC ) In the downlink transmission ( DL ) , the processing related 
sublayer 303 and a Packet Data Convergence Protocol to the base station ( 410 ) comprises : 
( PDCP ) sublayer 304. All the three sublayers terminate at 55 A higher layer packet is provided to the controller / 
the gNBs of the network side . Although not described in processor 440 , the controller / processor 440 provides header 
FIG . 3 , the UE may comprise several protocol layers above compression , encryption , packet segmentation and reorder 
the L2 305 , such as a network layer ( i.e. , IP layer ) terminated ing , and multiplexing and demultiplexing between logical 
at a P - GW 213 of the network side and an application layer and transport channels so as to implement L2 layer protocols 
terminated at the other side of the connection ( i.e. , a peer 60 used for the user plane and the control plane , the higher layer 
UE , a server , etc. ) . The PDCP sublayer 304 provides mul- packet may include data or control information , such as a 
tiplexing among variable radio bearers and logical channels . downlink shared channel ( DL - SCH ) ; 
The PDCP sublayer 304 also provides a header compression the controller / processor 440 may be connected with a 
for a higher - layer packet so as to reduce a radio transmission memory 430 that stores program codes and data , the 
overhead . The PDCP sublayer 304 provides security by 65 memory 430 may be a computer - readable medium ; 
encrypting a packet and provides support for UE handover the controller / processor 440 , which notifies the scheduler 
between gNBs . The RLC sublayer 303 provides segmenta- 443 of transmission requests , the scheduler 443 is config 
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ured for scheduling the air interface resource ( s ) correspond- mitting processor 441 performs multi - antenna precoding on 
ing to the transmission requests , and notifying the controller / a baseband signal associated with the first control signal 
processor 440 of the scheduling result ; output by the transmitting processor 415. The transmitter 

the controller / processor 440 transmits to the transmitting 416 converts a baseband signal provided by the MIMO 
processor 415 control information for uplink transmission 5 transmitting processor 441 into a radio frequency signal , 
acquired from operation on uplink reception by the receiving performs analog transmit beamforming , and transmits the 
processor 412 ; radio frequency signal via antenna 420. The receiver 456 

the transmitting processor 415 , which receives the output then receives the radio frequency signal through the antenna 
bit stream from the controller / processor 440 , and imple- 460 , perform analog receive beamforming , obtain a radio 
ments various signal transmission processing functions for 10 frequency signal related to the first control signal , and 
the L1 layer ( i.e. physical layer ) , including encoding , inter- convert the radio frequency signal into a baseband signal to 
leaving , scrambling , modulation , power control / allocation be supplied to the MIMO detector 472. The MIMO detector 
and physical layer control signaling ( i.e. , PBCH , PDCCH , 472 performs MIMO detection on the signal received from 
PHICH , PCFICH , a reference signal ) generation , etc .; the receiver 456. The receiving processor 452 processes the 

the MIMO transmitting processor 441 , which performs 15 baseband signal output by the MIMO detector 472 to obtain 
spatial processing on data symbols , control symbols or the first control signal . 
reference signal symbols ( such as multi - antenna pre - coding , The first radio signal in the present disclosure is generated 
digital beamforming ) and outputs a baseband signal to the by the transmitting processor 415. The MIMO transmitting 
transmitter 416 ; processor 441 performs multi - antenna precoding on a base 

the MIMO transmitting processor 441 , which outputs an 20 band signal associated with the first radio signal output by 
analog transmitting beamforming vector to the transmitter the transmitting processor 415. The transmitter 416 converts 
416 ; the baseband signal provided by MIMO transmit processor 

the transmitter 416 , which is configured for converting a 441 into a radio frequency signal , performs analog trans 
baseband signals provided by the MIMO transmitting pro- mitting beamforming , and transmits the radio frequency 
cessor 441 into a radio frequency signal to be transmitted via 25 signal via antenna 420. The receiver 456 will receive the 
the antenna 420 ; each transmitter 416 performs sampling radio frequency signal through the antenna 460 , perform 
processing on respective input symbol streams ( e.g. digital analog receive beamforming , obtain a radio frequency signal 
to analog conversion , amplification , filtering , upconversion , related to the first radio signal , and convert the radio 
etc. ) to get respective sampled signal streams ; each trans- frequency signal into a baseband signal to be supplied to the 
mitter 416 further processes respective sampled stream to 30 MIMO detector 472. The MIMO detector 472 performs 
obtain a downlink signal ; the analog transmitting beamform- MIMO detection on the signal received from the receiver 
ing is processed in the transmitter 416 . 456. The receiving processor 452 performs channel detec 

In the DL transmission , the processing related to the user tion on the baseband signal output from the MIMO detector 
equipment ( 450 ) comprises : 472 . 

the receiver 456 is configured for converting the radio 35 The first signaling in the present disclosure is generated 
frequency signal received through the antenna 460 into a by the transmitting processor 415 and output to the control 
baseband signal and providing it to the MIMO detector 472 ; ler / processor 440 or is directly generated by the transmitting 
the analog receiving beamforming is processed in the processor 415. The MIMO transmitting processor 
receiver 456 ; forms multi - antenna precoding on a baseband signal rel 

the MIMO detector 472 is configured to perform MIMO 40 evant to the first signaling output by the transmitting pro 
detection on a signal received from the receiver 456 , and cessor 415. The transmitter 416 converts the baseband signal 
provide the baseband signal subjected to the MIMO detec- provided by MIMO transmitting processor 441 into a radio 
tion to the receiving processor 452 ; frequency signal , performs analog transmit beamforming , 

the receiving processor 452 extracts parameter relevant to and transmits the radio frequency signal via antenna 420 . 
the analog receiving beamforming to be output to the MIMO 45 The receiver 456 will receive the radio frequency signal 
detector 472 , and the MIMO detector 472 outputs the analog through the antenna 460 , perform analog receive beamform 
receive beamforming vector to the receiver 456 ; ing , obtain a radio frequency signal related to the first 

the receiving processor 452 , which implements various signaling , and convert the radio frequency signal into a 
signal receiving processing functions for the L1 layer ( i.e. baseband signal to be provided to the MIMO detector 472 . 
physical layer ) , including decoding , deinterleaving , 50 The MIMO detector 472 performs MIMO detection on the 
descrambling , demodulation and physical layer control sig- signal received from the receiver 456. The receiving pro 
naling extraction , etc .; cessor 452 processes the baseband signal output by the 

the controller / processor 490 receives the bit stream output MIMO detector 472 to obtain the first signaling . 
by the receive processor 452 , provides header decompres- The second signaling in this disclosure is generated by the 
sion , decryption , packet segmentation and reordering , and 55 transmitting processor 415. The MIMO transmitting proces 
multiplexing and demultiplexing between a logical channel sor 441 performs multi - antenna precoding on a baseband 
and a transport channel to implement L2 layer protocol for signal relevant to the first signaling output by the transmis 
user plane and control plane ; sion processor 415. The transmitter 416 converts the base 

the controller / processor 490 is associated with a memory band signal provided by MIMO transmitting processor 441 
480 that stores program codes and data , and the memory 480 60 into a radio frequency signal , performs analog transmit 
may be a computer - readable medium ; beamforming , and transmits the radio frequency signal via 

the controller / processor 490 transmits to the receiving antenna 420. The receiver 456 will receive the radio fre 
processor 452 the control information for downlink recep- quency signal through the antenna 460 , perform analog 
tion obtained from uplink transmission processing by the receive beamforming , obtain a radio frequency signal 
transmitting processor 455 . 65 related to the first signaling , and convert the radio frequency 

The first control signal in the present disclosure is gen- signal into a baseband signal to be supplied to the MIMO 
erated by the transmitting processor 415. The MIMO trans- detector 472. The MIMO detector 472 performs MIMO 
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detection on the signal received from the receiver 456. The the receiver 416 is configured to convert the radio fre 
receiving processor 452 processes the baseband signal out- quency signal received by the antenna 420 into a baseband 
putted by the MIMO detector 472 to obtain the first signal- signal and provide the baseband signal to the MIMO detec 
ing tor 442 ; the analog receiving beamforming is processed in 
The first information in the present disclosure is generated 5 the receiver 416 ; 

by the controller / processor 440 and output to the transmit the MIMO detector 442 is configured to perform MIMO processor 415 or is directly generated by the transmit detection on the signal received from the receiver 416 , and processor 415. The MIMO transmitting processor 441 per provide the receiving processor 442 with the MIMO - de forms multi - antenna precoding on a baseband signal rel tected symbol ; evant to the first signaling output by the transmitting pro- 10 the MIMO detector 442 outputs an analog receiving cessor 415. The transmitter 416 converts the baseband signal 
provided by MIMO transmitting processor 441 into a radio beamforming vector to the receiver 416 ; 
frequency signal , performs analog transmit beamforming , the receiving processor 412 implements various signal 
and transmits the radio frequency signal via antenna 420 . receiving processing functions for the L1 layer ( i.e. the 
The receiver 456 will receive the radio frequency signal 15 physical layer ) , including decoding , deinterleaving , ) 
through the antenna 460 , perform analog receive beamform descrambling , demodulation , and physical layer control sig 
ing , obtain a radio frequency signal related to the first naling extraction , and the like ; 
signaling , and convert the radio frequency signal into a the controller / processor 440 receives the bit stream out 
baseband signal to be provided to the MIMO detector 472 . putted by the receiving processor 412 , and provides header 
The MIMO detector 472 performs MIMO detection on the 20 decompression , decryption , packet segmentation , reorder 
signal received from the receiver 456. The receiving pro- ing , and multiplexing and demultiplexing between the logi 
cessor 452 processes the baseband signal outputted by the cal and transport channels so as to implement L2 layer 
MIMO detector 472 to obtain the first information . protocol of user plane and control plane ; 

In uplink ( UL ) transmission , the processing related to the the controller / processor 440 can be associated with 
user equipment ( UE450 ) comprises : 25 memory 430 that stores program codes and data . The 

the data source 467 provides a higher layer packet to memory 430 can be a computer readable medium ; 
controller / processor 490. The controller / processor 490 the controller / processor 440 transmits the control infor 
implements header compression , encryption , packet seg- mation of the uplink transmission obtained from processing 
mentation and reordering , and multiplexing and demulti- the downlink transmission by the transmission processor 
plexing between the logical and transport channels , and 30 415 to the receiving processor 412 ; 
implements an L2 layer protocol for the user plane and the The second information in the present disclosure is gen 
control plane ; the higher layer packet includes data or erated by the transmit processor 455. The MIMO transmit 
control information , such as an Uplink Shared Channel ting processor 471 performs multi - antenna precoding on a 
( UL - SCH ) ; baseband signal relevant to the second information output by 

the controller / processor 490 can be associated with the 35 the transmitting processor 455. The transmitter 456 converts 
memory 480 that stores program codes and data . The the baseband signal provided by the MIMO transmitting 
memory 480 can be a computer readable medium ; processor 471 into a radio frequency signal , performs analog 

the controller / processor 490 transmits to the transmitting transmitting beamforming , and transmits the radio fre 
processor 455 the control information for uplink transmis- quency signal via antenna 460. The receiver 416 will receive 
sion obtained from processing on downlink reception by the 40 the radio frequency signal through the antenna 420 , perform 
receiving processor 452 ; analog receive beamforming , obtain a radio frequency signal 

the transmitting processor 455 receives the output bit related to the second information , and convert the radio 
stream of controller / processor 490 and implements various frequency signal into a baseband signal for supply to the 
signal reception processing functions for the L1 layer ( i.e. MIMO detector 442. The MIMO detector 442 performs 
physical layer ) , including encoding , interleaving , scram- 45 MIMO detection on the signal received from the receiver 
bling , modulation , power control / allocation and physical 416. The receiving processor 412 processes the baseband 
layer signaling ( i.e. , PUCCH , Sounding Reference Signal signal outputted by the MIMO detector 442 to obtain the 
generation ( SRS ) , a detection reference signal ) , etc .; second information . 

the MIMO transmitting processor 471 performs spatial In one embodiment , the UE 450 comprises : at least one 
processing on data symbols , control symbols or reference 50 processor and at least one memory , the at least one memory 
signal symbols ( such as multi - antenna pre - coding , digital further comprising computer program codes ; the at least one 
beamforming ) and outputs a baseband signal to the trans- memory and the computer program code are configured to 
mitter 456 ; work in collaboration with the processor , the UE 450 at 

the MIMO transmitting processor 471 outputs an analog least : receives a first radio signal and a first signaling . The 
transmitting beamforming vector to the transmitter 457 ; 55 first radio signal is transmitted by K antenna port groups ; the 

The transmitter 456 is configured to convert a baseband antenna port group ( s ) includes a positive integer number of 
signals provided by MIMO transmitting processor 471 into the antenna port ( s ) ; the first antenna port group is one of the 
a radio frequency signal and transmit the radio frequency K antenna port groups ; the first signaling is used to deter 
signal via the antenna 460 ; each transmitter 456 samples mine a first time resource pool ; at least one first antenna 
respective input symbol stream to obtain respective sampled 60 virtualization vector , and second antenna virtualization vec 
signal stream . Each transmitter 456 further processes the tor is associated with the first antenna port group ; the first 
respective sampled streams ( such as digital - to - analog con- antenna virtualization vector is an antenna virtualization 
version , amplification , filtering , up - conversion , etc. ) to vector available to a transmitter of the first signaling in the 
obtain an uplink signal . The analog transmitting beamform- first time resource pool ; the second antenna virtualization 
ing is processed in the transmitter 456 . 65 vector is an antenna virtualization vector available to the 

In the uplink ( UL ) transmission , the processing related to user equipment in the first time resource pool ; the K is a 
the base station device ( 410 ) comprises : positive integer greater than 1 . 
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In one embodiment , the UE 450 comprises a memory In one embodiment , the transmitting processor 415 , the 
storing a computer readable instruction program , which MIMO transmitter 441 and the transmitter / receiver 416 are 
generates an action when executed by at least one processor , used to transmit the first signaling in the present disclosure . 
and the action comprises : receiving first radio signal and a In one embodiment , the controller / processor 440 is con 
first signaling . The first radio signal is transmitted by K 5 figured to transmit the first signaling in the present disclo 
antenna port groups ; the antenna port group ( s ) includes a 
positive integer number of the antenna port ( s ) ; the first In one embodiment , the transmitter / receiver 456 , the 
antenna port group is one of the K antenna port groups , the MIMO detector 472 , and the receiving processor 452 are 
first signaling is used to determine a first time resource pool ; configured to receive the first signaling in the present 

10 disclosure . at least one of first antenna virtualization vector , and second In one embodiment , the controller / processor 490 is con antenna virtualization vector is associated with the first figured to receive the first signaling in the present disclosure . antenna port group ; the first antenna virtualization vector is 
an antenna virtualization vector available to a transmitter of In one embodiment , the transmitting processor 415 , the 

MIMO transmitter 441 and the transmitter / receiver 416 are the first signaling in the first time resource pool ; the second 15 used to transmit the second signaling in the present disclo antenna virtualization vector is an antenna virtualization 
vector available to the user equipment in the first time In one embodiment , the transmitter / receiver 456 , the 
resource pool ; the K is a positive integer greater than 1 . MIMO detector 472 , and the receiving processor 452 are 

In one embodiment , the gNB 410 device comprises : at configured to receive the second signaling in the present 
least one processor and at least one memory , the at least one 20 disclosure . 
memory comprises computer program codes ; the at least one In one embodiment , the transmitting processor 415 , the 
memory and the computer program code are configured to MIMO transmitter 441 and the transmitter / receiver 416 are 
work in collaboration with at least one processor . The used to transmit the first information in the present disclo 
gNB410 at least : transmits a first radio signal ; and transmits 
a first signaling . The first radio signal is transmitted by K 25 In one embodiment , the controller / processor 440 is con 
antenna port groups , the antenna port group ( s ) includes a figured to transmit the first information in the present 
positive integer number of the antenna port ( s ) ; and the first disclosure . 
antenna port group is one of the K antenna port groups , the In one embodiment , the transmitter / receiver 456 , the 
first signaling is used to determine a first time resource pool ; MIMO detector 472 , and the receiving processor 452 are 
at least one first antenna virtualization vector , and second 30 used to receive the first information in the present disclosure . 
antenna virtualization vector is associated with the first In one embodiment , the controller / processor 490 is con 
antenna port group ; the first antenna virtualization vector is figured to receive the first information in the present disclo 
an antenna virtualization vector available to a transmitter of 
the first signaling in the first time resource pool ; the second In one embodiment , the transmitting processor 455 , the 
antenna virtualization vector is an antenna virtualization 35 MIMO transmitter 471 , and the transmitter 456 are used to 
vector available to a target receiver of the first signaling in transmit the second information in the present disclosure . 
the first time resource pool ; the K is a positive integer greater In one embodiment , the receiver 416 , the MIMO detector 
than 1 . 442 , and the receiving processor 412 are configured to 

In one embodiment , the gNB 410 comprises : a memory receive the second information in the present disclosure . 
storing a computer readable instruction program , which 40 The ordinary skill in the art may understand that all or part 
generates an action when executed by at least one processor , of steps in the above method may be implemented by 
and the action comprises : transmitting first radio signal , instructing related hardware through a program . The pro 
transmitting the first signaling . The first radio signal is gram may be stored in a computer readable storage medium , 
transmitted by K antenna port groups , the antenna port for example Read - Only - Memory ( ROM ) , hard disk or com 
group ( s ) includes a positive integer number of the antenna 45 pact disc , etc. Optionally , all or part of steps in the above 
port ( s ) ; and the first antenna port group is one of the K embodiments also may be implemented by one or more 
antenna port groups ; the first signaling is used to determine integrated circuits . Correspondingly , each module unit in the 
a first time resource pool ; at least one first antenna virtual- above embodiment may be implemented in the form of 
ization vector , and second antenna virtualization vector is hardware , or in the form of software function modules . The 
associated with the first antenna port group ; the first antenna 50 present disclosure is not limited to any combination of 
virtualization vector is an antenna virtualization vector hardware and software in specific forms . The UE and 
available to a transmitter of the first signaling in the first time terminal in the present disclosure include but are not limited 
resource pool ; the second antenna virtualization vector is an to unmanned aerial vehicles , communication modules on 
antenna virtualization vector available to the user equipment unmanned aerial vehicles , telecontrolled aircrafts , aircrafts , 
in the first time resource pool ; the K is a positive integer 55 diminutive airplanes , mobile phones , tablet computers , note 
greater than 1 . books , vehicle - mounted communication equipment , wire 

In one embodiment , the UE 450 corresponds to the UE in less sensor , network cards , terminals for Internet of Things 
the present disclosure . ( TOT ) , RFID terminals , NB - IOT terminals , Machine Type 

In one embodiment , the gNB 410 corresponds to the base Communication ( MTC ) terminals , enhanced MTC ( MTC ) 
station in the present disclosure . 60 terminals , data cards , low - cost mobile phones , low - cost 

In one embodiment , the transmitting processor 415 , the tablet computers , etc. The base station in the present dis 
MIMO transmitter 441 and the transmitter / receiver 416 are closure includes but is not limited to macro - cellular base 
used to transmit the first radio signal in the present disclo- stations , micro - cellular base stations , home base stations , 

relay base station , gNB ( NR node B ) , Transmitter Receiver 
In one embodiment , the receiver 456 , the MIMO detector 65 Point ( TRP ) , and other radio communication equipment . 

472 , and the receiving processor 452 are configured to The above are merely the preferred embodiments of the 
receive the first radio signal in the present disclosure . present disclosure and are not intended to limit the scope of 
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protection of the present disclosure . Any modification , positive integer ; the second information is a RACH 
equivalent substitute and improvement made within the preamble , and at least one of the sequence of the RACH 
spirit and principle of the present disclosure are intended to preamble or the time - frequency resource occupied by 
be included within the scope of protection of the present the RACH preamble is used to determine the first 
disclosure . antenna port group . 
What is claimed is : 5. The method of claim 1 , wherein the first time resource 
1. A method for multi - antenna transmission in a user pool is discontinuous in time domain ; or the first signaling equipment , comprising : is a semi - static signaling ; or the first signaling is a high layer receiving a first radio signal ; and signaling ; or the first signaling is a physical layer signaling ; receiving a first signaling ; or the first signaling includes one or more RRC IEs ; or the wherein the first radio signal is transmitted by K antenna first signaling is carried by a PDCCH ; or the first signaling port groups ; the antenna port group includes a positive is transmitted on a PBCH ; or the first signaling is cell integer number of antenna port ( s ) ; a first antenna port 

group is one of the K antenna port groups ; the first common ; or the first signaling is for the UE . 
signaling is used to determine a first time resource pool ; 15 6. A method for multi - antenna transmitting in a base 
a second antenna virtualization vector is associated station , comprising : 
with the first antenna port group ; the second antenna transmitting a first radio signal ; and 
virtualization vector is an antenna virtualization vector transmitting a first signaling ; 
available to the user equipment in the first time wherein the first radio signal is transmitted by K antenna 
resource pool ; and the K is a positive integer greater 20 port groups ; the antenna port group includes a positive 
than 1 ; the first radio signal includes one or more of integer number of antenna port ( s ) ; a first antenna port 
PSS ( Primary Synchronization Signal ) , SSS ( Second- group is one of the K antenna port groups ; the first 
ary Synchronization Signal ) , MIB ( Master Information signaling is used to determine a first time resource pool 
Block ) / SIB ( System Information Block ) or CSI - RS a second antenna virtualization vector is associated 
( Channel State Information Reference signal ) ; the first 25 with the first antenna port group ; the second antenna 
signaling is a downlink signaling . virtualization vector is an antenna virtualization vector 

2. The method of claim 1 , further comprising : available to a target receiver of the first signaling in the receiving a second signaling ; and first time resource pool ; and the K is a positive integer operating a second radio signal in a first time resource greater than 1 ; the first radio signal includes one or sub - pool ; more of PSS ( Primary Synchronization Signal ) , SSS wherein the operating is one of receiving or transmitting ( Secondary Synchronization Signal ) , MIB ( Master the second radio signal ; the second signaling is used to Information Block ) / SIB ( System Information Block ) or determine the first time resource sub - pool from the first CSI - RS ( Channel State Information Reference signal ) ; time resource pool ; and the second signaling is used to 
determine at least one of occupied frequency domain 35 the first signaling is a downlink signaling . 

7. The method of claim 6 , further comprising : resources , an MCS , a HARQ process number , an RV , an 
NDI and ( a ) transmitting antenna port ( s ) of the second transmitting a second signaling ; and 
radio signal . performing a second radio signal in a first time resource 

3. The method of claim 1 , wherein the first signaling sub - pool ; 
indicates the first antenna port group from the K antenna port 40 wherein the performing is one of transmitting or receiving 
group ( s ) ; the second radio signal ; the second signaling is used to 

or , comprising : determine the first time resource sub - pool from the first 
receiving first information , wherein the first information time resource pool ; the second signaling is used to 

is used to determine the first antenna port group . determine at least one of occupied frequency domain 
4. The method of claim 1 , further comprising : resources , an MCS , a HARQ process number , an RV , an 
transmitting second information , wherein the second NDI and ( a ) transmitting antenna port ( s ) of the second 

information is used to determine Kl antenna port radio signal . 
group ( s ) ; the K1 antenna port group ( s ) belong ( s ) to the 8. The method of claim 6 , wherein the first signaling 
K antenna port groups ; the first antenna port group is indicates the first antenna port group from the K antenna port 
one of the Kl antenna port group ( s ) ; the K1 is a 50 group ( s ) ; 
positive integer ; or , comprising : 

or , transmitting second information , wherein the second transmitting first information , wherein the first informa 
information is used to determine K1 antenna port tion is used to determine the first antenna port group . 
group ( s ) ; the K1 antenna port group ( s ) belong ( s ) to the 9. The method of claim 6 , further comprising : 
K antenna port groups ; the first antenna port group is 55 receiving second information , wherein the second infor 
one of the K1 antenna port group ( s ) ; the K1 is a mation is used to determine K1 antenna port group ( s ) ; 
positive integer ; the second information includes a the K1 antenna port group ( s ) belong ( s ) to the K antenna 
CRI ( CRIS ) ( CSI - RS Resource Indicator ) , and the port groups ; the first antenna port group is one of the 
CRI ( s ) indicates indicate ) the CSI - RS resource ( s ) cor- K1 antenna port group ( s ) ; the K1 is a positive integer ; 
responding to the K1 antenna port group ( s ) from the 60 or , receiving second information , wherein the second 
CSI - RS resources corresponding to the K antenna port information is used to determine Kl antenna port 
groups ; group ( s ) ; the K1 antenna port group ( s ) belong ( s ) to the 

or , transmitting second information , wherein the second K antenna port groups ; the first antenna port group is 
information is used to determine Kl antenna port one of the K1 antenna port group ( s ) ; the K1 is a 
group ( s ) ; the K1 antenna port group ( s ) belong ( s ) to the 65 positive integer ; the second information includes a 
K antenna port groups ; the first antenna port group is CRI ( CRIs ) ( CSI - RS Resource Indicator ) , and the 
one of the K1 antenna port group ( s ) ; the K1 is a CRI ( S ) indicates ( indicate ) the CSI - RS resource ( s ) cor 
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responding to the K1 antenna port group ( s ) from the or , the first transceiver further transmits second informa 
CSI - RS resources corresponding to the K antenna port tion , wherein the second information is used to deter 
groups ; mine K1 antenna port group ( s ) ; the K1 antenna port 

or , receiving second information , wherein the second group ( s ) belong ( s ) to the K antenna port groups ; the 
information is used to determine K1 antenna port first antenna port group is one of the K1 antenna port 
group ( s ) ; the K1 antenna port group ( s ) belong ( s ) to the group ( s ) ; the K1 is a positive integer ; the second 
K antenna port groups ; the first antenna port group is information includes a CRI ( CRIS ) ( CSI - RS Resource 
one of the Kl antenna port group ( s ) ; the Ki is a Indicator ) , and the CRI ( s ) indicates ( indicate ) the CSI 
positive integer ; the second information is a RACH RS resource ( s ) corresponding to the K1 antenna port 
preamble , and at least one of the sequence of the RACH group ( s ) from the CSI - RS resources corresponding to 
preamble or the time - frequency resource occupied by the K antenna port groups ; 
the RACH preamble is used to determine the first or , the first transceiver further transmits second informa 
antenna port group . tion , wherein the second information is used to deter 

10. The method of claim 6 , wherein the first time resource mine K1 antenna port group ( s ) ; the K1 antenna port 
pool is discontinuous in time domain ; or the first signaling group ( s ) belong ( s ) to the K antenna port groups ; the 
is a semi - static signaling ; or the first signaling is a high layer first antenna port group is one of the K1 antenna port 
signaling ; or the first signaling is a physical layer signaling ; group ( s ) ; the K1 is a positive integer ; the second 
or the first signaling includes one or more RRC IEs ; or the information is a RACH preamble , and at least one of 
first signaling is carried by a PDCCH ; or the first signaling 20 the sequence of the RACH preamble or the time 
is transmitted on a PBCH ; or the first signaling is cell- frequency resource occupied by the RACH preamble is 
common ; or the first signaling is for the UE . used to determine the first antenna port group . 

11. A user equipment ( UE ) for multi - antenna transmis- 15. The UE of claim 11 , wherein the first time resource 
sion , comprising : pool is discontinuous in time domain ; or the first signaling 

a first transceiver , receiving a first radio signal ; and 25 is a semi - static signaling ; or the first signaling is a high layer 
a second receiver , receiving a first signaling ; signaling ; or the first signaling is a physical layer signaling ; 
wherein the first radio signal is transmitted by K antenna or the first signaling includes one or more RRC IEs ; or the port groups ; the antenna port group includes a positive first signaling is carried by a PDCCH ; or the first signaling integer number of antenna port ( s ) ; a first antenna port is transmitted on a PBCH ; or the first signaling is cell group is one of the K antenna port groups ; the first 30 common ; or the first signaling is for the UE . signaling is used to determine a first time resource pool ; 16. A base station equipment for multi - antenna transmis a second antenna virtualization vector is associated sion , comprising : with the first antenna port group ; the second antenna 

virtualization vector is an antenna virtualization vector a third transceiver , transmitting a first radio signal ; and 
available to the user equipment in the first time 35 a second transmitter , transmitting a first signaling ; 
resource pool ; and the K is a positive integer greater wherein the first radio signal is transmitted by K antenna 
than 1 ; the first radio signal includes one or more of port groups ; the antenna port group includes a positive 
PSS ( Primary Synchronization Signal ) , SSS ( Second integer number of antenna port ( s ) ; a first antenna port 
ary Synchronization Signal ) , MIB ( Master Information group is one of the K antenna port groups ; the first 
Block ) / SIB ( System Information Block ) or CSI - RS 40 signaling is used to determine a first time resource pool ; 
( Channel State Information Reference signal ) ; the first a second antenna virtualization vector is associated 
signaling is a downlink signaling . with the first antenna port group ; the second antenna 

12. The UE of claim 11 , comprising : virtualization vector is an antenna virtualization vector 
a third receiver , receiving a second signaling ; and available to a target receiver of the first signaling in the 
a second transceiver , operating a second radio signal in a 45 first time resource pool ; and the K is a positive integer 

first time resource sub - pool ; greater than 1 ; the first radio signal includes one or 
wherein the operating is one of receiving or transmitting more of PSS ( Primary Synchronization Signal ) , SSS 

the second radio signal ; the second signaling is used to ( Secondary Synchronization Signal ) , MIB ( Master 
determine the first time resource sub - pool from the first Information Block ) / SIB ( System Information Block ) or 
time resource pool ; and the second signaling is used to 50 CSI - RS ( Channel State Information Reference signal ) ; 
determine at least one of occupied frequency domain the first signaling is a downlink signaling . 
resources , a MCS , a HARQ process number , a RV , a 17. The base station equipment of claim 16 , further 
NDI and ( a ) transmitting antenna port ( s ) of the second comprising : 
radio signal . a third transmitter , transmitting a second signaling ; and 

13. The UE of claim 11 , wherein the first signaling 55 a fourth transceiver , performing a second radio signal in 
indicates the first antenna port group from the K antenna port a first time resource sub - pool ; 
group ( s ) ; wherein the performing is one of transmitting or receiving 

or , the second receiver further receives first information , the second radio signal ; the second signaling is used to 
wherein the first information is used to determine the determine the first time resource sub - pool from the first 
first antenna port group . time resource pool ; the second signaling is used to 

14. The UE of claim 11 , wherein : determine at least one of occupied frequency domain 
the first transceiver further transmits second information , resources , a MCS , a HARQ process number , a RV , a 

wherein the second information is used to determine NDI and ( a ) transmitting antenna port ( s ) of the second 
K1 antenna port group ( s ) ; the K1 antenna port group ( s ) radio signal . 
belong ( s ) to the K antenna port groups ; the first antenna 65 18. The base station equipment of claim 16 , wherein the 
port group is one of the K1 antenna port group ( s ) ; the first signaling indicates the first antenna port group from the 
K1 is a positive integer ; K antenna port group ( s ) ; 
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or , the second transmitter further transmits first informa- or , the third transceiver further receives second informa 
tion , wherein the first information is used to determine tion , wherein the second information is used to deter 
the first antenna port group . mine K1 antenna port group ( s ) ; the K1 antenna port 

19. The base station equipment of claim 16 , wherein : group ( s ) belong ( s ) to the K antenna port groups ; the the third transceiver further receives second information , first antenna port group is one of the K1 antenna port wherein the second information is used to determine 
K1 antenna port group ( s ) ; the K1 antenna port group ( s ) group ( s ) ; the Ki is a positive integer ; the second 
belong ( s ) to the K antenna port groups ; the first antenna information is a RACH preamble , and at least one of 
port group is one of the K1 antenna port group ( s ) ; the the sequence of the RACH preamble or the time 
K1 is a positive integer ; frequency resource occupied by the RACH preamble is 

or , the third transceiver further receives second informa used to determine the first antenna port group . 
tion , wherein the second information is used to deter 20. The base station equipment of claim 16 , wherein the mine K1 antenna port group ( s ) ; the K1 antenna port first time resource pool is discontinuous in time domain ; or group ( s ) belong ( s ) to the K antenna port groups ; the the first signaling is a semi - static signaling ; or the first first antenna port group is one of the K1 antenna port group ( s ) ; the Ki is a positive integer ; the second 15 signaling is a high layer signaling ; or the first signaling is a 
information includes a CRI ( CRI ) ( CSI - RS Resource physical layer signaling ; or the first signaling includes one or 
Indicator ) , and the CRI ( s ) indicates ( indicate ) the CSI more RRC IEs ; or the first signaling is carried by a PDCCH ; 
RS resource ( s ) corresponding to the K1 antenna port or the first signaling is transmitted on a PBCH ; or the first 
group ( s ) from the CSI - RS resources corresponding to signaling is cell - common ; or the first signaling is for the UE . 
the K antenna port groups ; 
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