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SOLAR CELL

CROSS-REFERENCE TO RELATED
APPLICATION

[0001] This application claims the priority benefit of
Korean Patent Applications Nos. 10-2013-0036455 filed on
Apr. 3, 2013 and 10-2013-0108046 filed on Sep. 9, 2013 in
the Korean Intellectual Property Office, the disclosure of all
these applications is incorporated herein by reference.

BACKGROUND OF THE INVENTION

[0002] 1. Field of the Invention

[0003] The embodiments of the invention relate to a solar
cell and, more particularly, to a solar cell including a semi-
conductor substrate.

[0004] 2. Description of the Related Art

[0005] In recent years, as conventional energy resources
such as petroleum and coal are expected to be depleted, inter-
est in alternative energy resources replacing these energy
resources is on the rise. Of these, solar cells are attracting
considerable attention as next generation cells which convert
solar energy into electrical energy.

[0006] Such a solar cell may be manufactured by forming
conductive type areas and electrodes electrically connected
thereto on a semiconductor substrate in order to cause pho-
toelectric conversion. In addition, the solar cell may include a
passivation film for passivating a conductive type area, an
anti-reflective film for preventing reflection and the like in
order to improve properties of the solar cells.

[0007] In this regard, efficiency of conventional solar cells
may be deteriorated due to recombination of carriers on the
semiconductor substrate, long transfer distances of the carri-
ers and the like. Accordingly, solar cells should be designed
so that efficiency thereof can be maximized.

SUMMARY OF THE INVENTION

[0008] Itis an object of the embodiment of the invention to
provide a solar cell which is capable of maximizing effi-
ciency.

[0009] Inaccordance with one aspect of the embodiment of
the invention, the above and other objects can be accom-
plished by the provision of a solar cell including a semicon-
ductor substrate, a first tunneling layer entirely formed over a
surface of the semiconductor substrate, a first conductive type
area disposed on the surface of the semiconductor substrate,
and an electrode including a first electrode connected to the
first conductive type area, wherein the first conductive type
area includes a first portion which is disposed on the first
tunneling layer and includes a polycrystalline, amorphous or
microcrystalline semiconductor doped with a first conductive
type dopant.

[0010] According to an embodiment of the invention, after
the tunneling layer is formed on the semiconductor substrate,
conductive type areas (emitter area, back surface field area
and the like) are formed on the tunneling layer. As a result,
defects on the back surface of the semiconductor substrate are
effectively removed and carriers causing photoelectric con-
version are efficiently transferred. Accordingly, damage to
the semiconductor substrate is prevented and recombination
sites on the back surface of the semiconductor substrate are
thus efficiently removed. Accordingly, efficiency of the solar
cells can be further improved.
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[0011] In a solar cell according to another embodiment of
the invention, conductive type areas include a plurality por-
tions disposed such that the tunneling layer is interposed
between the portions, thereby minimizing recombination on
the semiconductor substrate and improving electrical connec-
tion to electrodes. As a result, efficiency of the solar cells can
be improved.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012] The above and other objects, features and other
advantages of the embodiments of the invention will be more
clearly understood from the following detailed description
taken in conjunction with the accompanying drawings, in
which:

[0013] FIG. 1 is a sectional view illustrating a solar cell
according to an embodiment of the invention;

[0014] FIG. 2 is a plan view illustrating the solar cell
according to the embodiment;

[0015] FIG. 3 is a sectional view illustrating a solar cell
according to a modified embodiment of the embodiment
shown in FIG. 1;

[0016] FIG. 4 is a sectional view illustrating a solar cell
according to another embodiment of the invention;

[0017] FIG. 5 is a sectional view illustrating a solar cell
according to a modified embodiment of the embodiment
shown in FIG. 4,

[0018] FIG. 6 is a sectional view illustrating another modi-
fied embodiment of the embodiment shown in FIG. 4;
[0019] FIG. 7 is a sectional view illustrating a solar cell
according to another modified embodiment of the embodi-
ment shown in FIG. 4;

[0020] FIG. 8 is a sectional view illustrating a solar cell
according to another embodiment of the invention;

[0021] FIG. 9 is a sectional view illustrating a solar cell
according to a modified embodiment of the embodiment
shown in FIG. 8;

[0022] FIG. 10 is a sectional view illustrating a solar cell
according to another modified embodiment of the embodi-
ment shown in FIG. 8;

[0023] FIG. 11 is a sectional view illustrating a solar cell
according to another embodiment of the invention;

[0024] FIG. 12 is a sectional view illustrating a solar cell
according to another modified embodiment of the embodi-
ment shown in FIG. 11;

[0025] FIG. 13 is a sectional view illustrating a solar cell
according to another modified embodiment of the embodi-
ment shown in FIG. 11;

[0026] FIG. 14 is a sectional view illustrating a solar cell
according to another modified embodiment of the embodi-
ment shown in FIG. 11;

[0027] FIG. 15 is a sectional view illustrating a solar cell
according to another modified embodiment of the embodi-
ment shown in FIG. 11;

[0028] FIG. 16A to 16E are sectional views for illustrating
the manufacturing method of the solar cell shown in FIG. 11;
and

[0029] FIG. 17 is a sectional view illustrating a solar cell
according to another embodiment of the invention.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

[0030] Reference will now be made in detail to the example
embodiments of the invention, examples of which are illus-
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trated in the accompanying drawings. The embodiments of
the invention are not limited to the embodiments and the
embodiments may be modified into various forms.

[0031] In the drawings, parts unrelated to description are
not illustrated for clear and brief description of the embodi-
ments of the invention, and the same reference numbers will
be used throughout the specification to refer to the same or
similar parts.

[0032] Inthe drawings, the thickness or size is exaggerated
or reduced for more clear description. In addition, the size or
area of each constituent element is not limited to that illus-
trated in the drawings.

[0033] It will be further understood that, throughout this
specification, when one element is referred to as “compris-
ing” another element, the term “comprising” specifies the
presence of another element but does not preclude the pres-
ence of other additional elements, unless context clearly indi-
cates otherwise. In addition, it will be understood that when
one element such as a layer, a film, a region or a plate is
referred to as being “on” another element, the one element
may be directly on the another element, and one or more
intervening elements may also be present. In contrast, when
one element such as a layer, a film, a region or a plate is
referred to as being “directly on” another element, one or
more intervening elements are not present.

[0034] Hereinafter, a solar cell according to an embodiment
of the invention will be described in more detail with refer-
ence to the annexed drawings.

[0035] FIG. 1 is a sectional view illustrating a solar cell
according to an embodiment of the invention. FIG. 2 is a plan
view illustrating the solar cell according to the embodiment.
[0036] Referringto FIGS.1and?2,thesolarcell 100 accord-
ing to the embodiment of the invention includes a substrate
(for example, semiconductor substrate, hereinafter, referred
to as a “semiconductor substrate) 10, conductive type areas
20 and 30, electrodes 24 and 34 connected to the conductive
type areas 20 and 30, and at least one tunneling layer 40. The
conductive type areas 20 and 30 may include an emitter area
20 and a back surface field area 30 and the electrodes 24 and
34 may include first and second electrodes 24 and 34 respec-
tively connected to the emitter area 20 and the back surface
field area 30. The tunneling layer 40 may be interposed
between the semiconductor substrate 10 and at least one of the
conductive type areas 20 and 30. The tunneling layer 40 may
be included with a first passivation film 21, a first anti-reflec-
tive film 22, a second passivation film 31, a second anti-
reflective film 32 and the like. This configuration will be
described in more detail.

[0037] One of the emitter area 20 and the back surface field
area 30 is referred to as a “first conductive type area” and the
other is referred to as a “second conductive type area”. In the
embodiment of the invention, terms such as first or second are
used for only distinguishing the elements and the embodi-
ments of the invention are not limited thereto.

[0038] The semiconductor substrate 10 may include a base
area 110 containing a relatively low doping concentration of
a first conductive type dopant. The base area 110 may be
composed of a crystalline semiconductor including the first
conductive type dopant. For example, the base area 110 may
include a monocrystalline or polycrystalline semiconductor
(for example, monocrystalline or polycrystalline silicon)
including a first conductive type dopant. In particular, the
base area 110 may be composed of a monocrystalline semi-
conductor (for example, a monocrystalline semiconductor
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wafer, more specifically, a semiconductor silicon wafer)
including a first conductive type dopant. As such, when the
base area 110 is composed of monocrystalline silicon, the
solar cell 100 constitutes a monocrystalline silicon solar cell.
As such, the solar cell 100 including a monocrystalline semi-
conductor is based on the base area 110 or the semiconductor
substrate 10 which has little defects due to superior crystal-
linity, thus exhibiting superior electrical properties.

[0039] The first conductive type dopant is for example an
n-type or a p-type dopant. That is, the first conductive type
dopant may be an n-type impurity such as a Group V element
including phosphorous (P), arsenic (As), bismuth (Bi), anti-
mony (Sb) or the like. Alternatively, the first conductive-type
dopant may be a p-type impurity such as a Group I1I element
including boron (B), aluminum (Al), gallium (Ga), indium
(In) or the like.

[0040] In this instance, the base area 110 may include an
n-type impurity as a first conductive type dopant. As a result,
the emitter area 20 forming a pn junction with the base area
110 is p-type. When light is emitted to the pn junction, elec-
trons created by photoelectric effect are moved to a second
surface (hereinafter, referred to a “back surface”) of the semi-
conductor substrate 10 and are collected by the second elec-
trode 34, and holes are moved toward a front surface of the
semiconductor substrate 10 and are then collected by the first
electrode 24. As a result, electric energy is generated. Holes
having a low movement speed are moved to the front surface
of the semiconductor substrate 10, rather than the back sur-
face thereof, thereby improving photoelectric conversion
efficiency, but the embodiment of the invention is not limited
thereto, and the base area 110 and the back surface field area
30 may be p-type and the emitter area 20 may be n-type in
other embodiment of the invention.

[0041] In the embodiment of the invention, the semicon-
ductor substrate 10 may include only the base area 110. That
is, in conventional solar cells, a doping area having a conduc-
tive type different from the semiconductor substrate 10, or a
doping area having the same conductive type as the semicon-
ductor substrate 10 and arelatively high doping concentration
or the like is formed on the semiconductor substrate 10. On
the other hand, in the embodiment of the invention, the semi-
conductor substrate 10 includes only the base area 110 and
does not include an additional doping area.

[0042] As described above, the semiconductor substrate 10
is composed of only the base area and does not include an
additional doping area. For example, a difference between the
lowest doping concentration and the highest doping concen-
tration in the semiconductor substrate 10 may be 10% or less.
The difference of 10% or less is given as an example for
determining a level in which doping for forming an additional
dopant area is not performed and the embodiment of the
invention is not limited thereto. That is, the difference of 10%
orless is a range of doping variation that may occur within the
substrate, and is akin to a margin of error. Accordingly, the
embodiment of the invention includes all instances in which a
semiconductor substrate 10 is generally not provided with an
additional doping area.

[0043] In the embodiment of the invention, the semicon-
ductor substrate 10 is not provided with an additional doping
area, thus improving an open circuit voltage. The reason for
this is that it is possible to prevent surface recombination of
carriers which may be generated or occur due to formation of
the doping area on the semiconductor substrate 10.
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[0044] In the embodiment of the invention, the front and
back surfaces of the semiconductor substrate 10 are textured
so that the surfaces have irregularities such as pyramidal
shape. When surface roughness is increased due to irregulari-
ties formed on the front surface of the semiconductor sub-
strate 10 by texturing, reflection of light incident upon the
front surface of the semiconductor substrate 10 can be
decreased. Accordingly, an amount of light reaching the tun-
nel junction formed by the semiconductor substrate 10 and
the emitter area 20 is increased and light loss is thus mini-
mized, but the embodiment of the invention is not limited
thereto and only one of the front and back surfaces of the
semiconductor substrate 10 may be textured or both of them
may be not textured.

[0045] A first tunneling layer 42 is entirely formed over one
surface (for example, front surface, hereinafter, referred to as
a “front surface”) of the semiconductor substrate 10. As used
herein, the expression “entirely formed” means that an ele-
ment such as a layer is formed over an entire surface without
an empty area or a non-coverage area, or is formed over an
entire area excluding pre-designated or inevitably formed
regions such as periphery region, isolation region or the like.

[0046] The first tunneling layer 42 passivates the surface of
the semiconductor substrate 10 having many recombination
sites and facilities transfer of carriers through a tunneling
effect.

[0047] The first tunneling layer 42 may include a material
providing passivation and tunneling effects, for example,
oxide, nitride, a semiconductor, a conductive polymer or the
like. For example, the first tunneling layer 42 may include
silicon oxide, silicon nitride, silicon oxide nitride, intrinsic
amorphous silicon, intrinsic polycrystalline silicon or the
like. In this instance, the first tunneling layer 42 can be easily
and stably formed.

[0048] Inorder to provide sufficient passivation and tunnel-
ing effects, the first tunneling layer 42 may have a thickness of
5 nm or less, or 0.5 nm to 5 nm (for example, 0.5 nm to 4 nm,
for example, 0.5 nm to 2 nm). When the thickness of the first
tunneling layer 42 exceeds 5 nm, tunneling is not efficiently
performed and the solar cell 100 may not operate, and when
the thickness of the first tunneling layer 42 is less than 0.5 nm,
passivation property may be deteriorated. In order to further
improve the tunneling effect, the thickness of the first tunnel-
ing layer 42 may be 0.5 nm to 4 nm, more specifically, 0.5 nm
to 2 nm, but the embodiment of the invention is not limited
thereto and the thickness of the first tunneling layer 42 may be
changed.

[0049] Inthe embodiment of the invention, the first tunnel-
ing layer 42 is formed over the front surface of the semicon-
ductor substrate 10, thereby entirely removing defects on the
front surface of the semiconductor substrate 10. As a result,
open circuit voltage of the solar cell 100 is improved and
efficiency of the solar cell 100 is thus enhanced.

[0050] Inthe embodiment of the invention, the emitter area
20 includes a first portion 20a formed on the first tunneling
layer 42. The first portion 20a may include a polycrystalline,
amorphous or microcrystalline semiconductor having a dif-
ferent conductive type (for example, p-type or n-type) from
the semiconductor substrate 10. For example, the emitter area
may include polycrystalline silicon, amorphous silicon or
microcrystalline silicon doped with a second conductive type
dopant. In this instance, the emitter area 20 including the first
portion 20a can be easily manufactured by various methods
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by forming the first portion 20a with a polycrystalline, amor-
phous or microcrystalline semiconductor.

[0051] Inthe embodiment of the invention, the first portion
20a of the emitter area 20 may be entirely formed over the first
tunneling layer 42. As used herein, the expression “entirely
formed” means that an element such as a layer is formed over
an entire surface without an empty area or a non-coverage
area, or is formed over an entire area excluding pre-desig-
nated or inevitably formed regions such as periphery region,
isolation region or the like. A first passivation film 21 and/or
a first anti-reflective film 22 may be formed on the emitter
area 20 (more specifically, a first portion 20a). In the embodi-
ment of the invention, a configuration in which the first pas-
sivation film 21 is formed on the emitter area 20 and the first
anti-reflective film 22 is formed on the first passivation film
21 is exemplified. In the embodiment, the first passivation
film 21 may be formed in a substantially entire region over the
front surface of the back surface field area 30, excluding a
region corresponding to the first electrode 24. In addition, the
first anti-reflective film 22 may be formed in a substantially
entire region over the front surface of the first passivation film
21, excluding a region corresponding to the first electrode 24.
[0052] The first passivation film 21 passivates defects
present in the emitter area 20, removes recombination sites of
minority carriers and thereby increases an open circuit volt-
age of the solar cell 100. In addition, the first anti-reflective
film 22 reduces reflectivity of light incident upon the front
surface of the semiconductor substrate 10, thereby increasing
the amount of light reaching the tunnel junction formed
through the semiconductor substrate 10 and the emitter area
20. Accordingly, short circuit current (Isc) of the solar cell
100 can be increased. As such, the first passivation film and
the first anti-reflective film 22 increase open circuit voltage
and short circuit current of the solar cell 100, thereby improv-
ing efficiency of the solar cell 100.

[0053] The first passivation film 21 may be formed of a
material capable of effectively passivating the emitter area 20.
For example, the first passivation film 21 may be a single film
including one selected from the group consisting of silicon
nitride, silicon nitride containing hydrogen, silicon oxide,
silicon oxide nitride, aluminum oxide, zirconium oxide,
hafnium oxide, MgF,, ZnS, TiO, and CeO,, or a multilayer
film including a combination of two or more films. When the
emitter area 20 is n-type, the first passivation film 21 may
include silicon oxide or silicon nitride having a positive
charge or the like, and when the emitter area 20 is p-type, the
first passivation film 21 may include aluminum oxide, zirco-
nium oxide, hafnium oxide or the like having a negative
charge.

[0054] In addition, the first anti-reflective film 22 may be
formed of a variety of materials capable of preventing surface
reflection. For example, the first anti-reflective film 22 may be
a single film including one selected from the group consisting
of silicon nitride, silicon nitride containing hydrogen, silicon
oxide, silicon oxide nitride, aluminum oxide, MgF,, ZnS,
TiO, and CeO,, or a multilayer film including a combination
oftwo or more films. However, the embodiment of the inven-
tion is not limited thereto and the first anti-reflective film 22
may include a variety of materials.

[0055] The first electrode 24 is electrically connected to the
emitter area 20 via an opening formed in the first passivation
film 21 and the first anti-reflective film 22 (that is, while
passing through the first passivation film 21 and first anti-
reflective film 22). The first electrode 24 may be formed to
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have various shapes using various materials. Plane shape of
the first electrode 24 or the like will be described in more
detail later.

[0056] Meanwhile, a second tunneling layer 44 is entirely
formed over another surface (for example, back surface, here-
inafter, referred to as a “back surface”) of the semiconductor
substrate 10. As used herein, the expression “entirely formed”
means that an element such as a layer is formed over an entire
surface without an empty area or a non-coverage area, or is
formed in an entire area excluding pre-designated or inevita-
bly formed regions such as periphery region, isolation region
or the like.

[0057] The second tunneling layer 44 passivates the surface
of the semiconductor substrate 10 having many recombina-
tion sites and facilities transfer of carriers through a tunneling
effect.

[0058] The second tunneling layer 44 may include a mate-
rial providing passivation and tunneling effects, for example,
oxide, nitride, a semiconductor, a conductive polymer or the
like. For example, the second tunneling layer 44 may include
silicon oxide, silicon nitride, silicon oxide nitride, intrinsic
amorphous silicon, intrinsic polycrystalline silicon or the
like. In this instance, the second tunneling layer 44 can be
easily and stably formed.

[0059] Inorder to provide sufficient passivation and tunnel-
ing effects, the second tunneling layer 44 may have a thick-
ness of 5 nm or less, or 0.5 nm to 5 nm (for example, 0.5 nm
to 4 nm, for example, 0.5 nm to 2 nm). When the thickness of
the second tunneling layer 44 exceeds 5 nm, tunneling is not
efficiently performed and the solar cell 100 may not operate,
and when the thickness ofthe second tunneling layer 44 is less
than 0.5 nm, passivation property may be deteriorated. In
order to further improve the tunneling effect, the thickness of
the second tunneling layer 44 may be 0.5 nm to 4 nm, more
specifically, 0.5 nm to 2 nm, but the embodiment of the
invention is not limited thereto and the thickness of the second
tunneling layer 44 may be changed.

[0060] The second tunneling layer 44 is formed over the
back surface of the semiconductor substrate 10, thereby
entirely removing defects on the back surface of the semicon-
ductor substrate 10. As a result, open circuit voltage of the
solar cell 100 is improved and efficiency of the solar cell 100
is thus enhanced.

[0061] Inthe embodimentofthe invention, the back surface
field area 30 includes a first portion 30a formed on the second
tunneling layer 44. The first portion 30a of the back surface
field area 30 formed on the second tunneling layer 44 may
include a polycrystalline, amorphous or microcrystalline
semiconductor having the same conductive type (for
example, p-type or n-type) as the semiconductor substrate 10.
For example, the first portion 30a of the back surface field
area 30 may include a polycrystalline silicon, amorphous
silicon or microcrystalline silicon doped with a first conduc-
tive type dopant. In this instance, the back surface field area
30 can be easily manufactured by various methods by form-
ing the first portion 30a of the back surface field area 30 with
a polycrystalline, amorphous or microcrystalline semicon-
ductor.

[0062] Inthe embodimentofthe invention, the back surface
field area 30 may be entirely formed over the second tunnel-
ing layer 44. As used herein, the expression “entirely formed”
means that an element such as a layer is formed over an entire
surface without an empty area or a non-coverage area, or is
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formed in an entire area excluding pre-designated or inevita-
bly formed regions such as periphery region, isolation region
or the like.

[0063] A second passivation film 31 and/or a second anti-
reflective film 32 may be formed on the back surface field area
30. In the embodiment of the invention, a configuration in
which the second passivation film 31 is formed on the back
surface field area 30 and the second anti-reflective film 32 is
formed on the second passivation film 31 is exemplified. In
the embodiment of the invention, the second passivation film
31 may be formed in a substantially entire region over the
front surface of the back surface field area 30, excluding a
region corresponding to the second electrode 34. In addition,
the second anti-reflective film 32 may be formed in a substan-
tially entire region over the front surface of the second passi-
vation film 31, excluding a region corresponding to the sec-
ond electrode 34.

[0064] The second passivation film 31 passivates defects
present in the back surface field area 30, removes recombi-
nation sites of minority carriers and thereby increases an open
circuit voltage of the solar cell 100. In addition, the second
anti-reflective film 32 reduces reflectivity of light incident
upon the back surface of the semiconductor substrate 10,
thereby increasing the amount of light reaching the tunnel
junction formed through the semiconductor substrate 10 and
the emitter area 20. Accordingly, short circuit current (Isc) of
the solar cell 100 can be increased. As such, the second
passivation film and the second anti-reflective film 32
increase open circuit voltage and short circuit current of the
solar cell 100, thereby improving efficiency of the solar cell
100.

[0065] The second passivation film 31 may be formed of a
material capable of effectively passivating the back surface
field area 30. For example, the second passivation film 31 may
be a single film including one selected from the group con-
sisting of silicon nitride, silicon nitride film containing hydro-
gen, silicon oxide, silicon oxide nitride, aluminum oxide,
zirconium oxide, hafhium oxide, MgF,, ZnS, TiO, and CeO,,
or a multilayer film including a combination of two or more
films. When the back surface field area 30 is p-type, the
second passivation film 31 may include aluminum oxide,
zirconium oxide, hafnium oxide or the like having a negative
charge, and when the back surface field area 30 is n-type, the
second passivation film 31 may include silicon oxide, silicon
nitride or the like having a positive charge.

[0066] In addition, the second anti-reflective film 32 may
be formed of a variety of materials capable of preventing
surface reflection. For example, the second anti-reflective
film 32 may be a single film including one selected from the
group consisting of silicon nitride, silicon nitride containing
hydrogen, silicon oxide, silicon oxide nitride, aluminum
oxide, MgF,, ZnS, TiO, and CeO,, or a multilayer film
including a combination of two or more films. However, the
embodiment of the invention is not limited thereto and the
second anti-reflective film 32 may include a variety of mate-
rials.

[0067] The second electrode 34 is electrically connected to
the back surface field area 30 via an opening formed in the
second passivation film 31 and the second anti-reflective film
32 (that is, while passing through the second passivation film
31 and the second anti-reflective film 32). The second elec-
trode 34 may be formed to have various shapes using various
materials. Plane shape of the second electrode 34 or the like
will be described in more detail later.
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[0068] Hereinafter, plane shapes of the first and second
electrodes 24 and 34 will be described in more detail with
reference to FIG. 2.

[0069] Referring to FIG. 2, the first and second electrodes
24 and 34 may for example include a plurality of finger
electrodes 24a and 34a having a first pitch P1 and being
disposed in parallel to each other. The first and second elec-
trodes 24 and 34 may include bus bar electrodes 245 and 345
which are formed in a direction crossing a direction in which
the finger electrodes 24a and 34a are disposed and connect
the finger electrodes 24a and 34a. Such a bus bar electrode
24b or 345 may be only one, and bus bar electrodes having a
second pitch P2 larger than the first pitch P1 may be provided.
In this instance, a width W2 of the bus bar electrode 245 may
be greater than a width W1 of the finger electrode 24a, but the
embodiment of the invention is not limited thereto and the
width W2 of the bus bar electrode 245 may be equal to or
smaller than the width W1 of the finger electrode 24a. In
addition, various modifications such as a configuration in
which the bus bar electrode 245 is not formed are possible.
The shape of the first electrode 24 is provided only as an
example, but the embodiment of the invention is not limited
thereto. In the drawing, the first pitch P1 of the first and
second electrodes 24 and 34 is described without distinction
and the second pitch P2 of the first and second electrodes 24
and 34 is described without distinction. The first pitch P1 of
the first electrode 24 may be equal to or different from the first
pitch P1 of the second electrode 34, and the second pitch P2
of the first electrode 24 may be equal to or different from the
second pitch P2 of the second electrode 34.

[0070] As seen from the cross-section, the finger electrode
24q and the bus bar electrode 245 of the first electrode 24 may
pass through the first passivation film 21 and the first anti-
reflective film 22. Similarly, the finger electrode 34a and the
bus bar electrode 345 of the second electrode 34 may pass
through the second passivation film 31 and the second anti-
reflective film 32. Alternatively, the finger electrode 24a of
the first electrode 24 may pass through the first passivation
film 21 and the first anti-reflective film 22 and the bus bar
electrode 245 may be formed on the first passivation film 21.
Similarly, the finger electrode 34a of the second electrode 34
may pass through the second passivation film 31 and the
second anti-reflective film 32 and the bus bar electrode 345
may be formed on the second passivation film 31 and the
anti-reflective film 32.

[0071] The first and second electrodes 24 and 34 may be
composed of a highly conductive metal or the like and may be
formed by a variety of methods such as coating, deposition,
printing or the like. The embodiment of the invention is not
limited to materials, formation method and the like, of the first
and second electrodes 24 and 34.

[0072] In the solar cell 100 having the structure, the first
portion 20a of the emitter area 20 which is another conductive
type area is formed on the front surface of the semiconductor
substrate 10 such that the first tunneling layer 42 is interposed
between the first portions 20a and the semiconductor sub-
strate 10. The first tunneling layer 42 is entirely formed over
the front surface of the semiconductor substrate 10, thereby
effectively removing defects on the front surface of the semi-
conductor substrate 10. In this instance, the first tunneling
layer 42 effectively transfers carriers causing photoelectric
conversion. That is, in conventional solar cells, a portion of
the semiconductor substrate is doped at a high concentration
with a dopant, thereby forming a doping area serving as an
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emitter area in the semiconductor substrate. In such an
instance, doping with the dopant causes damage to the semi-
conductor substrate and generation of recombination sites on
the surface of the semiconductor substrate. Although a pas-
sivation film is formed in order to prevent these problems, the
passivation film is not disposed in portions adjacent to elec-
trodes on the semiconductor substrate, thus making effective
removal of the recombination sites difficult. Accordingly,
efficiency of the solar cell is low due to recombination sites on
the surface of the semiconductor substrate.

[0073] On the other hand, in the embodiment of the inven-
tion, the front surface of the semiconductor substrate 10
where many recombination sites may be present is entirely
passivated using the first tunneling layer 42 and the first
portion 20a of the emitter area 20 is formed on the first
tunneling layer 42. As a result, damage to the semiconductor
substrate 10 is prevented and recombination sites on the front
surface of the semiconductor substrate 10 are effectively
removed. In particular, the emitter area 20 is composed of
only the first portion 20a, thereby simplifying a structure of
the emitter area 20 and minimizing damage to the semicon-
ductor substrate 10. As a result, efficiency of the solar cell 100
can be improved.

[0074] In addition, the back surface field area 30 which is
another conductive type area is formed on the back surface of
the semiconductor substrate 10 such that the second tunneling
layer 44 is interposed between the back surface field area 30
and the semiconductor substrate 10. The second tunneling
layer 44 is entirely formed over the back surface of the semi-
conductor substrate 10, thereby effectively removing defects
on the back surface of the semiconductor substrate 10. In this
instance, the second tunneling layer 44 effectively transfers
carriers causing photoelectric conversion. As a result, damage
to the semiconductor substrate 10 is further prevented and
recombination sites on the back surface of the semiconductor
substrate 10 are effectively removed. In particular, the back
surface field area 30 is composed of only the first portion 30a,
thereby simplifying a structure of the back surface field area
30 and minimizing damage to the semiconductor substrate
10. As a result, efficiency of the solar cell 100 can be further
improved.

[0075] Based on this configuration, the semiconductor sub-
strate 10 includes only the base area 110 without any addi-
tional doping area, thus maintaining superior properties of the
semiconductor substrate 10.

[0076] In this instance, the emitter area 20 and the back
surface field area 30 may be disposed at different sides of the
semiconductor substrate 10 to form a double-surface light-
receiving type structure. As a result, light is incident upon the
back surface of the semiconductor substrate 10 as well as the
front surface of the semiconductor substrate 10, thereby
increasing an amount of incident light and improving effi-
ciency of the solar cell 100. Because the emitter area 20 and
the back surface field area 30 are not adjacent to each other,
the necessity of performing an isolation process when the
emitter area 20 and the back surface field area 30 are formed
to be adjacent to each other is eliminated. In addition, because
the emitter area 20 and the back surface field area 30 are
entirely formed, thus requiring no additional patterning and
alignment processes. As a result, manufacturing process is
simplified and cost is thus reduced.
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[0077] In addition, the first passivation film 21 and the first
anti-reflective film 22 are formed on the front surface of the
semiconductor substrate 10, thereby further improving effi-
ciency of the solar cell 100.

[0078] In addition, the second electrode 34 is formed to
have a configuration including the finger electrode 34a and
the bus bar electrode 345, thereby enabling light to be incident
upon the back surface of the semiconductor substrate 10 and
enhancing utilization of light. In this instance, the second
passivation film 31 and the second anti-reflective film 32 are
formed on the back surface of the semiconductor substrate 10,
thereby further improving efficiency of the solar cell 100.
[0079] Hereinafter, solar cells according to modified
embodiments and other embodiments of the invention will be
described in more detail with reference to FIGS. 3 to 10.
Details of contents or elements that are the same as or similar
to the description given above are not further mentioned, and
only description that differ from the description above is
described in detail.

[0080] FIG. 3 is a sectional view illustrating a solar cell
according to a modified embodiment of the embodiment
shown in FIG. 1.

[0081] Referring to FIG. 3, the solar cell according to the
modified embodiment does not include first and second pas-
sivation films 21 and 31, and includes the first anti-reflective
film 22 formed on the emitter area 20 and the second anti-
reflective film 32 formed on the back surface field area 30.
Based on this configuration, the overall process is simplified
and manufacturing cost is thus reduced. In addition, the first
and second anti-reflective films 22 and 32 also serve as pas-
sivation films. As a result, production efficiency is improved
and superior properties of the solar cell are maintained.

[0082] The embodiment of the invention allows other vari-
ous modifications. For example, all configurations in which at
least one of the first and second passivation films 21 and 22
and the first and second anti-reflective films 31 and 32 is not
provided fall into the scope of the embodiment of the inven-
tion.

[0083] FIG. 4 is a sectional view illustrating a solar cell
according to another embodiment of the invention.

[0084] Referring to FIG. 4, the solar cell according to the
embodiment of the invention has a configuration in which the
back surface field area 30 includes a second portion 305
including a doping area formed in the semiconductor sub-
strate 10. That is, the semiconductor substrate 10 may include
the base area 110 as an undoped area and the second portion
305 of the back surface field area 30 formed by doping the
semiconductor substrate 10 with a dopant having the same
conductive type as the semiconductor substrate 10. As a
result, the second portion 305 may have the same crystalline
structure as the base area 110. The second portion 305 of the
back surface field area 30 may be formed by a variety of
doping methods (for example, thermal diffusion, ion implan-
tation or the like).

[0085] In the drawing, an instance in which the second
portion 305 of the back surface field area 30 has a homoge-
neous structure having a uniform doping concentration is
exemplified, but the embodiment of the invention is not lim-
ited thereto and modified embodiments associated therewith
will be described again with reference to FIGS. 5 and 6.
[0086] The second passivation film 31 and/or the second
anti-reflective film 32 may be formed on the back surface field
area 30.
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[0087] Inaninstancein which the back surface field area 30
including the second portion 305 formed by doping the semi-
conductor substrate 10 is formed, a previous process may be
used on the back surface during formation of the back surface
field area 30. That is, the first portion 20a of the emitter area
20 is formed on the first tunneling layer 42 on the front surface
of the semiconductor substrate 10, thereby improving effi-
ciency of the solar cell and previous equipment may be used
in the second portion 305 of the back surface field area 30.
That is, properties can be improved in consideration of effi-
ciency and production efficiency.

[0088] FIG. 5 is a sectional view illustrating a solar cell
according to a modified embodiment of the embodiment
shown in FIG. 4.

[0089] Referring to FIG. 5, the back surface field area 30 in
the modified embodiment may have a selective structure for
the back surface field area 30. That is, the back surface field
area 30 may include a first region 301 which has a high dopant
concentration and thus a relatively low resistance, and a sec-
ond region 302 which has a lower dopant concentration than
the first region 301 and thus a relatively high resistance. The
first region 301 is formed such that the first region 301 con-
tacts a part or an entirety (that is, at least a part) of the second
electrode 34.

[0090] Based on this configuration, the second region 302
having a relatively high resistance is formed between the
second electrodes 34 upon which light is incident, thereby
improving passivation effect. Together with this, the first
region 301 having a relatively low resistance in a region
adjacent to the first electrode 34 is formed, thereby reducing
contact resistance with the first electrode 34. That is, the
second portion 305 of the back surface field area 30 of the
embodiment of the invention maximizes efficiency of the
solar cell through the selective structure.

[0091] FIG. 6 is a sectional view illustrating another modi-
fied embodiment of the embodiment shown in FIG. 4.

[0092] Referring to FIG. 6, in the embodiment of the inven-
tion, the second portion 305 of the back surface field area 30
may have a local structure. That is, the second portion 305 of
the back surface field area 30 may include a first region 301
locally formed only in a region corresponding to at least a part
of the second electrode 34. As a result, damage to the semi-
conductor substrate 10 is minimized and surface recombina-
tion sites are thus minimized.

[0093] FIG. 7 is a sectional view illustrating a solar cell
according to another modified embodiment of the embodi-
ment shown in FIG. 4.

[0094] Referring to FIG. 7, the solar cell according to the
modified embodiment does not include first and second pas-
sivation films 21 and 31 and includes the first anti-reflective
film 22 formed on the emitter area 20 and the second anti-
reflective film 32 formed on the back surface field area 30. As
a result, the overall process is simplified and cost is reduced.
In addition, the first and second anti-reflective films 22 and 32
also serve as passivation films. As a result, production effi-
ciency is improved and superior properties of the solar cell are
maintained.

[0095] The embodiment of the invention allows other vari-
ous modifications. For example, all configurations in which at
least one of the first and second passivation films 21 and 22,
and the first and second anti-reflective films 31 and 32 is not
provided fall into the scope of the embodiment of the inven-
tion.
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[0096] FIG. 7 illustrates an example in which the second
portion 305 of the back surface field area 30 has a uniform
structure shown in FIG. 4, but the second portion 305 of the
back surface field area 30 may have a selective structure or a
local structure shown in FIG. 5 or 6.

[0097] FIG. 8 is a sectional view illustrating a solar cell
according to another embodiment of the invention.

[0098] Referring to FIG. 8, in the solar cell according to the
embodiment of the invention, the emitter area 20 includes a
second portion 205 including a doping area formed in the
semiconductor substrate 10. That is, the semiconductor sub-
strate 10 may include the base area 110 as an undoped region
and the second portion 205 of the emitter area 20 formed by
doping the semiconductor substrate 10 with a dopant having
a conductive type different from the semiconductor substrate
10. As a result, the second portion 205 may have the same
crystalline structure as the base area 110. The emitter area 20
may be formed by a variety of doping methods (for example,
thermal diffusion, ion implantation or the like).

[0099] In the drawing, an instance in which the second
portion 205 of the emitter area 20 has a homogeneous struc-
ture having a uniform doping concentration is exemplified,
but the embodiment of the invention is not limited thereto and
modified embodiments associated therewith will be
described again with reference to FIG. 9.

[0100] The first passivation film 21 and/or the first anti-
reflective film 22 may be formed on the emitter area 20.
[0101] Inaninstancein which the emitter area 20 including
the second portion 205 formed by doping the semiconductor
substrate 10 is formed, a previous process may be used on the
back surface during formation of the emitter area 20. Accord-
ingly, previous equipment may be used. That is, properties
can be improved in consideration of efficiency and produc-
tion efficiency.

[0102] FIG. 9 is a sectional view illustrating a solar cell
according to a modified embodiment of the embodiment
shown in FIG. 8.

[0103] Referringto FIG. 9, in the embodiment of the inven-
tion, the second portion 205 of the emitter area 20 may have
a selective structure.

[0104] That is, the emitter area 20 may include a first region
201 which has a high dopant concentration and thus a rela-
tively low resistance, and a second region 202 which has a
lower dopant concentration than the first region 301 and thus
a relatively high resistance. The first region 201 is formed
such that the first region 201 contacts a part or an entirety (that
is, at least a part) of the first electrode 24.

[0105] As such, in the embodiment of the invention, the
second region 202 having a relatively high resistance is
formed in a region between the first electrode 24 into which
light is incident, thereby implementing a shallow emitter. As
aresult, current density of the solar cell is improved. Together
with this, the first region 201 having a relatively low resis-
tance is formed in a region adjacent to the first electrode 24,
thereby reducing contact resistance with the first electrode 24.
That is, the second portion 205 of the emitter area 20 accord-
ing to the embodiment of the invention maximizes efficiency
of the solar cell through the selective emitter structure.
[0106] FIG. 10 is a sectional view illustrating a solar cell
according to another modified embodiment of the embodi-
ment shown in FIG. 8.

[0107] Referring to FIG. 10, the solar cell according to the
modified embodiment does not include first and second pas-
sivation films 21 and 31, and includes the first anti-reflective
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film 22 formed on the emitter area 20 and the second anti-
reflective film 32 formed on the back surface field area 30. As
a result, the overall process is simplified and cost is reduced.
In addition, the first and second anti-reflective films 22 and 32
also serve as passivation films. As a result, production effi-
ciency is improved and superior properties of the solar cell are
maintained.

[0108] The embodiment of the invention allows other vari-
ous modifications. For example, all configurations in which at
least one of the first and second passivation films 21 and 22,
and the first and second anti-reflective films 31 and 32 is not
provided fall into the scope of the embodiment of the inven-
tion.

[0109] FIG. 10 illustrates an example in which the second
portion 205 of the emitter area 20 has a uniform structure
shown in FIG. 8, but the second portion 205 of the emitter area
20 may have a selective structure shown in FIG. 9 in other
embodiments of the invention.

[0110] FIG. 11 is a sectional view illustrating a solar cell
according to another embodiment of the invention. Referring
to FIG. 11, in the embodiment of the invention, at least one of
the conductive type areas 20 and 30 may include a plurality of
portions 20a, 205, 30a and 305 disposed such that tunneling
layers 42 and 44 are interposed between the portions.

[0111] Inthe embodiment of the invention, the emitter area
20 includes a plurality of portions disposed such that the first
tunneling layer 42 is interposed between the portions. Spe-
cifically, in the embodiment of the invention, the emitter area
20 includes the first portion 20a and the second portion 205
disposed such that the first tunneling layer 42 is interposed
between the first and second portions 20a and 205. In the
drawings and the descriptions, an instance in which the por-
tions of the emitter area 20 includes two layers in total (that is,
the first portion 20a and the second portion 205) is exempli-
fied, but the embodiment of the invention is not limited
thereto and the portions of the emitter area 20 may include a
plurality of portions including three or more layers. The emit-
ter area 20 will be described in more detail.

[0112] In this instance, the first portion 20a of the emitter
area 20 may be disposed between the first tunneling layer 42
and the first electrode 24 on the first tunneling layer 42. The
first portion 20a has been described with reference to the
embodiment shown in FIG. 1 and a detailed explanation of
contents the same as the description thereof is omitted.
[0113] The second portion 205 of the emitter area 20 is
formed in an inner portion of the semiconductor substrate 10
adjacent to the front surface of the semiconductor substrate
10, or is formed adjacent to the semiconductor substrate 10 on
the front surface of the semiconductor substrate 10. That is,
the emitter area 20 may be formed in a portion of the semi-
conductor substrate 10 adjacent to the first tunneling layer 42
or may be disposed between the semiconductor substrate 10
and the first tunneling layer 42 or between the base area 110
and the first tunneling layer 42.

[0114] For example, in the embodiment of the invention,
the second portion 205 may be composed of a doping area
formed by doping the semiconductor substrate 10 with a
second conductive type dopant. Accordingly, the second por-
tion 205 may be composed of a monocrystalline semiconduc-
tor (for example, monocrystalline silicon) doped with a sec-
ond conductive type dopant. In this instance, the second
conductive type dopant may be any impurity having a second
conductive type opposite to the base area 110. That is, when
the second conductive type dopant is p-type, a Group III
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element such as boron (B), aluminum (Al), gallium (Ga) or
indium (In) may be used. When the second conductive type
dopant is n-type, a Group V element such as phosphorous (P),
arsenic (As), bismuth (Bi) or antimony (Sb) may be used.
[0115] The first portion 20a and the second portion 205
may be entirely formed over the front surface of the semicon-
ductor substrate 10. As used herein, the expression “entirely
formed” means that the first portion 20a or the second portion
205 is formed over 100% of the front surface, or an area in
which the first portion 20a or the second portion 205 is not
formed is inevitably disposed in a part of the surface. By
entirely forming the first portion 20a and the second portion
20b, an area of pn junction is maximized and an additional
patterning process or the like is omitted.

[0116] The second portion 205 may include a doping area
formed by diffusing the second conductive type dopant in the
first portion 20a into the semiconductor substrate 10. In this
instance, the second conductive type dopant in the second
portion 205 and the second conductive type dopant in the first
portion 20a may include an identical material. For example,
when the first portion 20a includes boron (B) as the second
conductive type dopant, the second portion 205 also includes
boron as the second conductive type dopant. This will be
described in more detail later, but the embodiment of the
invention is not limited thereto and various processes such as
separate formation of the first portion 20a and the second
portion 205 may be performed.

[0117] The second portion 205 is an area which forms a pn
junction with the base area 110 in the semiconductor sub-
strate 10. The first portion 20a is an area connected to the first
electrode 24 on the first tunneling layer 42.

[0118] Inthis Instance, the second portion 205 and the first
portion 20a of the emitter area 20 are doped at different
doping concentrations with the second conductive type
dopant. Specifically, because the doping concentration of the
first portion 20a is higher than the doping concentration of the
second portion 205, the second portion 206 forms a low
concentration doping portion and the first portion 20a forms
a high concentration doping portion. In this instance, the
doping concentration in the first portion 20a may be uniform.
Alternatively, a doping concentration of a region adjacent to
the first electrode 24 may be higher than a doping concentra-
tion of a region adjacent to the first tunneling layer 42. In this
instance, by controlling process conditions for forming the
first portion 20a, the doping concentration is gradually or
stepwise increased, as a distance from the first tunneling layer
42 increases. As such, when the doping concentration of the
region adjacent to the first electrode 24 is relatively higher,
contact resistance between the emitter area 20 and the first
electrode 24 can be minimized.

[0119] The second portion 205 disposed in the semicon-
ductor substrate 10 is formed in a low concentration, thereby
minimizing recombination of carriers (in particular, Auger
recombination) which may be generated or occur in the sec-
ond portion 204. In addition, the first portion 20a which is
connected to the first electrode 24 while contacting the first
electrode 24 is formed in a high concentration, thereby mini-
mizing contact resistance with the first electrode 24.

[0120] For example, a ratio of the doping concentration of
the first portion 20a to the doping concentration of the second
portion 205 may be 5 to 10. When the concentration ratio is
lower than 5, the effect of reducing recombination may be
insufficient due to a high doping concentration of the second
portion 205. When the concentration ratio exceeds 10, prop-
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erties of pn junction may be deteriorated due to insufficient
formation of the second portion 204. In this instance, the
doping concentration of the second portion 206 may be
5x10'¥/cm? to 5x10*°/cm?, and the doping concentration of
the first portion 20a may be 5x10™°/cm? to 5x10°°/cm? which
is higher than the doping concentration of the second portion
205. Within the doping concentration range, the first portion
20a forms a pn junction and recombination is minimized, and
the second portion 205 may have superior electrical proper-
ties with the first electrode 24, but the embodiment of the
invention is not limited thereto and doping concentrations or
the like of the first and second portions 20a and 205 may be
changed.

[0121] In addition, the second portion 205 and the first
portion 20a of the emitter area 20 may differ from each other
in thickness. More specifically, the first portion 20a is thicker
than the second portion 204, and the first and second portions
20a and 205 may be thicker than the first tunneling layer 42.
The thickness of the second portion 205 is controlled to a
relatively small level, thereby minimizing recombination of
carriers which may be generated or occur in the semiconduc-
tor substrate 10. In addition, the first portion 20a is formed at
a relatively great thickness, thereby maintaining excellent
contact with the first electrode 24. In addition, the thickness of
the first tunneling layer 42 is controlled to the minimum,
thereby preventing blocking of flow of majority carriers
between the second portion 205 and the first portion 20a, but
the embodiment of the invention is not limited thereto and the
second portion 205 may be thicker than the first portion 20a.
[0122] For example, a ratio of the thickness of the first
portion 20q to the thickness of the second portion 205 may be
0.5 to 100, more specifically, 1 to 100. When taking into
consideration recombination of carriers which may be gen-
erated or occur by the second portion 205, minimization of
damage to the semiconductor substrate 10, electrical proper-
ties of the first portion 20a and the like, the thickness ratio
may be 10 to 50. In this instance, the thickness of the second
portion 205 may be 5 nm to 100 nm, and the thickness of the
first portion 20a may be 50 nm to 500 nm, but the embodiment
of the invention is not limited thereto and thicknesses or the
like of the first and second portions 20a and 205 may be
changed.

[0123] As described above, the low concentration doping
portion, the second portion 205, forms a pn junction with the
base area 110. Unlike the embodiment of the invention, the
emitter layer is formed only on the first tunneling layer 42,
thereby preventing problems generated upon formation of pn
junction between the first tunneling layer 42 and the emitter
layer. That is, when the emitter layer is formed only on the
first tunneling layer 42, physical interface is formed between
the first tunneling layer 42 and the emitter layer constituting
the pn junction and properties of the emitter layer is greatly
affected by properties of the interface. For this reason, there is
a difficulty in securing stability of qualities of the emitter
layer. On the other hand, in the embodiment of the invention,
the second portion 205 of the emitter area 20 forms a pn
junction such that the second portion 205 is disposed in the
semiconductor substrate 10 or contacts the semiconductor
substrate 10, thus securing stability of the pn junction. As a
result, open circuit voltage of the solar cell 100 is improved
and efficiency of the solar cell 100 is thus improved.

[0124] The first tunneling layer 42 disposed between the
second portion 206 and the first portion 20a prevents minority
carriers from being injected into the first portion 20a from the
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second portion 205 and thereby inhibits recombination
between the carriers in the first portions 20a having a high
concentration. In addition, the first electrode 24 is connected
to the high concentration doping portion, the first portion 20a,
thereby minimizing contact resistance between the emitter
area 20 and the first electrode 24. As a result, fill factor of the
solar cell 100 is improved and efficiency of the solar cell 100
is thus improved.

[0125] Inthe embodiment ofthe invention, the back surface
field area 30 includes a plurality of portions disposed such
that the second tunneling layer 44 is interposed between the
portions. Specifically, in the embodiment of the invention, the
back surface field area 30 includes the second portion 3056 and
the first portion 30a which are disposed such that the second
tunneling layer 44 is interposed between the portions 305 and
30a. In the drawings and the description, an instance in which
the portions of the back surface field area 30 includes two
layers in total (that is, the first portion 30a and the second
portion 305) is exemplified, but the embodiment of the inven-
tion is not limited thereto and the portions of the back surface
field area 30 include a plurality of portions including three or
more layers. The back surface field area 30 will be described
in more detail.

[0126] Thesecond portion 305 ofthe back surface field area
30 may be formed in an inner portion of the semiconductor
substrate 10 adjacent to the back surface of the semiconductor
substrate 10, or may be formed adjacent to the semiconductor
substrate 10 on the back surface of the semiconductor sub-
strate 10. That is, the back surface field area 30 may be formed
in a portion of the semiconductor substrate 10 adjacent to the
second tunneling layer 44, or between the semiconductor
substrate 10 and the second tunneling layer 44, or between the
base area 110 and the second tunneling layer 44.

[0127] In this instance, the first portion 30a of the back
surface field area 30 may be disposed between the second
tunneling layer 44 and the second electrode 34 on the second
tunneling layer 44. The first portion 30a has been described
with reference to the embodiment shown in FIG. 1 and a
detailed explanation of contents the same as the description
thereof is omitted.

[0128] For example, in the embodiment of the invention,
the second portion 305 may be composed of a doping region
formed by doping the semiconductor substrate 10 with a first
conductive type dopant in a higher concentration than the
base area 100. Accordingly, the second portion 3056 may be
composed of a monocrystalline semiconductor (for example,
monocrystalline silicon) doped with a first conductive type
dopant. In this instance, the first conductive type dopant may
be any impurity having the same first conductive type as the
base area 110. That is, when the first conductive type dopant
is n-type, a Group V element such as phosphorous (P), arsenic
(As), bismuth (Bi) or antimony (Sb) may be used. When the
first conductive type dopant is p-type, a Group III element
such as boron (B), aluminum (Al), gallium (Ga) or indium
(In) may be used.

[0129] The second portion 305 and the first portion 30a
may be entirely formed over the back surface of the semicon-
ductor substrate 10. As used herein, the expression “entirely
formed” means that the first portion 20a or the second portion
205 is formed over 100% of the front surface, or an area in
which the first portion 20a or the second portion 205 is not
formed is inevitably disposed in a part of the surface. By
entirely forming the second portion 305 and the first portion
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30a, an area of the back surface field structure is maximized
and an additional patterning process or the like is omitted.

[0130] The second portion 305 may include a doping area
formed by diffusing the first conductive type dopant in the
first portion 30a into the semiconductor substrate 10. In this
instance, the first conductive type dopant in the second por-
tion 306 and the first conductive type dopant in the first
portion 30a may include an identical material. For example,
when the first portion 30a includes phosphorous (P) as the
first conductive type dopant, the second portion 305 may also
include phosphorous (P) as the first conductive type dopant.
This will be described in more detail later, but the embodi-
ment of the invention is not limited thereto and various pro-
cesses such as separate formation of the second portion 305
and the first portion 30a may be performed.

[0131] The second portion 305 is an area which forms a
back surface field structure with the base area 110 in the
semiconductor substrate 10. The first portion 30a is an area
connected to the second electrode 34 on the second tunneling
layer 44.

[0132] Inthis instance, the second portion 305 and the first
portion 30a of the back surface field area 30 are doped at
different doping concentrations with the first conductive type
dopant. Specifically, because the doping concentration of the
first portion 30a is higher than the doping concentration of the
second portion 305, the second portion 305 forms a low
concentration doping portion and the first portion 30a forms
a high concentration doping portion. In this instance, the
doping concentration in the first portion 30a may be uniform.
Alternatively, a doping concentration of a region adjacent to
the second electrode 34 may be higher than a doping concen-
tration of a region adjacent to the second tunneling layer 44.
In this instance, by controlling process conditions for forming
the first portion 30a, the doping concentration is gradually or
stepwise increased, as a distance from the second tunneling
layer 44 increases. As such, when the doping concentration of
the region adjacent to the second electrode 34 is relatively
higher, contact resistance between the back surface field area
30 and the second electrode 34 can be minimized.

[0133] The second portion 305 disposed in the semicon-
ductor substrate 10 is formed in a low concentration, thereby
minimizing recombination of carriers which may be gener-
ated or occur in the second portion 305. In addition, the first
portion 30a, which is connected to the second electrode 34
while contacting the second electrode 34, is formed in a high
concentration, thereby minimizing contact resistance with
the second electrode 34.

[0134] For example, a ratio of the doping concentration of
the second portion 30a to the doping concentration of the
second portion 306 may be 5 to 10. When the concentration
ratio is lower than 5, the effect of reducing recombination
may be insufficient due to a high doping concentration of the
second portion 305. When the concentration ratio exceeds 10,
the back surface field effect may be insufficient due to insuf-
ficient formation of the second portion 305. In this instance,
the doping concentration of the second portion 305 may be
5x10*#/cm? to 5x10*°/cm?, and the doping concentration of
the first portion 30a may be 5x10™°/cm? to 5x10?°/cm? which
is higher than the doping concentration of the second portion
305. Within the doping concentration range, the second por-
tion 305 forms a back surface field structure with superior
properties and the second portion 30a may have superior
electrical properties with the second electrode 34, but the
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embodiment of the invention is not limited thereto and doping
concentrations or the like of the first and second portions 30a
and 305 may be changed.

[0135] In addition, the second portion 306 and the first
portion 30a of the back surface field area 30 may differ from
each other in thickness. More specifically, the first portion
30a is thicker than the second portion 305, and the first and
second portions 30a and 305 may be thicker than the second
tunneling layer 44. The thickness of the second portion 305 is
controlled to a relatively small level, thereby minimizing
recombination of carriers which may be generated or occur in
the semiconductor substrate 10. In addition, the first portion
30a is formed at a relatively great thickness, thereby main-
taining excellent contact with the second electrode 44. In
addition, the thickness of the second tunneling layer 44 is
controlled to the minimum, thereby preventing blocking of
flow of majority carriers between the second portion 305 and
the first portion 30a, but the embodiment of the invention is
not limited thereto and the second portion 305 may be thicker
than the first portion 30a.

[0136] For example, a ratio of the thickness of the first
portion 30a to the thickness of the second portion 305 may be
0.5 to 100, more specifically, 1 to 100. When taking into
consideration recombination of carriers which may be gen-
erated or occur by the second portion 305, minimization of
damage to the semiconductor substrate 10, electrical proper-
ties of the first portion 30a and the like, the thickness ratio
may be 10 to 50. In this instance, the thickness of the second
portion 305 may be 5 nm to 100 nm, and the thickness of the
first portion 30a may be 50 nm to 500 nm, but the embodiment
of the invention is not limited thereto and thicknesses or the
like of the first and second portions 30a and 306 may be
changed.

[0137] As described above, the low concentration doping
portion, the second portion 305 forms the back surface field
structure with the base area 110. Accordingly, the back sur-
face field structure is formed in the semiconductor substrate
10 or is formed while contacting the semiconductor substrate
10, thereby securing stability of the back surface field struc-
ture. As a result, open circuit voltage of the solar cell 100 is
improved and efficiency of the solar cell 100 is thus enhanced.
[0138] The second tunneling layer 44 disposed between the
second portion 305 and the first portion 30a prevents minority
carriers from being injected into the first portion 30a from the
second portion 305 and thereby inhibits recombination
between the carriers in the first portions 30a having a high
concentration. In addition, the second electrode 34 is con-
nected to the high concentration doping portion, the first
portion 30a, thereby minimizing contact resistance between
the back surface field area 30 and the second electrode 34. As
a result, fill factor of the solar cell 100 is improved and
efficiency of the solar cell 100 is thus improved.

[0139] Inthe embodiment of the invention, the conductive
type areas 20 and 30 include first portions 20a and 30a, and
second portions 2056 and 305 disposed such that tunneling
layers 42 and 44 are interposed therebetween, thereby mini-
mizing recombination in the semiconductor substrate 10 and
improving electrical connection to the first and second elec-
trodes 24 and 34. As a result, efficiency of the solar cell 100
can be improved.

[0140] In the drawing of FIG. 11, an instance in which the
emitter area 20 includes the first and second portions 20a and
205, while the back surface field area 30 includes the first and
second portions 30a and 305 is exemplified, but the embodi-
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ment of the invention is not limited thereto. In a modified
embodiment, as shown in FIGS. 12 and 13, the emitter area 20
includes the first and second portions 20a and 205 and the
back surface field area 30 includes a single portion. In this
instance, as shown in FIG. 12, the back surface field area 30
may include a second portion 305 including a doping area
disposed in the semiconductor substrate 10. Alternatively, as
shown in FIG. 13, the back surface field area 30 may include
anadditional first portion 30a formed on the second tunneling
layer 44 on the back surface of the semiconductor substrate
10. In another modified embodiment, as shown in FIGS. 14
and 15, the back surface field area 30 includes first and second
portions 30a and 305 and the emitter area 20 includes a single
portion. In this instance, as shown in FIG. 14, the emitter area
20 may include a second portion 205 including a doping area
disposed in the semiconductor substrate 10. Alternatively, as
shown in FIG. 15, the emitter area 20 may include an addi-
tional first portion 20a on the second tunneling layer 44
formed on the back surface of the semiconductor substrate 10.
In addition, the second portions 205 and 3056 of the emitter
area 20 or the back surface field area 30 may have a variety of
structures such as a selective structure including portions
having different doping concentrations or a local structure
locally formed in areas adjacent to the electrodes 42 and 44.
The selective structure or local structure or the like has been
described with reference to FIGS. 5, 6 and 9 and a detailed
explanation thereof is omitted.

[0141] Hereinafter, the manufacturing method of the solar
cell 100 according to the embodiment shown in FIG. 11 will
be described in detail with reference to FIGS. 16A to 16E.
Hereinafter, details of the description given above are not
mentioned and only difference from the description above is
described in detail. In addition, the manufacturing method
described below may be applied to the corresponding part of
the embodiment shown in FIG. 1.

[0142] FIGS.16Ato16E are sectional views forillustrating
a method for manufacturing a solar cell according to an
embodiment of the invention.

[0143] First, as shown in FIG. 16A, a semiconductor sub-
strate 10 including a base area 110 having a first conductive
type dopant is prepared. In the embodiment of the invention,
the semiconductor substrate 10 may include silicon having an
n-type impurity. Examples of the n-type impurity include, but
are not limited to, Group V elements such as phosphorous (P),
arsenic (As), bismuth (Bi) and antimony (Sb).

[0144] At least one of the front and back surfaces of the
semiconductor substrate 10 is textured so that the surface has
irregularities. Wet or dry texturing may be used as the textur-
ing of the surface of the semiconductor substrate 10. Wet
texturing may be carried out by dipping the semiconductor
substrate 10 in a texturing solution and has an advantage of a
short process time. Dry texturing is a process of cutting the
surface of the semiconductor substrate 10 using a diamond
drill, laser or the like and enables formation of uniform irregu-
larities, but disadvantageously has long process time and
causes damage to the semiconductor substrate 10. Alterna-
tively, the semiconductor substrate 10 may be textured by
reactive ion etching (RIE) or the like. As such, the semicon-
ductor substrate 10 may be textured by a variety of methods.

[0145] Then, as shown in FIG. 16B, a first tunneling layer
42 and a first portion 20a of an emitter area 20 are formed on
the front surface of the semiconductor substrate 10 and a
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second tunneling layer 44 and a first portion 30a of a back
surface field area 30 are formed on the back surface of the
semiconductor substrate 10.

[0146] Inthis instance, the firstand second tunneling layers
42 and 44 may be formed, for example, by a method such as
thermal growth or deposition (for example, plasma-enhanced
chemical vapor deposition chemical (PECVD), atomic layer
deposition (ALD)) or the like, but the embodiment of the
invention is not limited thereto and the first and second tun-
neling layers 42 and 44 may be formed by a variety of meth-
ods. In addition, first portions 20« and 30a of conductive type
areas 20 and 30 may be formed of an amorphous, microcrys-
talline, or polycrystalline semiconductor. In this instance, the
first portions 20a and 30a may be formed by a method, for
example, thermal growth, deposition (for example, plasma-
enhanced chemical vapor deposition chemical (PECVD)) or
the like.

[0147] In addition, the first or second conductive type
dopant may be incorporated when forming the semiconductor
layer constituting the first portions 20a and 30a, and may be
doped after forming the semiconductor layer constituting the
first portions 20a and 30a, but the embodiment of the inven-
tion is not limited thereto and the first portions 20a and 30a
may be formed by a variety of methods.

[0148] A formation order or the like of the first tunneling
layer 42, the second tunneling layer 44, and the first portions
20a and 30a may be varied.

[0149] Then, as shown in FIG. 16C, the second conductive
type dopant in the first portion 20q is diffused into the semi-
conductor substrate 10 by thermal treatment to form the sec-
ond portion 205 of the emitter area 20, and the first conductive
type dopant in the first portion 30q is diffused into the semi-
conductor substrate 10 to form the second portion 305 of the
back surface field area 30. As such, in the embodiment of the
invention, the first portions 20a and 30a serve as doping
sources, thereby forming the second portions 205 and 305
through diffusion using thermal treatment without using an
additional doping method such as ion implantation. As a
result, the manufacturing process can be simplified.

[0150] Then, as shown in FIG. 16D, a first passivation film
21 and a first anti-reflective film 22 are formed on the first
portion 20a of the emitter area 20 and a second passivation
film 31 and a second anti-reflective film 32 are formed on the
first portion 30a of the back surface field area 30. The passi-
vation films 21 and 31 and the anti-reflective films 22 and 32
may be formed by a variety of methods such as vacuum
deposition, chemical vapor deposition, spin coating, screen
printing or spray coating. A formation order or the like of the
passivation films 21 and 31 and the anti-reflective films 22
and 32 may be varied.

[0151] Then, as shown in FIG. 16E, first and second elec-
trodes 24 and 34 respectively connected to the conductive
type areas 20 and 30 are formed. In this instance, for example,
openings are formed in the passivation films 21 and 31 and the
anti-reflective films 22 and 32, and the first and second elec-
trodes 24 and 34 are formed in the openings by a variety of
methods such as coating or deposition.

[0152] In another embodiment, the first and second elec-
trodes 24 and 34 may be formed by applying a paste for
forming the first and second electrodes onto the passivation
films 21 and 31 and the anti-reflective films 22 and 32 by
screen printing or the like, and then performing fire through,
laser firing contact or the like thereon. In this instance,
because the openings are formed during formation of the first
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and second electrodes 24 and 34, a process of separately
forming the openings is not required.

[0153] According to the embodiment of the invention, the
second portions 205 and 305 can be formed without using an
additional doping method such as ion implantation through
diffusion of first or second conductive type dopant in the first
portions 20a and 30a. As a result, the solar cell 100 with
superior efficiency can be manufacturing by a simple manu-
facturing process.

[0154] Inthe embodiment described above, an instance in
which the first and second tunneling layers 42 and 44, and the
conductive type areas 20 and 30 are formed, the passivation
films 21 and 31 and the anti-reflective films 22 and 32 are
formed, and the first and second electrodes 24 and 34 are then
formed is exemplified, but the embodiment of the invention is
not limited thereto. Accordingly, a formation order of the first
and second tunneling layers 42 and 44, the conductive type
areas 20 and 30, the passivation films 21 and 31, the anti-
reflective films 22 and 32, and the first and second electrodes
24 and 34 may be varied.

[0155] In addition, in the embodiment described above, an
instance in which the second portion 205 is formed by diffus-
ing the second conductive type dopant in the first portion 20a
of'the emitter area 20 and the second portion 305 is formed by
diffusing the second conductive type dopant in the first por-
tion 30a of the back surface field area 30 is exemplified, but
the embodiment of the invention is not limited thereto and the
second portions 205 and 305 may be formed by an additional
process (ion implantation, thermal diffusion, laser doping or
the like).

[0156] FIG. 17 is a sectional view illustrating a solar cell
according to another embodiment of the invention.

[0157] Referring to FIG. 17, in the embodiment of the
invention, the emitter area 20 includes a first portion 20a and
a second portion 205 disposed such that the first tunneling
layer 42 is interposed between the portions 20a and 205, and
the back surface field area 30 includes a first portion 30a and
a second portion 305 disposed such that the second tunneling
layer 44 is interposed between the portions 20a and 204.
[0158] Inthe embodiment of the invention, the second por-
tions 205 and 305 of the conductive type areas 20 and 30 may
be formed by doping an amorphous, microcrystalline or poly-
crystalline semiconductor layer (for example, silicon layer)
or the like formed on the semiconductor substrate 10 with a
conductive type dopant. That is, the second portions 205 and
305 of the conductive type areas 20 and 30 may be interposed
between the semiconductor substrate 10 and the tunneling
layers 42 and 44. In this instance, the conductive type dopant
may be incorporated during formation of the semiconductor
layer constituting the second portions 205 and 305, and may
be doped after formation of the semiconductor layer consti-
tuting the second portions 2056 and 305.

[0159] As such, in an instance in which the first and second
portions 20a and 30a are formed on the semiconductor sub-
strate 10, the semiconductor substrate 10 may include only
the base area 110. As a result, problems such as damage to the
semiconductor substrate 10 or increased recombination of
carriers which may be generated or occur during formation of
the doping area on the semiconductor substrate 10 can be
fundamentally prevented, but the embodiment of the inven-
tion is not limited thereto. Only the second portions 205 and
305 of one of the emitter area 20 and the back surface field
area 30 may be formed on the semiconductor substrate 10.
Alternatively, any one of the emitter area 20 and the back
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surface field area 30 may include the first portions 20a and
30a and the second portions 205 and 305.

[0160] Although the example embodiments of the inven-
tion have been disclosed for illustrative purposes, those
skilled in the art will appreciate that various modifications,
additions and substitutions are possible, without departing
from the scope and spirit of the invention as disclosed in the
accompanying claims.

What is claimed is:

1. A solar cell comprising:

a semiconductor substrate;

a first tunneling layer entirely formed over a surface of the

semiconductor substrate;

a first conductive type area on the surface of the semicon-

ductor substrate; and

an electrode including a first electrode connected to the

first conductive type area,

wherein the first conductive type area comprises a first

portion which is disposed on the first tunneling layer and
comprises a polycrystalline, amorphous or microcrys-
talline semiconductor doped with a first conductive type
dopant.

2. The solar cell according to claim 1, wherein the first
tunneling layer has a thickness of 0.5 nm to 5 nm.

3. The solar cell according to claim 1, wherein the first
tunneling layer comprises at least one of silicon oxide, silicon
nitride, silicon oxide nitride, intrinsic amorphous silicon and
intrinsic polycrystalline silicon.

4. The solar cell according to claim 1, wherein the first
portion of the first conductive type area is entirely formed
over the first tunneling layer.

5. The solar cell according to claim 1, wherein the first
tunneling layer is entirely disposed over the semiconductor
substrate.

6. The solar cell according to claim 1, wherein the first
conductive type area further comprises a second portion
which is disposed in a portion of the semiconductor substrate
adjacent to the first tunneling layer or is interposed between
the first tunneling layer and the semiconductor substrate.

7. The solar cell according to claim 6, wherein the first
portion and the second portion are doped at different concen-
trations with a conductive type dopant.

8. The solar cell according to claim 7, wherein the doping
concentration of the first portion is higher than the doping
concentration of the second portion.

9. The solar cell according to claim 1, wherein a doping
concentration of an area of the first portion adjacent to the first
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electrode is higher than a doping concentration of an area of
the first portion adjacent to the first tunneling layer.

10. The solar cell according to claim 8, wherein a ratio of
the doping concentration of the first portion to the doping
concentration of the second portion is 5 to 10.

11. The solar cell according to claim 6, wherein a thickness
of the first portion is different from a thickness of the second
portion.

12. The solar cell according to claim 11, wherein a ratio of
the thickness of the first portion to the thickness of the second
portion is 10 to 50.

13. The solar cell according to claim 6, wherein the first
tunneling layer is thinner than the first portion and the second
portion.

14. The solar cell according to claim 6, wherein the second
portion comprises a doping area formed by doping the semi-
conductor substrate with the first conductive type dopant.

15. The solar cell according to claim 6, wherein materials
for conductive type dopants of the first portion and the second
portion are identical.

16. The solar cell according to claim 6, wherein the second
portion of the first conductive type area is formed entirely
over the semiconductor substrate.

17. The solar cell according to claim 1, further comprising:

a second tunneling layer entirely formed on another sur-

face of the semiconductor substrate; and

a second conductive type area on the another surface of the

semiconductor substrate, the second conductive type
area having a conductive type different from the first
conductive type area,

wherein the electrode further comprises a second electrode

connected to the second conductive type area.

18. The solar cell according to claim 17, wherein the sec-
ond conductive type area further comprises another first por-
tion which is interposed between the second tunneling layer
and the second electrode, and comprises a polycrystalline,
amorphous or microcrystalline semiconductor doped with a
second conductive type dopant.

19. The solar cell according to claim 18, wherein the sec-
ond conductive type area further comprises another second
portion which is disposed in a portion of the semiconductor
substrate adjacent to the second tunneling layer, or is inter-
posed between the second tunneling layer and the semicon-
ductor substrate.

20. The solar cell according to claim 1, wherein the semi-
conductor substrate comprises a base area.

* * * * *
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