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2. USPTO Patent Trial and Appeal Board
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(PTAB, filed January 31, 2025);
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Petitioner requests inter partes review and cancellation of claims 1-18 of
the *058 patent (EX1001). This Petition is substantively identical to the Petition in
IPR2025-00489 and a motion for joinder with that proceeding is being filed
concurrently herewith.

l. STANDING

Petitioner certifies that the ’058 patent is available for inter partes review
and that Petitioner is not barred or estopped from requesting inter partes review of
the challenged claims. 37 C.F.R. 842.104(a).

II. GROUNDS FOR UNPATENTABILITY
Claims 1-18 are unpatentable under pre-AlA 35 U.S.C. 8103 over Callender

(EX1005). Callender is prior art under (at least) pre-AlA §102(e) to the 058
patent’s earliest claimed priority date and was not of record during prosecution.

I1l. THE 058 PATENT
A.  Background and Specification

A typical computer system may run multiple “application[s]” (or
“application programs”), e.g., email or word-processing, that must share the
computer system’s resources, like hardware or files. EX1001, 1:21-31; EX1035,
378; EX1003 (“Bhattacharjee™), 131. The computer’s “operating system” (“OS”)
“traditionally...provides mechanisms to...control [the applications’] access to
shared resources.” EX1001, 1:20-24. Additionally, the 058 patent states that the

OS “*normally’ supplie[s]” “service[s] or part[s] of a service” that are “critical to



the operation of a software application”; the patent calls such services, or parts
thereof, “critical system elements” (“CSEs”). EX1001, 2:1, 6:6-9; Bhattacharjee,
32. Examples of CSEs include services such as networking, file access, “memory
allocation” and “device access.” EX1001, 5:38-45, 6:12-28, 9:33-35;
Bhattacharjee, {32.

CSEs are “normally” found in the OS’s “kernel.” EX1001, 5:21-23. The
“kernel” is the “core” of an OS and performs tasks like “manag[ing] memory, files,
and peripheral devices” (e.g., disks, network interfaces), and “allocat[ing] system
resources.” EX1035, 300, 398; Callender, 1:40-43; Bhattacharjee, 133.
Conventional computer processors typically run in a special “kernel mode” when
executing the kernel; running in this mode gives the kernel unrestricted access to
the computer’s resources, enabling the kernel to perform its tasks. EX1001, 6:32-
36; Callender, 1:37-48; EX1003, 134. In contrast, when executing applications,
processors typically run in “user mode,” where access to certain resources is
restricted to prevent applications from interfering with each other or damaging the
system—application code cannot run in kernel mode. EX1001, 6:31-36;
Callender, 1:32-48; Bhattacharjee, 135. However, applications often need to use
CSEs that are typically provided by the kernel; to access kernel services,

applications typically make “system calls” to request that the OS kernel perform a



needed service (like a CSE) for the application, using the processor executing in
kernel mode. EX1001, 5:38-58, 6:66-7:16; Bhattacharjee, 1136-37.

The above-described system-call-based technique has known disadvantages,
including that (i) switching processor modes takes time and thus may impact
performance; and (ii) all applications must use the same version of a CSE, i.e.,
whatever version the computer system’s OS kernel provides. Callender, 1:50-56;
EX1001, 5:54-6:3; Bhattacharjee, 138. Thus, it was known to implement some
CSEs in user mode instead. EX1001, 7:23-25 (058 patent admitting this was
known); Bhattacharjee, §39. In some known user-mode CSE implementations, the
CSE was provided by a “process[]” that executed in user mode but was separate
from any application that used the CSE. EX1001, 7:23-30. In other words, when a
user-mode application needed a CSE, it would request that a different user-mode
process, rather than the kernel, perform the CSE. Different user-mode processes
provided different user-mode CSEs, or a single user-mode process provided all
user-mode CSEs. EX1001, 7:23-61; Figs. 2a-2b; Bhattacharjee, 140-41. As
illustrated in Fig. 2a (below), however, communication between a user-mode
application needing a CSE and a user-mode process providing that CSE still passed
through the kernel—that is, the application issued a request to the kernel, which

then invoked the user-mode CSE process. EX1001, 7:31-52; Bhattacharjee, {41.
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In contrast to the above-described scheme requiring communication with a
separate user-mode CSE process via the kernel, the 058 patent discloses
“replicat[ing] [CSEs] in user mode” by “placing CSEs similar to those in the OS in
shared libraries.” EX1001, 5:22-34; Bhattacharjee, 142. “The CSE library
includes replicas or substantial functional equivalents or replacements of kernel
functions.” EX1001, 8:27-28. POSAs understood that a “function” is a predefined

set of instructions that carry out a specific action (e.g., a CSE). Bhattacharjee, 43;



EX1007, 1:22-33. Placing a CSE in a shared library “provides a means of
attaching or linking a CSE service to an application having access to the shared
library.” EX1001, 5:29-31, 9:15-27; Bhattacharjee, 144. The “functions” in the
shared CSE library “run in the context of a software application.” EX1001, 5:22-
25;1 see also id., 9:41-42 (“FIG. 4 shows that the invention allows for [CSEs] to
exist in the same context as an application.”), FIG. 4. In other words, the user-
mode application itself performs the CSE (by calling a function from the library),
rather than asking another user-mode process to perform the CSE. Bhattacharjee,

45.
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FIG. 4

The patent refers to user-mode CSEs in a shared library as “SLCSEs,” and to

CSEs in the kernel as “OS [operating system] critical system elements (OSCSEs).”

1 Emphases added throughout unless otherwise indicated.



EX1001, 2:7-12. The patent mentions the well-known “dynamic linked library
(DLL)” as an example of a “shared library.” EX1001, 2:45-51; Bhattacharjee, 46.
The patent contends that CSEs that “execute” “in the same context as an

application” “contrast” with prior-art user-mode CSEs that were allegedly only
Implemented as “shared service[s].” EX1001, 1:46-54; Bhattacharjee, 147.
However, the patent admits that “sharing of code” between applications via a user-
mode shared library was “common practice.” EX1001, 3:30-33; see also
EX1001, 7:3-5; EX1003, §47. The patent also admits that it was “typical” to
provide “functions” in “libraries which applications link with.” EX1001, 6:37-45;
Bhattacharjee, 147. Nowhere does the patent explain what is purportedly novel
about using linking and shared libraries to make CSEs available to applications.
Bhattacharjee, {48. In fact, as demonstrated below, Callender disclosed doing just

that, well before the 058 patent’s filing.

B.  Person of Ordinary Skill in the Art (“POSA”)
A POSA as of the *058 patent’s September 22, 2003 earliest claimed priority

date would have had at least a bachelor’s degree in computer science, computer
engineering, or a related field, with three years of academic and/or industry
experience in the areas of “computing system[s]” and “application libraries.”
EX1001, 1:15-17. More education may substitute for less experience.

Bhattacharjee, 49-51.



C.  Prosecution History

As detailed where relevant infra 8V.B, the examiner rejected the originally-
filed claims over Cabrero (EX1008), after which the applicants amended claim 1 to
require SLCSEs to be “functional replicas of OSCSEs.” EX1002, 216-222, 235,
265-266, 273, 278; Bhattacharjee, 1152-53. The examiner then rejected the claims
over O’Rourke (EX1009) and Peek (EX1010). EX1002, 296-297. The applicants
traversed the rejection, as also detailed infra §V.B. EX1002, 323-325.
Subsequently, for reasons not recorded, the examiner discussed two different
references, EInozahy (EX1011) and Wong (EX1012), in an examiner interview,
and then allowed the claims without further discussing O’Rourke or Peek.
EX1002, 348-351. The allowed claims contain an examiner’s amendment to
Element [1E] (see claim listing infra 8VIII) to recite “at least a first” and “at least
a second” of the plurality of software applications. EX1002, 350-351. The
examiner also incorporated into claim 1 originally-filed dependent claim 6, which
Is essentially limitation [1F]’s “wherein” clause. EX1002, 350-352; infra §VIII;
Bhattacharjee, 1154-56.

The examiner said neither EInozahy nor Wong disclosed the amended
language of claim 1. EX1002, 352-353. But neither reference explicitly discloses

shared libraries or an SLCSE in a shared library, and there is no indication that the



examiner considered whether these features would have been obvious.
Bhattacharjee, 157-61. Furthermore, Callender was not of record.

IV. CLAIM INTERPRETATION

Claim terms are construed herein using the standard used in civil actions
under 35 U.S.C. §282(b), in accordance with the ordinary and customary meaning
as understood by POSAs and the patent’s prosecution history. 37 C.F.R.
842.100(b). In a concurrent district-court proceeding, Defendant “Google” and
Patent Owner “VirtaMove” have proposed constructions of various claim terms,
including competing constructions for some terms and agreed constructions for
others. EX1052-EX1053. As discussed further within the Ground, this Petition
presents alternative mappings of the prior art under both Google’s and
VirtaMove’s proposed constructions of disputed terms, thus demonstrating
unpatentability regardless of which proposed construction is correct. Google LLC
v. Security First Innovations, LLC, IPR2024-00215, Paper 15, 6 (May 23, 2024)
(finding this approach “complies with” Rule 42.104(b)(3)).

V. CALLENDER RENDERS CLAIMS 1-18 OBVIOUS
A. Callender (EX1005)

Callender discloses techniques for “a single implementation of operations
that are common to both kernel mode processing and user mode processing,
relative to a hardware adapter.” Callender, 2:28-31; Bhattacharjee, 162. An

example “adapter” is a “host channel adapter (‘HCA Adapter’),” which enables



communication using the well-known “InfiniBand” networking protocol.
Callender, 4:51-57; Bhattacharjee, [0007]-[0008]; EX1014, 1:50-60;
Bhattacharjee, 163. Examples of “operations” that are “common” to both user- and
kernel-mode processing include “operations” for “sending and receiving”
information through the adapter. Callender, Abstract, 2:41-50, 3:40-4:16, 4:51-5:5,
Claims 4, 12, 22; Bhattacharjee, 164.

Callender’s techniques are performed in a “computer” with a conventional
“operating system.” Callender, 8:19-9:5, Fig. 4; Bhattacharjee, 165. Callender’s
“computer” also has various hardware components, including network “adapter[s]”
such as an HCA adapter. Callender, 9:22-24; Bhattacharjee, 166. Callender’s
Figure 1 illustrates “a hardware driver model that allows for a single
implementation of common user mode and kernel mode operations.” Callender,
3:39-44. A “driver” is software by which a computer interacts with a hardware
device such as an adapter. EX1035, 177; Bhattacharjee, 167. In Callender’s
model, a “user mode implementation” of an operation provides applications with
“direct access to [the] adapter...without switching to kernel mode.” Callender,
3:45-49. The model also comprises a “kernel mode implementation” of “all
operations possible for [the] adapter,” including “operations unique to kernel
mode” and operations common to both modes. Callender, 3:52-4:12. “[F]requent

operations like sending and receiving information” are operations for the adapter



that are “likely candidates to be included” in both user- and kernel-mode

implementations. Callender, 4:4-12; Bhattacharjee, 168.
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Figure 2A (annotated below) shows a more specific use case for the general
model of Figure 1—an “example hardware driver model that allows for a single
implementation of common user mode and kernel mode operations” specifically
for an HCA adapter. Callender, 4:51-57. The example model includes a “kernel
mode miniport driver” in kernel mode and a “user mode library” in user mode.
Callender, 4:55-59; Bhattacharjee, 1169-70. An “InfiniBand application 210A,”
which is a user-mode application using the InfiniBand networking protocol,

“accesses [HCA adapter] 280A through user mode library 230A and through
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kernel mode miniport driver 240A.” Callender, 4:54-57; Bhattacharjee, §71. The
“user mode library” is “implemented as a dynamic link library (‘DLL’)” (an
alternate spelling for what the *058 patent calls a “dynamic linked library (DLL)”).
Callender, 5:13-15; EX1001, 2:48; Bhattacharjee, 172. As explained below,
POSAs understood that Callender’s “user mode library” includes “operations” for
“sending and receiving” data via the HCA adapter that are also implemented in the
“kernel mode miniport driver.” Callender, 4:4-12, 4:55-59; Bhattacharjee, §73. In
other words, just as the *058 patent describes (supra §lI11.A), the same service is
provided by both a user-mode DLL and the kernel, and applications configured to
call the DLL can use the user-mode service, while other applications can use the

kernel-mode service. Bhattacharjee, 173.
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Callender explains that “hardware-specific operations” for the HCA adapter
are implemented in a “vendor specific library,” also called a “process mode
independent (‘PMI”) HCA 10 [input/output] access library.” Callender, 5:20-28,
Fig. 2A; Bhattacharjee, §74. The “PMI HCA 10 access library” is incorporated
into both the user mode library and the kernel-mode miniport driver. Callender,
5:19-42, 6:45-56, Fig. 2A; Bhattacharjee, 75. POSAs understood that
“operations” for “sending and receiving” information through the adapter are
examples of “l1O [input/output] access,” because those operations require sending

data into and reading data out of, respectively, the adapter. Callender, Abstract,
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2:41-52, 3:53-4:16, 4:51-5:5, 5:26-28; Bhattacharjee, 176. Thus, POSAs
understood that the “1O access” features of the “vendor specific library”/“PMI
HCA 10 access library” are used by both the user-mode and kernel-mode versions
of the “operations for sending and receiving” information through the HCA
adapter. Callender, 2:40-52, 3:40-4:16, 4:51-5:27; Bhattacharjee, 176.
Additionally, Callender refers to “kernel-bypass 10 [input/output] features
offered by the user mode library 230A.” Callender, 5:15-18, Fig. 2A (annotated
below, showing arrow from “User-Mode Library 230” to “HCA Adapter 280A”

bypassing the “Kernel Mode”); Bhattacharjee, 177.
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As noted above, POSAs understood that Callender’s “operations” for “sending and
receiving” information through the adapter are examples of “lO access” operations.
Additionally, Callender notes that “some software drivers bypass kernel mode for
certain operations.” Callender, 1:59-61. Therefore, POSAs understood that the

user mode implementations of the “sending” and “receiving” “operations” are
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contained in the “user mode library 230A” and utilize the “kernel-bypass 10
features.” Bhattacharjee, 77.

Finally, POSAs also understood that the sending and receiving “operations”
in the “user mode library” are implemented as functions. As noted supra 8lI1.A,
POSASs understood that a function is a predefined set of instructions that carry out
a specific action. Furthermore, Callender discloses “functions” in a library.
Callender, 5:19-28, 6:45-56 (describing “functions” in the “PMI library” that is
part of the user mode library). To the extent Callender does not disclose
implementing the sending and receiving operations as functions, this would have
been obvious, as the use of functions in a DLL was a well-known and customary
software technique that was within a POSA’s skill and would beneficially provide
a predefined set of instructions for performing a repeated operation like sending or
receiving. Bhattacharjee, 78; EX1015, 959-960 (“...one purpose of dynamic link
libraries is to provide functions and resources that can be used by many different
programs...”); EX1007, 1:22-29.

B. Claim-by-Claim Analysis
1. Claim 1

a. [LIPRE]: “A computing system for executing a
plurality of software applications comprising:”

Callender’s independent claims 1 and 9 recite a “computer system.”

Additionally, Callender’s Figure 4 depicts an “exemplary system for implementing
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[its] invention.” Callender, 8:19-20. This “system” includes a “computer” having
a “system memory” and “system bus.” Callender, 8:19-24, Fig. 4. Thus, POSAs
would understand that Callender’s “computer” is a computing system.

Bhattacharjee, {79.
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Callender, Fig. 4

Callender’s computer includes a “processing unit” connected to “system
memory” storing “application programs.” Callender, 8:19-58, Fig. 4;
Bhattacharjee, §80. Additionally, when discussing Fig. 1, which is a “block
diagram of [Callender’s] hardware driver model,” Callender says the “model” lets
“applications” (plural) “interact with adapter 150.” Callender, 3:10-13, 3:40-59;
Bhattacharjee, §81. Thus, Callender’s system includes a plurality of
“applications,” which Callender also calls “application programs,” that interact
with the adapter. Callender, 3:57, 8:57; Bhattacharjee, 182. POSAs understood

that these applications are software applications at least because Callender uses
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“application” to refer to a “software” application. Callender, 1:18-29, Fig. 1
(showing “Application” 110 running in “user mode” “layer” of “Software”);

Bhattacharjee, {83.
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POSAs further understood that the “applications” comprise “computer-
executable instructions.” Callender, 9:59-62 (Callender’s invention is “described
In the general context of computer-executable instructions”); Bhattacharjee, 184.
Finally, POSAs understood that the “processing unit” in Callender’s “system”
executes the application programs’ instructions because executing instructions is
the well-known purpose of a processing unit. Callender, 8:19-58, Fig. 4;

Bhattacharjee, 185; EX1016, [0005].
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Thus, Callender’s “computer” (8:21) is a computing system for executing a
plurality of software applications. Bhattacharjee, 86.

b. [1A] “a) a processor;”

Callender’s “computer” includes a “processing unit,” which POSAs
understood is a “processor.” Callender, 8:19-24, Fig. 4; Bhattacharjee, 187; see
also EX1020, 3-4 (VirtaMove infringement contentions accusing “CPU,” i.e.,
“central processing unit”); Microsoft, 92. POSAs understood that this processing
unit is a physical computer processor. Bhattacharjee, 188; Callender, 8:19-9:5,
Fig. 4 (describing hardware including the “processing unit”). Thus, Callender’s
“processing unit” meets Google and VirtaMove’s agreed litigation construction of
processor. See EX1058, 6.

C. [1B]

I. [1B.1] “b) an operating system having an
operating system kernel...”

Callender’s “computer” comprises an “operating system.” Callender, Fig. 4,
5:55-65, 8:54-58; Bhattacharjee, 189. POSAs understood that Callender’s
“operating system” is “[t]he software that controls the allocation and usage of
hardware resources such as memory, central processing unit (CPU) time, disk
space, and peripheral devices” (EX1035, 378), consistent with Callender’s
“Background” discussion of “operating systems” having an “operating system

kernel” that “acts as a gatekeeper to computer resources” (Callender, 1:41-42).
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Bhattacharjee, 1190-91. Thus, Callender’s “operating system” meets Google’s
litigation construction. EX1059, 4.2

Callender’s “Background” references an “operating system kernel.”
Callender, 1:39-42. Callender also describes its inventive “hardware driver model”
(3:40-43) as having “kernel mode” components. E.g., Callender, Abstract, 4:41-
5:5; Bhattacharjee, 192. Additionally, Callender says the “user mode library”
provides “kernel-bypass 10 features.” Callender, 5:15-18. POSAs thus understood
that the “operating system” in Callender’s computer has an operating system
kernel. Bhattacharjee, 193. At minimum, POSAs would have found it obvious to
include a kernel in the OS; it was customary for OSs to have kernels, as the ’058
patent admits, and POSAs would reasonably have expected success in this
customary implementation. EX1001, 6:62-7:16 (referring to the “operating system
kernel” in the “conventional architecture” illustrated in Figure 1); EX1017, 1:38-
47; Bhattacharjee, 194. POSAs understood that Callender’s “kernel” (3:42) is a
conventional kernel, i.e., the “core...portion” of an operating system “that manages
memory, files, and peripheral devices; maintains the time and date; launches
applications; and allocates system resources” (EX1035, 257), consistent with

Callender’s “Background” discission of the “operating system kernel” noted above

2 \VirtaMove asserted no construction necessary.
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(Callender, 1:40-43). Bhattacharjee, 1195-96. Thus, Callender’s “kernel” meets
Google’s litigation construction. EX1059, 4.3

Thus, Callender’s computer comprises an operating system having an
operating system kernel. Bhattacharjee, 197.

Il [1B.2] “[OS kernel] having OS critical system
elements (OSCSEs)...”

The *058 patent says a critical system element (CSE) is “[a]ny service or part
of a service, ‘normally’ supplied by an operating system, that is critical to the
operation of a software application.” EX1001, 6:6-8. Examples of CSEs include
“[n]etwork services” including “message passing protocols.” EX1001, 6:12-13;
Bhattacharjee, 198. The patent also notes that a “kernel may provide a TCP/IP
service,” which POSAs understood was a type of network service, and describes
this as an example of a CSE. EX1001, 3:22-30; Bhattacharjee, 199; EX1066,
[0004] (referring to “TCP/IP” as a “network protocol”).

Callender discloses “operations” for “sending” information to and
“receiving” information from the HCA adapter. E.g., Callender, Abstract, 2:40-52,
4:51-5:5; Bhattacharjee, {100; supra 8V.A. HCA adapters are used for
communication using the InfiniBand networking protocol. Supra §V.A;

Bhattacharjee, 1101; EX1013, [0007]-[0008]; EX1014, 1:50-60. Callender’s

3 VirtaMove asserted no construction necessary.
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“operations for sending and receiving information from [an HCA] adapter”
(Callender, 4:4-7) are therefore “[n]etwork services” (EX1001, 6:12-13).
Bhattacharjee, 1102. Thus, while the outer boundaries of what is “normally
supplied” and “critical” in the 058 patent’s definition of CSE (EX1001, 6:6-8) are
unspecified (EX1059, 14-16), POSAs understood that at least Callender’s
“operations” for “sending” information to and “receiving” information from the
HCA adapter are within the scope of CSEs. Bhattacharjee, 1103; PLR Worldwide
Sales Ltd. v. Flip Phone Games, Inc., IPR2024-00209, Paper 9, 39 (May 10, 2024)
(“even if full scope of” a term “is indefinite because the specification does not
provide a sufficient boundary...that does not prevent us from making a
determination that a teaching is well within that boundary”).

Furthermore, Callender’s operations for sending and receiving are CSEs
even if VirtaMove’s litigation construction were accepted (see EX1059, 14), since
these operations match examples of CSEs provided in the "058 patent. See
EX1067, 17 (VirtaMove claim-construction brief citing ““TCP/IP”” and “network
services” as examples of CSEs in patent); Bhattacharjee, 1104.

The *058 patent also says “[a] CSE is a dynamic object providing some
function that is executing instructions used by the applications.” EX1001, 6:8-10.
Neither Google nor VirtaMove has asserted that this language imposes a claim

requirement—nevertheless, this would have been an obvious implementation of
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Callender. A “dynamic object” is an “object,” i.e. a set of instructions and/or data,
that can be created by a program and then erased. Bhattacharjee, 11105-106;
EX1021, [0053]. Callender’s “operations” for “sending and receiving” (4:8-9) are
part of a “driver.” Callender, 1:11-18, 3:10-15; Bhattacharjee, {107,
Implementing drivers as sets of instructions was well-known. Bhattacharjee, 1107,
EX1103, 1:29-33. POSAs would have implemented Callender’s drivers as
dynamic objects, and reasonably expected success, because (1) it was known to
load drivers into memory and erase them as needed; and (2) dynamically loading
objects was one of two known options, i.e. static and dynamic. Bhattacharjee,
1108; EX1024, 1:7-11; EX1032, 1:36-59; EX1104, 1:11-22; KSR Int’l v. Teleflex,
550 U.S. 398, 416-17 (2007).

Callender discloses “kernel mode” implementations of the above-discussed
sending and receiving “operations.” Supra 8V.A; Callender, 2:40-52;
Bhattacharjee, 109. POSAs understood, or would have found obvious, that
operations implemented in “kernel mode” were part of the operating system
because “kernel mode” operations were customarily part of the OS (which includes
the kernel). Bhattacharjee, §109; EX1017, 1:38-47 (“Critical operating system
components are implemented in kernel mode[.]”). Thus, Callender’s “kernel

mode implementation[s]” (2:40-45) of the “operations for sending and receiving
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information from adapter 150 (4:5-7) are OS critical system elements (OSCSES).
Bhattacharjee, 1110.

Furthermore, as explained below, POSAs understood that the OS kernel has
these OSCSEs. As discussed above, Callender’s OSCSEs are part of Callender’s
“kernel mode implementation.” Callender, 4:4. POSAs understood that
Callender’s “kernel mode implementation” is part of Callender’s “kernel,” i.e., the
[OS] kernel. Supra 8V.B.1.c.i; Bhattacharjee, 11111-112. Callender discusses
“kernel-bypass 10 features offered by the user mode library 230A,” and Figure 2A
(annotated below) shows an arrow going from “User-Mode Library 230A” directly
to “HCA Adapter” 280A, bypassing the components in “Kernel Mode.” Callender,
5:15-18. Furthermore, referencing Figure 2B, Callender states that “[k]ernel
specific routines are implemented in kernel mode adapter control and helper
functions 244B.” Callender, 5:43-54; EX1003, {113-114. Thus, POSAs
understood that in Callender, “kernel mode” operations or functions reside in the
“kernel,” which is “bypassed” by certain “1O features” in the user-mode library.

Bhattacharjee, {115.
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To the extent Callender is not considered to disclose that the “kernel mode”
“operations for sending and receiving” (4:4-7) are in the OS kernel, this would
have been obvious. POSAs understood that it was customary to implement critical
functions, including communicating with hardware, in the kernel. Bhattacharjee,
1116; EX1035, 300; EX1017, 1:38-47; EX1025, 205; EX1026, 275. Furthermore,
Callender explains that the kernel-mode “operations for sending and receiving
information” are part of a “driver.” E.g., Callender, 1:11-18, 3:10-15. It was
customary for drivers to be part of an OS kernel. Bhattacharjee, 11117-118;
EX1027, 8:64-9:5; EX1028, [0031]; EX1029, 5:45-49; EX1070, [0065]. POSAs
would reasonably have expected success in such an implementation because it was

a customary kernel implementation, as mentioned above. Bhattacharjee, 11109.
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Thus, Callender’s OS has an OS kernel having OSCSEs. Bhattacharjee,
1120.

.  [1B.3] “[OSCSEs] for running in kernel mode
using said processor”

Callender’s “kernel mode” versions of the “operations for sending and
receiving” (4:4-7) are OSCSEs. Supra 8V.B.1.c.ii. Callender says the “operations
for sending and receiving may be common to both user mode processing and
kernel mode processing.” Callender, 2:47-50; Bhattacharjee, 121-122.

Callender also discloses that “processes” “run[]” in either user or kernel mode.
Callender, 1:33-39 (“application processes run within user mode...Processes
running in kernel mode are privileged” and are “without the restrictions that apply
to user mode processes.”). Thus, POSAs understood, or at minimum would have
found obvious, that Callender’s kernel-mode operations for sending and receiving
are used by “processes” that “run” in “kernel mode,” i.e., these operations are for
running in Callender’s “kernel mode.” Bhattacharjee, 11123-124. POSAs also
understood that Callender’s “kernel mode” is run using Callender’s “processing
unit” (8:22), i.e., processor (supra 8V.B.1.b ([1A])), because a computer’s
processor runs kernel-mode processes. Bhattacharjee, 1125; Callender, 1:44-48

(“many microprocessors have processing modes to support the distinctions

between user mode processes and kernel mode processes.”).
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The *058 patent’s specification defines “kernel mode” as “[t]he context in
which the kernel portion of an operating system executes.” EX1001, 6:32-33.
Google and VirtaMove’s agreed litigation construction adopts this definition and
adds the specification’s statement that “[a]pplicaton code cannot run in kernel
mode.” EX1001, 6:34-36; EX1058, 6; Bhattacharjee, 1126.

Callender describes “kernel mode” as a “processing context” that the
“vendor specific library” (or “PMI library”) runs in. Callender, 6:45-56;
Bhattacharjee, §127. Furthermore, POSAs understood that the “kernel” of
Callender’s OS executes in Callender’s “kernel mode.” Callender, 1:40-42
(“Because the [OS] kernel acts as a gatekeeper to computer resources, direct access
to resources is generally limited to kernel mode processes.”); Bhattacharjee, 1128.
Callender also notes that “microprocessors” have “processing modes to support the
distinctions between user mode processes and kernel mode processes.” Callender,
1:44-47. Callender further notes that “application processes run within user
mode.” Callender, 1:32-34. Thus, POSAs understood Callender’s applications
(see supra 8V.B.1.a) run in user mode, not kernel mode. Bhattacharjee, 1128.
Alternatively, implementing Callender such that applications did not run in kernel
mode would have been obvious, because it was conventional for applications not to

run in kernel mode, as the 058 patent admits. Callender, 1:32-35; EX1001, 6:33-
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36; Bhattacharjee, 1129. Thus, Callender’s “kernel mode” meets Google and
VirtaMove’s litigation construction. See EX1058, 6; Bhattacharjee, 1130.

Therefore, Callender’s OSCSEs are for running in kernel mode using said
processor. Bhattacharjee, 1131.

d.  [iC]

I. [1C.1] “c) a shared library having shared
library critical system elements (SLCSES)
stored therein...”

The °058 patent states that a DLL is an example of a “shared library,” as
POSAs understood. EX1001, 2:45-50 (“A shared library or dynamic linked library
(DLL) refers to an approach...”); EX1017, 3:53-61 (referring to prior-art
“shareable program module such as a DLL (dynamic link library)”); EX1097,
18:31-46 (explaining that with a DLL, “the same block of library code can be
shared between several tasks”); EX1015, 959-966; Bhattacharjee, 1132.

Callender’s “example hardware driver model” includes a “user mode
library” “implemented as a dynamic link library (‘DLL’)”; thus, Callender’s “user
mode library” is a shared library. Callender, 4:51-5:18, Fig. 2A; Bhattacharjee,
133-134.

Furthermore, the *058 patent’s specification defines a “shared library” as:

An application library code space shared among all user mode

applications. The code space is different than that occupied by the

-27 -



kernel and its associated files. The shared library files are placed in

an address space that is accessible to multiple applications.
EX1001, 6:49-53. “Code space” refers to physical memory space. EX1001, 3:39-
43 (“same physical memory space, that is, shared code space”); Bhattacharjee,
111135. POSAs understood that a DLL satisfies the *058 patent’s specification’s
above-quoted definition of “shared library,” which Google’s litigation construction
adopts (EX1059, 16). See, e.g., EX1017, 2:28-31, 3:52-4:32, Fig. 5 (describing
prior art “shareable” “DLL" located in a physical memory space, i.e., code space,
that is separate from that occupied by the kernel and that is mapped to a “code
portion” in the “virtual address space” of two different applications); EX1097,

18:31-46; EX1015, 959-966; Bhattacharjee, 11136-138.

EX1017, Fig. 5

Callender’s “user mode library” also meets VirtaMove’s litigation

construction, which requires “an application library whose code space is shared
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among all user mode applications” (EX1068, 11), for the following reasons.
Bhattacharjee, 1139. First, POSAs understood that the shared physical memory
space into which the DLL is loaded is the DLL’s (library’s) code space.
Bhattacharjee, §140; EX1017, 2:28-31, 3:52-4:32; EX1001, 3:39-43; EX1067, 19
(VirtaMove arguing that “*code space’ is a space occupied by code”). Second,
POSAs understood that this code space is shared among all user mode applications
in the same manner described in the ’058 patent. The 058 patent says the
“manner” in which “the code” for an SLCSE “is shared by all applications on the
same compute platform” is that “all applications may physically execute the same
set of instructions” representing an SLCSE that reside in “the same physical
memory space, that is, shared code space.” EX1001, 3:30-44; Bhattacharjee, 1141.
Likewise, as discussed above, POSAs understood that the code representing a DLL
Is stored in a memory location that all user-mode applications may access to
execute the same code. Bhattacharjee, 1141; EX1017, 2:28-31, 3:52-4.32, Fig. 5;
EX1097, 18:31-46; EX1015, 959-966.

Callender discloses both user-mode and kernel-mode implementations of
“operations” for “sending” and “receiving” information to/from the HCA adapter.
Supra 8V.A. These “operations” are CSEs for the reasons explained supra
8V.B.1.c.ii ([1B.2]). The user-mode “operations” for sending and receiving are

also CSEs for an additional, independent reason. As noted supra 8V.A, the
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“sending” and “receiving” “operations” in Callender’s “user mode library” utilize
the “kernel-bypass 10 [input/output] features.” Callender, 5:15-18, Fig. 2A;
Bhattacharjee, 11142-143. The *058 patent identifies a “kernel bypass” “network
optimization[]” feature as an example of a CSE. EX1001, 6:11-26; Bhattacharjee,
1143.

The user-mode implementations of the “sending” and “receiving”
“operations,” which are CSEs as discussed above, are implemented as functions
contained in Callender’s “user mode library.” Supra §8V.A; Bhattacharjee, 1144,
EX1065, 1:46-50. Because the functions implementing the sending and receiving
operations are in a shared library, i.e., the “user mode library,” these functions are
SLCSEs; thus, Callender’s “user mode library” is a shared library having SLCSEs
stored therein. EX1001, 2:45-47 (*In accordance with this invention, SLCSEs are

placed in shared libraries[.]”); Bhattacharjee, 11144-145.

il [1C.2] “for use by the plurality of software
applications in user mode...”

Callender’s “applications” (also called “application programs”) that interact
with the HCA adapter are the plurality of software applications. Supra 8V.B.1l.a
([1Pre]). POSAs understood that Callender’s “user mode library” is for use by
these applications, for two independent reasons. Bhattacharjee, 1146.

First, as noted supra 8V.B.1.d.i, Callender’s “user mode library” is a DLL.

POSAs understood that DLLs are shared by multiple applications. EX1097, 18:31-
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46 (“well known” that “[a] DLL is a library...that is dynamically linked to
application programs.... This means that the same block of library code can be
shared between several tasks.”); EX1015, 959-960 (“...one purpose of dynamic
link libraries is to provide functions and resources that can be used by many
different programs...”), 965-66; Bhattacharjee, §147.

Second, POSAs understood that Callender discloses multiple “applications”
using the user mode library. Callender’s “user mode library” provides “access[]”
to the “HCA Adapter.” Callender, 4:54-63. Callender’s “Background” section
notes that “some hardware adapters support enforcement of security measures...so
that user mode applications may access the hardware directly.” Callender, 1:53-
61. Additionally, Callender discloses that the user mode library enables user-mode
access to the HCA adapter by bypassing the kernel. See Callender, 5:15-18
(referring to “kernel-bypass 10 features offered by the user mode library”), FIG.
2A (annotated below, showing arrow going directly from “Vendor Specific
Library” in “User-Mode Library” to “HCA Adapter”). Thus, POSAs understood
that the HCA adapter is a “hardware adapter” that “applications” (plural) “may
access...directly” using the “user mode library.” Callender, 1:53-61; see also
Callender, 4:54-63; Bhattacharjee, 1148; EX1062, 1:11-39 (*“Background” noting
that “Infini[B]and...allows applications running on a computer...to send

messages”).
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The functions in the “user mode library” that implement the “sending” and
“receiving” “operations” are claimed SLCSEs. Supra §V.B.1.d.i. Because the
“user mode library” is for use by the plurality of software applications as discussed
above, POSAs understood that the sending and receiving functions in the library
are likewise for use by the plurality of software applications that interact with the
HCA adapter, because sending and receiving data are operations that multiple

applications that interact with the HCA adapter perform. Bhattacharjee, 1149.
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Callender’s Figures 2A and 2C show an arrow going between the
“InfiniBand Application” and the “User-Mode InfiniBand Library,” and an arrow
going between the “User-Mode InfiniBand Library” and the “User-Mode Library.”
This visually depicts an example “InfiniBand application 210A access[ing] host
channel adapter (‘HCA adapter’) 280A through user mode library 230A”
(Callender, 4:54-57); thus, the “sending” and “receiving” functions in the “user-
mode library” are for use by the plurality of applications. Bhattacharjee, 1150.
POSAs understood that the application uses an SLCSE in the “user-mode library”
by calling through the “User-Mode InfiniBand Library” to access the user-mode
library and the SLCSE. Bhattacharjee, 1151. Indeed, Callender describes the
“user-mode library” as an “extension” of the “user-mode InfiniBand library.”
Callender, 5:9-11. Moreover, it was well-known for applications to use
functionality in a library via another library. Bhattacharjee, 1151; EX1030, [0034];
EX1031, 1:53-60; EX1061, 3:27-35, 22:27-29. The *058 patent too describes an
embodiment where user-mode CSE functionality is implemented via different
libraries that work together. EX1001, 8:4-13, 8:16-26, 9:43-46, Figs. 3-4;
Bhattacharjee, {151.

The SLCSEs are in Callender’s “user mode library” and are used by
applications that “run within user mode.” Callender, 4:54-57, 1:33-35;

Bhattacharjee, §152. Callender’s “user mode” meets the 058 patent’s definition,
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and Google and VirtaMove’s litigation definition, of user mode, which is “[t]he
context in which applications execute,” for two reasons. EX1001, 6:31; EX1058,
6; Bhattacharjee, 153. First, Callender describes “user mode” as a “processing
context” that the “vendor specific library” (or “PMI library”) runs in. Callender,
6:45-56; EX1003, 1154. Second, POSAs understood that Callender’s applications
execute in “user mode.” Callender, 1:33-35 (“Generally, application processes run
within user mode...”); Bhattacharjee, 155.

Therefore, POSAs understood that the SLCSEs are for use by the plurality of
software applications in user mode. Bhattacharjee, 1156.

e. [1D]

. [1D.1] “i) wherein some of the SLCSEs stored
in the shared library are functional replicas of
OSCSEs and...”

The SLCSEs are stored in the shared library, i.e., the “user mode library,”
as discussed supra §8V.B.1.d.i ([1C.1]).

The outer boundary of the scope of “functional replicas” is unclear to
POSAs. EX1059, 18-20. However, the "058 patent says, “the term replica used
herein is meant to denote a CSE having similar attributes to, but not necessarily
and preferably not an exact copy of a CSE in the [OS].” EX1001, 1:65-2:1.
Additionally, the patent says, “[t]he CSE library includes replicas or substantial

functional equivalents or replacements of kernel functions. The term replica, shall
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encompass any of these meanings, and although not a preferred embodiment, may
even be a copy of a CSE that is part of the OS.” EX1001, 8:27-32. Thus, at a
minimum, a functional replica of an OSCSE encompasses a copy of an OSCSE.
Bhattacharjee, 11157-158.

In Callender, the kernel-mode sending and receiving operations are OSCSEs
(supra 8V.B.1.c.ii ([1B.2])), while the functions in the user-mode library
implementing the sending and receiving operations are SLCSEs (supra §V.B.1.d.i
([1C.1])). Callender says, “the same source code may be written for a kernel
mode communication operation and a user mode communication operation.”
Callender, 4:30-32; Bhattacharjee, §159. Furthermore, Callender says this source
code can be in a “static library derived from a common source.” Callender, 4:33-
34. POSAs understood that if the source code for a given operation is in a static
library, then the executable code for the operation is copied into both the user-
mode and kernel-mode implementations of the operation. EX1001, 6:54-55;
EX1015, 959-961; EX1003, 1159. Thus, Callender discloses that each SLCSE
includes a copy of the executable code for the operation that is the corresponding
OSCSE, and hence is a functional replica of the corresponding OSCSE.
Bhattacharjee, 1160; PLR, IPR2024-00209, Paper 9, 39 (Board may determine that

teaching is within claim boundaries even if boundaries are unclear).
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Furthermore, even if the SLCSEs were not copies of the corresponding
OSCSEs (see infra §V.B.18 (claim 18)), the relationship between Callender’s user-
mode InfiniBand sending/receiving operations and the corresponding kernel-mode
operations parallels the example of “replication” of OSCSEs by SLCSEs provided
In the *058 patent. See EX1001, 6:22-55. Specifically, the specification says
“[eJmbodiments of the invention enable the replication of critical system elements
normally found in an operating system kernel,” and describes an “example” in
which the “CSE that is part of a shared library” is a “TCP/IP stack,” and where the
“TCP/IP services in the CSE are the same as those provided in the Linux
[operating system] kernel.” EX1001, 6:22-55; Bhattacharjee, 1161. POSAs
understood that InfiniBand, like TCP/IP, is a networking protocol. Additionally,
the user-mode InfiniBand sending/receiving operations provide “services” to the
user-mode applications that are the “same as those provided in the [operating
system] kernel” (EX1001, 6:22-55) by the kernel-mode operations; indeed,
Callender discloses that both the user-mode and kernel-mode InfiniBand
sending/receiving operations are invoked via a “common interface.” Callender,
Abstract, 2:32-39, 3:29-34, 4:23-40, 7:5-26; Bhattacharjee, 1161. Thus, although
the full scope of “similar attributes” in the 058 patent’s definition of “replica” is
unclear to POSAs (EX1059, 19-20), POSAs would have understood that

Callender’s user-mode functions for performing the InfiniBand sending/receiving
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operations, which are claimed SLCSEs (supra 8V.B.1.d.i ([1C.1])), have the same
relevant attributes (i.e., services provided) as their kernel-mode counterpart
operations, which are claimed OSCSEs (supra 8V.B.1.c.ii ([1B.2])), in the same
manner described in the *058 patent, and are thus functional replicas of OSCSEs
even though the outer boundaries of this language are unclear.

The user-mode sending/receiving functions are also functional replicas of
OSCEs under VirtaMove’s litigation construction, “substantial functional
equivalents or replacements of kernel functions.” EX1067, 22. As noted above,
Callender discloses that the user-mode functions include copies of the executable
code for the corresponding kernel-mode operations, and VirtaMove has argued in
litigation that “*the term replica’ specifically in the context of functional replicas”
includes “copies of OSCSEs.” EX1067, 23 (emphasis original). Furthermore,
each Callender SLCSE replicates the function of the corresponding OSCSE: the
user-mode sending function performs the same “operation” (sending data via the
HCA adapter) as the kernel-mode counterpart operation, and the user-mode
receiving function likewise performs the same “operation” (receiving data via the
HCA adapter) as the kernel-mode counterpart operation. Bhattacharjee, §162.
Additionally, the user-mode sending and receiving functions replace the
corresponding kernel-mode operations for applications using the user-mode

library. Supra 8V.B.1.d.ii ([1C.2]); Bhattacharjee, 162.
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During prosecution, the 058 patent’s applicants distinguished O’Rourke
(EX1009) by arguing that a “functional replica” cannot be a mere “intermediary”
to the kernel. EX1002, 323; Bhattacharjee, 1163. POSAs understood that
Callender’s user-mode sending and receiving functions (the SLCSES) are not mere
intermediaries. Callender’s user-mode sending and receiving functions implement
complete operations by executing their own source code, which may be the same
as the source code of their kernel-mode counterpart operations. Callender, 3:53-55
(*Having corresponding operations implemented in both user mode
implementation 130 and kernel mode implementation 140 is desirable”), 4:29-36
(“the same source code may be written” for both kernel- and user-mode
operations), 7:11-26 (describing benefits of Callender’s “single implementation” of
common operations), claim 1; Bhattacharjee, 1164. Moreover, the user-mode
functions perform operations that “bypass” the kernel, and as such are not
intermediaries to the kernel. Callender, 5:15-18; supra 8V.A. In contrast,
O’Rourke’s user-mode “proxies,” which the *058 patent’s applicants distinguished,
invoke kernel-level code. EX1002, 323 (applicants citing EX1009, 6:12-19 and
10:12-33); EX1009, 6:12-19 (“primary object” is “user mode proxies for kernel
mode filters™), 10:12-33 (describing “prox[ies]” as invoking “kernel mode”

components that perform operations); Bhattacharjee, {164.
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Thus, Callender’s SLCSEs are functional replicas of the OSCSEs.
Bhattacharjee, 1165.

Il [1D.2] “are accessible to some of the plurality of
software applications and...”

The plurality of software applications that access Callender’s HCA adapter
utilize the “sending” and “receiving” functions in the “user mode library.” Supra
8V.B.1.d.ii ([1C.2]). These functions are SLCSEs. Supra §V.B.1.d.i ([1C.1]).
POSAs understood that these SLCSEs are accessible to the applications, for
multiple independent reasons, as explained below. Bhattacharjee, 1166.

First, Callender’s “user mode library” containing the SLCSEs is a “DLL.”
Callender, 5:14-15; supra 8V.B.1.d.i ([1C.1]). POSAs understood that a DLL’s
purpose is to serve as a “library” accessible to multiple applications.

Bhattacharjee, 1167; EX1015, 959-960, 965-966; EX1097, 18:31-46; EX1032,
1:28-31. As discussed supra 8V.B.1.d.ii ([1C.2]), POSAs understood that in
Callender, the plurality of applications (such as the exemplary “InfiniBand
application 210A” shown in Figure 2A) use SLCSEs in the “user-mode” library by
calling through the “User-Mode InfiniBand Library” to access the user-mode
library and the SLCSEs. Thus, because the applications access the SLCSEs by
calling through the “User-Mode InfiniBand Library,” the SLCSEs are accessible to

the applications. Bhattacharjee, 1168.
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POSAs understood that a function is a predefined set of instructions that
carry out a specific action. Bhattacharjee, 1169; EX1007, 1:22-29; supra §8V.A.
POSAs also understood that executing the instructions that make up a function
involves the processor reading those instructions from memory. Bhattacharjee,
1168; EX1054, 1:14-17 (“A conventional computer system includes a processor
that retrieves or reads program instructions...and executes the program
instructions...”); EX1055, 1:22-27; EX1056, 4:18-21; Bhattacharjee, 1169.
Therefore, POSAs understood that when the applications use the SLCSEs, which
are functions as discussed above, the processor that is executing the application
reads the executable instructions that make up the SLCSEs; thus, Callender’s
SLCSEs meet Google’s litigation construction of “accessible,” which requires that
“two or more of the plurality of the software applications can read SLCSEs stored
in the shared library.” EX1059, 17; Bhattacharjee, {170.

Callender’s SLCSEs also meet VirtaMove’s litigation construction,
requiring that “some of the plurality” of the applications can “use” SLCSEs.
EX1059, 17-18. POSAs understood that by reading and executing the instructions
making up the SCLSEs as discussed above, the applications use the SCLSEs.
Bhattacharjee, {171; see also EX1067, 21 (VirtaMove conceding “access” in claim

encompasses reading). Furthermore, because the plurality of applications
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collectively use each SLCSE, at least some of the applications use SLCSEs.
Bhattacharjee, 1171.
Therefore, the SLCSEs are accessible to at least some of the plurality of
software applications. Bhattacharjee, {172.
ii.  [1D.3] “when one of the SLCSEs is accessed by
one or more of the plurality of software

applications it forms a part of the one or more
of the plurality of software applications”

The *058 patent says SLCSEs “form a part of at least some of the software
applications by being linked thereto.” EX1001, 2:10-15; see also claim 16
(reciting “SLCSEs form a part of at least some of the plurality of software
applications, by being linked thereto”); Bhattacharjee, 1173. Google and
VirtaMove’s agreed litigation construction of “forms a part of...” adopts the
“linked to” requirement. EX1058, 6.

Callender’s SLCSEs are in a “dynamic link[ed] library” (“DLL”).
Callender, 5:13-15; supra 8V.B.1.d.i ([1C.1]). POSAs understood that a “DLL is a
library...that is dynamically linked to application programs.” EX1097, 18:31-34;
EX1033, 4:47-49; Bhattacharjee, 11174-175. POSAs also understood that a DLL
exists on a computer in the form of “a file that gets mapped into a process’s
address space such that any functions in the DLL appear to be part of the process.”
EX1018, 745; EX1015, 965-966; EX1017, 3:53-61, Fig. 5; Bhattacharjee, {175.

POSAs therefore understood that when an application accesses a Callender SLCSE
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(see supra §8V.B.1.e.ii), the SLCSE forms a part of that application because the
DLL is linked to the application and gets mapped into its address space.
Bhattacharjee, §175. Thus, when one of the SLCSEs is accessed by one or more of
the plurality of software applications it forms a part of the one or more of the
plurality of software applications. EX1003, {176.

f.  [lE]

. [1LE.1] “ii) wherein an instance of a SLCSE
provided to at least a first of the plurality of
software applications from the shared library is
run in a context of said at least first of the
plurality of software applications without being
shared with other of the plurality of software
applications and...”

“Instance” is not a term of art specific to CSEs, but rather customarily refers
to an object or a copy of an object. Bhattacharjee, §177; EX1034, 186; EX1035,
276. The’058 patent’s specification does not define an instance of a SLCSE;
however, the specification says the “intent” of having applications “link” to the
SLCSE library “is to provide an application with a unique instance of a CSE.”
EX1001, 3:20-29; Bhattacharjee, 1178.

The specification also does not explain what it means for an instance of an
SLCSE to run in a context of an application. However, the specification says the
“ability to allow a CSE to execute in the same context as an

application...allows...an ability to deploy multiple instances of a CSE.” EX1001,
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1:46-54; Bhattacharjee, 1179. The specification also says SLCSES run in a context
of an application because the SLCSEs reside in a “shared library” that is linked to
the application. EX1001, 5:22-26 (“Embodiments of the invention enable the
replication of critical system elements.... These replicated CSEs are then able to
run in the context of a software application. Critical system elements are
replicated through the use of shared libraries.”), 8:27-33 (“The CSE library
includes replicas or substantial functional equivalents or replacements of kernel
functions.... These functions can be directly called by the applications 42 and as
such can be run in the same context as the applications.”), 9:15-20 (“...some
system elements that are critical to the operation of a software application are
replicated...into user mode in the same context as that of the application. These
system elements are contained in a shared library. As such they are linked to a
software application....”); Bhattacharjee, 1179.

Callender discloses applications accessing SLCSESs using the same
technique as in the 058 patent, which POSAs understood would yield the same
result, as explained below. Bhattacharjee, 180. Callender’s functions in the “user
mode library” for performing the “sending and receiving” “operations” are claimed
SLCSEs. Supra §V.B.1.d.i ([1C.1]). As also discussed supra 8V.B.1.d.i, the “user
mode library” is a “dynamic link library,” which is a shared library “link[ed]” to

applications, just as the *058 patent’s SLCSE library is “linked” to applications.
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Callender, 5:13-15; EX1001, 3:20-29; Bhattacharjee, 1181. As the *058 patent
itself admits, as discussed above (see EX1001, 5:22-25, 8:27-33, 9:15-20), the
well-known consequence of linking a DLL to an application is that an instance of
each function is provided to each application from the shared library and is run in
the context of that application. Bhattacharjee, §181.

The *058 patent does not expressly explain how SLCSE instances are
provided to applications without being shared between applications. However, the
patent states that although there is one copy of the computer “instructions” (or
“code”) representing an SLCSE that is “shared by all applications,” each
application “uses [its own] separate data area[]” when executing the instructions
representing the SLCSE. EX1001, 3:30-42; Bhattacharjee, 1182. “In this

manner,” “CSEs are not shared among applications even though the code is
shared.” EX1001, 3:42-44; Bhattacharjee, 1182.

POSAs understood that in Callender, applications access SLCSEs in the
same manner described in the "058 patent. SLCSEs are provided to Callender’s
applications in a DLL, as discussed supra §V.B.1.d.i ([1C.1]). POSAs understood
that the different applications share the code representing the “sending” and
“receiving” functions but use their own data areas in memory when executing the

code, since this was the known way for DLLs to be used. Bhattacharjee, 1183;

EX1015, 965-966 (“Each process has its own address space for any data the DLL
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uses.”); EX1018, 745 (“A DLL...gets mapped into a process’s address space such
that any functions in the DLL appear to be part of the process.”).

Alternatively, POSAs would have found it obvious to implement Callender
such that applications share the code for functions in the DLL containing the
SLCSEs (i.e., the user-mode library) but use application-specific data areas when
executing the code. The *058 patent admits that such an implementation was
“common practice,” and POSAs understood that using this technique would
beneficially allow multiple applications to invoke the same function; POSAs
would also reasonably have expected success in implementing this common
practice. EX1001, 3:30-44 (“This sharing of code is common practice. All
applications currently share code.... Each application has its own unique data
space. This indivisible data space ensures that CSEs are unigue to an
application[.]”); EX1015, 965-966; EX1018, 745; Bhattacharjee, 1184.

Thus, in Callender, an instance of a SLCSE provided to at least a first of the
plurality of software applications from the shared library is run in a context of said
at least first of the plurality of software applications without being shared with

other of the plurality of software applications. Bhattacharjee, 1185.
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il [1E.2] “where at least a second of the plurality
of software applications running under the
operating system have use of a unique instance
of a corresponding critical system element for
performing same function, and...”

POSAs understood that the plurality of software applications run under the
operating system, or at least would have found it obvious to implement Callender
this way, because this was the standard relationship between applications and the
OS. Bhattacharjee, 1186; EX1036, 1:13-14 (*“A computer system often
concurrently runs several applications under an operating system.”); EX1037,
[0003].

Callender’s user-mode “sending” and “receiving” functions, i.e., the
SLCSEs, are in the “user mode library,” which isa DLL. Supra §V.B.1.d.i
([1C.1]). Because DLLs are shared libraries, POSAs understood that multiple
applications running under the computer’s OS can call the same function ina DLL,
I.e., that multiple applications have use of the same function for performing same
function in a DLL. Bhattacharjee, §187; EX1015, 959-960, 965-966; EX1097,
18:31-46.

The *058 patent says an application obtains use of a “unique instance” of an
SLCSE by “linking” to the “library containing the [SLCSE].” EX1001, 3:25-29;
Bhattacharjee, {188. The patent also states that because “[e]ach application has its

own unique data space...[SLCSEs] are unique to an application.” EX1001, 3:36-
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39; Bhattacharjee, 1189. In Callender, each application is linked to the “user mode
library”” containing the SLCSEs. Supra §V.B.1.e.iii ([1D.3]). Furthermore, each
application has its own unique data space in memory, as discussed supra
8V.B.1.f.i. Thus, in Callender, at least a second of the plurality of software
applications running under the operating system have use of a unique instance of a
corresponding critical system element for performing same function.

g. [1F] “iii) wherein a SLCSE related to a
predetermined function is provided to the first of the
plurality of software applications for running a first
instance of the SLCSE, and wherein a SLCSE for
performing a same function is provided to the second

of the plurality of software applications for running a
second instance of the SLCSE simultaneously.”

The functions for “sending and receiving information” in Callender’s “user
mode library 230A” are claimed SLCSEs. Supra 8V.B.1.d.i ([1C.1]). POSAs
understood, or would at minimum have found obvious, that functions are invoked
by reference to some predetermined identifier, e.g., the function name, as this was
the typical way to invoke functions contained in shared libraries and was within a
POSA’s skill. Bhattacharjee, 1190; EX1069, 10:55-58 (“Code module 126a
includes executable code that includes instructions that reference functions called
‘foo()’ and ‘goo(),” neither of which are part of code module 126a.”). Thus, each
SLCSE is, and thus relates to, a predetermined function. Bhattacharjee, 1190.

Additionally, these SLCSEs are provided to the plurality of the software
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applications, including the first and second of the plurality, because they are in a
DLL accessed by the applications. Supra §V.B.1.d.ii ([1C.2]); Bhattacharjee,
1190.

Furthermore, the SLCSEs are provided to the applications for running
instances of a SLCSE; the SLCSEs are in a DLL, and when an application invokes
an SLCSE from the DLL, an instance of the SLCSE runs in that application’s
context. Supra 8V.B.1.f.i ([1E.1]); Bhattacharjee, 1191.

Finally, the SLCSEs are provided to the first and second of the plurality of
applications for running the first and second instances simultaneously.
“[S]imultaneous[]” appears nowhere in the 058 patent’s specification. Element
[1F] was originally filed as dependent claim 6. EX1002, 22. During prosecution,
the applicants distinguished as-filed claim 6 over Cabrero by arguing that CSEs are
“replicated and can be accessed simultaneously by...an application in user mode
by way of the application using an instance of the CSE within a shared library,”
which was in “contradistinction” to Cabrero, where CSEs are “independent
applications that neither reside in the OS nor in shared libraries.” EX1002, 241-
242, 244; Bhattacharjee, 1192. The applicants also said “claim 6 allows different
instances of an SLCSE...to be executed simultaneously by another one or more
applications.” EX1002, 244. Thus, according to the applicants, Element [1F]’s

“for running...simultaneously” is met by allowing two different applications to
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have simultaneous access to an SLCSE in a shared library. Bhattacharjee, {192.
As discussed above, Callender’s SLCSEs are operations provided by a DLL, and
POSAs understood that one purpose of DLLs was to allow multiple applications to
access the same code in the DLL “simultaneously.” EX1015, 959-960, 965-966
(“Multiple applications can use the same DLL simultaneously”); EX1097, 18:31-
46. Bhattacharjee, 11192-193.

2. Claim 2

In Callender, first and second applications can simultaneously each run an
instance of an SLCSE. Supra §V.B.1.g ([1F]). The SLCSE is stored in a shared
library. Supra 8V.B.1.d.i ([1C.1]). The first and second instances together
comprise multiple instances. Bhattacharjee, {194.

If VirtaMove argues that “multiple” requires more than two instances, this
would have been obvious, because POSAs understood that three or more
applications running on a single computer can all use the same InfiniBand
hardware. EX1062, 1:11-39; Bhattacharjee, 1195; supra §V.B.1.a ([1PRE])
(Callender discloses plural applications using the HCA adapter in a computer
system). POSAs also understood that there were at least three different types of
applications for which InfiniBand could be used. E.g., EX1063, 1:15-21
(“InfiniBand products are ideally suited for clustering, I/O extension, and native

attachment”); EX1071, [0004] (“InfiniBand based networks are designed to satisfy
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bandwidth-hungry network applications, such as those combining voice, data, and
video on the Internet.”). POSAs would have been motivated to run at least three
different InfiniBand applications on the same computer to achieve the efficiency
benefit of using the same hardware for multiple tasks, and would reasonably have
expected success given that Callender itself discloses running multiple
applications, as noted above. Bhattacharjee, {196.

POSAs understood that when the SLCSE instances are run (whether
simultaneously or not), i.e., in operation, they run within the operating system.
The *058 patent does not explain what it means for an SLCSE instance to run
“within” the OS. However, the patent refers to “applications [that] run[] under the
[OS]” and that have “use of a unique instance of a corresponding critical system
element.” EX1001, Abstract, 2:18-21, 2:35-40; Bhattacharjee, 197. Furthermore,
POSAs understood that the prior art sometimes referred to typical application
execution as applications running “within” an OS. EX1038, 1:18-20 (referring to
“conventional computer systems having...software applications running within the
[OS]”); EX1039, 1:6-15; Bhattacharjee, 1197. Thus, POSAs understood that claim
2’s reference to “instances of an SLCSE...run[ning]...within the [OS]”
encompasses applications running within the OS and using their own instances of

SLCSEs. Bhattacharjee, 1198.

-50 -



In Callender, the first and second applications are provided with their own
unique instances of an SLCSE. Supra 8V.B.1.f.i-V.B.1.f.ii ([1E]); Bhattacharjee,
199. POSAs understood that in Callender, the applications run within the OS
because the application’s processes are “run within [the OS’s] user mode.”
Callender, 1:29-35 (“Many operating systems provide at least two process
modes,” namely “user mode” and “kernel mode,” and [g]enerally, “application
processes run within user mode”), claim 1; Bhattacharjee, 1199; EX1018, 3 (“An
operating system...provides a basis for application programs[.]”), 5 (“An operating
system...manages the execution of user programs[.]”).

Thus, in Callender’s computer system, in operation, multiple instances of an
SLCSE stored in the shared library run simultaneously within the operating
system. Bhattacharjee, 1200. Additionally, Callender’s SLCSEs replicate the
functionality of CSEs in the OS (i.e., OSCSESs) (supra 8V.B.1.e.i [1D.1]) and are
in shared libraries from where they can be run simultaneously (supra 8V.B.1.g
([1F]), in contrast to the 058 patent applicants’ characterization of Cabrero when
distinguishing claim 2 during prosecution. EX1002, 242; Bhattacharjee, 1201.

3. Claim 3

Callender’s “operations for sending and receiving information from adapter
1507 in the “kernel mode implementation” are claimed OSCSEs. Callender, 3:40-

4:16; supra 8V.B.1.c.ii ([1B.2]). These OSCSEs correspond to and are capable of
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performing the same function as the SLCSEs, which are the functions in the “user
mode library” for performing the “operations” for “sending and receiving
information.” Supra 8V.B.1.d.i ([1C.1]). See also Callender, 3:53-4:3 (explaining
desirability of Callender’s techniques with “corresponding operations
implemented in both user mode...and kernel mode”); Bhattacharjee, §202. The
OSCSEs are part of the OS kernel (supra 8V.B.1.c.ii ([1B.2])); thus, the OSCSEs
remain in the [OS] kernel. Bhattacharjee, §203; EX1002, 242 (applicants saying
claim 3 “reinforces the fact that OSCSEs that correspond to SLCSESs remain within
the kernel”).

4. Claim 4
a. [4A]

“[E]xclusive” appears nowhere in the *058 patent’s specification. However,
the specification refers to “an application” being “provided” a “unique instance” of
a SLCSE via “link[ing]” to the SLCSE library. EX1001, 3:25-29; Bhattacharjee,
f204. In Callender, the SLCSEs are in a “DLL” that the applications “link[]” to.
Supra 8V.B.1l.e.iii ([1D.3]). Aninstance of an SLCSE is provided to one of the
plurality of software applications when the application calls the SLCSE from the
linked library. Supra 8V.B.1.f.i ([1E.1]). Additionally, when Callender’s SLCSEs
are called by an application, the SLCSEs run in the context of the application, and

an executing SLCSE is not shared. Supra §V.B.1.f.i ([1E.1]). That is, while the
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DLL containing the source code for SLCSEs is shared among applications, an
instance of an SLCSE that is executed from that source code runs in the exclusive
context of an individual application in Callender, just as in the 058 patent.
Bhattacharjee, §205; EX1001, 3:30-44. Thus, the application has exclusive use of
the SLCSE instance that is provided to the application by virtue of the application
calling the SLCSE. Bhattacharjee, 1205.

If VirtaMove argues that claim 4 requires an SLCSE to only be usable by
one application, this would be incorrect. Claim 4 depends from claim 1, which
requires that the executable SLCSEs (as opposed to an executing SLCSE) are in a
shared library and are usable by the plurality of applications (see Elements [1C.1]-
[1C.2]). Bhattacharjee, 11206-207 (citing EX1032, 472, 355).

b. [4B]

POSAs understood a “system call” is a mechanism for “an application to
invoke a kernel service.” EX1018, 463; Bhattacharjee, 1208.

Callender’s “user-mode library” has “kernel-bypass 10 features.” Callender,
5:15-18. The user-mode sending and receiving functions in the user-mode library
that perform the sending and receiving operations use these kernel-bypass 1O
features. Supra 8V.A. However, although the library has kernel-bypass features,
and although Callender’s Figures 2A and 2C show an arrow going between the

“HCA Adapter” and the “user-mode library,” POSAs understood that operations in
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the user-mode library would still access kernel services. Callender notes that
“some software drivers bypass kernel mode for certain operations,” but Callender
never refers to drivers bypassing the kernel for all operations. Callender, 1:59-61;
Bhattacharjee, §209. As explained below, POSAs understood that the user-mode
sending and receiving functions, which are SLCSEs (supra 8V.B.1.d.i ([1C.1])),
use kernel-bypass features (e.g., within the sending/receiving operation
specifically) but also involve related operations for which the kernel is not
bypassed—e.g., queue setup, interrupt setup, and event notification.

. Queue Setup

Callender’s “user-mode library” includes the “Vendor Specific Library,”
also called the “PMI” or “process mode independent” library. Callender, 5:20-28,

6:45-48, Fig. 2A (annotated below); Bhattacharjee, 1210; supra 8V.A.
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The functionality in the PMI library includes “the user mode side of protection
domain / completion queue / work queue (‘PD/CQ/WQ’) creation and destruction.”
Callender, 6:56-60. POSAs understood that the “completion” and “work” queues
are used by the user-mode library (“user mode side”) to send data to and receive
data from the adapter. Bhattacharjee, 211; Callender, 6:56-7:1 (“1O requests
directly manipulate an allocated queue pair”); EX1013, [0008]-[0010] (explaining
use of completion queues and work queues in InfiniBand).

Callender explains that “[t]he PMI routines for PD/CQ/WQ

creation...operate in a two step process. The first step acquires needed resources
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for allocation of a queue pair by the miniport in kernel mode. The second step
checks the results and if a request fails, frees resources allocated to the process.”
Callender, 6:57-67. POSAs understood from this explanation that when the PMI
library tries to create a queue, the following operations happen (Bhattacharjee,
1212):
1. The library acquires resources (i.e. the “first step” of the “user mode
side” (Callender, 6:56-66));

2. The “miniport in kernel mode” (Callender, 6:64-67) attempts to

allocate the queue pair; and

3. The library checks the results (i.e., the “second step” of the “user

mode side” (Callender, 6:56-67)).
POSAs also understood that a “miniport” is a low-level driver that “directly
manages a network interface card (NIC) and provides an interface to higher-level
drivers.” EX1040, 15:4-12; Bhattacharjee, 1213.

In Callender, an element “in kernel mode” is in the “kernel,” i.e., the OS
kernel. Supra 8V.B.1.c.ii ([1B.2]). Thus, POSAs understood that Callender’s
“miniport in kernel mode” (6:66) is in the OS kernel. At minimum, POSAs would
have found it obvious to implement Callender such that the miniport is part of the
OS kernel, because it was customary to implement components like the miniport,

which operates in kernel mode and provide interfaces to hardware, as part of the
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OS kernel. Bhattacharjee, 1214; Callender, 1:40-43 (noting it was typical that “the
[OS] kernel acts as a gatekeeper to computer resources”); EX1018, 456; 696-697;
EX1019, 1:16-34; EX1027, 8:64-9:5; EX1041, 8:56-64.

Where the miniport is part of the OS kernel, the miniport’s services for
allocating queues in the queue pair are services in the OS kernel. Furthermore,
POSAs would have found it obvious to implement accessing these services using a
system call, because system calls were a well-known and customary way for user-
mode processes to access kernel services. Bhattacharjee, 1215; Callender, 1:36-38
(noting in “Background”: “User processes switch to kernel mode when making
system calls, generating an exception or fault, when an interrupt occurs, etc.”).

Finally, POSAs would have found it obvious to implement the user-mode
sending and receiving functions, which are SLCSEs (supra 8V.B.1.d.i ([1C.1])), to
check to see if a communication queue is available and create one if needed; such
an implementation would be within a POSA’s skill because it involves known,
simple programming techniques, like conditional instructions. Bhattacharjee,
216; EX1013, [0008] (“When a consumer needs to open communications with
some other entity via the IB fabric, it asks the HCA to provide the necessary
transport resources by allocating a QP for its use.”). Furthermore, such an
implementation would beneficially ensure that queues needed for communication

are available when needed but not allocated before they are needed. Bhattacharjee,
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216. When the sending and receiving functions are implemented this way, they
each use a system call to access services in the OS kernel, and thus the SLCSEs
collectively use system calls to access services in the OS kernel. Bhattacharjee,
1217.

Il Interrupt Setup and Event Notification

The *058 patent mentions initializing “interrupt handling” as an example of
an SLCSE using a system call to access kernel services. EX1001, 2:64-65, 8:53-
59; Bhattacharjee, 1218.

Callender’s HCA adapter uses the InfiniBand standard. Supra 8V.A.
POSASs understood that communication under the InfiniBand standard involved
generating “interrupts” that result in “events” that signify the “completion” of an
operation. EX1013, [0007]-[0010]; Bhattacharjee, 1219.

Callender’s “miniport” provides “adapter control and helper functions.”
Callender, 5:31-33. These functions include “management” of “interrupts” and
also include “kernel mode helper functions” including “event request management,
such as the creation and destruction of the event queue and the processing of
events from the event queue.” Callender, 6:13-33; Bhattacharjee, 1220. POSAs
understood, or would at least have found obvious, that the user-mode sending and
receiving functions, i.e., SLCSEs (supra 8V.B.1.d.i (Limitation [1C.1])), rely on

the interrupt and event-request management functions in the miniport, because
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these functions are a normal part of sending and receiving data in the InfiniBand
standard, as discussed above. The services provided by the miniport, including the
interrupt and event-request management services, are services in the OS kernel for
the same reasons discussed supra 8V.B.4.b.i with respect to the queue setup
operation. Furthermore, POSAs would have found it obvious to implement
accessing these services using a system call, as also discussed supra 8V.B.4.b.i.
When the sending and receiving functions are implemented this way, they each use
a system call to access services in the OS kernel, and thus the SLCSEs collectively
use system calls to access services in the [OS] kernel. Bhattacharjee, 1221.
5. Claim 5
a. [5A]

A “kernel module” is “[a] set of functions that reside and execute in kernel
mode as extensions to the [OS] kernel.” EX1001, 6:56-59. Google and
VirtaMove’s agreed litigation construction adopts this definition. EX1058, 6;
Bhattacharjee, 1222.

Callender discloses an “Hcaport” that operates in “kernel mode” and
performs tasks including “establish[ing] an operating environment that provides
the miniport with operating system functionality.” Callender, 5:29-58, Fig. 2A;
Bhattacharjee, §223. Such an element operating in “kernel mode” is in the

“kernel,” i.e., the operating system kernel. Supra 8V.B.1.c.ii ([1B.2]). The
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Hcaport is therefore a “set of functions that resides and executes in the kernel.”
EX1001, 6:56-59; Bhattacharjee, 1223. Additionally, POSAs understood that the
Hcaport is an “extension” to the OS kernel (EX1001, 6:56-59) because it “adds
functionality to” the kernel by “provid[ing] the miniport” in the kernel “with
operating system functionality.” Callender, 5:29-65; EX1035, 203 (“extension” is
a “module that adds functionality to or extends the effectiveness of a program”);
Bhattacharjee, 1224.

Having the Hcaport reside and execute in the kernel as an extension of the
kernel would have also been obvious. The Hcaport operates in kernel mode and
provides interfaces to hardware, as noted above. POSAs understood that it was
customary to implement components with these properties as extensions of the
kernel. Bhattacharjee, §225; Callender, 1:40-43 (noting that it was typical that “the
[OS] kernel acts as a gatekeeper to computer resources”); EX1001, 6:57-59 (“It is
common in most systems to include kernel modules which provide extensions to
the existing operating system kernel.”); EX1018, 456, 696-697; EX1019, 1:16-34;
EX1027, 8:64-9:5; EX1041, 8:56-64.

Thus, Callender’s [OS] system kernel comprises a kernel module, i.e., the

Hcaport. Bhattacharjee, §226.
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b. [5B]

The *058 patent does not define “interface,” but describes an embodiment
where a “kernel module” acts as a “device interface” enabling “data exchange
between a user mode CSE and a device driver in kernel mode.” EX1001, 9:60-
10:20; Bhattacharjee, §227. The patent also describes an exemplary “kernel
module” serving as an “interface” to a device driver by notifying a “service in the
context of an application” of an “interrupt” from the device. EX1001, 8:46-52,
Fig. 5; Bhattacharjee, §227. These examples are consistent with how POSAs
understood “interface” in the context of applications and device drivers. EX1035,
279 (“interface” is “[s]oftware that enables a program to work with...another

program...or with the computer’s hardware”); Bhattacharjee, 1227.
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The sending and receiving functions in Callender’s “user mode library” are
SLCSEs. Supra §V.B.1.d.i ([1C.1]). POSAs understood that these functions
access the services in the “miniport” for queue creation, interrupt setup, and event
notification. Supra 8V.B.4.b ([4B]). Callender states that the Hcaport “provides
an abstracted general HCA device interface.” Callender, 5:43-44, Fig. 2A

(annotated below); Bhattacharjee, 228.
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For multiple reasons, POSAs understood, or would at least have found obvious,
that the user-mode library accesses the Miniport through the Hcaport.
Bhattacharjee, 1229. As explained supra 8V.B.4.b ([4B]), the user-mode library
has access to components (like the Hcaport) that run in kernel mode. Moreover,
Callender’s figures show arrows going from the “User-mode InfiniBand Library”
to the Hcaport and then from the Hcaport to the miniport (which indicates to
POSAs that user-mode processes can access the miniport through the Hcaport) and

a bidirectional arrow between the user-mode library and user-mode InfiniBand
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library (which indicates to POSAs that the user-mode library can access user-mode
InfiniBand library services as well as vice-versa). Callender, Figs. 2A, 2C;
Bhattacharjee, 1229.

In such an implementation, the Hcaport is adapted to serve as an interface
between the sending or receiving function and a device driver, i.e., the miniport
(see supra 8V.B.4.b.i ([4B])). The sending/receiving functions are SLCSEs
running in the context of an application. Supra 8V.B.1.f.i ([1E.1]); Bhattacharjee,
1230.

Thus, Callender discloses or renders obvious that the Hcaport, which is a
kernel module (supra §8V.B.5.a), is adapted to serve as an interface between an
SLCSE in the context of an application program and a device driver (the miniport).
Bhattacharjee, {231.

6. Claim 6
POSAs understood that the InfiniBand HCA adapter (supra 8V.A) receives

data in “packet” form. EX1013, [0007]; EX1042, 1:44-49. POSA:s also
understood that receiving data in InfiniBand involves the HCA adapter generating
an “interrupt” that results in an “event” that signals to an application that incoming
packets have been processed. EX1013, [0007]-[0010]; Bhattacharjee, §232.
POSAs understood that packet arrival is an asynchronous event, i.e., one that may

occur at any time. Bhattacharjee, 1233; EX1043, 1:12-17; EX1035, 38. POSAs
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also understood that this event requires information to be passed to the user-mode
receive function, which is an SLCSE that runs in the context of an application
program (supra §8V.B.1.f.i ([LE.1])), from outside the application, for two reasons:
(1) the event requires the SLCSE to be notified of the packet’s arrival by the
miniport, which is outside the application; and (2) in response to the event, the
SLCSE gets incoming data from the HCA, which is also outside the application.

EX1013, [0009]-[0010]; Callender, Fig. 2A; Bhattacharjee, 1234.
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While Callender’s miniport provides “interrupt” and “event request”
“management” (supra §V.B.4.b.ii ([4B])), Callender’s Hcaport, i.e., the kernel

module, is the interface between the user-mode receive function and the miniport
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(supra 8V.B.5.b ([5B])); thus, POSAs understood that the Hcaport is adapted to
provide a notification of the above-discussed event to the receive function by
passing the notification from the miniport. Bhattacharjee, 1235.

7. Claim7

“[N]otifying the SLCSE” includes notifying about claim 6’s event, which is
caused by an interrupt. Supra 8V.B.6 (claim 6); EX1013, [0007]-[0010];
Bhattacharjee, §236. Callender’s miniport, i.e., the kernel module (supra 8V.B.5.a
([5A])), performs “helper” functions including “management” of “interrupts.”
Callender, 6:11-20. POSAs understood that it was customary to manage interrupts
using an interrupt “handler.” EX1013, [0003]; Bhattacharjee, §237. POSAs
would also have found it obvious to implement the interrupt handler to notify the
user-mode receive function, i.e. the SLCSE, of the event that an incoming packet
has been processed via an upcall mechanism, which is “[a] means by which a
service in kernel mode executes a function in a user mode application context”
(EX1001, 6:60-61), because using an upcall to inform user-mode processes about
interrupts was a known technique within a POSA’s skill that would have
beneficially signaled the user-mode receive function to read incoming data.
Bhattacharjee, 1238-239; EX1044, [0042]; EX10145, 26:36-53; EX1046, 14:55-

59.
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8. Claim 8

Callender’s kernel-mode processes have access to “all available memory,
including user-mode memory. Callender, 1:38-41; Bhattacharjee, 1240. Thus,
POSAs understood that in operation, the up call mechanism discussed supra
8V.B.7 (claim 7) that is used by the interrupt handler to invoke the user-mode
receive function, which is an SLCSE, can execute instructions from that SLCSE,
which is resident in user mode space, while remaining in kernel mode. POSAs
would have been motivated to implement the interrupt handler this way to
beneficially avoid the “impact [on] performance” of switching to user mode, and
would reasonably have expected success because Callender’s kernel-mode
processes can access all memory. Callender, 1:53-54; Bhattacharjee, 1241.

0. Claim 9

“A function overlay occurs when the implementation of a function that
would normally be called, is replaced such that an extension or replacement
function is called instead.” EX1001, 8:62-64; Bhattacharjee, 1242. POSAs
understood that Callender’s user-mode sending and receiving functions are
“replace[ments]” for “function[s]” in the OS “that would normally be called”
(EX1001, 8:62-64) because the sending and receiving operations these functions
perform were normally provided by the OS. Supra 8V.B.1.c.ii ([1B.2]);

Bhattacharjee, 1243.
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Thus, in Callender, a function overlay is used to provide one of the plurality
of software applications access to operating system services because the sending
and receiving services normally supplied by the OS to applications are now
supplied by user-mode functions. Supra §V.B.1.d.i ([1C.1]); Bhattacharjee, 1244.

10. Claim 10

During prosecution, the applicants asserted that then-pending claim 11,
which became claim 10, “distinctly claims that user mode CSEs are part of an
application” rather than “independent applications.” EX1002, 247.

Callender’s SLCSEs form a part of applications by virtue of applications
linking to the DLL containing the SLCSEs, and are therefore not “independent
applications.” Supra §V.B.1.e.iii ([1D.3]); EX1002, 247, Bhattacharjee, 11245-
246. Furthermore, because Callender’s SLCSEs are part of a dynamic link library,
they are linked to particular software applications of the plurality of software
applications, namely the applications using the DLL, and each application has a
link that provides unique access to a unique instance of a CSE for the reasons
discussed supra §V.B.1.f.ii ([1E.2]). Bhattacharjee, 1246.

POSAs would have found it obvious to implement Callender to link the DLL
to applications as the applications are loaded, because this was a standard way of
linking shared libraries (as the *058 patent itself admits). Bhattacharjee, 1247;

EX1001, 9:18-22 (CSEs “are contained in a shared library. As such they are
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linked to a software application as the application is loaded.”); EX1097, 18:31-46
(“As is well known, [a] DLL...is dynamically linked” to applications “when they
are loaded”); EX1047, 42:66-43:10; Bhattacharjee, 1247.

11. Claim11l

Callender’s SLCSEs (user-mode sending and receiving functions, supra
8V.B.1.d.i ([1C.1])), both utilize kernel services supplied by the [OS] kernel for the
purposes recited in claim 11, as explained below. Bhattacharjee, 1248.

a. Device access

Callender’s miniport provides “access to [the] HCA adapter,” i.e., device
access. Callender, 4:57-61; Bhattacharjee, 1249. Furthermore, SLCSEs utilize the
“queues” the miniport creates for “10,” i.e. input/output, i.e., access, to the HCA
adapter. Callender, 6:56-64; supra 8V.B.4.b.i ([4B]); Bhattacharjee, 1250. The
miniport also performs security functions necessary to enable the SLCSEs to
access the adapter. Callender, 4:41-5:5; Bhattacharjee, 1251. Callender’s
“miniport” is part of the OS kernel supra 8V.B.4.b.i ([4B]); thus, the SLCSEs
utilize kernel services supplied by the operating system kernel, i.e. the miniport’s
services, for device access. Bhattacharjee, 1252.

b. Interrupt Delivery

Callender’s user-mode receiving function is notified by a miniport interrupt
handler when the HCA adapter has processed an incoming packet. Supra §V.B.7

(claim 7). Additionally, the InfiniBand sending operation involves generating an
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Interrupt to provide notification that the HCA adapter has completed a
transmission. EX1013, [0009]-[0010]; Bhattacharjee, 1253. Thus, the receiving
and sending functions utilize kernel services as claimed for interrupt delivery.
Bhattacharjee, 1253.

C. Virtual memory mapping

POSAs understood that “virtual-to-physical” memory “address mapping” is
a standard kernel service supplied by the operating system kernel. Bhattacharjee,
1254; EX1017, 1:48-60. Additionally, POSAs understood that applications linking
to the “user mode library”—a DLL (Callender, 5:13-15)—would have the library
In their “virtual address space.” EX1017, 3:52-4:32, Fig. 5; Bhattacharjee, 1254.
Thus, POSAs would have found it obvious to implement Callender’s user-mode
library’s sending and receiving functions to use the kernel’s services for virtual
memory mapping to achieve known benefits of virtual memory, e.g., “isolating
processes from each other,” and would reasonably have expected success because
such use of the kernel was well-known. EX1017, 1:50-56; Bhattacharjee, 1255.

12. Claim 12

Callender’s SLCSEs send/receive data via the HCA adapter, which uses the
“InfiniBand” networking protocol (supra §8V.A); therefore, the SLCSEs include

services related to at least networking protocol processes. Bhattacharjee, 1256.
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If claim 12 also requires the SLCSEs to include services related to
management of files, this would have been obvious. The "058 patent’s
specification never mentions “management,” but mentions “access[ing] files that
reside in different locations” as an example of “File System services” that are
CSEs. EX1001, 6:10-17. It was well-known to use InfiniBand to connect to
“network attached storage (NAS)” providing “file access”; thus, in an obvious use
of Callender’s SLCSEs to access files on NAS, the SLCSEs include services
related to the management of files. EX1064, [0002]-[0003]; Bhattacharjee, 1257.

13. Claim 13

POSAs understood that a known alternative to using interrupts to signal
completion of an InfiniBand operation (see supra 8V.B.4.b.ii ([4B])) was to poll to
see if the operation is complete, and understood that using interrupts vs. polling
involved a tradeoff between reducing latency (the overall time between the start
and end of an operation) via polling or reducing processor resource usage via
interrupts. Bhattacharjee, 1258; EX1048, 2; EX1049, 281-282. Thus, POSAs
would have been motivated to modify the user-mode sending and receiving
functions, i.e. the SLCSEs, to use polling for a particular one of the software
applications that requires minimizing latency, and would reasonably have expected

success because polling was a known technique. EX1003, 259.
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14. Claim 14

The interrupt-based and polling-based versions of Callender’s SLCSEs are
used by different applications (supra 8V.B.13 (claim 13)); these different SLCSE
versions are “respective versions” that different applications are “provided with,”
I.e., SLCSEs that are application specific. EX1001, 3:57-60 (“software
applications are provided with respective versions of [CSEs].... the system
elements which are application specific reside in user mode[.]”); Bhattacharjee,
260. These SLCSEs are in the user-mode library, i.e., reside in user mode. Supra
8V.B.1.d.i ([1C.1]); Bhattacharjee, 1260.

Callender’s OS critical system elements (OSCSES), are in, and therefore
reside in, the operating system kernel. Supra 8V.B.1.c.ii ([1B.2]); Bhattacharjee,
261. The *058 patent defines a “compute platform” as “[t]he combination of
computer hardware and a single instance of an operating system.” EX1001, 6:29-
30. Callender’s OSCSEs are hardware-specific because they use a “vendor
specific library” for the HCA adapter, which is “hardware,” and they are OS
instance-specific because they are part of the operating system kernel; thus, the
OSCSEs are platform specific. Callender, 4:51-5:28; supra 8V.B.1.c.ii ([1B.2]);

Bhattacharjee, 1261.
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15. Claim 15

Callender’s Hcaport is a kernel module, and Callender’s “kernel mode
miniport driver” (Callender, 4:56, Fig. 2A)—a device driver (Supra 88V.B.5.a-
V.B.5.b (claim 5))—is in kernel mode. Bhattacharjee, 1262. Callender’s SLCSEs
are in the “user mode library” and thus in user mode. Supra 8V.B.1.d.i ([1C.1]);
Callender, 4:51-5:18; Bhattacharjee, 1262.

The ’058 patent says that “[a]s a device interface, the kernel module
enables data exchange between a user mode CSE and a device driver in kernel
mode” using “virtual memory such that data is transferred in both directions
without a copy.” EX1001, 10:60-66. Immediately following this statement, the
patent states that “[s]ervices exported for device interface typically include” a list

of possibilities including “[i]nitialization,” “[e]stablish[ing] a channel between a
CSE in user mode and a specific device,” and “[i]Jnform[ing] the interrupt service
that this CSE requires notification.” EX1001, 9:66-10:20. Callender’s Hcaport
serves as an interface between the miniport and the SLCSEs for purposes including
(1) SLCSEs sending queue-creation requests to the miniport; and (2) the miniport
sending event notifications to the SLCES. Supra §8V.B.5.a-V.B.5.b (claim 5);

Bhattacharjee, 1263. Therefore, the Hcaport is adapted to enable data exchange

between the SLCSEs in user mode and a device driver in kernel mode, and data is
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transferred both from the SLCSE to the driver and vice-versa as claim 15 recites.
Bhattacharjee, 1263.

One well-known way to exchange data between two entities was via data
structures in memory, e.g., queues, accessible to both entities. Bhattacharjee,
1264; EX1019, 2:22-39 (describing well-known “virtual interface” standard using

“queues” “mapped directly to user address space” for data exchange);
Bhattacharjee, 1264. POSAs would have found it obvious to use mapping of
virtual memory to implement these data structures to achieve the well-known
benefits of virtual memory, and would reasonably have expected success because

virtual memory mapping was well-known. EX1017, 1:48-60; Bhattacharjee, 1264.

16. Claim 16

Callender’s SLCSEs form a part of software applications by being in a DLL
linked to the applications. Supra 8V.B.1.f.i ([1E.1]); Bhattacharjee, 1265.

17. Claim 17

Callender says “access to [the] HCA adapter...through [the] user mode
library...is practical” because in InfiniBand, “[i]nitiating and terminating access
are controlled through kernel mode,” but “[a]fter initiation...extremely fast user
mode access” is enabled. Callender, 4:57-67. Callender also says the miniport “is
responsible for creating and destroying communication queues,” whereas the user

mode library “permits user mode data transfer to the communication queues at
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[the] HCA adapter.” Callender, 4:57-5:5. Thus, POSAs understood that after the
miniport creates queues and initiates access, the user mode sending/receiving
functions do not need the kernel for anything else except interrupts and any virtual
memory access that may occur. Bhattacharjee, {266; see also EX1013, [0009]-
[0010] (describing well-known InfiniBand sending/receiving methods, not utilizing
kernel services).

Thus, other than utilizing kernel services supplied by the operating system
kernel for device access, interrupt delivery, and virtual memory mapping, which
the user-mode sending and receiving functions, i.e. the SLCSEs, do (supra 8V.B.11
(claim 11)), the SLCSEs otherwise execute without interaction from the operating
system kernel. Bhattacharjee, 1267.

18. Claim 18

POSAs understood that Callender discloses implementing kernel-mode
sending and receiving operations and their corresponding user-mode operations
with different code. Bhattacharjee, 1268. Callender teaches defining a common
“interface” for user-mode and kernel mode operations. E.g., Callender, 7:5-20,
Fig. 3; claims 1, 9, 17; Bhattacharjee, §268. While the same code can be used for
the underlying implementations of operations (4:30-32), Callender does not
require this; rather, Callender says “user mode implementations of a given

operation tend to differ from kernel mode implementations” and that as an
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alternative, “same source code may be written.” Callender, 4:17-32,;
Bhattacharjee, 1268. While Callender acknowledges the benefits of using the same
code (4:33-40), Callender does not teach away from different code. Bhattacharjee,
1268. Furthermore, POSAs understood that using different code provided benefits
such as allowing the user-mode library to be updated periodically without requiring
modifications to the OS kernel, thus avoiding the risk of damaging the kernel.
Bhattacharjee, 1268.

Thus, in one obvious implementation of Callender, the user-mode functions
for the sending and receiving operations, i.e. SLCSES, do not use the same code as,
and therefore are not copies of, the kernel-mode implementations of those
operations, i.e. OSCSEs. Bhattacharjee, 1269.

V1. DISCRETIONARY DENIAL IS UNWARRANTED

Pursuant to and in reliance on Acting Director Coke M. Stewart’s March 26,
2025, Memorandum regarding Interim Processes for PTAB Workload
Management, Petitioner understands that discretionary denial issues, if any, will be
raised in a separate brief to be filed by Patent Owner. If Patent Owner files such a
brief, Petitioner intends to respond in an opposition brief consistent with Acting
Director Coke M. Stewart’s March 26, 2025, Memorandum regarding Interim
Processes for PTAB Workload Management. Accordingly, Petitioner will not

address discretionary denial issues in this Petition other than to note that (a)
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Petitioner is filing concurrently with this Petition a Motion for Joinder with
Google’s IPR2025-00489 for the *058 patent, and, if joined, Petitioner would be
taking an understudy role and the Board’s finite resources would not be impacted;
(b) Microsoft filed on April 18, 2025, along with its Petition for Inter Partes
Review of the 058 patent that is “substantively identical to” Google’s IPR2025-
00489 Petition, a Motion for Joinder to the same Google IPR2025-00489, and
Microsoft likewise stated there that it will, if joined, accept an understudy role.
See Microsoft Corp. v. VirtaMove, Corp., IPR2025-00853, Paper 3 (PTAB Apr.
18, 2025).

VIl. CONCLUSION

The Board should institute review and cancel Claims 1-18.

Respectfully submitted,
ORRICK, HERRINGTON & SUTCLIFFE LLP

Dated: May 16, 2025 /Bas de Blank/
Bas de Blank
Orrick, Herrington & Sutcliffe LLP
Lead Counsel for Petitioner
Registration No. 74,930
1000 Marsh Road
Menlo Park, CA 94025
Tel: 650-614-7400
Fax: 650-614-7401
Email: m2bptabdocket@orrick.com

Attorney for Petitioner Oracle Corporation
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CERTIFICATE OF COMPLIANCE

The undersigned certifies that the foregoing PETITION FOR INTER PARTES
REVIEW complies with the type volume limitation in 37 C.F.R. § 42.24(a).
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VIII. CLAIM LISTING

The following claim listing assigns element labels (e.g., [LA1], [LAZ2], etc.)

to certain claims for clarity.

Claim1

[LPRE] A computing system for executing a plurality of software applications
comprising:

[1A] a) a processor;

[1B.1] b) an operating system having an operating system kernel having...

[1B.2] OS critical system elements (OSCSES)...

[1B.3] for running in kernel mode using said processor; and,

[1C.1] c) ashared library having shared library critical system elements
(SLCSESs) stored therein...

[1C.2] for use by the plurality of software applications in user mode and

[1D.1] i) wherein some of the SLCSEs stored in the shared library are functional
replicas of OSCSEs and...

[1D.2] are accessible to some of the plurality of software applications and...

[1D.3] when one of the SLCSEs is accessed by one or more of the plurality of
software applications it forms a part of the one or more of the plurality of
software applications,

[1E.1] i1) wherein an instance of a SLCSE provided to at least a first of the
plurality of software applications from the shared library is run in a context of
said at least first of the plurality of software applications without being shared
with other of the plurality of software applications and...

[1LE.2] where at least a second of the plurality of software applications running
under the operating system have use of a unique instance of a corresponding
critical system element for performing same function, and

[1F] 1ii) wherein a SLCSE related to a predetermined function is provided to the
first of the plurality of software applications for running a first instance of the
SLCSE, and wherein a SLCSE for performing a same function is provided to the
second of the plurality of software applications for running a second instance of
the SLCSE simultaneously.

Claim 2

A computing system as defined in claim 1, wherein in operation, multiple
instances of an SLCSE stored in the shared library run simultaneously within the
operating system.




Claim 3

A computing system according to claim 1 wherein OSCSEs corresponding to
and capable of performing the same function as SLCSESs remain in the operating
system kernel.

Claim4

[4A] A computing system according to claim 1 wherein the one or more SLCSES
provided to one of the plurality of software applications having exclusive use
thereof,

[4B] use system calls to access services in the operating system kernel.

Claim5

[5A] A computing system according to claim 1 wherein the operating system
kernel comprises a kernel module

[5B] adapted to serve as an interface between an SLCSE in the context of an
application program and a device driver.

Claim 6

A computing system according to claim 5 wherein the kernel module is adapted
to provide a notification of an event to an SLCSE running in the context of an
application program, wherein the event is an asynchronous event and requires
information to be passed to the SLCSE from outside the application.

Claim7

A computing system according to claim 6 wherein a handler is provided for
notifying the SLCSE in the context of one of the plurality of software
applications through the use of an up call mechanism.

Claim 8

A computing system according to claim 7 wherein the up call mechanism in
operation, executes instructions from an SLCSE resident in user mode space, in
kernel mode.

Claim 9

A computing system according to claim 2, wherein a function overlay is used to
provide one of the plurality of software applications access to operating system
services.

Claim 10

A computing system according to claim 2 wherein SLCSEs stored in the shared
library are linked to particular software applications of the plurality of software
applications as the particular software applications are loaded such that the
particular software applications have a link that provides unique access to a
unigue instance of a CSE.




Claim 11

A computing system according to claim 2 wherein the SLCSEs utilize kernel
services supplied by the operating system kernel for device access, interrupt
delivery, and virtual memory mapping.

Claim 12

A computing system according to claim 1, wherein SLCSEs include services
related to at least one of, network protocol processes, and the management of
files.

Claim 13

A computing system according to claim 10 wherein some SLCSEs are modified
for a particular one of the plurality of software applications.

Claim 14

A computing system according to claim 13 wherein the SLCSEs that are
application specific, reside in user mode, while critical system elements, which
are platform specific, reside in the operating system kernel.

Claim 15

[15A] A computing system according to claim 5 wherein the kernel module is
adapted to enable data exchange between the SLCSEs in user mode and a device
driver in kernel mode,

[15B] and wherein the data exchange uses mapping of virtual memory such that
data is transferred both from the SLCSESs in user mode to the device driver in
kernel mode and from the device driver in kernel mode to the SLCSES in user
mode.

Claim 16

A computing system according to claim 1 wherein SLCSEs form a part of at least
some of the plurality of software applications, by being linked thereto.

Claim 17

A computing system according to claim 2 wherein the SLCSEs utilize kernel
services supplied by the operating system kernel for device access, interrupt
delivery, and virtual memory mapping and otherwise execute without interaction
from the operating system kernel.

Claim 18

A computer system as defined in claim 2 wherein SLCSEs are not copies of
OSCSEs.




