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I. INTRODUCTION 

The Petition should be denied because each of the five asserted grounds fails 

to disclose multiple limitations of the challenged claims of U.S. Patent Number 

9,337,193 (“the ’193 patent”). 

The challenged claims recite “at least two epitaxial structures… wherein the 

epitaxial structures are spaced apart from each other” and “at least two caps, 

respectively surrounding the epitaxial structures, wherein at least two adjacent caps 

are merged together.”  None of the Petition’s asserted grounds disclose or render 

obvious these claim elements.  The ’193 patent specification explains that “[d]uring 

the epitaxial growth process for the silicon cap 68, the silicon cap 68 continuously 

grows on the surface of each of epitaxial structure 66 and gradually fills up the space 

between two adjacent epitaxial structures 66 until two adjacent silicon caps 68 merge 

together as shown in FIG. 7.”  Ex. 1001, 6:1-6.  That is, at least two adjacent caps 

68a and 68a are formed on two different epitaxial structures 66 (which are spaced 

apart) to create a single merged cap 68, as depicted in Figure 7. 



Case No. IPR2025-01054 
Patent No. 9,337,193 B2 

2 

Ex. 1001, Fig. 7.  In contrast, none of the asserted prior art discloses or renders 

obvious at least two spaced apart epitaxial structures and that at least two adjacent 

caps are formed on the two epitaxial structures and then merged together.   

Glass (US 10,535,735 B2, Ex. 1005) (Grounds 1 and 2): 

The Glass reference does not disclose or render obvious that “at least two 

adjacent caps are merged together.” 
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Ex. 1005, Fig. 3I (partial).  Glass’s alleged “caps” (317 in Fig. 3I) are not merged 

together.  As seen above, the layers 317 are separate with, at most, a point contact 

between them, such that they cannot be said to be “merged.”  Moreover, as explained 

below in § IV.A.1.b, the Petition fails to set forth any factual basis for its assertion 

that a POSITA would have been motivated to modify Glass to include “at least two 

adjacent caps [that] are merged together.” 

Kelly (US 8,703,556 B2, Ex. 1009) and Murthy (US 8,598,003 B2, Ex. 1010) 
(Grounds 3 and 4): 

The Kelly reference discloses a device with two epitaxial structures that are 

spaced apart but no caps, much less that at least two adjacent caps are merged 

together.   
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Ex. 1009, Fig. 7B.   

The Murthy reference discloses a single epitaxial structure and a single cap 

layer.   
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Ex. 1010, Fig. 15.  The Petition alleges that a POSITA would have been motivated 

to combine Kelly and Murthy.  However, as explained below in §§ IV.B.1-3, the 

Petition offers no rationale that a POSITA would have been motivated to implement 

the claimed feature: a merged cap.  Nor could it, because since neither Kelly nor 

Murthy disclose a merged cap, neither can supply a rationale for implementing such 

a merged cap. 

Grounds 3 and 4 also fail for an additional reason.  Both of the Petition’s 

proposed Kelly-Murthy combinations include Kelly’s “sidewall spacers 310” on 

either side of each epitaxial structure and thus, the cap layers are not “respectively 

surrounding” the epitaxial structures. 

Pet., 52-53 (annotated).   
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Su (US 2011/0210404 A1, Ex. 1007) (Ground 5):

The Su reference also fails to disclose a device with spaced-apart epitaxial 

structures and a merged cap.  The Petition points to Su’s Fig. 7, which depicts a 

device with two layers: one epitaxial structure (36_1) and one an alleged cap (36_2).  

In Figure 9, Petitioner argues without support that only outer layers 36_2 would be 

merged, and not inner layers 36_1. 

Ex. 1007, Figs. 7 and 9.  However, as explained below in § IV.C.1, the Petition fails 

to set forth a factual basis for why the combination would result in “spaced apart” 

epitaxial structures (36_1) and “merged” caps (36_2).  Indeed, the reference is silent 

on the issue, but if anything, Petitioner’s logic regarding merging of layers 36_2 

applies equally to layers 36_1, meaning that the hypothetical epitaxial structures are 

not spaced apart in any embodiment in which the caps are merged.  That is, if 
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Petitioner’s logic is correct, in Figure 9 above, inner layers 36_1 are merged, and 

thus the embodiment fails to teach epitaxial structures spaced apart. 

For at least the reasons above, the Petition should be denied. 

II. SEMICONDUCTOR TRANSISTOR TECHNOLOGY PRIMER 

The following is a brief primer of semiconductor transistors to establish a 

foundation of common terms and concepts that can be used in addressing the defects 

in the Petition.  These terms and concepts focus on: (1) the basic components of 

transistors; (2) the difference between planar and three-dimensional (e.g., fin) 

transistors; and (3) common process steps for creating transistors.  Ex. 2001, ¶21. 

A. Basic Transistor Components 

Today’s semiconductor devices trace their lineage back to the first computers 

of the 1940s, which used vacuum tubes to perform two key electrical functions: 

switching (i.e., turning access to electrical current on and off) and amplification (i.e., 

increasing the amplitude of a signal while retaining its electrical characteristics).  Ex. 

2002 at 1-2; Ex. 2001, ¶22.  Where earlier tube devices used a vacuum tube to control 

the flow of electrons (turning electrical current on and off), today’s semiconductor 

devices use transistors.  Ex. 2002 at 3; Ex. 2001, ¶22. 

One type of transistor typically used in an integrated circuit (or “chip”) is a 

“field effect transistor,” or FET.  Ex. 2001, ¶23.  Materials used to build such 

transistors are divided into three categories based on their ability to conduct 
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electrical current: conductors, dielectrics, and semiconductors.  Ex. 2002 at 29-34; 

Ex. 2001, ¶23.  In a conductor (e.g., a metal), electric current can flow freely.  Ex. 

2002 at 29; Ex. 2001, ¶23.  A dielectric (e.g., silicon dioxide) is an insulative material 

at the opposite end of the conductivity spectrum and has a high resistance to the flow 

of current.  Ex. 2002 at 30; Ex. 2001, ¶23.  Semiconductors (e.g., silicon) fall 

between conductors and dielectrics and have some conducting and some resisting 

ability.  Ex. 2002 at 31-34; Ex. 2001, ¶23.  

The simplified FET below illustrates how these materials may be used to 

create a semiconductor transistor device.  Ex. 2001, ¶24.  As shown, the transistor is 

built on a semiconductor substrate and comprises a source, a drain, a gate, and a 

channel.  See, e.g., Ex. 2002 at 510-511.  The source, drain and channel comprise 

semiconductor material, the gate comprises a conductor, and the gate and channel 

are separated by a thin dielectric layer.   

See, e.g., Ex. 2002 at 510-511; Ex. 2001, ¶24.   
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The source and drain are regions in the semiconductor substrate that are either 

rich in electrons (a negative, or n-type, region) or rich in holes (a positive, or p-type, 

region).  Ex. 2002 at 26-28, 427-28; Ex. 2001, ¶25.  The channel is a region under 

the gate and between the source and drain, and is of the opposite type to that of the 

source and drain.  In other words, if the source and drain are n-type regions, then the 

channel will be a p-type region (and vice versa).  Ex. 2002 at 510-511; Ex. 2001, 

¶25.   

The gate is a conductor (or semiconductor) located above the channel.  Ex. 

2001, ¶ 26.  In this simplified version of a FET, there is a dielectric between the 

channel and the gate.  Ex. 2002 at 510-511; Ex. 2001, ¶26.  When a voltage is applied 

to the gate, the dielectric prevents the “flow of charge” (current) between the gate 

and the channel, but the applied voltage results in the creation of a “field effect” in 

the channel.  Ex. 2002 at 510-511; Ex. 2001, ¶26.  This “field effect” either builds 

up or depletes the charges in the channel (depending on whether it is a p- or n-type 

channel).   Ex. 2002 at 510-511; Ex. 2001, ¶26.   

As illustrated below, this field effect allows charge to flow from the source, 

through the channel, to the drain. Ex. 2001, ¶27.  Thus, selectively applying voltage 

to the gate switches the transistor on and off, starting and stopping drain-to-source 

or source-to-drain current.  Ex. 2001, ¶27. 
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B. Planar vs. Three-Dimensional Transistors 

Integrated circuit chips in modern computer systems are typically composed 

of millions and even billions of transistors.  Ex. 2001, ¶ 28.  The first transistor 

prototypes in 1947 were several inches in size, and implementing even the simplest 

early computers required tens of thousands of gates or transistors.  Id.  Given those 

numbers, and the correlation between an increased number of transistors and 

increased computing power, the desire to shrink transistor sizes to fit more 

transistors on a chip has been consistent and widespread in industry.  Id.  This desire 

led to the development of a new type of transistor, a “FinFET.”  Ex. 2001, ¶28. 

The simplified illustrative FET transistors illustrated in the previous section 

all feature a gate structure built on a flat semiconductor substrate; in other words, a 

“planar” FET.  Ex. 2001, ¶29.  In the early 2010s, however, commercial gates 

evolved from such two-dimensional (2D) planar transistors to three-dimensional 

(3D) FinFET transistors.  Ex. 2001, ¶29. 
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In the below image, the figure on the left illustrates a 2D planar transistor built 

on a flat silicon substrate.  Ex. 2001, ¶30.  In this traditional 2D planar transistor, the 

transistor forms a conducting channel in the silicon region under the gate. 

Ex. 2001, ¶30. 

In contrast, as illustrated above in the right figure, an exemplary 3D fin 

transistor design features a vertical semiconductor fin structure above the substrate 

that acts as a channel between the source and drain regions.  Ex. 2001, ¶31.  In the 

resulting fin field effect transistor (“FinFET”), the source and drain regions are 

formed at opposing regions of the fin, and the gate is wrapped over the fin 

surrounding the fin on the top and two sides.  Id. 
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Thus, where a planar gate has only a horizontal dimension, the FinFET gate 

has both horizontal and vertical dimensions, thereby allowing a FinFET transistor to 

take up less surface area than a planar transistor.  Ex. 2001, ¶32.  This alone means 

that more FinFET transistors may fit on an integrated circuit chip compared to that 

of the planar transistor.  Id.  In addition, because FinFETs typically leak less current 

than planar FET transistors, FinFETs may be more tightly packed on an integrated 

circuit chip.  Id.  This, too, increases the number of FinFET transistors that may fit 

onto a single chip.  Id. 

C. Processes For Manufacturing Integrated Circuits And Transistors  

1. The Four Stages Of Fabricating Integrated Circuits 

The intricate, complex manufacturing process developed over the years for 

achieving such highly-dense integrated circuits can be divided into four distinct 

stages: (1) material preparation; (2) wafer preparation; (3) wafer fabrication; and (4) 

packaging.  Ex. 2001, ¶33. 

In the first stage, the semiconductor material itself is created.  Ex. 2002 at 13. 

For a silicon semiconductor, the raw starting material is sand, which is converted to 

pure silicon with a polysilicon structure.  Ex. 2002 at 13; Ex. 2001, ¶34.  

In the second stage, the semiconductor material is first formed into a silicon 

crystal with specific electrical and structural parameters, and it is then sliced into 
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thin disks called “wafers.”  Ex. 2002 at 13-14; Ex. 2001, ¶35.  A wafer acts as a 

semiconductor substrate on and in which transistors may be formed.  Ex. 2001, ¶35. 

The third stage is wafer fabrication, during which individual integrated 

circuits are formed in and on the wafer semiconductor substrate.  Ex. 2002 at 14; Ex. 

2001, ¶36.  Thousands of integrated circuits can be formed on the substrate of a 

single wafer.  Ex. 2002 at 14; Ex. 2001, ¶36.  

In the packaging stage, the wafer is separated into individual chips.  Ex. 2002 

at 14-15; Ex. 2001, ¶37.  

2. The Wafer Fabrication Stage  

The third manufacturing stage, wafer fabrication, is the one most relevant 

here, and it can take several thousand steps, during which transistors and other 

devices are formed in and on the wafer’s substrate.  Ex. 2002 at 14; Ex. 2001, ¶38.  

These steps are generally performed using three categories of materials (conductors, 

semiconductors, and dielectrics) in four basic operations (layering, patterning, 

doping, and heat treatments).  See Ex. 2002 at 29-31, 71; Ex. 2001, ¶38.  For 

purposes of understanding the Petition and its deficiencies, the two most important 

basic operations are layering and patterning.  Ex. 2001, ¶38.

Layering is the operation used to add thin layers to the semiconductor 

substrate.  Ex. 2002 at 72; Ex. 2001, ¶39.  The layers may be conductors, 
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semiconductors, or dielectrics; and they can have a variety of functions and be made 

in a variety of ways.  Ex. 2002 at 72; Ex. 2001, ¶39.  

For example, one way of adding a layer of material is to deposit that material 

onto the semiconductor substrate.  Ex. 2001, ¶40.  Another way of adding a layer of 

material is to grow the material on the semiconductor substrate.  Id.  After an initial 

layer is added to the semiconductor substrate, additional layers may be added to the 

earlier layers using similar growth or deposition processes.  Id.  To illustrate, the 

transistor structure shown below shows a number of layers that have been added to 

the wafer’s semiconductor substrate, some deposited, some grown.  Ex. 2002 at 72; 

Ex. 2001, ¶40.  

Patterning is the series of steps to remove (etch away) selected portions of 

the semiconductor substrate or one or more layers of materials that were added 

during one or more prior layering operations.  Ex. 2002 at 72-73; Ex. 2001, ¶41.  

This creates a pattern on the wafer surface.  Ex. 2002 at 72-73; Ex. 2001, ¶41.  
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The patterning may result in one or more holes in the layered material or one 

or more remaining islands of material.  Ex. 2002 at 72-73; Ex. 2001, ¶42.  For 

example, the following figures illustrate the use of patterning to make (1) a hole in 

a previously formed layer: and (2) an island from a previously formed layer:  

Ex. 2001, ¶42. 

The repeated combination of layering and patterning in different sequences 

and variations is critical to the formation of transistors in and on the semiconductor 

wafer: 

These parts are created one layer at a time by the combination of putting 

a layer on the surface and removing a portion, with a patterning process, 

to leave a specific shape.  The goal of the patterning operations is to 

create the desired shapes in the exact dimensions (feature size) required 

by the circuit design, and to locate them in their proper location on the 

wafer surface and in relation to the other parts. 

Ex. 2002 at 73; Ex. 2001, ¶43.   
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III. THE CHALLENGED ʼ193 PATENT 

The ’193 patent “relates generally to non-planar semiconductor devices, and 

more particular to non-planar semiconductor devices with epitaxial structures.”  Ex. 

1001, 1:15-17.  Specifically, the patent states that “one main technology generally 

used in the strained-silicon technology is to dispose epitaxial structures with lattice 

constants different from that of the crystal silicon in the source/drain regions of the 

semiconductor devices.”  Id., 1:39-43.  “Since the epitaxial structures have lattice 

constants larger or smaller than that of the crystal silicon, carrier channel regions 

adjacent to those epitaxial structures could sense external stresses and both the lattice 

structure and the band structure within these regions are altered.  As a result, the 

carrier mobility and the performances of the corresponding semiconductor devices 

are improved effectively.” 

The patent identifies weaknesses in the prior art in that “two adjacent epitaxial 

structures within the semiconductor device often generate unwanted lattice defects 

on their interfaces.”  Id., 1:36-42.  The described invention is designed to solve those 

issues.  Id., 1:66:-2:2 (“One purpose of the present invention is to provide a 

semiconductor device with epitaxial structures, which has few lattice defects in the 

epitaxial structures and has enhanced stresses imposed onto the channel region.”); 

see also Ex. 2001, ¶45. 
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“FIG. 1 is a schematic perspective view showing a semiconductor device at 

the beginning of the fabrication process.  At this stage, a semiconductor device 

having a substrate 10 and a plurality of fin-shaped structures 12 disposed thereon is 

provided.”  Ex. 1001, 2:51-55. 

Ex. 1001, Fig. 1; Ex. 2001, ¶46. 

“FIG. 2 is a schematic perspective diagram showing the semiconductor device 

after the formation of a dummy gate structure.”  Ex. 1001, 3:37-39.  As shown, “[a]n 

isolating structure 20 is formed on the substrate 10 and the lower portion of each fin-

shaped structure 12 is embedded in the isolating structure 20.  In this way, 

subsequently-formed transistors may be electrically isolated from one another by the 

isolating structure 20.”  Ex. 1001, 3:39-43.  Then, a gate structure 30 is “formed to 
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cover the substrate 10 and the fin-shaped structures 12” such that “gate structure 30 

crosses over at least two fin-shaped structures 12 and covers the isolating structure 

20 between them.”  Ex. 1001, 3:51-61. 

Ex. 1001, Fig. 2; Ex. 2001, ¶47. 

After forming the gate structure, a spacer 40 is formed on the sides of the gate 

structure 30 to define the position of the epitaxial structures.  Subsequently, an 

etching process is carried out to etch the fin-shaped structures.  Ex. 1001, 5:6-8; Figs. 

3 and 4.  “After the etching process, recesses 60 may be respectively formed in each 

fin structure 12 at at least one side of the gate structure 30.”  Id., 5:8-10.    
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Ex. 1001, Figs. 3 and 4. 

The patent then describes the next step, forming the epitaxial structures.  “FIG. 

5 is a schematic perspective view showing the semiconductor device after the 

formation of epitaxial structure.”  Ex. 1001, 5:20-22.  “[A]fter the formation of the 
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optional recesses 60, epitaxial structures 66 are respectively formed in the 

corresponding recesses 60 through performing an epitaxial growth process.  

Preferably, two adjacent epitaxial structures 66 are disposed individually and space 

apart from each other so as to ensure that they don’t merge together.”  Id., 5:24-30.   

Ex. 1001, Fig. 5.  That the epitaxial structures do not merge is a key element of the 

claimed invention.  See Ex. 1001, claim 1[c] (reciting “wherein the epitaxial 

structures are spaced apart from each other”).  Spacing apart the epitaxial structures 

in this manner mitigates unwanted lattice defects.  Ex. 2001, ¶49. 
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Finally, the patent describes forming merged caps that surround the epitaxial 

structures: 

After the formation of the epitaxial structures 66, another 

epitaxial layer, such as a silicon cap 68 composed of 

monocrystalline silicon, may be formed on the surface of 

each of the epitaxial structures 66 through another 

epitaxial growth process.  During the epitaxial growth 

process for the silicon cap 68, the silicon cap 68 

continuously grows on the surface of each of epitaxial 

structure 66 and gradually fills up the space between two 

adjacent epitaxial structures 66 until two adjacent silicon 

caps 68 merge together as shown in FIG. 7. 

Ex. 1001, 5:64-6:6; Fig. 7 (below).   
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As shown in Fig. 7 above, the merged caps 68 surround the epitaxial structures 

66.  That two adjacent caps surround the epitaxial structures and merge together is a 

key element of the claim.  See Ex. 1001, claim 1 (“at least two caps, respectively 

surround the epitaxial structures, wherein at least two adjacent caps are merged 

together”); Ex. 2001, ¶51.  Using a two-layer process (e.g., cap layer over epitaxial 

structure layer) can reduce the continued propagation of a defect, such as the 

formation of a void between two epitaxial structures.  Ex. 2001, ¶51.  For example, 

as shown in Figs. 9 and 10, if the epitaxial structures merge before the cap layer is 

added, then a void forms beneath the merged portion: 

Ex. 1001, Figs. 9 and 10 (annotated).  Such a void can negatively impact device 

performance, for example by reducing mechanical strength, hindering electrical 

conductivity, or causing shorts.  Ex. 2001, ¶51.  In contrast, Fig. 7, which illustrates 

the claimed embodiment of spaced apart epitaxial structures and a merged cap, has 

no such void: 
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Ex. 1001, Fig. 7.  Thus, having the epitaxial structures spaced apart and then merging 

adjacent caps eliminates this issue.  Ex. 2001, ¶51.  Moreover, merging adjacent caps 

together can also smooth the top surface contour or add height to the structure, for 

example for conduction purposes.  Ex. 2001, ¶51.   

The above-described innovative aspects of the invention are embodied in all 

challenged claims via independent claim 1, which recites: 

1. A semiconductor device, comprising: 

at least two fin-shaped structures, disposed on a substrate;; 

a gate structure, covering the fin-shaped structures; 
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at least two epitaxial structures, disposed at one side of the gate structure 

and respectively directly contacting each fin-shaped structure, wherein the 

epitaxial structures are spaced apart from each other; and 

at least two caps, respectively surrounding the epitaxial structures, wherein 

at least two adjacent caps are merged together.

Ex. 1001, claim 1. 

IV. THE PETITION FAILS TO ESTABLISH THE REQUIRED 
LIKELIHOOD OF SUCCESS 

A. Grounds 1 and 2   

In Ground 1, the Petition alleges that Glass renders obvious independent claim 

1 and certain claims depending from claim 1.  Pet., 11.  In Ground 2, the Petition 

alleges Glass and Tsai renders obvious dependent claim 6, which depends from 

claim 1.  Pet., 37.  Both of these grounds fail because Glass does not disclose or 

render obvious element 1[d].   

1. Ground 1 Fails To Disclose Or Render Obvious “Wherein At 
Least Two Adjacent Caps Are Merged Together” (Element 
1[d]) 

Claim 1 requires that “at least two adjacent caps are merged together.”  Ex. 

1001, claim 1.  Ground 1 fails to disclose that feature.  The Petition alleges that 

“Glass explicitly discloses ‘at least two adjacent caps are merged together’ [1D] as 
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shown in Figures 1A and 3I”, pointing to Glass’s “boron-doped germanium-tin alloy 

layer” (117 in Fig. 1A and 317 in Fig. 3I) as the claimed cap.  Pet., 23.   

Pet., 22 (annotated Glass Figs. 1A and 3I).  However, even if the alloy layer is 

considered a cap, Glass fails to disclose or render obvious “wherein at least two 

adjacent caps are merged together,” as required by element 1[d]. 

a. Glass Does Not Disclose Two Adjacent Caps Merged 
Together 

First, the Petition alleges that “Glass explicitly discloses ‘at least two adjacent 

caps are merged together’ [1D] as shown in Figures 1A and 3I above.”  Pet., 23 

(citing Glass, Figs. 1A and 3I).  The Petition does not even argue that any written 

description in Glass teaches or suggests that two adjacent caps are merged together.  

Pet., 23-25.  Nor could it, because the text of Glass simply does not describe this 

feature.  See Ex. 1005, 3:36-5:22 (describing Fig. 1A).  
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Moreover, neither Figure 1A nor Figure 3I of  

Glass discloses that two adjacent caps are merged together.  Ex. 2001, ¶55.  As 

shown below, Figure 3I includes solid lines between adjacent alloy layers 317.   

Ex. 1005, Fig. 3I (partial).  Thus, at most, Figure 3I suggests that the boundary of 

one alloy layer 317 may abut the boundary of another, but not that two adjacent caps 

“merge together.”  Ex. 2001, ¶55.  In contrast, the ’193 patent explains that “the 

silicon cap 68 continuously grows on the surface of each of epitaxial structure 66 
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and gradually fills up the space between two adjacent epitaxial structures 66 until 

two adjacent silicon caps 68 merge together as shown in FIG. 7.”  Ex. 1001, 6:1-6.   

Ex. 1001, Fig. 7.  As shown above, the ’193 patent’s figures clearly illustrate that 

two adjacent caps are merged together, rather than simply abutting each other, as 

evidenced by the lack of any lines between adjacent caps.  Compare Ex. 1005, Fig. 

1A with Ex. 1001, Fig. 7.  Moreover, as shown below, while the ’193 patent’s figures 

include only one “silicon cap 68,” indicating that two adjacent caps merge together 

to form a single merged structure, Glass’s Figure 3I includes separate labels 317 for 

each alloy layer, indicating that they remain separate structures.  Thus, under 
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Petitioner’s own proffered definition of “merge” (“to cause to combine, unite, or 

coalesce”), Glass does not disclose that two adjacent caps are “merged together.”  

Ex. 2001, ¶55. 

Ex. 1005, Fig. 3I (left); Ex. 1001, Fig. 8 (right).  Thus, Glass’s Figure 1A does not 

disclose that “two adjacent caps are merged together,” as required by claim 1. 

Glass’s Figure 1A fares no better.  Figure 1A depicts the same device as 

Figure 3I from a different viewpoint.  Ex. 1005, 3:40-44 (“An isometric view of the 

example finFET is shown in FIG. 3I, with the cross-sectional plane of FIG. 1A taken 

along line A-A’ through one of a pair of source/drain regions of the device.”).  As 

such, and as shown below, all of Figure 3I’s defects also appear in Figure 1A, 

because, as Glass states, they are the same device.  Ex. 2001, ¶56.  In Figure 1A, the 

solid lines delineate the boundary between two adjacent alloy layers 117 and the 

figure depicts each alloy layer 117 as a separate, un-merged structure, as further 

confirmed by Fig. 3I above:   
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Ex. 1005, Fig. 1A.  Thus, Glass’s Figure 1A also fails to disclose that “two adjacent 

caps are merged together,” as required by claim 1. 

The Petition’s allegations are further undercut by Glass’s explicit statement 

that “the various embodiments shown in the figures are illustrative representations 

and are not necessarily drawn to scale.”  Ex. 1005, 1:60-62 (emphasis added).  As 

the Federal Circuit has stated, “our precedent has held that drawings can be used as 

prior art, without referring to the surrounding description, only if the prior art 

features are clearly disclosed by the drawing.”  PlaSmart, Inc. v. Kappos, 482 Fed. 
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App’x 568, 572 (Fed. Cir. 2012) (emphasis added).  Here, Glass’s figures fail to 

clearly show that two adjacent alloy layers are merged together and there is nothing 

in the specification to support that they are merged.  Ex. 2001, ¶57.  As such, Glass 

does not disclose this feature. 

b. Glass Does Not Render Obvious That Two Adjacent 
Caps Are Merged Together 

Recognizing Glass’s failure to disclose that two adjacent caps are merged 

together, the Petition next alleges that “this feature would have been obvious based 

on the teachings of Glass and a POSITA’s semiconductor knowledge.”  Pet., 23.  

The only disclosure in Glass cited by the Petition for this obviousness argument is 

that the alloy layer 317 may have a thickness between 1 nm and 50 nm (500 

Angstrom) and that a completely different processor, “the Intel 22nm Ivy Bridge 

processor included a FinFET with a fin pitch of 60 nm and a fin width of 7 nm-18 

nm.”  Pet., 23 (citing Ex. 1005, 9:38-41).  Based on this one sentence in Glass, the 

Petition argues that because one particular, wholly unrelated FinFET device (a 

particular Intel processor) had a fin pitch of 60 nm and a fin width of 7 nm to 18 nm, 

a POSITA would have been motivated to employ an alloy layer thickness such that 

two adjacent alloy layers are merged.  Pet., 23; Ex. 1003, ¶ 82 (citing Ex. 1026, 13).   

As an initial matter, the Petition’s combination is purely speculative in that it 

arbitrarily uses dimensions of a specific FinFET device without providing any 
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rationale for why a POSITA would consider the Intel processor relevant or use the 

dimensions of that particular device over any other.  Pet., 23; Ex. 2001, ¶59.  The 

Intel processor dimensions are far from common or mandatory.  Ex. 2001, ¶59.  For 

example, Petitioner’s own Exhibit 1018 describes FinFET devices with “[f]ins of 20 

nm width and 120 nm pitch.”  Ex. 1018, 1.  Using these dimensions, the distance 

between adjacent fins would be 100 nm, meaning that even at the highest alloy layer 

thickness disclosed by Glass (50 nm), the alloy layers would still not merge.  Ex. 

2001, ¶59; see Ex. 1001, 6:6-8 (“[I]n order to obtain a merged silicon cap 68, the 

thickness T1 of the silicon cap 68 is at least greater than one-half of the distance 

S.”); Ex. 2001, ¶59.   

Petitioner’s expert declaration likewise offers no rationale for using the 

specific dimensions identified by the Petition.  Ex. 1003, ¶82.  Such conclusory 

expert testimony is insufficient to support a motivation to combine.  TQ Delta, LLC 

v. CISCO Sys., Inc., 942 F.3d 1352, 1359 (Fed. Cir. 2019) (“[A] conclusory assertion 

with no explanation is inadequate to support a finding that there would have been a 

motivation to combine because this type of finding, without more, tracks the ex post

reasoning KSR warned of and fails to identify any actual reason why a skilled artisan 

would have combined the elements in the manner claimed.”) (citing In re Van Os, 

844 F.3d 1359, 1361-62 (Fed. Cir. 2017)) (internal quotations omitted). 
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Moreover, the Petition’s obviousness argument is further flawed because it 

ignores that the Intel Ivy Bridge (the specific FinFET device that the Petition 

purports to use in its obviousness combination) already includes a silicon cap that 

does not meet the requirements of claim 1 and thus has no use for a merged cap—

not that the Petition even makes such an argument in the first place.  Ex. 2001, ¶60.  

For example, Ex. 1026, Figure 2.3.3.22 depicts “source/drain silicon caps”: 

Ex. 1026, 110 (annotated).  As shown, the silicon caps do not even come close to 

merging together.  Ex. 2001, ¶60.  Moreover, the above figure shows a total width 

of the silicon cap (including the width of the fin itself) of 37 nm.  Ex. 1026, 110.  
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The width of the top of the fin is 7 nm.  Ex. 1026, 13.  Thus, the thickness of the cap 

in any direction would be approximately 15 nm.  Ex. 2001, ¶60.  Conveniently, the 

Petition ignores this dimension of the Intel Ivy Bridge despite alleging that “a 

POSITA would have known exemplary values based on products and documents 

available prior to the ’193 patent.”  Pet., 23.  In short, the Petition’s obviousness 

argument is speculative and conclusory.  It is premised on a POSITA’s knowledge 

of certain specific dimensions of an arbitrary specific FinFET device while 

completely disregarding the one dimension (cap thickness) of the device that is 

determinative in whether two adjacent caps merge together.  Ex. 2001, ¶60. 

Finally, the Petition fails to offer a motivation to merge together adjacent caps, 

as required by the claims.  The Petition alleges that “a POSITA would have known 

before the ’193 patent merging adjacent source/drain structures increases the contact 

area between the source/drain regions and the source/drain contact, which reduces 

the source/drain contact resistance.”  Pet., 24-25.  However, increasing the contact 

area between the source/drain regions and the source/drain contact can be done by 

simply increasing the size of the source/drain structures without any merging—thus, 

this does not provide a reason to merge together two adjacent caps, as required by 

the claims.  Ex. 2001, ¶61.  Similarly, the Petition alleges that “a POSITA would 

have been motivated to use a thickness for the less resistive boron-doped 
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germanium-tin layer 317 that allows cap layers from adjacent epitaxially grown 

source/drain regions to merge for an additional reason—a larger total area translates 

to a larger landing area for the source/drain contact, which relaxes the 

photolithography requirements when patterning source/drain contacts.”  Pet., 25.  

Again, a larger total area can be achieved without merging the caps; for instance, a 

device could have two larger but farther apart source/drain structures which would 

increase the total area without any merging of the structures.  Ex. 2001, ¶61.  Thus, 

this too fails to supply a reason to merge together two adjacent caps, as required by 

the claims.  Ex. 2001, ¶61.  Accordingly, the Petition’s motivation to combine 

arguments “fail[] to explain why a person of ordinary skill in the art would have 

combined elements from specific references in the way the claimed invention does.”  

ActiveVideo Networks, Inc. v. Verizon Comm’ns, Inc., 496 F.3d 1312, 1328 (Fed. 

Cir. 2012) (emphasis in original).   

Accordingly, Glass does not disclose or render obvious that “two adjacent 

caps are merged together,” as required by claim 1.  Thus, Ground 1 fails.   

2. Ground 2 Fails For The Same Reasons As Ground 1 

Ground 2 adds the Tsai reference to address an additional limitation of 

dependent claim 6, which depends from independent claim 1.  Pet., 37.  Ground 2 

does not provide any further analysis regarding claim 1.  Pet., 37-45.  Thus, Ground 

2 fails for the same reasons as Ground 1. 
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B. Grounds 3 and 4 

In Ground 3, the Petition alleges that the combination of Kelly and Murthy 

renders obvious claims 1-10.  Pet., 45.  In Ground 4, the Petition alleges Kelly, 

Murthy, and Liaw render obvious dependent claim 11, which depends from claim 1.  

Pet., 90.  

Neither Kelly nor Murthy discloses “at least two caps,” much less two caps 

“respectively surrounding the epitaxial structures, wherein at least two adjacent caps 

are merged together.”  Ex. 2001, ¶65.  Specifically, Kelly discloses multiple epitaxial 

structures but no caps, and Murthy discloses a single epitaxial structure and cap 

layer.  Exs. 1009, 1010; Ex. 2001, ¶65.  As such, the combination of Kelly and 

Murthy does not disclose at least that “at least two adjacent caps are merged 

together,” as explained in more detail below.  Ex. 2001, ¶65  

Thus, both of Grounds 3 and 4 fail because the combination of Kelly and 

Murthy does not disclose or render obvious claim 1.   

1. The Petition Fails To Provide A Motivation To Combine 
Kelly and Murthy To Form Merged Caps 

The Petition presents two different Kelly-Murthy combinations: “(1) Kelly’s 

FinFET with the source/drain arrangement of Figure 7B structures and Murthy (‘first 

combination’); and (2) Kelly’s FinFET with the source/drain arrangement of Figure 

7C and Murthy (‘second combination’).”  The Petition offers various reasons that 
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would allegedly motivate a POSITA to combine Kelly and Murthy.  Pet., 53-56.  

However, these reasons, at the very most, establish only that a POSITA would be 

motivated to add Murthy’s cap layer to Kelly’s epitaxial structures, rather than that 

a POSITA would be motivated to implement the claimed feature: a merged cap.  See 

id; Ex. 2001, ¶67.  Nor could the Petition offer such a rationale, because since neither 

Kelly nor Murthy disclose a merged cap, neither can supply a rationale for 

implementing such a merged cap.  Ex. 2001, ¶67.  Accordingly, the Petition’s 

motivation to combine arguments “fail[] to explain why a person of ordinary skill in 

the art would have combined elements from specific references in the way the 

claimed invention does.”  ActiveVideo, 496 F.3d at 1328 (emphasis in original).   

First, the Petition argues that “Kelly expressly motivates a cap layer to its 

epitaxial structure (first combination) or using both Murthy’s epitaxial region and 

cap (second combination)” because Murthy teaches that its cap layer reduces 

parasitic resistance.  Pet., 53.  But this does not provide a motivation to implement 

Murthy’s cap layer as a merged cap, like the claimed invention does.  Ex. 2001, ¶68. 

Second, the Petition points to Murthy’s teaching that its epitaxial region and 

cap provide performance gains.  Pet., 54.  But again, these alleged performance gains 

are provided by Murthy’s single epitaxial region and cap; that is, they do not provide 

a motivation to create a merged cap.  Ex. 2001, ¶69. 
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Third, the Petition alleges that a POSITA would have looked to Murthy to 

provide additional details regarding epitaxial processes and features.  Pet., 55.  This, 

too, fails to provide any reason to form a merged cap.  Ex. 2001, ¶70. 

Fourth, the Petition alleges that either combination would be a substitution of 

a known technique (addition of a cap layer) or element (Murthy’s source/drain 

structure having an epitaxial region or cap) for another.  Pet., 55.  But neither Kelly 

nor Murthy teaches a merged cap; as such, a merged cap is not a “known element.”  

Ex. 2001, ¶71.  Thus, this also fails to supply a reason to implement a merged cap.  

Id. 

Thus, because the Petition fails to supply a sufficient motivation to combine 

elements in Kelly and Murthy in the way the claimed invention does, Ground 3 fails.   

2. The First Kelly-Murthy Combination Does Not Render 
Obvious “Wherein At Least Two Adjacent Caps Are Merged 
Together” (Element 1[d]) 

For the first Kelly-Murthy combination, the Petition alleges that “a POSITA 

would have been motivated to grow Murthy’s cap 541/542 on the epitaxial structures 

450 of Kelly’s Figure 7B.”  Pet., 51.  Figure 7B is shown below: 
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Ex. 1009, Fig. 7B.  Regarding element 1[d], the Petition alleges that “[a] POSITA 

would have understood that when MB  [the distance between the epitaxial 

structures 450B and 450C] is less than the thickness of the caps or close to zero, 

the deposition of the cap layer on each structure 450 causes the caps to merge.”  Pet., 

66.  But Kelly never discloses that MB is less than the thickness of the caps or close 

to zero.  See Ex. 1009, 5:64-6:9.  It says nothing anywhere about the value of MB.  

Moreover, Kelly explicitly states that “in accordance with the standard practice in 

the industry, various features are not drawn to scale.”  Id., 1:34-35.  As such, the 

Petition fails to set forth a factual basis that the first Kelly-Murthy would result in 

merged caps.  Ex. 2001, ¶73. 
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3. The Second Kelly-Murthy Combination Does Not Render 
Obvious “Wherein The Epitaxial Structures Are Spaced 
Apart From Each Other” (Element 1[c]) And “At Least Two 
Caps, Respectively Surrounding The Epitaxial Structures, 
Wherein At Least Two Adjacent Caps Are Merged 
Together” (Element 1[d]) 

For the second Kelly-Murthy combination, the Petition alleges that “a 

POSITA would have been motivated to use Murthy’s source/drain structure having 

epitaxial region 531/532 and cap 541/542 as Kelly’s epitaxial structures 450 of 

Figure 7C.”  Pet., 51.  Figure 7C is shown below: 

Ex. 1009, Fig. 7C.  As shown, Kelly’s Figure 7C embodiment includes two merged 

epitaxial structures.  Ex. 2001, ¶74.  Thus, the epitaxial structures are not “spaced 

apart from each other,” as required by claim 1[c].   
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The Petition alleges that a POSITA would have been motivated to substitute 

Kelly’s merged epitaxial structure for Murthy’s epitaxial region and cap, resulting 

in spaced apart epitaxial structures but a merged cap layer.  Pet., 53.   

Pet., 72. 

But as explained above in § IV.B.1, the Petition offers no rationale that would 

support a motivation to combine Kelly and Murthy in such a way.  Ex. 2001, ¶76.  

Moreover, a POSITA would have specifically not been motivated to modify Kelly’s 

Figure 7C embodiment in such a way because the entire point of Figure 7C (as 

compared to Figures 7A and 7B) is that adjacent epitaxial structures are not spaced 

apart.  See Ex. 1009, 5:64-6:9 (“Referring to FIGS. 7A-7C, with a fixed spacing 
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distance (S) between two adjacent fins 220, different fin-spacer-heights (Hs) may 

result in… a different merging distance (M) between two adjacent epitaxial structure 

450…. When two adjacent vertexes merge together, the M has a value from zero to 

a negative value.”); Ex. 2001, ¶76.  That is, Kelly explicitly discloses a tunable 

merging distance between adjacent epitaxial structures and Figure 7C illustrates an 

embodiment in which the epitaxial structures are not spaced apart.  Ex. 1009, 5:64-

6:9; see also id., claim 7 (reciting “wherein a merging spacing (M) between two 

adjacent epitaxial structures is tunable by Hs with a fixed S.”).  A POSITA would 

therefore have understood that having two adjacent epitaxial structures (rather than 

caps) merge together would confer some advantage or tradeoff the inventors deemed 

important, for example that merging epitaxial structures reduces undesirable stress 

which can increase speed.  Ex. 2001, ¶76.  A POSITA would also have understood 

that having two adjacent epitaxial structures merge would cause a short, whereas 

having the epitaxial structures spaced apart, as claimed in the ’193 patent, would not.  

Id.   Thus, a POSITA would not have been motivated to combine Kelly and Murthy 

as proposed by the Petition’s second Kelly-Murthy combination because it would 

undercut the design and performance tradeoffs provided by Kelly’s Figure 7C 

embodiment.  Id. 
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Figure 7C thus specifically teaches away from doing what the Petition 

proposes, which is shrinking and thus separating the epitaxial structures so that they 

are not merged, especially given that it is intended to provide an alternative to 

Figures 7A and 7B, where the epitaxial structures are not merged.  Ex. 2001, ¶77.  

As such, a POSITA would not have been motivated to modify Kelly’s Figure 7C 

embodiment in such a way that would result in the adjacent epitaxial structures not 

merging together, as that would circumvent the entire purpose of the Figure 7C 

embodiment.  Ex. 2001, ¶77.   

4. Both Kelly-Murthy Combinations Fail To Disclose Or 
Render Obvious “At Least Two Caps, Respectively 
Surrounding The Epitaxial Structures” (Element 1[d]) 

Additionally, both Kelly-Murthy combinations fail to disclose or render 

obvious “at least two caps, respectively surrounding the epitaxial structures,” as 

required by element 1[d].  Both of these combinations involve using Kelly’s 

epitaxial structures.  Pet., 51-52.  As shown below, Kelly’s FinFET device includes 

“sidewall spacers 310” on either side of each epitaxial structure: 
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Ex. 1009, Fig. 6B (annotated).  As such, even if caps were added to Kelly’s epitaxial 

structures, the caps would still not “respectively surround[] the epitaxial structures,” 

as required by element 1[d], because portions of the epitaxial structures would 

instead be covered by the sidewall spacers.  Ex. 2001, ¶78.  Indeed, the Petition’s 

illustrations of the proposed Kelly-Murthy combinations confirm this fact, showing 

that the caps do not surround the epitaxial structures due to the placement of the 

sidewall spacers: 
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Pet., 52-53 (annotated); Ex. 2001, ¶78.  In contrast, the ’193 patent discloses that 

“[d]uring the epitaxial growth process for the silicon cap 68, the silicon cap 68 

continuously grows on the surface of each epitaxial structure 66 and gradually fills 

up the space between two adjacent epitaxial structures 66 until two adjacent silicon 

caps 68 merge together as shown in FIG. 7.”  Ex. 1001, 6:1-6.  As shown in Figure 

7 below, the claimed semiconductor device does not include spacers on the sides of 

the epitaxial structures, allowing the caps to grow from the entirety of the exposed 

surface of the epitaxial structures and surround the epitaxial structures. 
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Ex. 1001, Fig. 7; Ex. 2001, ¶78.  Accordingly, neither Kelly-Murthy combination 

discloses or renders obvious “at least two caps, respectively surrounding the 

epitaxial structures,” as required by element 1[d].1

5. Ground 4 Fails For The Same Reasons As Ground 3 

Ground 4 adds the Liaw reference to address an additional limitation of 

dependent claim 11, which depends from independent claim 1.  Pet., 90.  Ground 4 

does not provide any further analysis regarding claim 1.  Pet., 90-97.  Thus, Ground 

4 fails for the same reasons as Ground 3. 

1 Kelly’s spacers 310 are not to be confused with the gate spacers 40 of the ‘193 
patent.  The spacers 40 of the ‘193 patent run alongside the gate, perpendicular to 
the fins.  The spacers 310 in Kelly run alongside the fins, perpendicular to the 
gates.  Unlike Kelly’s spacers 310, the spacers of the ‘193 patent are not present 
alongside the epitaxy at the source/drains outside of the gates and any gate spacers, 
and therefore do not surround the epitaxy.  Ex. 2001, ¶78.   
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C. Ground 5 

In Ground 5, the Petition alleges that Su renders obvious independent claim 1 

and certain claims depending from claim 1.  Pet., 97.  Ground 5 fails because Su 

does not disclose or render obvious elements 1[c] and 1[d].   

1. Su Does Not Render Obvious Elements 1[c] and 1[d] 

The Petition alleges that “[a] POSITA would have been motivated to combine 

Su’s multi-layer epitaxial structure teachings with the multi-fin embodiment, as 

illustrated in the figures below.”  Pet., 104. 

Pet., 105.  According to the Petition, Su’s “multi-layer epitaxial structure” 

(illustrated in Fig. 7) includes both the claimed “epitaxial structures” and the claimed 
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“caps” because the inner layer is the “epitaxial structure” and the outer layer is the 

“cap.”  Pet., 103-104.   

First, a POSITA would not have been motivated to combine Su’s Figure 7 

with Figure 9, because they represent embodiments that are incompatible with one 

another.  Ex. 2001, ¶81.  Su explains that “FIGS. 3 through 8 are a perspective view 

and cross-sectional views of intermediate stages in the manufacturing of a FinFET 

in accordance with an embodiment.”  Ex. 1007, ¶ [0010].  That is, Su’s Figures 3 

through 8 illustrate a specific embodiment of a process of forming an epitaxial 

structure on a fin.  With respect to this embodiment, Su states that “FIG. 8 illustrates 

the formation of a single-fin FinFET, wherein epitaxy layer 36 grown from one fin 

24 does not merge with the epitaxy layer grown from other fins.”  Ex. 1007, ¶ 

[0025] (emphasis added). Thus, Su explicitly states that in its Figure 7 embodiment, 

its epitaxial layers 36 do not merge with epitaxy layers from other fins.  In contrast, 

with respect to the Figure 9 embodiment, Su states that “FIG. 9 illustrates that 

epitaxy layers 36 grown from neighboring fins 24 merge with each other to form a 

single epitaxy region.”  Ex. 1007, ¶ [0025].  As such, the Petition’s theory is that a 

POSITA would have been motivated to combine two wholly incompatible 

embodiments: one in which epitaxy regions do not merge with another in which 

epitaxy regions do merge.  Ex. 2001, ¶81.  Thus, Ground 5 fails.     
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Additionally, Su also fails to render obvious elements 1[c] and 1[d] because 

the Petition’s explanation for why the alleged combination would result in “spaced 

apart” epitaxial structures and “merged” caps makes no sense.  Ex. 2001, ¶82.  The 

Petition alleges that in the merged image, Figure 9, only the outermost layers 36_2 

are merged, and the inner layers, 36_1 are not.  Pet., 109.  But Su does not say that.  

The Petition alleges that inner layers 36_1 are not merged because “[a] POSITA 

would understand if adjacent epitaxy layers 36_1 were allowed to merge before 

formation of the ‘cap’ epitaxy layer 36_2, they could no longer be etched back to a 

rounded profile (e.g., be shaped like an ellipse) as originally intended by Su; and 

such merging of the outer surfaces of adjacent epitaxy layers 36_1 would form 

substantial voids between the merged epitaxy layers 36_1 and the STI, which Su 

aims to mitigate, if not eliminate.”  Pet., 109-110.   

First, the Petition’s allegation that “if adjacent epitaxy layers 36_1 were 

allowed to merge before formation of the ‘cap’ epitaxy layer 36_2, they could no 

longer be etched back to a rounded profile (e.g., be shaped like an ellipse) as 

originally intended by Su” is incorrect.  Ex. 2001, ¶83.  If the inner layers 36_1 were 

allowed to merge before the formation of the outer layers 36_2, the outer layers could 

still be etched into a rounded shape.  Id.  The Petition offers no explanation for why 

“[36_2] could no longer be etched back to a rounded profile.”    
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Moreover, both of these alleged issues (“could no longer be etched back to a 

rounded profile” and “form substantial voids”), even if true, would be a problem for 

the outermost layer, 36_2, just as much as they would for the inner layer, 36_1.  Ex. 

2001, ¶84.  First, as shown in Su’s Figures 6 and 7, the growth of epitaxy layer 36_2 

is in a pentagonal shape (Fig. 6) and is etched into a rounded shape (Fig. 7): 

Ex. 1007, Figs. 6 and 7; Ex. 2001, ¶84.  Specifically, Su discloses that: 

FIGS. 6 and 7 illustrate the structure results from the 

second deposition-etch cycle.  In FIG. 6, epitaxy layer 

36_2 is epitaxially grown on the remaining portion of 

epitaxy layer 36_1…. In an embodiment, in the deposition 

step in each of the deposition-etch cycles, the thickness of 

the added portion of the epitaxy layer is denoted as T (refer 

to FIG. 6).  After the etch step, the thickness of the added 

portion of epitaxy layer 36 is reduced to T’ (refer to FIG. 
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7).  The ratio of T’/T reflects the percentage of epitaxy 

layer 36 removed in the etch step. 

Ex. 1007, ¶¶ [0022]-[0023].  As such, the Petition’s allegation that “[a] POSITA 

would understand if adjacent epitaxy layers 36_1 were allowed to merge before 

formation of the ‘cap’ epitaxy layer 36_2, they could no longer be etched back to a 

rounded profile” from the pentagonal shape makes no sense, because this would 

apply equally to epitaxy layers 36_2 if they were allowed to merge.  Ex. 2001, ¶84.  

And so the Petition’s reasoning is self-defeating.  If the outer layers 36_2 can be 

merged (as required by the claims) and still “be etched back to a rounded profile,” 

then so can the inner layers 36_1 (as prohibited by the claims), and absent any 

description that they are not merged, there is no reason to think they are not, certainly 

not the Petition’s logic.  Ex. 2001, ¶84. 

Second, as shown in Su’s Figure 9, allowing adjacent epitaxy layers 36 to 

merge will result in the formation of void 46: 
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Ex. 1007, Fig. 9; Ex. 2001, ¶85.  Whether the epitaxial structures merge before or 

after the second epitaxy layer 36_2 is grown does not affect whether the void is 

formed.  Ex. 2001, ¶85.  As such, the Petition’s allegation that “merging of the outer 

surfaces of adjacent epitaxy layers 36_1 would form substantial voids” is misguided, 

because that would apply equally if epitaxy layers 36_2 were allowed to merge, and 

would be reduced if 36_1 additionally merged.  Ex. 2001, ¶85. 

Thus, the Petition fails to set forth any factual basis for why the proposed 

modification would result in “spaced apart” epitaxial structures and “merged” caps, 

as required by elements 1[c] and 1[d].  Thus, Ground 5 fails. 

V. CONCLUSION 

For the foregoing reasons, the Board should deny institution of the Petition.
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