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Claim 1 Identification 

[lpre] An apparatus, comprising: Digital Realty data centers comprise an apparatus comprising the limitations below. 

Redundant Dual Feed Substatlo_n __ ..,. 
138 kv From West Plano 

138 k.v Erom EasLRichardso_n__,--~ 

https://www.youtube.com/watch?v=uXia-8DON-A 

~ ; DIGITAL REALTY Data centers 

Home > _ > Dalas > DFW28 

Power 
Enefgy-efflclent sokrtlons poWE!l1ng you 

sucoess. 

UPS redundancy: 2N 
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Claim 1 

[la] a first power supply coupled 
to an electrical load and a first 
source of electrical energy, the 
first power supply configured to 
issue an ale1i signal indicative of a 
failure condition of the first source 
of electrical energy; and 
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Identification 

https://www.digitalrealty.com/data-centers/americas/da1las/dfw28 

2N definition 

2N refers to a fully redundant, mirrored system with two independent 

d istribution systems. They are not connected in any way and are not 

dependent on each other. This means that even if one power source 

has an interruption or loss of power, the other should still supply 

power and accommodate full load, thereby eliminating any potential 

downtime from the loss of one side or leg of t he system. 

httns://www.diQ.italrealtv.com/resources/aiiicles/2n-vs-n-1 
Digital Realty data centers comprise a first power supply coupled to an electrical load and a first source 
of electrical energy, the first power supply configured to issue an ale1i signal indicative of a failure 
condition of the first source of electrical energy. 

For example, Digital Realty data centers offer 2N power redundancy by connecting independent 
electrical sources to two unintenuptable power supplies in a minored system, configured to issue an 
alert signal indicative of the failure condition of the source of electrical energy. 
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Home > _ > Dalas > DFW28 

Power 
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Identification 

https://www.digitalrealty.com/data-centers/americas/dal1as/dfw28 

2N definition 

2N refers to a fully redundant, mirrored system with two independent 

d istribution systems. They are not connected in any way and are not 

dependent on each other. This means that even if one power source 

has an interruption or loss of power, the other should still supply 

power and accommodate full load, thereby eliminating any potential 

downtime from the loss of one side or leg of the system. 

https://www.digitalrealty.com/resources/aiiicles/2n-vs-n-1 

II 
Mtt,-.Ht-Roofl'I 

Source: Digital Realty Investor Presentation 

Shppng/ 
Recth1i"9 
Ar•• 

https://www.simplysafedividends.com/world-of-dividends/posts/101-digital-realty-benefits-from­
secular-growth-in-data 
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Claim 1 

[ 1 b] a second power supply 
coupled to the electrical load and 
a second source of electrical 
energy, the second power supply 
configured to transition from a 
lesser output level to a greater 
output level m response to an 
activation signal. 
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Identification 

Data centres require a large supply of power, connected to the main grid. This voltage 

is then transformed and supplied through cable that is designed to minimise heat and 

maximise power distribution. All data centres should have at least N+1 redundancy for 

power, so that service can cont inue uninterrupted when electricity sources fail. 

Facilit ies account for this by using both a fuel-powered generator and an intermediary 

battery powered Uninterruptib le Power Supply (UPS) system. In the event of a power 

outage, the UPS takes over with backup batteries, protecting against voltage spikes 

and powering equipment until backup generators switch on to take over the load. 

https://www.digitalrealty.com/resources/aiiicles/data-center-design 

The facility provides 24[7/365 communication among 195+ Digital Realty global data center properties and customers worldwide, enabling new levels o f centralized network 

monitoring, product support, event management. infrastructure monitoring end security. This bv~ds on our world-class service, user experience and ope,ational excellence that 

includes 11 consecutive years of 5 nines (99.999%) uptime, with our industry-leading physical resiliency at the core. 

At more than 1,2O0-squase feet with a fuD-time staff, the center provides: 

• Centralized incident management and escalation including consistent, portfoio-wide messaging, as well as P<OP<ietary communications COOfdination and standardiiation for 

major events or escalated threat conditions. 

• Round-the-clock monitoring o f portfolio-wide data canter status 

• High-performance analytics tools for measurable service assurance to avoid performance degradation and bandwidth bottlenecks 

• Ability to predict outages and disruptions, and make remedial decisions quickly and intel5gently 

• Real-time weather and threat monitoring via third-party monitoring bureau 

• Criti~ resource mobifization for site event support (engineers. temporary generators, fuel tracking) 

• Recurring wellness checks with sites during extended threat or severe weather events 

• Round -the-clock network connectivity systems monitoring and support 

https://www.digitalrealty.com/resources/solution-briefs/newly-expanded-global-operations-command­
center-in-clifton-nj-accelerates 

Digital Realty data centers comprise a second power supply coupled to the electi·ical load and a second 
source of electi·ical energy, the second power supply configured to ti·ansition from a lesser output level 
to a greater output level in response to an activation signal. 

For example, Digital Realty data centers offer 2N power redundancy by connecting independent 
electi-ical sources to two unintenuptable power supplies, configured ti·ansition from a lesser output level 
to a greater output level in response to an activation signal. 
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Claim 1 Identification 

~ ~ DIGITAL REALTY Data Centers 

Home > _ > Dalas > DFW28 

Power 
Energy·efflclent sokrtloros powering yoor 
success. 

UPS redundancy: 2N 

https://www.digitalrealty.com/data-centers/americas/dal1as/dfw28 

2N definition 

2N refers to a fully redundant, mirrored system with two independent 

d istribution systems. They are not connected in any way and are not 

dependent on each other. This means that even if one power source 

has an interruption or loss of power, the other should still supply 

power and accommodate full load, thereby eliminating any potential 

downtime from the loss of one side or leg of the system. 

https://www.digitalrealty.com/resources/aiiicles/2n-vs-n-1 
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Identification 

https://www.youtube.com/watch?v=uXia-8DON-A 
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Identification 

Data centres require a large supply of power, connected to the main grid. This voltage 

is then transformed and supplied through cable that is designed to minimise heat and 

maximise power distribution. All data centres should have at least N+1 redundancy for 

power, so that service can cont inue uninterrupted when electricity sources fail. 

Facilit ies account for this by using both a fuel-powered generator and an intermediary 

battery powered Uninterruptib le Power Supply (UPS) system. In the event of a power 

outage, the UPS takes over with backup batteries, protecting against voltage spikes 

and powering equipment until backup generators switch on to take over the load. 

htt12s://www.digitalreal~.com/resources/aiiicles/data-center-design 
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