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(57) ABSTRACT 

Optical receiver circuit having a ?rst, illurninable reception 
device for converting an optical signal into an analog 
electrical signal; a ?rst preampli?er for amplifying the 
output signal of the ?rst reception device; a postampli?er 
having a ?rst input and a second input, the ?rst input being 
supplied With the signal of the ?rst reception device (said 
signal having been ampli?ed in the ?rst preampli?er) and 
the second input being supplied With a reference signal; an 
offset compensation circuit, Which regulates the difference 
betWeen the mean value of the electrical signal at the ?rst 
input of the postampli?er and the reference signal at the 
second input of the postampli?er to a constant value; and 
having a signal detection device, Which detects a control 
signal of the offset compensation circuit and carries out 
signal detection in a manner dependent on this signal. The 
invention provides signal detection in an optical receiver 
circuit, Which manages With feW additional components. 
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OPTICAL RECEIVER CIRCUIT 

RELATED APPLICATION 

[0001] The present application claims priority of US. 
Patent Application Ser. No. 60/531,345 ?led by Harald 
Doppke, Detlev Theil, Torsten Harms and Stefan van 
Waasen on Dec. 19, 2003. 

FIELD OF THE INVENTION 

[0002] The invention relates to an optical receiver circuit 
as used, in particular, to detect optical signals in digital 
optical receivers. 

BACKGROUND OF THE INVENTION 

[0003] For the reception and for the regeneration of optical 
signals after they have passed through a transmission sys 
tem, digital optical receivers are knoWn Which comprise an 
analog input part, in Which the optical signal is converted 
into an analog electrical signal, and a digital signal process 
ing part, in Which the analog signal is regenerated into a 
digital data signal having a normaliZed amplitude and clock 
information. In the analog part, the optical signal received is 
converted into a photocurrent by means of a photodiode and 
ampli?ed in a preampli?er. 

[0004] It is knoWn practice, in digital optical receivers of 
this type or even in another context, to carry out signal 
detection (signal detect). Signal detection alloWs the thresh 
old value detection of a particular optical poWer level at the 
input of the receiver. It is used to indicate the presence of a 
signal having a particular optical poWer level. This infor 
mation may be used to control, for example activate or 
deactivate, the optical receiver and other system compo 
nents. Signal detection provides a logic “signal detect” 
signal, Which has the logic value ONE (When a signal of a 
particular optical poWer level is present) or the logic value 
Zero (if a signal of this type is not present). 

[0005] Signal detection usually Works by absolute-value 
formation or recti?cation and monitoring of the peak value 
of the input signal and comparison thereof With a reference 
value. To this end, it is knoWn practice to carry out signal 
detection With the aid of mixers, source and emitter folloW 
ers, respectively, as recti?ers. This is disadvantageously 
associated With a considerable area requirement and current 
consumption. 

SUMMARY OF THE INVENTION 

[0006] The present invention provides an optical receiver 
circuit having signal detection, in Which the receiver circuit 
manages With as feW additional components as possible, and 
instead uses components Which are already present for the 
purpose of signal detection and, is correspondingly distin 
guished by a loW area requirement and current consumption. 

[0007] In one embodiment, the present invention provides 
an optical receiver circuit having a ?rst, illuminable recep 
tion device for converting an optical signal into an analog 
electrical signal, a ?rst preampli?er for amplifying the 
output signal of the ?rst reception device and a postampli?er 
having a ?rst input and a second input, the ?rst input being 
supplied With the signal of the ?rst reception device (said 
signal having been ampli?ed in the ?rst preampli?er) and 
the second input being supplied With a reference signal. An 
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offset compensation circuit is provided, Which regulates the 
difference betWeen the mean value of the electrical signal at 
the ?rst input of the postampli?er and the reference signal at 
the second input of the postampli?er to a constant value, in 
particular to Zero. The receiver circuit furthermore has a 
signal detection device, Which detects a control signal of the 
offset compensation circuit and carries out signal detection 
in a manner dependent on this signal. 

[0008] Since, in optical systems, the signal at the input of 
the receiver is in most cases single-phase (single-ended) but 
the design is usually differential for reasons of susceptibility 
to interference and stability, it is necessary, at a suitable 
point in the linear operating range of the optical receiver, to 
carry out single-ended to differential conversion. To this end, 
the DC offset contained in the data stream signal provided by 
the ?rst preampli?er must be extracted from said data stream 
signal. This is effected by means of an offset compensation 
circuit. 

[0009] The present invention, then, uses an offset com 
pensation circuit of this type for signal detection as Well. In 
this case, it is possible, by means of the offset compensation 
circuit, to detect the level of the input signal since the offset 
contains the signal sWing of the input signal, except for the 
error of the ?nite extinction rate. HoWever, the error of the 
?nite extinction rate is negligible in most systems on 
account of the minimum requirement imposed on the extinc 
tion rate (>10 dB) and the requisite precision of the signal 
detect (>10 dB ?uctuation range). 

[0010] In one preferred re?nement, the signal detection 
device has a comparator having a ?rst and a second input, a 
signal, Which is dependent on the control signal of the offset 
compensation circuit, being present at the ?rst input of the 
comparator and a signal detection reference value being 
present at the second input. The comparator compares these 
signals and, in a manner dependent on the comparison, 
indicates the presence of signal detection. In particular, the 
comparator provides a particular voltage level, Which indi 
cates logically a “one” or a “Zero” and codes a “signal 
detect”. 

[0011] The offset compensation circuit preferably has an 
integrating element having a capacitance, the voltage of said 
element, on the one hand, representing a manipulated vari 
able of the offset compensation regulation and, on the other 
hand, being detected by the signal detection device. To this 
end, the signal detection device preferably has circuit means 
Which, in a manner dependent on the voltage of the inte 
grating element, generate a voltage value, Which is supplied 
to the ?rst input of the comparator. The voltage of the 
integrating element is thus used for signal detection. 

[0012] The circuit means mentioned may, for example, 
have a mirror circuit, the voltage of the integrating element 
being supplied, as control voltage, to one of the transistors 
of the mirror circuit. In particular, the mirror circuit may 
have: 

[0013] a ?rst transistor, the control terminal of Which 
has a constant voltage applied to it, 

[0014] a second transistor, the control terminal of 
Which has the voltage of the integrating element 
applied to it, 

[0015] a current mirror comprising a third and a 
fourth transistor With a reference current and a 

control current, 
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[0016] the ?rst and third transistor and the second and 
fourth transistor being connected in series, and 

[0017] a signal, Which is tapped off betWeen the 
second and the fourth transistor, being supplied to 
the ?rst input of the comparator. 

[0018] In this case, the reference current of the current 
mirror is formed by the current generated by the ?rst 
transistor and ?oWs through the third transistor. The control 
current ?oWs through the fourth transistor and, in addition, 
tries to also How through the second transistor. The eXtent to 
Which this is achieved depends on the control voltage of the 
second transistor, said voltage being predetermined by the 
voltage of the integrating element. When a useful signal is 
present at the ?rst preampli?er, the voltage at the integrating 
element and thus at the control terminal of the second 
transistor rises. The potential betWeen the second and the 
fourth transistor thus also rises and this potential is supplied 
to the comparator. A “signal detect” is present provided that 
the potential supplied is greater than the reference value. 

[0019] In one preferred development, the optical receiver 
circuit furthermore has a second, nonilluminable reception 
device, Which simulates the electrical behavior of the ?rst 
reception device in the illumination-free case, and also a 
second preampli?er for amplifying the output signal of the 
second reception device. In this case, the output of the 
second preampli?er is connected to the second input of the 
postampli?er and the output signal of the second preampli 
?er represents the reference value of the postampli?er. 

[0020] A re?nement of this type makes it possible to 
largely suppress interference signals Which stem, for 
eXample, from supply voltage ?uctuations. Areference value 
is provided at the output of the second preampli?er, the 
preampli?ed data stream signal being compared With said 
reference value in the postampli?er. 

[0021] In one preferred re?nement, the offset compensa 
tion circuit regulates a current source of the ?rst preampli 
?er, the operating point at the input of the preampli?er and 
thus also the mean signal level at the output of the pream 
pli?er being set by means of said regulation. In principle, 
hoWever, it is likeWise possible, via the offset compensation 
circuit, to regulate the magnitude of the reference value, 
Which is preferably provided by the second reception device 
and the second preampli?er. 

[0022] In this case, regulation is effected in such a manner 
that the reference value at the postampli?er has a signal 
value Which is precisely 50% of the signal sWing of the 
signal at the other input of the postampli?er. This can be 
achieved, on the one hand, by regulating the sampling 
threshold (de?ned by the reference signal) in the case of a 
?rmly predetermined offset of the data stream signal. It is 
likeWise possible to regulate the offset of the data stream 
signal in the case of a constant reference signal. It is also 
possible to combine regulation operations of this type. The 
crucial factor is that the signal is sampled at 50% of the 
amplitude. For this case, the postampli?er provides, at its 
output, an offset-corrected output signal, Which corresponds 
to the optical signal of the ?rst reception device, and an 
output signal Which is inverted With respect to the offset 
corrected output signal. The doWnstream components are 
then driven in a differential manner. 
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[0023] The ?rst reception device and the second reception 
device are preferably monolithically integrated on a chip. In 
this case, the ?rst preampli?er and the second preampli?er 
are of identical design. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0024] The invention is explained in more detail beloW 
using an exemplary embodiment and With reference to the 
single FIGURE. The FIGURE shoWs an optical receiver 
circuit of a digital optical receiver. 

DESCRIPTION OF A PREFERRED 
EXEMPLARY EMBODIMENT 

[0025] The receiver circuit has a ?rst optoelectronic trans 
ducer 10 in the form of a photodiode, Which converts an 
optical information signal into an electrical signal. The 
electrical signal is ampli?ed in an input ampli?er or pream 
pli?er 20 and supplied to one input 30a of a postampli?er 30, 
Which is a differential ampli?er. The preampli?er 20 is 
preferably a transimpedance ampli?er comprising a voltage 
ampli?er and a negative feedback resistor (not illustrated in 
any more detail). 

[0026] At the input of the preampli?er 20, a constant 
current of a regulatable current source, Which is provided by 
a ?eld effect transistor M1, is superposed on the essentially 
rectangular-Waveform output signal of the photodiode 10. 
The current source M1 is regulated via the gate voltage 
present at the transistor M1. Instead of a ?eld effect tran 
sistor, a bipolar transistor may, hoWever, in principle also be 
used at this point and even otherWise in the circuit. 

[0027] The current source M1 feeds a current into the 
preampli?er 20 and thereby provides a suitable offset at the 
input of the preampli?er 20. 

[0028] Further circuit elements (not illustrated) may in 
addition be used to vary the negative feedback resistor of the 
preampli?er 20 and, as a result, to set the amplitude of the 
output signal of the preampli?er 20. 

[0029] A photodiode 40 is furthermore provided, Which, 
hoWever, is covered by a screen 45 or the like. Said 
photodiode is a “dummy photodiode”, Which electrically 
simulates the electrical behavior of the “seeing” photodiode 
10 in the illumination-free case. In this manner, radiofre 
quency interference can be suppressed to the greatest pos 
sible extent. 

[0030] The photocurrent of the nonilluminable photodiode 
40 is supplied to a further input ampli?er or preampli?er 50. 
The input level at the input of the second preampli?er 50 is 
set via a further current source M2. The second current 
source M2 is likeWise provided by a ?eld effect transistor 
M2. A?Xed voltage VCONST is applied to the gate voltage of 
the transistor M2, With the result that the current source M2 
provides a ?Xed current. 

[0031] The output signal of the ?rst preampli?er 20 is 
supplied to one input 30a of the postampli?er 30. The output 
signal of the second preampli?er 50 is supplied to the other 
input 30b of the postampli?er. Since no optical signal is 
detected by the nonilluminable photodiode 40, the signal 
SMW present at the input 30b has a constant value, apart from 
interference frequencies. In contrast, the signal SMOD at the 
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output of the ?rst preampli?er 20 represents an information 
signal modulated in rectangular-Waveform fashion. 
[0032] The intention, then, for the offset correction of the 
modulated signal SMOD, Which has been emitted by the 
photodiode 10 and ampli?ed in the preampli?er 20, is to 
seek to feed a “correction signal” SMW into the loWer input 
30b of the postampli?er 30, the magnitude of said correction 
signal representing precisely 50% of the signal sWing of the 
information signal SMOD at the other input 30a of the 
postampli?er. For this case, the postampli?er 30 provides, at 
its output, an offset-corrected output signal corresponding to 
the optical signal of the photodiode 10. In this case, provi 
sion is made for the postampli?er 30 to provide, at tWo 
outputs 30c, 30d, an output signal S and an output signal —S, 
Which is inverted With respect to the latter. The doWnstream 
components are then driven in a differential manner. 

[0033] In order to ensure that the level SMW at the output 
of the preampli?er 50 is exactly equal to the mean value of 
the signal sWing of the data stream signal SMOD, regulation 
is effected by means of an offset compensation circuit. To 
this end, the differential output signal S, —S is supplied to an 
operational ampli?er 60 (having a current output) via a ?lter 
comprising tWo resistors R1, R2 and a ?rst capacitor C1. The 
output 61 of the operational ampli?er 60 forms, together 
With a second capacitor C2, an integrating element. In this 
case, a current is applied to the capacitance C2 via the 
operational ampli?er, said current, at the clock rate of the 
information signal detected by the photodiode 10, resulting 
in charging and discharging of the capacitor C2. 

[0034] On account of the integrating action, hoWever, the 
voltage present at the capacitance C2 folloWs the clock rate 
of the information signal only sloWly. Rather, the voltage 
rises sloWly or falls sloWly depending on Whether an infor 
mation signal is present or not. Provided that the signals S, 
—S Which are supplied to the input of the operational 
ampli?er 60 are eXactly the inverse of one another, the 
capacitance C2 is not discharged or charged and a stable 
state is present. In this case, the system is in a steady state. 
If the signals S, —S are not eXactly the inverse of one another, 
the capacitance C2 is sloWly discharged or charged. 

[0035] The voltage present at the capacitance C2 provides 
a control voltage VS for the ?rst current source M1. In this 
manner, the system is adjusted until the current provided by 
the current source M1 has precisely a mean level equal to the 

reference value present at the second input 30b of the 
postampli?er 30. 

[0036] The system is thus adjusted When the difference 
betWeen the mean value of the electrical signal SMOD at the 
?rst input 30a of the postampli?er 30 and the reference 
signal SMW at the second input 30b of the postampli?er 30 
has been regulated to a constant value, this value preferably 
being equal to Zero. The ideal comparison value for the 
preampli?ed data stream signal is then present. 

[0037] It is pointed out in this case that, in principle, the 
current source M2 could also be regulated instead of the 
current source M1. Fundamental differences Would not arise 

in this case. 
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[0038] All in all, the mean value of the data signal is thus 
loWered using offset compensation. This offset compensa 
tion is noW simultaneously used to carry out signal detec 
tion. 

[0039] In accordance With the concept of the present 
invention, the control voltage provided by the capacitance 
C2 is not only used for offset compensation but additionally 
serves as input signal for a circuit 80 comprising ?eld effect 
transistors M3, M4, M5, M6, Which generates a voltage 
comparison value VCOMP for a comparator 70. 

[0040] The comparator 70 compares the voltage compari 
son value VCOMP With a ?Xed reference signal VREF. If the 
signal VCOMP is greater than the reference signal VREF, 
signal detection is present and a logic signal SD (Signal 
Detect) having the logic value “one” is output at the output 
of the comparator 70. If, in contrast, the comparison voltage 
VCOMP is less than the reference voltage VREF, a suf?ciently 
large signal is not present and the logic signal SD is at logic 
“Zero”. 

[0041] In the exemplary embodiment illustrated, the cir 
cuit 80 is in the form of a current mirror circuit. It has a ?rst 

n-channel FET transistor (?eld effect transistor) M3. The 
?Xed voltage VCONST is applied to the gate terminal of the 
?rst transistor M3, said voltage also being present at the gate 
terminal of the transistor M2. The source terminal is con 

nected to ground. The actual current mirror is formed from 
tWo p-channel transistors M5, M6, the gate terminal and the 
drain terminal of one transistor M5 being connected to the 
drain terminal of the transistor M3. The source terminal of 
the transistor M5 is connected to a positive supply voltage 
VDD—if necessary via a resistor. The gate terminals of the 
transistors M5, M6 are connected to one another. The source 

terminal of the further transistor M6 is likeWise connected to 
the positive supply voltage VDD—if necessary via a further 
resistor. 

[0042] An n-channel FET transistor M4, Which is con 
nected in series With the transistor M6, is furthermore 
provided. The source terminal of the transistor M4 is con 
nected to ground and the drain terminal is connected to the 
drain terminal of the transistor M6. The voltage Vs at the 
capacitance C2 of the integrating element of the offset 
compensation circuit is applied to the gate terminal of the 
transistor M4. 

[0043] The method of operation of the current mirror is as 
folloWs. The current generated by the transistor M3 repre 
sents a reference current of the current mirror 80, said 
reference current ?oWing through the transistor M5. The 
current mirror, then, generates a control current, Which is 
related to the reference current in a particular manner and 
?oWs through the transistor M6 and, in addition, tries to How 
through the transistor M4 as Well. The eXtent to Which this 
is achieved depends on the gate voltage of the transistor M4, 
said voltage being determined by the voltage of the inte 
grating element C2. 

[0044] A voltage VCOMP is tapped off betWeen the tran 
sistors M4 and M6 and supplied to one input of the com 
parator 70. The voltage VCOMP varies depending on hoW 
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large the voltage VS at the gate of the capacitance C2 is. If 
a loW voltage is present at the capacitance C2, the voltage 
value VCOMP, Which has been tapped off, is also loW. When 
the voltage at the capacitance C2 rises, the voltage value 
VCOMP also rises. For this case, the current through the 
transistor M6 can thus ?oW aWay through the transistor M4 
only to a reduced extent. The voltage at the capacitance C2 
rises, hoWever, precisely When a signal is detected by the 
illuminated photodiode 10 and is present at the preampli?er 
20. The voltage VCOMP, Which rises With the voltage at the 
capacitance C2, can thus be used for signal detection. 

[0045] When a useful signal is present at the ?rst pream 
pli?er 20, the voltage at the integrating element C2 and thus 
at the gate terminal of the transistor M4 therefore rises. This 
means that the potential betWeen the transistors M4, M6 also 
rises and this potential is supplied to the comparator 70. 

[0046] The components used are preferably implemented 
using CMOS technology. 

[0047] The con?guration of the invention is not restricted 
to the exemplary embodiments described above. As already 
explained, instead of the current source M1, the current 
source M2 may, for example, likeWise be regulated by the 
offset compensation circuit. The mirror circuit could then be 
coupled, for example, to the transistor M1, Which, for this 
case, Would have a ?xed gate voltage applied to it. Other 
re?nements may provide for the offset voltage, Which is 
provided by the capacitance C2, to be directly supplied to 
the comparator 70. The comparator 70 then compares this 
offset voltage With a reference voltage. 

We claim: 
1. An optical receiver circuit comprising: 

a ?rst, illuminable reception device for converting an 
optical signal into an analog electrical signal; 

a ?rst preampli?er for amplifying the analog electrical 
signal output from the ?rst reception device; 

a postampli?er having a ?rst input and a second input, the 
?rst input being supplied With the ampli?ed analog 
electrical signal, and the second input being supplied 
With a reference signal, 

an offset compensation circuit for regulating a difference 
betWeen a mean value of the ampli?ed analog electrical 
signal supplied to the ?rst input of the postampli?er and 
the reference signal supplied to the second input of the 
postampli?er to a constant value, and 

a signal detection device for detecting a control signal 
generated by the offset compensation circuit, and for 
carrying out signal detection in a manner dependent on 
this control signal. 

2. The optical receiver circuit as claimed in claim 1, 

Wherein the signal detection device comprises a compara 
tor having a ?rst input and a second input, 

Wherein a ?rst signal, Which is dependent on the control 
signal of the offset compensation circuit, is present at 
the ?rst input of the comparator, 

Wherein a signal detection reference value is present at the 
second input, and 

Wherein the comparator includes means for comparing the 
?rst signal and the signal detection reference value and, 
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in a manner dependent on the comparison, indicating 
the presence of signal detection. 

3. The optical receiver circuit as claimed in claim 1, 
Wherein the offset compensation circuit comprises an inte 
grating element having a capacitance, Wherein a voltage 
stored on said element both represents a manipulated vari 
able of the offset compensation circuit and, is detected by the 
signal detection device. 

4. The optical receiver circuit as claimed in claim 2, 
Wherein the signal detection device comprises circuit means 
for, in a manner dependent on the voltage of the integrating 
element, generating a voltage value, Which is supplied to the 
?rst input of the comparator. 

5. The optical receiver circuit as claimed in claim 4, 
Wherein the circuit means comprises a mirror circuit, and 
Wherein the voltage of the integrating element represents the 
control voltage of one transistor of the mirror circuit. 

6. The optical receiver circuit as claimed in claim 5, 
Wherein the mirror circuit comprises: 

a ?rst transistor having a control terminal connected to 
receive a constant voltage, 

a second transistor having a control terminal connected to 
receive the voltage of the integrating element, and 

a current mirror comprising a third and a fourth transistor 
With a reference current and a control current, 

Wherein the reference current of the current mirror is 
formed by a current generated by the ?rst transistor, 

Wherein the ?rst transistor and the third transistor are 
connected in series, and the second transistor and the 
fourth transistor are connected in series, and 

Wherein a signal, Which is tapped off betWeen the second 
and the fourth transistor, is supplied to the ?rst input of 
the comparator. 

7. The optical receiver circuit as claimed in claim 3, 
Wherein the voltage of the integrating element regulates a 
regulatable current source of the ?rst preampli?er. 

8. The optical receiver circuit as claimed in claim 1, 
provision further comprising: 

a second, nonilluminable reception device for simulating 
the electrical behavior of the ?rst reception device in 
the illumination-free case, and 

a second preampli?er for amplifying an output signal of 
the second reception device, 

Wherein the output of the second preampli?er is con 
nected to the second input of the postampli?er. 

9. The optical receiver circuit as claimed in claim 8, 
Wherein the ?rst reception device and the second reception 
device are monolithically integrated on a chip. 

10. The optical receiver circuit as claimed in claim 8, 
Wherein the ?rst preampli?er and the second preampli?er 
are identical. 

11. An optical receiver circuit comprising: 

optical information conversion means for receiving an 
optical signal, and for generating a data stream signal 
in response to the optical signal; 

reference means for generating a reference signal; 

control signal generation means for generating a control 
signal in response to the data stream signal and the 
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reference signal, and for transmitting the control volt 
age to one of the optical information conversion means 
and the reference means, Wherein the control signal is 
generated such that such that a difference betWeen a 
mean value of the data stream value generated by the 
optical information conversion means and the reference 
signal generated by the reference means is regulated to 
a constant value; and 

detection means for detecting a presence of the optical 
signal in response to the control signal. 

12. The optical receiver circuit as claimed in claim 11, 
Wherein the optical information conversion means com 
prises: 

a ?rst light reception device having an input terminal for 
receiving the optical signal, Wherein the ?rst light 
reception device generates an analog electrical signal 
on an output terminal in response to the optical signal; 

a ?rst preampli?er having an input terminal connected to 
the output terminal of the ?rst light reception device; 
and 

a ?rst regulatable current source connected betWeen the 
output terminal of the light reception device and the 
input terminal of the preampli?er. 

13. The optical receiver circuit as claimed in claim 12, 
Wherein the ?rst regulatable current source is controlled by 
the control signal to feed an offset current to the input 
terminal of the ?rst preampli?er. 

14. The optical receiver circuit as claimed in claim 12, 
Wherein the reference means comprises: 

a second light reception device for generating a photo 
current on an output terminal; 

a second preampli?er having an input terminal connected 
to the output terminal of the second light reception 
device; and 

a second regulatable current source connected betWeen 
the output terminal of the second light reception device 
and the input terminal of the second preampli?er. 

15. The optical receiver circuit as claimed in claim 14, 

Wherein the ?rst regulatable current source is controlled 
by the control signal to feed an offset current to the 
input terminal of the ?rst preampli?er, and 

Wherein the second regulatable current source is con 
trolled by a ?Xed voltage. 

16. The optical receiver circuit as claimed in claim 11, 
Wherein the control signal generation means comprises: 

a differential ampli?er having a ?rst input terminal con 
nected to receive the data stream signal, a second input 
terminal connected to receive the reference signal, and 
?rst and second output terminals for transmitting dif 
ferential offset-corrected output signals generated in 
response to a comparison of the data stream signal and 
the reference signal; and 

an offset compensation circuit comprising: 

an operational ampli?er having ?rst and second input 
terminals connected to receive the offset-corrected 
output signals via a ?lter; and 
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a capacitor connected to an output terminal of the 
operational ampli?er such that the operational ampli 
?er and the capacitor form an integrator, 

Wherein the control signal is generated at the output 
terminal of the operational ampli?er. 

17. The optical receiver circuit as claimed in claim 16, 
Wherein the detection means comprises: 

a current mirror for generating a voltage comparison 
value in response to the control signal; and 

a comparator for comparing the voltage comparison value 
With a ?Xed reference voltage, and for generating a 
logic signal When the voltage comparison value is 
greater than the reference voltage. 

18. An optical receiver circuit comprising: 

a ?rst reception device for converting an optical signal 
into an analog electric signal; 

a ?rst preampli?er having an input terminal connected to 
an output terminal of the ?rst reception device; 

a ?rst regulatable current source connected betWeen the 
output terminal of the light reception device and the 
input terminal of the preampli?er; 

a second light reception device for generating a reference 
photocurrent on an output terminal; 

a second preampli?er having an input terminal connected 
to the output terminal of the second light reception 
device; 

a second regulatable current source connected betWeen 
the output terminal of the second light reception device 
and the input terminal of the second preampli?er; 

a differential ampli?er having a ?rst input terminal con 
nected to an output terminal of the ?rst preampli?er, a 
second input terminal connected to an output terminal 
of the second preampli?er, and ?rst and second output 
terminals for transmitting differential offset-corrected 
output signals generated in response to a comparison of 
signals received on the ?rst and second input terminals; 

an offset compensation circuit including: 

an operational ampli?er having ?rst and second input 
terminals connected to receive the offset-corrected 
output signals via a ?lter, and 

a capacitor connected to an output terminal of the 
operational ampli?er such that the operational ampli 
?er and the capacitor form an integrator, 

Wherein a control signal generated at an output terminal of 
the operational ampli?er is transmitted to one of the 
?rst regulatable current source and the second regulat 
able current source, and 

Wherein the optical receiver circuit further comprises an 
optical signal detection circuit including: 

a current mirror connected to the output terminal of the 
operation ampli?er for generating a voltage compari 
son value in response to the control signal, and 
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a comparator for comparing the voltage comparison value 
With a ?xed reference voltage, and for generating a 

logic signal When the voltage comparison value is 
greater than the reference voltage. 

19. The optical receiver circuit as claimed in claim 18, 

Wherein the ?rst regulatable current source is controlled 

by the control signal to feed an offset current to the 

input terminal of the ?rst preampli?er, and 
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Wherein the second regulatable current source is con 
trolled by a ?Xed voltage. 

20. The optical receiver circuit as claimed in claim 18, 

Wherein the second regulatable current source is con 
trolled by the control signal to feed an offset current to 
the input terminal of the second preampli?er, and 
Wherein the ?rst regulatable current source is controlled 

by a ?Xed voltage. 

* * * * * 
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