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ABSTRACT 

An illumination device (A) for the illumination of illumina­
tion zones (BZ) with different light intensity and/or color 
temperature by means of at least one light source (L ), wherein 
per light source (L) there is provided at least one illumination 
modification means (VM) in the optical path between the 
light source (L) and the illumination zones (BZ) having at 
least one movement element (BR, BY, LI, L), which is 
arranged movably in the illumination device (A) and which is 
adapted to selectively deviate and/or cover the light emitted 
by the at least one light source (L) by means of control means 
with an illumination frame rate (R) for a subsequent illumi­
nation of the illumination zones (BZ), wherein the control 
means are adapted to control the light intensity of each light 
source according to the illumination zone (BZ) currently 
illuminated. 
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ILLUMINATION DEVICE WITH MOVEMENT 
ELEMENTS 

[0001] The invention relates to an illumination device for 
the illumination of illumination zones with different light 
intensity and/or color temperature by at least one light source. 
[0002] Such illumination devices are, for example, known 
in the field of stage illumination, wherein a spot is cardani­
cally suspended at a ceiling. The spot may either be manually 
adapted, or driven by a motor, to a certain area of the stage for 
the illumination of this illumination zone of the stage, respec­
tively. In order to illuminate several illumination zones on the 
stage simultaneously and optionally with different light 
intensity or color temperature, there has to be provided a 
sufficient number of spots at the ceiling of the stage. 
[0003] With the known illumination device there has been 
found the disadvantage that the electric contacting of the 
movably arranged spots is problematic, and that breaking 
cable have constantly resulted in short-cuts. The setup and 
maintenance of a sufficient number of spots in order to illu­
minate a plurality of illumination zones on the stage is com­
plex as well as expensive. 
[0004] The invention is based on the task to provide for an 
illumination device, in which the above disadvantages are 
prevented. According to the invention, this task is solved by 
being provided per light source at least one illumination 
modification means in the optical path between the light 
source and the illumination zones having at least one move­
ment element, which is arranged movably in the illumination 
device and which is formed by control means with an illumi­
nation frame rate in order to selectively deflect and/or cover 
the light emitted by the at least one light source for the 
subsequent illumination of illumination zones, wherein the 
control means are adapted to control the light intensity of 
every light source of the illumination zone currently being 
illuminated. 
[0005] With the illumination device according to the inven­
tion there is obtained the advantage that one or several light 
sources are provided fixedly mounted, wherein an illumina­
tion modification means is mounted in the path of each light 
source, which deflects and/or covers the beam oflight accord­
ing to the illumination zones to be illuminated. The illumina­
tion modification means that are, for example, formed by 
mirrors, lenses or shutters, are moved by the control means in 
a way so that the light of the light sources repeatedly illumi­
nates the illumination zones to be illuminated at the illumi­
nation frame rate. 
[0006] If, for example, five persons are present on stage and 
if the areas surrounding the persons are to be illuminated as 
illumination zones, then all five illumination zones may be 
subsequently illuminated by means of only one light source 
or by means of several light sources. The illumination frame 
rate is then chosen so that it is not recognizable for the viewer 
that the five illumination zones are not each statically illumi­
nated. From the expert field of the television technology there 
are, for example, known image frame rates of 50 Hz or 60 Hz, 
wherein for the illumination frame rate there may also be 
sufficient already 30 Hz in order to establish the impression of 
a static illumination. The light intensity of the light source(s) 
is controlled in the above example with five persons being 
present on stage so that each of the five illumination zones is 
illuminated with the desired light intensity and color tempera­
ture. 
[0007] These and further advantages of the invention will 
be explained in greater detail by way of the subsequent exem-
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plary embodiments, wherein there is to be noted that in the 
description of the figures the term "display device" has to be 
considered as equal with the term "illumination device" and 
that the term "picture element modification means" has to be 
considered as equal with the term "illumination modification 
means", and that the term "illumination zone" has to be 
considered as equal with the term "viewing zone", according 
to the applicability in the respective exemplary embodiment. 
[0008] FIG. 1 shows two examples of a display device, 
wherein the resolution is increased to the fourfold by means 
of picture element modification means. 
[0009] FIG. 2 shows the sequential control of the extension 
picture elements of FIG. la. 
[0010] FIG. 3 shows the sequential change of direction of 
the emitted light beam in the case of the autostereoscopic 3D 
representation of a picture element. 
[0011] FIG. 4 shows a combination ofresolution increase 
and auto stereoscopic 3D representation of a picture element. 
[0012] FIG. 5 shows a schematic illustration of a LED light 
source with three LEDs of the primary colors for an autoste­
reoscopic 3D representation of a picture element of the image 
information. 
[0013] FIG. 6 shows the principle of the autostereoscopic 
illustration of image information of a picture element. 
[0014] FIG. 7 shows an example of a multi view display 
with five viewing zones. 
[0015] FIG. 8 shows the multi view display of FIG. 7 with 
3D light sources, which display in time intervals image infor­
mation in viewing zones synchronized in regard to space as 
well as time. 
[0016] FIG. 9 shows 3D light sources, which generate two­
dimensional viewing zones in the far field. 
[0017] FIG. 10 shows examples of the sequential series of 
control of the viewing zones of a display device, which is 
formed by a multi view display. 
[0018] FIG. 11 shows the principle of the reduction of the 
required number of different image information. 
[0019] In FIG. 12 the mechanisms of action of refractive 
elements, reflective elements and diffractive elements are 
illustrated. 
[0020] In FIG. 13 there are illustrated two examples of 
embodiments of refractive elements of the picture element 
modification means. 
[0021] FIG. 14 schematically shows the functioning prin­
ciple of chromatic, achromatic and apochromatic correction. 
[0022] In FIG. 15 there is illustrated the intensity in the far 
field as a function of the lateral coordinate. 
[0023] FIG. 16 shows a display device consisting of a light 
source, picture element modification means as well as a beam 
shaper. 
[0024] FIG. 17 shows several exemplary embodiments of 
an immovable light source with movable as well as immov­
able mirrors and lenses forming picture element modification 
means. 
[0025] FIG. 18 shows further exemplary embodiments with 
immovable light sources and movable reflectors as well as 
immovable lenses. 
[0026] FIG. 19 shows exemplary embodiments of a light 
source with a beam combiner and a movable reflector as well 
as immovable lenses. 
[0027] FIG. 20 shows two exemplary embodiments of a 
light source with a movable reflector without beam combiner. 
[0028] FIG. 21 shows exemplary embodiments, wherein 
the light source L itself is movably arranged. 
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[0029] FIG. 22 shows a further possible extension of the 
concept according to FIG. 17 with micro shutters. 
[0030] In FIG. 23 a realization with a waveguide and a 
displacement device is illustrated. 
[0031] FIG. 24 schematically shows the functioning prin­
ciple of the 3D breaking light. 
[0032] FIG. 25 shows a comparison of conventional and 
adaptive smart lighting with several picture element modifi­
cation means. 
[0033] FIG. 26 shows a smart lighting system, wherein 
individual 3 D light sources are used for a homogenous spatial 
illumination and other 3D light sources, which are focused on 
the receiver, are used for transferring data. 
[0034] FIG. 27 shows an adaptive smart lighting system 
with three receivers, which receive data from the transmitter 
in the time multiplex method. 
[0035] FIG. 28 shows an exemplary embodiment of a 3D 
light source with three laser diodes. 
[0036] FIG. 29 shows an integrated RGB light source with 
three laser diodes and photodiodes. 
[0037] FIG. 30 shows an exemplary embodiment of a 3D 
light source with increase of resolution. 
[0038] FIG. 31 shows an exemplary embodiment of a dis­
play device with four 3D light sources according to FIG. 30. 
[0039] FIG. 32 shows an ideal spatial separation of viewing 
zones. 
[0040] FIG. 33 shows an actually realizable spatial separa­
tion of viewing zones. 
[0041] FIG. 34 shows overlapping continuous viewing 
zones. 
[0042] FIG. 35 shows the schematic setup of an optical 
system with a beam splitter. 
[0043] FIG. 36 shows the intensity distribution that may be 
obtained with the beam splitter in the far field in comparison 
with that without beam splitter. 
[0044] FIG. 37 shows the temporal movement of the inten­
sity distribution of FIG. 36 for the simple application of three 
different viewing zones. 
[0045] FIG. 38 shows an exemplary embodiment of a dis­
play device in the form of a curved auto stereoscopic screen. 
[0046] FIG. 39 shows an exemplary embodiment of a dis­
play device according to the invention as a multi-content 
video screen. 
[0047] FIG. 40 shows a comparison of conventional low 
beam light and high beam light. 
[0048] FIG. 41 shows an exemplary embodiment of a dis­
play device according to the invention as an adaptive head­
light. 
[0049] FIG. 42 shows the temporal adaptation of the direc­
tivity of the adaptive headlight by way of the example of a 
vehicle passing by. 
[0050] FIG. 43 shows the adaptation of the directivity of the 
adaptive headlight by way of the example of two vehicles 
driving one after the other. 
[0051] Display Device with Increased Resolution 
[0052] In the following description of the invention, the 
term display device comprises any device for the display of 
image information for at least one viewer or optical receiver. 
This includes, in particular, screens, large-scale screens or 
projectors as well as information boards, room illumination 
devices, optical communication systems and other arrays of 
individual picture elements (pixels) for the projection and 
display of image information, which may be composed of a 
still image, a motion picture or also only of individual picture 
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elements and/or color/black-white areas. In the following 
there is made reference only to the elements of the display 
device that are substantial to the invention, as the expert will 
be well aware of, for example, elements for electricity supply 
of a display device or for the decoding of received video 
image information. 
[0053] FIG. l(a) shows as an example a display device A, 
wherein the resolution with picture element modification 
means is increased to the fourfold of the number of light 
sources L of the display device A. The image information 
supplied to the display device A contains four times more 
picture elements than light sources L of the display device A, 
which is why according to the state of the art the image 
information could only be displayed with a fourth of the 
picture elements contained in the image information or reso­
lution, respectively. The image information of four picture 
elements is outputted by way of a light source Lin connection 
with a picture element modification means VM, e.g., a mov­
able mirror, with four different positions in the time multiplex 
method: 

[0054] 1. time t=t0 : extension picture element 1-light 
source L emits image information of the first picture 
element, and the picture element modification means 
VM is in position 1. 

[0055] 2. time t=t0 +li.t: extension picture element 
2-light source L emits image information of the second 
picture element, and the picture element modification 
means VM is in position 2. 

[0056] 3. time t=t0 +2li.t: extension picture element 
3-light source L emits image information of the third 
picture element, and the picture element modification 
means VM is in position 3. 

[0057] 4. time t=t0 +3li.t: extension picture element 
4-light source L emits image information of the fourth 
picture element, and the picture element modification 
means VM is in position 4. 

[0058] The time interval herein is li.t=l/(4R), wherein R 
indicates the frame rate and the time interval corresponds to a 
shift interval, wherein the picture element modification 
means VM are switched from one position into the next 
position, which may also be carried out continuously. The 
light emitted by the light source L, hence, changes with a light 
source frequency fL corresponding to the fourfold of the 
frame rate R in order to output the image information of an 
extension picture element per time interval. Increasing the 
resolution to the fourfold, hence, is made possible by the light 
emitted by the light source L being emitted in the time mul­
tiplex method at four sites, this is, the extension picture ele­
ments 1 to 4, which are arranged surrounding the light source 
L. In the case of a square picture element composed ofKres =4 
extension picture elements this means that at the time t=t0 the 
first picture element of the image information of the video to 
be displayed by the display device is emitted by the light 
source L, the light of which is then deflected to the extension 
picture element 
1. At t=t0 +li.t the second picture element of the video is 
deflected to the extension picture element 2, etc., until at 
t=t0 +3li.t the fourth picture element is deflected to the exten­
sion picture element 4. The light source frequency fD hence, 
is fL=]/li.t=KresR=4 R. 
[0059] In the figures the picture element modification 
means VM contain control means not displayed in greater 
detail, in which the sequence is stored when the light of the 
light source L is to be deflected to which extension picture 
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element. The control means are adapted to control the move­
ment of the individual movement elements of the picture 
element modification means VM according to this sequence. 
In the case of the realization of the picture element modifica­
tion means VM by MEMS micro systems this means that the 
control means generate electrostatic fields and, hence, forces 
in order to modify the movement elements respectively into 
the position in correspondence with the sequence. 

[0060] In FIG. l(b) there is illustrated a display device A 
according to the same principle, wherein the picture element 
modification means VM project the extension picture ele­
ments 1, 2, 3 and 4 at other positions around the light source 
L. By changing the number of extension picture elements, the 
factor of the resolution increase may, most certainly, also 
assume other, in particular higher, values than the resolution 
ofKres=4. 

[0061] FIG. 2 shows the sequential control of the extension 
picture elements of FIG. 1 (a). At every point of time, there are 
present one active extension picture element EB-A and three 
inactive extension picture elements EB-I. The exit area AF of 
the light is at any time at the site of the active extension picture 
element. When using resolution increase, there is in general 
aimed a high divergence 8, in order to obtain a high viewing 
angle of the display device A. 

[0062] If there is used the autostereoscopic 3D representa­
tion, as depicted in FIG. 3, the exit area AF does not change 
temporally-there is rather changed the angle y of the emitted 
light beam. Another difference to using the resolution 
increase is that there is herein aimed at a small divergence 8. 
But also in this application, there are developed extension 
picture elements, however, only in the far field in the so-called 
viewing zones. The principle of the autostereoscopic 3D rep­
resentation will be subsequently explained in greater detail. 

[0063] FIG. 4 shows the combination of resolution increase 
and auto stereoscopic 3D representation. At different points of 
time the exit area AF as well as the angle y of the emitted light 
beam change. In this combined application, there are devel­
oped extension picture elements at the exit area of the light of 
the display device for an increase of the resolution, and there 
are developed additional extension picture elements in view­
ing zones, which enable the autostereoscopic 3D representa­
tion of the image information. 

Display Device with Auto stereoscopic 3D Representation­
Two-View Display 

[0064] FIG. 5 shows a schematic illustration of a light 
source L with, e.g. three LEDs of the primary colors red, 
green and blue and picture element modification means VM 
for an autostereoscopic 3D representation of a picture ele­
ment of the image information. The average eye distance of a 
female adult is de =6.3 cm, that of a male adult is de =6.5 cm. 
The diameter dEz of a so-called viewing zone BZ of an 
autostereoscopic display device or display, respectively, has 
to be inevitably smaller than the average eye distance de and 
is in the following assumed as an example as dEz=6 cm. For 
a distance of, e.g., dLEn=3 mm between neighboring light 
sources L (=pixel pitch) and a viewing distance of d=7.5 m, 
the maximal allowable full divergence angle of the light beam 
emitted by the individual LED of the light source L including 
picture element modification means, hence, is 
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(
dsz) 0" tan-1 2d = Sm rad. 

(1) 

[0065] In FIG. 6 there is depicted the principle of the 
autostereoscopic illustration of image information. A 3D 
light source 3DL, consisting ofa conventional light source L 
and the picture element modification means VM, which 
deflect the image information for the left eye LA and the right 
eye RA. Herein, there is alternately illustrated the image 
information for the left eye LA as extension picture element 5 
and the image information for the right eye RA as extension 
picture element 6. The required angle increment /1y is for the 
same diameters dEzof all viewing zones BZ dependent on the 
geometrical position of the respective viewing zone BZ and, 
hence, for the above parameter, is approximately constant to 

(
dsz) Ll.yse0se2tan-1 2d =8mrad. 

(2) 

The light source frequency fv by means of which the image 
information of the 3D light source 3DL for the left eye LA, 
and subsequently for the right eye RA, and then alternately is 
changed, then is fL=l//1t=NEzR=2 R, where in this example 
the number of the viewing zones NEz is, according to the 
number of the eyes of the viewer, two. The principle of the 
autostereoscopic 3D representation that is depicted in FIG. 6 
is realized as a so-called two-view Display, which realizes 
two viewing zones BZ in the field of the extension picture 
elements 5 and 6. In order to send the image information at 
any point of time to the two eyes RA and LA of an individual 
and optionally moving viewer, there may be used methods 
like, e.g., head tracking. Herein, there is continuously deter­
mined the position of the viewer's head, and the angles of 
deflection of the picture element modification means VM are 
correspondingly adapted. 
Display Device withAutostereoscopic 3D Representation 

Multi-View Display 

[0066] An alternative realization of the autostereoscopic 
image illustration is the use of more than two viewing zones 
BZ. Such displays are designated as multi-view displays. As 
long as the viewer is situated in the viewing area of the width 
dEz totab he/she will be in a position to perceive a stereoscopic 
image. For in total NEz viewing zones BZ, each having the 
width dEz, the entire viewing area is determined as 

[0067] Multi-view displays do not only generate a stereo 
parallax, this is different images for both eyes, but rather also 
a movement parallax, this is, the viewer may move in the area 
of the width dEz total and get a different view onto the depicted 
scene from every different angle. Also in a multi-view display 
application one may in addition use head tracking in order to 
send 3D image information only into those spatial areas in 
which there are actually viewers present. 
[0068] FIG. 7 shows an example of such a multi-view dis­
play with NEz=S viewing zones BZ. In intervals of /1t the 
deflection angle of the picture element modification means 
VM is incremented by the angle increment /1y. The angle 
increment /1y depends on the geometrical position of the 
respective viewing zone, in a sufficiently large viewing dis-
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tance; however, it may be considered as constant in a first 
approximation. At any point of time there is outputted another 
image of the three-dimensional scene (in contrast to merely 
two different images in the case of a two-view display). In the 
multi-view display there exist also viewing zones BZ at sites, 
at which there is not present any viewer at a given point of 
time. If the number N Bz of viewing zones BZ is sufficiently 
large, several viewers may simultaneously perceive the 
autostereoscopic effect, in contrast to the two-view display, 
wherein only one viewer may perceive the effect. The switch 
interval li.t of the picture element modification means VM is 
then at a given frame rate R as follows: 

1 
llt= --. 

RNsz 

(2) 

[0069] In the multi-view display according to FIG. 7, the 
switch interval at R=60 s- 1 is, e.g., li.t,.,3.33 ms. The light 
source frequency fD at which the image information of the 3D 
light source 3DL is changed, then is assumed as fL=llli.t=NBz 

R=5 R=300 Hz. 

[0070] For reasons of clarity, in the FIGS. 5 to 7 there is 
only depicted one 3D light source 3DL. FIG. 8 shows the 
multi-view display of FIG. 7 with in total NLED 3D light 
sources 3DL, which illustrate in intervals of li.t image infor­
mation in the N Bz viewing zones BZ synchronized in regard 
to space as well as time. In FIG. 8 there are herein only 
illustrated the two points of time (a) t=t0 +2li.t as well as (b) 
t=t0 +3li.t. 

[0071] For reasons of clarity, there have been assumed so 
far only one-dimensional viewing zones. FIG. 9 shows a 3D 
light source 3DL, which generates in the far field two-dimen­
sional viewing zones BZ. There, the emitted light beam is 
sequentially deflected by way of the picture element modifi­
cation means VM horizontally as well as vertically. At NBz,x 

viewing zones BZ in the x direction and N BZ,y viewing zones 
BZ in the y direction, the minimal switch interval is 

llt=---­
RNsZxNszy 

(3) 

[0072] The viewing zones BZ may be different also in 
number and dimension in the x and y direction. 

[0073] FIG. 10 shows examples of the sequential order of 
control of the viewing zones BZ of a display device A, which 
is formed by a multi-view 3D display. The picture element 
modification means VM of the display device A contain, for 
this reason, control means that are not displayed in FIG. 9 for 
controlling the movement elements of the picture element 
modification means VM, which will be explained in greater 
detail later on. If the control is carried out one line or colunm, 
respectively, after the other, the required switch intervals li.tY 

for lines or li.tx for colunms, respectively, will be longer by a 
factor ofNBz,x and NBz,y, respectively. 

[0074] In the FIGS. l0(a) to (d) examples of the sequential 
control of N BZ,x N BZ,y =5 ·4=20 viewing zones BZ are illus­
trated. Table 1 given below lists the required switch intervals 
for the sequences of FIG. 10. In the meandering sequences of 
the FIGS. l0(c) and (d) the angle increments are further 
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minimized at the change of line or colunm, respectively, 
which is advantageous in the practical realization of the dis­
play device A. 

TABLE 1 

llt llt,, 

FIG. lO(a) 

R Nsz.xNsz.Y R Nsz.y 

FIG. lO(b) 

R Nsz.x R Nsz.xNBZ.y 

FIG. lO(c) 

R Nsz.xNsz.y R Nsz.y 

FIG. lO(d) 

R Nsz.x R Nsz.xNBZ.y 

[0075] There is to be noted that other control order 
sequences than those depicted in FIG. 10 are also possible. 
There could also be used spiral-like, diagonal or Figures in 
the type of Lissajous curves, which, e.g., are present when 
using resonant 2D micro scanner mirrors. 
[0076] In order to reduce the number of different image 
information required at constant area, viewing zones BZ of 
whole colunms may illustrate the same image information in 
a frame of the period li.t=l/R. FIG. 11 shows the principle of 
the reduction of the required number of different image infor­
mation. Different gray values represent different image infor­
mation, which are illustrated in a viewing zone BZ during the 
period of a frame, this is in the interval li.t= 1/R. According to 
FIG. 11 (a) there are present different viewing zones BZ of the 
viewing area, whereas according to FIG. ll(b) there is illus­
trated the same image information per colunm. In order of 
being able to perceive a three-dimensional image, the viewer 
has to keep the head (approximately) vertically oriented with 
a scheme like the one in FIG. ll(b). 

Elements of the Picture Element Modification Means VM 

[0077] The elements of the picture element modification 
means VM may be distinguished into three categories of 
refractive, reflective and diffractive structures. In FIG. 12, the 
mechanisms of action of these three categories are illustrated, 
wherein in FIG. 12(a), (d) and (g) the refractive elements 
REl, in FIG. 12(b), (e) and (h) the reflective elements RE2 
and in FIG. 12(c), (j) and (i) the diffractive elements DE are 
illustrated. The elements of the FIGS. 12(a) to (c) focus, the 
elements of the FIGS. 12(d) to (j) deflect and the elements of 
the FIGS. 12(g) to (i) split the light beams emitted by the light 
source L. 

Refractive Elements REl 

[0078] Refractive elements REl act on the optical path by 
refraction at an interface between two different media accord­
ing to Snell's law. One possibility to realize refractive ele­
ments REl is the use of gradient index structures, wherein the 
refractive index is a function of the lateral coordinates. An 
alternative possibility is the use of structures with a surface 
profile, e.g., a conventional lens. In FIG. 13 there are depicted 
two examples of embodiments of refractive elements REl of 
the picture element modification means VM: (a) piano-con­
vex converging lens and (b) piano-convex Fresnel lens. 
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Reflective Elements RE2 

[0079] Reflective elements influence the optical path in 
pursuance with the laws of reflection. 

Diffractive Elements DE 

[0080] Diffractive elements influence the optical path on 
the basis of the diffraction on condition of the structure of the 
element of the picture element modification means VM. In 
general, the characteristics of diffractive structures are essen­
tially more dependent on the wavelength of the incident light. 
For this reason, the suitability of using these elements with 
light of a relatively broad bandwidth like conventional LEDs 
( e.g., bandwidth B,.,3Q nm) is limited. In the case oflight with 
a narrow bandwidth like lasers or special LED structures such 
as, e.g., SLDs or RCLEDs, diffractive elements DE constitute 
in the majority of cases a cheap alternative to refractive ele­
ments REl or reflective elements RE2 or may be used as a 
supplementation thereto, respectively. 

Micro Apertures and Micro Shutters 

[0081] By way of the above described elements of the pic­
ture element modification means, micro mirrors as well as 
micro lenses may be realized. Further elements of the picture 
element modification means VM may be micro apertures, 
which may limit the spatial expansion oflight beams, as well 
as micro shutters or micro covers, which may block light or let 
it pass, according to control. 

Improvement of the Characteristics of the Elements of the 
Picture Element Modification Means VM 

Reduction of Chromatic Aberration 

[0082] Chromatic aberration is an imaging error of optical 
(micro) lenses, which is caused by the wavelength depen­
dency of the refractive index of the refractive material, which 
is also called dispersion. Light of different wavelengths is 
refracted differently, and thus the lens has different focal 
lengths for different wavelengths. Chromatic aberration may 
be reduced by the combination of several lenses of different 
materials. A green LED, for example, has a FWHM (full 
width at half maximum) bandwidth of B""A2 -A1 =540 
nm-510 nm=30 nm. If the two wavelengths that differ the 
most from each other, this is A1 and A2 , are combined, this is 
called an achromatic correction. If further the central wave­
length "-c is combined with A1 and A2 , this is designated as an 
apochromatic correction. FIG. 14 schematically shows the 
functioning principle of (a) chromatic, (b) achromatic and ( c) 
apochromatic correction. The reduction of chromatic aberra­
tion also leads to a reduction of the divergence 8 of Equation 
(1 ). 

Reduction of the Rise Distance 

[0083] In FIG. 15 the intensity I in the distanced from the 
light source Lis illustrated as a function of the lateral coor­
dinate x. In general, the spatial intensity distributions of the 
individual viewing zones BZ will overlap. An important 
parameter of the 3D light source 3DL is the so-called rise 
distance dR, which herein is defined-more or less arbi­
trarily-as the distance between the two points, where the 
intensity assumes 10% or 90%, respectively, of the maximum 
value. The width dBz of a viewing zone BZ is herein defined 
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as the distance of those two sites, wherein the two spatial 
intensity distributions of adjacent viewing zones BZ assume 
the same values. 
[0084] The rise distance dR for a sufficient spatial separa­
tion may be reduced, e.g., by the so-called beam shaper SF. In 
the case of diffractive beam shapers, there may be obtained a 
variety of beam profiles in the far field due to the respective 
change of amplitude and phase of a spatial coherent beam. In 
order to reduce the rise distance dR, there may advantageously 
be used a beam shaper, which generates a so-called top hat 
beam profile, corresponding to a spatial square function in the 
far field. 
[0085] FIG. 16 shows a setup of a 3D light source 3DL, 
consisting of a light source L, picture element modification 
means VM as well as a beam shaper SF. 
[0086] The beam shaper SF acts only in a limited way, 
similar to diffractive elements DE of the picture element 
modification means VM, in the case oflight with a relatively 
broad bandwidth as, e.g., of conventional LEDs. Such beam 
shapers may be used, however, with alternative narrow-band 
light sources such as, e.g., lasers or special LED structures 
like SLDs or RCLEDs. 

Exemplary Embodiments of Different Picture Element 
Modification Means VM 

[0087] Immovable Light Source L with Movable Picture 
Element Modification Means VM 
[0088] FIG. 17 shows several exemplary embodiments of 
an immovable light source L with movable mirrors or reflec­
tors BR, respectively, immovable mirrors or reflectors UR, 
respectively, as well as lenses LI forming picture element 
modification means. The examples each show two positions 
(position 1 at the time t=t0 and position 2 at a later point of 
time t=t0 +i'lt). By inclining the mirrors in different angles 
and/or different axes ( e.g., vertical and horizontal), there are, 
however, also possible more than two positions, which then 
make it possible to realize more than only two extension 
picture elements. 
[0089] FIG. 17(a) shows an immovable reflector UR that is 
arranged in regard to the viewer in front of the light source L 
and a movable mirror or reflector BR (e.g., micro mirror), 
respectively, that is arranged behind the light source L, which 
deflects the light----dependent on the current position of the 
reflector BR-into two different directions. The sending of 
the image information of the picture element is carried out, as 
already mentioned, in the time multiplex method in order to 
always have available the correct image information for every 
extension picture element (virtual pixel). 
[0090] In the FIGS.17(b) and (c) the picture element modi­
fication means are illustrated in an embodiment of reflectors 
BR, which are similar to a Cassegrain telescope, in order to 
obtain a better directivity of the emitted light. Also other 
embodiments, such as, e.g., similar to a reflecting telescope or 
a periscope (FIG.17(d), FIG.17(i) orotherforms ofreflectors 
(e.g., retro-reflectors), respectively), may be used. In the 
FIGS. 17(e) to (h) and in FIG. 17(j) there are illustrated a 
number of embodiments with micro lenses LI. 
[0091] FIG. 18 shows further exemplary embodiments with 
immovable light sources L and movable 2D reflectors BR 
(micro mirrors) as well as immovable lenses LI (micro 
lenses). The movable 2D reflectors BR may be inclined in two 
axes that are perpendicular to each other, by means of which 
the beam emitted by the associated light source L (red light 
source LED-R, green light source LED-G, blue light source 
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LED-B) may be deflected in two directions. Edge-emitting 
light sources L are displayed in the FIGS. 18(a) and (c). 
Surface-emitting light sources L, illustrated in the FIGS. 
18(b) and (d), in these embodiments need an additional 
immovable reflector UR (micro mirror), which deflects the 
emitted light beam in the horizontal. The picture element 
modification means VM illustrated in the FIGS. 18( c) and ( d) 
further have transparent windows TF. 

[0092] FIG. 19 shows exemplary embodiments of the 3D 
light source 3DL with an element, which combines the three 
emitted light beams (red, green and blue) (beam combiner 
SK) and subsequently focuses onto a single movable reflector 
BR (2D micro mirror). The FIGS. 19(a) and (c) show edge­
emitting light sources, the FIGS.19(b) and (d) show surface­
emitting light sources L with additional immovable reflectors 
UR (micro mirrors) for the deflection of beams in the hori­
zontal. 

[0093] FIG. 20 shows further exemplary embodiments of a 
3D light source 3DL with one movable reflector BR and no 
beam combiner SK. In FIG. 20(a) the three emitted light 
beams hit the movable reflector BR in different angles. In the 
exemplary embodiment of FIG. 20(b), there is used a big 
movable reflector BR, which reflects all three emitted light 
beams hitting at the same angle. 

Movable Light Source L with Movable Picture Element 
Modification Means VM 

[0094] Following FIG. 17, FIG. 21 shows exemplary 
embodiments, wherein the 3D light source 3DL itself is 
arranged movable. This means that all elements of the 3D 
light source 3DL, this is the light source L and optionally 
inclusive reflectors BR and UR as well as lenses LI, are 
mounted fixedly in regard to each other, whereas, however, 
the entire 3D light source 3DL is arranged movable in regard 
to the screen. 

Shutters or Micro Shutters, respectively, for Covering the 
Light Beams 

[0095] FIG. 22 illustrates another possible extension of the 
concept. Herein, movable (micro) covers or shutters BV and/ 
or movable (micro) reflectors BR, respectively, are used to 
block light emitted by the light source L. FIG. 22(a) shows an 
immovable light source L, in front of which there are arranged 
movable shutters BY, which open and close in the time mul­
tiplex method and thus allow for the exit oflight from the light 
source Lat different sites. The FIGS. 22(b) to (c) are based on 
the already described telescope setup, wherein parts of the 
telescope mirrors are also used to block the exit of light at 
undesired sites. FIG. 22(d) shows a combination of several 
movable reflectors BR, which are used to deflect the light in 
the desired direction as well as to block the light at the respec­
tive points of time. All these exemplary embodiments may, of 
course, in addition be combined with other optical elements 
such as, e.g., lenses. 

Alternative Light Sources L 

[0096] The mentioned light sources L need not necessarily 
be composed of one or several LEDs. Alternatively, there may 
also be used other light sources such as, e.g., RCLEDs, SLDs 
or lasers, or these may be combined with each other. It is also 
conceivable to couple the light into an optical waveguide, 
which may also present part of the picture element modifica­
tion means. 
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RCLEDs 

[0097] Resonant-cavity LEDs (RCLEDs) use an optical 
resonator in order to reduce, in comparison with conventional 
LEDs, the divergence as well as the bandwidth of the emitted 
beam of light. 

SLDs 

[0098] In so-called superluminescent LEDs (SLDs or 
SLEDs) photons, which are emitted through spontaneous 
emissions, are amplified by stimulated emission (amplified 
spontaneous emission ASE). SLDs have a substantially 
smaller temporal coherence than lasers, which is why in the 
image displayed by the 3D light sources 3DL there are not 
developed any speckles. "Speckles" is a spot-like spatial 
intensity distribution of coherent light, which is generated by 
constructive as well as destructive interference of light. The 
refractive index in the atmosphere that is changing in regard 
to space and time due to scintillation may, for example, be a 
reason for such an interference phenomenon. The bandwidth 
of the emitted light is smaller than that of conventional LEDs 
but substantially larger than with lasers. The divergence of the 
emitted beam oflight may be compared to that oflasers. Due 
to these characteristics, SLDs are especially favorably used as 
light source of the 3D light source 3DL described herein. 

Laser 

[0099] The above described change of the directivity in the 
time multiplex method may not only be realized for LEDs but 
also for (semi-conductor) lasers. Due to the monochromatic­
ity oflasers there may be obtained a lower residual divergence 
following collimation through a lens LI and, hence, a greater 
viewing distance at constant width of the viewing zones BZ 
than with conventional LEDs. 

Optical Waveguides 

[0100] It is also possible to deflect the exit field ofan optical 
waveguide into different directions using a picture element 
modification means VM in the time multiplex method. In 
FIG. 23 there is depicted a possible realization, wherein a 
horizontal displacement device HYE and a vertical displace­
ment device VVE are used in order to exert influence on the 
direction of the light beam LK emitted out of the waveguide 
that consists of a waveguide cladding ELM and a waveguide 
coreWLK. 

Control 

[0101] The light sources may either be controlled analo­
gously or by means of pulse width modulation (PWM). A 
pulse width modulation with N Bit makes it possible to adapt 
in total 2N different intensity values. The integrated control of 
one or a plurality of3D light sources 3DL may, for example, 
be carried out by means of application-specific integrated 
circuits (ASIC), field programmable gate arrays (FPGA) or 
complex programmable logic devices (CPLD). 

Alternative Techniques for the Modification of the Directivity 

Refractive Index Profile of a Waveguide 

[0102] When using the output field of an optical waveguide 
as input field of the picture element modification means VM, 
the directivity may not only be modified by micro lenses, 

IPR2025-01250 Page 00030



US 2013/0327966 Al 

micro mirrors, micro shutters as well as micro apertures but 
rather also by a change of the refractive index profile of the 
waveguide. 

Micro-Phased-Array-Antenna 

[0103] Another possibility to achieve a modification of the 
directivity at a fine spatial resolution is to use a micro-phased­
array-antenna (MPAA), which uses an array of several optical 
"antennas". The directivity may be changed by changing the 
relative phase difference of the optical fields, which are emit­
ted by the individual antennas. As defined phase fronts only 
exist with monochromatic light, the light sources of the indi­
vidual optical antennas consist of, e.g., (semi-conductor) 
lasers. 

Alternative Applications 

Display Device as 3D Breaking Light 

[0104] Light bulbs in breaking lights of various vehicle 
types are constantly being substituted for LEDs, as these in 
general have a longer life as well as higher efficiency. The 3D 
light source 3DL explained in this document may also be used 
to display a three-dimensional, autostereoscopic warn sym­
bol, which warns the driver of a vehicle KFZ 2 driving behind 
a vehicle KFZ 1 by way of the 3D breaking light. In this way, 
the danger of rear-end collisions may be reduced. For 
example, the word "ATTENTION", "SLOW", "STOP" but 
also symbols like"!" could be displayed as autostereoscopic 
warn symbol as image information. 
[0105] FIG. 24 schematically shows the mechanism of 
action of the 3D breaking light BL. A possible implementa­
tion may, e.g., adapt the level of the autostereoscopic effect to 
the breaking force of the driverof vehicle KF Z 1. The 3 D warn 
symbol could in this way visually "come towards" the driver 
of the vehicle KFZ2 in the case of an abrupt breaking incident 
of the driver of the vehicle KFZl as a 3D warn symbol WS. It 
is also conceivable to attach such a display in other sizes 
and/or at other positions of a vehicle in order three-dimen­
sionally emit warnings or indications in dependence of the 
data supplied by the vehicle. According to the exemplary 
embodiment illustrated in FIG. 24 the 3D warn symbol WS 
may be emitted by (a) a display composed of3D light sources 
in only one breaking light BL or (b) by displays composed of 
3D light sources, which are arranged all over the vehicle. 
Then different viewing zones BZ may be illuminated in the 
time multiplex by at least one 3D light source. In FIG. 24(b) 
there is, for example, displayed a viewing zone BZ at the time 
t=t0 and another at the time t=t0 +li.t. According to the intensity 
of the breaking incident, the warn symbol WS of only the one 
or of both breaking lights BL of the vehicle KFZl may be 
displayed to the driver of the vehicle KFZ2 in the viewing 
zones BZ. 
[0106] The 3D effect develops, according to the exemplary 
embodiment in FIG. 24, in the viewing zones BZ and, hence, 
is also depending on the distance of the viewer to the vehicle 
KFZl. This means that the driver of the vehicle KFZ2 does 
not see the 3D effect of the warn symbol WS in a great 
distance of the vehicle KFZl to the vehicle KFZ2. Only in a 
certain distance to the vehicle KF Z 1, at which the driver of the 
vehicle KFZ2 should really absolutely necessarily break, the 
attention of the driver KFZ2 is caught by the three-dimen­
sional display of the 3D warn symbol WS. The breaking lights 
BL could adapt the distance of the viewing zones BZ to the 
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vehicle KFZl to the velocity of the vehicle KFZl and, hence, 
the safety distance between the vehicles KFZl and KFZ2, 
which is necessary for the speed. In general, the display 
device may be adapted to change the directivity of the light 
emitted by the breaking light depending on the conditions of 
weather, light, surrounding and driving. 

Adaptive Illumination and Headlights 

[0107] LEDs, which are usually used for general illumina­
tion purposes, may be used as adaptive illumination by apply­
ing the picture element modification means VM as described 
herein. The picture element modification means VM make it 
possible to adaptively change characteristics such as, e.g., 
direction, spatial intensity distribution in the far field, diver­
gence, power consumption etc. There may, for example, be 
developed a LED ceiling lighting, which illuminates only 
parts of a room, in which at a given point of time persons are 
present. It may thus also be possible to adaptively reduce the 
power consumption in the desired spatial target area with 
constant intensity due to an adaptively reducible divergence. 
[0108] Due to the high flexibility such an adaptive illumi­
nation is offering, illumination of stages, for example, is one 
of the possible areas of application. The adaptive stage illu­
mination using 3D light sources 3DL makes it possible to 
generate a substantially higher number of different visual 
effects than would be possible with conventional stage illu­
mination. 
[0109] The display device of the present invention may also 
be used as spatially and temporally adaptively controllable 
light source in a headlight, e.g., for vehicles. The directivity of 
the light emitted by the adaptive headlight may adapt to 
conditions of weather, light, surrounding and driving. 
[0110] FIG. 40 shows a comparison of conventional low 
beam light (dim light) and high beam light. The horizontal 
directivity of the maximal blinding-free light intensity MBI 
herein is indicated as a semi-circle. In practice, the directivity 
of the maximal blinding-free light intensity is determined by 
law and may deviate from the assumption made herein. RC 
designates the horizontal directivity of the headlight, this is, 
the intensity value of the light emitted by the headlights, 
dependent in general on the direction. Unless there are not 
other vehicles in the immediate vicinity, the driver may acti­
vate the high beam lights, which-as a rule-exceeds the 
maximal blinding-free intensity MBI. As soon as another 
vehicle is coming towards the driver, he/she has to deactivate 
the high beam lights on his/her own responsibility and use 
only the low beam lights. Thereby, however, all areas are 
poorly illuminated-also these, in which there is not present 
any other vehicle ( e.g., the roadside). 
[0111] FIG. 41 shows the use of the display device of the 
present invention in the context of an exemplary embodiment 
of an adaptive headlight. The display device A herein is com­
posed of at least one 3D light source 3DL per headlight. 
[0112] In FIG. 42 there is illustrated the new concept of the 
adaptive headlights by way of a vehicle passing by. Herein, 
the directivity is dynamically changed in such a way that the 
driver of the vehicle 2 passing by will not be blinded at any 
point of time. All spatial areas, in which no other driver can be 
blinded, may be illuminated with an intensity that is higher 
than the maximal blinding-free intensity. A sensor at the 
vehicle 1 may detect the presence of other vehicles, and the 
control of the light sources of the adaptive headlights may 
correspondingly dynamically be adapted. Due to modem pre­
dictive algorithms the future position of other vehicles may be 
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predicted sufficiently precisely with high probability. In con­
trast to conventional adaptive headlights, wherein mostly the 
entire light beam or large parts thereof are changed by mac­
roscopic displacement or inclination devices, respectively, 
the embodiment of adaptive headlights of the present inven­
tion has two essential advantages: 

[0113] The adaptive change of the directivity may be 
realized significantly more selectively in regard to 
space. It is, for example, possible to reduce the intensity 
in a small angular area, in which there is not present any 
other vehicle at a determined point of time. 

[0114] The adaptive change of the directivity may be 
realized significantly faster. If in the example of FIG. 42 
vehicle 1 as well as vehicle 2 are each moving with a 
speed of 100 km/h, the relative speed of the two vehicles 
to each other in regard to the direction of driving is 200 
km/h. In this case, the change of the directivity has to be 
carried out in a time range of milliseconds. Such a quick 
adaptation is not possible with conventional adaptive 
headlights with macroscopic displace or inclination, 
respectively, devices. 

[0115] FIG. 43 shows another example of the concept of the 
adaptive headlights. Herein, there are illustrated two vehicles 
following each other. In order to prevent blinding of the driver 
of vehicle 2 ( e.g., by reflections in his/her rear-view mirror), 
the adaptive headlights of the vehicle 1 reduce the intensity of 
the light emitted in the direction of vehicle 2 to a value, which 
is smaller than the maximal blinding-free intensity. All other 
directions, such as, e.g., the road side, may be illuminated 
with a higher intensity. 
[0116] In the FIGS. 41-44 there is only displayed the hori­
zontal directivity of the adaptive headlights. The directivity 
may be adaptively changed according to the embodiment of 
the 3D light sources (e.g., with 2D micro mirrors). The adap­
tation of the directivity may also be carried out dependent on 
driving speed, steer angle, yaw speed, light conditions of the 
surrounding, weather conditions, presence of pedestrians 
and/or animals etc. Functions such as, e.g., that of a head light 
with bending mode may be realized inherently also with the 
present invention. 
[0117] Also the combination of conventional headlights 
with adaptive headlights is possible. In this connection, the 
definitely blinding-free low beam light could, for example, be 
combined in a conventional embodiment with an additional 
adaptive illumination for areas, in which there are not present 
any other road users. 

Adaptive Smart Lighting 

[0118] "Smart lighting" is the name of a technology for the 
wireless optical communication using LEDs. The LEDs are 
herein frequently used simultaneously as ceiling lighting as 
well as transmitters of data. Due to a sufficiently quick modu­
lation of the LEDs, the human eye is not able to perceive a 
temporal change of intensity. 
[0119] The methods explained in this document in regard to 
the spatial deflection of light in the time multiplex method 
allow for the realization of an adaptive focusing, which may 
increase the receiver performance-and thus the obtainable 
data rate-as well as the interception security of a smart 
lighting system. 
[0120] FIG. 25 shows a comparison of conventional and 
adaptive smart lighting with several picture element modifi­
cation means VM. The optical communication takes place 
between the light source L forming the transmitters SE and a 
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receiver EM, wherein in FIG. 25(b) there are in addition 
provided picture element modification means VM in order to 
bundle the light emitted by the light sources L to the receiver 
EM. In FIG. 25(b) the receiver performance is significantly 
higher than that in FIG. 25(a), which allows for a communi­
cation with a higher data rate. Also hybrid adaptive smart 
lighting systems may be realized. 
[0121] FIG. 26 shows thatthe3D light sources 1, 4 and 7 are 
used in order to obtain a homogenous illumination, whereas 
the 3D light sources 2, 3, 5, 6 and 8 are "focused" on the 
receiver EM in order to increase the receiver performance 
"Image information" is in these smart lighting systems under­
stood as marking individual zones of data transfer by emitting 
different colors or 3D symbols for the user. The colors of the 
light of the display device A or emitted 3D symbols may 
herein mark zones, in which the user may place his/her 
receiver EMl, EM2 or EM3 in order to provide for an optical 
communication-which also runs via the 3D light sources­
with the transmitter SE. 
[0122] FIG. 27 shows an adaptive smart lighting system 
with three receivers EMl, EM2 and EM3, which receive in 
the time multiplex method data from the transmitter SE. At 
the point of time (a) t=t0 , (b) t=t0 +llt and ( c) t=t0 +2llt data is 
transferred to the receiver EMl, EM2 as well as EM3 using 
the picture element modification means VM. Instead of LEDs 
there may also be used (semi-conductor) lasers as light 
sources L ("optical wireless"), which in general provide for 
data being transferred with a higher data rate. Due to the lower 
divergence of the laser beams, there may be realized transfer 
sections that are especially safe against interception. 

Exemplary Embodiment of an Individual 3D Light Source 

[0123] FIG. 28 shows a detailed exemplary embodiment of 
a 3D light source 3DL with three laser diodes LD (red, green, 
blue) as light source L. By using the laser diodes LD as light 
source L, there is achieved the advantage that there are 
obtained as little as possible residual divergences of the emit­
ted light beams upon collimation through the lens FAC at a 
given focal length of the collimation optics. The three laser 
diodes LD are mounted on a common submount SM. The 
submount SM forms a common mounting base for laser 
diodes LD as well as photodiodes PD and may optionally be 
mounted on an additional cooling body (heatsink interface 
HSI). The submount SM as well as the heatsink interface HSI 
is made of a material that virtually does not deform upon 
heating, as the laser diodes LD and the F AC lens F AC have to 
be positioned exactly relative to each other. 
[0124] The FAC lens FAC is formed cylindrically as a so­
called "fast axis collimator" lens and collimates the light 
emitted by the laser diodes LD only in a spatial dimension, the 
so-called "fast axis" FA. In the direction orthogonal to the 
"fast axis", the so-called "slow axis", the laser beams hit a 
micro mirror that forms a movement element, in an uncolli­
mated way. In order to keep the residual divergence of the 
"fast axis" small, the FAC lens FAC may have an aspherical 
lens profile. In order to prevent reflections, the FAC lens FAC 
may in addition have an anti-reflection coating. 
[0125] The submount SM including the heatsink interface 
HSI and the micro mirror MS are mounted on a common 
substrate SUB. This substrate may be configured as a 
"molded interconnect device" MID. With the MID technol­
ogy, it is possible to directly apply conductor paths and 
through-connections (vias) by way of different process types 
(e.g., laser direct structuring or two-component injection 
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molding), which make it possible to connect the contact pads 
of the electrical and electro-optical components (LD, PD, 
MS) with contact pads on the bottom side of the 3D light 
source 3DL. This is advantageous for simply and directly 
contacting the control electronics at the bottom side. 
[0126] FIG. 29 schematically shows an integrated RGB 
light source L, which is composed of three laser diodes LD of 
the primary colors red, green and blue as well the three 
associated photodiodes PD. The purpose of the photodiodes 
PD is the measurement of the optical output at the rear facet 
of the laser diode LD in order to determine the actual optical 
output at the front facet. This information is required in order 
to provide for a well-defined output color by mixing the three 
primary colors, also at environmental conditions that change. 
Furthermore, this information is used to guarantee safety for 
the eyes of the viewer. For this reason, the optical output of the 
laser diodes LD is continuously measured during the opera­
tion of the display device A in order to guarantee that at every 
point of time this output lies below the maximal allowed value 
of the optical output. Another function of the photodiodes PD 
is the compensation of aging effects of the laser diodes LD. 
The optical output of the laser diodes LD in general decreases 
with increasing age. By continuously measuring the output 
through the photodiodes PD, these ageing effects may be 
compensated for by an appropriately modified control of the 
laser diodes LD. 
[0127] The active surfaces of the photodiodes PD may be 
mounted tilted in regard to the orientation of the light sources 
with respect to the x- and/or y-axis in order to prevent reflec­
tions back into the light sources. Light sources LED-R, 
LED-G and LED-B as well as photodiodes PD may be 
mounted together on the submount SM depicted in FIG. 29. 
This submount SM itself may be mounted on a larger heatsink 
interface HSI together with the FAC lens FAC. As lenses in 
general have different refractive indices for different wave­
lengths and, as a consequence, different focal lengths, it is 
advantageous to mount the light sources LED-R, LED-G and 
LED-B in different distances dred, dgreen and and dblue to the 
F AC lens F AC in order to minimize the respective residual 
divergences upon collimation through the FAC lens FAC. 
Upon collimation of the fast axis FA (direction of the y-axis) 
through the FAC lens FAC, there may also be optionally 
carried out a collimation of the slow axis through a SAC lens 
SAC ("slow axis collimator"). The micro mirror MS may be 
embodied as a ID or 2D micro scanner mirror. The control of 
the micro mirror may be implemented as open-loop control 
(this is without measurement and feedback of the actual 
mechanical inclination angle of the micro mirror) or as 
closed-loop control (this is withanadaptationofthe control to 
the measured actual mechanical inclination angle of the 
micro mirror). 

Exemplary Embodiment of Resolution Increase 

[0128] FIG. 30 shows another exemplary embodiment of a 
3D light source 3DL with increase of resolution. The light 
emitted by the light source L is guided by means of movable 
and/ or immovable picture element modification means VM to 
a lens LI, which deflects the collimated light beam in the 
direction perpendicular to the lens plane. The lens LI may 
herein be configured, for example, as a Fresnel lens in order to 
guarantee a compact size in the direction of the propagation of 
the light. The beam deflected by the lens LI subsequently hits 
a diffuser D, which scatters the light with a large divergence 
angle 8 in order to realize a great angular viewing area. On the 
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exit area of the diffuser D, there are thus developed at least 
two extension picture elements, which are sequentially con­
trolled in the time multiplex method. An arrangement of the 
extension picture elements is possible in lines and/or col­
unms. 
[0129] FIG. 31 shows a further exemplary embodiment of a 
display device A, which is composed of an array with two 
lines and two colunms of3D light sources 3DL. Each of the 
3D light sources 3DL displays extension picture elements in 
a certain spatially limited area of the entire screen. 

Continuous Viewing Zones 

[0130] FIG. 15 and the exemplary embodiment including a 
beam shaper according to FIG. 16 explained how the intensity 
distributions of adjacent viewing zones BZ overlap and how 
the spatial separation of the image information of adjacent 
viewing zones BZ may be improved by way of the beam 
shaper. In conventional technologies for autostereoscopic 
displays, e.g., based on lenticular lenses or parallax barriers, 
an increase of the number of viewing zones N Bz inevitably 
results in a reduction of the effective resolution as well as the 
effective brightness by the same factor. As the resolution 
cannot be increased arbitrarily, also the number of the view­
ing zones BZ is limited. In other words, with constant total 
width of the auto stereoscopic viewing window, the viewing 
zones BZ cannot be made indefinitely small as desired. In 
FIG. 32 the ideal spatial separation of the viewing zones BZ 
in the far field of the video screen is visible. FIG. 33 shows the 
actually realizable spatial intensity distribution-in general, 
there are overlappings of the image information of the view­
ing zones BZ with low intensity I in the respective adjacent 
viewing zones BZ. 
[0131] With the display device A according to the invention 
it is possible for the very first time to implement an autoste­
reoscopic effect without loss of resolution. The widths of the 
individual viewing zones BZ may further be kept very small 
through the collimation of the "fast axis" FA of the laser 
diodes LD also in very large distances. In an especially advan­
tageous exemplary embodiment the movement elements are 
continuously moved and the displayed image information is 
synchronously in regard to time continuously changed. The 
collimation of the fast axis FA in combination with the con­
tinuously changing deflection of the micro mirror does not 
only provide for the realization of a discrete number of view­
ing zones BZ, as explained above, but rather also substantially 
any number of continuous viewing zones BZ. Upon control of 
the light sources, the continuous image information is inter­
polated preferably by suitable algorithms, as the displayed 
content between two adjacent viewing zones BZ does not 
substantially change; here the overlapping is disturbing only 
to a slight extent. The intensity distribution of a display device 
according to this concept with continuous viewing zones BZ 
is schematically illustrated in FIG. 34. 
[0132] The limit case of infinitesimally small expansion of 
the laser beam in the far field of the video screen corresponds 
to an exact and realistic representation of a three-dimensional 
content with NB[--;,ao viewing zones. If the viewer moves 
along the x direction, there will not be perceived any disturb­
ing transitions between adjacent viewing zones BZ. 
Exemplary Embodiment with Enlargement ofViewing Angle 
[0133] In order to enlarge the angle, within which the 
viewer may be present in regard to the surface normal of the 
image wall, there exist several possibilities. A simple solution 
is to enlarge the maximal mechanical deflection angle of the 
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micro mirrors. As in general for the design of such micro 
mirrors there has to be taken into account scanning speed, 
physical dimensions and deflection angle, there is a certain 
degree of freedom for the enlargement of the maximal 
mechanical deflection angle at the expense of other poten­
tially unimportant variables. 
[0134] In order to enlarge the vertical viewing angle there 
may furthermore be used a two-dimensional micro scanner 
mirror, which in addition vertically deflects the light emitted 
by the light sources. 
[0135] The vertical viewing angle may further be enlarged 
by the "slow axis" divergence angle of the laser diodes being 
enlarged by an additional diverging lens. This diverging lens 
may be present in the optical path in front of or behind the 
micro mirror, with the latter position being preferred. 
Enlargement of the horizontal viewing angle by a diverging 
lens may also be useful-here, however, also the width of the 
viewing zones may be enlarged. 
[0136] Vertical as well as horizontal viewing angles may be 
enlarged by a diffractive optical element. One possibility of 
realization is a diffractive beam splitter, which splits an inci­
dent beam of light into several beams of light, without sig­
nificantly increasing the residual divergence. As the diffrac­
tion angles of the original beams depend on the wavelength of 
the light, which is different for red, green and blue, this has to 
be corrected by a correspondingly modified control. 
[0137] FIG. 35 shows the schematic setup of an optical 
system with a beam splitter, which is herein designated as 
beam splitter BS. The beam oflight emitted by a laser diode 
LD is collimated only in one spatial direction by means of a 
FAC lens FAC and then hits the beam splitter BS. The beam 
splitter BS splits the beam collimated in the fast axis (here in 
they axis) up into N beams, wherein the residual divergence 
of the individual beams in they axis is optimally not or only 
slightly enlarged. In the slow axis SA (here in the x axis), the 
beam of light, however, is not collimated by the FAC lens 
FAC. In the x axis the beam splitter BS substantially fulfils the 
function of a diverging lens. 
[0138] FIG. 36 shows the intensity distribution to be 
obtained with the beam splitter BS in the far field in compari­
son with that without beam splitter BS. One line in FIG. 36 
above becomes several longer lines in the direction of the 
slow axis SA (here in the x axis) in FIG. 36 underneath. 
[0139] FIG. 37 shows the temporal movement of the inten­
sity distribution of FIG. 36 for the simple case of only NB2 =3 
different viewing zones BZ. The displayed image informa­
tion has to be repeated with a period ofT=NBz llt=3 flt in the 
scanning direction SR. The concept may obviously be gener­
alized for another number of different viewing zones BZ. By 
using the beam splitter BS and/or a diverging lens, there is 
obtained the advantage that the area, in which viewers may be 
present in front of the display device, may be essentially 
enlarged. 

CurvedAutostereoscopic 3D LED Display Device 

[0140] FIG. 38 shows an exemplary embodiment of a dis­
play device A in the form of a curved autostereoscopic screen. 
If a viewer is present in the fully illuminated zone VBZ, 
he/she then is able to perceive an autostereoscopic image on 
the entire screen. If he/she, however, is present in the so­
called penumbra (semi-shade zone) HSZ, then he/she may, 
dependent on his/her position, perceive only parts of the 
image-a part of the screen will be perceived as black. If the 
viewer is in the so-called umbra (shade zone) SZ, the entire 
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screen will appear black to him. Due to the concave or convex 
embodiment of the display device A, there are made possible 
3D video representations that are suitable for the individual 
case. 

Multi-Content Display Device 

[0141] By way of the display device according to the inven­
tion, it is also possible to display completely different con­
tents for different viewers. It is, for example, possible that a 
first viewer watches a football match, whereas a second 
viewer simultaneously watches a feature film. In this connec­
tion it is also possible to display both contents in a three­
dimensional way. FIG. 39 shows an exemplary embodiment 
of a display device according to the invention as a multi­
content video screen. Three viewers Bl, B2 and B3 each see 
different image information on the multi-content display A. 
There are fixedly determined content zones CZl, CZ2 as well 
as CZ3, wherein respectively different contents or video con­
tents, respectively, may be perceived. It is especially advan­
tageous to adaptively change the content zones CZ. For 
example, a movement detector could follow the movement of 
a viewer, whereupon the display device could change the 
content zones CZ in such a way that the viewer will always 
stay with his/her content in his/her content zone, even if 
he/she moves in front of the display device. The light beams 
of 2D multi-content video screens may have significantly 
higher divergence than that of3D video screens. 

Alternative Light Sources 

[0142] In the above mentioned exemplary embodiments 
there are listed the following light sources: laser, LED, super­
luminescent LED, resonant-cavity LED. There is to be noted 
that there are, for example, the following possibilities to real­
ize a RGB light source with laser diodes: 

[0143] 3 direct laser diodes, respectively one LD for red, 
green and blue. 

[0144] At least one color is realized by the effect of the 
frequency doubling ( second harmonic generation SH G). 

[0145] At least one color is realized by the effect of the 
luminescence conversion, which is, for example, 
described in the document US 2010/0118903 Al. 

Background Illumination with a Display Device 
[0146] The display device A according to the invention may 
also be used as a background illumination for screens, such 
as, e.g., liquid crystal displays (LCD). Conventional back­
ground illumination of such screens is currently performed 
either by means of cold cathode fluorescent lamps (CCFL) or 
by means of light emitting diodes (LED). 
[0147] If the display device is used with movement ele­
ments for background illumination, there is, analogously to 
the increase of the resolution-the light emitted by the light 
sources deflected in the time multiplex method to different 
positions on the screen and then illuminates the screen. Thus 
it is possible by means of a suitable control of the light sources 
to selectively illuminate individual areas of the screen in order 
to obtain a higher contrast value. If the scene to be depicted, 
for example, contains an object in front of a black back­
ground, the background illumination at the positions of the 
black background may be completely turned off, whereas the 
positions of the image, at which the object is situated, are 
illuminated. The image information according to the inven­
tion that is displayed in the context of the background illumi­
nation, hence, is in general a black-and-white image, wherein 
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also several gray shades are possible. In the case of CCFL 
background illuminations, the local selective background 
illumination, however, is not an option, which is why screens 
with this type of background illumination in general have a 
significantly worse black level. 

Embodiment of the Background Illumination with Laser 
Diodes 

[0148] Conventional polychromatic LCD screens use pix­
els, which are usually subdivided into three sub-pixels. Each 
of these sub-pixels is provided with a color filter, which is 
only transparent for a primary color (red, green or blue). The 
bandwidth of the filter is determined upon evaluation between 
high color saturation and color fidelity with a low bandwidth 
as well as a higher brightness of the display with a high 
bandwidth. With CCFL background illumination, there are 
given further ageing effects, which adversely affect bright­
ness as well as spectral characteristics. 

[0149] The combination of LEDs and selective color filters 
constitutes a significant improvement in comparison with 
CCFL background illumination. Nevertheless, displays with 
LED background illumination have a not optimal color satu­
ration and fidelity of the light emitted by the LEDs due to the 
inherent characteristic of a relatively high bandwidth thereof. 

[0150] The light emitted by laser diodes has, however, an 
extremely narrow bandwidth, which theoretically provides 
for a per definition perfect color saturation and color fidelity. 

[0151] Another significant advantage of laser diodes as 
light sources for LCD screens is that the emitted light is 
polarized. As a LCD cell is composed of two polarizers, the 
axes of transmission of which are perpendicular to each other, 
having electrically controllable liquid crystals arranged in­
between, about the half of the light power is always lost in the 
case of unpolarized background illuminations like LEDs or 
CCFLs. In the case of a background illumination with linear 
polarized laser light, as it is proposed in this invention, an 
efficiency of nearly 100% (ratio oflight output emitted by the 
screen and light output emitted by the light sources of the 
background illumination) is possible. 

Embodiment of the Background Illumination with Micro 
Mirrors 

[0152] In order to provide for a narrow setup of the back­
ground illumination unit and, hence, the screen, it may be 
advantageous to enlarge the maximal optical deflection angle 
of the micro mirror by additional refractive, reflective and/or 
diffractive elements. Examples thereof are diverging lenses 
or diffraction gratings. 

General Annotations 

[0153] MEMS micro systems are known to the expert, for 
example, from the expert field of sensor technology, and are, 
for example, used for the realization of inertial sensors. The 
use of this MEMS technology is especially advantageous to 
realize movement elements for deflecting the light of a light 
source. 

[0154] There is to be noted that the display device accord­
ing to the invention may be applied in a variety of different 
products. By multiplication of the picture elements emitted 
by the light source through the picture element modification 
means as well as by way of deflection or bundling, respec­
tively, of the emitted light, it is possible to realize most dif­
ferent new applications. 
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1-26. (canceled) 
27. An illumination device, comprising: 
a common substrate, 
at least two light sources mounted on the common substrate 

for emitting light beams, 
at least one micro lens mounted on the common substrate 

and configured to collimate said light beams in at least 
one axis, and 

an illumination modification means mounted on the com­
mon substrate and having at least one movable element 
configured to selectively deflect or cover said collimated 
light beams. 

28. The illumination device according to claim 27, wherein 
the light sources are configured to emit different colors and 
mounted at different distances from the micro lens to com­
pensate for a refractive index of the micro lens that is depen­
dent on wavelength. 

29. The illumination device according to claim 27, wherein 
the light sources are three laser diodes of the primary colors 
red, green and blue. 

30. The illumination device according to claim 27, wherein 
the light sources are mounted on a common submount. 

31. The illumination device according to claim 30, wherein 
the submount is made of a material that substantially does not 
deform upon heating. 

32. The illumination device according to claim 30, wherein 
the submount and the micro lens are mounted on a heatsink 
interface, which in turn is mounted on the common substrate. 

33. The illumination device according to claim 32, wherein 
the heatsink interface is made of a material that substantially 
does not deform upon heating. 

34. The illumination device according to claim 27, wherein 
each light source has at least one photodiode for measuring 
the optical output of the light source. 

35. The illumination device according to claim 34, wherein 
the light sources are mounted on a common submount, and 
the photodiodes are mounted together with the light sources 
on the common submount. 

36. The illumination device according to claim 34, wherein 
each light source is a laser diode with a front facet and a rear 
facet, at the rear facet of which the photodiode determines the 
optical output of the laser diode at the front facet thereof. 

37. The illumination device according to claim 36, wherein 
the active surface of the photodiode is tilted with respect to the 
rear facet of the laser diode. 

38. The illumination device according to claim 27, wherein 
the micro lens is a FAC lens. 

39. The illumination device according to claim 27, wherein 
the movable element is a micro mirror movable in one or two 
directions. 

40. The illumination device according to claim 39, wherein 
the micro mirror is a MEMS device. 

41. The illumination device according to claim 27, wherein 
the illumination modification means has at least one diffuser, 
beam splitter or diverging lens for enlarging the divergence 
angle of the light beams. 

42. An illumination device, comprising: 
a substrate, 
at least two light sources mounted on the substrate for 

emitting light beams, 
at least one micro lens mounted on the substrate and con­

figured to collimate said light beams in at least one axis, 
and 
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at least one movable element mounted on the substrate and 
configured to selectively deflect or cover said collimated 
light beams. 

43. The illumination device according to claim 42, wherein
the light sources are configured to emit different colors and 
mounted at different distances from the micro lens to com­
pensate for a refractive index of the micro lens that is depen­
dent on wavelength. 

44. The illumination device according to claim 42, wherein
each light source has at least one photodiode for measuring 
the optical output of the light source. 

45. The illumination device according to claim 42, wherein
the at least one movable element includes a micro mirror 
movable in one or two directions. 

46. The illumination device according to claim 42, further
comprising: 

at least one diffuser, beam splitter or diverging lens for 
enlarging the divergence angle of the light beams. 

* * * * * 
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