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(57) ABSTRACT 
The invention relates to a blood oximeter for measuring the 
oxygenation and at least one other parameter of ?owing blood 
in living tissue. According to the invention, the blood oxime 
ter comprises tWo lightsources (2, 3) emitting light of differ 
ent Wavelengths into tissue, and preferably a light detector (4) 
for detecting a transmitted and/ or re?ected part of the light 
emitted into the tissue, Wherein at least one of the light 
sources is a laser With a laser cavity emitting a laser beam, the 
laser being adapted to alloW a part of the laser beam Which is 
scattered by the tissue to re-enter into the laser cavity, and 
Wherein a laser beam sensor (7, 8) for measuring the light 
emitted from the laser is provided, the laser beam sensor (7, 
8), thus, obtaining a signal Which varies in accordance With 
the self-mixing interferometric effect between the original 
laser beam and the scattered laser beam. Accordingly, such a 
blood oximeter is provided that performs Well at loW perfu 
sion and Which further alloWs for reliable measurements. 

16 Claims, 7 Drawing Sheets 
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BLOOD OXIMETER 

FIELD OF THE INVENTION 

The invention relates to the ?eld of blood oximeters and the 
measurement of oxygenation of blood ?owing in living tis 
sue. 

BACKGROUND OF THE INVENTION 

Blood oximeters, especially pulse oximeters are Widely 
used for measuring oxygenation of blood of a patient since 
they provide a simple non-invasive method for monitoring the 
percentage of hemoglobin Which is saturated With oxygen. 
Continuous monitoring of oxygen saturation via pulse oxim 
etry is a standard of care for use in operating rooms, post 
anesthesia care units, critical care units, emergency depart 
ments etc. 

A pulse oximeter typically comprises tWo small light-emit 
ting diodes that emit light of different Wavelengths, typically 
in the red and the infrared part of the spectrum, respectively. 
The part of the emitted light transmitted through or re?ected 
by tissue of a part of the patient’ s body, typically a ?ngertip or 
an ear lobe, is collected With a photodiode. Since absorption 
of these different Wavelengths differs betWeen oxyhemoglo 
bin and its deoxygenated form, from the ratio of the collected 
red and infrared light, respectively, the percentage of hemo 
globin Which is saturated With oxygen can be determined. 
Such a pulse oximeter is knoWn from US. Pat. No. 5,595,176. 

It is an essential feature of conventional pulse oximeters 
that they rely on the pulsed part of the collected signal in order 
to discriminate the pulsating blood ?oW from the static tissue. 
Accordingly, pulse oximetry performs pure at loW blood per 
fusion. Further, involuntary patient movements can be cum 
bersome for such measurements leading to poor measuring 
accuracy or defective measurement results. 

SUMMARY OF THE INVENTION 

It is an object of the invention to provide such a blood 
oximeter that performs Well at loW perfusion and Which fur 
ther alloWs for reliable measurements. 

This object is achieved by a blood oximeter for measuring 
the oxygenation and at least one other parameter of ?oWing 
blood in living tissue, comprising 

tWo light sources emitting light of different Wavelengths 
into the tissue, Wherein 

at least one of the light sources is a laser With a laser cavity 
emitting a laser beam, the laser being adapted to alloW a part 
of the laser beam Which is scattered by the tissue to re-enter 
into the laser cavity, and Wherein 

a laser beam sensor for measuring the light emitted from 
the laser is provided, the laser beam sensor, thus, obtaining a 
signal Which varies in accordance With the self-mixing inter 
ferometric effect betWeen the original laser beam and the 
scattered laser beam. 

Accordingly, it is an important feature of the invention that 
at least one light detector of the blood oximeter is designed as 
a laser Which is adapted for self-mixing interferometry (SMI). 
This means that light emitted from the laser and scattered by 
the tissue is alloWed to re-enter into the laser cavity. The 
interference betWeen the light re?ected back into the laser 
cavity and the light already present in the laser cavity causes 
poWer ?uctuations in the laser. These poWer ?uctuations are 
measurable With the laser beam sensor since the light that 
re-enters the laser cavity is re?ected back from moving 
objects like moving blood cells, and, thus, its frequency is 
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2 
Doppler shifted. As a consequence, the poWer ?uctuations in 
the laser cavity are determined by the Doppler frequency. 
Accordingly, the velocity of moving blood cells can be mea 
sured With the use of the knoWn Doppler formula that con 
nects the frequency shift and the velocity. Thus, the invention 
provides for the possibility of blood oximetry and laser 
velocimetry in one single device having multiple advantages 
as set out in the folloWing. 

In general, the laser beam can be directly irradiated onto 
the tissue Without any further optical components. HoWever, 
according to a preferred embodiment of the invention, a lens 
is provided for illuminating the laser beam into the tissue 
through this lens. For this lens, different focal lengths can be 
used. HoWever, according to a further preferred embodiment 
of the invention, the focal length of the lens for illuminating 
the laser beam into the tissue is equal or less than 2 mm. This 
Way, the re?ected part of the light is collected and, thus, more 
light can re-enter into the laser cavity. Accordingly, the signal 
from the laser beam sensor shoWs a better S/N-ratio. 

Generally, in operation of the blood oximeter, the illumi 
nated tissue can be held at a distance from the laser and/or 
from the lens. This means that an air gap Would be provided 
betWeen the laser source and the tissue. HoWever, according 
to a preferred embodiment of the invention, the lens is 
adapted to directly contact the illuminated tissue. This has the 
advantage that movements of the tissue relative to the laser 
can be avoided or at least minimiZed. Accordingly, Doppler 
shift effects due to tissue movement can be reduced. 
The blood oximeter can be operated continuously. HoW 

ever, according to a preferred embodiment of the invention, a 
pulse controller is provided that alloWs for a pulsed operation 
of the laser. Especially, this pulse controller can be adapted 
for operating the laser during a measuring time of 20 ms or 
less at an operation frequency of approximately 1 HZ. This 
alloWs for an operation in a loW poWer regime Which is 
advantageous With respect to the kind of poWer supply used, 
especially in the case of the blood oximeter as a portable 
device. 

In general, the blood oximeter does not have to comprise 
any further facilities. HoWever, according to a preferred 
embodiment of the invention, a force actuator is provided for 
pressing the laser against the illuminated tissue With a pre 
de?ned pressure. This provides for the possibility of addition 
ally measuring the blood pressure as set out in more detail 
further beloW. 

Generally, the pressure of the force actuator can be a pre 
de?ned constant pressure. HoWever, according to a preferred 
embodiment of the invention, a pressure controller is pro 
vided for applying a prede?ned pressure Which changes in 
time. This alloWs for accurate blood pressure measurements. 

Further, according to a preferred embodiment of the inven 
tion, a light detector for detecting a transmitted and/or 
re?ected part of the light emitted into the tissue is provided. 
This light detector alloWs for conventional pulse oximetry. 

According to a further preferred embodiment of the inven 
tion, a motion detector is provided for detecting a motion of 
the irradiated tissue on the basis of the signal of the laserbeam 
sensor and the signal of the light detector. Further, according 
to a preferred embodiment of the invention, a motion process 
ing unit is provided for rejecting a measurement due to 
detected motions of the tissue or for correcting a measure 
ment based on detected motions of the tissue. This means that 
according to this preferred embodiment of the invention it is 
made use of the tWo different signals received by the light 
detector and the laser beam sensor, respectively, in order to 
eliminate or at least detect artifacts Which originate from 
relative movements of the irradiated tissue relative to the laser 
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and not from the blood ?oW itself. If too much movement of 
the tissue relative to the laser is detected the measurement is 
rejected and it can be indicated that the measurement has to be 
repeated. Further, it is also possible to correct such a mea 
surement Which means that reliable results are obtained 
though the tissue is moved relative to the laser. 
As set out above, it might be su?icient if only one of the 

light sources of the blood oximeter is designed as a laser. 
HoWever, according to a preferred embodiment of the inven 
tion, both light sources are designed as a laser With a corre 
sponding laser beam sensor, respectively. This provides for 
further possibilities as described in the folloWing. 

In general, the blood oximeter is adapted to provide a Sp02 
value based on the ratio of the intensities of the light received 
by the light detector and transmitted and/ or re?ected from the 
?rst light source and the second light source, respectively. 
HoWever, according to a preferred embodiment of the inven 
tion, a S02 unit is provided for determining and indicating a 
S02 value based on the signals of both of the laser beam 
sensors. This means that according to this preferred embodi 
ment of the invention, there is not only the possibility to 
measure and indicate the oxygenation of blood under normal 
circumstances With su?icient perfusion but also at loW per 
fusion When pulsation of the blood ?oW due to the heart beat 
is minimal. Further, this preferred embodiment of the inven 
tion also alloWs for a quick start of the oximeter because the 
S02 measurement can be done in the ?rst measurement cycle 
Which can be as short as 20 ms or less. 

BRIEF DESCRIPTION OF THE DRAWINGS 

These and other aspects of the invention Will be apparent 
from and elucidated With reference to the embodiments 
described hereinafter. 

In the draWings: 
FIG. 1 is a schematic vieW of a blood oximeter according to 

a ?rst preferred embodiment of the invention; 
FIG. 2a is a graph of the Doppler shift spectrum for the 

infrared laser at tWo moments in time, i.e. during pulsation of 
the artery and for non-pulsating artery; 

FIG. 2b a graph of the pulsating part of the spectrum With 
its changes in time; 

FIG. 3 spectra taken With the pulse oximetry photodiode 
and taken With the monitoring photodiode of the red laser are 
shoWn; 

FIG. 4 is a schematic vieW of a blood oximeter according to 
a second preferred embodiment of the invention; 

FIG. 5 shoWs the variation of the monitoring photodiode 
spectrum With the cardiac cycle; 

FIG. 6a shoWs the measured heart beat When a ?ngertip is 
pressed hard; 

FIG. 6b shoWs the measured heart beat When the ?ngertip 
is pressed softly; and 

FIG. 7 shoWs diastolic and systolic transitions, respec 
tively. 

DETAILED DESCRIPTION OF EMBODIMENTS 

From FIG. 1 a schematic vieW of a blood oximeter accord 
ing to a ?rst preferred embodiment of the invention can be 
seen. This blood oximeter is used on a ?ngertip 1 of a patient 
and comprises a red laser 2 emitting light in the red part of the 
light spectrum, an infrared laser 3 emitting light in the infra 
red part of the light spectrum, and a pulse oximetry photo 
diode 4. The red laser 2 and the infrared laser 3 are each 
provided With a lens 5, 6 and With a monitoring photodiode 7, 
8, respectively. Both lenses 5, 6 have a focal length of 1.5 mm 
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4 
and are provided betWeen the ?ngertip 1, and the red laser 2 
and the infrared laser 3, respectively. Since the ?ngertip 1 
directly contacts the lenses 5, 6, relative movement of the 
?ngertip 1 With respect to the lasers 2, 3 is minimized. Fur 
ther, monitoring photodiodes 7, 8 for the red laser 2 and the 
infrared laser 3, respectively, are provided for measuring the 
light emitted from each laser 2, 3. 
The blood oximeter according to the ?rst preferred 

embodiment shoWn in FIG. 1 is operated as folloWs: Since the 
red laser 2 operates at a Wavelength of 660 mm and the 
infrared laser 3 operates at a Wavelength of 950 mm, the 
signals received by the pulse oximetry photodiode 4 can be 
used in a conventional and Well knoWn Way in order to deter 
mine the oxygenation of blood by pulse oximetry. Further, 
since the red laser 2 and the infrared laser 3 both are adapted 
to alloW a part of the laser beam Which is respectively emitted 
by these lasers 2, 3, to re-enter into the respective laser cavity, 
self-mixing interferometric effects are achieved in the lasers 
2, 3. This means that due to the part of the laser beam that 
re-enters into the cavity of the respective laser 2, 3, poWer 
?uctuations of the lasers 2, 3 occur. These poWer ?uctuations 
are observed With the help of monitoring photodiodes 7, 8 
Which measure the light emitted from the respective laser 2, 3. 
As already stated above, poWer ?uctuations of the lasers 2, 

3 are due to the fact that the part of the laser beam that 
re-enters a respective laser 2, 3 is Doppler shifted because of 
the moving red blood cells from Which the light is re?ected. 
The Doppler shift is related to the velocity of the red blood 
cells according to the Doppler formula: 

2v (1) 
T Af: 

Therein, Af is the Doppler shift, v is the velocity of the red 
blood cells and 7» is the irradiated Wavelength. 
From FIG. 2a the Doppler shift spectrum for the infrared 

laser 3 can be seen at tWo moments in time, i.e. during pul 
sation of the artery and for non-pulsating artery. This means 
that the Doppler shift spectrum consists of tWo parts: A pul 
sating part (p) and a non-pulsating part (np). The pulsating 
part is related to the part of the blood moving in the artery. 
Here, the amount of blood that ?oWs changes With the pulse as 
Well as the distribution of velocities. As it is knoWn, the 
velocity of blood in veins is constant and does not “feel” the 
pulse. The veins, thus, re?ect in the non-pulsating part of the 
spectrum. From FIG. 2b, the pulsating part of the spectrum is 
shoWn With its changes in time. This re?ects the heart beat. 
According to the ?rst preferred embodiment described 

here, this Doppler shift information is combined With a con 
ventional blood oximeter. The amount of laser light scattered 
by a single red blood cell does not signi?cantly depend on the 
concentration of oxygen. HoWever, the amount of light 
absorbed is strongly dependent on the oxygen concentration. 
This is the principle of conventional pulse oximetry: The 
more oxygen is in the artery the more infrared light is 
absorbed and the less red light is absorbed. 
The Doppler spectrum can be analyZed in a manner similar 

to the usual pulse oximetry. For example, the energy of the 
spectrum in the pulsating area for the red laser 2 can be 
considered: 

(2) 

This value changes in time according to the pulse of the 
patient. Thus, a part of this value represents light scattered by 
the blood ?oWing in the artery Which can be better investi 
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gated taking into account the corresponding frequency range 
Which can then be related to velocities: 

cons! i artery $84091 >032, nisred (3) 

If only single scattering events are considered it can be 
assumed to some extend that the component that is re?ected 
by the artery is proportional to the number of red cells Which 
are responsible for scattering, and, thus, proportional to the 
amount of blood pulsating in the artery B(t): 

(4) 

The second term fred is constant in time and depends on the 
oxygen concentration in the artery c A and in veins c V, respec 
tively, as Well as other local factors such as the distribution of 
blood cell velocities. It directly quanti?es the amount of light 
in this frequency range (001, (112) that Was absorbed. 

If the changes in the pulse are measured, this yields: 

Sredartery(0~)l>m21 [FE (ll/224(0) 1 a032, CA: CV) 

artery 
45mm 1 a032, [FAB (012K140) 1 a032, CA1 CV)::ASred 

As usual in pulse oximetry, only arterial variations can be 
seen. In addition, this is only related to blood scattered by the 
artery if simpli?ed to single scattering events. 

The same can be Written for the infrared laser 3, Wherein 
the amount of blood pulsating B(t) is the same: 

By dividing the tWo, the term B(t) that gives the amount of 
pulsating blood can be removed: 

ASrEdWb W2, 1) 

Further, corrections for the amount of light given by the 
lasers 2, 3 and Which may ?uctuate in time can be done: 

(3) ASWAM, M2. 1) 153C 
Asired (W1 1 W2, 1) [PC 

= f(w1, (02, CA) 

If not only single scattering events are considered, a func 
tion ?uul, (1)2, cA, c,,) has to be used Which can be determined 
by calibration. After calibration, thus, a relation betWeen the 
oxygen concentration in artery c A and the oxygen concentra 
tion in veins c Vcan be measured by comparing the red and the 
infrared spectra. 

In the case of going beyond single scattering events, the 
tWo terms, corresponding to the veins and the artery, respec 
tively, have to be disentangled. More degrees of freedom may 
be used, such as different frequency ranges. The distribution 
of velocities in veins and artery are different and they Will be 
different in different parts of the Doppler shift spectra. In 
addition, the terms that do not pulsate can be used. Such terms 
are more related to blood ?oWing in the veins Which does not 
pulsate. Using all this information it is possible to determine 
the oxygen in the artery and in the veins, respectively, more 
accurately. 
Above terms only re?ect pulse changes. HoWever, the 

method can be extended to measurements at loW perfusion 
Where practically no pulse is present. In such a case it has to 
be relied on the Whole spectrum Which is time independent 
because there is no pulse: 
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(9) DC SredWb a)2) Iir 
SiredWb a)2) [PC 

If the Whole spectrum is integrated, an average concentra 
tion in blood is received. This is, thus, a S02 value. This 
method can also be used in cases When the pulsating compo 
nent of the blood is intentionally removed. In such cases, 
When there is no change in the blood volume, the Doppler 
information given by formula (9) can still be used to get the 
oxygen concentration of blood. 

Further, this method can also be used for loW poWer con 
sumption and/or a quick start of the S02 oximeter. This is 
possible because the measurement is done in a very short 
time, ie about 10-20 ms, and no complete pulse has to be 
monitored. In order to Work in the loW poWer regime, the 
lasers 2, 3 are only sWitched on for 10-20 ms per second in the 
case of S02 measurement. Typical consumption of the lasers 
2, 3 is about 1 mW in cW-mode. Thus, feW tenths of micro 
seconds can be achieved in pulsating mode. This is also Why 
a quick start is possible since it is not necessary to Wait for 
multiple pulses. 
As can be seen from FIG. 1, the blood oximeter according 

to the ?rst preferred embodiment of the invention is provided 
With a pulse controller 9 for operating the blood oximeter in a 
pulsed mode, and With a S02 unit 10 for determining and 
indicating an S02 value as described above. Further, the 
blood oximeter according to the ?rst preferred embodiment 
comprises a motion detector 11 and a motion processing unit 
12 Which are operated as set out in the following: 
One of the main problems of conventional blood oximeters 

are motion artifacts during involuntary patient movement. 
Such artifacts occur When a patient’s movements cause the 
blood oximeter to incorrectly interpret the movements as a 
pulse signal or When the motion artifact prevents accurate 
detection of the patient’s real pulse signal. This may lead to 
increasing false alarms and erroneous measurements. 

With the blood oximeter according to the ?rst embodiment 
of the invention, both light sources are designed as lasers 2, 3 
adapted for self-mixing interferometry. This provides addi 
tional information related to the movement of the blood 
oximeter With respect to the irradiated tissue, as from a ?n 
gertip 1 of the patient. This information can be used to correct 
the artifacts present in the pulse oximetry photodiode 4 or 
simply to reject the data as unreliable due to the detected 
movements. 

From FIG. 3 spectra taken With the pulse oximetry photo 
diode 4 and taken With the monitoring photodiode 7 of the red 
laser 2, respectively, are shoWn. The signals received With 
monitoring photodiode 7 are shoWn for loW frequencies and 
for high frequencies, respectively, and in both cases for 
energy and third momentum thereof. 
As can be seen from the spectrum taken With the pulse 

oximetry photodiode 4, at time 20 s movements start and, 
thus, no more heart beat can be observed in the signal of the 
pulse oximetry photodiode 4. In order to avoid any misinter 
pretation of this signal from the pulse oximetry photodiode 4, 
the motion detector 10 is fed With the signal from the moni 
toring photodiode 7. As can be seen from FIG. 3, especially 
the spectra from the monitoring photodiode 7 for loW fre 
quencies shoW a prominent signal change at time 20 s (en 
circled). Accordingly, by monitoring the signal from the 
monitoring photodiode 7 movements can be detected and, 
thus, the measurement can be rejected by motion processing 
unit 12. 
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From FIG. 4 a blood oximeter according a second preferred 
embodiment of the invention can be seen. Further to the blood 
oximeter according to the ?rst preferred embodiment of the 
invention, here, a force actuator 13 for pressing the lasers 2, 3 
against the illuminated part of the ?ngertip 1, and a pressure 
controller 14 for applying a prede?ned pressure changing in 
time are provided. This provides for the possibility of simul 
taneously measuring the blood pressure as set out in the 
folloWing. 

The monitoring photodiodes 7, 8 measure the velocities of 
the red blood cells inside the ?ngertip 1. In order to see this 
information, measured data is split into intervals of 10 ms. 
The frequency spectrum of each of these intervals is calcu 
lated. A number of these spectra are shoWn in FIG. 5 With the 
relative time at Which they Were measured, all for the same 
force. 

FIG. 5 shoWs that the spectrum “dances” up and doWn 
betWeen frequencies of about 10 kHZ to 40 kHZ. This is the 
effect of the cardiac cycle: The frequency of this variation of 
the spectrum is the heart rate. The measured velocities can be 
obtained using Doppler shift formula, and they correspond to 
the expected blood velocities at a depth corresponding to the 
focal lengths of the lenses 5, 6, Which are 1.5 mm according 
to the preferred embodiments of the invention. 

The signal can be plotted as a function of time if the 
spectrum is integrated in a certain frequency range and the 
energy is plotted in that spectrum as a function of time. The 
resulting signal shoWs the heart beat and is dependent on the 
force applied as can be seen from FIG. 6. 

During the blood pressure measurements the force With 
Which the force actuator 13 presses the lasers 2, 3 against the 
?ngertip 1 is increased by the pressure controller 14, and for 
each value of the force a certain number of spectra are mea 
sured. When the applied pressure is loWer than the diastolic 
pressure the blood ?oWs during the entire cardiac cycle. 
When the pressure on the ?ngertip 1 is increased to a value 
higher than the diastolic pressure, the capillaries collapsed 
and blood stops ?oWing. 

To measure the blood pressure, the dominant frequencies 
in the spectrum of one of the monitoring photodiodes 7, 8 can 
be determined. The “dancing” of the spectrum shoWs a fre 
quency range of approximately 10 kHZ to 40 kHZ. When the 
force on the ?ngertip 1 is increased, the active part of the 
spectrum shifts to loWer frequencies. This shift continues 
until the frequencies between 1 kHZ and 2 kHZ are the most 
active frequencies. This shift in active frequencies is also an 
indication of the diastolic and systolic transitions. 
A method for evaluating the most active frequencies is the 

following: 
1 . For every cardiac cycle all spectra taken With monitoring 
photodiode 7 are calculated. 

2. For every frequency, the maximum and the minimum of 
all these spectra are evaluated. 

3. For every frequency, the ratio of this maximum and 
minimum is calculated. 

4. The frequency at Which this ratio is largest is the most 
active frequency. 

5. This dominant frequency is evaluated for every cardiac 
cycle and plotted against the force applied by the force 
actuator 13. 

An example of the resulting plot With the transition from 
high dominant frequency to loW dominant frequency is 
shoWn in FIG. 7. This transition Was measured by sloWly 
increasing the force on the ?ngertip 1 over a duration of one 
minute. As can be seen, the dominant frequency decreases 
When the force increases. The tWo transition points on the 
?nger re?ector systolic and diastolic transition, respectively. 
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8 
As a result, compared With conventional blood oximeters, 

the invention alloWs for the folloWing advantages: 
The blood oximeter is more robust against environment 

light because it does not rely on the absolute intensity of the 
light as in conventional pulse oximetry. 
The oxygen content in both veins and artery can be mea 

sured relying on different Doppler shift frequency bands and 
on the pulsating component. 

Doppler shift oximetry provides an average concentration 
of oxygen in blood, i.e. both in veins and artery, at loW 
perfusion. Even though a pulse may be hardly present in this 
case, the signal coming from the moving blood is present and 
the amount of light absorbed by the tissue is dependent on the 
oxygen concentration. 
The blood oximeter according can be operated in a loW 

poWer regime because it only needs a feW tenths of a second 
of measurement and further can be operated in a pulsed mode. 
Accordingly, the device may have a quicker start, too. 

While the invention has been illustrated and described in 
detail in the draWings and foregoing description, such illus 
tration and description are to be considered illustrative or 
exemplary and not restrictive; the invention is not limited to 
the disclosed embodiments. Other variations to the disclosed 
embodiments can be understood and effected by those skilled 
in the art in practicing the claimed invention, from a study of 
the draWings, the disclosure, and the appended claims. In the 
claims, the Word “comprising” does not exclude other ele 
ments or steps, and the inde?nite article “a” or “an” does not 
exclude a plurality. The mere fact that certain measures are 
recited in mutually different dependent claims does not indi 
cate that a combination of these measured cannot be used to 
advantage. Any reference signs in the claims should not be 
construed as limiting the scope. 

The invention claimed is: 
1. A blood oximeter for measuring the oxygenation and at 

least one other parameter of ?oWing blood in living tissue, 
comprising: 

an infrared light source con?gured to emit light of infrared 
Wavelengths into the tissue; 

a red laser With a laser cavity con?gured to emit a red laser 
beam into the tissue, the red laser being adapted to alloW 
a part of the red laser beam Which is scattered by the 
tissue to re-enter into the laser cavity; 

a red laser beam sensor for measuring the light emitted 
from the red laser, the red laser beam sensor outputting 
a signal Which varies in accordance With the self-mixing 
interferometric effect betWeen the red laser beam and the 
scattered red laser beam; 

a pulse oximetry photodiode con?gured to receive the 
infrared Wavelength light from the infrared light source 
Which has passed through the tissues and to receive the 
red laser beam Which has passed through the tissue from 
the red laser; and 

one or more processing units Which receives and processes 
output signals from the red laser beam sensor and the 
pulse oximetry photodiode to determine an arterial 
blood oxygen concentration and the at least one other 
parameter. 

2. The blood oximeter according to claim 1, Wherein the 
one or more processing units further process the received 
signals to determine a venous blood oxygen concentration. 

3. The blood oximeter according to claim 1, further includ 
ing: 

a lens disposed betWeen the red laser and the tissue, the lens 
being con?gured to directly contact the illuminated tis 
sue. 
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4. The blood oximeter according to claim 1, further includ 
ing: 

a pulse controller Which pulses the red laser in pulses of 
20ms or less and switches the red laser off between 
pulses to conserve energy. 

5. The blood oximeter according to claim 1, further includ 

ga force actuator adapted to apply a force to the tissue; and 
a force controller Which controls the force actuator to apply 

a time varying force to the tissue; and 
Wherein the one or more processing units further deter 

mines blood pressure from the applied force and the 
received signals. 

6. The blood oximeter according to claim 5, Wherein the 
infrared light source is a laser and further including: 

an infrared laser beam sensor for measuring the light emit 
ted from the infrared sensor and outputs a signal to the 
one or more processing units. 

7. The blood oximeter according to claim 1, Wherein the 
one or more processing units further determine both blood 
?oW velocity and relative movement betWeen the tissue and 
the red laser from the signals received from the laser beam 
sensor and the pulse oximetry photodiode. 

8. A blood oximeter for measuring the oxygenation and 
blood pressure of ?oWing blood in living tissue, comprising: 

tWo light sources emitting light of different Wavelengths 
into the tissue, at least one of the light sources being a 
laser With a laser cavity emitting a laser beam, the laser 
being con?gured to alloW a part of the laser beam Which 
is scattered by the tissue to re-enter into the laser cavity; 

a laser beam sensor Which measures the light emitted from 
the laser to obtain a signal Which varies in accordance 
With a self-mixing interferometric effect betWeen the 
original laser beam and the scattered laser beam; 

a force actuator adapted to press the light sources against 
the illuminated tissue With a pressure; 

a force controller that varies the pressure in time over a 
range at least betWeen a pressure Which permits blood 
?oW through the tissue and a pressure Which blocks the 
blood How; and 

one or more processing units Which determines the blood 
pressure from the signal from the laser beam sensor and 
the pressure applied by the force actuator. 

9. The blood oximeter according to claim 8, Wherein the 
one or more processing units determines dominant frequen 
cies in a spectrum of the signal from the laser beam sensor and 
plots at least one dominant frequency against the applied 
pressure to determine diastolic and systolic transitions. 

10. The blood oximeter according to claim 8, Wherein the 
one or more processing units further determine pulse rate, 
blood oxygen, and blood velocity. 

11. The blood oximeter according to claim 8, Wherein the 
?rst and second light sources are both lasers Whose emitted 
light is measured by a pair of laser beam sensors and further 
including: 
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a S02 unit for determining and indicating an S02 value 

based on the signals of both of the laser beam sensors. 
12. A blood oximeter comprising: 
an infrared laser Which emits infrared laser light; 
an infrared beam sensor Which measures the light emitted 

by the infrared laser using self-mixing interferometry; 
a ?rst lens con?gured to be pressed against tissue, the ?rst 

lens being optically coupled to the infrared laser to focus 
the infrared laser light into the tissue; 

an red laser Which emits red laser light; 
an red beam sensor Which measures the light emitted by the 

red laser using self-mixing interferometry; 
a second lens con?gured to be pressed against the tissue, 

the second lens being optically coupled to the red laser to 
focus the red laser light into the tissue; 

one or more processing units con?gured to: 
determine red and infrared Doppler shift spectra from 

the emitted light measured by the red and infrared 
beam sensors, the Doppler shift spectra having a puls 
ing part indicative of blood moving in the arteries and 
a non-pulsing part indicative of blood in the veins; 

determining blood oxygen concentration by comparing 
the red and infrared spectra. 

13. The blood oximeter according to claim 12, Wherein the 
one or more processors determine both arterial blood oxygen 
concentration and venous blood oxygen concentration. 

14. The blood oximeter according to claim 13, Wherein the 
one or more processing units is further con?gured to deter 
mine the venous blood oxygen concentration in tissue With 
loW perfusion by: 

determining energies of the red and infrared spectra; 
normalizing the energy of the red spectrum by dividing the 

enery of the red spectrum by the energy of the infrared 
spectrum; 

integrating over the normalized red spectrum. 
15. The blood oximeter according to claim 14, Wherein the 

red and infrared beam sensors measure re?ected light and 
further including: 

a photodiode Which measures red and infrared light Which 
has passed through the tissue and sends signals to the one 
or more processing units indicative thereof. 

16. The blood oximeter according to claim 12, further 
including: 

a force actuator Which presses at least the ?rst and second 
lenses against the tissue; 

a force controller that varies the pressure in time at least 
betWeen a pressure Which permits blood ?oW through 
the tissue and a pressure blocks blood How; and 

Wherein the one or more processing units is further pro 
grammed to determine blood pressure from the signals 
from the red and infrared beam sensors and the pres sure 
applied by the force actuator. 
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