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(57) ABSTRACT 

A White light emitting lamp is disclosed comprising a solid 
state ultra violet (UV) emitter that emits light in the UV 
Wavelength spectrum. A conversion material is arranged to 
absorb at least some of the light emitting from the UV 
emitter and re-emit light at one or more different Wave 
lengths of light. One or more complimentary solid state 
emitters are included that emit at different Wavelengths of 
light than the UV emitter and the conversion material. The 
lamp emits a White light combination of light emitted from 
the complimentary emitters and from the conversion mate 
rial, With the White light having high ef?cacy and good color 
rendering. Other embodiments of White light emitting lamp 
according to the present invention comprises a solid state 
laser instead of a UV emitter. A high ?ux White emitting 
lamp embodiment according to the invention comprises a 
large area light emitting diode (LED) that emits light at a 
?rst Wavelength spectrum and includes a conversion mate 
rial. A plurality of complimentary solid state emitters sur 
round the large area LED, With each emitter emitting light in 
a spectrum different from the large area LED and conversion 
material such that the lamp emits a balanced White light. 
Scattering particles can be included in each of the embodi 
ments to scatter the light from the emitters, conversion 
material and complimentary emitters to provide a more 
uniform emission. 
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MULTIPLE COMPONENT SOLID STATE 
WHITE LIGHT 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to light emitting diodes (LEDs) and 

more particularly to an apparatus With multiple LEDs that in 
combination produce White light. 

2. Description of the Related Art 
Light emitting diodes (LEDs) are an important class of 

solid-state devices that convert electric energy to light. They 
generally comprise an active layer of semiconductor mate 
rial sandWiched betWeen tWo oppositely doped layers. When 
a bias is applied across the doped layers, holes and electrons 
are injected into the active layer Where they recombine to 
generate light. Light is emitted omnidirectionally from the 
active layer and from all surfaces of the LED. Recent 
advances in LEDs (such as nitride based LEDs) have 
resulted in highly efficient light sources that surpass the 
ef?ciency of ?lament-based light sources, providing light 
With equal or greater brightness in relation to input poWer. 

One disadvantage of conventional LEDs used for lighting 
applications is that they cannot generate White light from 
their active layers. One Way to produce White light from 
conventional LEDs is to combine different Wavelengths of 
light from different LEDs. For example, White light can be 
produced by combining the light from red, green and blue 
emitting LEDs, or combining the light from blue and yelloW 
LEDs. 

One disadvantage of this approach is that it requires the 
use of multiple LEDs to produce a single color of light, 
increasing the overall cost and complexity. In addition, the 
different colors of light are often generated from different 
types of LEDs fabricated from different material systems. 
Combining different LED types to form a White lamp can 
require costly fabrication techniques and can require com 
plex control circuitry since each device may have different 
electrical requirements and may behave differently under 
varied operating conditions (eg With temperature, current 
or time). 
More recently, the light from a single blue emitting LED 

has been converted to White light by surrounding the LED 
With a yelloW phosphor, polymer or dye, With a typical 
phosphor being cerium-doped yttrium aluminum garnet (Ce: 
YAG). [See Nichia Corp. White LED, Part No. 
NSPW300BS, NSPW312BS, etc.; See also US. Pat. No. 
5,959,316 to Hayden, “Multiple Encapsulation of Phosphor 
LED Devices”]. The surrounding phosphor material “doWn 
converts” the Wavelength of at least some of the LED light, 
changing its color. For example, if a nitride-based blue 
emitting LED is surrounded by a yelloW phosphor, some of 
the blue light passes through the phosphor Without being 
changed While a substantial portion of the remaining light is 
doWnconverted to yelloW. The LED Will thus emit both blue 
and yelloW light, Which combine to provide a White light. 

This approach has been successfully used to commercial 
iZe White LEDs for a variety of applications such as ?ash 
lights, indicator lights, display backlighting, and architec 
tural lighting. HoWever, conventional blue LEDs are too dim 
for many general lighting applications that currently make 
use of ?lament-based or ?uorescent lamps. While improve 
ments in blue LED ef?ciency and output poWer Would be 
bene?cial in increasing the light output from White LEDs, a 
number of other factors exist Which limit the performance of 
such devices. For example, phosphor materials have a ?nite 
conversion efficiency, resulting in “conversion loss” since a 
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2 
portion of the absorbed light is not re-emitted as doWncon 
verted light. Additionally, each time a higher energy (e.g., 
blue) photon is converted to a loWer energy (e.g., yelloW) 
photon, light energy is lost (Stokes loss), resulting in an 
overall decrease in White LED ef?ciency. This reduction in 
ef?ciency increases as the gap betWeen the Wavelengths of 
the absorbed and re-emitted (doWnconverted) light 
increases. Finally, for blue LEDs to emit an output light ?ux 
suf?cient for room illumination, the LED chips themselves 
can become very hot, causing damage the component device 
layers of the LED chip itself, or degrading surrounding 
encapsulation or doWnconverting media. 

Another disadvantage of the above White light emitter 
arrangements (red+green+blue LEDs or blue LEDs com 
bined With yelloW phosphors) is that they do not produce the 
optimal spectral emission necessary for both high ef?cacy 
and high color rendering. Simulations of White emitters 
shoW that high ef?cacy and color rendering can be achieved 
With an output light spectrum consisting of spectrally narroW 
emission in the blue and red regions, With a slightly broader 
emission in the green region. 

In the case of the red+green+blue LED lamps, the spectral 
emission lines of the component LEDs are typically narroW 

(e.g. 10—30 nm full Width at half maximum While it is possible to achieve fairly high values of ef?cacy 

and color rendering With this approach, Wavelength ranges 
exist in Which it is dif?cult to obtain high-ef?ciency LEDs 
(e.g. approximately 550 nm). As a result, it is dif?cult to 
achieve both high ef?cacy and high color rendering index 
With loW manufacturing cost and high yield. This can be 
particularly problematic When spectral requirements call for 
high ef?ciency green LEDs, since such LEDs have only 
been realiZed in the (In, Ga, Al)N system and are typically 
subject to loW yield and strong Wavelength and emission 
variations With operating conditions such as drive current 
and temperature. While more simpli?ed White lamps may be 
realiZed using only tWo LEDs emitting at complimentary 
colors (e.g. blue, yelloW), it is exceedingly dif?cult to 
achieve high color rendering coef?cients in such lamps, 
primarily due to the lack of any red light in the resulting 
spectrum. 

In the case of blue LEDs combined With yelloW phosphor, 
the resulting White light is produced Without a red light 
source. Since the resulting light is typically de?cient in one 
of the primary colors, lamps fabricated in this manner 
display poor color rendering. 
The desired spectrum can be more closely achieved using 

a combination of a blue LED With tWo separate phosphors 
emitting in the green and red spectral regions, or using an 
ultra violet LED With red, green and blue phosphors. HoW 
ever, suitable red phosphors having high conversion ef? 
ciency and the desired excitation and emission characteris 
tics have yet to be reported. Even if such red phosphors Were 
available, they Would be subject to signi?cant energy 
(Stokes) losses due to the conversion of high energy blue or 
UV photons to loWer energy red photons. 

Patent Publication No. US. 2002/0070681 A1 to ShimiZu 
discloses an LED lamp exhibiting a spectrum closer to the 
desired spectrum. The lamp has a blue LED for producing a 
blue Wavelength light, a red emitting LED, and a phosphor 
Which is photoexcited by the emission of the blue LED to 
exhibit luminescence having an emission spectrum Wave 
length betWeen the blue and red Wavelength spectrum. The 
phosphor is preferably a yelloW or green emitting phosphor 
and in the embodiments shoWn, the phosphor covers both 
the red and blue LEDs. 

IPR2025-01250 Page 00011
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One of the disadvantages of the ShimiZu lamp is that blue 
LEDs are not as ef?cient as other LEDs emitting at other 
Wavelength spectrums and a limited number of phosphors 
are available for luminescence from a blue Wavelength of 
light. Another disadvantage is that With red and blue LEDs 
placed side by side, the projected light may have an asym 
metric appearance such that the light appears red on one side 
and blue on the other. Since phosphor particles typically 
must be on the order of at least a feW microns diameter to 
achieve high conversion ef?ciency (i.e., much larger than the 
Wavelength of blue or yelloW light) and particles Which are 
larger than the Wavelength of light are poor scatterers, 
covering one or both of the LEDs With phosphor generally 
does not adequately scatter the LED light to combine the 
different Wavelengths. This can be a particular problem With 
large area LEDs used for high poWer, high output. 

Another disadvantage of a number of the embodiments 
disclosed in ShimiZu is that they shoW blue and red LEDs 
placed on top of one another and then covered by the 
phosphor. This can result in the shorter Wavelength blue 
light being absorbed by the component device layers (e.g., 
active layers, metalliZation layers) of the red LED device, 
thereby decreasing the overall ef?ciency of the lamp. Also, 
by covering the red LED With phosphor some of the phos 
phor particles may absorb some of the red light, Which can 
result in a loss of ef?ciency because it is generally not 
possible to “up-convert” the absorbed red light to higher 
energy green light in an efficient manner. 

ShimiZu also discloses an optical lens as part of its lamp, 
With the inside surface of the lens being roughened to 
increase miXing of the LED light. Such approaches are 
generally not effective and can decrease ef?ciency by inter 
fering With the purpose of the lens, Which is to reduce 
backscattering of light at the lens/air interface and possible 
subsequent re-absorption Within the body of the lamp or 
LED. 

Solid-state semiconductor lasers convert electrical energy 
to light in much the same Way as LEDs. They are structurally 
similar to LEDs but include mirrors on tWo opposing 
surfaces, one of Which is partially transmissive. In the case 
of edge emitting lasers, the mirrors are on the side surfaces; 
the mirrors provide optical feedback so that stimulated 
emission can occur. This stimulated emission provides a 
highly collimated/coherent light source. A vertical cavity 
laser Works much the same as an edge emitting laser but the 
mirrors are on the top and the bottom. It provides a similar 
collimated output from its top surface. Some types of 
solid-state lasers can be more ef?cient than LEDs at con 
verting electrical current to light. 

SUMMARY OF THE INVENTION 

The present invention seeks to provide solid-state White 
emitting lamps With high efficacy and good color rendering. 
One embodiment of a White light emitting lamp according to 
the present invention comprises a solid state ultra violet 
(UV) emitter (e.g., laser or LED) that emits light in the UV 
Wavelength spectrum. A conversion material is arranged to 
absorb at least some of the light emitting from the UV 
emitter and re-emit light at one or more different Wave 
lengths of light. One or more complimentary solid-state 
emitters are included that emit Wavelength spectrums of 
light that are different than the UV emitter and the conver 
sion material. The lamp emits a White light combination of 
light emitted from the complimentary emitters and from the 
conversion material, With the White light having high ef? 
cacy and good color rendering. 
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4 
A second embodiment of White light emitting lamp 

according to the present invention comprises a solid-state 
laser emitting light in a ?rst Wavelength spectrum. A con 
version material is arranged to absorb at least some of the 
light emitting from the laser and re-emits light at one or 
more different Wavelength spectrums of light. One or more 
complimentary solid-state emitters are included that emit 
Wavelengths of light different than the laser and the conver 
sion material. The lamp emits a White light combination of 
light emitted from the laser, complimentary emitters, and 
conversion material, the White light having high ef?cacy and 
good color rendering. The lamp may also incorporate vari 
ous optics or scattering materials/surfaces to promote miX 
ing and dispersion or miXing and focusing of the component 
light colors. 

Another embodiment of a White light emitting lamp 
according to the present invention comprises a ?rst solid 
state emitter that emits light in a ?rst Wavelength spectrum. 
A conversion material is included to absorb at least some of 
the light from the ?rst solid-state emitter and emit light at 
one or more different Wavelength spectrums. One or more 
complimentary emitters are included With each emitting 
light at a Wavelength spectrum different from said ?rst 
Wavelength spectrum and said conversion material Wave 
length spectrums. Scattering elements (such as particles, 
microviods, etc.) are arranged to scatter the light from the 
?rst emitter, conversion material and complimentary emit 
ters. The lamp emits a uniform White light combination of 
light from the ?rst emitter, conversion material and compli 
mentary emitters. 
An embodiment of a high ?uX White emitting lamp 

according to the present invention comprises a large area 
light emitting diode (LED) that emits light at a ?rst Wave 
length spectrum. Aconversion material is arranged to absorb 
at least some of the light from the large area LED and 
re-emit at least one Wavelength light in a spectrum different 
from the ?rst Wavelength spectrum. A plurality of compli 
mentary solid-state emitters surround the large area LED, 
With each emitter emitting light in a spectrum different from 
the large area LED and conversion material. The lamp emits 
a balanced and uniform White light combination of light 
from the large area LED, conversion material and compli 
mentary emitters. The White light also has high ef?cacy and 
good color rendering. 
One embodiment of a method for producing White light 

With high ef?cacy and good color rendering according to the 
present invention comprises generating light in the UV 
Wavelength spectrum and passing the UV light through a 
conversion material that absorbs the UV light and re-emits 
light at one or more different Wavelength spectrums. The 
method further comprises generating complimentary light at 
one or more Wavelength spectrums, each of Which is dif 
ferent from the conversion material Wavelength spectrums. 
The conversion material light and the complimentary light 
are combined to generate White light With high efficacy and 
good color rendering. 

Another method for producing White light With high 
ef?cacy and good color rendering, comprises generating 
laser light that is passed through a conversion material that 
absorbs at least some of the laser light and re-emits light at 
one or more different Wavelength spectrums. The method 
further comprises generating complimentary light at one or 
more Wavelength spectrums that is different from the Wave 
length spectrum for the conversion material light and com 
bining the conversion material light and said complimentary 
light to generate White light With high ef?cacy and good 
color rendering. 
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These and other further features and advantages of the 
invention Will be apparent to those skilled in the art from the 
following detailed description, taken together With the 
accompanying draWings, in Which: 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a sectional vieW of one embodiment of a lamp 
according to the present invention comprising a red LED, a 
UV LED, and conversion material covering the UV LED; 

FIG. 2 is a sectional vieW of another embodiment of a 
lamp according to the present invention that is similar to the 
lamp in FIG. 1, With the conversion material also covers the 
red LED; 

FIG. 3 is a sectional vieW of another embodiment of a 
lamp according to the present invention comprising a green 
LED, red LED, UV LED, and conversion material covering 
the UV LED; 

FIG. 4 is a sectional vieW of another embodiment of a 
lamp according to the present invention that is similar to the 
lamp in FIG. 3, With the conversion material covering all of 
the LEDs; 

FIG. 5 is a sectional vieW of another embodiment of 
another lamp according to the present invention comprising 
a blue LED, red LED, UV LED, and conversion material 
covering the UV LED; 

FIG. 6 is a sectional vieW of another embodiment of a 
lamp according to the invention that is similar to the lamp in 
FIG. 5, With the conversion material covering all of the 
LEDs; 

FIG. 7 is a sectional vieW of another embodiment of a 
lamp according to the present invention, With a red LED, 
blue laser and conversion material covering the blue laser; 

FIG. 8 is a sectional vieW of another embodiment of a 
lamp according to the present invention that is similar to the 
lamp in FIG. 7, With a different conversion material covering 
the blue laser; 

FIG. 9 is a sectional vieW of another embodiment of a 
lamp according to the present invention that is similar to the 
lamp in FIG. 7 or 8, With the conversion material also 
covering the red LED; 

FIG. 10 is a sectional vieW of another embodiment of a 
lamp according to the present invention comprising blue 
LEDs covered by a yelloW conversion material and tWo red 
lasers; 

FIG. 11 is a plan vieW of another embodiment of a lamp 
according to the present invention comprising a large area 
LED surrounded by complementary LEDs; 

FIG. 12 is a sectional vieW of the lamp in FIG. 11, taken 
along section lines 12—12; 

FIG. 13 is a sectional vieW of another embodiment of a 
White emitting lamp according to the present invention 
comprising scattering particles in its conversion material; 

FIG. 14 is a sectional vieW of another embodiment of a 
lamp according to the present invention comprising scatter 
ing particles in its epoXy; 

FIG. 15 is a sectional vieW of another embodiment of a 
lamp according to the present invention comprising a layer 
of scattering particles; and 

FIG. 16 is a sectional vieW of another embodiment of a 
lamp according to the present invention comprising a clear/ 
transparent material betWeen the emitters and conversion 
material. 
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6 
DETAILED DESCRIPTION OF THE 

INVENTION 

White Lamp Using UV Emitters 
FIG. 1 shoWs one embodiment of a multi-component 

solid-state lamp White lamp 10 constructed in accordance 
With the invention. It comprises a ?rst light emitter 12 that 
emits in the ultraviolet Wavelength spectrum. Alternatively, 
the ?rst light emitter 12 can emit light in other “short” 
Wavelength spectrums. The emitter 12 is preferably a light 
emitting diode (LED), but it can also be other emitters, such 
as a solid-state laser or organic light emitting diode. The 
lamp 10 further comprises a complimentary second light 
emitter 14 that emits in the red Wavelength spectrum and is 
also preferably a LED, but can also be a solid-state laser or 
organic light emitting diode. 
The details of operation and fabrication of conventional 

LEDs are knoWn and are only brie?y discussed. Conven 
tional LEDs can be fabricated from a number of material 
systems by knoWn methods, With a suitable method being 
fabrication by Metal Organic Chemical Vapor Deposition 
(MOCVD). LEDs typically have an active layer sandWiched 
betWeen tWo oppositely doped layers that are either doped 
p-type or n-type. The top layer of the LED is usually p-type 
and bottom layer 13 is usually n-type, although LEDs also 
Work if the layers are reversed. The p-type and n-type layers 
have respective contacts that each have a lead to apply a bias 
across p- and n-type layers. This bias results in the active 
layer emitting light omnidirectionally. The entire LED can 
be groWn on a substrate. 

The ?rst and second LEDs 12, 14 are mounted on a 
submount 16 for mechanical stability. The submount 16 can 
also contain electrical circuitry for controlling the relative 
amount of current or poWer applied to the respective LEDs 
12, 14, or to otherWise modify the electric signal applied to 
the LEDs 12, 14. The submount 16 can also contain com 
ponents and circuitry to make the lamp resistant to electro 
static shock. Depending on the particular embodiment, one 
or both of the LEDs 12, 14 can be in electrical contact With 
the submount 16. The submount 16 is mounted at the 
horiZontal base 17 of “metal cup” 18 that typically has 
conductive paths (not shoWn) for applying a bias across the 
contacts on the LEDs 12, 14, to cause each of the LEDs to 
emit light. 
The bias can either be applied directly to the LEDs along 

the conductive paths or it can be applied to the LEDs fully 
or partially through the submount 16 and its electronic 
circuitry. The cup 18 can have a re?ective surface 20 that 
re?ects light emitted from the LEDs 12,14 so that it con 
tributes to the light emitted from the lamp 10. 
The lamp 10 further comprises a conversion material 22 

that surrounds the ?rst UV emitter 12 eXcept for the surface 
of the emitter 12 that is adjacent to the submount. The 
material 22 can be one or more ?ourescent or phosphores 
cent material such as a phosphor, ?ourescent dye or photo 
luminescent semiconductor. The material 22 absorbs at least 
some of the electromagnetic radiation (light) emitted by the 
UV LED 12 and re-emits at least some of the absorbed 
radiation at one or more Wavelength spectrums that are 
different from the absorbed Wavelength. In the case of the 
UV emitter 12, the conversion material 22 has a combination 
of materials that absorb UV light and re-emit light in the 
green and blue Wavelength spectrums. Different materials 
can be used for absorbing the UV light and re-emitting green 
light, With a preferred material being a Srzthiogallate phos 
phor. Different materials can also be used for absorbing UV 
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light and re-emitting blue light, With a preferred material 
being ZnS or BaMgAlloO17 doped With appropriate impu 
rities. The LEDs 12,14, submount 16, and conversion mate 
rial 22 can be encased in and protected by a clear epoxy 24 
that ?lls the metal cup 16. 
When the appropriate electrical signal is applied to the 

lamp 10, the UV and red LEDs 12, 14, emit light at their 
respective characteristic spectrum. At least some of the UV 
light is absorbed by the conversion material 22 and re 
emitted as green and blue light. The combination of blue, 
green light from the conversion material, and red light from 
the red LED, provides White light With high ef?cacy and 
color rendering that appears White When vieWed by the 
human eye. 

The lamp 10 shoWs the combination of a blue and green 
light being re-emitted from the conversion material, but in 
an alternative embodiment according to the present inven 
tion, a yelloW emitting phosphor can be used instead of 
green. A full range of broad yelloW spectral emission is 
possible using phosphors based on the (Gd, Y)3(Al, 
Ga)5O12:Ce system. These phosphors are stable and typi 
cally display high conversion ef?ciency When eXcited using 
UV light. The combination of light from these phosphors, 
along With light from the blue emitting phosphor and red 
LED provide a versatile White lamp With high ef?cacy and 
high color rendering. 

Using a UV emitter 12 With a conversion material 22 to 
convert UV to blue/green or blue/yelloW light has a number 
of advantages. Higher ef?ciency UV emitters are available 
compared to blue or green emitters and in the case of 
solid-state lasers, short Wavelength lasers are more easily 
achieved than blue lasers. Also, a Wider variety of high 
ef?ciency phosphors are available Which can be eXcited by 
short Wavelength radiation (250—400 nm). 

FIG. 2 shoWs another embodiment of a solid state White 
lamp 30 according to the present invention. It has the same 
submount 16, ?rst UV LED 12, second red LED 14, metal 
cup 18 and epoXy 24. HoWever, the lamp 30 has a conver 
sion material 32 that covers both the UV and red LEDs 12, 
14, With the conversion material absorbing the UV light and 
re-emitting in the blue and green Wavelength spectrum. 
Most of the light emitted by the red LED is not absorbed by 
the conversion material, and passes through to contribute to 
emission by the lamp 30. 

To maXimiZe the uniformity of the overall emission from 
the lamp 30 (color as a function of vieWing angle) the UV 
and red LEDs 12, 14 can be placed as close together as 
practical. By covering both the LEDs 12, 14 With the 
conversion material 32, the manufacturing problems and 
reduced yield associated With covering only one LED, can 
be avoided. HoWever, covering the red LED With the con 
version material may result in some of the red light being 
absorbed as it passes through the conversion material. 

FIGS. 3 and 4 shoW additional embodiments of a lamp 40, 
60, according to the present invention, With each of the 
lamps having a UV emitter 42, used in combination With 
complimentary green and red emitters 44, 46. The emitters 
are preferably LEDs, although other devices can also be 
used. Each of the LEDs 42, 44, 46 is mounted on a submount 
48 similar to the submount 16 in FIGS. 1 and 2, and in each 
embodiment the submount 48 is mounted at the base of a 
metal cup 50 that is similar to the metal cup 18 in FIGS. 1 
and 2. The cup 50 includes conductive paths (not shoWn) for 
applying a bias across the LEDs 42, 44, 46, to cause each of 
them to emit light. The bias can either be applied directly to 
the emitters or can be applied through the submount 48 and 
its electronic circuitry. The lamps 40 and 60 can also be 
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encased in an epoXy 54 that ?lls the cup 50 to cover and 
protect the lamp components. 

With the appropriate signal applied to the lamp 40 in FIG. 
4, the LEDs 42, 44, 46 produce light at their respective 
Wavelength spectrum. The UV emitter 42 is covered by a 
blue conversion material 52 made of ZnS or BaMgAlloO17 
doped With appropriate impurities or another suitable blue 
converting material, such that at least some of the UV light 
from the UV emitter 42 is absorbed by the conversion 
material 52 and re-emitted as blue light. The lamp 40 
simultaneously radiates blue, green and red light, Which 
combine to produce a White light having high efficacy and 
high color rendering. 

In the lamp 60 of FIG. 4, all of the LEDs 42, 44, 46 are 
covered by the blue conversion material 56. Light from the 
UV LED 42 is absorbed by the conversion material 56 and 
re-emitted as blue light. Most of the light from the green and 
red LEDs 44, 46 passes through the conversion material 56 
Without being absorbed, such that the lamp 60 emits a White 
combination of the blue, green and red light. 

FIGS. 5 and 6 shoW additional embodiments of a lamp 70, 
90, according to the present invention, With each having a 
UV emitter 72, used in combination With a blue emitter 74 
and a red emitter 76. Each of the emitters 72, 74, 76 is 
preferably an LED and each is mounted on a submount 78 
similar to the submount 16 in FIGS. 1 and 2. In each 
embodiment the submount 78 is mounted at the base of a 
metal cup 80 that is similar to the cup 18 in FIGS. 1 and 2. 
Conductive paths (not shoWn) are included for applying a 
bias across the LEDs 72, 74, 76, to cause each of them to 
emit light. Each of the lamps also includes a clear epoXy 82 
to cover and protect the lamp components. 

In lamp 70, the UV LED 72 is covered by a conversion 
material 84 (e. g. thiogallate phosphor) that absorbs UV light 
and re-emits green light. In lamp 90 a similar conversion 
material 86 covers the UV LED 72 and also covers the red 
and blue LEDs 74, 76. For lamps 70, 90 the LEDs 72, 74, 
76 emit in their respective Wavelength spectrums When a 
bias is applied and the UV Wavelength light from each UV 
LED 72 is absorbed by the respective conversion material 
84, 86 and re-emitted as green light. In lamp 70 the green 
light combines With the direct light from the blue and green 
emitters 74, 76. In lamp 90 the green light combines With the 
blue and red light that passes through the conversion mate 
rial 86. In either case, the lamps 70, 90 emit a White light 
combination of red, blue and green. 

Depending on the application of each of the lamp embodi 
ments described above, it may be desirable to arrange the 
particular conversion material such that it absorbs essen 
tially all of the UV light from its particular UV emitter. UV 
light is not useful for illumination and at certain intensity 
levels can be harmful to eyes or skin. 

In the embodiments above a single LED is shoWn for each 
type of LED, but the optimal arrangement may require a 
plurality of LEDs of one or both types. Further, the LEDs 
shoWn can have larger or smaller emission areas. 

Solid State Laser Emitters 

FIG. 7 shoWs another embodiment of a lamp 100 accord 
ing to the present invention. It comprises a solid-state laser 
102 and a complimentary second emitter 106 that are both 
mounted to a submount 108 similar to the submounts 
described above. Conductive paths can be included to apply 
a bias across the laser 102 and second emitter 106, and the 
device can then be mounted to the bottom of a metal cup 
110, ?lled With epoXy. Aconversion material 104 is included 
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that covers the laser 102 and absorbs blue light and re-emits 
in a different Wavelength spectrum than the light from the 
laser 102. 

For the lamp 100, the laser 102 preferably emits blue 
Wavelength spectrum, although other types of lasers can be 
used. The conversion material 104 is preferably made of a 
material that absorbs blue light and re-emits green light. The 
emitter 106 is preferably a LED that emits in the red light 
spectrum. When a bias is applied across the laser 102 and the 
LED 106, the laser 102 emits in the blue light Wavelength 
spectrum and a suitable amount of conversion material 104 
is included so that less than all of the blue light is absorbed 
by the conversion material 104 and some of the blue light 
passes through. The red LED 106 emits red light and the 
conversion material 104 re-emits green light such that the 
lamp 100 emits a White light combination of the red, green 
and blue light, With high efficacy and good color rendering. 

Lasers have the advantage of emitting a coherent light 
source that can be selectively scattered or directed. As lasers 
are further developed they may become preferable over 
LEDs, because they have the potential for higher efficiency 
and higher output than LEDs. 

FIG. 8 shoWs another lamp 120 according to the present 
invention that is similar to the lamp 100 in FIG. 7. It includes 
a blue emitting laser 122 and a red emitter 124 that is 
preferably a LED. The laser 122 and red LED 124 are 
mounted to a submount 123, and the submount 123 can then 
be mounted to the bottom of a metal cup 128. In lamp 120, 
the blue laser 122 is covered by a yelloW conversion material 
130 that absorbs blue light and re-emits yelloW light. When 
the laser 122 and red LED 124 are emitting, the yelloW 
conversion material 130 absorbs some of the blue light and 
emits yelloW light such that the lamp 100 emits a White light 
combination of blue, yelloW and red light having good 
efficacy and color rendering. 

For each of the embodiments described, the conversion 
material can cover the laser and complimentary LED. For 
instance, FIG. 9 shoWs another embodiment of a lamp 140 
according to the present invention that includes a blue 
emitting laser 142 and a red emitting LED 144 mounted on 
a submount 146. A conversion material 148 covers the laser 
142 and the red LED 144. The conversion material 148 
contains material that absorbs some of the lasers blue light 
and re-emits green (or yelloW). Most of the light from the red 
LED 144 passes through the conversion material 148 such 
that the lamp 140 emits a White light combination of blue, 
green (or yelloW) and red light. 
Many different types of lasers and LEDs can be used that 

emit in different Wavelength spectrums. Many different 
combinations of laser embodiments of lamps according to 
the present invention can be realiZed With many different 
numbers of lasers or LEDs. For eXample, FIG. 10 shoWs 
another embodiment of a similar lamp 150 according to the 
present invention having tWo blue emitting LEDs 152 
betWeen tWo red solid-state lasers 154. The blue LEDs 152 
are covered by a conversion material 156 that absorbs blue 
light and re-emits green light. As the LEDs 152 and lasers 
154 emit light, the conversion material absorbs some of the 
blue light such that the lamp 150 emits a White light 
combination of blue, green and red light. In an alternative 
embodiment (not shoWn), the conversion material 156 cov 
ers the blue LEDs 152 and the red lasers 154. Alternatively, 
blue LEDs may be combined With red lasers, With at least 
some of the light emitted from the blue laser converted to 
light of another Wavelength by a doWnconverting media 
according to the present invention. 
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Large Area Emitters Combined With Multiple Emitters 
The prior art lamps, as Well as some of the lamps 

described above, can produce a projected light that can have 
an asymmetric appearance. For instance, lamp embodiments 
With a blue emitter, conversion material, and red emitter, can 
appear as though the projected light is more red on one side 
and more blue on the other. 

This is a particular problem With large area LEDs that are 
useful for high-poWer, high output lamps. Higher current 
levels can be applied to larger LEDs Which results in higher 
luminous ?ux. Multiple large area LEDs can be used in 
solid-state lamps that can operate at high poWer levels up to 
5—70 Watts and beyond. When complimentary LEDs are 
placed side by side to the large area LED, the lamp tends to 
produce White light that is not balanced. 

To help provide a more symmetric appearance to the 
projected light, multiple complimentary LEDs can be used 
to surround each large area LED (or to surround a group of 
large area LEDs) such that the high luminous ?ux of the 
large area LED is balanced by the surrounding LEDs. This 
type of arrangement in a single package can also provide 
advantages in heat sinking, compactness and color miXing. 
To illustrate this arrangement, FIGS. 11 and 12 shoW a 

lamp 160 according to the present invention having a large 
area LED 162 surrounded by a plurality of complimentary 
LEDs 164. The LEDs are mounted to a submount 166, 
Which can then be mounted to the base of a metal cup 167. 
Many different large area LEDs can be used, With a suitable 
large area LED 164 being a blue emitting LED. Aconversion 
material 168 covers the LED 162 With the preferred con 
version material 168 absorbing the blue light and re-emitting 
yelloW light. In another embodiment of the lamp 160, the 
conversion material 168 absorbs blue light and re-emits 
green light. The surrounding LEDs 164 emit red light and 
are spaced around the LED 162 in a sufficient number to 
provide a balance to the high ?ux of the LED 162 such that 
the lamp emits a balanced White light. The lamp 160 has four 
surrounding LEDs 164 around the large area LED 162, but 
a different number of surrounding LEDs 164 can be used 
depending on the intensity of the large area LED 162, and 
the siZe and intensity of the surrounding LEDs 164. When 
the large area LED 162 and surrounding LEDs 164 are 
emitting, the lamp 160 emits a balanced White light combi 
nation of the blue, green and red light. 

Similar to the embodiments above, the components of the 
lamp 160 can be encased in epoXy 169 and the submount 
166 and/or metal cup 167 can have conductors to apply a 
bias to the LEDs 162, 164. Also, in alternative embodiments 
of the lamp 160, the conversion material can cover all the 
LEDs 162, 164 and different colors of LED 162, 164 can be 
used. 

Scattering Particles 
To improve the uniformity of light emitting from the 

lamps described above, it can be desirable to scatter the light 
as it emits from the various emitters. One Way to scatter light 
is by using scattering particles that randomly refract light. To 
effectively scatter light, the diameter of these particles 
should be approximately one half of the Wavelength of the 
light being scattered. In air, this Would result in the particles 
being approximately 0.2 to 0.25 microns in diameter and the 
diameters Would be smaller if the particles are in a medium 
having a different indeX of refraction than air such as epoXy. 

In the lamps described above, a conversion material 
typically surrounds at least one of the emitters and typically 
comprises phosphor particles. The conversion efficiency of 
phosphors generally decreases as the siZe of the phosphor 
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particles decrease. As a result, it is difficult to obtain high 
conversion efficiency phosphors particles that are smaller 
than approximately 1 micron in diameter, making phosphor 
particles generally too large to effectively scatter light. 

To produce more uniform light emission in White emitting 
lamps described above (and prior art lamps) scattering 
particles can be included such that light from the emitters 
passes through them and is refracted to mix the light and 
provide an overall light emission that is more uniform in 
color and intensity. The scattering particles can be arranged 
in different locations, such as in the conversion material or 
epoxy, or the particles can form their oWn layer. The 
preferred scattering particles Would not substantially absorb 
light at any of the Wavelengths involved and Would have a 
substantially different index of refraction than the material in 
Which it is embedded (for example, epoxy) The scattering 
particles should have as high of an index of refraction as 
possible. Suitable scattering particles can be made of tita 
nium oxide (TiO2) Which has a high index of refraction 
(n=2.6 to 2.9) and is effective at scattering light. Since the 
primary requirement for the scattering “particles” is that 
they have a different index of refraction from their surround 
ing material and that they have a particular siZe range, other 
elements such as small voids or pores could also be used as 
“scattering particles”. 

FIG. 13 shoWs one embodiment of a lamp 170, according 
to the present invention, having a UV emitting LED 172 and 
red emitting LED 174 mounted on a submount 176 along 
With the necessary conductive paths. A conversion material 
178 is included that covers both the UV and red LEDs 172, 
174 such that light from the LEDs passes through the 
conversion material 178. The conversion material 178 con 
tains scattering particles 180 disposed to refract the light 
passing through the conversion material 178. Each of the 
scattering particles 180 can be similarly siZed so that they 
primarily scatter a single Wavelength of light, such as from 
the UV LED 72, or they can have different siZes to scatter 
light of different Wavelengths of light, such as from the 
LEDs 172, 174 and the conversion material 178. Like the 
embodiments above, the LEDs 172, 174, conversion mate 
rial 178, and submount 176 are in a metal cup 182 and are 
encased in an epoxy 184. 

FIGS. 14 and 15 shoW tWo additional embodiments of a 
lamp 190, 200, according to the present invention. Each 
lamp 190, 200 has a UV and red LED 172, 174, a submount 
176, and a conversion material 178, all of Which are in a 
metal cup 182 and epoxy 184. HoWever, for lamp 190, the 
scattering particles 192 are disposed in the epoxy 184. For 
lamp 200, the scattering particles 194 are formed in a layer 
on top of the epoxy 184. The light from the LEDs 172, 174 
and conversion material 176 passes through the scattering 
particles 192, 194 Where different Wavelengths of light can 
be refracted depending on the siZe and material of the 
particles 192, 194. Like the lamp 170 in FIG. 13, the 
scattering particles 192, 194 can be similarly siZed or can 
have different siZes depending on the Wavelength of light 
emitted from the LEDs 172, 174 and the conversion material 
17 6. 

Miscellaneous Features 
Other lamp features according to the present invention 

can improve light extraction from the lamps described 
above. FIG. 16 shoWs another embodiment of a lamp 210 
according to the present invention having a clear material 
212, such as an epoxy, arranged over the emitters 214, 216, 
Which in this embodiment are UV and red emitting LEDs 
respectively. The material 212 preferably forms a hemi 
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spheric volume With the LED 212, 216 as close as practical 
to the origin of the hemisphere. The hemisphere should have 
a large radius compared to the dimensions of the LEDs. The 
material 212 preferably has an index of refraction approxi 
mately the same as the primary surfaces of the LEDs 214, 
216 from Which most of the light is emitted (eg the 
substrate for ?ip-chip LEDs or the top surface for a standard 
LED). Alayer of conversion material 218 is then included on 
the surface of the clear layer 212. This arrangement mini 
miZes re?ection of light at the interface betWeen the LED 
surfaces and the clear layer 212, and the clear layer 122 and 
layer of conversion material 218, back into the LED active 
layers Where the light can be absorbed. 

In the lamp embodiments according to the present inven 
tion, the intensities of the individual LEDs (and lasers) can 
be controlled. This can be accomplished by controlling the 
relative emission of the LEDs through control of the applied 
current, and controlling the blue/green emission of the 
conversion material by controlling the amount and location 
of the conversion material. This type of control alloWs the 
lamps to emit at color points not accessible using the blue 
LED/yelloW phosphor approach. This control/adjustability 
could also enhance manufacturing yield by selecting and 
matching the emission characteristics of the different LEDs 
(peak emission Wavelength, etc.), thereby alloWing the fab 
rication of lamps having very tight spectral distribution 
(color, hue, etc.) over a large range of color temperature. 
Similarly, by controlling the relative poWer applied to the 
respective LEDs or the amount of phosphor applied, a large 
range of ?exibility is available both for providing the desired 
chromaticity and controlling the color output of the indi 
vidual devices. A lamp according to the invention could be 
provided that alloWs the end user to control the relative 
poWers applied to the respective LEDs. The lamp could be 
“tuned” by the user to achieve desired colors or hues from 
a single lamp. This type of control can be provided by 
knoWn control electronics. 

The lamps according to the present invention can also 
include lenses and facets to control the direction of the 
lamp’s emitting light. Other components could be added 
related to thermal management, optical control, or electrical 
signal modi?cation and control, to further adapt the lamps to 
a variety of applications. 
Although the present invention has been described in 

considerable detail With reference to certain preferred con 
?gurations thereof, other versions are possible. As men 
tioned above, different LEDs that emit at different colors can 
be used in embodiments described above. In those embodi 
ments Where one emitter is described as providing light in a 
particular Wavelength spectrum, tWo or more emitters can be 
used. The conversion materials described above can use 
many different types of material that absorb different Wave 
lengths of light and re-emit different Wavelengths beyond 
those described above. Therefore, the spirit and scope of the 
appended claims should not be limited to their preferred 
versions contained therein. 
We claim: 
1. A White light emitting lamp, comprising: 
a solid state ultra violet (UV) emitter emitting light in the 
UV Wavelength spectrum; 

a conversion material at least partially covering said UV 
emitter and arranged to absorb at least some of the light 
emitting from said UV emitter and re-emit light at one 
or more different Wavelength spectrums of light; and 

one or more complimentary solid state emitters substan 
tially uncovered by said conversion material and emit 
ting different Wavelength spectrums of light than said 
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UV emitter and said conversion material, said lamp 
emitting a White light combination of light emitted 
from said complimentary emitters and from said con 
version material, said White light having high e?icacy 
and good color rendering; 

said UV and complimentary emitters being mounted in a 
re?ector element having conductors to apply a bias to 
said emitters, said bias causing said emitters to emit 
light. 

2. The lamp of claim 1, Wherein said UV emitter com 
prises a UV emitting light emitting diode (LED), said 
conversion material absorbs at least some of the light 
emitting from said UV LED and re-emits Wavelengths of 
light in the blue and green spectrum. 

3. The lamp of claim 1, Wherein said one or more 
complimentary emitters comprise a LED emitting a Wave 
length of light in the red spectrum. 

4. The lamp of claim 1, Wherein, said UV emitter com 
prises a UV emitting LED and said conversion material 
absorbs at least some of the light emitting from said UV 
LED and re-emits Wavelengths of light in the blue spectrum. 

5. The lamp of claim 1, Wherein said one or more 
complimentary emitters comprise a LED emitting a Wave 
length of light in the green spectrum and a LED emitting a 
Wavelength of light in the red spectrum. 

6. The lamp of claim 1, Wherein said UV emitter com 
prises a UV emitting LED and said conversion material 
absorbs at least some of the light emitting from said UV 
LED and re-emits Wavelengths of light in the green spec 
trum. 

7. The lamp of claim 1, Wherein said one or more 
complimentary emitters comprises a LED emitting a Wave 
length of light in the green spectrum and a LED emitting a 
Wavelength of in the red spectrum. 

8. The lamp of claim 1, Wherein said conversion material 
covers both said UV emitter and said one or more compli 
mentary emitters, most of the light from said complimentary 
emitters passing through said conversion material Without 
being absorbed. 

9. The lamp of claim 1, Wherein said UV and compli 
mentary emitters are mounted on a submount. 

10. The lamp of claim 1, Wherein said UV and compli 
mentary emitters each comprise an emitter from the group 
consisting of an LED, a solid state laser, and organic light 
emitting diode. 

11. A White light emitting lamp, comprising: 
a solid state ultra violet (UV) emitter emitting light in the 
UV Wavelength spectrum; 

a conversion material arranged to absorb at least some of 
the light emitting from said UV emitter and re-emit 
light at one or more different Wavelength spectrums of 
light; 

one or more complimentary solid state emitters emitting 
different Wavelength spectrums of light than said UV 
emitter and said conversion material, said lamp emit 
ting a White light combination of light emitted from 
said complimentary emitters and from said conversion 
material, said White light having high e?icacy and good 
color rendering, said UV and complimentary emitters 
being mounted in a re?ector element having conductors 
to apply a bias to said emitters, said bias causing said 
emitters to emit light; and 

scattering particles arranged to scatter the light from said UV 
and complimentary emitters to produce a substantially uni 
form emission of White light from said lamp, said scattering 
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14 
particles each having a diameter of approximately one half 
a Wavelength of light emitted by either said UV emitter or 
said complimentary emitters. 

12. A White light emitting lamp, comprising: 
a solid state ultra violet (UV) emitter emitting light in the 
UV Wavelength spectrum; 

a conversion material arranged to absorb at least some of 
the light emitting from said UV emitter and re-emit 
light at one or more different Wavelength spectrums of 
light; 

one or more complimentary solid state emitters emitting 
different Wavelength spectrums of light than said UV 
emitter and said conversion material, said lamp emit 
ting a White light combination of light emitted from 
said complimentary emitters and from said conversion 
material, said White light having high e?icacy and good 
color rendering, said UV and complimentary emitters 
being mounted in a re?ector element having conductors 
to apply a bias to said emitters, said bias causing said 
emitters to emit light; and 

a layer of clear material betWeen said UV emitter and said 
conversion material, said clear layer forming a hemispheric 
or sheet volume. 

13. The lamp of claim 12, Wherein said layer of clear 
material has an indeX of refraction approximately the same 
as that of the emitting surface of said UV emitter. 

14. A White light emitting lamp, comprising: 
a solid state ultra violet (UV) emitter emitting light in the 
UV Wavelength spectrum; 

a conversion material arranged to absorb at least some of 
the light emitting from said UV emitter and re-emit 
light at one or more different Wavelength spectrums of 
light; and 

one or more complimentary solid state emitters emitting 
different Wavelength spectrums of light than said UV 
emitter and said conversion material, said lamp emit 
ting a White light combination of light emitted from 
said complimentary emitters and from said conversion 
material, said White light having high e?icacy and good 
color rendering, said UV and complimentary emitters 
being mounted in a re?ector element having conductors 
to apply a bias to said emitters, said bias causing said 
emitters to emit light, Wherein the intensities of the 
light emitted from said UV emitter and complimentary 
emitters can be independently varied to vary the color 
or hue of White light emitted from said lamp. 

15. The lamp of claim 1, further comprising a component 
to control the direction of light emitted from said lamp. 

16. The lamp of claim 1, Wherein said conversion material 
comprises a material from the group consisting of a phos 
phor, ?uorescent dye, photoluminescent semiconductor, and 
combinations thereof. 

17. The lamp of claim 1, Wherein said conversion material 
absorbs substantially all the light emitting from said UV 
emitter. 

18. The lamp of claim 1, Wherein said UV emitter 
comprises a plurality of large area LED and said compli 
mentary emitters comprise a plurality of LEDs surrounding 
said large area LED, said lamp emitting a balanced White 
light. 

19. A White light emitting lamp, comprising: 
a solid state laser emitting light in a ?rst Wavelength 

spectrum; 
a conversion material at least partially covering said solid 

state laser and arranged to absorb at least some of the 
light emitting from said laser and re-emit light at one or 
more different Wavelength spectrums of light; and 
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one or more complimentary solid state emitters emitting 
different Wavelengths of light than said laser and said 
conversion material, said lamp emitting a White light 
combination of light emitted from said laser, compli 
mentary emitters, and conversion material, said White 
light having high ef?cacy and good color rendering; 

said laser emitting light in the blue Wavelength spectrum, 
said conversion material absorbing some of the light 
emitting from said laser and re-emitting a Wavelength 
of light in the green spectrum, the non-absorbed blue 
light passing through said conversion material. 

20. The lamp of claim 19, Wherein said one or more 
complimentary emitters comprise a LED emitting a Wave 
length of light in the red spectrum. 

21. The lamp of claim 19, Wherein said conversion 
material absorbs some of the light emitting from said laser 
and re-emits a Wavelength of light in the blue and yelloW 
spectrum, the non-absorbed blue light passing through said 
conversion material. 

22. The lamp of claim 19, further comprising a submount 
and metal cup, said laser and complimentary emitters 
mounted on said submount and said submount mounted in 
said re?ector element. 

23. The lamp of claim 19, further comprising scattering 
particles arranged to scatter the light from said laser and 
complimentary emitters to produce a more uniform emission 
of White light from said lamp. 

24. The lamp of claim 19, Wherein the intensities of the 
light emitted from said laser and complimentary emitters can 
be independently varied to vary the color or hue of White 
light emitted from said lamp. 

25. The lamp of claim 19, Wherein said conversion 
material comprises a material from the group consisting of 
a phosphor, ?uorescent dye, photoluminescent semiconduc 
tor, and combinations thereof. 

26. A White light emitting lamp, comprising: 
a ?rst solid state emitter emitting light in a ?rst Wave 

length spectrum; 
a conversion material to absorb at least some of the light 

from said ?rst solid state emitter, and emit light at one 
or more different Wavelength spectrums; 

one or more complimentary emitters each of Which emits 
light at a Wavelength spectrum different from said ?rst 
Wavelength spectrum and said conversion material 
Wavelength spectrums; and 

scattering particles arranged to scatter the light from said 
?rst emitter, conversion material and complimentary 
emitters, said lamp emitting a uniform White light 
combination of light from said ?rst emitter, conversion 
material and complimentary emitters; 

said scattering particles each having a diameter of 
approximately one half a Wavelength of light emitted 
by either said ?rst emitter, conversion material or 
complimentary emitters. 

27. The lamp of claim 26, Wherein said scattering particles 
are disposed Within said conversion material. 

28. The lamp of claim 26, further comprising a clear 
encapsulant material, said encapsulant encasing at least part 
of said lamp With at least some of the light from said ?rst 
emitter, conversion material and complimentary emitters 
passing through said encapsulant, said scattering particles 
disposed Within said encapsulant. 

29. The lamp of claim 26, Wherein said scattering particles 
form a layer of scattering particles With at least some of the 
light from said ?rst emitter, conversion material and com 
plimentary emitters passing through said layer. 

16 
30. The lamp of claim 26, Wherein the White light emitted 

by said lamp has high ef?cacy and good color rendering. 
31. A high ?uX White emitting lamp, comprising: 
a large area light emitting diode (LED) emitting light at a 

5 ?rst Wavelength spectrum; 
a conversion material arranged to absorb at least some of 

the light from said large area LED, and re-emit at least 
one Wavelength light in a spectrum different from said 
?rst Wavelength spectrum; and 

a plurality of complimentary solid state emitters surround 
ing said large area LED and each emitting light in a 
spectrum different from said large area LED and said 
conversion material, said lamp emitting a balanced and 
uniform White light combination of light from said 
large area LED, conversion material and complimen 
tary emitters, said White light having high efficacy and 
good color rendering; 

said conversion material covering both said large area 
LED and said plurality of complimentary emitters, 
most of the light from said complimentary emitters 
passing through said conversion material Without being 
absorbed. 

32. The lamp of claim 31, further comprising a submount 
and re?ector element, said large area LED and complimen 
tary emitters mounted on said submount and said submount 
mounted in said metal cup. 

33. The lamp of claim 31, further comprising scattering 
particles arranged to scatter the light from said large area 
LED and complimentary emitters to produce a substantially 
uniform emission of White light from said lamp. 

34. The lamp of claim 31, Wherein the intensities of the 
light emitted from said large area LED and complimentary 
emitters can be independently varied to vary the color or hue 
of White light emitted from said lamp. 

35. The lamp of claim 31, Wherein said large area LED 
comprises a plurality of large area LEDs. 

36. A method for producing White light With high ef?cacy 
and good color rendering, comprising: 

generating light in the UV Wavelength spectrum from a 
UV light source; 

passing said UV light through a conversion material in 
contact With said UV light source that absorbs said UV 
light and re-emits light at one or more different Wave 
length spectrums; 

generating complimentary light at one or more Wave 
length spectrums that is different from said conversion 
material Wavelength spectrums; 

combining said conversion material light and said com 
plimentary light to generate White light With high 
efficacy and good color rendering; and 

providing re?ective element that re?ects said UV light, 
complimentary light and conversion material light such 
that all contribute to light emission direction, said 
re?ective element also comprising a means for causing 
said light generation. 

37. The method of claim 36, further comprising scattering 
said conversion material light and said complimentary light 
to generate substantially uniform White light. 

38. A method for producing White light With high ef?cacy 
and good color rendering, comprising: 

generating laser light from a laser light source; 
passing said laser light through a conversion material at 

least partially covering said laser light source that 
absorbs at least some of said laser light and re-emits 
light at one or more different Wavelength spectrums; 
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generating complimentary light at one or more Wave 
length spectrums that is different from said conversion 
material Wavelength spectrums; and 

combining said conversion material light and said com 
plimentary light to generate White light With high 
ef?cacy and good color rendering, said laser light being 
blue light, said conversion material absorbing some of 

18 
the light emitting from said laser and re-emitting a 
Wavelength of light in the green spectrum, the non 
absorbed blue light passing through said conversion 
material. 
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