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SHORT-WAVE INFRARED
SUPER-CONTINUUM LASERS FOR

DETECTING COUNTERFEIT OR ILLICIT
DRUGS AND PHARMACEUTICAL PROCESS

CONTROL

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of US. application Ser.
No. 14/108,986 ■ledDec. 17, 2013, which claims the bene■t
of US. provisional application Ser. No. 61/747,487 ■led
Dec. 31, 2012, the disclosures of which are hereby incor-
porated in their entirety by reference herein.

This application is related to US. provisional applications
Ser. Nos. 61/747,477 ■led Dec. 31, 2012; Ser. No. 61/747,
481 ■led Dec. 31, 2012; Ser. No. 61/747,485 ■led Dec. 31,
2012; Ser. No. 61/747,472 ■led Dec. 31, 2012; Ser. No.
61/747,492 ■led Dec. 31, 2012; Ser. No. 61/747,553 ■led
Dec. 31,2012; and Ser. No. 61/754,698 ■led Jan. 21, 2013,
the disclosures of which are hereby incorporated in their
entirety by reference herein.

This application is also related to International Applica-
tion No. PCT/US2013/075700 (Publication No. WO/2014/
105520) entitled Near-Infrared Lasers For Non-Invasive
Monitoring Of Glucose, Ketones, HBA1 C, And Other Blood
Constituents; International Application PCT/US2013/
075736 (Publication No. WO/2014/ 105521) entitled Short-
Wave Infrared Super-Continuum Lasers For Early Detection
Of Dental Caries; US. application Ser. No. 14/108,995
(Publication No. 2014/0188092) entitled Focused Near-
Infrared Lasers For Non-Invasive Vasectomy And Other
Thermal Coagulation Or Occlusion Procedures; Interna-
tional Application PCT/US2013/075767 (Publication No.
WO/ 2014/143276) entitled Short-Wave Infrared Super-Con-
tinuum Lasers For Natural Gas Leak Detection, Exploration,
And Other Active Remote SensingApplications; U.S. appli-
cation Ser.No. 14/108,974 (Publication No. 2014/0188094)
entitled Non-Invasive Treatment Of Varicose Veins; and
US. application Ser.No. 14/109,007 (Publication No. 2014/
0236021) entitled Near-Infrared Super-Continuum Lasers
For Early Detection Of Breast And Other Cancers, the
disclosures of which arehereby incorporated in their entirety
by reference herein.

BACKGROUND AND SUMMARY

Counterfeiting of pharmaceuticals is a signi■cant issue in
the healthcare community as well as for the pharmaceutical
industry worldwide. For example, according to the World
Health Organization, in 2006 the market for counterfeit
drugs worldwide was estimated at around $43 Billion.
Moreover, the use of counterfeit medicines may result in
treatment failure or even death. For instance, in 1995 dozens
of children in Haiti and Nigeria died after taking counterfeit
medicinal syrups that contained diethylene glycol, an indus-
trial solvent. As another example, in Asia one report esti-
mated that 90% of Viagra sold in Shanghai, China, was
counterfeit. With more pharmaceuticals being purchased
through the intemet, the problem of counterfeit drugs com-
ing from across the borders into the United Stateshas been
growing rapidly.

A rapid, non-destructive, non-contact optical method for
screening or identi■cation of counterfeit pharmaceuticals is
needed. Spectroscopy using near-infrared or short-wave
infrared (SWIR) light may provide such a method, because
most pharmaceuticals comprise organic compounds that

10

20

25

30

35

40

45

50

55

60

65

2
have overtone or combination absorption bands in this
wavelength range (e.g., between approximately 1-2.5
microns). Moreover, most drug packaging materials are at
least partially transparent in the near-infrared or SWIR, so
that drug compositions may be detected and identi■ed
through the packaging non-destructively. Also, using a near-
infrared or SWIR light sourcewith a spatially coherent beam
permits screening at stand-off or remote distances. Beyond
identifying counterfeit drugs, the near-infrared or SWIR
spectroscopy may have many other bene■cial applications.
For example, spectroscopy may be used for rapid screening
of illicit drugs or to implement processanalytical technology
in pharmaceutical manufacturing. There are also a wide

array of applications in assessmentof quality in the food
industry, including screening of fruit, vegetables, grains and
meats.

In one embodiment, a near-infrared or SWIR super-
continuum (SC) source may be used as the light source for
spectroscopy,active remote sensing, or hyper-spectral imag-
ing. One embodiment of the SWIR light source may be an
all-■ber integratedSWIR SC source, which leverages the
mature technologies from the telecommunications and ■ber
optics industry. Exemplary ■ber-based super-continuum

sourcesmay emit light in the near-infrared or SWIR between
approximately 1.4-1.8 microns, 2-2.5 microns, 1.4-2.4
microns, 1-1.8 microns, or any number of other bands. In
particular embodiments, the detection system may be a
dispersive spectrometer, a Fourier transform infrared spec-
trometer, or a hyper-spectral imaging detector or camera. In
addition, re■ection or diffuse re■ection light spectroscopy
may be implemented using the SWIR light source,where the
spectral re■ectance can be the ratio of re■ected energy to
incident energy as a function of wavelength.

In one embodiment, a measurement system includes a
light source con■gured to generate an output optical beam
comprising one or more semiconductor sources con■gured
to generate an input beam, one or more optical ampli■ers
con■guredto receive at least a portion of the input beam and
to deliver an intermediate beam to an output end of the one
or more optical ampli■ers, andone or more optical ■bers
con■gured to receive at least a portion of the intermediate
beam and to deliver at least the portion of the intermediate
beam to a distal end of the one or more optical ■bersto form

a ■rst optical beam.A nonlinear element is con■gured to
receive at least a portion of the ■rst optical beam andto
broaden a spectrum associated with the at least a portion of
the ■rst optical beamto at least 10 nm through a nonlinear
effect in the nonlinear element to form the output optical
beam with an output beam broadened spectrum, wherein at
least a portion of the output beam broadened spectrum
comprises a short-wave infrared wavelength between
approximately 1400 nanometers and approximately 2500
nanometers, and wherein at least a portion of the one or more
■bers isa fused silica ■ber with a core diameter less than
approximately 400 microns. A measurement apparatus is
con■guredto receive a received portion of the output optical
beam and to deliver a delivered portion of the output optical
beam to a sample for a non-destructive and non-contact
measurement, wherein the delivered portion of the output
optical beam is con■guredto generatea spectroscopy output
beam from the sample.A receiver is con■guredto receive at
least a portion of the spectroscopy output beam having a
bandwidth of at least 10 nanometers and to process the
portion of the spectroscopy output beam to generate an
output signal, and wherein at least a part of the delivered
portion of the output optical beam is at least partially
transmitting through a packaging material covering at least
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have overtone or combination absorption bands in this
wavelength range (e.g., between approximately 1-2.5
microns). Moreover, most drug packaging materials are at
least partially transparent in the near-infrared or SWIR, so
that drug compositions may be detected and identi■ed
through the packaging non-destructively. Also, using a near-
infrared or SWIR light sourcewith a spatially coherent beam
permits screening at stand-off or remote distances. Beyond
identifying counterfeit drugs, the near-infrared or SWIR
spectroscopy may have many other bene■cial applications.
For example, spectroscopy may be used for rapid screening
of illicit drugs or to implement processanalytical technology
in pharmaceutical manufacturing. There are also a wide

array of applications in assessmentof quality in the food
industry, including screening of fruit, vegetables, grains and
meats.

In one embodiment, a near-infrared or SWIR super-
continuum (SC) source may be used as the light source for
spectroscopy,active remote sensing, or hyper-spectral imag-
ing. One embodiment of the SWIR light source may be an
all-■ber integrated SWIR SC source, which leverages the
mature technologies from the telecommunications and ■ber
optics industry. Exemplary ■ber-based super-continuum

sourcesmay emit light in the near-infrared or SWIR between
approximately 1.4-1.8 microns, 2-2.5 microns, 1.4-2.4
microns, 1-1.8 microns, or any number of other bands. In
particular embodiments, the detection system may be a
dispersive spectrometer, a Fourier transform infrared spec-
trometer, or a hyper-spectral imaging detector or camera. In
addition, re■ection or diffuse re■ection light spectroscopy
may be implemented using the SWIR light source,where the
spectral re■ectance can be the ratio of re■ected energy to
incident energy as a function of wavelength.

In one embodiment, a measurement system includes a
light source con■gured to generate an output optical beam
comprising one or more semiconductor sources con■gured
to generate an input beam, one or more optical ampli■ers
con■guredto receive at least a portion of the input beam and
to deliver an intermediate beam to an output end of the one
or more optical ampli■ers, and one or more optical ■bers
con■gured to receive at least a portion of the intermediate
beam and to deliver at least the portion of the intermediate
beam to a distal end of the one or more optical ■bersto form

a ■rst optical beam. A nonlinear element is con■gured to
receive at least a portion of the ■rst optical beam and to
broaden a spectrum associated with the at least a portion of
the ■rst optical beam to at least 10 nm through a nonlinear
effect in the nonlinear element to form the output optical
beam with an output beam broadened spectrum, wherein at
least a portion of the output beam broadened spectrum
comprises a short-wave infrared wavelength between
approximately 1400 nanometers and approximately 2500
nanometers, and wherein at least a portion of the one or more
■bers is a fused silica ■ber with a core diameter less than
approximately 400 microns. A measurement apparatus is
con■guredto receive a received portion of the output optical
beam and to deliver a delivered portion of the output optical
beam to a sample for a non-destructive and non-contact
measurement, wherein the delivered portion of the output
optical beam is con■guredto generatea spectroscopy output
beam from the sample.A receiver is con■guredto receive at
least a portion of the spectroscopy output beam having a
bandwidth of at least 10 nanometers and to process the
portion of the spectroscopy output beam to generate an
output signal, and wherein at least a part of the delivered
portion of the output optical beam is at least partially
transmitting through a packaging material covering at least
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a part of the sample, and wherein the output signal is based

on a chemical composition of the sample.
In another embodiment, a measurement system includes a

light source con■gured to generate an output optical beam
comprising a plurality of semiconductor sourcescon■gured
to generate an input optical beam, a multiplexer con■gured
to receive at least a portion of the input optical beam and to
form an intermediate optical beam, and one or more ■bers
con■gured to receive at least a portion of the intermediate
optical beam and to form the output optical beam, wherein
the output optical beam comprises one or more optical
wavelengths. A measurement apparatus is con■gured to
receive a received portion of the output optical beam and to
deliver a delivered portion of the output optical beam to a
sample, wherein the delivered portion of the output optical
beam is con■gured to generate a spectroscopy output beam
from the sample. A receiver is con■gured to receive at least

a portion of the spectroscopy output beam and to process the
portion of the spectroscopy output beam to generate an
output signal, wherein the receiver comprises a Fourier
transform infrared (FTIR) spectrometer or a dispersive spec-
trometer, and wherein at least a part of the delivered portion
of the output optical beam is at least partially transmitting
through a packaging material covering at least a part of the
sample.

In yet another embodiment, a method of measuring
includes generating an output optical beam comprising
generating an input optical beam from a plurality of semi-
conductor sources, multiplexing at least a portion of the
input optical beam and forming an intermediate optical
beam, and guiding at least a portion of the intermediate
optical beam and forming the output optical beam, wherein
the output optical beam comprises one or more optical
wavelengths. The method may also include receiving a
received portion of the output optical beam and delivering a
delivered portion of the output optical beam to a sample,
wherein the sample comprises an organic compound with an
overtone or combinational absorption band in the wave-
length range between approximately 1 micron and approxi-
mately 2.5 microns. The method may further include gen-
erating a spectroscopy output beam having a bandwidth of
at least 10 nanometers from the sample using a Fourier
transform infrared (FTIR) spectrometer or a dispersive spec-
trometer, receiving at least a portion of the spectroscopy
output beam, and processing the portion of the spectroscopy
output beam and generating an output signal.

With the growing obesity epidemic, the number of indi-
viduals with diabetes is increasing dramatically. For
example, there are over 200 million people who have
diabetes. Diabetes control requires monitoring of the glu-

cose level, and most glucose measuring systems available
commercially require drawing of blood. Depending on the
severity of the diabetes, a patient may have to draw blood
and measure glucose four to six times a day. This may be
extremely painful and inconvenient for many people. In
addition, for some groups, such as soldiers in the battle■eld,
it may be dangerous to have to measure periodically their
glucose level with ■nger pricks.

Thus, there is an unmet need for non-invasive glucose
monitoring (e.g., monitoring glucose without drawing
blood). The challenge has been that a non-invasive system
requires adequate sensitivity and selectivity, along with
repeatability of the results. Yet, this is a very large market,
with an estimated annual market of over $10B in 2011 for
self-monitoring of glucose levels.

One approach to non-invasive monitoring of blood con-
stituents or blood analytes is to use near-infrared spectros-
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4
copy, such as absorption spectroscopy or near-infrared dif-
fuse re■ection or transmission spectroscopy. Some attempts
have been made to use broadband light sources, such as
tungsten lamps, to perform the spectroscopy. However,
several challenges have arisen in these efforts. First, many
other constituents in the blood also have signatures in the
near-infrared, so spectroscopy and pattern matching, often
called spectral ■ngerprinting, is requiredto distinguish the
glucose with su■icient con■dence. Second, the non-invasive
procedures have often transmitted or re■ected light through
the skin, but skin has many spectral artifacts in the near-
infrared that may mask the glucose signatures. Moreover,
the skin may have signi■cantwater andblood content. These
di■iculties become particularly complicated whena weak
light source is used, such as a lamp. More light intensity can
help to increase the signal levels, and, hence, the signal-to-
noise ratio.

As described in this disclosure, by using brighter light

sources, such as ■ber-based supercontinuum lasers,super-
luminescent laser diodes, light-emitting diodes or a number
of laser diodes, the near-infrared signal level from blood
constituents may be increased. By shining light through the
teeth, which have fewer spectral artifacts than skin in the
near-infrared, the blood constituents may be measured with
less interfering artifacts. Also, by using pattern matching in
spectral ■ngerprinting and various software techniques, the
signatures from different constituents in the blood may be
identi■ed. Moreover, value-add servicesmay be provided by
wirelessly communicating the monitored data to a handheld
device such as a smart phone, and then wirelessly commu-
nicating the processeddata to the cloud for storing, process-
ing, and transmitting to several locations.

In various embodiments, a measurement system includes

a light source con■gured to generatean output optical beam
that includes one or more semiconductor sourcescon■gured
to generate an input beam, one or more optical ampli■ers
con■guredto receive at least a portion of the input beam and
to output an intermediate beam from at least one of the one
or more optical ampli■ers; andone or more optical ■bers
con■gured to receive at least a portion of the intermediate
beam and to communicate at least part of the portion of the
intermediate beam to a distal end of the one or more optical
■bersto form a ■rst optical beam. The lightsource may also
include a nonlinear element con■gured to receive at least a
portion of the ■rst optical beam andto broaden a spectrum
associatedwith the at least a portion of the ■rst optical beam
to at least 10 nm through a nonlinear effect in the nonlinear
element to form the output optical beamwith an output beam
broadened spectrum. The at least a portion of the output
beam broadened spectrum comprises a near-infrared wave-
length between approximately 700 nm and approximately
2500 nm, and at least a portion of the one or more ■bers is

a fused silica ■ber witha core diameter less than approxi-
mately 400 microns. The system may also include a mea-
surement apparatus con■gured to receive a received portion
of the output optical beam and to deliver to a sample an
analysis output beam, which is a delivered portion of the
output optical beam and wherein the delivered portion of the
output optical beam is a spatially coherent beam, and a
receiver con■gured to receive and process at least a portion
of the analysis output beam re■ectedor transmitted from the
sample having a bandwidth of at least 10 nanometers and to
generate an output signal. In addition, a personal device
comprising a wireless receiver, a wireless transmitter, a
display, a microphone, a speaker, one or more buttons or
knobs, a microprocessor and a touch screen may be con■g-
ured to receive and process at least a portion of the output
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blood). The challenge has been that a non-invasive system
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associatedwith the at least a portion of the ■rst optical beam
to at least 10 nm through a nonlinear effect in the nonlinear
element to form the output optical beamwith an output beam
broadened spectrum. The at least a portion of the output
beam broadened spectrum comprises a near-infrared wave-
length between approximately 700 nm and approximately
2500 nm, and at least a portion of the one or more ■bers is

a fused silica ■ber with a core diameter less than approxi-
mately 400 microns. The system may also include a mea-
surement apparatus con■gured to receive a received portion
of the output optical beam and to deliver to a sample an
analysis output beam, which is a delivered portion of the
output optical beam and wherein the delivered portion of the
output optical beam is a spatially coherent beam, and a
receiver con■gured to receive and process at least a portion
of the analysis output beam re■ectedor transmitted from the
sample having a bandwidth of at least 10 nanometers and to
generate an output signal. In addition, a personal device
comprising a wireless receiver, a wireless transmitter, a
display, a microphone, a speaker, one or more buttons or
knobs, a microprocessor and a touch screen may be con■g-
ured to receive and process at least a portion of the output
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signal, wherein the personal device is con■guredto store and
display the processed output signal, wherein at least a
portion of the processed output signal is con■gured to be
transmitted over a wireless transmission link.

In another embodiment, a measurement system includes a
light source comprising a plurality of semiconductor sources
that are light emitting diodes, the light emitting diodes
con■gured to generate an output optical beam with one or
more optical wavelengths, wherein at least a portion of the

one or more optical wavelengths is a near-infrared wave-
length between 700 nanometers and 2500 nanometers. The
light source is con■guredto increase signal-to-noise ratio by
increasing a light intensity from at least one of the plurality
of semiconductor sources and by increasing a pulse rate of
at least one of the plurality of semiconductor sources. An
apparatus comprising a plurality of lenses is con■gured to
receive a portion of the output optical beam and to deliver

an analysis output beam to a sample.Areceiver is con■gured
to receive and process at least a portion of the analysis
output beam re■ectedor transmitted from the sample and to
generate an output signal. The system includes a personal
device comprising a wireless receiver, a wireless transmitter,

a display, a microphone, a speaker, one or more buttons or
knobs, a microprocessor and a touch screen, the personal
device con■guredto receive and process at least a portion of
the output signal, wherein the personal device is con■gured
to store and display the processedoutput signal, and wherein
at least a portion of the processedoutput signal is con■gured
to be transmitted over a wireless transmission link, and a
remote device con■guredto receive over the wireless trans-
mission link a received output status comprising the at least

a portion of the processed output signal, to process the
received output statusto generateprocesseddata and to store
the processed data.

Other embodiments may include a measurement system
comprising a wearable measurement device for measuring

one or more physiological parameters, including a light

source comprising a plurality of semiconductor sourcesthat

are light emitting diodes, the light emitting diodes con■g-
ured to generate an output optical beam with one or more
optical wavelengths, wherein at least a portion of the one or
more optical wavelengths is a near-infrared wavelength
between 700 nanometers and 2500 nanometers. The light

source is con■gured to increase signal-to-noise ratio by
increasing a light intensity from at least one of the plurality
of semiconductor sources and by increasing a pulse rate of
at least one of the plurality of semiconductor sources. The
wearable measurement device comprises a plurality of
lenses con■gured to receive a portion of the output optical
beam and to deliver an analysis output beam to a sample.
The wearable measurement device further comprises a
receiver con■gured to receive and process at least a portion
of the analysis output beam re■ectedor transmitted from the
sample and to generate an output signal. The system also
includes a personal device comprising a wireless receiver, a
wireless transmitter, a display, a microphone, a speaker,one
or more buttons or knobs, a microprocessor and a touch

screen,the personal device con■guredto receive andprocess
at least a portion of the output signal, wherein the personal
device is con■gured to store and display the processed
output signal, and wherein at least a portion of the processed
output signal is con■gured to be transmitted over a wireless
transmission link. The system also includes remote device
con■gured to receive over the wireless transmission link a
received output statuscomprising the at least a portion of the
processedoutput signal, to processthe received output status
to generate processed data and to store the processed data,
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6
wherein the remote device is capable of storing a history of
at least a portion of the received output status over a
speci■ed period of time.

BRIEF DESCRIPTION OF THE DRAWINGS

For a more complete understanding of the present disclo-

sure, and for further features and advantagesthereof, refer-

ence is now made to the following description taken in
conjunction with the accompanying drawings, in which:

FIG. 1 shows the absorbance for two common plastics,
polyethylene and polystyrene.

FIG. 2 illustrates one example of the difference in near-
infrared spectrum between an authentic tablet and a coun-
terfeit tablet.

FIG. 3 shows the second derivative of the spectral com-
parison of Prozac and a similarly formulated generic.

FIG. 4 illustrates an example of the near infrared spectra
for different pure components of a studied drug.

FIG. 5 shows the mid-wave infrared and long-wave
infrared absorption spectra for various illicit drugs.

FIG. 6 shows the absorbance versus wavelength in the
near-infrared region for four classes of illegal drugs.

FIG. 7 illustrates the diffuse re■ectance near-infrared
spectrum of heroin samples.

FIG. 8 illustrates the diffuse re■ectance near-infrared
spectra of different seized illicit drugs containing heroin of
different concentrations, along with the spectrum for pure
heroin.

FIGS. 9A and 9B list possible band assignments for the
various spectral features in pure heroin.

FIG. 10 shows the diffuse re■ectance near-infraredspec-
tra of different compounds that may be frequently employed

as cutting agents.
FIG. 11 provides one example of a ■ow-chart in the

process analytical technology for the pharmaceutical indus-
try.

FIG. 12 illustrates the typical near-infrared spectra of a
variety of excipients.

FIG. 13 exempli■es the absorbance from the blending

process of a pharmaceutical compound.
FIG. 14 shows what might be an eventual ■ow-chart ofa

smart manufacturing process.
FIG. 15A illustrates the near-infrared re■ectance spec-

trum of wheat ■our.
FIG. 15B shows the near-infrared absorbance spectra

obtained in diffusion re■ectance mode fora series of whole
‘Hass’ avocado fruit.

FIG. 16A is a schematic diagram of the basic elements of

an imaging spectrometer.
FIG. 16B illustrates one example of a typical imaging

spectrometer used in hyper-spectral imaging systems.
FIG. 17 shows one example of the Fourier transform

infrared spectrometer.
FIG. 18 exempli■es a dual-beam experimental set-up that

may be used to subtract out (or at least minimize the adverse
effects of) light source ■uctuations.

FIG. 19 illustrates a block diagram or building blocks for
constructing high power laser diode assemblies.

FIG. 20 shows a platform architecture for different wave-
length ranges for an all-■ber-integrated, high powered,
super-continuum light source.

FIG. 21 illustrates one embodiment for a short-wave
infrared super-continuum light source.

FIG. 22 shows the output spectrum from the SWIR SC
laser of FIG. 21 when about a 10 m length of ■ber forSC
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signal, wherein the personal device is con■guredto store and
display the processed output signal, wherein at least a
portion of the processed output signal is con■gured to be
transmitted over a wireless transmission link.

In another embodiment, a measurement system includes a
light source comprising a plurality of semiconductor sources
that are light emitting diodes, the light emitting diodes
con■gured to generate an output optical beam with one or
more optical wavelengths, wherein at least a portion of the

one or more optical wavelengths is a near-infrared wave-
length between 700 nanometers and 2500 nanometers. The
light source is con■guredto increase signal-to-noise ratio by
increasing a light intensity from at least one of the plurality
of semiconductor sources and by increasing a pulse rate of
at least one of the plurality of semiconductor sources. An
apparatus comprising a plurality of lenses is con■gured to
receive a portion of the output optical beam and to deliver

an analysis output beam to a sample.Areceiver is con■gured
to receive and process at least a portion of the analysis
output beam re■ectedor transmitted from the sample and to
generate an output signal. The system includes a personal
device comprising a wireless receiver, a wireless transmitter,

a display, a microphone, a speaker, one or more buttons or
knobs, a microprocessor and a touch screen, the personal
device con■guredto receive and process at least a portion of
the output signal, wherein the personal device is con■gured
to store and display the processedoutput signal, and wherein
at least a portion of the processedoutput signal is con■gured
to be transmitted over a wireless transmission link, and a
remote device con■guredto receive over the wireless trans-
mission link a received output status comprising the at least

a portion of the processed output signal, to process the
received output statusto generateprocesseddata and to store
the processed data.

Other embodiments may include a measurement system
comprising a wearable measurement device for measuring

one or more physiological parameters, including a light

source comprising a plurality of semiconductor sourcesthat

are light emitting diodes, the light emitting diodes con■g-
ured to generate an output optical beam with one or more
optical wavelengths, wherein at least a portion of the one or
more optical wavelengths is a near-infrared wavelength
between 700 nanometers and 2500 nanometers. The light

source is con■gured to increase signal-to-noise ratio by
increasing a light intensity from at least one of the plurality
of semiconductor sources and by increasing a pulse rate of
at least one of the plurality of semiconductor sources. The
wearable measurement device comprises a plurality of
lenses con■gured to receive a portion of the output optical
beam and to deliver an analysis output beam to a sample.
The wearable measurement device further comprises a
receiver con■gured to receive and process at least a portion
of the analysis output beam re■ectedor transmitted from the
sample and to generate an output signal. The system also
includes a personal device comprising a wireless receiver, a
wireless transmitter, a display, a microphone, a speaker,one
or more buttons or knobs, a microprocessor and a touch

screen,the personal device con■guredto receive andprocess
at least a portion of the output signal, wherein the personal
device is con■gured to store and display the processed
output signal, and wherein at least a portion of the processed
output signal is con■gured to be transmitted over a wireless
transmission link. The system also includes remote device
con■gured to receive over the wireless transmission link a
received output statuscomprising the at least a portion of the
processedoutput signal, to processthe received output status
to generate processed data and to store the processed data,
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wherein the remote device is capable of storing a history of
at least a portion of the received output status over a
speci■edperiod of time.

BRIEF DESCRIPTION OF THE DRAWINGS

For a more complete understanding of the present disclo-

sure, and for further features and advantagesthereof, refer-

ence is now made to the following description taken in
conjunction with the accompanying drawings, in which:

FIG. 1 shows the absorbance for two common plastics,
polyethylene and polystyrene.

FIG. 2 illustrates one example of the difference in near-
infrared spectrum between an authentic tablet and a coun-
terfeit tablet.

FIG. 3 shows the second derivative of the spectral com-
parison of Prozac and a similarly formulated generic.

FIG. 4 illustrates an example of the near infrared spectra
for different pure components of a studied drug.

FIG. 5 shows the mid-wave infrared and long-wave
infrared absorption spectra for various illicit drugs.

FIG. 6 shows the absorbance versus wavelength in the
near-infrared region for four classes of illegal drugs.

FIG. 7 illustrates the diffuse re■ectance near-infrared
spectrum of heroin samples.

FIG. 8 illustrates the diffuse re■ectance near-infrared
spectra of different seized illicit drugs containing heroin of
different concentrations, along with the spectrum for pure
heroin.

FIGS. 9A and 9B list possible band assignments for the
various spectral features in pure heroin.

FIG. 10 shows the diffuse re■ectancenear-infrared spec-
tra of different compounds that may be frequently employed

as cutting agents.
FIG. 11 provides one example of a ■ow-chart in the

process analytical technology for the pharmaceutical indus-
try.

FIG. 12 illustrates the typical near-infrared spectra of a
variety of excipients.

FIG. 13 exempli■es the absorbance from the blending

process of a pharmaceutical compound.
FIG. 14 shows what might be an eventual ■ow-chart of a

smart manufacturing process.
FIG. 15A illustrates the near-infrared re■ectance spec-

trum of wheat ■our.
FIG. 15B shows the near-infrared absorbance spectra

obtained in diffusion re■ectancemode for a series of whole
‘Hass’ avocado fruit.

FIG. 16A is a schematic diagram of the basic elements of

an imaging spectrometer.
FIG. 16B illustrates one example of a typical imaging

spectrometer used in hyper-spectral imaging systems.
FIG. 17 shows one example of the Fourier transform

infrared spectrometer.
FIG. 18 exempli■es a dual-beam experimental set-up that

may be used to subtract out (or at least minimize the adverse
effects of) light source ■uctuations.

FIG. 19 illustrates a block diagram or building blocks for
constructing high power laser diode assemblies.

FIG. 20 shows a platform architecture for different wave-
length ranges for an all-■ber-integrated, high powered,
super-continuum light source.

FIG. 21 illustrates one embodiment for a short-wave
infrared super-continuum light source.

FIG. 22 shows the output spectrum from the SWIR SC
laser of FIG. 21 when about a 10 m length of ■ber for SC
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generation is used. This ■ber isa single-mode, non-disper-
sion shifted ■ber that is optimized for operationnear 1550

nm.
FIG. 23 illustrates high power SWIR-SC lasers that may

generate light between approximately 1.4-1.8 microns (top)

or approximately 2-2.5 microns (bottom).
FIG. 24 schematically shows a medical measurement

device as part of a personal or body area network that
communicates with another device (e.g., smart phone or
tablet) that communicates with the cloud. The cloud may in
turn communicate information with the user, healthcare
providers, or other designated recipients.

DETAILED DESCRIPTION

As required, detailed embodiments of the present disclo-

sure are described herein; however, it is to be understood
that the disclosed embodiments are merely exemplary of the
disclosure that may be embodied in various and alternative
forms. The ■guresarenot necessarily to scale; some features

may be exaggerated or minimized to show details of par-
ticular components. Therefore, speci■c structural and func-
tional details disclosed herein are not to be interpreted as
limiting, but merely as a representative basis for teaching

one skilled in the art to variously employ the present
disclosure.

One advantage of optical systemsis that they can perform
non-contact, stand-off or remote sensing distance spectros-
copy of various materials. As an example, optical systems
can be used for identi■cation of counterfeit drugs, detection
of illicit drugs, or process control in the pharmaceutical
industry, especially when the sensing is to be done at remote
or stand-off distances in a non-contact, rapid manner. In
general, the near-infrared region of the electromagnetic
spectrum covers between approximately 0.7 microns (700
nm) to about 2.5 microns (2500 nm). However, it may also
be advantageousto usejust the short-wave infrared (SWIR)
between approximately 1.4 microns (1400 nm) and about
2.5 microns (2500 nm). One reason for preferring the SWIR

over the entire NIR may be to operate in the so-called “eye
safe” window, which corresponds to wavelengths longer
than about 1400 nm. Therefore, for the remainder of the
disclosure the SWIR will be used for illustrative purposes.
However, it should be clear that the discussion that follows
could also apply to using the near infrared—NIR—wave-
length range, or other wavelength bands.

In particular, wavelengths in the eye safewindow may not
transmit down to the retina of the eye, and therefore, these
wavelengths may be less likely to create permanent eye
damage from inadvertent exposure. The near-infrared wave-
lengths have the potential to be dangerous, becausethe eye
cannot seethe wavelengths (as it can in the visible), yet they

can penetrate and cause damage to the eye. Even if a
practitioner is not looking directly at the laser beam, the
practitioner’s eyes may receive stray light from a re■ection

or scattering some surface. Hence, it can always be a good
practice to use eye protection when working around lasers.
Since wavelengths longer than about 1400 nm are substan-
tially not transmitted to the retina or substantially absorbed
in the retina, this wavelength range is known as the eye safe
window. For wavelengths longer than 1400 nm, in general
only the cornea of the eye may receive or absorb the light
radiation.

The SWIR wavelength range may be particularly valuable
for identifying materials based on their chemical composi-
tion becausethe wavelength range comprises overtones and
combination bands for numerous chemical bonds. For
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8
example, in the SWIR numerous hydro-carbon chemical
compounds have overtone and combinational bands, along
with oxygen-hydrogen and carbon-oxygen compounds.
Thus, gases,liquids and solids that comprise these chemical
compounds may exhibit spectral features in the SWIR
wavelength range. In aparticular embodiment, the spectraof
organic compounds may be dominated by the C—H stretch.
The C—H stretch fundamental occurs near 3.4 microns, the
■rst overtone is near 1.7 microns, and a combination band

occurs near 2.3 microns.
One embodiment of remote sensingthat is usedto identify

and classify various materials is so-called “hyper-spectral
imaging.” Hyper-spectral sensorsmay collect information as
a set of images, where each image represents a range of
wavelengths over a spectral band. Hyper-spectral imaging

may deal with imaging narrow spectral bands over an
approximately continuous spectral range. As an example, in
hyper-spectral imaging a lamp may be used as the light

source. However, the incoherent light from a lamp may
spatially diffract rapidly, thereby making it di■icult to per-
form spectroscopy at stand-off distances or remote dis-
tances. Therefore, it would be advantageous to have a
broadband light source covering the SWIR that may be used
in place of a lamp to identify or classify materials in remote
sensing or stand-off detection applications.

As used throughout this document, the term “couple” and

or “coupled” refers to any direct or indirect communication
between two or more elements, whether or not those ele-
ments are physically connected to one another. As used
throughout this disclosure, the term “spectroscopy” means
that a tissue or sample is inspected by comparing different
features, suchaswavelength (or frequency), spatial location,
transmission, absorption, re■ectivity, scattering, ■uores-

cence, refractive index, or opacity. In one embodiment,
“spectroscopy” may mean that the wavelength of the light

source is varied, and the transmission, absorption, ■uores-

cence, or re■ectivity of the tissueor sample is measured as
a function of wavelength. In another embodiment, “spec-
troscopy” may mean that the wavelength dependenceof the
transmission, absorption, ■uorescenceor re■ectivity iscom-
pared between different spatial locations on a tissue or
sample. As an illustration, the “spectroscopy” may be per-
formed by varying the wavelength of the light source, or by
using a broadband light source and analyzing the signal
using a spectrometer, wavemeter, or optical spectrum ana-
lyzer.

As used throughout this document, the term “■ber laser”
refers to a laser or oscillator that has as an output light or an
optical beam, wherein at least a part of the laser comprises

an optical ■ber. For instance, the ■ber in the “■ber laser”

may comprise one of or a combination of a single mode
■ber, a multi-mode ■ber, a mid-infrared ■ber, a photonic
crystal ■ber, a doped ■ber, a gain ■ber, or, more generally,

an approximately cylindrically shaped waveguide or light-
pipe. In one embodiment, the gain ■ber may be doped with

rare earth material, such as ytterbium, erbium, and/or thu-
lium. In another embodiment, the mid-infrared ■ber may
comprise one or a combination of ■uoride ■ber, ZBLAN
■ber, chalcogenide■ber, tellurite■ber,or germanium doped
■ber.In yet another embodiment, the single mode ■bermay
include standard single-mode ■ber, dispersion shifted■ber,

non-zero dispersion shifted ■ber, high-nonlinearity ■ber,
and small core size ■bers.

As used throughout this disclosure, the term “pump laser”
refers to a laser or oscillator that has as an output light or an
optical beam, wherein the output light or optical beam is
coupled to a gain medium to excite the gain medium, which
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generation is used. This ■ber is a single-mode, non-disper-
sion shifted ■ber that is optimized for operation near 1550

nm.
FIG. 23 illustrates high power SWIR-SC lasers that may

generate light between approximately 1.4-1.8 microns (top)

or approximately 2-2.5 microns (bottom).
FIG. 24 schematically shows a medical measurement

device as part of a personal or body area network that
communicates with another device (e.g., smart phone or
tablet) that communicates with the cloud. The cloud may in
turn communicate information with the user, healthcare
providers, or other designated recipients.

DETAILED DESCRIPTION

As required, detailed embodiments of the present disclo-

sure are described herein; however, it is to be understood
that the disclosed embodiments are merely exemplary of the
disclosure that may be embodied in various and alternative
forms. The ■guresarenot necessarily to scale; some features

may be exaggerated or minimized to show details of par-
ticular components. Therefore, speci■c structural and func-
tional details disclosed herein are not to be interpreted as
limiting, but merely as a representative basis for teaching

one skilled in the art to variously employ the present
disclosure.

One advantage of optical systemsis that they can perform
non-contact, stand-off or remote sensing distance spectros-
copy of various materials. As an example, optical systems
can be used for identi■cation of counterfeit drugs, detection
of illicit drugs, or process control in the pharmaceutical
industry, especially when the sensing is to be done at remote
or stand-off distances in a non-contact, rapid manner. In
general, the near-infrared region of the electromagnetic
spectrum covers between approximately 0.7 microns (700
nm) to about 2.5 microns (2500 nm). However, it may also
be advantageousto usejust the short-wave infrared (SWIR)
between approximately 1.4 microns (1400 nm) and about
2.5 microns (2500 nm). One reason for preferring the SWIR

over the entire NIR may be to operate in the so-called “eye
safe” window, which corresponds to wavelengths longer
than about 1400 nm. Therefore, for the remainder of the
disclosure the SWIR will be used for illustrative purposes.
However, it should be clear that the discussion that follows
could also apply to using the near infrared—NIR—wave-
length range, or other wavelength bands.

In particular, wavelengths in the eye safewindow may not
transmit down to the retina of the eye, and therefore, these
wavelengths may be less likely to create permanent eye
damage from inadvertent exposure. The near-infrared wave-
lengths have the potential to be dangerous, becausethe eye
cannot seethe wavelengths (as it can in the visible), yet they

can penetrate and cause damage to the eye. Even if a
practitioner is not looking directly at the laser beam, the
practitioner’s eyes may receive stray light from a re■ection

or scattering some surface. Hence, it can always be a good
practice to use eye protection when working around lasers.
Since wavelengths longer than about 1400 nm are substan-
tially not transmitted to the retina or substantially absorbed
in the retina, this wavelength range is known as the eye safe
window. For wavelengths longer than 1400 nm, in general
only the cornea of the eye may receive or absorb the light
radiation.

The SWIR wavelength range may be particularly valuable
for identifying materials based on their chemical composi-
tion becausethe wavelength range comprises overtones and
combination bands for numerous chemical bonds. For
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example, in the SWIR numerous hydro-carbon chemical
compounds have overtone and combinational bands, along
with oxygen-hydrogen and carbon-oxygen compounds.
Thus, gases,liquids and solids that comprise these chemical
compounds may exhibit spectral features in the SWIR
wavelength range. In aparticular embodiment, the spectraof
organic compounds may be dominated by the C—H stretch.
The C—H stretch fundamental occurs near 3.4 microns, the
■rst overtone is near 1.7 microns, and a combination band

occurs near 2.3 microns.
One embodiment of remote sensingthat is usedto identify

and classify various materials is so-called “hyper-spectral
imaging.” Hyper-spectral sensorsmay collect information as
a set of images, where each image represents a range of
wavelengths over a spectral band. Hyper-spectral imaging

may deal with imaging narrow spectral bands over an
approximately continuous spectral range. As an example, in
hyper-spectral imaging a lamp may be used as the light

source. However, the incoherent light from a lamp may
spatially diffract rapidly, thereby making it di■icult to per-
form spectroscopy at stand-off distances or remote dis-
tances. Therefore, it would be advantageous to have a
broadband light source covering the SWIR that may be used
in place of a lamp to identify or classify materials in remote
sensing or stand-off detection applications.

As used throughout this document, the term “couple” and

or “coupled” refers to any direct or indirect communication
between two or more elements, whether or not those ele-
ments are physically connected to one another. As used
throughout this disclosure, the term “spectroscopy” means
that a tissue or sample is inspected by comparing different
features, suchaswavelength (or frequency), spatial location,
transmission, absorption, re■ectivity, scattering, ■uores-

cence, refractive index, or opacity. In one embodiment,
“spectroscopy” may mean that the wavelength of the light

source is varied, and the transmission, absorption, ■uores-

cence, or re■ectivity of the tissue or sample is measured as
a function of wavelength. In another embodiment, “spec-
troscopy” may mean that the wavelength dependenceof the
transmission, absorption, ■uorescenceor re■ectivity is com-
pared between different spatial locations on a tissue or
sample. As an illustration, the “spectroscopy” may be per-
formed by varying the wavelength of the light source, or by
using a broadband light source and analyzing the signal
using a spectrometer, wavemeter, or optical spectrum ana-
lyzer.

As used throughout this document, the term “■ber laser”
refers to a laser or oscillator that has as an output light or an
optical beam, wherein at least a part of the laser comprises

an optical ■ber. For instance, the ■ber in the “■ber laser”

may comprise one of or a combination of a single mode
■ber, a multi-mode ■ber, a mid-infrared ■ber, a photonic
crystal ■ber, a doped ■ber, a gain ■ber, or, more generally,

an approximately cylindrically shaped waveguide or light-
pipe. In one embodiment, the gain ■ber may be doped with

rare earth material, such as ytterbium, erbium, and/or thu-
lium. In another embodiment, the mid-infrared ■ber may
comprise one or a combination of ■uoride ■ber, ZBLAN
■ber,chalcogenide ■ber,tellurite ■ber,or germanium doped
■ber.In yet another embodiment, the single mode ■bermay
include standard single-mode ■ber,dispersion shifted ■ber,

non-zero dispersion shifted ■ber, high-nonlinearity ■ber,
and small core size ■bers.

As used throughout this disclosure, the term “pump laser”
refers to a laser or oscillator that has as an output light or an
optical beam, wherein the output light or optical beam is
coupled to a gain medium to excite the gain medium, which
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in turn may amplify another input optical signal or beam. In

one particular example, the gain medium may be a doped
■ber, suchas a ■ber doped with ytterbium, erbium and/or
thulium. In one embodiment, the “pump laser” may be a
■ber laser,a solid state laser, a laser involving a nonlinear
crystal, an optical parametric oscillator, a semiconductor
laser, or a plurality of semiconductor lasers that may be
multiplexed together. In another embodiment, the “pump
laser” may be coupled to the gain medium by using a ■ber
coupler, a dichroic minor, a multiplexer, a wavelength
division multiplexer, a grating, or a fused ■ber coupler.

As used throughout this document, the term “super-
continuum” and or “supercontinuum” and or “SC” refers to
a broadband light beam or output that comprises a plurality
of wavelengths. In a particular example, the plurality of
wavelengths may be adjacent to one-another, so that the
spectrum of the light beam or output appearsasa continuous
band when measured with a spectrometer. In one embodi-
ment, the broadband light beam may have a bandwidth of at
least 10 nm. In another embodiment, the “super-continuum”

may be generatedthrough nonlinear optical interactions in a
medium, such as an optical ■ber or nonlinear crystal. For
example, the “super-continuum” may be generated through

one or a combination of nonlinear activities such as four-

wave mixing, parametric ampli■cation, theRaman effect,
modulational instability, and self-phase modulation.

As used throughout this disclosure, the terms “optical
light” and or “optical beam” and or “light beam” refer to
photons or light transmitted to a particular location in space.
The “optical light” and or “optical beam” and or “light
beam” may be modulated or unmodulated, which also

means that they may or may not contain information. In one
embodiment, the “optical light” and or “optical beam” and

or “light beam” may originate from a ■ber, a ■ber laser,a
laser, a light emitting diode, a lamp, a pump laser, or a light

source.
As used throughout this disclosure, the term “remote

sensing” may include the measuring of properties of an
object from a distance, without physically sampling the
object, for example by detection of the interactions of the
object with an electromagnetic ■eld. In one embodiment, the
electromagnetic ■eld may be in the optical wavelength

range, including the infrared or SWIR. One particular form
of remote sensing may be stand-off detection, which may
range exemplary from non-contact up to hundreds of meters

away.

Identi■cation of CounterfeitDrugs

Pharmaceutical counterfeiting is a growing and signi■-
cant issue for the healthcare community as well as the
pharmaceutical industry worldwide. As a result of counter-
feiting, usersmay be threatenedby substandarddrug quality

or harmful ingredients, and legitimate companies may lose
signi■cant revenues.The de■nition for “counterfeit drug” by
the World Health Organization was as follows: “A counter-
feit medicine is one which is deliberately and fraudulently
mislabeled with respect to identity and/or source. Counter-
feiting can apply to both branded and generic products and
counterfeit products may include products with the correct
ingredients or with the wrong ingredients, without active
ingredients, with insu■icient active ingredientor with fake
packaging.” Later this de■nition was slightly modi■ed,
“Counterfeiting in relation to medicinal products means the
deliberate and fraudulent mislabeling with respect to the
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identity, composition and/or source of a ■nished medicinal
product, or ingredient for the preparation of a medicinal
product.”

A rapid screening technique such as near-infrared or
SWIR spectroscopy could aid in the search for and identi-
■cation of counterfeit drugs.In particular, using a non-lamp
based light source could lead to contact-free control and
analysis of drugs. In a particular embodiment, remote sens-
ing, stand-off detection, or hyper-spectral imaging may be
used for process control or counterfeit drug identi■cation in

a factory or manufacturing setting, or in a retail, wholesale,

or warehouse setting. In one embodiment, the light source
for remote sensing may direct the light beam toward the
region of interest (e.g., conveyor belt, stocking shelves,
boxes or cartons, etc), and the diffuse re■ected light may
then be measuredusing a detection system. Various kinds of
SWIR light sourceswill be discussedlater in this disclosure.
The detection system may comprise, in one embodiment, a
spectrometer followed by one or more detectors. In another
embodiment, the detection system may be a dispersive
element (examples include prisms, gratings, or other wave-
length separators) followed by one or more detectors or
detector arrays. In yet another embodiment, the detection
systemmay comprise a Fourier transform infrared spectrom-
eter. These are merely speci■c examples of the detection
system,but combinations of theseor other detection systems
may also be used and are contemplated within the scope of
this disclosure.

For monitoring drugs, the SWIR light source and the
detection system could be used in transmission, re■ection,
■uorescence, or diffuse re■ection. Also, different system
con■gurations may also be used and are included in the

scope of this disclosure. For example, the light source and
detection system may be placed in a ■xed location, and for
re■ection the lightsource and detectors may be close to one
another, while for transmission the light sourceand detectors

may be at different locations. The region of interest may be
surveyed, and the light beam may also be scannedto cover
an area larger than the light source beam. In yet another
embodiment, the system could be placed on a vehicle such

as an automobile or a truck, or the light source could be
placed on one vehicle, while the detection system is on
another vehicle. If the light source and detection system are
compact and lightweight, they might even be carried by a
person in the ■eld, either in their handsor in a backpack.

Another advantage of using the near-infrared or SWIR is
that most drug packaging materials are at least partially
transparent in this wavelength range, so that drug compo-
sitions may be detectedand identi■ed through the packaging
non-destructively. As an example, SWIR light could be used
to seethrough plastics, since the signature for plastics can be
subtracted off and there are large wavelength windows
where the plastics are transparent. FIG. 1 illustrates the
absorbance 100 for two common plastics: polyethylene 101
and polystyrene 102. Because of the hydro-carbon bonds,
there are absorption features near 1.7 microns and 2.2-25
microns. In general, the absorption bands in the near infrared

are due to overtones and combination bands for various
functional group vibrations, including signals from C—H,
0—H, CzO, N—H, —COOH, and aromatic C—H groups.
It may be di■icult to assign an absorption band to a speci■c
functional group due to overlapping of several combinations
and overtones. However, with advancements in computa-
tional power and chemometrics or multivariate analysis
methods, complex systems may be better analyzed. In one
embodiment, using software analysis tools the absorption
spectrum may be converted to its second derivative equiva-
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in turn may amplify another input optical signal or beam. In

one particular example, the gain medium may be a doped
■ber, such as a ■ber doped with ytterbium, erbium and/or
thulium. In one embodiment, the “pump laser” may be a
■ber laser, a solid state laser, a laser involving a nonlinear
crystal, an optical parametric oscillator, a semiconductor
laser, or a plurality of semiconductor lasers that may be
multiplexed together. In another embodiment, the “pump
laser” may be coupled to the gain medium by using a ■ber
coupler, a dichroic minor, a multiplexer, a wavelength
division multiplexer, a grating, or a fused ■ber coupler.

As used throughout this document, the term “super-
continuum” and or “supercontinuum” and or “SC” refers to
a broadband light beam or output that comprises a plurality
of wavelengths. In a particular example, the plurality of
wavelengths may be adjacent to one-another, so that the
spectrum of the light beam or output appearsasa continuous
band when measured with a spectrometer. In one embodi-
ment, the broadband light beam may have a bandwidth of at
least 10 nm. In another embodiment, the “super-continuum”

may be generatedthrough nonlinear optical interactions in a
medium, such as an optical ■ber or nonlinear crystal. For
example, the “super-continuum” may be generated through

one or a combination of nonlinear activities such as four-

wave mixing, parametric ampli■cation, the Raman effect,
modulational instability, and self-phase modulation.

As used throughout this disclosure, the terms “optical
light” and or “optical beam” and or “light beam” refer to
photons or light transmitted to a particular location in space.
The “optical light” and or “optical beam” and or “light
beam” may be modulated or unmodulated, which also

means that they may or may not contain information. In one
embodiment, the “optical light” and or “optical beam” and

or “light beam” may originate from a ■ber, a ■ber laser, a
laser, a light emitting diode, a lamp, a pump laser, or a light

source.
As used throughout this disclosure, the term “remote

sensing” may include the measuring of properties of an
object from a distance, without physically sampling the
object, for example by detection of the interactions of the
object with an electromagnetic ■eld. In one embodiment, the
electromagnetic ■eld may be in the optical wavelength

range, including the infrared or SWIR. One particular form
of remote sensing may be stand-off detection, which may
range exemplary from non-contact up to hundreds of meters

away.

Identi■cation of Counterfeit Drugs

Pharmaceutical counterfeiting is a growing and signi■-
cant issue for the healthcare community as well as the
pharmaceutical industry worldwide. As a result of counter-
feiting, usersmay be threatenedby substandarddrug quality

or harmful ingredients, and legitimate companies may lose
signi■cant revenues.The de■nition for “counterfeit drug” by
the World Health Organization was as follows: “A counter-
feit medicine is one which is deliberately and fraudulently
mislabeled with respect to identity and/or source. Counter-
feiting can apply to both branded and generic products and
counterfeit products may include products with the correct
ingredients or with the wrong ingredients, without active
ingredients, with insu■icient active ingredient or with fake
packaging.” Later this de■nition was slightly modi■ed,
“Counterfeiting in relation to medicinal products means the
deliberate and fraudulent mislabeling with respect to the
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identity, composition and/or source of a ■nished medicinal
product, or ingredient for the preparation of a medicinal
product.”

A rapid screening technique such as near-infrared or
SWIR spectroscopy could aid in the search for and identi-
■cation of counterfeit drugs. In particular, using a non-lamp
based light source could lead to contact-free control and
analysis of drugs. In a particular embodiment, remote sens-
ing, stand-off detection, or hyper-spectral imaging may be
used for process control or counterfeit drug identi■cation in

a factory or manufacturing setting, or in a retail, wholesale,

or warehouse setting. In one embodiment, the light source
for remote sensing may direct the light beam toward the
region of interest (e.g., conveyor belt, stocking shelves,
boxes or cartons, etc), and the diffuse re■ected light may
then be measuredusing a detection system. Various kinds of
SWIR light sourceswill be discussedlater in this disclosure.
The detection system may comprise, in one embodiment, a
spectrometer followed by one or more detectors. In another
embodiment, the detection system may be a dispersive
element (examples include prisms, gratings, or other wave-
length separators) followed by one or more detectors or
detector arrays. In yet another embodiment, the detection
systemmay comprise a Fourier transform infrared spectrom-
eter. These are merely speci■c examples of the detection
system,but combinations of theseor other detection systems
may also be used and are contemplated within the scope of
this disclosure.

For monitoring drugs, the SWIR light source and the
detection system could be used in transmission, re■ection,
■uorescence, or diffuse re■ection. Also, different system
con■gurations may also be used and are included in the

scope of this disclosure. For example, the light source and
detection system may be placed in a ■xed location, and for
re■ection the light source and detectors may be close to one
another, while for transmission the light sourceand detectors

may be at different locations. The region of interest may be
surveyed, and the light beam may also be scannedto cover
an area larger than the light source beam. In yet another
embodiment, the system could be placed on a vehicle such

as an automobile or a truck, or the light source could be
placed on one vehicle, while the detection system is on
another vehicle. If the light source and detection system are
compact and lightweight, they might even be carried by a
person in the ■eld, either in their hands or in a backpack.

Another advantage of using the near-infrared or SWIR is
that most drug packaging materials are at least partially
transparent in this wavelength range, so that drug compo-
sitions may be detectedand identi■ed through the packaging
non-destructively. As an example, SWIR light could be used
to seethrough plastics, since the signature for plastics can be
subtracted off and there are large wavelength windows
where the plastics are transparent. FIG. 1 illustrates the
absorbance 100 for two common plastics: polyethylene 101
and polystyrene 102. Because of the hydro-carbon bonds,
there are absorption features near 1.7 microns and 2.2-25
microns. In general, the absorption bands in the near infrared

are due to overtones and combination bands for various
functional group vibrations, including signals from C—H,
0—H, CzO, N—H, —COOH, and aromatic C—H groups.
It may be di■icult to assign an absorption band to a speci■c
functional group due to overlapping of several combinations
and overtones. However, with advancements in computa-
tional power and chemometrics or multivariate analysis
methods, complex systems may be better analyzed. In one
embodiment, using software analysis tools the absorption
spectrum may be converted to its second derivative equiva-
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lent. The spectral differences may permit a fast, accurate,
non-destructive and reliable identi■cation of materials.
Although particular derivatives are discussed, other math-
ematical manipulations may be used in the analysis, and
theseother techniques are also intended to be covered by this
disclosure.

Spectroscopy in the near-infrared or SWIR may be sen-
sitive to both the chemical and physical nature of the sample
composition and may be performed rapidly with minimal
sample preparation. For example, near-infrared or SWIR
spectroscopy may be used to study the homogeneity of
powder samples,particle size determinations, product com-
position, the determination of the concentrations and distri-
bution of components in solid tablets and content uniformity,

among other applications. In yet other embodiments, appli-
cations include tablet identi■cation, determination of mois-
ture, residual solvents, active ingredient potency, the study
of blending operations, and the detection of capsule tam-
pering.

FIG. 2 illustrates one example of the difference in near-
infrared spectrum 200 between an authentic tablet and a
counterfeit tablet. Two grades of ■lm coated tabletscom-
prising drugs were investigated: curve 201 is the genuine
drug, while 202 is a counterfeit drug. These two grades of
capsules have noticeably different contents, and the differ-

ences are apparent in the near-infrared or SWIR spectra. In

some casesthe differences may not be as distinct. For these

cases, more signal processing may be necessary to distin-
guish between samples.

In another embodiment, it may be advantageousto take a
■rst, secondor higher order derivative to elucidate the
difference between real and counterfeit drugs. For example,
FIG. 3 shows the second derivative 300 of the spectral
comparison of Prozac 301 and a similarly formulated
generic 302, which had a ■uoxetine hydrochloride (10 mg).
Although the re■ectance curves from the two samples are
close and, therefore, difficult to distinguish, the second
derivative of the data helps to bring out the differences more
clearly. Although a secondderivative is used in this example,

any number of signal processing algorithms and methods

may be used, and these are also intended to be covered by
this disclosure. For example, partial least squarealgorithms,
multivariate data analysis, principal component analysis, or
chemometric software may be implemented without depart-
ing from the scope of this disclosure.

In yet another embodiment, near-infrared or SWIR spec-
troscopy may be used to measure and calibrate various
pharmaceutical formulations based on the active pharma-
ceutical ingredients and excipients. An excipient may be a
pharmacologically inactive substance used as a carrier for
the active ingredients of a medication. In some cases, the
active substance may not be easily administered and/or
absorbed by the human body; in such cases the active
ingredient may be dissolved into or mixed with an excipient.
Also, excipients are also sometimes used to bulk up formu-
lations that contain very potent active ingredients, to allow
for convenient and accurate dosage. In addition to their use
in the single-dosage quantity, excipients can be used in the
manufacturing process to aid in the handling of the active
substance concerned.

FIG. 4 shows an example of the near-infrared spectra 400
for different pure components of a studied drug. The spec-
trum for the active pharmaceutical ingredient (API) 401 is
plotted, along with the spectra for ■ve different excipients
402, 403, 404, 405 and 406. Each spectrum has been
baseline shifted to avoid overlapping. The near-infrared
spectra have been obtained by averaging the spectra of each
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pixel of an area of a hyper-spectral image. As FIG. 4 shows,
each of the chemical compositions have a distinct spectrum,
and the composition of a drug may be decomposed into its
constitutive ingredients. These are just some examples of
how near-infrared or SWIR spectroscopy may be applied to
counterfeit drug detection, but other methods and analysis
techniques may also be used without departing from the

scope of this disclosure. As one other example, once the
active pharmaceutical ingredient and the excipients spectral
distribution of a drug formulation are understood, feedback

may be provided of this information to the drug develop-
ment stages.

Rapid Screening for Illicit Drugs

Thus, FIGS. 2-4 show that near-infrared or SWIR spec-
troscopy may be used to identify counterfeit drugs. More
generally, various materials including illicit drugs, explo-
sives, fertilizers, vegetation, and paints have features in the
near-infrared and SWIR that can be used to identify the
various samples, and these applications are also intended to
be within the scope of this disclosure. Although stronger
features may be found in the mid-infrared, the near-infrared

may be easier to measure due to higher quality detection
systems, more mature ■ber optics and light sources, and
transmission through atmospheric transmission windows.
Becauseof these distinct spectral signatures, thesematerials
could also be detected using active remote sensing, hyper-
spectral imaging, or near-infrared or SWIR spectroscopy.As
just another example, illicit drugs may be detectable using
remote sensing, hyper-spectral imaging, or near-infrared
spectroscopy. FIG. 5 shows the mid-wave infrared and
long-wave infrared absorption spectra 500 for various illicit
drugs. The absorbance for cocaine 501, methamphetamine
502, MDMA (ecstasy) 503, and heroin 504 are plotted

versus wavelength from approximately 25-20 microns.
Although the fundamental resonances for these drugs may
lie in the longer wavelength regions, there are corresponding
overtones and combination bands in the SWIR and near-
infrared wavelength range. Therefore, the active remote
sensing, hyper-spectral imaging, or near-infrared or SWIR
spectroscopy techniques described herein may also be appli-
cable to detecting illicit drugs from aircraft, vehicles, or
hand held devices.

The diffuse re■ectance techniquemay be useful with
near-infrared or SWIR spectroscopy for rapid identi■cation
of illegal drugs due to simple handling and simple use of a
searchdata library created using near-infrared diffuse re■ec-
tance. For instance, FIG. 6 illustrates the absorbance 600

versus wavelength in the near-infrared region for four
classesof illegal drugs. In particular, the spectra are shown
for methamphetamine (MA) 601, amphetamine (AP) 602,
MDMA (street name: ecstasy) 603, and MDA (street name:
the love drug) 604. Each of the illegal drugs have unique
spectral features in the near-infrared and SWIR. Also, com-
paring the mid-infrared spectrum for MDMA (503 in FIG. 5)
with the near-infrared spectrum for MDMA (603 in FIG. 6),
it seemsclear that the near-infrared region shows overtones
and combination bands that should be discernible. Referring
to FIG. 6, sample identi■cation may be accomplished by
using the region (indicated by the arrows) where the spectral
absorptions may provide speci■c peaks dependingon the
drug component.

In another embodiment, FIG. 7 shows the diffuse re■ec-
tance near-infrared spectrum 700 of heroin samples.Heroin,
the 3,6-diacetyl derivative of morphine (hence diacetyl-
morphine) is an opiate drug synthesized from morphine,
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lent. The spectral differences may permit a fast, accurate,
non-destructive and reliable identi■cation of materials.
Although particular derivatives are discussed, other math-
ematical manipulations may be used in the analysis, and
theseother techniques are also intended to be covered by this
disclosure.

Spectroscopy in the near-infrared or SWIR may be sen-
sitive to both the chemical and physical nature of the sample
composition and may be performed rapidly with minimal
sample preparation. For example, near-infrared or SWIR
spectroscopy may be used to study the homogeneity of
powder samples,particle size determinations, product com-
position, the determination of the concentrations and distri-
bution of components in solid tablets and content uniformity,

among other applications. In yet other embodiments, appli-
cations include tablet identi■cation, determination of mois-
ture, residual solvents, active ingredient potency, the study
of blending operations, and the detection of capsule tam-
pering.

FIG. 2 illustrates one example of the difference in near-
infrared spectrum 200 between an authentic tablet and a
counterfeit tablet. Two grades of ■lm coated tablets com-
prising drugs were investigated: curve 201 is the genuine
drug, while 202 is a counterfeit drug. These two grades of
capsules have noticeably different contents, and the differ-

ences are apparent in the near-infrared or SWIR spectra. In

some casesthe differences may not be as distinct. For these

cases, more signal processing may be necessary to distin-
guish between samples.

In another embodiment, it may be advantageousto take a
■rst, second or higher order derivative to elucidate the
difference between real and counterfeit drugs. For example,
FIG. 3 shows the second derivative 300 of the spectral
comparison of Prozac 301 and a similarly formulated
generic 302, which had a ■uoxetine hydrochloride (10 mg).
Although the re■ectance curves from the two samples are
close and, therefore, difficult to distinguish, the second
derivative of the data helps to bring out the differences more
clearly. Although a secondderivative is used in this example,

any number of signal processing algorithms and methods

may be used, and these are also intended to be covered by
this disclosure. For example, partial least squarealgorithms,
multivariate data analysis, principal component analysis, or
chemometric software may be implemented without depart-
ing from the scope of this disclosure.

In yet another embodiment, near-infrared or SWIR spec-
troscopy may be used to measure and calibrate various
pharmaceutical formulations based on the active pharma-
ceutical ingredients and excipients. An excipient may be a
pharmacologically inactive substance used as a carrier for
the active ingredients of a medication. In some cases, the
active substance may not be easily administered and/or
absorbed by the human body; in such cases the active
ingredient may be dissolved into or mixed with an excipient.
Also, excipients are also sometimes used to bulk up formu-
lations that contain very potent active ingredients, to allow
for convenient and accurate dosage. In addition to their use
in the single-dosage quantity, excipients can be used in the
manufacturing process to aid in the handling of the active
substance concerned.

FIG. 4 shows an example of the near-infrared spectra 400
for different pure components of a studied drug. The spec-
trum for the active pharmaceutical ingredient (API) 401 is
plotted, along with the spectra for ■ve different excipients
402, 403, 404, 405 and 406. Each spectrum has been
baseline shifted to avoid overlapping. The near-infrared
spectra have been obtained by averaging the spectra of each
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pixel of an area of a hyper-spectral image. As FIG. 4 shows,
each of the chemical compositions have a distinct spectrum,
and the composition of a drug may be decomposed into its
constitutive ingredients. These are just some examples of
how near-infrared or SWIR spectroscopy may be applied to
counterfeit drug detection, but other methods and analysis
techniques may also be used without departing from the

scope of this disclosure. As one other example, once the
active pharmaceutical ingredient and the excipients spectral
distribution of a drug formulation are understood, feedback

may be provided of this information to the drug develop-
ment stages.

Rapid Screening for Illicit Drugs

Thus, FIGS. 2-4 show that near-infrared or SWIR spec-
troscopy may be used to identify counterfeit drugs. More
generally, various materials including illicit drugs, explo-
sives, fertilizers, vegetation, and paints have features in the
near-infrared and SWIR that can be used to identify the
various samples, and these applications are also intended to
be within the scope of this disclosure. Although stronger
features may be found in the mid-infrared, the near-infrared

may be easier to measure due to higher quality detection
systems, more mature ■ber optics and light sources, and
transmission through atmospheric transmission windows.
Becauseof these distinct spectral signatures, thesematerials
could also be detected using active remote sensing, hyper-
spectral imaging, or near-infrared or SWIR spectroscopy.As
just another example, illicit drugs may be detectable using
remote sensing, hyper-spectral imaging, or near-infrared
spectroscopy. FIG. 5 shows the mid-wave infrared and
long-wave infrared absorption spectra 500 for various illicit
drugs. The absorbance for cocaine 501, methamphetamine
502, MDMA (ecstasy) 503, and heroin 504 are plotted

versus wavelength from approximately 25-20 microns.
Although the fundamental resonances for these drugs may
lie in the longer wavelength regions, there are corresponding
overtones and combination bands in the SWIR and near-
infrared wavelength range. Therefore, the active remote
sensing, hyper-spectral imaging, or near-infrared or SWIR
spectroscopy techniques described herein may also be appli-
cable to detecting illicit drugs from aircraft, vehicles, or
hand held devices.

The diffuse re■ectance technique may be useful with
near-infrared or SWIR spectroscopy for rapid identi■cation
of illegal drugs due to simple handling and simple use of a
searchdata library created using near-infrared diffuse re■ec-
tance. For instance, FIG. 6 illustrates the absorbance 600

versus wavelength in the near-infrared region for four
classesof illegal drugs. In particular, the spectra are shown
for methamphetamine (MA) 601, amphetamine (AP) 602,
MDMA (street name: ecstasy) 603, and MDA (street name:
the love drug) 604. Each of the illegal drugs have unique
spectral features in the near-infrared and SWIR. Also, com-
paring the mid-infrared spectrum for MDMA (503 in FIG. 5)
with the near-infrared spectrum for MDMA (603 in FIG. 6),
it seemsclear that the near-infrared region shows overtones
and combination bands that should be discernible. Referring
to FIG. 6, sample identi■cation may be accomplished by
using the region (indicated by the arrows) where the spectral
absorptions may provide speci■c peaks depending on the
drug component.

In another embodiment, FIG. 7 shows the diffuse re■ec-
tance near-infrared spectrum 700 of heroin samples.Heroin,
the 3,6-diacetyl derivative of morphine (hence diacetyl-
morphine) is an opiate drug synthesized from morphine,
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which is usually a naturally occurring substance extracted
from the seedpod of certain varieties of poppy plants. In
particular, 701 is the near-infrared spectrum for an illicit
street drug sample, while 702 is the spectra for a pure heroin
standard. The difference between the spectra may arise at
least in part from cutting agents. The inset 703 shows the
molecular structure for heroin. As in the other examples, the
absorption in the near-infrared range is causedby overtone
and combination vibrations of 0—H, C—H, N—H and
C:O groups, which exhibit their fundamental molecular
stretching and bending absorption in the mid-infrared range
(cf, the mid-infrared spectrum for heroin is shown 504 in
FIG. 5). These overtone and combination bands do not
behave in a simple way, making the near-infrared spectra
complex and harder to directly interpret. Also, although the
near-infrared signatures may be weaker in magnitude, they

are probably easier to detect in the near-infrared, and the
sample preparation may also be much simpler in the near-
infrared. Moreover, for remote sensing, the near-infrared

may be preferable because of atmospheric transmission
windows between approximately 1.4-1.8 microns and 2-25
microns.

Pure heroin may be a white powder with a bitter taste that
is rarely sold on the streets, while illicit heroin may be a
powder varying in color from white to dark brown due to
impurities left from the manufacturing process or the pres-
ence of additives. The purity of street heroin may also vary
widely, as the drug can be mixed with other white powders.
The impurity of the drug may often make it di■icult to gauge
the strength of the dosage,which runs the risk of overdose.
One nice feature of near-infrared or SWIR spectroscopy is
that the technique may be used in a non-destructive, non-
contact manner to determine rapidly the concentration of
compounds present in complex samplesat percentage levels
with very little sample preparation. In a particular embodi-
ment, FIG. 8 illustrates the diffuse re■ectance near-infrared
spectra 800 of different seized illicit drugs containing heroin
(between 10.7 and 21.8%) compared with the spectrum of

pure heroin 801. Curve 802 is for 21.8% by weight, curve
803 is 13.2% by weight, curve 804 is 17% by weight, and

curve 805 is 10.7% by weight of heroin. The spectra have
been shifted along the vertical axis to better illustrate the
differences.

Although quite complex in the near-infrared, it may be
possible to identify from the pure heroin near-infrared
spectrum (801 in FIG. 8 or 702 in FIG. 7) the main
wavelengths related to the most common functional groups
in heroin. For example, FIG. 9 lists possible band assign-
ments 900 for the various spectral features in pure heroin. As

can be seenfrom FIG. 9, the absorption in the near-infrared

may be mainly due to overtone and combination bands
associated with O—H, C—H, N—H and C:O groups.

As can be appreciated from FIG. 8, there may be signi■-
cant dilferences between the spectrum of pure heroin and
sample spectra. These differences may be due to the pres-
ence of different compounds used as cutting agents, which

can affect the shape and intensity of the near-infrared
signals. FIG. 10 illustrates the diffuse re■ectance near-
infrared spectra 1000 of different compounds that may be
frequently employed ascutting agents. In the bottom of FIG.
10 are shown the spectra 1008 for pure heroin and the
spectra 1007 for a seized illicit street drug sample compris-
ing 21.8% of heroin. The spectra for various cutting agents
include: 1001 for ■our, 1002 for talcum powder, 1003 for
chalk, 1004 for acetylsalicylic acid, 1005 for caffeine, and
1006 for paracetamol. Thus, near-infrared or SWIR spec-
troscopy may be used to work back to the composition of an
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unknown drug. Although particular examples of counterfeit
and illicit drugs have been described, the near-infrared or
SWIR spectroscopy (including diffuse re■ectance, re■ec-
tance, ■uorescenceor transmission) may also be applied to
the identi■cation of other drugs and substances without
departing from the scope of this disclosure. This spectros-
copy may be used non-destructively and non-contact over
stand-off distances or in remote sensing distances, whether
from an airborne, vehicle, hand-held, or stationary platform.

ProcessAnalytical Technology (PAT)

One de■nition ofprocessanalytical technology, PAT, is “a
system for designing, analyzing and controlling manufac-
turing through timely evaluations (i.e., during processing) of
signi■cant quality and performance attributes ofraw and
in-process materials and processes,with the goal of ensuring
■nal product quality.” Near-infraredor SWIR spectroscopy
may have applications in the PAT of the pharmaceutical
industry by providing, for example, quantitative analysis of
multiple components in a sample and in pack quanti■cation
of drugs in formulation, as well as quality of a drug and
quality control of complex excipients used in formulation.
The PAT process may bene■t from near-infraredor SWIR
spectroscopy for some steps, such as: raw material identi-
■cation, active pharmaceutical ingredient applications, dry-
ing, granulation, blend uniformity and content uniformity.
Some of the strengths of near-infrared or SWIR spectros-
copy include: radiation has good penetration properties, and,
thus, minimal sample preparation may be required; mea-
surement results may be obtained rapidly, and simultaneous
measurements may be obtained for several parameters;
non-destructive methods with little or no chemical waste;
and organic chemicals that comprise most pharmaceutical
products have unique spectra in the near-infrared and SWIR

ranges, for example.
FIG. 11 shows one example of a ■ow-chart 1100 in the

PAT for the pharmaceutical industry. While the center shows
the steps of the manufacturing process 1101, the top and
bottom sides show where near-infrared spectroscopy could
be applicable for lab use 1102 (top) or in processmonitoring
control 1103 (bottom). Indeed, near-infrared or SWIR spec-
troscopy has the potential to bene■t almostevery step in the
manufacturing process. Just to provide a few examples of
using near-infrared or SWIR spectroscopy in the PAT pro-
cess, the raw material testing and blending process will be
examined brie■y.

At the commencement of manufacture of a drug product,
it may be required to identify the correct material and grade
of the pharmaceutical excipients to be used in the formula-
tion. FIG. 12 illustrates the typical near-infrared spectra
1200 for a variety of excipients. Included in the graph 1200

are spectra for: magnesium stearate 1201, sorbitol 1202,
mannitol 1203, talc 1204, lactose 1205, starch 1206, malto-
dextrin 1207, andmicrocrystalline cellulose 1208.A suitable
spectral databasemay be used to rapidly identify and qualify
excipients. One nice aspect of the spectroscopy is that the
near-infrared and SWIR are sensitive to both the physical
and chemical characteristics of the samples.

One of the next stepsin the manufacture of a dosageform
is the blending together of the active component with the
excipients to produce a homogeneous blend. In one embodi-
ment, the near-infrared or SWIR spectroscopy apparatus
may comprise a ■ber-optic probe, whichmay, for example,
interface with the blending vessel. For such a ■ber-optic
probe, near infrared or SWIR spectra may be collected in
real-time from a blending process. FIG. 13 exempli■es the
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which is usually a naturally occurring substance extracted
from the seedpod of certain varieties of poppy plants. In
particular, 701 is the near-infrared spectrum for an illicit
street drug sample, while 702 is the spectra for a pure heroin
standard. The difference between the spectra may arise at
least in part from cutting agents. The inset 703 shows the
molecular structure for heroin. As in the other examples, the
absorption in the near-infrared range is causedby overtone
and combination vibrations of 0—H, C—H, N—H and
C:O groups, which exhibit their fundamental molecular
stretching and bending absorption in the mid-infrared range
(cf, the mid-infrared spectrum for heroin is shown 504 in
FIG. 5). These overtone and combination bands do not
behave in a simple way, making the near-infrared spectra
complex and harder to directly interpret. Also, although the
near-infrared signatures may be weaker in magnitude, they

are probably easier to detect in the near-infrared, and the
sample preparation may also be much simpler in the near-
infrared. Moreover, for remote sensing, the near-infrared

may be preferable because of atmospheric transmission
windows between approximately 1.4-1.8 microns and 2-25
microns.

Pure heroin may be a white powder with a bitter taste that
is rarely sold on the streets, while illicit heroin may be a
powder varying in color from white to dark brown due to
impurities left from the manufacturing process or the pres-
ence of additives. The purity of street heroin may also vary
widely, as the drug can be mixed with other white powders.
The impurity of the drug may often make it di■icult to gauge
the strength of the dosage,which runs the risk of overdose.
One nice feature of near-infrared or SWIR spectroscopy is
that the technique may be used in a non-destructive, non-
contact manner to determine rapidly the concentration of
compounds present in complex samplesat percentage levels
with very little sample preparation. In a particular embodi-
ment, FIG. 8 illustrates the diffuse re■ectancenear-infrared
spectra 800 of different seized illicit drugs containing heroin
(between 10.7 and 21.8%) compared with the spectrum of

pure heroin 801. Curve 802 is for 21.8% by weight, curve
803 is 13.2% by weight, curve 804 is 17% by weight, and

curve 805 is 10.7% by weight of heroin. The spectra have
been shifted along the vertical axis to better illustrate the
differences.

Although quite complex in the near-infrared, it may be
possible to identify from the pure heroin near-infrared
spectrum (801 in FIG. 8 or 702 in FIG. 7) the main
wavelengths related to the most common functional groups
in heroin. For example, FIG. 9 lists possible band assign-
ments 900 for the various spectral features in pure heroin. As

can be seenfrom FIG. 9, the absorption in the near-infrared

may be mainly due to overtone and combination bands
associated with O—H, C—H, N—H and C:O groups.

As can be appreciated from FIG. 8, there may be signi■-
cant dilferences between the spectrum of pure heroin and
sample spectra. These differences may be due to the pres-
ence of different compounds used as cutting agents, which

can affect the shape and intensity of the near-infrared
signals. FIG. 10 illustrates the diffuse re■ectance near-
infrared spectra 1000 of different compounds that may be
frequently employed ascutting agents. In the bottom of FIG.
10 are shown the spectra 1008 for pure heroin and the
spectra 1007 for a seized illicit street drug sample compris-
ing 21.8% of heroin. The spectra for various cutting agents
include: 1001 for ■our, 1002 for talcum powder, 1003 for
chalk, 1004 for acetylsalicylic acid, 1005 for caffeine, and
1006 for paracetamol. Thus, near-infrared or SWIR spec-
troscopy may be used to work back to the composition of an
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unknown drug. Although particular examples of counterfeit
and illicit drugs have been described, the near-infrared or
SWIR spectroscopy (including diffuse re■ectance, re■ec-
tance, ■uorescenceor transmission) may also be applied to
the identi■cation of other drugs and substances without
departing from the scope of this disclosure. This spectros-
copy may be used non-destructively and non-contact over
stand-off distances or in remote sensing distances, whether
from an airborne, vehicle, hand-held, or stationary platform.

ProcessAnalytical Technology (PAT)

One de■nition of processanalytical technology, PAT, is “a
system for designing, analyzing and controlling manufac-
turing through timely evaluations (i.e., during processing) of
signi■cant quality and performance attributes of raw and
in-process materials and processes,with the goal of ensuring
■nal product quality.” Near-infrared or SWIR spectroscopy
may have applications in the PAT of the pharmaceutical
industry by providing, for example, quantitative analysis of
multiple components in a sample and in pack quanti■cation
of drugs in formulation, as well as quality of a drug and
quality control of complex excipients used in formulation.
The PAT process may bene■t from near-infrared or SWIR
spectroscopy for some steps, such as: raw material identi-
■cation, active pharmaceutical ingredient applications, dry-
ing, granulation, blend uniformity and content uniformity.
Some of the strengths of near-infrared or SWIR spectros-
copy include: radiation has good penetration properties, and,
thus, minimal sample preparation may be required; mea-
surement results may be obtained rapidly, and simultaneous
measurements may be obtained for several parameters;
non-destructive methods with little or no chemical waste;
and organic chemicals that comprise most pharmaceutical
products have unique spectra in the near-infrared and SWIR

ranges, for example.
FIG. 11 shows one example of a ■ow-chart 1100 in the

PAT for the pharmaceutical industry. While the center shows
the steps of the manufacturing process 1101, the top and
bottom sides show where near-infrared spectroscopy could
be applicable for lab use 1102 (top) or in processmonitoring
control 1103 (bottom). Indeed, near-infrared or SWIR spec-
troscopy has the potential to bene■t almost every step in the
manufacturing process. Just to provide a few examples of
using near-infrared or SWIR spectroscopy in the PAT pro-
cess, the raw material testing and blending process will be
examined brie■y.

At the commencement of manufacture of a drug product,
it may be required to identify the correct material and grade
of the pharmaceutical excipients to be used in the formula-
tion. FIG. 12 illustrates the typical near-infrared spectra
1200 for a variety of excipients. Included in the graph 1200

are spectra for: magnesium stearate 1201, sorbitol 1202,
mannitol 1203, talc 1204, lactose 1205, starch 1206, malto-
dextrin 1207, andmicrocrystalline cellulose 1208.A suitable
spectral databasemay be used to rapidly identify and qualify
excipients. One nice aspect of the spectroscopy is that the
near-infrared and SWIR are sensitive to both the physical
and chemical characteristics of the samples.

One of the next stepsin the manufacture of a dosageform
is the blending together of the active component with the
excipients to produce a homogeneous blend. In one embodi-
ment, the near-infrared or SWIR spectroscopy apparatus
may comprise a ■ber-optic probe, which may, for example,
interface with the blending vessel. For such a ■ber-optic
probe, near infrared or SWIR spectra may be collected in
real-time from a blending process. FIG. 13 exempli■es the
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absorbance 1300 from the blending process. Although the
initial spectra 1301 shows differences from the eventual
spectra, as the process continues the blend converges to the
■nal spectra 1302 and continues to overlap that spectra.
Similar converging or overlapping spectramay also be used
to check the product uniformity at the end of the process.
The near-infrared spectramay be acquired in real-time; and,
using appropriate data pre-processing and chemometric
analysis, blend homogeneity plots may be derived, such as
1300.

One goal of the manufacturing process and PAT may be
the concept of a “smart” manufacturing process, which may
be a system or manufacturing operation responding to
analytical data generated in real-time. Such a system may
also have an in-built “arti■cial intelligence” as decisions

may be made whether to continue a manufacturing opera-
tion. For example, with respect to the raw materials, inte-
gration of the quality measurement into smart manufacturing

processes could be used to improve manufacturing opera-
tions by ensuring that the correct materials of the appropriate
quality are used in the manufacture. Similarly, a smart
blender would be under software control and would respond
to the real-time spectral data collected.

FIG. 14 illustrates what might be an eventual ■ow-chart
1400 of a smart manufacturing process. The manufacturing

process 1401 may have as input the process feed 1402 and
result in a process output 1403. A process controller 1404

may at least partially control the manufacturing process
1401, and the controller 1404 may receive inputs from the
closed loop control (processparameters) 1405 aswell as the
on-line monitoring of process parameters 1406. The feed-
back loops in the process could re■ne the manufacturing

process 1401 and improve the quality of the process output
1403. These are particular embodiments of the use of
near-infrared or SWIR spectroscopy in the PAT of the
pharmaceutical industry, but other variations, combinations,
and methods may also be used and are intended to be
covered by this disclosure.

The discussion thus far has centered on use of near-
infrared or SWIR spectroscopy in applications such as
identi■cation of counterfeit drugs, detection of illicit drugs,
and pharmaceutical process control. Although drugs and
pharmaceuticals are one example, many other ■elds and
applications may also bene■t from theuse of near infrared

or SWIR spectroscopy, and these may also be implemented
without departing from the scope of this disclosure. As just
another example, near-infrared or SWIR spectroscopy may
also be used as an analytic tool for food quality and safety
control. Applications in food safety and quality assessment
include contaminant detection, defect identi■cation, con-
stituent analysis, and quality evaluation. The techniques
described in this disclosure are particularly valuable when
non-destructive testing is desired at stand-off or remote
distances.

In one example, near-infrared or SWIR spectroscopy may
be used in cereal breeding. The breeding purposes may
require knowledge on both composition and functional
properties of grain, while the functionality of wheat grain is

an issue for wheat breeders. Most of the wheat functionality
parameters depend on the protein-proteinase complex of
wheat grain, as well as the condition of the carbohydrate
complex. FIG. 15A illustrates the near-infrared re■ectance
spectrum 1500 of wheat ■our. Since these samplesare
complex in composition, several organic bonds involving
hydrogen vibrate to produce overlapped spectral bands.
Thus, the resulting spectrum 1500 appears like a wavy line
without clearly de■ned features. Analytical methods based
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on this type of spectroscopy may have the potential to
improve the quality of ■nal cereal products by testing the
products through the entire production process in the pro-
cessing industry.

In yet another embodiment, near-infrared or SWIR spec-
troscopy may be used for the assessment of fruit and
vegetable quality. Most commercial quality classi■cation
systems for fruit and vegetables are based on external
features of the product, suchas shape,color, size, weight and
blemishes. However, the external appearanceof most fruit is
generally not an accurate guide to the internal eating quality
of the fruit. As an example, for avocado fruit the external
color is not a maturity characteristic, and its smell is too
weak and appears later in its maturity stage.Analysis of the
near-infrared or SWIR absorption spectra may provide
qualitative and quantitative determination of many constitu-
ents and properties of horticulture produce, including oil,
water, protein, pH, acidity, ■rmness, and soluble solids
content or total soluble solids of fresh fruits. FIG. 15B shows
the near-infrared absorbance spectra 1550 obtained in dif-
fusion re■ectance mode fora seriesof whole ‘Hass’ avocado
fruit. Four oil absorption bands are near 2200-2400 nm (CH2
stretch bend and combinations), with weaker absorption
around 750 nm, 1200 nm, and 900-930 nm ranges. On the
other hand, near 1300-1750 nm range may be useful for
determining the protein and oil content. The 900-920 nm
absorbance band may be useful for sugar determination.
Although described in the context of grains, fruits, and
vegetables, the near-infrared or SWIR spectroscopy may
also be valuable for other food quality control and assess-
ment, such as measuring the properties of meats. These and
other applications also fall within the scope of this disclo-

sure.

Detection Systems

The near-infrared or SWIR spectroscopy system, remote
sensing system or hyper-spectral imaging system may be on
an airborne platform, mounted on a vehicle, a stationary
transmission or re■ection set-up, or even held by a human
for a compact system. For such a system, there are funda-
mentally two hardware parts: the transmitter or light source
and the detection system. Between the two, perhaps in a
transmission or re■ection setting,may be the sample being
tested or measured. Moreover, the output from the detection
system may go to a computational system, comprising
computers or other processing equipment. The output from
the computational system may be displayed graphically as
well as with numerical tables and perhaps an identi■cation
of the material composition. These arejust some of the parts
of the systems, but other elements may be added or be
eliminated, and these modi■ed con■gurations are also
intended to be covered by this disclosure.

By use of an active illuminator, a number of advantages

may be achieved. First, stand-off or remote distancesmay be
achieved if a non-lamp system is used—i.e., if the beam
does not rapidly diffract. Also, higher signal-to-noise ratios

may be achieved. For example, one way to improve the
signal-to-noise ratio would be to usemodulation and lock-in
techniques. In one embodiment, the light source may be
modulated, and then the detection system would be syn-
chronized with the light source. In a particular embodiment,
the techniques from lock-in detection may be used, where

narrow band ■ltering around the modulation frequencymay
be used to reject noise outside the modulation frequency. In
another embodiment, change detection schemes may be
used,where the detection system capturesthe signal with the
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absorbance 1300 from the blending process. Although the
initial spectra 1301 shows differences from the eventual
spectra, as the process continues the blend converges to the
■nal spectra 1302 and continues to overlap that spectra.
Similar converging or overlapping spectramay also be used
to check the product uniformity at the end of the process.
The near-infrared spectramay be acquired in real-time; and,
using appropriate data pre-processing and chemometric
analysis, blend homogeneity plots may be derived, such as
1300.

One goal of the manufacturing process and PAT may be
the concept of a “smart” manufacturing process, which may
be a system or manufacturing operation responding to
analytical data generated in real-time. Such a system may
also have an in-built “arti■cial intelligence” as decisions

may be made whether to continue a manufacturing opera-
tion. For example, with respect to the raw materials, inte-
gration of the quality measurement into smart manufacturing

processes could be used to improve manufacturing opera-
tions by ensuring that the correct materials of the appropriate
quality are used in the manufacture. Similarly, a smart
blender would be under software control and would respond
to the real-time spectral data collected.

FIG. 14 illustrates what might be an eventual ■ow-chart
1400 of a smart manufacturing process. The manufacturing

process 1401 may have as input the process feed 1402 and
result in a process output 1403. A process controller 1404

may at least partially control the manufacturing process
1401, and the controller 1404 may receive inputs from the
closed loop control (processparameters) 1405 aswell as the
on-line monitoring of process parameters 1406. The feed-
back loops in the process could re■ne the manufacturing

process 1401 and improve the quality of the process output
1403. These are particular embodiments of the use of
near-infrared or SWIR spectroscopy in the PAT of the
pharmaceutical industry, but other variations, combinations,
and methods may also be used and are intended to be
covered by this disclosure.

The discussion thus far has centered on use of near-
infrared or SWIR spectroscopy in applications such as
identi■cation of counterfeit drugs, detection of illicit drugs,
and pharmaceutical process control. Although drugs and
pharmaceuticals are one example, many other ■elds and
applications may also bene■t from the use of near infrared

or SWIR spectroscopy, and these may also be implemented
without departing from the scope of this disclosure. As just
another example, near-infrared or SWIR spectroscopy may
also be used as an analytic tool for food quality and safety
control. Applications in food safety and quality assessment
include contaminant detection, defect identi■cation, con-
stituent analysis, and quality evaluation. The techniques
described in this disclosure are particularly valuable when
non-destructive testing is desired at stand-off or remote
distances.

In one example, near-infrared or SWIR spectroscopy may
be used in cereal breeding. The breeding purposes may
require knowledge on both composition and functional
properties of grain, while the functionality of wheat grain is

an issue for wheat breeders. Most of the wheat functionality
parameters depend on the protein-proteinase complex of
wheat grain, as well as the condition of the carbohydrate
complex. FIG. 15A illustrates the near-infrared re■ectance
spectrum 1500 of wheat ■our. Since these samples are
complex in composition, several organic bonds involving
hydrogen vibrate to produce overlapped spectral bands.
Thus, the resulting spectrum 1500 appears like a wavy line
without clearly de■ned features. Analytical methods based
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on this type of spectroscopy may have the potential to
improve the quality of ■nal cereal products by testing the
products through the entire production process in the pro-
cessing industry.

In yet another embodiment, near-infrared or SWIR spec-
troscopy may be used for the assessment of fruit and
vegetable quality. Most commercial quality classi■cation
systems for fruit and vegetables are based on external
features of the product, suchas shape,color, size, weight and
blemishes. However, the external appearanceof most fruit is
generally not an accurate guide to the internal eating quality
of the fruit. As an example, for avocado fruit the external
color is not a maturity characteristic, and its smell is too
weak and appears later in its maturity stage.Analysis of the
near-infrared or SWIR absorption spectra may provide
qualitative and quantitative determination of many constitu-
ents and properties of horticulture produce, including oil,
water, protein, pH, acidity, ■rmness, and soluble solids
content or total soluble solids of fresh fruits. FIG. 15B shows
the near-infrared absorbance spectra 1550 obtained in dif-
fusion re■ectancemode for a seriesof whole ‘Hass’ avocado
fruit. Four oil absorption bands are near 2200-2400 nm (CH2
stretch bend and combinations), with weaker absorption
around 750 nm, 1200 nm, and 900-930 nm ranges. On the
other hand, near 1300-1750 nm range may be useful for
determining the protein and oil content. The 900-920 nm
absorbance band may be useful for sugar determination.
Although described in the context of grains, fruits, and
vegetables, the near-infrared or SWIR spectroscopy may
also be valuable for other food quality control and assess-
ment, such as measuring the properties of meats. These and
other applications also fall within the scope of this disclo-

sure.

Detection Systems

The near-infrared or SWIR spectroscopy system, remote
sensing system or hyper-spectral imaging system may be on
an airborne platform, mounted on a vehicle, a stationary
transmission or re■ection set-up, or even held by a human
for a compact system. For such a system, there are funda-
mentally two hardware parts: the transmitter or light source
and the detection system. Between the two, perhaps in a
transmission or re■ection setting, may be the sample being
tested or measured. Moreover, the output from the detection
system may go to a computational system, comprising
computers or other processing equipment. The output from
the computational system may be displayed graphically as
well as with numerical tables and perhaps an identi■cation
of the material composition. These arejust some of the parts
of the systems, but other elements may be added or be
eliminated, and these modi■ed con■gurations are also
intended to be covered by this disclosure.

By use of an active illuminator, a number of advantages

may be achieved. First, stand-off or remote distancesmay be
achieved if a non-lamp system is used—i.e., if the beam
does not rapidly diffract. Also, higher signal-to-noise ratios

may be achieved. For example, one way to improve the
signal-to-noise ratio would be to usemodulation and lock-in
techniques. In one embodiment, the light source may be
modulated, and then the detection system would be syn-
chronized with the light source. In a particular embodiment,
the techniques from lock-in detection may be used, where

narrow band ■ltering around the modulation frequency may
be used to reject noise outside the modulation frequency. In
another embodiment, change detection schemes may be
used,where the detection system capturesthe signal with the
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light source on and with the light source off. Again, for this
system the light source may be modulated. Then, the signal
with and without the light source is differenced. Change
detection may help to identify objects that change in the ■eld
of view. In the following some exemplary detection systems
are described.

In one embodiment, a SWIR camera or infrared camera
system may be used to capture the images. The camera may
include one or more lenses on the input, which may be
adjustable. The focal plane assemblies may be made from

mercury cadmium telluride material (HngTe), and the
detectors may also include thermo-electric coolers. Alter-
nately, the image sensorsmay be made from indium gallium
arsenide (InGaAs), and CMOS transistors may be connected
to each pixel of the InGaAs photodiode array. The camera
may interface wirelessly or with a cable (e.g., USB, Ethernet
cable, or ■ber optics cable)to a computer or tablet or smart
phone, where the images may be captured and processed.
These are a few examples of infrared cameras, but other
SWIR or infrared camerasmay be used and are intended to
be covered by this disclosure.

In another embodiment, an imaging spectrometer may be
used to detect the light received from the sample. For
example, FIG. 16A shows a schematic diagram 1600 of the
basic elements of an imaging spectrometer. The input light
1601 from the sample may ■rst be directed bya scanning
minor and/or other optics 1602. An optical dispersing ele-
ment 1603, such as a grating or prism, in the spectrometer
may split the light into many narrow, adjacent wavelength
bands, which may then be passed through imaging optics
1604 onto one or more detectors or detector arrays 1605.
Some sensorsmay use multiple detector arrays to measure
hundreds of narrow wavelength bands.

An example of a typical imaging spectrometer 1650 used
in hyper-spectral imaging systemsis illustrated in FIG. 16B.
In this particular embodiment, the input light may be
directed ■rst bya tunable minor 1651.Afront lens 1652 may
be placed before the entrance slit 1653 and the collector lens
1654. In this embodiment, the dispersing element is a
holographic grating with a prism 1655, which separatesthe
different wavelength bands. Then, a camera lens 1656 may
be used to image the wavelengths onto a detector or camera
1657.

FIG. 16 provide particular examples, but some of the
elements may not be used, or other elements may be added,
and these are also intended to be covered by this disclosure.
For instance, a scanning spectrometer may be used before
the detector, where a grating or dispersive element is
scanned to vary the wavelength being measured by the
detector. In yet another embodiment, ■lters may be used
before one or more detectors to select the wavelengths or
wavelength bands to be measured. This may be particularly
useful if only a few bands or wavelengths are to be mea-
sured. The ■lters may be dielectric ■lters, Fabry-Perot
■lters, absorptionor re■ection ■lters, ■ber gratings,or any
other wavelength selective ■lter. In one embodiment, a
wavelength division multiplexer, WDM, may be used fol-
lowed by one or more detectors or detector arrays. One
example of a planar wavelength division multiplexer may be

a waveguide grating router or an arrayed waveguide grating.
The WDM may be ■ber coupled, and detectorsmay be
placed directly at the output or the detectors may be coupled
through ■bersto the WDM. Some of these components may
also be combined with the con■gurations inFIG. 16.

While the above detection systems could be categorized

as single path detection systems, it may be advantageous in

some cases to use multi-path detection systems. In one
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embodiment, a detection system from a Fourier transform
infrared spectrometer, FTIR, may be used. The received
light may be incident on a particular con■guration of mir-

rors, called a Michelson interferometer, that allows some
wavelengths to pass through but blocks others due to wave
interference. The beam may be modi■ed for eachnew data
point by moving one of the minors, which changesthe setof
wavelengths that pass through. This collected data is called

an interferogram. The interferogram is then processed, typi-
cally on a computing system, using an algorithm called the
Fourier transform. One advantageousfeature of FTIR is that
it may simultaneously collect spectral data in a wide spectral

range.
FIG. 17 illustrates one example of the FTIR spectrometer

1700. Light from the near-infrared or SWIR light source
1701 may be collimated and directed to a beam splitter 1702.
In one embodiment, the beam splitter 1702 may be a 50:50
beam splitter. One portion of the beam 1703 may be
re■ected towarda stationary mirror 1704, while the other
portion of the beam 1705 may be transmitted towards a
moving mirror 1706. Light may be re■ected from thetwo
minors 1704, 1706 back to the beam splitter 1702, and then

a portion of the recombined beam 1707 may be directed
toward the sample 1708. The recombined beam 1707 may be
focused onto the sample 1708, in one embodiment. On
leaving the sample 1708, the light may be refocused or at
least collected at a detector 1709. A background interfero-

gram may be obtained by using the set-up 1700 without a
sample in the chamber 1708. When a sample is inserted into
1708, the background interferogram may be modulated by
the presence of absorption bands in the sample. The FTIR
spectrometer may have several advantages compared to a
scanning (dispersive) spectrometer. Since all the wave-
lengths may be collected simultaneously, the FTIR may
result in a higher signal-to-noise ratio for a given scan time

or a shorter scan time for a given resolution. Moreover,
unlike a spectrometer where a slit may limit the amount of
the beam detected, the FTIR may accommodate the entire
diameter of the beam coming from the light source 1701.
The con■guration 1700 is one example of an FTIR, but other
con■gurations may also be used, and theseare also intended
to be covered by this disclosure.

In yet another example of multi-beam detection systems,
a dual-beam set-up 1800 such as in FIG. 18 may be used to
subtract out (or at leastminimize the adverseeffects of) light

source ■uctuations. In one embodiment, the output from an
SC source 1801 may be collimated using a CaF2 lens 1802
and then focused into the entrance slit of the monochromator
1803. At the exit slit, light at the selected wavelength is
collimated again and may be passed through a polarizer
1804 before being incident on a calcium ■uoride beam
splitter 1805. After passing through the beam splitter 1805,
the light is split into a sample 1806 and reference 1807 arm
to enable ratiometric detection that may cancel out effects of
intensity ■uctuations in theSC source 1801. The light in the
sample arm 1806 passesthrough the sample of interest and
is then focused onto a HngTe detector 1808 connected to
a pre-amp. A chopper 1802 and lock-in ampli■er 1810 setup
enable low noise detection of the sample arm signal. The
light in the reference arm 1807 passes through an empty
container (cuvette, gas cell etc.) of the samekind as used in
the sample arm. A substantially identical detector 1809,

pre-amp and lock-in ampli■er 1810 is used for detection of
the reference arm signal. The signal may then be analyzed
using a computer system 1811. This is one particular
example of a method to remove ■uctuations from the light

source, but other components may be added and other
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light source on and with the light source off. Again, for this
system the light source may be modulated. Then, the signal
with and without the light source is differenced. Change
detection may help to identify objects that change in the ■eld
of view. In the following some exemplary detection systems
are described.

In one embodiment, a SWIR camera or infrared camera
system may be used to capture the images. The camera may
include one or more lenses on the input, which may be
adjustable. The focal plane assemblies may be made from

mercury cadmium telluride material (HngTe), and the
detectors may also include thermo-electric coolers. Alter-
nately, the image sensorsmay be made from indium gallium
arsenide (InGaAs), and CMOS transistors may be connected
to each pixel of the InGaAs photodiode array. The camera
may interface wirelessly or with a cable (e.g., USB, Ethernet
cable, or ■ber optics cable) to a computer or tablet or smart
phone, where the images may be captured and processed.
These are a few examples of infrared cameras, but other
SWIR or infrared camerasmay be used and are intended to
be covered by this disclosure.

In another embodiment, an imaging spectrometer may be
used to detect the light received from the sample. For
example, FIG. 16A shows a schematic diagram 1600 of the
basic elements of an imaging spectrometer. The input light
1601 from the sample may ■rst be directed by a scanning
minor and/or other optics 1602. An optical dispersing ele-
ment 1603, such as a grating or prism, in the spectrometer
may split the light into many narrow, adjacent wavelength
bands, which may then be passed through imaging optics
1604 onto one or more detectors or detector arrays 1605.
Some sensorsmay use multiple detector arrays to measure
hundreds of narrow wavelength bands.

An example of a typical imaging spectrometer 1650 used
in hyper-spectral imaging systemsis illustrated in FIG. 16B.
In this particular embodiment, the input light may be
directed ■rstby a tunable minor 1651.Afront lens 1652 may
be placed before the entrance slit 1653 and the collector lens
1654. In this embodiment, the dispersing element is a
holographic grating with a prism 1655, which separatesthe
different wavelength bands. Then, a camera lens 1656 may
be used to image the wavelengths onto a detector or camera
1657.

FIG. 16 provide particular examples, but some of the
elements may not be used, or other elements may be added,
and these are also intended to be covered by this disclosure.
For instance, a scanning spectrometer may be used before
the detector, where a grating or dispersive element is
scanned to vary the wavelength being measured by the
detector. In yet another embodiment, ■lters may be used
before one or more detectors to select the wavelengths or
wavelength bands to be measured. This may be particularly
useful if only a few bands or wavelengths are to be mea-
sured. The ■lters may be dielectric ■lters, Fabry-Perot
■lters, absorption or re■ection ■lters, ■ber gratings, or any
other wavelength selective ■lter. In one embodiment, a
wavelength division multiplexer, WDM, may be used fol-
lowed by one or more detectors or detector arrays. One
example of a planar wavelength division multiplexer may be

a waveguide grating router or an arrayed waveguide grating.
The WDM may be ■ber coupled, and detectors may be
placed directly at the output or the detectors may be coupled
through ■bersto the WDM. Some of these components may
also be combined with the con■gurations in FIG. 16.

While the above detection systems could be categorized

as single path detection systems, it may be advantageous in

some cases to use multi-path detection systems. In one
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embodiment, a detection system from a Fourier transform
infrared spectrometer, FTIR, may be used. The received
light may be incident on a particular con■guration of mir-

rors, called a Michelson interferometer, that allows some
wavelengths to pass through but blocks others due to wave
interference. The beam may be modi■ed for each new data
point by moving one of the minors, which changesthe setof
wavelengths that pass through. This collected data is called

an interferogram. The interferogram is then processed, typi-
cally on a computing system, using an algorithm called the
Fourier transform. One advantageousfeature of FTIR is that
it may simultaneously collect spectral data in a wide spectral

range.
FIG. 17 illustrates one example of the FTIR spectrometer

1700. Light from the near-infrared or SWIR light source
1701 may be collimated and directed to a beam splitter 1702.
In one embodiment, the beam splitter 1702 may be a 50:50
beam splitter. One portion of the beam 1703 may be
re■ected toward a stationary mirror 1704, while the other
portion of the beam 1705 may be transmitted towards a
moving mirror 1706. Light may be re■ected from the two
minors 1704, 1706 back to the beam splitter 1702, and then

a portion of the recombined beam 1707 may be directed
toward the sample 1708. The recombined beam 1707 may be
focused onto the sample 1708, in one embodiment. On
leaving the sample 1708, the light may be refocused or at
least collected at a detector 1709. A background interfero-

gram may be obtained by using the set-up 1700 without a
sample in the chamber 1708. When a sample is inserted into
1708, the background interferogram may be modulated by
the presence of absorption bands in the sample. The FTIR
spectrometer may have several advantages compared to a
scanning (dispersive) spectrometer. Since all the wave-
lengths may be collected simultaneously, the FTIR may
result in a higher signal-to-noise ratio for a given scan time

or a shorter scan time for a given resolution. Moreover,
unlike a spectrometer where a slit may limit the amount of
the beam detected, the FTIR may accommodate the entire
diameter of the beam coming from the light source 1701.
The con■guration 1700 is one example of an FTIR, but other
con■gurations may also be used, and theseare also intended
to be covered by this disclosure.

In yet another example of multi-beam detection systems,
a dual-beam set-up 1800 such as in FIG. 18 may be used to
subtract out (or at leastminimize the adverseeffects of) light

source ■uctuations. In one embodiment, the output from an
SC source 1801 may be collimated using a CaF2 lens 1802
and then focused into the entrance slit of the monochromator
1803. At the exit slit, light at the selected wavelength is
collimated again and may be passed through a polarizer
1804 before being incident on a calcium ■uoride beam
splitter 1805. After passing through the beam splitter 1805,
the light is split into a sample 1806 and reference 1807 arm
to enable ratiometric detection that may cancel out effects of
intensity ■uctuations in the SC source 1801. The light in the
sample arm 1806 passesthrough the sample of interest and
is then focused onto a HngTe detector 1808 connected to
a pre-amp. A chopper 1802 and lock-in ampli■er 1810 setup
enable low noise detection of the sample arm signal. The
light in the reference arm 1807 passes through an empty
container (cuvette, gas cell etc.) of the samekind as used in
the sample arm. A substantially identical detector 1809,

pre-amp and lock-in ampli■er 1810 is used for detection of
the reference arm signal. The signal may then be analyzed
using a computer system 1811. This is one particular
example of a method to remove ■uctuations from the light

source, but other components may be added and other
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con■gurations may be used, and these are also intended to
be covered by this disclosure.

Although particular examples of detection systems have
been described, combinations of these systems or other
systems may also be used, and these are also within the

scope of this disclosure. As one example, environmental
■uctuations (suchas turbulence or winds) may lead to
■uctuations in the beam for activeremote sensing or hyper-
spectral imaging. A con■guration suchas FIG. 18 may be
able to remove the effect of environmental ■uctuations. Yet
another technique may be to “wobble” the light beam after
the light source using a vibrating mirror. The motion may
lead to the beam moving enough to wash out spatial ■uc-
tuations within the beam waist at the sample or detection
system. If the vibrating mirror is scanned faster than the
integration time of the detectors, then the spatial ■uctuations
in the beam may be integrated out. Alternately, some sort of
synchronous detection system may be used, where the
detection is synchronized to the vibrating frequency.

Light Sources for SWIR and Near Infrared

There are a number of light sources that may be used in
the near infrared. To be more speci■c, the discussion below
will consider light sources operating in the short wave
infrared (SWIR), which may cover the wavelength range of
approximately 1400 nm to 2500 nm. Other wavelength

rangesmay also be used for the applications described in this
disclosure, so the discussion below is merely provided for
exemplary types of light sources. The SWIR wavelength

range may be valuable for a number of reasons. The SWIR
corresponds to a transmission window through water and the
atmosphere. Also, the so-called “eye-safe” wavelengths are
wavelengths longer than approximately 1400 nm as previ-
ously described.

Different light sources may be selected for the SWIR
based on the needs of the application. Some of the features
for selecting a particular light source include power or
intensity, wavelength range or bandwidth, spatial or tempo-
ral coherence, spatial beam quality for focusing or trans-
mission over long distance, and pulse width or pulse rep-
etition rate. Depending on the application, lamps, light
emitting diodes (LEDs), laser diodes (LD’s), tunable LD’s,
super-luminescent laser diodes (SLDs), ■ber lasersor super-
continuum sources (SC) may be advantageously used.Also,
different ■bersmay be used for transporting the light, such

as fused silica ■bers, plastic■bers, mid-infrared ■bers (e.g.,
tellurite, chalcogenides, ■uorides, ZBLAN, etc), or a hybrid
of these ■bers.

Lamps may be used if low power or intensity of light is
required in the SWIR, and if an incoherent beam is suitable.
In one embodiment, in the SWIR an incandescent lamp that

can be used is based on tungsten and halogen, which have

an emission wavelength between approximately 500 nm to
2500 nm. For low intensity applications, it may also be
possible to use thermal sources, where the SWIR radiation
is based on the black body radiation from the hot object.
Although the thermal and lamp based sourcesare broadband
and have low intensity ■uctuations, itmay be di■icult to
achieve a high signal-to-noise ratio due to the low power
levels. Also, the lamp based sources tend to be energy
ine■icient.

In another embodiment, LED’s can be used that have a
higher power level in the SWIR wavelength range. LED’s
also produce an incoherent beam, but the power level can be
higher than a lamp and with higher energy e■iciency. Also,
the LED output may more easily be modulated, and the LED
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provides the option of continuous wave or pulsed mode of
operation. LED’s are solid state components that emit a
wavelength band that is of moderate width, typically
between about 20 nm to 40 nm. There are also so-called
super-luminescent LEDs that may even emit over a much
wider wavelength range. In another embodiment, a wide
band light sourcemay be constructed by combining different
LEDs that emit in different wavelength bands, some of
which could preferably overlap in spectrum. One advantage
of LEDs as well as other solid state components is the
compact size that they may be packaged into.

In yet another embodiment, various types of laser diodes

may be used in the SWIR wavelength range. Just as LEDs

may be higher in power but narrower in wavelength emis-
sion than lamps and thermal sources, the LDs may be yet
higher in power but yet narrower in wavelength emission
than LEDs. Different kinds of LDs may be used, including
Fabry-Perot LDs, distributed feedback (DFB (LDs, distrib-
uted Bragg re■ector (DBR) LDs. Since the LDs have
relatively narrow wavelength range (typically under 10 nm),
in one embodiment a plurality of LDs may be used that are
at different wavelengths in the SWIR. The various LDs may
be spatially multiplexed, polarization multiplexed, wave-
length multiplexed, or a combination of these multiplexing
methods. Also, the LDs may be ■ber pig-tailedor have one
or more lenses on the output to collimate or focus the light.
Another advantage of LDs is that they may be packaged
compactly and may have a spatially coherent beam output.
Moreover, tunable LDs that can tune over a range of
wavelengths are also available. The tuning may be done by
varying the temperature, or electrical current may be used in
particular structures such as distributed Bragg re■ector LDs.
In another embodiment, external cavity LDs may be used
that have a tuning element, such as a ■ber gratingor a bulk
grating, in the external cavity.

In another embodiment, super-luminescent laser diodes

may provide higher power as well as broad bandwidth. An
SLD is typically an edge emitting semiconductor light

source based on super-luminescence (e.g., this could be
ampli■ed spontaneousemission). SLDs combine the higher

power and brightness of LDs with the low coherence of
conventional LEDs, and the emission band for SLD’s may
be 5 nm to 100 nm wide, preferably in the 60 nm to 100 nm
range. Although currently SLDs are commercially available
in the wavelength range of approximately 400 nm to 1700

nm, SLDs could and may in the future be made that cover
a broader region of the SWIR.

In yet another embodiment, high power LDs for either
direct excitation or to pump ■ber lasers andSC light sources
may be constructed using one or more laser diode bar stacks.
FIG. 19 shows an example block diagram 1900 with build-
ing blocks for constructing the high power LDs. In this
embodiment, one or more diode bar stacks 1901 may be
used, where the diode bar stack may be an array of several
single emitter LDs. Since the fast axis (e.g., vertical direc-
tion) may be nearly diffraction limited while the slow-axis
(e.g., horizontal axis) may be far from diffraction limited,
different collimators 1902 may be used for the two axes.

The brightness may be increased by spatially combining
the beams from multiple stacks 1903. The combiner may
include spatial interleaving, wavelength multiplexing, or a
combination of the two. Different spatial interleaving
schemesmay be used, such as using an array of prisms or
mirrors with spacers to bend one array of beams into the
beam path of the other. In another embodiment, segmented
mirrors with alternate high-re■ection and anti-re■ection
coatings may be used. Moreover, the brightness may be
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con■gurations may be used, and these are also intended to
be covered by this disclosure.

Although particular examples of detection systems have
been described, combinations of these systems or other
systems may also be used, and these are also within the

scope of this disclosure. As one example, environmental
■uctuations (such as turbulence or winds) may lead to
■uctuations in the beam for active remote sensing or hyper-
spectral imaging. A con■guration such as FIG. 18 may be
able to remove the effect of environmental ■uctuations. Yet
another technique may be to “wobble” the light beam after
the light source using a vibrating mirror. The motion may
lead to the beam moving enough to wash out spatial ■uc-
tuations within the beam waist at the sample or detection
system. If the vibrating mirror is scanned faster than the
integration time of the detectors, then the spatial ■uctuations
in the beam may be integrated out. Alternately, some sort of
synchronous detection system may be used, where the
detection is synchronized to the vibrating frequency.

Light Sources for SWIR and Near Infrared

There are a number of light sources that may be used in
the near infrared. To be more speci■c,the discussion below
will consider light sources operating in the short wave
infrared (SWIR), which may cover the wavelength range of
approximately 1400 nm to 2500 nm. Other wavelength

rangesmay also be used for the applications described in this
disclosure, so the discussion below is merely provided for
exemplary types of light sources. The SWIR wavelength

range may be valuable for a number of reasons. The SWIR
corresponds to a transmission window through water and the
atmosphere. Also, the so-called “eye-safe” wavelengths are
wavelengths longer than approximately 1400 nm as previ-
ously described.

Different light sources may be selected for the SWIR
based on the needs of the application. Some of the features
for selecting a particular light source include power or
intensity, wavelength range or bandwidth, spatial or tempo-
ral coherence, spatial beam quality for focusing or trans-
mission over long distance, and pulse width or pulse rep-
etition rate. Depending on the application, lamps, light
emitting diodes (LEDs), laser diodes (LD’s), tunable LD’s,
super-luminescent laser diodes (SLDs), ■ber lasers or super-
continuum sources (SC) may be advantageously used.Also,
different ■bersmay be used for transporting the light, such

as fused silica ■bers,plastic ■bers,mid-infrared ■bers(e.g.,
tellurite, chalcogenides, ■uorides, ZBLAN, etc), or a hybrid
of these ■bers.

Lamps may be used if low power or intensity of light is
required in the SWIR, and if an incoherent beam is suitable.
In one embodiment, in the SWIR an incandescent lamp that

can be used is based on tungsten and halogen, which have

an emission wavelength between approximately 500 nm to
2500 nm. For low intensity applications, it may also be
possible to use thermal sources, where the SWIR radiation
is based on the black body radiation from the hot object.
Although the thermal and lamp based sourcesare broadband
and have low intensity ■uctuations, it may be di■icult to
achieve a high signal-to-noise ratio due to the low power
levels. Also, the lamp based sources tend to be energy
ine■icient.

In another embodiment, LED’s can be used that have a
higher power level in the SWIR wavelength range. LED’s
also produce an incoherent beam, but the power level can be
higher than a lamp and with higher energy e■iciency. Also,
the LED output may more easily be modulated, and the LED
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provides the option of continuous wave or pulsed mode of
operation. LED’s are solid state components that emit a
wavelength band that is of moderate width, typically
between about 20 nm to 40 nm. There are also so-called
super-luminescent LEDs that may even emit over a much
wider wavelength range. In another embodiment, a wide
band light sourcemay be constructed by combining different
LEDs that emit in different wavelength bands, some of
which could preferably overlap in spectrum. One advantage
of LEDs as well as other solid state components is the
compact size that they may be packaged into.

In yet another embodiment, various types of laser diodes

may be used in the SWIR wavelength range. Just as LEDs

may be higher in power but narrower in wavelength emis-
sion than lamps and thermal sources, the LDs may be yet
higher in power but yet narrower in wavelength emission
than LEDs. Different kinds of LDs may be used, including
Fabry-Perot LDs, distributed feedback (DFB (LDs, distrib-
uted Bragg re■ector (DBR) LDs. Since the LDs have
relatively narrow wavelength range (typically under 10 nm),
in one embodiment a plurality of LDs may be used that are
at different wavelengths in the SWIR. The various LDs may
be spatially multiplexed, polarization multiplexed, wave-
length multiplexed, or a combination of these multiplexing
methods. Also, the LDs may be ■berpig-tailed or have one
or more lenses on the output to collimate or focus the light.
Another advantage of LDs is that they may be packaged
compactly and may have a spatially coherent beam output.
Moreover, tunable LDs that can tune over a range of
wavelengths are also available. The tuning may be done by
varying the temperature, or electrical current may be used in
particular structures such as distributed Bragg re■ector LDs.
In another embodiment, external cavity LDs may be used
that have a tuning element, such as a ■ber grating or a bulk
grating, in the external cavity.

In another embodiment, super-luminescent laser diodes

may provide higher power as well as broad bandwidth. An
SLD is typically an edge emitting semiconductor light

source based on super-luminescence (e.g., this could be
ampli■ed spontaneousemission). SLDs combine the higher

power and brightness of LDs with the low coherence of
conventional LEDs, and the emission band for SLD’s may
be 5 nm to 100 nm wide, preferably in the 60 nm to 100 nm
range. Although currently SLDs are commercially available
in the wavelength range of approximately 400 nm to 1700

nm, SLDs could and may in the future be made that cover
a broader region of the SWIR.

In yet another embodiment, high power LDs for either
direct excitation or to pump ■ber lasers and SC light sources
may be constructed using one or more laser diode bar stacks.
FIG. 19 shows an example block diagram 1900 with build-
ing blocks for constructing the high power LDs. In this
embodiment, one or more diode bar stacks 1901 may be
used, where the diode bar stack may be an array of several
single emitter LDs. Since the fast axis (e.g., vertical direc-
tion) may be nearly diffraction limited while the slow-axis
(e.g., horizontal axis) may be far from diffraction limited,
different collimators 1902 may be used for the two axes.

The brightness may be increased by spatially combining
the beams from multiple stacks 1903. The combiner may
include spatial interleaving, wavelength multiplexing, or a
combination of the two. Different spatial interleaving
schemesmay be used, such as using an array of prisms or
mirrors with spacers to bend one array of beams into the
beam path of the other. In another embodiment, segmented
mirrors with alternate high-re■ection and anti-re■ection
coatings may be used. Moreover, the brightness may be
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increased by polarization beam combining 1904 the two
orthogonal polarizations, such as by using a polarization
beam splitter. In a particular embodiment, the output may
then be focused or coupled into a large diameter core ■ber.
As an example, typical dimensions for the large diameter

core ■ber range from diameters of approximately 100
microns to 400 microns or more. Alternatively or in addi-
tion, a custom beam shaping module 1905 may be used,
depending on the particular application. For example, the
output of the high power LD may be used directly 1906, or
it may be ■ber coupled 1907 to combine, integrate, or
transport the high power LD energy. These high power LDs

may grow in importance becausethe LD powers can rapidly
scaleup. For example, instead of the power being limited by
the power available from a single emitter, the power may
increase in multiples depending on the number of diodes
multiplexed and the size of the large diameter ■ber.
Although FIG. 19 is shown as one embodiment, some or all
of the elements may be used in a high power LB, or
additional elements may also be used.

SWIR Super-Continuum Lasers

Each of the light sourcesdescribed above have particular
strengths, but they also may have limitations. For example,
there is typically a trade-off between wavelength range and

power output. Also, sourcessuch as lamps, thermal sources,
and LEDs produce incoherent beams that may be difficult to
focus to a small areaand may have dif■culty propagating for
long distances. An alternative source that may overcome
some of these limitations is an SC light source. Some of the
advantages of the SC source may include high power and
intensity, wide bandwidth, spatially coherent beam that can
propagate nearly transform limited over long distances, and

easy compatibility with ■ber delivery.
Supercontinuum lasers may combine the broadband attri-

butes of lamps with the spatial coherence and high bright-

ness of lasers. By exploiting a modulational instability
initiated supercontinuum (SC) mechanism, an all-■ber-in-
tegrated SC laser with no moving parts may be built using
commercial-olf-the-shelf (COTS) components. Moreover,
the ■ber laser architecturemay be a platform where SC in
the visible, near-infrared/SWIR, or mid-IR can be generated
by appropriate selection of the ampli■er technology and the
SC generation ■ber.But until recently, SC lasers were used
primarily in laboratory settings since typically large, table-
top, mode-locked laserswere used to pump nonlinear media
such as optical ■bers to generate SC light. However, those
large pump lasers may now be replaced with diode lasers
and ■ber ampli■ers that gained maturity in the telecommu-
nications industry.

In one embodiment, an all-■ber-integrated, high-powered
SC light source 2000 may be elegant for its simplicity (FIG.
20). The light may be ■rst generatedfroma seedlaser diode
2001. For example, the seed LB 2001 may be a distributed
feedback (DFB) laser diode with a wavelength near 1542nm
or 1550 nm, with approximately 0.5-2.0 ns pulsed output,
and with a pulse repetition rate between one kilohertz to
about 100 MHz or more. The output from the seed laser
diode may then be ampli■ed ina multiple-stage ■ber ampli-
■er 2002 comprising one or more gain ■ber segments. In a
particular embodiment, the ■rst stage pre-ampli■er 2003

may be designed for optimal noise performance. For
example, the pre-ampli■er 2003 may be a standard erbium-
doped ■ber ampli■eror an erbium/ytterbium doped cladding
pumped ■ber ampli■er.Between ampli■er stages2003 and
2006, it may be advantageous to use band-pass ■lters 2004
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to block ampli■ed spontaneousemission and isolators 2005
to prevent spurious re■ections. Then, thepower ampli■er
stage 2006 may use a cladding-pumped ■ber ampli■er that

may be optimized to minimize nonlinear distortion. The

power ampli■er ■ber 2006 may also be an erbium-doped
■ber ampli■er, if only lowor moderate power levels are to
be generated.

The SC generation 2007 may occur in the relatively short
lengths of ■ber that follow thepump laser. Exemplary SC
■ber lengthsmay range from a few millimeters to 100 m or
more. In one embodiment, the SC generation may occur in

a ■rst■ber2008 where the modulational-instability initiated
pulse break-up occurs primarily, followed by a second ■ber
2009 where the SC generation and spectral broadening

occurs primarily.
In one embodiment, one or two meters of standard single-

mode ■ber (SMF) after thepower ampli■er stage may be
followed by several meters of SC generation ■ber.For this
example, in the SMF the peak power may be several
kilowatts and the pump light may fall in the anomalous
group-velocity dispersion regime—often called the soliton
regime. For high peak powers in the anomalous dispersion
regime, the nanosecond pulses may be unstable due to a
phenomenon known as modulational instability, which is
basically parametric ampli■cation in which the■ber non-
linearity helps to phasematch the pulses.As a consequence,
the nanosecond pump pulses may be broken into many
shorter pulses as the modulational instability tries to form
soliton pulses from the quasi-continuous-wave background.
Although the laser diode and ampli■cation process starts
with approximately nanosecond-long pulses, modulational
instability in the short length of SMF ■ber may form
approximately 0.5 ps to several-picosecond-long pulses with
high intensity. Thus, the few meters of SMF ■bermay result
in an output similar to that produced by mode-locked lasers,
except in a much simpler and cost-effective manner.

The short pulses created through modulational instability

may then be coupled into a nonlinear ■ber forSC genera-
tion. The nonlinear mechanisms leading to broadband SC

may include four-wave mixing or self-phase modulation
along with the optical Raman effect. Since the Raman effect
is self-phase-matched and shifts light to longer wavelengths
by emission of optical photons, the SC may spreadto longer
wavelengths very ef■ciently. The short-wavelength edge

may arise from four-wave mixing, and often times the short
wavelength edge may be limited by increasing group-veloc-
ity dispersion in the ■ber.In many instances, if the particular
■ber used has sufficient peakpower and SC ■ber length, the
SC generation processmay ■ll the long-wavelength edgeup
to the transmission window.

Mature ■ber ampli■ers for thepower ampli■er stage2006
include ytterbium-doped ■bers (near1060 nm), erbium-
doped ■bers (near1550 nm), erbium/ytterbium-doped ■bers
(near 1550 nm), or thulium-doped ■bers (near2000 nm). In
various embodiments, candidates for SC ■ber 2009 include
fused silica ■bers (for generatingSC between 08-27 um),
mid-IR ■bers suchas ■uorides, chalcogenides,or tellurites
(for generating SC out to 4.5 pm or longer), photonic crystal
■bers (for generatingSC between 04-1 .7 um), or combina-
tions of these ■bers. Therefore, by selecting the appropriate
■ber-ampli■er doping for2006 and nonlinear ■ber2009, SC

may be generated in the visible, near-IR/SWIR, or mid-IR
wavelength region.

The con■guration 2000 of FIG. 20 is just one particular
example, and other con■gurations can be used and are
intended to be covered by this disclosure. For example,
further gain stagesmay be used, and different types of lossy
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increased by polarization beam combining 1904 the two
orthogonal polarizations, such as by using a polarization
beam splitter. In a particular embodiment, the output may
then be focused or coupled into a large diameter core ■ber.
As an example, typical dimensions for the large diameter

core ■ber range from diameters of approximately 100
microns to 400 microns or more. Alternatively or in addi-
tion, a custom beam shaping module 1905 may be used,
depending on the particular application. For example, the
output of the high power LD may be used directly 1906, or
it may be ■ber coupled 1907 to combine, integrate, or
transport the high power LD energy. These high power LDs

may grow in importance becausethe LD powers can rapidly
scaleup. For example, instead of the power being limited by
the power available from a single emitter, the power may
increase in multiples depending on the number of diodes
multiplexed and the size of the large diameter ■ber.
Although FIG. 19 is shown as one embodiment, some or all
of the elements may be used in a high power LB, or
additional elements may also be used.

SWIR Super-Continuum Lasers

Each of the light sourcesdescribed above have particular
strengths, but they also may have limitations. For example,
there is typically a trade-off between wavelength range and

power output. Also, sourcessuch as lamps, thermal sources,
and LEDs produce incoherent beams that may be difficult to
focus to a small areaand may have dif■culty propagating for
long distances. An alternative source that may overcome
some of these limitations is an SC light source. Some of the
advantages of the SC source may include high power and
intensity, wide bandwidth, spatially coherent beam that can
propagate nearly transform limited over long distances, and

easy compatibility with ■ber delivery.
Supercontinuum lasers may combine the broadband attri-

butes of lamps with the spatial coherence and high bright-

ness of lasers. By exploiting a modulational instability
initiated supercontinuum (SC) mechanism, an all-■ber-in-
tegrated SC laser with no moving parts may be built using
commercial-olf-the-shelf (COTS) components. Moreover,
the ■ber laser architecture may be a platform where SC in
the visible, near-infrared/SWIR, or mid-IR can be generated
by appropriate selection of the ampli■er technology and the
SC generation ■ber.But until recently, SC lasers were used
primarily in laboratory settings since typically large, table-
top, mode-locked laserswere used to pump nonlinear media
such as optical ■bers to generate SC light. However, those
large pump lasers may now be replaced with diode lasers
and ■ber ampli■ers that gained maturity in the telecommu-
nications industry.

In one embodiment, an all-■ber-integrated, high-powered
SC light source 2000 may be elegant for its simplicity (FIG.
20). The light may be ■rst generatedfrom a seedlaser diode
2001. For example, the seed LB 2001 may be a distributed
feedback (DFB) laser diode with a wavelength near 1542nm
or 1550 nm, with approximately 0.5-2.0 ns pulsed output,
and with a pulse repetition rate between one kilohertz to
about 100 MHz or more. The output from the seed laser
diode may then be ampli■ed in a multiple-stage ■berampli-
■er 2002 comprising one or more gain ■ber segments. In a
particular embodiment, the ■rst stage pre-ampli■er 2003

may be designed for optimal noise performance. For
example, the pre-ampli■er 2003 may be a standard erbium-
doped ■berampli■er or an erbium/ytterbium doped cladding
pumped ■ber ampli■er. Between ampli■er stages2003 and
2006, it may be advantageous to use band-pass ■lters 2004
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to block ampli■ed spontaneousemission and isolators 2005
to prevent spurious re■ections. Then, the power ampli■er
stage 2006 may use a cladding-pumped ■ber ampli■er that

may be optimized to minimize nonlinear distortion. The

power ampli■er ■ber 2006 may also be an erbium-doped
■ber ampli■er, if only low or moderate power levels are to
be generated.

The SC generation 2007 may occur in the relatively short
lengths of ■ber that follow the pump laser. Exemplary SC
■ber lengths may range from a few millimeters to 100 m or
more. In one embodiment, the SC generation may occur in

a ■rst■ber2008 where the modulational-instability initiated
pulse break-up occurs primarily, followed by a second ■ber
2009 where the SC generation and spectral broadening

occurs primarily.
In one embodiment, one or two meters of standard single-

mode ■ber (SMF) after the power ampli■er stage may be
followed by several meters of SC generation ■ber.For this
example, in the SMF the peak power may be several
kilowatts and the pump light may fall in the anomalous
group-velocity dispersion regime—often called the soliton
regime. For high peak powers in the anomalous dispersion
regime, the nanosecond pulses may be unstable due to a
phenomenon known as modulational instability, which is
basically parametric ampli■cation in which the ■ber non-
linearity helps to phasematch the pulses.As a consequence,
the nanosecond pump pulses may be broken into many
shorter pulses as the modulational instability tries to form
soliton pulses from the quasi-continuous-wave background.
Although the laser diode and ampli■cation process starts
with approximately nanosecond-long pulses, modulational
instability in the short length of SMF ■ber may form
approximately 0.5 ps to several-picosecond-long pulses with
high intensity. Thus, the few meters of SMF ■bermay result
in an output similar to that produced by mode-locked lasers,
except in a much simpler and cost-effective manner.

The short pulses created through modulational instability

may then be coupled into a nonlinear ■ber for SC genera-
tion. The nonlinear mechanisms leading to broadband SC

may include four-wave mixing or self-phase modulation
along with the optical Raman effect. Since the Raman effect
is self-phase-matched and shifts light to longer wavelengths
by emission of optical photons, the SC may spreadto longer
wavelengths very ef■ciently. The short-wavelength edge

may arise from four-wave mixing, and often times the short
wavelength edge may be limited by increasing group-veloc-
ity dispersion in the ■ber.In many instances, if the particular
■berused has sufficient peak power and SC ■ber length, the
SC generation processmay ■ll the long-wavelength edge up
to the transmission window.

Mature ■berampli■ers for the power ampli■er stage2006
include ytterbium-doped ■bers (near 1060 nm), erbium-
doped ■bers(near 1550 nm), erbium/ytterbium-doped ■bers
(near 1550 nm), or thulium-doped ■bers(near 2000 nm). In
various embodiments, candidates for SC ■ber 2009 include
fused silica ■bers (for generating SC between 08-27 um),
mid-IR ■bers such as ■uorides, chalcogenides, or tellurites
(for generating SC out to 4.5 pm or longer), photonic crystal
■bers(for generating SC between 04-1 .7 um), or combina-
tions of these ■bers.Therefore, by selecting the appropriate
■ber-ampli■er doping for 2006 and nonlinear ■ber2009, SC

may be generated in the visible, near-IR/SWIR, or mid-IR
wavelength region.

The con■guration 2000 of FIG. 20 is just one particular
example, and other con■gurations can be used and are
intended to be covered by this disclosure. For example,
further gain stagesmay be used, and different types of lossy
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elements or ■ber taps may be used between the ampli■er
stages.In another embodiment, the SC generation may occur
partially in the ampli■er ■ber and in the pig-tails from the

pump combiner or other elements. In yet another embodi-
ment, polarization maintaining ■bers may be used, and a
polarizer may also be used to enhance the polarization
contrast between ampli■er stages. Also, not discussed in
detail are many accessoriesthat may accompany this set-up,
such as driver electronics, pump laser diodes, safety shut-
olfs, and thermal management and packaging.

In one embodiment, one example of the SC laser that
operates in the SWIR is illustrated in FIG. 21. This SWIR
SC source 2100 produces an output of up to approximately
5 W over a spectral range of about 1.5-2.4 microns, and this
particular laser is made out of polarization maintaining
components. The seed laser 2101 is a distributed feedback
(DFB) laser operating near 1542 nm producing approxi-
mately 0.5 nsecpulses at an about 8 MHz repetition rate. The
pre-ampli■er 2102 is forward pumped and uses about 2 m
length of erbium/ytterbium cladding pumped ■ber 2103
(often also called dual-core ■ber) withan inner core diam-
eter of 12 microns and outer core diameter of 130 microns.
The pre-ampli■er gain■ber 2103 is pumped using a 10 W
laser diode near 940 nm 2105 that is coupled in using a ■ber
combiner 2104.

In this particular 5 W unit, the mid-stage between ampli-
■er stages 2102 and 2106 comprises an isolator 2107, a
band-pass ■lter 2108, a polarizer 2109 and a ■ber tap 2110.
The power ampli■er 2106 usesan approximately 4 m length
of the 12/130 micron erbium/ytterbium doped ■ber2111that
is counter-propagating pumped using one or more 30 W
laser diodes near 940 nm 2112 coupled in through a com-
biner 2113. An approximately 1-2 m length of the combiner
pig-tail helps to initiate the SC process, and then a length of
I’M-1550 ■ber2115 (polarization maintaining, single-mode,
fused silica ■ber optimized for1550 nm) is spliced 2114 to
the combiner output.

If an output ■ber of about10 m in length is used, then the
resulting output spectrum 2200 is shown in FIG. 22. The
details of the output spectrum 2200 depend on the peak

power into the ■ber, the■ber length, and properties of the
■ber suchas length and core size, as well as the zero
dispersion wavelength and the dispersion properties. For
example, if a shorter length of ■ber is used, then the
spectrum actually reachesto longer wavelengths (e.g., a 2 m
length of SC ■ber broadens thespectrum to about 2500 nm).
Also, if extra-dry ■bers are used with less O—H content,
then the wavelength edge may also reach to a longer
wavelength. To generate more spectrum toward the shorter
wavelengths, the pump wavelength (in this case around
1542 nm) should be close to the zero dispersion wavelength
in the ■ber.For example, by using a dispersion shifted ■ber

or so-called non-zero dispersion shifted ■ber, the short
wavelength edge may shift to shorter wavelengths.

Although one particular example of a 5 W SWIR-SC has
been described, different components, different ■bers, and
different con■gurations may also be used consistent with
this disclosure. For instance, another embodiment of the
similar con■guration 2100 in FIG. 21 may be used to
generatehigh powered SC between approximately 1060 nm
and 1800 nm. For this embodiment, the seedlaser 2101 may
be a distributed feedback laser diode around 1064 nm, the
pre-ampli■er gain■ber2103 may be aytterbium-doped ■ber
ampli■er with 10/125 microns dimensions, and the pump
laser 2105 may be a 10 W laser diode near 915 nm. A mode
■eld adaptermay be included in the mid-stage, in addition
to the isolator 2107, band pass ■lter 2108, polarizer 2109
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and tap 2110. The gain ■ber2111 in the power ampli■er may
be an about 20 m length of ytterbium-doped ■ber with
25/400 microns dimension. The pump 2112 for the power
ampli■er may be up to six pump diodes providing 30 W each

near 915 nm. For this much pump power, the output power
in the SC may be as high as 50 W or more.

In one embodiment, it may be desirous to generate high

power SWIR SC over 1.4-1.8 microns and separately 2-2.5
microns (the window between 1.8 and 2 microns may be less
important due to the strong water and atmospheric absorp-
tion). For example, the top SC source of FIG. 23 can lead to
bandwidths ranging from about 1400 nm to 1800 nm or
broader, while the lower SC source of FIG. 23 can lead to
bandwidths ranging from about 1900 nm to 2500 nm or
broader. Since these wavelength ranges are shorter than
about 2500 nm, the SC ■ber can be based on fused silica
■ber. Exemplary SC ■bers include standard single-mode
■berSMF, high-nonlinearity ■ber, high-NA■ber, dispersion
shifted ■ber, dispersion compensating■ber, and photonic
crystal ■bers. Non-fused-silica■berscan also be used for SC
generation, including chalcogenides, ■uorides, ZBLAN, tel-
lurites, and germanium oxide ■bers.

In one embodiment, the top of FIG. 23 illustrates an
exemplary block diagram for an SC source 2300 capable of
generating light between approximately 1400 nm and 1800

nm or broader. As an example, a pump ■ber laser similarto
FIG. 21 can be used asthe input to a SC ■ber2309. The seed
laser diode 2301 can comprise a DFB laser that generates,
for example, severalmilliwatts of power around 1542 nm or
1553 nm. The ■ber pre-ampli■er2302 can comprise an
erbium-doped ■ber ampli■eror an erbium/ytterbium doped
double clad ■ber.In this example a mid-stage ampli■er 2303

can be used,which can comprise an erbium/ytterbium doped
double-clad ■ber.A bandpass ■lter 2305 and isolator 2306

may be used between the pre-ampli■er 2302 and mid-stage
ampli■er 2303. The power ampli■er stage 2304 can com-
prise a larger core size erbium/ytterbium doped double-clad
■ber, and another bandpass■lter 2307 and isolator 2308 can
be used before the power ampli■er 2304. The output of the

power ampli■er can be coupled to the SC ■ber 2309 to
generate the SC output 2310. This is just one exemplary
con■guration foran SC source, and other con■gurations or
elements may be used consistent with this disclosure.

In yet another embodiment, the bottom of FIG. 23 illus-
trates a block diagram for an exemplary SC source 2350
capable of generating light between approximately 1900 nm
and 2500 nm or broader.As an example, the seedlaser diode
2351 can comprise a DFB or DBR laser that generates, for
example, several milliwatts of power around 1542 nm or
1553 nm. The ■ber pre-ampli■er2352 can comprise an
erbium-doped ■ber ampli■eror an erbium/ytterbium doped
double-clad ■ber. In this example a mid-stage ampli■er
2353 can be used, which can comprise an erbium/ytterbium
doped double-clad ■ber.A bandpass■lter 2355 and isolator
2356 may be used between the pre-ampli■er 2352 and
mid-stage ampli■er 2353. The power ampli■er stage 2354

can comprise a thulium doped double-clad ■ber, and another
isolator 2357 can be used before the power ampli■er 2354.
Note that the output of the mid-stage ampli■er 2353 can be
approximately near 1542 nm, while the thulium-doped ■ber
ampli■er 2354 can amplify wavelengths longer than
approximately 1900 nm and out to about 2100 nm. There-
fore, for this con■guration wavelength shifting may be
required between 2353 and 2354. In one embodiment, the
wavelength shifting can be accomplished using a length of
standard single-mode ■ber 2358, which can have a length
between approximately 5 m and 50 m, for example. The
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elements or ■ber taps may be used between the ampli■er
stages.In another embodiment, the SC generation may occur
partially in the ampli■er ■ber and in the pig-tails from the

pump combiner or other elements. In yet another embodi-
ment, polarization maintaining ■bers may be used, and a
polarizer may also be used to enhance the polarization
contrast between ampli■er stages. Also, not discussed in
detail are many accessoriesthat may accompany this set-up,
such as driver electronics, pump laser diodes, safety shut-
olfs, and thermal management and packaging.

In one embodiment, one example of the SC laser that
operates in the SWIR is illustrated in FIG. 21. This SWIR
SC source 2100 produces an output of up to approximately
5 W over a spectral range of about 1.5-2.4 microns, and this
particular laser is made out of polarization maintaining
components. The seed laser 2101 is a distributed feedback
(DFB) laser operating near 1542 nm producing approxi-
mately 0.5 nsecpulses at an about 8 MHz repetition rate. The
pre-ampli■er 2102 is forward pumped and uses about 2 m
length of erbium/ytterbium cladding pumped ■ber 2103
(often also called dual-core ■ber) with an inner core diam-
eter of 12 microns and outer core diameter of 130 microns.
The pre-ampli■er gain ■ber 2103 is pumped using a 10 W
laser diode near 940 nm 2105 that is coupled in using a ■ber
combiner 2104.

In this particular 5 W unit, the mid-stage between ampli-
■er stages 2102 and 2106 comprises an isolator 2107, a
band-pass ■lter 2108, a polarizer 2109 and a ■ber tap 2110.
The power ampli■er 2106 usesan approximately 4 m length
of the 12/130 micron erbium/ytterbium doped ■ber2111that
is counter-propagating pumped using one or more 30 W
laser diodes near 940 nm 2112 coupled in through a com-
biner 2113. An approximately 1-2 m length of the combiner
pig-tail helps to initiate the SC process, and then a length of
I’M-1550 ■ber2115 (polarization maintaining, single-mode,
fused silica ■ber optimized for 1550 nm) is spliced 2114 to
the combiner output.

If an output ■berof about 10 m in length is used, then the
resulting output spectrum 2200 is shown in FIG. 22. The
details of the output spectrum 2200 depend on the peak

power into the ■ber, the ■ber length, and properties of the
■ber such as length and core size, as well as the zero
dispersion wavelength and the dispersion properties. For
example, if a shorter length of ■ber is used, then the
spectrum actually reachesto longer wavelengths (e.g., a 2 m
length of SC ■berbroadens the spectrum to about 2500 nm).
Also, if extra-dry ■bers are used with less O—H content,
then the wavelength edge may also reach to a longer
wavelength. To generate more spectrum toward the shorter
wavelengths, the pump wavelength (in this case around
1542 nm) should be close to the zero dispersion wavelength
in the ■ber.For example, by using a dispersion shifted ■ber

or so-called non-zero dispersion shifted ■ber, the short
wavelength edge may shift to shorter wavelengths.

Although one particular example of a 5 W SWIR-SC has
been described, different components, different ■bers, and
different con■gurations may also be used consistent with
this disclosure. For instance, another embodiment of the
similar con■guration 2100 in FIG. 21 may be used to
generatehigh powered SC between approximately 1060 nm
and 1800 nm. For this embodiment, the seedlaser 2101 may
be a distributed feedback laser diode around 1064 nm, the
pre-ampli■er gain ■ber2103 may be aytterbium-doped ■ber
ampli■er with 10/125 microns dimensions, and the pump
laser 2105 may be a 10 W laser diode near 915 nm. A mode
■eld adapter may be included in the mid-stage, in addition
to the isolator 2107, band pass ■lter 2108, polarizer 2109
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and tap 2110. The gain ■ber2111 in the power ampli■er may
be an about 20 m length of ytterbium-doped ■ber with
25/400 microns dimension. The pump 2112 for the power
ampli■er may be up to six pump diodes providing 30 W each

near 915 nm. For this much pump power, the output power
in the SC may be as high as 50 W or more.

In one embodiment, it may be desirous to generate high

power SWIR SC over 1.4-1.8 microns and separately 2-2.5
microns (the window between 1.8 and 2 microns may be less
important due to the strong water and atmospheric absorp-
tion). For example, the top SC source of FIG. 23 can lead to
bandwidths ranging from about 1400 nm to 1800 nm or
broader, while the lower SC source of FIG. 23 can lead to
bandwidths ranging from about 1900 nm to 2500 nm or
broader. Since these wavelength ranges are shorter than
about 2500 nm, the SC ■ber can be based on fused silica
■ber. Exemplary SC ■bers include standard single-mode
■berSMF, high-nonlinearity ■ber,high-NA ■ber,dispersion
shifted ■ber, dispersion compensating ■ber, and photonic
crystal ■bers.Non-fused-silica ■berscan also be used for SC
generation, including chalcogenides, ■uorides, ZBLAN, tel-
lurites, and germanium oxide ■bers.

In one embodiment, the top of FIG. 23 illustrates an
exemplary block diagram for an SC source 2300 capable of
generating light between approximately 1400 nm and 1800

nm or broader. As an example, a pump ■ber laser similar to
FIG. 21 can be used asthe input to a SC ■ber2309. The seed
laser diode 2301 can comprise a DFB laser that generates,
for example, severalmilliwatts of power around 1542 nm or
1553 nm. The ■ber pre-ampli■er 2302 can comprise an
erbium-doped ■ber ampli■er or an erbium/ytterbium doped
double clad ■ber.In this example a mid-stage ampli■er 2303

can be used,which can comprise an erbium/ytterbium doped
double-clad ■ber.A bandpass ■lter 2305 and isolator 2306

may be used between the pre-ampli■er 2302 and mid-stage
ampli■er 2303. The power ampli■er stage 2304 can com-
prise a larger core size erbium/ytterbium doped double-clad
■ber,and another bandpass■lter 2307 and isolator 2308 can
be used before the power ampli■er 2304. The output of the

power ampli■er can be coupled to the SC ■ber 2309 to
generate the SC output 2310. This is just one exemplary
con■guration for an SC source, and other con■gurations or
elements may be used consistent with this disclosure.

In yet another embodiment, the bottom of FIG. 23 illus-
trates a block diagram for an exemplary SC source 2350
capable of generating light between approximately 1900 nm
and 2500 nm or broader.As an example, the seedlaser diode
2351 can comprise a DFB or DBR laser that generates, for
example, several milliwatts of power around 1542 nm or
1553 nm. The ■ber pre-ampli■er 2352 can comprise an
erbium-doped ■ber ampli■er or an erbium/ytterbium doped
double-clad ■ber. In this example a mid-stage ampli■er
2353 can be used, which can comprise an erbium/ytterbium
doped double-clad ■ber.A bandpass■lter 2355 and isolator
2356 may be used between the pre-ampli■er 2352 and
mid-stage ampli■er 2353. The power ampli■er stage 2354

can comprise a thulium doped double-clad ■ber,and another
isolator 2357 can be used before the power ampli■er 2354.
Note that the output of the mid-stage ampli■er 2353 can be
approximately near 1542 nm, while the thulium-doped ■ber
ampli■er 2354 can amplify wavelengths longer than
approximately 1900 nm and out to about 2100 nm. There-
fore, for this con■guration wavelength shifting may be
required between 2353 and 2354. In one embodiment, the
wavelength shifting can be accomplished using a length of
standard single-mode ■ber 2358, which can have a length
between approximately 5 m and 50 m, for example. The
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output of the power ampli■er 2354 can be coupled to the SC
■ber 2359 to generate the SC output 2360. This is just one
exemplary con■guration foran SC source, and other con-
■gurations or elements can be used consistent with this
disclosure. For example, the various ampli■er stages can
comprise different ampli■er types, such as erbium doped
■bers, ytterbium doped■bers, erbium/ytterbium co-doped
■bers and thulium doped■bers. One advantage of the SC
lasers illustrated in FIGS. 20, 21, and 23 are that they may
useall-■ber components, sothat the SC laser canbe all-■ber,
monolithically integrated with no moving parts. The all-
integrated con■guration can consequently be robust and
reliable.

FIGS. 20, 21 and 23 are examples of SC light sourcesthat

may advantageously be used for near-infrared or SWIR light
generation in various spectroscopy, active remote sensing
and hyper-spectral imaging applications. However, many
other versions of the SC light sourcesmay also be made that

are intended to also be covered by this disclosure. For
example, the SC generation ■ber could be pumped by a
mode-locked laser, a gain-switched semiconductor laser, an
optically pumped semiconductor laser, a solid state laser,
other ■ber lasers,or a combination of these types of lasers.
Also, rather than using a ■ber forSC generation, either a
liquid or a gas cell might be used as the nonlinear medium
in which the spectrum is to be broadened.

Even within the all-■ber versions illustrated suchas in
FIG. 21, different con■gurations could be used consistent
with the disclosure. In one embodiment, it may be desirous
to have a lower cost version of the SWIR SC laser of FIG.
21. One way to lower the cost could be to use a single stage
of optical ampli■cation, rather thantwo stages,which may
be feasible if lower output power is required or the gain ■ber
is optimized. For example, the pre-ampli■er stage 2102
might be removed, along with at least some of the mid-stage
elements. In yet another embodiment, the gain ■ber could be
double passed to emulate a two stage ampli■er. In this
example, the pre-ampli■er stage 2102 might be removed,
and perhaps also some of the mid-stage elements. A mirror

or ■ber grating re■ector could be placed after thepower
ampli■er stage2106 that may preferentially re■ect lightnear
the wavelength of the seedlaser 2101. If the mirror or ■ber
grating re■ector can transmit the pump light near 940 nm,
then this could also be used instead of the pump combiner
2113 to bring in the pump light 2112. The SC ■ber 2115
could be placed between the seedlaser 2101 and the power
ampli■er stage 2106 (SC is only generated after the second

pass through the ampli■er, since thepower level may be
sufficiently high at that time). In addition, an output coupler

may be placed between the seedlaser diode 2101 and the SC
■ber, which now may be in front of the power ampli■er
2106. In a particular embodiment, the output coupler could
be a power coupler or divider, a dichroic coupler (e.g.,
passing seed laser wavelength but outputting the SC wave-
lengths), or a wavelength division multiplexer coupler. This
is just one further example, but a myriad of other combina-
tions of components and architectures could also be used for
SC light sourcesto generatenear-infrared or SWIR light that

are intended to be covered by this disclosure.
Described herein arejust some examples of the bene■cial

use of near-infrared or SWIR lasers for spectroscopy, active
remote sensing or hyper-spectral imaging. However, many
other spectroscopy and identi■cation procedurescan use the
near-infrared or SWIR light consistent with this disclosure
and are intended to be covered by the disclosure. As one
example, the ■ber-based super-continuum lasersmay have a
pulsed output with pulse durations of approximately 0.5-2
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nsec and pulse repetition rates of several Megahertz. There-
fore, the near-infrared or SWIR spectroscopy, active remote
sensing or hyper-spectral imaging applications may also be
combined with LIDAR-type applications. Namely, the dis-
tance or time axis can be added to the information based on
time-of-■ight measurements.For this type of information to
be used, the detection system would also have to be time-
gated to be able to measure the time difference between the
pulses sent and the pulses received. By calculating the
round-trip time for the signal, the distance of the object may
be judged. In another embodiment, GPS (global positioning
system) information may be added, so the near-infrared or
SWIR spectroscopy,active remote sensing or hyper-spectral
imagery would also have a location tag on the data. More-

over, the near-infrared or SWIR spectroscopy,active remote
sensing or hyper-spectral imaging information could also be
combined with two-dimensional or three-dimensional
images to provide a physical picture as well as a chemical
composition identi■cation of the materials. Theseare just

some modi■cations of the near-infraredor SWIR spectros-

copy, active remote sensing or hyper-spectral imaging sys-
tem described in this disclosure, but other techniques may
also be added or combinations of these techniques may be
added, and these are also intended to be covered by this
disclosure.

Wireless Link to the Cloud

The non-invasive blood constituent or analytes measure-
ment device may also bene■t from communicating the data
output to the “cloud” (e.g., data serversand processors in the
web remotely connected) via wired and/or wireless commu-
nication strategies.The non-invasive devices may be part of

a seriesof biosensors applied to the patient, and collectively
thesedevices form what might be called abody areanetwork

or a personal areanetwork. The biosensors and non-invasive
devices may communicate to a smart phone, tablet, personal
data assistant, computer, and/or other microprocessor-based
device, which may in turn wirelessly or over wire and/or
■ber optically transmitsome or all of the signal or processed
data to the internet or cloud. The cloud or internet may in
turn sendthe data to doctors or health care providers as well

as the patients themselves. Thus, it may be possible to have

a panoramic, high-de■nition, relatively comprehensive view
of a patient that doctors can use to assess and manage
disease, and that patients can use to help maintain their
health and direct their own care.

In a particular embodiment 2400 illustrated in FIG. 24,
the physiological measurement device or non-invasive
blood constituent measurement device 2401 may comprise a
transmitter 2403 to communicate over a ■rst communication
link 2404 in the body areanetwork or personal areanetwork
to a receiver in a smart phone, tablet cell phone, PDA, or
computer 2405. For the measurement device 2401, it may
also be advantageous to have a processor 2402 to process
some of the physiological data, since with processing the
amount of data to transmit may be less (hence, more energy
e■icient). The■rst communication link 2404 may operate
through the use of one of many wireless technologies such

as BLUETOOTH, ZIGBEE, WI-FI, IRDA (infrared data
association), wireless USB, or Z-WAVE, to name a few.
Alternatively, the communication link 2404 may occur in the
wireless medical band between 2360 and 2390 MHZ, which
the FCC allocated for medical body areanetwork devices, or
in other designated medical device or WMTS bands. These

are examples of devices that can be used in the body area
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output of the power ampli■er 2354 can be coupled to the SC
■ber 2359 to generate the SC output 2360. This is just one
exemplary con■guration for an SC source, and other con-
■gurations or elements can be used consistent with this
disclosure. For example, the various ampli■er stages can
comprise different ampli■er types, such as erbium doped
■bers, ytterbium doped ■bers, erbium/ytterbium co-doped
■bers and thulium doped ■bers. One advantage of the SC
lasers illustrated in FIGS. 20, 21, and 23 are that they may
useall-■ber components, sothat the SC laser canbe all-■ber,
monolithically integrated with no moving parts. The all-
integrated con■guration can consequently be robust and
reliable.

FIGS. 20, 21 and 23 are examples of SC light sourcesthat

may advantageously be used for near-infrared or SWIR light
generation in various spectroscopy, active remote sensing
and hyper-spectral imaging applications. However, many
other versions of the SC light sourcesmay also be made that

are intended to also be covered by this disclosure. For
example, the SC generation ■ber could be pumped by a
mode-locked laser, a gain-switched semiconductor laser, an
optically pumped semiconductor laser, a solid state laser,
other ■ber lasers, or a combination of these types of lasers.
Also, rather than using a ■ber for SC generation, either a
liquid or a gas cell might be used as the nonlinear medium
in which the spectrum is to be broadened.

Even within the all-■ber versions illustrated such as in
FIG. 21, different con■gurations could be used consistent
with the disclosure. In one embodiment, it may be desirous
to have a lower cost version of the SWIR SC laser of FIG.
21. One way to lower the cost could be to use a single stage
of optical ampli■cation, rather than two stages,which may
be feasible if lower output power is required or the gain ■ber
is optimized. For example, the pre-ampli■er stage 2102
might be removed, along with at least some of the mid-stage
elements. In yet another embodiment, the gain ■bercould be
double passed to emulate a two stage ampli■er. In this
example, the pre-ampli■er stage 2102 might be removed,
and perhaps also some of the mid-stage elements. A mirror

or ■ber grating re■ector could be placed after the power
ampli■er stage2106 that may preferentially re■ect light near
the wavelength of the seedlaser 2101. If the mirror or ■ber
grating re■ector can transmit the pump light near 940 nm,
then this could also be used instead of the pump combiner
2113 to bring in the pump light 2112. The SC ■ber 2115
could be placed between the seedlaser 2101 and the power
ampli■er stage 2106 (SC is only generated after the second

pass through the ampli■er, since the power level may be
sufficiently high at that time). In addition, an output coupler

may be placed between the seedlaser diode 2101 and the SC
■ber, which now may be in front of the power ampli■er
2106. In a particular embodiment, the output coupler could
be a power coupler or divider, a dichroic coupler (e.g.,
passing seed laser wavelength but outputting the SC wave-
lengths), or a wavelength division multiplexer coupler. This
is just one further example, but a myriad of other combina-
tions of components and architectures could also be used for
SC light sourcesto generatenear-infrared or SWIR light that

are intended to be covered by this disclosure.
Described herein arejust some examples of the bene■cial

use of near-infrared or SWIR lasers for spectroscopy, active
remote sensing or hyper-spectral imaging. However, many
other spectroscopy and identi■cation procedures can use the
near-infrared or SWIR light consistent with this disclosure
and are intended to be covered by the disclosure. As one
example, the ■ber-basedsuper-continuum lasersmay have a
pulsed output with pulse durations of approximately 0.5-2
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nsec and pulse repetition rates of several Megahertz. There-
fore, the near-infrared or SWIR spectroscopy, active remote
sensing or hyper-spectral imaging applications may also be
combined with LIDAR-type applications. Namely, the dis-
tance or time axis can be added to the information based on
time-of-■ight measurements.For this type of information to
be used, the detection system would also have to be time-
gated to be able to measure the time difference between the
pulses sent and the pulses received. By calculating the
round-trip time for the signal, the distance of the object may
be judged. In another embodiment, GPS (global positioning
system) information may be added, so the near-infrared or
SWIR spectroscopy,active remote sensing or hyper-spectral
imagery would also have a location tag on the data. More-

over, the near-infrared or SWIR spectroscopy,active remote
sensing or hyper-spectral imaging information could also be
combined with two-dimensional or three-dimensional
images to provide a physical picture as well as a chemical
composition identi■cation of the materials. These are just

some modi■cations of the near-infrared or SWIR spectros-

copy, active remote sensing or hyper-spectral imaging sys-
tem described in this disclosure, but other techniques may
also be added or combinations of these techniques may be
added, and these are also intended to be covered by this
disclosure.

Wireless Link to the Cloud

The non-invasive blood constituent or analytes measure-
ment device may also bene■t from communicating the data
output to the “cloud” (e.g., data serversand processors in the
web remotely connected) via wired and/or wireless commu-
nication strategies.The non-invasive devices may be part of

a seriesof biosensors applied to the patient, and collectively
thesedevices form what might be called abody areanetwork

or a personal areanetwork. The biosensors and non-invasive
devices may communicate to a smart phone, tablet, personal
data assistant, computer, and/or other microprocessor-based
device, which may in turn wirelessly or over wire and/or
■beroptically transmit some or all of the signal or processed
data to the internet or cloud. The cloud or internet may in
turn sendthe data to doctors or health care providers as well

as the patients themselves. Thus, it may be possible to have

a panoramic, high-de■nition, relatively comprehensive view
of a patient that doctors can use to assess and manage
disease, and that patients can use to help maintain their
health and direct their own care.

In a particular embodiment 2400 illustrated in FIG. 24,
the physiological measurement device or non-invasive
blood constituent measurement device 2401 may comprise a
transmitter 2403 to communicate over a ■rstcommunication
link 2404 in the body areanetwork or personal areanetwork
to a receiver in a smart phone, tablet cell phone, PDA, or
computer 2405. For the measurement device 2401, it may
also be advantageous to have a processor 2402 to process
some of the physiological data, since with processing the
amount of data to transmit may be less (hence, more energy
e■icient). The ■rst communication link 2404 may operate
through the use of one of many wireless technologies such

as BLUETOOTH, ZIGBEE, WI-FI, IRDA (infrared data
association), wireless USB, or Z-WAVE, to name a few.
Alternatively, the communication link 2404 may occur in the
wireless medical band between 2360 and 2390 MHZ, which
the FCC allocated for medical body areanetwork devices, or
in other designated medical device or WMTS bands. These

are examples of devices that can be used in the body area
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network and surroundings, but other devices could also be
used and are included in the scope of this disclosure.

The personal device 2405 may store,process, display, and
transmit some of the data from the measurement device
2401. The device 2405 may comprise a receiver, transmitter,
display, voice control and speakers,and one or more control
buttons or knobs and a touch screen.Examples of the device
2405 include smart phones such as the Apple IPHONE or
phones operating on the ANDROID or Microsoft systems.
In one embodiment, the device 2405 may have an applica-
tion, software program, or ■rmware to receive and process
the data from the measurement device 2401. The device
2405 may then transmit some or all of the data or the
processed data over a second communication link 2406 to
the intemet or “cloud” 2407. The second communication
link 2406 may advantageously comprise at least one seg-
ment of a wireless transmission link, which may operate
using Wl-Fl or the cellular network. The second communi-
cation link 2406 may additionally comprise lengths of ■ber
optic and/or communication over copper wires or cables.

The intemet or cloud 2407 may add value to the mea-
surement device 2401 by providing services that augment
the physiological data collected. In aparticular embodiment,

some of the functions performed by the cloud include: (a)
receive at least a fraction of the data from the device 2405;
(b) buffer or store the data received; (c) process the data
using software stored on the cloud; (d) store the resulting
processeddata; and (e) transmit someor all of the data either

upon request or based on an alarm. As an example, the data

or processed data may be transmitted 2408 back to the
originator (e.g., patient or user), it may be transmitted 2409
to a health care provider or doctor, or it may be transmitted
2410 to other designated recipients.

The cloud 2407 may provide a number of value-add
services. For example, the cloud application may store and

process the physiological data for future reference or during

a visit with the healthcare provider. If apatient has some sort
of medical mishap or emergency, the physician can obtain
the history of the physiological parameters over a speci■ed
period of time. In another embodiment, if the physiological
parameters fall out of acceptable range, alarms may be
delivered to the user 2408, the healthcare provider 2409, or
other designated recipients 2410. These arejust some of the
features that may be offered, but many others may be
possible and are intended to be covered by this disclosure.
As an example, the device 2405 may also have a GPS sensor,
so the cloud 2407 may be able to provide time, data and
position along with the physiological parameters. Thus, if
there is a medical emergency, the cloud 2407 could provide
the location of the patient to the healthcare provider 2409 or
other designated recipients 2410. Moreover, the digitized
data in the cloud 2407 may help to move toward what is
often called “personalized medicine.” Based on the physi-
ological parameter data history, medication or medical
therapies may be prescribed that are customized to the
particular patient.

Beyond the above bene■ts, the cloud application 2407
and application on the device 2405 may also have ■nancial
value for companies developing measurement devices 2401
such asanon-invasive blood constituent monitor. In the case
of glucose monitors, the companies make the majority of
their revenue on the measurement strips. However, with a
non-invasive monitor, there is no need for strips, so there is
less of an opportunity for recurring costs (e.g., the razor/

razor blade model does not work for non-invasive devices).
On the other hand, people may be willing to pay a periodic
fee for the value-add services provided on the cloud 2407.
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Diabetic patients, for example, would probably be willing to
pay a periodic fee for monitoring their glucose levels,
storing the history of the glucose levels, and having alarm
warnings when the glucose level falls out of range. Simi-
larly, patients taking ketone bodies supplement for treatment
of disorders characterized by impaired glucose metabolism
(e.g., Alzheimer’s, Parkinson’s, Huntington’s or ALS) may
need to monitor their ketone bodies level. These patients
would also probably be willing to pay a periodic fee for the
value-add services provided on the cloud 2407. Thus, by
leveraging the advances in wireless connectivity and the
widespread use of handheld devices such as smart phones
that canwirelessly connect to the cloud, businessescanbuild

a recurring cost business model even using non-invasive
measurement devices.

Described herein arejust some examples of the bene■cial

use of near-infrared or SWIR lasers for non-invasive moni-
toring of glucose, ketones, HbAlc and other blood constitu-
ents. However, many other medical procedures can use the
near-infrared or SWIR light consistent with this disclosure
and are intended to be covered by the disclosure.

Although the present disclosure has been described in
several embodiments, a myriad of changes, variations,
alterations, transformations, and modi■cations may be sug-
gested to one skilled in the art, and it is intended that the
present disclosure encompass such changes, variations,
alterations, transformations, and modi■cations as falling
within the spirit and scope of the appended claims.

While exemplary embodiments are described above, it is
not intended that these embodiments describe all possible
forms of the disclosure. Rather, the words used in the
speci■cation are words of description rather than limitation,
and it is understood that various changes may be made
without departing from the spirit and scopeof the disclosure.
Additionally, the features of various implementing embodi-
ments may be combined to form further embodiments of the
disclosure. While various embodiments may have been
described as providing advantages or being preferred over
other embodiments with respect to one or more desired
characteristics, as one skilled in the art is aware, one or more
characteristics may be compromised to achieve desired
system attributes, which depend on the speci■c application
and implementation. These attributes include, but are not
limited to: cost, strength, durability, life cycle cost, market-
ability, appearance, packaging, size, serviceability, weight,
manufacturability, easeof assembly, etc. The embodiments
described herein that are described as less desirable than
other embodiments or prior art implementations with respect
to one or more characteristics arenot outside the scopeof the
disclosure and may be desirable for particular applications.

What is claimed is:
1. A measurement system comprising:

a light source con■gured to generate an output optical
beam, comprising:

one or more semiconductor sources con■gured to gen-
erate an input beam;

one or more optical ampli■ers con■guredto receive at
least a portion of the input beam and to output an
intermediate beam from at least one of the one or
more optical ampli■ers; and

one or more optical ■bers con■guredto receive at least

a portion of the intermediate beam and to commu-
nicate at least part of the portion of the intermediate
beam to a distal end of the one or more optical ■bers
to form a ■rst optical beam;

a nonlinear element con■gured to receive at least a
portion of the ■rst optical beam andto broaden a
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network and surroundings, but other devices could also be
used and are included in the scope of this disclosure.

The personal device 2405 may store,process, display, and
transmit some of the data from the measurement device
2401. The device 2405 may comprise a receiver, transmitter,
display, voice control and speakers,and one or more control
buttons or knobs and a touch screen.Examples of the device
2405 include smart phones such as the Apple IPHONE or
phones operating on the ANDROID or Microsoft systems.
In one embodiment, the device 2405 may have an applica-
tion, software program, or ■rmware to receive and process
the data from the measurement device 2401. The device
2405 may then transmit some or all of the data or the
processed data over a second communication link 2406 to
the intemet or “cloud” 2407. The second communication
link 2406 may advantageously comprise at least one seg-
ment of a wireless transmission link, which may operate
using Wl-Fl or the cellular network. The second communi-
cation link 2406 may additionally comprise lengths of ■ber
optic and/or communication over copper wires or cables.

The intemet or cloud 2407 may add value to the mea-
surement device 2401 by providing services that augment
the physiological data collected. In aparticular embodiment,

some of the functions performed by the cloud include: (a)
receive at least a fraction of the data from the device 2405;
(b) buffer or store the data received; (c) process the data
using software stored on the cloud; (d) store the resulting
processeddata; and (e) transmit someor all of the data either

upon request or based on an alarm. As an example, the data

or processed data may be transmitted 2408 back to the
originator (e.g., patient or user), it may be transmitted 2409
to a health care provider or doctor, or it may be transmitted
2410 to other designated recipients.

The cloud 2407 may provide a number of value-add
services. For example, the cloud application may store and

process the physiological data for future reference or during

a visit with the healthcare provider. If apatient has some sort
of medical mishap or emergency, the physician can obtain
the history of the physiological parameters over a speci■ed
period of time. In another embodiment, if the physiological
parameters fall out of acceptable range, alarms may be
delivered to the user 2408, the healthcare provider 2409, or
other designated recipients 2410. These arejust some of the
features that may be offered, but many others may be
possible and are intended to be covered by this disclosure.
As an example, the device 2405 may also have a GPS sensor,
so the cloud 2407 may be able to provide time, data and
position along with the physiological parameters. Thus, if
there is a medical emergency, the cloud 2407 could provide
the location of the patient to the healthcare provider 2409 or
other designated recipients 2410. Moreover, the digitized
data in the cloud 2407 may help to move toward what is
often called “personalized medicine.” Based on the physi-
ological parameter data history, medication or medical
therapies may be prescribed that are customized to the
particular patient.

Beyond the above bene■ts, the cloud application 2407
and application on the device 2405 may also have ■nancial
value for companies developing measurement devices 2401
such asanon-invasive blood constituent monitor. In the case
of glucose monitors, the companies make the majority of
their revenue on the measurement strips. However, with a
non-invasive monitor, there is no need for strips, so there is
less of an opportunity for recurring costs (e.g., the razor/

razor blade model does not work for non-invasive devices).
On the other hand, people may be willing to pay a periodic
fee for the value-add services provided on the cloud 2407.
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Diabetic patients, for example, would probably be willing to
pay a periodic fee for monitoring their glucose levels,
storing the history of the glucose levels, and having alarm
warnings when the glucose level falls out of range. Simi-
larly, patients taking ketone bodies supplement for treatment
of disorders characterized by impaired glucose metabolism
(e.g., Alzheimer’s, Parkinson’s, Huntington’s or ALS) may
need to monitor their ketone bodies level. These patients
would also probably be willing to pay a periodic fee for the
value-add services provided on the cloud 2407. Thus, by
leveraging the advances in wireless connectivity and the
widespread use of handheld devices such as smart phones
that canwirelessly connect to the cloud, businessescanbuild

a recurring cost business model even using non-invasive
measurement devices.

Described herein arejust some examples of the bene■cial

use of near-infrared or SWIR lasers for non-invasive moni-
toring of glucose, ketones, HbAlc and other blood constitu-
ents. However, many other medical procedures can use the
near-infrared or SWIR light consistent with this disclosure
and are intended to be covered by the disclosure.

Although the present disclosure has been described in
several embodiments, a myriad of changes, variations,
alterations, transformations, and modi■cations may be sug-
gested to one skilled in the art, and it is intended that the
present disclosure encompass such changes, variations,
alterations, transformations, and modi■cations as falling
within the spirit and scope of the appended claims.

While exemplary embodiments are described above, it is
not intended that these embodiments describe all possible
forms of the disclosure. Rather, the words used in the
speci■cation are words of description rather than limitation,
and it is understood that various changes may be made
without departing from the spirit and scopeof the disclosure.
Additionally, the features of various implementing embodi-
ments may be combined to form further embodiments of the
disclosure. While various embodiments may have been
described as providing advantages or being preferred over
other embodiments with respect to one or more desired
characteristics, as one skilled in the art is aware, one or more
characteristics may be compromised to achieve desired
system attributes, which depend on the speci■c application
and implementation. These attributes include, but are not
limited to: cost, strength, durability, life cycle cost, market-
ability, appearance, packaging, size, serviceability, weight,
manufacturability, easeof assembly, etc. The embodiments
described herein that are described as less desirable than
other embodiments or prior art implementations with respect
to one or more characteristics arenot outside the scopeof the
disclosure and may be desirable for particular applications.

What is claimed is:
1. A measurement system comprising:

a light source con■gured to generate an output optical
beam, comprising:

one or more semiconductor sources con■gured to gen-
erate an input beam;

one or more optical ampli■ers con■gured to receive at
least a portion of the input beam and to output an
intermediate beam from at least one of the one or
more optical ampli■ers; and

one or more optical ■berscon■gured to receive at least

a portion of the intermediate beam and to commu-
nicate at least part of the portion of the intermediate
beam to a distal end of the one or more optical ■bers
to form a ■rst optical beam;

a nonlinear element con■gured to receive at least a
portion of the ■rst optical beam and to broaden a
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spectrum associatedwith the at least a portion of the
■rst optical beamto at least 10 nm through a non-
linear effect in the nonlinear element to form the
output optical beam with an output beam broadened
spectrum; and

wherein at least a portion of the output beam broadened
spectrum comprises a near-infrared wavelength
between approximately 700 nm and approximately
2500 nm, and wherein at least a portion of the one or
more ■bers isa fused silica ■ber witha core diameter
less than approximately 400 microns;

a measurement apparatuscon■guredto receive a received
portion of the output optical beam and to deliver to a
sample an analysis output beam, which is a delivered
portion of the output optical beam and wherein the
delivered portion of the output optical beam is a
spatially coherent beam;

a receiver con■gured to receive and process at least a
portion of the analysis output beam re■ected or trans-
mitted from the sample having a bandwidth of at least
10 nanometers and to generate an output signal; and

a personal device comprising a wireless receiver, a wire-
less transmitter, a display, a microphone, a speaker,one
or more buttons or knobs, a microprocessor and a touch

screen, the personal device con■gured to receive and

process at least a portion of the output signal, wherein
the personal device is con■gured to store and display
the processed output signal, and wherein at least a
portion of the processed output signal is con■gured to
be transmitted over a wireless transmission link.

2. The system of claim 1, wherein the personal device is
selectedfrom the group consisting of a smart phone, a tablet,

a personal data assistant, a computer, and a microprocessor-
based device.

3. The system of claim 1, wherein the output signal
comprises one or more physiological parameters.

4. The system of claim 1, further comprising a remote
device con■gured to receive over the wireless transmission
link a received output statuscomprising the at least a portion
of the processed output signal, to buffer the received output
status, to process the received output status to generate
processed data and to store the processed data.

5. A measurement system comprising:

a light source comprising a plurality of semiconductor

sourcesthat are light emitting diodes, the light emitting
diodes con■gured to generate an output optical beam
with one or more optical wavelengths, wherein at least

a portion of the one or more optical wavelengths is a
near-infrared wavelength between 700 nanometers and
2500 nanometers,

the light source con■gured to increase signal-to-noise
ratio by increasing a light intensity from at least one of
the plurality of semiconductor sources and by increas-
ing a pulse rate of at least one of the plurality of
semiconductor sources;

an apparatus comprising a plurality of lenses con■gured
to receive a portion of the output optical beam and to
deliver an analysis output beam to a sample

a receiver con■gured to receive and process at least a
portion of the analysis output beam re■ected or trans-
mitted from the sample and to generate an output
signal, wherein the receiver is con■gured to be syn-
chronized to the light source;

a personal device comprising a wireless receiver, a wire-
less transmitter, a display, a microphone, a speaker,one
or more buttons or knobs, a microprocessor and a touch

screen, the personal device con■gured to receive and
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process at least a portion of the output signal, wherein
the personal device is con■gured to store and display
the processed output signal, and wherein at least a
portion of the processed output signal is con■gured to
be transmitted over a wireless transmission link; and

a remote device con■gured to receive over the wireless
transmission link an output status comprising the at
least a portion of the processedoutput signal, to process
the received output status to generate processed data
and to store the processed data.

6. The system of claim 5, wherein at least one of the light
emitting diodes emits light with a bandwidth between 20
nanometers to 40 nanometers.

7. The system of claim 5, wherein the remote device is
further con■gured to transmit at least a portion of the
processed data to one or more other locations, wherein the

one or more other locations is selected from the group
consisting of the personal device, a doctor, a healthcare
provider, a cloud-based server and one or more designated
recipients, and wherein the remote device is capable of
transmitting information related to a time and a position
associated with the at least a portion of the processed data.

8. The system of claim 5, wherein the receiver is located

a ■rst distance from a ■rst one of the plurality of light
emitting diodes and a different, second distance from a
secondone of the plurality of light emitting diodes such that
the receiver receives a ■rst signal from the■rst light emitting
diode and a second signal from the second light emitting
diode.

9. The system of claim89, wherein the output signal is
generated in part by comparing the ■rst and second signals.

10. The system of claim 5, wherein the output signal
comprises one or more physiological parameters, and the
remote device is capable of storing a history of at least a
portion of the one or more physiological parameters over a
speci■ed period of time.

11. The system of claim 5, wherein the receiver further
comprises one or more ■lters in front of one of more
detectors to select a fraction of the one or more optical
wavelengths.

12. The system of claim 5, wherein the output optical
beam comprises a plurality of optical wavelengths, and the
output signal is generated in part by comparing signals at
different optical wavelengths.

13. A measurement system comprising:

a wearable measurement device for measuring one or
more physiological parameters, including a light source
comprising a plurality of semiconductor sources that

are light emitting diodes, the light emitting diodes
con■guredto generatean output optical beam with one
or more optical wavelengths, wherein at least a portion
of the one or more optical wavelengths is a near-
infrared wavelength between 700 nanometers and 2500
nanometers,

the light source con■gured to increase signal-to-noise
ratio by increasing a light intensity from at least one of
the plurality of semiconductor sources and by increas-
ing a pulse rate of at least one of the plurality of
semiconductor sources; the wearable measurement
device comprising a plurality of lenses con■gured to
receive a portion of the output optical beam and to
deliver an analysis output beam to a sample;

the wearable measurement device further comprising a
receiver con■gured to receive and process at least a
portion of the analysis output beam re■ected or trans-
mitted from the sample and to generate an output
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spectrum associatedwith the at least a portion of the
■rst optical beam to at least 10 nm through a non-
linear effect in the nonlinear element to form the
output optical beam with an output beam broadened
spectrum; and

wherein at least a portion of the output beam broadened
spectrum comprises a near-infrared wavelength
between approximately 700 nm and approximately
2500 nm, and wherein at least a portion of the one or
more ■bersis a fused silica ■berwith a core diameter
less than approximately 400 microns;

a measurement apparatuscon■guredto receive a received
portion of the output optical beam and to deliver to a
sample an analysis output beam, which is a delivered
portion of the output optical beam and wherein the
delivered portion of the output optical beam is a
spatially coherent beam;

a receiver con■gured to receive and process at least a
portion of the analysis output beam re■ected or trans-
mitted from the sample having a bandwidth of at least
10 nanometers and to generate an output signal; and

a personal device comprising a wireless receiver, a wire-
less transmitter, a display, a microphone, a speaker,one
or more buttons or knobs, a microprocessor and a touch

screen, the personal device con■gured to receive and

process at least a portion of the output signal, wherein
the personal device is con■gured to store and display
the processed output signal, and wherein at least a
portion of the processed output signal is con■gured to
be transmitted over a wireless transmission link.

2. The system of claim 1, wherein the personal device is
selectedfrom the group consisting of a smart phone, a tablet,

a personal data assistant, a computer, and a microprocessor-
based device.

3. The system of claim 1, wherein the output signal
comprises one or more physiological parameters.

4. The system of claim 1, further comprising a remote
device con■gured to receive over the wireless transmission
link a received output statuscomprising the at least a portion
of the processed output signal, to buffer the received output
status, to process the received output status to generate
processed data and to store the processed data.

5. A measurement system comprising:

a light source comprising a plurality of semiconductor

sourcesthat are light emitting diodes, the light emitting
diodes con■gured to generate an output optical beam
with one or more optical wavelengths, wherein at least

a portion of the one or more optical wavelengths is a
near-infrared wavelength between 700 nanometers and
2500 nanometers,

the light source con■gured to increase signal-to-noise
ratio by increasing a light intensity from at least one of
the plurality of semiconductor sources and by increas-
ing a pulse rate of at least one of the plurality of
semiconductor sources;

an apparatus comprising a plurality of lenses con■gured
to receive a portion of the output optical beam and to
deliver an analysis output beam to a sample

a receiver con■gured to receive and process at least a
portion of the analysis output beam re■ected or trans-
mitted from the sample and to generate an output
signal, wherein the receiver is con■gured to be syn-
chronized to the light source;

a personal device comprising a wireless receiver, a wire-
less transmitter, a display, a microphone, a speaker,one
or more buttons or knobs, a microprocessor and a touch

screen, the personal device con■gured to receive and
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process at least a portion of the output signal, wherein
the personal device is con■gured to store and display
the processed output signal, and wherein at least a
portion of the processed output signal is con■gured to
be transmitted over a wireless transmission link; and

a remote device con■gured to receive over the wireless
transmission link an output status comprising the at
least a portion of the processedoutput signal, to process
the received output status to generate processed data
and to store the processed data.

6. The system of claim 5, wherein at least one of the light
emitting diodes emits light with a bandwidth between 20
nanometers to 40 nanometers.

7. The system of claim 5, wherein the remote device is
further con■gured to transmit at least a portion of the
processed data to one or more other locations, wherein the

one or more other locations is selected from the group
consisting of the personal device, a doctor, a healthcare
provider, a cloud-based server and one or more designated
recipients, and wherein the remote device is capable of
transmitting information related to a time and a position
associated with the at least a portion of the processed data.

8. The system of claim 5, wherein the receiver is located

a ■rst distance from a ■rst one of the plurality of light
emitting diodes and a different, second distance from a
secondone of the plurality of light emitting diodes such that
the receiver receives a ■rst signal from the ■rstlight emitting
diode and a second signal from the second light emitting
diode.

9. The system of claim89, wherein the output signal is
generated in part by comparing the ■rst and second signals.

10. The system of claim 5, wherein the output signal
comprises one or more physiological parameters, and the
remote device is capable of storing a history of at least a
portion of the one or more physiological parameters over a
speci■edperiod of time.

11. The system of claim 5, wherein the receiver further
comprises one or more ■lters in front of one of more
detectors to select a fraction of the one or more optical
wavelengths.

12. The system of claim 5, wherein the output optical
beam comprises a plurality of optical wavelengths, and the
output signal is generated in part by comparing signals at
different optical wavelengths.

13. A measurement system comprising:

a wearable measurement device for measuring one or
more physiological parameters, including a light source
comprising a plurality of semiconductor sources that

are light emitting diodes, the light emitting diodes
con■guredto generatean output optical beam with one
or more optical wavelengths, wherein at least a portion
of the one or more optical wavelengths is a near-
infrared wavelength between 700 nanometers and 2500
nanometers,

the light source con■gured to increase signal-to-noise
ratio by increasing a light intensity from at least one of
the plurality of semiconductor sources and by increas-
ing a pulse rate of at least one of the plurality of
semiconductor sources; the wearable measurement
device comprising a plurality of lenses con■gured to
receive a portion of the output optical beam and to
deliver an analysis output beam to a sample;

the wearable measurement device further comprising a
receiver con■gured to receive and process at least a
portion of the analysis output beam re■ected or trans-
mitted from the sample and to generate an output
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signal, wherein the wearable measurement device
receiver is con■gured to be synchronized to pulses of
the light source;

a personal device comprising a wireless receiver, a wire-
less transmitter, a display, a microphone, a speaker,one
or more buttons or knobs, a microprocessor and a touch

screen, the personal device con■gured to receive and

process at least a portion of the output signal, wherein
the personal device is con■gured to store and display
the processed output signal, and wherein at least a
portion of the processed output signal is con■gured to
be transmitted over a wireless transmission link; and

a remote device con■gured to receive over the wireless
transmission link an output status comprising the at
least a portion of the processedoutput signal, to process
the received output status to generate processed data
and to store the processeddata, and wherein the remote
device is capable of storing a history of at least a
portion of the received output status over a speci■ed
period of time.

14. The system of claim 13, wherein at least one of the
light emitting diodes emits light with a bandwidth between
approximately 20 nanometers to approximately 40 nanome-
ters.

20

32
15. The system of claim 13, wherein the remote device is

further con■gured to transmit at least a portion of the
processed data to one or more other locations, wherein the

one or more other locations is selected from the group
consisting of the personal device, a doctor, a healthcare
provider, a cloud-based server and one or more designated
recipients, and wherein the remote device is capable of
transmitting information related to a time and a position
associated with the at least a portion of the processed data.

16. The system of claim 13, wherein the receiver is
located a ■rst distance froma ■rst one of the plurality of
light emitting diodes and a dilferent, seconddistance from a
secondone of the plurality of light emitting diodes such that
the receiver receives a ■rst signal from the■rst light emitting
diode and a second signal from the second light emitting
diode.

17. The system of claim 16, wherein the output signal is
generated in part by comparing the ■rst and second signals.

18. The system of claim 13, wherein the receiver further
comprises one or more ■lters in front of one of more
detectors to select a fraction of the one or more optical
wavelengths.
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wavelengths.

PGR2025-00064 Page 00050




