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Methods, systems, and apparatus relate to capacitive touch 
sensors with a fine-pointed, active stylus. The active stylus is 
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tive touch sensor. The active stylus is configured to receive a 
signal from a matrix of the capacitive touch sensor to measure 
a first position along one axis, and transmit a signal from the 

(21) Appl. No.: 12/871,652 single electrode of the stylus to the matrix to indicate a second 
position of the stylus along another axis of the matrix. The 
stylus can transmit the received signal to report the first posi 
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LOCALIZING AN ELECTROSTATIC STYLUS 
WITHINA CAPACITIVE TOUCH SENSOR 

TECHNICAL FIELD 

0001. This disclosure relates to techniques for capacitive 
touch sensors that utilize a stylus, for example, in localizing 
an electrostatic stylus within a capacitive touch sensor. 

BACKGROUND 

0002 Touch sensors, such as those that are used in touch 
screens for portable devices and for monitors, can be manipu 
lated using a writing instrument, such as a stylus, thereby 
enabling entry of information related to a user input. For 
instance, a stylus may be used to touch various areas of the 
touch sensor. The user input received by the touch sensor also 
may involve detecting the movement of the stylus, such as 
receiving information regarding some form of Writing or 
marking resulting from the movement of the stylus on the 
touch sensor. 

SUMMARY 

0003) This specification relates to systems, methods, and 
techniques for using a capacitive touch sensor with a fine 
pointed stylus. 
0004. In general, some aspects of the subject matter 
described in this specification can be embodied in methods 
that involve a sensor and a stylus. Other embodiments of this 
aspect include corresponding systems, apparatus, and com 
puter programs, configured to perform the actions of the 
methods, encoded on computer storage devices. 
0005. In general, another aspect of the subject matter 
described in this specification can be embodied in methods 
that include the actions related to a capacitive touch sensor 
and an electrostatic stylus. Some aspects feature a method for 
using an active stylus to enable determination of a two-di 
mensional position of the active stylus relative to a capacitive 
touch sensor, where the capacitive touch sensor has a two 
dimensional matrix of conductors configured as a first array 
of conductors arranged in rows and a second array of conduc 
tors arranged in columns, and where the active stylus has an 
electrode and active components. The method includes 
receiving a first signal in the active stylus from at least one of 
the columns in the matrix, measuring a signal strength of each 
first signal received from the columns, using the measured 
signal strengths to calculate a first position of the active stylus 
along a first axis of the matrix of the capacitive touch sensor, 
and transmitting the calculated first position of the active 
stylus along the first axis of the matrix of the capacitive touch 
sensor. The method involves transmitting a second signal 
from the electrode of the active stylus to at least one of the 
rows of the matrix to indicate a second position of the active 
stylus along a second axis of the matrix, where the capacitive 
touch sensor is configured to determine the second position 
along the second axis of the matrix based on the received 
second signal. The electrode is located within the active stylus 
and is configured to electrostatically couple with the capaci 
tive touch sensor, and the electrode of the active stylus is 
configured to both receive and transmit signals. 
0006. These and other embodiments can each optionally 
include one or more of the following features. The method 
can involve, prior to receiving the first signal in the active 
stylus or transmitting the second signal, receiving a third 
signal in the active stylus from the capacitive touch sensor to 
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synchronize a time base of the active stylus with a time base 
of the capacitive touch sensor. The third signal for synchro 
nization can be received in the active stylus through a com 
munication channel. The communication channel can be a 
wireless communication channel, an ultrasonic channel, oran 
optical channel. The communication channel can be config 
ured to receive or transmit information related to at least one 
of the active stylus or the capacitive touch sensor. The third 
signal can be received from at least one column in the first 
array of columns, for which the third signal can be received in 
the active stylus through the electrode at least at the one 
column. The third signal can be received from a pulse that is 
simultaneously transmitted on multiple columns in the first 
array of columns. The third signal can be received once per 
time frame. The time frame can include a timeslot allocated 
for the third signal to be received by the stylus. The time frame 
can include a timeslot allocated for each of the columns to 
transmit the first signal from the capacitive touch sensor. The 
time frame can include a timeslot allocated for transmitting 
the calculated first position from the active stylus. The time 
frame can include a timeslot allocated for each of multiple 
active styluses to transmit a respective first position. The 
transmission of the calculated first position from the active 
stylus can be configured to occur through a communication 
channel. The communication channel can be a wireless chan 
nel, an ultrasonic channel, or an optical channel. The trans 
mission of the calculated first position from the active stylus 
can be configured to occur through electrostatic coupling of 
the electrode of the active stylus to the matrix, and at least one 
of the rows can be configured to receive the calculated first 
position from the electrode of the active stylus. The transmis 
sions of the active stylus can be configured to occur simulta 
neously with multiple transmissions of other active styluses 
or columns utilizing multiple orthogonal waveforms. The 
transmissions of the active stylus can be configured to occur 
with multiple transmissions of other active styluses or col 
umns utilizing simultaneous multiple frequency-divided sig 
nals. The transmissions of the active stylus can be configured 
to occur with multiple transmissions of other active styluses 
or columns utilizing simultaneous multiple code-divided sig 
nals. The method can involve interpolating to compute the 
first and second positions of the active stylus. The active 
stylus can include: a switch coupled with the electrode that 
can be configured for multiplexing a relatively large Voltage 
and a relatively small current, where the switch can be con 
figured for transmitting a voltage onto the electrode in a 
transmission mode, and for receiving a current from the elec 
trode in a receiving mode; a receiver circuit for the current 
that can be coupled to the switch to receive at least part of the 
current through the switch, from the electrode; a transmitter 
circuit for the voltage that is coupled to the switch to transmit 
at least part of the voltage through the Switch, onto the elec 
trode: a microcontroller coupled to the receiver and the trans 
mitter circuits; and an internal power source to provide power 
to at least the microcontroller. The microcontroller can be 
configured to compute coordinate positions of the active sty 
lus with respect to the locations on the capacitive touchsen 
sor, and to report at least some of the coordinate positions 
from the active stylus. The microcontroller can be further 
configured to interpolate to compute the coordinate positions 
of the active stylus. The internal power source can include a 
battery or a supercapacitor. The current can be on the order of 
one microamp, and the Voltage can be on the order of one 
hundred volts. The active stylus can have a tip that is config 
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ured to interact with the matrix of the capacitive touch sensor. 
The tip of the Stylus can include a force sensor for providing 
a measurement of force though the stylus. 
0007. In general, another aspect of the subject matter 
described in this specification can be embodied in methods 
for using a capacitive touch sensor to enable a determination 
of a two-dimensional position of an active stylus with respect 
to the capacitive touch sensor, where the capacitive touch 
sensor has a two-dimensional matrix of conductors config 
ured as a first array of conductors arranged in rows and a 
second array of conductors arranged in columns, and where 
the active stylus has an electrode and active components. The 
method involves transmitting a first signal from at least one of 
the columns in the matrix to the active stylus for indicating a 
first position of the active stylus along a first axis of the matrix 
of the capacitive touch sensor, and receiving a second signal 
from the electrode of the active stylus at one or more of the 
rows of the matrix to indicate a second position of the active 
stylus along a second axis of the matrix. The capacitive touch 
sensor is configured to determine the second position along 
the second axis of the matrix based on the received second 
signal, and the capacitive touch sensor is configured to elec 
trostatically couple with the electrode located within the 
active stylus. 
0008. These and other embodiments can each optionally 
include one or more of the following features. The method 
can involve, prior to transmitting the first signal or receiving 
the second signal, transmitting a third signal to the active 
stylus from the capacitive touch sensor to synchronize a time 
base of the active stylus with a time base of the capacitive 
touch sensor. The third signal can be transmitted from at least 
one column in the first array of columns to the active stylus 
through the electrode. The third signal can be transmitted 
with a pulse that is simultaneously transmitted from multiple 
columns in the first array of columns. The third signal can be 
transmitted once per time frame. The time frame can include 
a timeslot allocated for the third signal to be transmitted to the 
stylus. The time frame can include a timeslot allocated for 
each of the columns to transmit the first signal from the 
capacitive touch sensor. The time frame can include a timeslot 
allocated for each of multiple active styluses to transmit a 
second signal used to determine that stylus's position along 
the second axis. The method can include receiving a calcu 
lated first position of the active stylus along the first axis of the 
matrix of the capacitive touch sensor, where the receiving of 
the calculated first position from the active stylus is config 
ured to occur through electrostatic coupling of the electrode 
of the active stylus to the matrix, and for which at least one of 
the rows is configured to receive the calculated first position 
from the electrode of the active stylus. 
0009. In general, another aspect of the subject matter 
described in this specification can be embodied in an active 
stylus configured to operate with a capacitive touch sensor. 
The active stylus includes an electrode configured to both 
receive and transmit signals, and configured to electrostati 
cally couple with the capacitive touch sensor. The active 
stylus includes a switch, coupled with the electrode, which is 
configured to multiplex a relatively large Voltage and a rela 
tively small current, where the Switch is configured to trans 
mit a Voltage to the electrode in a transmission mode, and to 
receive a current from the electrode in a receiving mode. The 
active stylus includes a means for receiving current from the 
electrode through the Switch, and for transmitting Voltage that 
is coupled through the switch to the electrode. The active 
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stylus includes a microcontroller coupled to the receiver and 
the transmitter circuits and is configured to determine at least 
one position of the active stylus with respect to locations on 
the capacitive touch sensor. The active stylus includes an 
internal power source to provide power to at least the micro 
controller. 

0010. These and other embodiments can each optionally 
include one or more of the following features. The microcon 
troller can be configured to compute coordinate positions of 
the active stylus with respect to the locations on the capacitive 
touch sensor, and to report at least some of the coordinate 
positions from the active stylus. The microcontroller can be 
configured to interpolate when computing the coordinate 
positions of the active stylus. The active stylus can include a 
communication channel that is a wireless channel, an ultra 
Sonic channel, or an optical channel, and the internal power 
Source can be a battery or a Supercapacitor. The current can be 
on the order of one microamp, and the Voltage can be on the 
order of one hundred volts. 
0011. In general, another aspect of the subject matter 
described in this specification can be embodied in an active 
stylus configured to operate with a capacitive touch sensor. 
The active stylus includes an electrode configured to both 
receive and transmit signals, and configured to electrostati 
cally couple with the capacitive touch sensor. The active 
stylus includes a switch, coupled with the electrode, which is 
configured to multiplex a relatively large Voltage and a rela 
tively small current, for which the switch is configured to 
transmita Voltage to the electrode in a transmission mode, and 
to receive a current from the electrode in a receiving mode. 
The active stylus includes a receiver circuit for receiving 
current from the electrode through the switch, a transmitter 
circuit for transmitting Voltage that is coupled through the 
switch to the electrode, a microcontroller coupled to the 
receiver and the transmitter circuits and configured to deter 
mine at least one position of the active stylus with respect to 
locations on the capacitive touch sensor, and an internal 
power source to provide power to at least the microcontroller. 
0012. In general, another aspect of the subject matter 
described in this specification can be embodied in a capacitive 
touch sensor configured to enable determination of a two 
dimensional position of an active stylus with respect to the 
capacitive touch sensor, where the active stylus has an elec 
trode and active components. The capacitive touch sensor 
includes a two-dimensional matrix of conductors configured 
to include: a first array of conductors arranged in rows; a 
second array of conductors arranged in columns; transmitters 
coupled to the second array of conductors, the transmitters 
being configured to transmit a first signal from at least one of 
the columns in the matrix to the active stylus for indicating a 
first position of the active stylus along a first axis of the matrix 
of the capacitive touch sensor; and receivers coupled to the 
first array of conductors, the receivers being configured to 
receive a second signal from the electrode of the active stylus 
at one or more of the rows of the matrix to indicate a second 
position of the active stylus along a second axis of the matrix. 
The capacitive touch sensor is configured to determine the 
second position along the second axis of the matrix based on 
the received second signal. The capacitive touch sensor is 
configured to electrostatically couple with the electrode 
located within the active stylus. 
0013. In general, another aspect of the subject matter 
described in this specification can be embodied in a capacitive 
touch sensor configured to enable determination of a two 
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dimensional position of an active stylus with respect to the 
capacitive touch sensor, where the active stylus has an elec 
trode and active components. The capacitive touch sensor has 
a two-dimensional matrix of conductors configured to 
include: a first array of conductors arranged in rows; a second 
array of conductors arranged in columns; and means for 
transmitting a first signal from at least one of the columns in 
the matrix to the active stylus for indicating a first position of 
the active stylus along a first axis of the matrix of the capaci 
tive touch sensor, and receiving a second signal from the 
electrode of the active stylus at one or more of the rows of the 
matrix to indicate a second position of the active stylus along 
a second axis of the matrix. The capacitive touch sensor is 
configured to determine the second position along the second 
axis of the matrix based on the received second signal. The 
capacitive touch sensor is configured to electrostatically 
couple with the electrode located within the active stylus. 
0014. In general, another aspect of the subject matter 
described in this specification can be embodied in a method 
for transmitting and receiving signals in an active stylus for a 
capacitive touch sensor, where the active stylus includes an 
electrode and at least one circuit for receiving a current 
through the electrode and for transmitting a Voltage onto the 
electrode. The method involves, in a transmission mode, con 
figuring the circuit for transmitting a Voltage through a node 
coupled to the electrode by: generating a Voltage using a 
switchmode power supply circuit, where the switchmode 
power Supply circuit includes at least an inductor and a diode, 
and where the diode is coupled to the transformer; permitting 
the diode to be intermittently forward-biased in the transmit 
ting mode, and for current to flow through the diode into a 
Stray capacitance; and configuring a Switch in the transmit 
mode to electrically isolate at least some components in the 
circuit configured for receiving the current in a receiving 
mode from the Voltage formed across the stray capacitance. 
The method involves, in the receiving mode, configuring the 
circuit for receiving the current through the node coupled to 
the electrode by: configuring the switch to receive the current 
into the components in the circuit configured for receiving the 
current in the receiving mode, and configuring the diode to be 
reversed-biased in the receiving mode such that at least some 
of the components in the circuit configured for receiving the 
current in the receiving mode are electrically isolated from an 
inductance of the transformer in the Switchmode power Sup 
ply circuit. 
0015 These and other embodiments can each optionally 
include one or more of the following features. A resistor can 
be coupled to the diode. The method can include providing a 
reference Voltage on at least one terminal of the resistor that is 
greater than a ground Voltage of the circuit. The method can 
include, in the receive mode, sending at least part of the 
received current into a current receiver circuit, where the 
current receiver circuit is controlled by a microcontroller. The 
Switch can be configured in the transmit mode to electrically 
isolate at least some components in the circuit configured for 
receiving the current in the receiving mode from the Voltage 
formed across a parasitic capacitance associated with one or 
more components on the node coupled to the electrode. The 
method can include placing a second deliberate capacitance 
in parallel with the stray capacitance at the node coupled to 
the electrode. The method can include receiving the current 
on an order of one microamp, and transmitting the Voltage on 
the order of one hundred volts. The switchmode power supply 
circuit can include a flyback circuit. 
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0016. In general, another aspect of the subject matter 
described in this specification can be embodied in an appara 
tus for transmitting and receiving signals in an active stylus 
for a capacitive touch sensor. The apparatus has at least one 
circuit for receiving a current from an electrode and for trans 
mitting a Voltage onto the electrode. The apparatus includes 
the electrode, components configured for receiving the cur 
rent in a receiving mode, a Switch, and a Switchmode power 
Supply circuit including at least a transformer and a diode, 
where the diode is coupled to the transformer. In a transmis 
sion mode, the circuit for transmitting the Voltage to the 
electrode is configured to: generate the Voltage using the 
Switchmode power Supply circuit, configure the diode to be 
intermittently forward-biased in the transmitting mode, and 
for current to flow through the diode into a stray capacitance, 
and configure the Switch in the transmit mode to electrically 
isolate at least Some of the components configured for receiv 
ing the current in the receiving mode from the Voltage formed 
across the Stray capacitance. In the receiving mode, the circuit 
for receiving the current from the electrode is configured to: 
configure the Switch to receive the current into the compo 
nents configured for receiving the current in the receiving 
mode, and configure the diode to be reversed-biased in the 
receiving mode such that at least some of the components 
configured for receiving the current in the receiving mode are 
electrically isolated from an inductance of the transformer in 
the Switchmode power Supply circuit. 
0017. These and other embodiments can each optionally 
include one or more of the following features. The switch 
mode power Supply circuit can include a flyback circuit. The 
apparatus can include a resistor, where the resistor is coupled 
to the diode. The circuit can be configured to provide a ref 
erence Voltage on at least one terminal of the resistor that is 
greater than a ground Voltage of the circuit. The circuit can be 
configured to send, in the receive mode, at least part of the 
received current into a current receiver circuit, where the 
current receiver circuit can be controlled with a microcontrol 
ler. The stray capacitance can include a parasitic capacitance 
associated with one or more components on the node coupled 
to the electrode. The apparatus can include a second deliber 
ate capacitance that is located in parallel with the stray capaci 
tance at the node coupled to the electrode. The received 
current can be on the order of one microamp, and wherein the 
transmitted voltage can be on the order of one hundred volts. 
0018. In general, another aspect of the subject matter 
described in this specification can be embodied in a system 
for transmitting and receiving signals in an active stylus for a 
capacitive touch sensor, for which the system has at least one 
circuit for receiving a current from an electrode and for trans 
mitting a Voltage onto the electrode. The system includes the 
electrode, components configured for receiving the current in 
a receiving mode, a Switch, and a Switchmode power Supply 
circuit having at least a transformer and a diode, for which the 
diode is coupled to the transformer. In a transmission mode, 
the circuit for transmitting the Voltage to the electrode is 
configured to: generate the Voltage using the Switchmode 
power Supply circuit; configure the diode to be intermittently 
forward-biased in the transmitting mode, and for current to 
flow through the diode into a stray capacitance; and means for 
electrically isolating at least some of the components config 
ured for receiving the current in the receiving mode from the 
Voltage formed across the stray capacitance. In the receiving 
mode, the circuit for receiving the current from the electrode 
is configured to configure the Switch to receive the current 
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into the components configured for receiving the current in 
the receiving mode, and means for electrically isolating at 
least Some of the components configured for receiving the 
current in the receiving mode from an inductance of the 
transformer in the Switchmode power Supply circuit. 
0019. These and other embodiments can each optionally 
include one or more of the following features. The switch 
mode power Supply circuit can include a flyback circuit. The 
system can include a resistor, where the resistor can be 
coupled to the diode. The circuit can include a means for 
providing a reference Voltage on at least one terminal of the 
resistor that is greater than a ground Voltage of the circuit. The 
circuit can have a means for sending, in the receive mode, at 
least part of the received current into a current receiver circuit, 
where the current receiver circuit is controlled with a micro 
controller. The Stray capacitance can include a parasitic 
capacitance associated with one or more components on the 
node coupled to the electrode. The system can include a 
second deliberate capacitance that is located in parallel with 
the stray capacitance at the node coupled to the electrode. The 
received current can be on the order of one microamp, and the 
transmitted voltage can be on the order of one hundred volts. 
0020. In general, another aspect of the subject matter 
described in this specification can be embodied in a circuit for 
transmitting and receiving signals with an electrode in an 
active stylus. The circuit includes first, second and third resis 
tors, first and second transistors, a transformer, a first diode, 
an amplifier, and a capacitor. The first resistor is coupled with 
an input terminal and the first transistor. The first transistor 
includes a first terminal coupled to the resistor, a second 
terminal coupled to a ground node, a third terminal coupled to 
a first winding of the transformer. The transformer has the first 
winding coupled between a terminal for a power Supply and 
the third terminal of the first transistor, and a second winding 
coupled between the ground node and an anode of the first 
diode. The first diode has a cathode coupled to a node that is 
coupled to an electrode configured to receive and transmit 
signals with a capacitive touch sensor. The second resistor is 
coupled between the node that is coupled to the electrode and 
a reference Voltage. The second transistor includes a first 
terminal coupled to the node coupled to the electrode, a 
second terminal coupled to a terminal for a Switched signal, 
and a third terminal coupled to an inverting input of the 
amplifier. The amplifier has a non-inverting input that is 
coupled to the reference voltage. The third resistor is coupled 
between the inverting input of the amplifier and an output of 
the amplifier. The capacitor is coupled between the inverting 
input of the amplifier and the output of the amplifier. The 
reference Voltage is configured to be greater thana Voltage of 
the ground node and less than the power Supply Voltage. The 
circuit is configured to have a receiving mode for receiving a 
current through the node coupled to the electrode, and a 
transmitting mode for transmitting a Voltage through the node 
coupled to the electrode. In a receiving mode, the first diode 
is configured to be reversed-biased and the second transistor 
is configured to electrically connect the first and third termi 
nals of the second transistor. In a transmitting mode, the first 
diode is configured to be intermittently forward-biased and 
the second transistor is configured to form an open circuit to 
electrically disconnect the first and third terminals of the 
second transistor. 

0021. These and other embodiments can each optionally 
include one or more of the following features. The received 
current can be on the order of one microamp, and the trans 
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mitted voltage can be on the order of one hundred volts. The 
circuit can include a second diode, for which the second diode 
can be coupled in parallel with the second and third terminals 
of the first transistor. 
0022. The details of one or more embodiments of the 
subject matter described in this specification are set forth in 
the accompanying drawings and the description below. Other 
features and aspects of the Subject matter will become appar 
ent from the description, the drawings, and the claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0023 FIG. 1 depicts a diagram of an implementation of an 
active stylus. 
0024 FIG. 2A depicts a diagram showing a division of a 
frame into timeslots with finger touch only. 
0025 FIG. 2B depicts a diagram showing a division of a 
frame into timeslots with finger touch and the stylus. 
0026 FIG. 3 depicts a block diagram of an active stylus. 
0027 FIG. 4 depicts a diagram of a circuit to transmit and 
receive signals on a single electrode. 
0028 FIG. 5 depicts a diagram with an example of the 
voltage output of the receiver amplifier versus time. 
0029 FIG. 6 depicts a diagram with an example of the 
Voltage output of the transmitter versus time. 
0030. Like reference numbers and designations in the 
various drawings indicate like elements. 

DETAILED DESCRIPTION 

0031. There are methods to detect the position of a human 
finger, along a two-dimensional sensor array and according to 
its effect on an electric field. These methods involve a matrix 
of conducting rows and columns, approximately at right 
angles to each other. For example, a sensor can measure the 
capacitance from each row to each column, making min 
measurements for a matrix with m rows and n columns. That 
measurement can be made by applying an excitation Voltage 
on a given column, and measuring the resulting current 
(through that capacitance) on a given row. It can be arbitrary 
as to which axis is designated as the rows vs. columns. 
0032. This measurement can detect the position of a 
human finger, since the human finger, being somewhat con 
ductive and connected with some relatively small impedance 
to the controller circuit's ground node, affects the capacitance 
at the matrix intersection where it touches. The capacitance 
may increase, due to the high (and complex, since it is con 
ductive and therefore lossy) dielectric constant of the human 
finger, or decrease, due to the finger's connection to ground, 
according to the specific design of the sensor. 
0033. In any such sensor, the mn measurements (or some 
chosen Subset of them) can be made periodically at Some 
frame rate, for example 100 Hz. This frame rate can be a 
tradeoff of noise against response time. A slow frame rate 
may allow for long integration times while measuring, which 
tends to reduce noise, but the delay may be objectionable to 
the user. A fast framerate can provide a fast response, but little 
time to measure, and may therefore provide a noisy measure 
ment. The overall frame time can be divided into slots, with 
one column (or multiple columns, e.g., two columns if the 
display is split into halves or quadrants) excited during each 
slot. If a receiver is provided for each row, for example, then 
all the rows may be measured simultaneously. If not, then a 
Smaller number of receivers may be multiplexed among the 
rows, with the frame broken down into yet more timeslots. 
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0034. In some applications, it can be desirable to track not 
a human finger, but some stylus that may be held in the hand. 
A finger can be relatively large compared to a stylus, and a 
fine-pointed Stylus may provide better pointing accuracy. A 
stylus may also be built with buttons or other sensors (scroll 
wheels, etc.) on its surface, to provide the user with additional 
degrees of freedom for input. With some types of touch 
screens, any object may be used as a stylus. (For example, a 
resistive touch screen may respond to force, and may be used 
with any rigid object.) But a capacitive touch screen may not 
respond to a touch with a non-conducting stylus, since Such a 
stylus does not significantly disrupt the electric field. To 
clarify, there may be some effect observed due to the stylus's 
dielectric constant, which can be higher than that of air and 
thus increase the measured capacitance, but this effect is 
relatively small, resulting in non-significant disruption in the 
electric field. 

0035. A capacitive touch screen can respond to a touch 
with an electrically conductive stylus, if that stylus is held in 
the grounded user's hand. Such a stylus can be configured to 
have an electrically conductive tip (generally compliant), and 
a conductive path from the tip to the user's body. As such, the 
stylus may perform almost like the user's finger. But since a 
human finger produces a spot somewhat larger than ~5 mm 
when pressed against the sensor, the rows and columns can be 
placed with spacing on that order. This may be the minimum 
spacing required to interpolate correctly, and to provide a 
measurement of position with higher resolution than the sen 
Sor pitch. A conductive stylus therefore may also have a tip on 
the order of that 5 mm in diameter, in order (a) to provide a 
Sufficiently large change in capacitance to achieve an accept 
able signal-to-noise ratio, and (b) to provide a signal that 
spans at least two matrix intersections, which is desirable to 
allow the sensor to interpolate for finer resolution. Thus, a 
stylus with a tip finer than that -5 mm may be desired because 
the fine-pointed Stylus occludes less of the displayed image, 
and provides higher accuracy than a stylus that does not have 
a fine-pointed tip. The fine-pointed Stylus can allow a user to 
point more accurately and precisely than a typically-sized 
human finger or a stylus with a relatively fattip, of around that 
~5 mm, for example. A person's finger or a fat-tip stylus may 
not point as accurately as a relatively fine or short-tip stylus, 
and the tip of the finger or fat-tip stylus may contribute to 
relatively significant occlusion when pointing to the matrix. 
0036. For a capacitive touch screen, the signal that is pro 
vided (e.g., from the disruption of the fringing electric field 
from the stylus) can be proportional to contact area of the 
sensor. A skinny or thin stylus in close proximity to the sensor 
can have a small effect, and that effect may not be easily 
measured against noise. In some implementations, a skinny 
or thin stylus may also not be easily interpolated because a 
capacitive touch screen has a pitch, for example, of around 5 
mm (e.g., because the contact area of a person's finger against 
the touch screen is usually at least 5 mm). In other implemen 
tations, interpolation can be performed as long as the pitch of 
the sensor is Smaller than the contact area of the actuating 
object. For example, even if the rows and columns are placed 
on 5 mm centers, the position can be reported with resolution 
better than that 5 mm by using interpolation. For example, the 
finger or fat-tipped stylus may be on/2 of row 1 and/2 on row 
2, which can be interpolated as 1.5. This example can work if 
the contact area is large enough to span at least two rows (or 
columns). 
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0037 To improve the signal-to-noise ratio compared to 
that of a fine-pointed passive stylus, an active stylus is con 
templated. This stylus, rather than just being connected to 
ground through the user's hand, contains active electronics, 
and is capable of receiving or transmitting a signal on its tip. 
In this sense, the stylus may be configured as illustrated in 
FIG 1. 

0038 FIG. 1 shows an implementation of an active stylus 
100, which is in close proximity to conductive rows and 
columns in a matrix 160, and which has a conductive body 
110, and a thin metal wire forming its tip 120. The stylus 100 
has a non-conductive body of the tip 130 that allows the 
electric field lines 140 from the matrix 160 to escape the 
stylus 100. 
0039. In some implementations, the capacitance between 
the tip of the stylus and a row or column in the matrix can be 
almost entirely a fringing capacitance, and can be relatively 
Small compared, for example, to the capacitance between a 
row and a column in the matrix. For example, for a sensor 
having diamond-shaped conductor patterns on the rows and 
columns on ~5 mm pitch, and for a thin electrode in the stylus 
~20 mm long, the resulting capacitance can be on the order of 
100 f to the row or column directly under the stylus. A 
diamond-shaped conductor pattern is shown and described in 
U.S. patent application Ser. No. 12/857.024, filed on Jul. 16, 
2010, the disclosure of which is incorporated by reference. 
The stylus is then grounded through the user's hand. With a 
metal-bodied stylus, the coupling capacitance from the stylus 
to the users hand is relatively large (e.g., in the hundreds of 
pF) so that the user's capacitance to ground, which is typically 
smaller, but at least 10 pF, dominates the impedance from the 
stylus's circuit ground to the circuit ground for the sensor's 
control electronics. Since this capacitance is large compared 
to the 100 f capacitance from the tip of the stylus to the 
sensor, the stylus's and controller's circuit grounds stay at 
roughly the same potential. Because the coupling is capaci 
tive, the DC component of the voltage from the stylus's circuit 
ground to the controller circuit's ground is irrelevant. The AC 
component of this voltage can appear as noise. As the capaci 
tance between the stylus's circuit ground and the controller 
circuit's ground increases, the magnitude of this noise Volt 
age, for a given noise current, decreases. In an implementa 
tion, that capacitance may be large enough to keep the noise 
Voltage within an acceptable range for proper operation of the 
stylus. 
0040. To measure the position of the stylus in one axis, the 
stylus may receive the signal transmitted along the columns. 
To do this, the timebase of the stylus is first synchronized with 
that of the control electronics for the sensor. This may be 
achieved by transmitting a distinctive synchronization signal 
(e.g., at a different frequency, or modulated with a distinctive 
pattern) on all of the columns of the matrix simultaneously. 
This provides a time reference to the stylus. The stylus may 
maintain its time reference thereafter, using a crystal or other 
frequency standard within the stylus. The synchronization 
pulse may generally be transmitted once per frame; but in 
Some cases, it may be transmitted more or less often, accord 
ing to the latency required of the system, and to the long-term 
accuracy of the stylus's frequency standard. The stylus can 
search for this synchronization pulse, and when the stylus 
receives the synchronization pulse, reset its own timebase. 
Thereafter, the control electronics scan the sensor in the usual 
way, by exciting each column in sequence with the usual 
Voltage waveform. By measuring the current received on each 
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row, the controller measures the capacitance from each row to 
each column, and thereby measures finger touch in the usual 
way. Simultaneously, the stylus measures the received signal 
strength during each column's slot. If the stylus receives 
signal during a given slot, then the stylus determines that it is 
positioned close to that column. For the geometry as indicated 
in FIG. 1, the stylus can receive a measurable signal on about 
five columns, and may interpolate to determine its position 
along the X axis (assuming, arbitrarily, that the X axis runs 
perpendicular to the columns) with higher resolution. 
0041. For example, the stylus may initially reset its time 
base when it receives a synchronization pulse, at a time arbi 
trarily designated as t-0. Thereafter, the stylus may know that 
the controller will excite columns 1 through n, at times t1, 2, 
..., n. If the stylus receives energy in slot 7, then the Stylus is 
determined to be close to column 7. This may provide coarse 
(e.g., on the order of the sensor pitch of around 5 mm) position 
and interpolation may be used to provide fine position. 
0042. Then, to determine the stylus's position in the other 
axis, an additional timeslot is added to the frame, in which 
none of the columns transmit. Instead, the stylus transmits the 
same signal as would have been used to excite a column. By 
looking at the outputs of the receivers attached to each row, 
the position of the stylus in they axis can be determined. One 
or more receivers in the touch screen can receive this signal 
transmitted by the stylus; if energy is received by a particular 
receiver, then the controller may determine that the stylus is 
close to that particular row. This process can be analogous to 
the process by which the position was determined in the X 
axis, but with the transmitter and receiver interchanged. 
(Along the X axis, multiple columns transmitted in multiple 
timeslots, and the stylus received. Along they axis, the stylus 
transmitted in a single timeslot, and multiple rows received.) 
As for the case offinger touch, the rows receive the signal and 
the columns transmit the signal, but the stylus both receives 
and transmits signals. The stylus transmits to localize itself 
among the rows and receives to localize itself among the 
columns. From these localizations, interpolation can be used 
to determine a more exact location in the touch sensor. 

0043. If multiple styluses are present, then they can deter 
mine their position along the X axis in parallel, but each stylus 
requires a separate timeslot to determine its position along the 
y axis. The division of the overall frame time into timeslots 
therefore appears as in FIGS. 2A and 2B. 
0044 FIG. 2B shows the case where multiple styluses are 
localized simultaneously, in a single frame, and each stylus is 
assigned a single timeslot to determine its position along the 
rows. FIG. 2A shows a frame 210 with n timeslots for n 
columns, for the case where the scan seeks to detect only 
finger touch. For the scan with both finger touch and stylus, 
FIG. 2B Shows a frame 220 where a timeslot 225 is added for 
the synchronization pulse, the n timeslots 235 for n columns 
are retained, and m timeslots are added form styluses, where 
in and m are integers greater than or equal to one, with m 
corresponding to the number of Styluses. 
0045. By this process, they coordinate can be calculated 
within the control electronics on the host (e.g., a device with 
processing capabilities), where it may be passed back to the 
application Software over the same path as finger touch infor 
mation (e.g., over a universal serial bus (USB) link back to a 
computer). In other words, the row position can be calculated 
on the basis of signals received by the row receivers. So the 
row position can be calculated by the same part of the system 

Mar. 1, 2012 

that calculates finger touches, for example. Those row posi 
tions can be reported back to the system, for example, by a 
USB or other link. 

0046 But the X coordinate is calculated within the stylus, 
and can be relayed back to the application Software in a 
number of ways. In other words, the column positions can be 
calculated as a function of signals received by the stylus, and 
the column positions can be reported to the system (e.g., using 
a wireless or wired connection from the computer to the host). 
In one example, if the stylus is wired to the system, for 
example, then the communication link can be established 
with this wiring, and the wiring can also provide a common 
ground between the sensor and the stylus. In another example, 
the stylus can transmit information to the system wirelessly. 
For instance, this information may be transmitted electrostati 
cally through the matrix itself by adding multiple timeslots 
and transmitting the binary-coded X coordinate with one bit 
pertimeslot. This requires no additional hardware, but instead 
can be accomplished by modifying the stylus's control soft 
ware to differently utilize the existing hardware. Specifically, 
this may be accomplished using the hardware that was oth 
erwise used to generate the signal used to localize the stylus in 
the y axis. For example, the stylus can transmit coordinate 
information from the stylus to the host through the matrix, 
where the transmitters and receivers that are used for local 
izing the stylus can also be used to transmit information using 
any wireless coding schemes that are used to transmit infor 
mation overa wireless channel. So a timeslot can be added for 
each bit of the coordinate, for example, and during that 
timeslot, the Stylus can transmit if the corresponding bit is a 
“1”, or not transmit if the corresponding bit is a “0”. This 
scheme corresponds to amplitude shift keying (ASK), but 
other coding schemes may be used. By adding the timeslots to 
the system, the information can be coupled from the stylus 
back to the host through the matrix using the existing hard 
ware. An error-detecting or -correcting code may be used to 
improve the robustness of the system to random bit errors due 
to noise. 

0047. The X coordinate may also be transmitted over the 
auxiliary channel, for example a radio-frequency communi 
cations channel, like an IEEE 802.15.4 link. The bit rate can 
be relatively low, since only one coordinate per stylus needs to 
be transmitted per frame, so that with a 16-bit position and 
100 frames per second, for example, the total bit rate is 1600 
bits/s. By using the auxiliary channel, no additional time 
within the frame may be required to transmit the position 
through the matrix. This can allow the system to reserve more 
time to make the finger touch capacitance measurements (and 
stylus position measurements), resulting in better signal-to 
noise ratio (SNR). If the auxiliary channel is used to transmit 
the X coordinate, then that auxiliary channel may also be used 
to synchronize the time base of the control electronics with 
that of the stylus, removing the need for an additional timeslot 
for the synchronization pulse. This may further increase the 
available time within the frame, thus improving the SNR. 
Other types of communication channels may be used, includ 
ing other radio frequency (RF) links, ultrasonic links, and 
optical links, for example. 
0048. The auxiliary channel may also improve perfor 
mance, to the extent that it eliminates the need for a synchro 
nization pulse transmitted through the matrix. The synchro 
nization pulse is configured to appear on all columns (or, at 
least, many columns uniformly spaced throughout the matrix, 
for example, one in every three columns) in order to be 
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received by the stylus irrespective of the stylus's location. 
Consequently, the total instantaneous transmitted energy is 
greater than when a single column is excited, and is more 
likely to cause electromagnetic compatibility (EMC) prob 
lems. If the synchronization pulse is instead transmitted over 
an auxiliary channel, then this effect is avoided, because the 
synchronization pulse through the matrix becomes unneces 
Sary. 

0049. The same path used to communicate the X coordi 
nate may also be used to communicate other information, for 
example, the state of switches or other controls attached to the 
stylus. The value of a force sensor in the tip of the stylus, for 
example, can be reported, to discriminate stylus touch from 
stylus hover and to provide a continuous measurement of the 
stylus force. In this regard, a single force sensor in the stylus 
can be used, perhaps Supplanting the need for multiple force 
sensors throughout the matrix, or perhaps providing a higher 
quality measurement of the force through the stylus, while 
multiple force sensors throughout the matrix are simulta 
neously used to measure the force of finger or other non 
stylus touches. 
0050 FIG. 3 shows a block diagram of some of the com 
ponents of the stylus 300. The stylus 300 includes a current 
receiver 340, a voltage transmitter 350, and a microcontroller 
320 to sequence operations between the current receiver 340 
and the voltage transmitter 350. The stylus 300 also includes 
an electrode 370 coupled to a transmit/receive switch 360. 
The transmit/receive switch 360 is coupled to the current 
receiver 340 and the voltage transmitter 350. To operate these 
active electronics, some power source is required, for 
example a battery power supply 310 or a supercapacitor. If the 
screen size is Sufficiently Small to make this practical, then the 
stylus could also be powered inductively, e.g., from a coil 
behind or around the screen. The stylus 300 may also option 
ally include an auxiliary communication channel 330 for 
reasons described above. 

0051. In operation, the microcontroller 320 sequences the 
process, where the software in the microcontroller 320 is 
responsible at least for maintaining the sense of time, for 
computing the coordinates, computing the interpolation, and 
reporting the coordinates back to the matrix, and so on. The 
microcontroller 320 runs off of some internal power source 
(e.g., a battery power Supply 310, a Supercapacitor, a 
rechargeable battery) in the stylus. The microcontroller320 is 
coupled to a current receiver 340 (that may be similar to the 
receiver on the rows used when measuring capacitive finger 
touch), and a voltage transmitter 350 (that may be similar to 
the transmitter on the columns used when measuring capaci 
tive finger touch). A transmit/receive switch 360 can be con 
figured to allow the system to multiplex the current in the 
current receiver 340 and the voltage in the voltage transmitter 
350 onto the one electrode 370 in the stylus 300. The transmit/ 
receive switch 360 can allow a high voltage (e.g., around 100 
V) output to be applied to the electrode 370 in the transmit 
mode, and to receive a small current signal (e.g., around 1 uA) 
from the electrode 370 in the receive mode. 

0052. The voltage transmitter 350 and the current receiver 
340 can be configured to have a similar form to the transmit 
ters and receivers attached to the columns and rows in the 
matrix, and make a similar measurement. Most classes of 
circuits that are suitable for exciting the column Voltage and 
measuring the row current to determine finger touch on a 
capacitive sensor may also be Suitable here. Non-coherent 
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detection may be employed here, since it may not require as 
precise alignment of the stylus's timebase as would phase 
coherent detection. 

0053. The above description may assume that only one 
entity (whether that entity is a column in the matrix, or a 
stylus) transmits at a time. This may represent an example of 
a simple implementation, but in some cases, it may be desir 
able for multiple entities to transmit orthogonal waveforms 
simultaneously. All of the techniques described above still 
work in this case (e.g., with multiple orthogonal frequencies, 
or with orthogonal pseudo-noise waveforms of the type used 
in CDMA communications). In this case, it may be possible to 
transmit a greater total energy per frame, improving signal 
to-noise. In such an implementation, a more complex receiver 
may be used, to correlate for the multiple orthogonal wave 
forms simultaneously. Some techniques for transmitting 
orthogonal waveforms simultaneously are described in U.S. 
patent application Ser. No. 12/838,419, filed on Jul. 16, 2010, 
the disclosure of which is incorporated by reference. 
0054 As described above, because the stylus must both 
transmit and receive from a single electrode, that electrode 
can see both large Voltages and Small currents. When trans 
mitting, to achieve acceptable signal-to-noise in the matrix's 
receivers, a peak-to-peak voltage Swing around 100 V can be 
generated. When receiving, signals around a microamp can 
be resolved. Some type of transmit/receive switch or circuit is 
necessary to provide this dynamic range. A circuit that 
achieves this is shown in FIG. 4. 

0055 FIG. 4 shows an implementation of a circuit 400 in 
an active stylus for transmitting a large Voltage and receiving 
a small current on a single electrode. The circuit 400 includes 
a resistor R16 coupled to an input terminal (“flyback”) and a 
transistor Q2. The transistor Q2 has a first terminal coupled to 
the resistor R16, a second terminal coupled to a ground node, 
and a third terminal coupled to a first winding of transformer 
L2. Zener diode D2 is coupled in parallel with the second and 
third terminals of transistor Q2, by being coupled with the 
ground node and the first winding of the transformer L2. The 
first winding of the transformer L2 is coupled to a power 
supply (e.g., a -3 V battery voltage) and the third terminal of 
the transistor Q2. A second winding of the transformer L2 is 
coupled to the ground node and an anode of diode D1. A 
cathode of diode D1 is coupled to node TP1 where the elec 
trode connects. Node TP1 is coupled to a first terminal of 
transistor Q1, a first terminal of pull down resistor Rpd, and 
optionally, a capacitor Cextra. The pull down resistor Rpd has 
a second terminal coupled to a voltage reference. VREF. 
Node TP1 also includes stray capacitances, which are mod 
eled as a single stray capacitor Cstray to the ground node in 
FIG. 4. The transistor Q1 has a second terminal coupled to a 
switched signal for RX ENABLE, and a third terminal 
coupled to the inverting input 2 of the amplifier IC1A. The 
non-inverting input 3 of the amplifier IC1A is coupled to 
voltage reference VREF. The output terminal 1 of the ampli 
fier IC1A is coupled to a first terminal offeedback capacitor 
Cfand feedback resistor Rf, and the non-inverting terminal of 
the amplifier IC1A is also coupled to a second terminal of the 
feedback capacitor Cfand feedback resistor Rf. 
0056. In FIG. 4, the transmit/receive circuit uses a battery 
Voltage (e.g., approximately 3V) and generates a high Voltage 
at ~100V (delivering tens of microamps of current at a maxi 
mum), and a receiver can be placed on the same node. The 
receiver may be disconnected, so that it does not affect the 
generated high Voltage during transmission, and the transmit 

Petitioner Shenzhen Qianfenyi Intelligent Technology Co., Ltd. 
Exhibit 1006  Page 14



US 2012/0050207 A1 

ter may be disconnected, so that it does not affect the received 
signal during reception. The high Voltage can be generated 
using a flyback circuit, similar to the flyback circuit used to 
excite a cathode ray tube display, or used in a Switchmode 
power supply. The flyback circuit includes the transformer 
L2, which stores energy. Energy may flow into the first or 
primary winding of L2, be stored as a magnetic field, within 
the core of L2, and then flow out of the core of L2, through the 
secondary winding of L2. The Voltage may be transformed 
according to the turns ratio of the transformer L2, and accord 
ing to the timings of the applied signals. The energy flowing 
out through the secondary winding of L2 may flow into the 
Stray capacitance at the output through D1, and develop the 
high Voltage across that Stray capacitance. That Stray capaci 
tance may be designed to be as Small as practical, since the 
real power dissipated by this circuit, at least 
0.5*CstrayV2*f, can be proportional to that capacitance. 
0057 When transmitting, the high voltage AC is generated 
with a flyback transformer L2. To produce an excitation volt 
age with frequency f1/T, and assuming a Switch duty cycle 
of 50%, the switch Q2 is closed for a time 0.5*T. During this 
time, the current in the transformer, starting from Zero, ramps 
up to a primary current of Ipri=(Vdd 0.5*T)/Lpri, where Vdd 
is the Supply Voltage, typically around 3 V, and Lpri is the 
primary inductance. When the switch opens, this stored 
energy is delivered to the stray capacitance Cstray at the 
output of the flyback circuit. Neglecting the resistor Rpd, the 
peak Voltage may be calculated by equating the energy stored 
in the transformer inductance, 0.5*Lprilpri 2, with the 
energy stored in the output stray capacitance, 
0.5*Cstray Vpk 2. The voltage can decay exponentially as 
Rpd Cstray, where that product should be chosen on the same 
order as the excitation period, so that the output decays 
roughly back to Zero every cycle. In practice, Cstray can be a 
capacitance in the picofarads, for example, and Rpd can be in 
the hundreds of kilohms. The transformer primary inductance 
can be in the hundreds of microhenries, and its turns ratio can 
be around 1:7. The resistor Rpd may be replaced with a switch 
to ground (for example, a FET or bipolar transistor). This can 
produce an approximate square wave, which is closer to the 
desired ideal sine wave than the repeated exponentials pro 
duced with a resistor. 

0058 When a high voltage is applied to the electrode, the 
receiver at IC1A may be protected from destruction by open 
ing the Switch Q1 (e.g., a transistor) to isolate the receiver in 
transmit mode. Otherwise, the receiver circuit IC1A would 
clamp the high transmit Voltage, and possibly be destroyed by 
it. That circuit is therefore disconnected using the transistor, 
n-FET Q1. This n-FET can be chosen for a high voltage rating 
(i.e., a Voltage rating greater than the peak voltage seen at the 
electrode), and for low stray capacitance (which would 
increase the Cstray, and therefore decrease the acceptable 
Rpd and increase the total power consumption of the system 
when transmitting). This transistor Q1 is a discrete FET, and 
therefore can have its body node connected to its source node, 
which produces a parasitic diode; but this diode is always 
reverse-biased, since the Voltage at the drain is always greater 
than the Voltage at the source, which can mean that it does not 
affect the operation of the circuit. When transmitting, the gate 
voltage of Q1 is held at 0 V, which puts a voltage -VREF 
(with VREF around 0.5*Vdd) on the gate, which turns the 
transistor off. When receiving, a voltage Vdd is applied to the 
gate of Q1. This can put a voltage (Vdd-VREF) on the gate, 
which turns the transistor on. The signal may therefore flow 
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into the receiving transimpedance amplifier IC1A. As such, in 
the receiver mode, a high Voltage can be placed on the gate of 
Q1 (e.g., RX ENABLE pin) so that the transistor Q1 is con 
ducting, and behaves like a short circuit. The stray capaci 
tances, however, due to that transistor and due to the diode 
D1, cannot be disconnected. To a first order, additional 
impedances to ground at the inverting input of IC1A would 
not affect the closed loop transfer function; but for a practical 
amplifier with finite gain-bandwidth, this may not be the case. 
The capacitance Cstray does not significantly affect the 
closed loop transfer function of the receive amplifier. Rpd 
does not have a significant dynamic effect; it would introduce 
a significant DC error if connected to ground, but is connected 
to the same VREF as the opamp's non-inverting input to avoid 
this issue. 
0059. The transformer secondary inductance would intro 
duce a significant error, but when receiving, the Voltage at the 
anode of L2 is held close to ground by the transformer, and the 
voltage at the cathode is held at VREF >0. This means that the 
diode is reverse-biased, which means that it isolates the 
receive circuit from that transformer inductance. The same 
diode is therefore used as part of the flyback circuit, to allow 
only unidirectional current from the transformer secondary 
into the output capacitance, and to isolate the receiver from 
that flyback circuit, reducing parts count. 
0060. In some implementations, there may be a variation 
in the Stray capacitance Cstray of 2:1 or more, which could 
produce a variation in the peak generated Voltage. So circuit 
designs can be made with a sufficiently high voltage to 
achieve a desired signal to noise ratio with the highest pos 
sible capacitance Cstray, without generating a high enough 
Voltage to cause a transistor to break down, even with the 
lowest possible Cstray. In some implementations, a deliberate 
capacitance (e.g., Cextra in FIG. 4) can be added in parallel 
with the stray capacitance Cstray. If the tolerance on this 
deliberate capacitance is better than that of the stray capaci 
tance, then this has the effect of decreasing the variation in the 
peak Voltage, but increasing the total capacitance, and there 
fore increasing total power consumption. In some implemen 
tations, instead of using a flyback circuit, another S Switch 
mode power Supply topology may be used. 
0061 FIG. 5 shows a diagram with an example of the 
voltage output of the receiver amplifier 510 versus time 520. 
The input signal is a square wave input of 200 V peak to peak, 
coupling to the receiverthrough a 100 f capacitance. For this 
example, Rpd is 100 kOhms, Cstray is 7 pF, Cf is 10 pF and 
Rf is 200 kOhms. The peak voltage 535 for the output voltage 
waveform 530 is about 1.6 V, and the lowest voltage 540 for 
the output voltage waveform 530 is about -1.6 V. 
0062 FIG. 6 shows a diagram with an example of the 
voltage output of the transmitter 610 versus time 620. The 
input voltage is 3 V. Cstray is 7 pF. Rpd is 100 kOhms, Lpri 
(the inductance of the first winding of the transformer L2) is 
200 uH. Lsec (the inductance of the second winding of the 
transformer L2) is 10 mH, and the transformer L2 therefore 
has turns ratio of approximately 1:7. The highest value 635 of 
the output voltage waveform 630 is about 140 V, and the 
lowest voltage 645 is about 10 V. 
0063 Some of the described embodiments of the subject 
matter and the operations can be implemented in digital elec 
tronic circuitry, or in computer Software, firmware, or hard 
ware, including the structures disclosed in this specification 
and their structural equivalents, or in combinations of one or 
more of them. Embodiments of the subject matter described 
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in this specification can be implemented as one or more 
computer programs, i.e., one or more modules of computer 
program instructions, encoded on computer storage medium 
for execution by, or to control the operation of data process 
ing apparatus. Alternatively or in addition, the program 
instructions can be encoded on an artificially-generated 
propagated signal, e.g., a machine-generated electrical, opti 
cal, or electromagnetic signal, which is generated to encode 
information for transmission to Suitable receiver apparatus 
for execution by a data processing apparatus. The data pro 
cessing apparatus may include the sensor, may be part of the 
sensor, may be a part of a system with the sensor, may be 
integrated within the system and/or sensor, may be part of 
receivers, transmitters, components and/or logic associated 
with the sensor or the receivers and/or transmitters, or any 
combination thereof. A computer storage medium can be, or 
be included in, a computer-readable storage device, a com 
puter-readable storage substrate, a random or serial access 
memory array or device, or a combination of one or more of 
them. Moreover, while a computer storage medium is not a 
propagated signal, a computer storage medium can be a 
Source or destination of computer program instructions 
encoded in an artificially-generated propagated signal. The 
computer storage medium can also be, or be included in, one 
or more separate physical components or media (e.g., mul 
tiple CDs, disks, or other storage devices). 
0064. The operations described in this specification can be 
implemented as operations performed by a data processing 
apparatus on data stored on one or more computer-readable 
storage devices or received from other sources. 
0065 Various apparatuses, devices, and machines for pro 
cessing data, may be used as a "data processing apparatus.” 
including by way of example a programmable processor, a 
computer, a system on a chip, or multiple ones, or combina 
tions, of the foregoing. The apparatus can include special 
purpose logic circuitry, e.g., an FPGA (field programmable 
gate array) or an ASIC (application-specific integrated cir 
cuit). The apparatus can also include, in addition to hardware, 
code that creates an execution environment for the computer 
program in question, e.g., code that constitutes processor 
firmware, a protocol stack, a database management system, 
an operating system, a cross-platform runtime environment, a 
virtual machine, or a combination of one or more of them. The 
apparatus and execution environment can realize various dif 
ferent computing model infrastructures, such as web services, 
distributed computing and grid computing infrastructures. 
0.066. A computer program (also known as a program, 
Software, Software application, Script, or code) can be written 
in any form of programming language, including compiled or 
interpreted languages, declarative or procedural languages, 
and it can be deployed in any form, including as a stand-alone 
program or as a module, component, Subroutine, object, or 
other unit Suitable for use in a computing environment. A 
computer program may, but need not, correspond to a file in a 
file system. A program can be stored in a portion of a file that 
holds other programs or data (e.g., one or more scripts stored 
in a markup language document), in a single file dedicated to 
the program in question, or in multiple coordinated files (e.g., 
files that store one or more modules, Sub-programs, or por 
tions of code). A computer program can be deployed to be 
executed on one computer or on multiple computers that are 
located at one site or distributed across multiple sites and 
interconnected by a communication network. 
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0067. The processes and logic flows described in this 
specification can be performed by one or more programmable 
processors executing one or more computer programs to per 
form actions by operating on input data and generating out 
put. The processes and logic flows can also be performed by, 
and apparatus can also be implemented as, special purpose 
logic circuitry, e.g., an FPGA (field programmable gate array) 
or an ASIC (application-specific integrated circuit). 
0068 Processors suitable for the execution of a computer 
program include, by way of example, both general and special 
purpose microprocessors, and any one or more processors of 
any kind of digital computer. Generally, a processor will 
receive instructions and data from a read-only memory or a 
random access memory or both. The essential elements of a 
computer are a processor for performing actions in accor 
dance with instructions and one or more memory devices for 
storing instructions and data. Generally, a computer will also 
include, or be operatively coupled to receive data from or 
transfer data to, or both, one or more mass storage devices for 
storing data, e.g., magnetic, magneto-optical disks, or optical 
disks. However, a computer need not have such devices. 
Moreover, a computer can be embedded in another device, 
e.g., a mobile telephone, a personal digital assistant (PDA), a 
mobile audio or video player, a game console, or a portable 
storage device (e.g., a universal serial bus (USB) flash drive), 
to name just a few. Devices suitable for storing computer 
program instructions and data include all forms of non-vola 
tile memory, media and memory devices, including by way of 
example semiconductor memory devices, e.g., EPROM, 
EEPROM, and flash memory devices; magnetic disks, e.g., 
internal hard disks or removable disks; magneto-optical 
disks; and CD-ROM and DVD-ROM disks. The processor 
and the memory can be Supplemented by, or incorporated in, 
special purpose logic circuitry. 
0069. To provide for interaction with a user, embodiments 
of the subject matter described in this specification can be 
implemented on a computer having a display device, e.g., a 
CRT (cathode ray tube) or LCD (liquid crystal display) moni 
tor, for displaying information to the user and a keyboard and 
a pointing device, e.g., a mouse or a trackball, by which the 
user can provide input to the computer. Other kinds of devices 
can be used to provide for interaction with a user as well; for 
example, feedback provided to the user can be any form of 
sensory feedback, e.g., visual feedback, auditory feedback, or 
tactile feedback; and input from the user can be received in 
any form, including acoustic, speech, or tactile input. A 
human finger, for example, can interact with a touch screen to 
impact an amount of screen real estate. In addition, a com 
puter can interact with a user by sending documents to and 
receiving documents from a device that is used by the user, for 
example, by sending web pages to a web browser on a user's 
client device in response to requests received from the web 
browser. 

0070 While this specification contains many specific 
implementation details, these should not be construed as limi 
tations on the scope of any inventions or of what may be 
claimed, but rather as descriptions of features specific to 
particular embodiments of particular inventions. Certain fea 
tures that are described in this specification in the context of 
separate embodiments can also be implemented in combina 
tion in a single embodiment. Conversely, various features that 
are described in the context of a single embodiment can also 
be implemented in multiple embodiments separately or in any 
suitable subcombination. Moreover, although features may 
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be described above as acting in certain combinations and even 
initially claimed as Such, one or more features from a claimed 
combination can in Some cases be excised from the combi 
nation, and the claimed combination may be directed to a 
Subcombination or variation of a Subcombination. 
0071 Similarly, while operations are depicted in the draw 
ings in a particular order, this should not be understood as 
requiring that such operations be performed in the particular 
order shown or in sequential order, or that all illustrated 
operations be performed, to achieve desirable results. In cer 
tain circumstances, multitasking and parallel processing may 
be advantageous. Moreover, the separation of various system 
components in the embodiments described above should not 
be understood as requiring such separation in all embodi 
ments, and it should be understood that the described program 
components and systems can generally be integrated together 
in a single software product or packaged into multiple soft 
ware products. 
0072 Thus, particular embodiments of the subject matter 
have been described. Other embodiments are within the scope 
of the following claims. In some cases, the actions recited in 
the claims can be performed in a different order and still 
achieve desirable results. In addition, the processes depicted 
in the accompanying figures do not necessarily require the 
particular order shown, or sequential order, to achieve desir 
able results. In certain implementations, multitasking and 
parallel processing may be useful. What is claimed is: 

What is claimed is: 
1. A method for using an active stylus to enable determi 

nation of a two-dimensional position of the active stylus 
relative to a capacitive touch sensor, wherein the capacitive 
touch sensor has a two-dimensional matrix of conductors 
configured as a first array of conductors arranged in rows and 
a second array of conductors arranged in columns, and 
wherein the active stylus has an electrode and active compo 
nents, the method comprising: 

receiving a first signal in the active stylus from at least one 
of the columns in the matrix; 

measuring a signal strength of each first signal received 
from the columns; 

using the measured signal strengths to calculate a first 
position of the active stylus along a first axis of the 
matrix of the capacitive touch sensor, 

transmitting the calculated first position of the active stylus 
along the first axis of the matrix of the capacitive touch 
Sensor, 

transmitting a second signal from the electrode of the 
active stylus to at least one of the rows of the matrix to 
indicate a second position of the active stylus along a 
second axis of the matrix, wherein the capacitive touch 
sensor is configured to determine the second position 
along the second axis of the matrix based on the received 
Second signal, 

wherein the electrode is located within the active stylus and 
is configured to electrostatically couple with the capaci 
tive touch sensor, and 

wherein the electrode of the active stylus is configured to 
both receive and transmit signals. 

2. The method of claim 1, further comprising, prior to 
receiving the first signal in the active stylus or transmitting the 
second signal, receiving a third signal in the active stylus from 
the capacitive touch sensor to synchronize a time base of the 
active stylus with a time base of the capacitive touch sensor. 
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3. The method of claim 2, wherein the third signal for 
synchronization is received in the active stylus through a 
communication channel. 

4. The method of claim 3, wherein the communication 
channel comprises a wireless communication channel, an 
ultrasonic channel, or an optical channel. 

5. The method of claim 2, wherein the communication 
channel is configured to receive or transmit information 
related to at least one of the active stylus or the capacitive 
touch sensor. 

6. The method of claim 2, wherein the third signal is 
received from at least one column in the first array of col 
umns, wherein the third signal is received in the active stylus 
through the electrode at least at the one column. 

7. The method of claim 6, wherein the third signal is 
received from a pulse that is simultaneously transmitted on 
multiple columns in the first array of columns. 

8. The method of claim 2, wherein the third signal is 
received once per time frame. 

9. The method of claim 8, wherein the time frame com 
prises a timeslot allocated for the third signal to be received by 
the stylus. 

10. The method of claim 8, wherein the time frame com 
prises a timeslot allocated for each of the columns to transmit 
the first signal from the capacitive touch sensor. 

11. The method of claim 8, wherein the time frame com 
prises a timeslot allocated for transmitting the calculated first 
position from the active stylus. 

12. The method of claim 8, wherein the time frame com 
prises a timeslot allocated for each of multiple active styluses 
to transmit a respective first position. 

13. The method of claim 1, wherein the transmission of the 
calculated first position from the active stylus is configured to 
occur through a communication channel. 

14. The method of claim 13, wherein the communication 
channel comprises a wireless channel, an ultrasonic channel, 
or an optical channel. 

15. The method of claim 1, wherein the transmission of the 
calculated first position from the active stylus is configured to 
occur through electrostatic coupling of the electrode of the 
active stylus to the matrix, wherein at least one of the rows is 
configured to receive the calculated first position from the 
electrode of the active stylus. 

16. The method of claim 1, wherein the transmissions of 
the active stylus are configured to occur simultaneously with 
multiple transmissions of other active styluses or columns 
utilizing multiple orthogonal waveforms. 

17. The method of claim 1, wherein the transmissions of 
the active stylus are configured to occur with multiple trans 
missions of other active styluses or columns utilizing simul 
taneous multiple frequency-divided signals. 

18. The method of claim 1, wherein the transmissions of 
the active stylus are configured to occur with multiple trans 
missions of other active styluses or columns utilizing simul 
taneous multiple code-divided signals. 

19. The method of claim 1, further comprising interpolat 
ing to compute the first and second positions of the active 
stylus. 

20. The method of claim 1, wherein the active stylus com 
prises: 

a switch coupled with the electrode that is configured for 
multiplexing a relatively large Voltage and a relatively 
Small current, wherein the Switch is configured for trans 
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mitting a Voltage onto the electrode in a transmission 
mode, and for receiving a current from the electrode in a 
receiving mode; 

a receiver circuit for the current that is coupled to the switch 
to receive at least part of the current through the switch, 
from the electrode: 

a transmitter circuit for the voltage that is coupled to the 
Switch to transmitat least part of the Voltage through the 
Switch, onto the electrode: 

a microcontroller coupled to the receiver and the transmit 
ter circuits; and 

an internal power source to provide power to at least the 
microcontroller. 

21. The method of claim 20, wherein the microcontroller is 
configured to: 

compute coordinate positions of the active stylus with 
respect to the locations on the capacitive touch sensor, 
and 

report at least Some of the coordinate positions from the 
active stylus. 

22. The method of claim 21, wherein the microcontroller is 
further configured to interpolate to compute the coordinate 
positions of the active stylus. 

23. The method of claim 20, wherein the active stylus 
further comprises a communication channel, wherein the 
communication channel comprises a wireless channel, an 
ultrasonic channel, or an optical channel. 

24. The method of claim 20, wherein the internal power 
Source comprises a battery or a Supercapacitor. 

25. The method of claim 20, wherein the current is on the 
order of one microamp, and wherein the Voltage is on the 
order of one hundred volts. 

26. The method of claim 1, wherein the active stylus com 
prise a tip that is configured to interact with the matrix of the 
capacitive touch sensor, wherein the tip of the stylus com 
prises a force sensor for providing a measurement of force 
though the Stylus. 

27. A method for using a capacitive touch sensor to enable 
determination of a two-dimensional position of an active 
stylus with respect to the capacitive touch sensor, where the 
capacitive touch sensor has a two-dimensional matrix of con 
ductors configured as a first array of conductors arranged in 
rows and a second array of conductors arranged in columns, 
and where the active stylus has an electrode and active com 
ponents, the method comprising: 

transmitting a first signal from at least one of the columns 
in the matrix to the active stylus for indicating a first 
position of the active stylus along a first axis of the 
matrix of the capacitive touch sensor, 

receiving a second signal from the electrode of the active 
stylus at one or more of the rows of the matrix to indicate 
a second position of the active stylus alonga second axis 
of the matrix, wherein the capacitive touch sensor is 
configured to determine the second position along the 
second axis of the matrix based on the received second 
signal, and 

wherein the capacitive touch sensor is configured to elec 
trostatically couple with the electrode located within the 
active stylus. 

28. The method of claim 27, further comprising, prior to 
transmitting the first signal or receiving the second signal, 
transmitting a third signal to the active stylus from the capaci 
tive touch sensor to synchronize a time base of the active 
stylus with a time base of the capacitive touch sensor. 
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29. The method of claim 28, wherein the third signal is 
transmitted from at least one column in the first array of 
columns to the active stylus through the electrode. 

30. The method of claim 28, wherein the third signal is 
transmitted with a pulse that is simultaneously transmitted 
from multiple columns in the first array of columns. 

31. The method of claim 30, wherein the third signal is 
transmitted once per time frame. 

32. The method of claim 31, wherein the time frame com 
prises a timeslot allocated for the third signal to be transmitted 
to the stylus. 

33. The method of claim 31, wherein the time frame com 
prises a timeslot allocated for each of the columns to transmit 
the first signal from the capacitive touch sensor. 

34. The method of claim 31, wherein the time frame com 
prises a timeslot allocated for each of multiple active styluses 
to transmit a second signal used to determine that stylus's 
position along the second axis. 

35. The method of claim 27, the method further comprising 
receiving a calculated first position of the active stylus along 
the first axis of the matrix of the capacitive touch sensor, 
wherein the receiving of the calculated first position from the 
active stylus is configured to occur through electrostatic cou 
pling of the electrode of the active stylus to the matrix, 
wherein at least one of the rows is configured to receive the 
calculated first position from the electrode of the active stylus. 

36. An active stylus configured to operate with a capacitive 
touch sensor, the active stylus comprising: 

an electrode configured to both receive and transmit sig 
nals, and configured to electrostatically couple with the 
capacitive touch sensor, 

a switch, coupled with the electrode, that is configured to 
multiplex a relatively large Voltage and a relatively small 
current, wherein the Switch is configured to transmit a 
Voltage to the electrode in a transmission mode, and to 
receive a current from the electrode in a receiving mode; 

means for receiving current from the electrode through the 
Switch, and for transmitting Voltage that is coupled 
through the switch to the electrode: 

a microcontroller coupled to the receiver and the transmit 
ter circuits and configured to determine at least one 
position of the active stylus with respect to locations on 
the capacitive touch sensor; and 

an internal power source to provide power to at least the 
microcontroller. 

37. The active stylus of claim 36, wherein the microcon 
troller is configured to: 

compute coordinate positions of the active stylus with 
respect to the locations on the capacitive touch sensor, 
and 

report at least some of the coordinate positions from the 
active stylus. 

38. The active stylus of claim 36, wherein the microcon 
troller is further configured to interpolate when computing 
the coordinate positions of the active stylus. 

39. The active stylus of claim 36, wherein the active stylus 
further comprises a communication channel, wherein the 
communication channel comprises a wireless channel, an 
ultrasonic channel, or an optical channel. 

40. The active stylus of claim 36, wherein the internal 
power source comprises a battery or a Supercapacitor. 

41. The active stylus of claim 36, wherein the current is on 
the order of one microamp, and wherein the Voltage is on the 
order of one hundred volts. 
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42. An active stylus configured to operate with a capacitive 
touch sensor, the active stylus comprising: 

an electrode configured to both receive and transmit sig 
nals, and configured to electrostatically couple with the 
capacitive touch sensor; 

a switch, coupled with the electrode, that is configured to 
multiplex a relatively large Voltage and a relatively small 
current, wherein the Switch is configured to transmit a 
Voltage to the electrode in a transmission mode, and to 
receive a current from the electrode in a receiving mode; 

a receiver circuit for receiving current from the electrode 
through the switch; 

a transmitter circuit for transmitting Voltage that is coupled 
through the switch to the electrode: 

a microcontroller coupled to the receiver and the transmit 
ter circuits and configured to determine at least one 
position of the active stylus with respect to locations on 
the capacitive touch sensor; and 

an internal power source to provide power to at least the 
microcontroller. 

43. A capacitive touch sensor configured to enable deter 
mination of a two-dimensional position of an active stylus 
with respect to the capacitive touch sensor, where the active 
stylus has an electrode and active components, the capacitive 
touch sensor comprising: 

a two-dimensional matrix of conductors configured to 
include: 
a first array of conductors arranged in rows; 
a second array of conductors arranged in columns; 
transmitters coupled to the second array of conductors, 

the transmitters being configured to transmit a first 
signal from at least one of the columns in the matrix to 
the active stylus for indicating a first position of the 
active stylus along a first axis of the matrix of the 
capacitive touch sensor, and 

receivers coupled to the first array of conductors, the 
receivers being configured to receive a second signal 
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from the electrode of the active stylus at one or more 
of the rows of the matrix to indicate a second position 
of the active stylus along a second axis of the matrix, 

wherein: 
the capacitive touch sensor is configured to determine 

the second position along the second axis of the 
matrix based on the received second signal, and 

the capacitive touch sensor is configured to electrostati 
cally couple with the electrode located within the 
active stylus. 

44. A capacitive touch sensor configured to enable deter 
mination of a two-dimensional position of an active stylus 
with respect to the capacitive touch sensor, where the active 
stylus has an electrode and active components, the capacitive 
touch sensor comprising: 

a two-dimensional matrix of conductors configured to 
include: 
a first array of conductors arranged in rows; 
a second array of conductors arranged in columns; and 
means for transmitting a first signal from at least one of 

the columns in the matrix to the active stylus for 
indicating a first position of the active stylus along a 
first axis of the matrix of the capacitive touch sensor, 
and receiving a second signal from the electrode of the 
active stylus at one or more of the rows of the matrix 
to indicate a second position of the active stylus along 
a second axis of the matrix, 

wherein: 
the capacitive touch sensor is configured to determine 

the second position along the second axis of the 
matrix based on the received second signal, and 

the capacitive touch sensor is configured to electrostati 
cally couple with the electrode located within the 
active stylus. 
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