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relating to even allowing Lithium Ion batteries aboard 
aircraft, because of the amount of heavy metals they contain. 
In either circumstance, whether the issue is that batteries are 
not allowed at all in the aircraft cabin, or that they are 
allowed onboard, but that they can’t be recharged, a System 
which can readily and reliably detect battery charging can 
Serve as a Safety device. AS previously indicated, the power 
Supply according to one aspect of the invention can readily 
detect battery charging as a power-load event. The power 
Supply's internal logic can be modified to react to detected 
battery charging in numerous ways, but the most notable 
ones would be to alert the passenger (via a Screen message 
on the laptop, perhaps an audible alarm, etc.), of the official 
rules regarding charging computer batteries on that flight. 

Second-level responses to continued battery charging, 
i.e., the passenger has ignored the Screen prompts, is to issue 
a Stern warning that the battery pack must be removed 
immediately. If those on-Screen prompts are ignored, an 
internal alarm circuit in the embedded power Supply's logic 
circuit trigger's a warning to a cabin attendant, who can elect 
to approach the passenger to request compliance with the 
rules. 

If the passenger Still insists on charging the Supplied 
device's battery, the embedded power Supply's logic circuit 
issues a final Screen-based warning to the miscreant 
passenger, announcing that all power to the computer will be 
turned off after a pre-determined time, perhaps 2 minutes. 
The passenger is urged to close all applications and prepare 
for the mandatory power shut down. Once the allotted time 
has transpired, the power Supply's logic verifies one last 
time whether the charging circuit in the Supplied device is 
Still active. If battery charging is still detected, based on 
monitoring the recognizable model of an active charger and 
battery pack in the power circuit, the power Supply is reset 
to 0 Volts, and the internal logic bars any further access by 
holding the power Supply’s Voltage at 0 Volts until a member 
of the cabin crew, or the flight engineer/co-pilot, resets the 
power Supply. 

“Smart” batteries play a significant role in this battery 
charging detection model, but the logic-controllable power 
Supply does not depend on battery intelligence to perform 
this charge-detection function. Rather, charging activity is a 
discernible and detectable event, no matter what type of 
battery is available in the power circuit. A Smart battery does 
afford an opportunity for the power Supply's logic to acceSS 
the battery's internal data registers, in order to Verify battery 
chemistry. This verification may not be valid for decision 
making, Since a significant number of gray-market battery 
packs are in the marketplace, according to Sanyo (San 
Diego, Calif.). Sanyo estimates that some 20% of all bat 
teries sold are “knock-offs' of UL-approved batteries which 
don’t meet UL standards. This number is confirmed by 
Cadex Industries (Vancouver, BC, Canada), a manufacturer 
of battery analyzer equipment. 

In light of this, the intelligent power Supply incorporates, 
as an optional circuit, the Cadex (or equivalent) battery 
analyzer between the power Supply and the Supplied device. 
This analyzer is not intended to recycle batteries, although 
that modality is viable for non-transportation uses, but the 
CadeX programmable battery analyzer is capable of Verify 
ing the battery's chemistry to detect battery packs which 
misrepresent that they are original manufacturers 
equipment, but are actually gray market cells, or Sometimes 
not even the chemistry represented on the pack's label. The 
ability to differentiate non-standard batteries provides a level 
of added Safety, if for no other reason than to alert the user 
of this potential problem. If the modality in which this 
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integrated System is used is on an aircraft, the controllable 
power Supply is shut down if a non-standard battery is 
detected. 

The battery analyzer modality described in the previous 
paragraphs, illustrated in FIG. 14, has a connector like that 
in FIGS. 1-4, which connects directly to the battery pack, 
thus enabling the battery analyzer to directly access and test 
the battery, independent of the Supplied devices internal 
power circuitry. The connector 8 in FIGS. 1-4 is available 
in an ultra-thin (0.5-1.0 mils) and flexible form-factor which 
makes it insertable between a battery pack and that battery's 
Supplied device, So that the battery pack can remain installed 
in its cavity. 

While not necessary to the functionality of the power 
Supply described here for transportation modalities, a 9-pin 
connector (or a connector which has Sufficient power and 
data conductors to pass through the necessary information) 
in the powerline between the controllable power Supply and 
the Supplied device would facilitate the passenger interface 
(if the power Supply is a cord-tethered external adapter, 
instead of an embedded unit). The 9-pin connector uses four 
of its nine conductor pins for power Signal transfer, and the 
remaining pins are for data lines. This particular connector 
is referenced here only because it is under consideration by 
ARINC (Aeronautical Radio, Inc., Annapolis, Md.) as an 
industry Standard interface for the aviation market. 

No matter what the physical configuration, Some Sort of 
data- and powerenabled connector allows all data lines to 
pass through to the controllable power supply (FIG. 6 shows 
a controllable power Supply which has all data passing 
through it from a supplied device PD1 to an embedded MCU 
as PD4). If no such data-enabled power port is available, 
numerous variants of the basic communications links in 
FIGS. 13 and 14 provide the reasonable data paths, includ 
ing phone wire, and wireless (IR and acoustics) 

The power Supply, when expressed as a passenger 
provided adapter, is used when a pre-existing embedded 
power Source is locally available to the passenger at the Seat. 
EmPower has such a system, which provides a 15-volt 
power port in the physical configuration of a car cigarette 
lighter receptacle. 

The power Supply in this tethered adapter modality oper 
ates as an in-line adapter which is capable of being con 
trolled by a logic circuit (and which may include a battery 
analyzer circuit). That circuitry can (but need not be) 
installed in the adapter housing, So that the unit is Self 
contained. In this modality, there may be a processor, 
memory, and a microcontroller on a discrete logic board 
inside the unit. In the obverse, the controllable power Supply 
module may be devoid of any processing power, and be 
reliant on its functionality from remote processors and 
controllers. FIGS. 13 and 14 show two layouts of an in-line 
power Supply connected to embedded computer-like units, 
but the power Supply is essentially a dumb, controllable 
device (slave mode). In both FIGS. 13 and 14, the embedded 
processor has a direct data link to the Supplied device, which 
is here a laptop computer on a food Service tray, in which are 
embedded all the data and power cables (the power cables 
are on retractable cords). The data links are essential, Since 
the power Supply has no significant onboard intelligence, 
and is totally reliant on data exchanges between the embed 
ded MCU and the Supplied device. 

The controllable power Supply, as described as an embed 
ded unit aboard various types of transportation vehicles, for 
example and airplane, need not have its logic circuit within 
the same enclosure as the power board. A remote MCU 
(Master Control Unit) can serve as the data server point for 
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a network of Such controllable power Supplies, So that at 
least two power units can be controlled by a master unit. All 
data described in the Section above relating to current 
sensing is sent directly to the MCU, where the information 
is processed. The MCU sends control commands to each 
controllable power Supply, thus Setting the required output 
Voltage for each Supplied device connected to this intelligent 
power grid. 

This network approach also makes power management 
and power-load Sharing viable throughout a power grid 
which connects more than two controllable power Supplies. 
FIG. 5 shows a modality of the power supply that uses the 
Supplied device's battery (or a centralized large-storage 
capacity battery) as an alternative power Source to Supple 
ment the power supply’s power signal. With an MCU in the 
network to control the availability and use of the battery 
device 208 in FIG. 5, power management between and 
among two or more controllable power Supplies is greatly 
Simplified. This load-sharing modality also allows for each 
power Supply in the -network to contribute Some or all of its 
wattage to other power modules in the local area. The power 
Supply, in this modality, has at least one additional power 
outlet, which is either programmable or controllable from 
Some logic source. FIGS. 6, 7, 8 and 9 illustrate how four 
power outlets can be effectively used to power numerous 
types of connected Supplied devices. In an aircraft cabin 
environment for example, FIGS. 7 and 8 show a third and 
fourth Supplied device 482 and 480 in FIG. 7, which can be, 
as an example, an in-flight phone connected to the third 
Supplied device 482, or an in-flight video display device as 
a fourth supplied device 480. These type of devices, which 
operate at known voltages, can be addressed as not 
controllable, but instead programmable (pre-set at time of 
installation, but reconfigurable if the attached Supplied 
devices are upgraded or modified) outlets 416 and 418 of 
power supply 400 in FIG. 7, while outlets 412,414, 420 and 
422 can be controllable. Outlets 420 and 422 of power 
supply 400 are connected to supplied device 466 that has a 
processor 464, memory 460, data storage 458 and micro 
controller 462. Thus configured, supplied device 466 is 
perfectly capable of controlling or programming power 
supply 400. Supplied device 496 also has these capabilities, 
and additionally offers them via PC card 512, as well as 
various communication modes between it and power Supply 
400, including hard-wired. 

While FIGS. 7-9 shown the power Supply as a passive 
slave device in a network of Supplied devices, FIG. 6 shows 
the power Supply with Significant circuits for internal 
diagnostics, as well as data lines which allow at least two 
connected supplied devices, here PD1 and PD4, to exchange 
information through the power Supply over a variety of 
communication Systems, both wired and wireleSS. Either or 
both PD1 and PD4 can control or program the various power 
outputs (here 1-4, but there may be fewer or more than that 
number) of the power Supply. 

FIG. 13 represents a system overview of at least one 
controllable or programmable power Supply which is 
embedded, as it can be installed on a commercial aircraft. 
FIG. 5b also is referenced here, with its related text else 
where in this document, as representational of two nodes 
(seats on an airplane, for example) of a multi-node power 
grid, along which numerous controllable power Supplies 
reside, each power Supply Serving at least one Supplied 
device node. Such a network of controllable power Supplies, 
linked with logic capabilities to each other, can be effective 
in managing the total power load in the environment. This 
can be important on a commercial airliner, for example, 
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where the power grid’s head end is a generator driven by 
fossil fuels. Because the power Supplies are controllable, 
they can be not only turned on and off, but they can conserve 
energy by doing load Sharing, as described in the text 
accompanying FIGS. 5 and 5b. 

II. FIG. 2 

As shown in FIG. 2, a three-pole controllable Switch 14 
may be interposed in powerlines 3 and 4 So that connector 
8 may be used also to transfer power and/or data directly 
from battery 5 to supplied device 12 (thus restoring the 
connection between battery 5 and the Supplied device to the 
state in which it would exist if connector 8 were not present). 
Connector 8 can also carry bi-directional data through 
powerline 4, either with or without power present, between 
a data-enabled power Supply 2 and battery 5 which also has 
data capabilities. Likewise, power and data can travel 
bi-directionally through powerline 4 between power Supply 
2 and Supplied device 12. AS previously noted, data com 
munications can be as power line modulation, or Switch 14 
can be among other Switch types, a multi-contact unit, Such 
as an N-signal Switch (with power conductors) or a multi 
plexer. 

FIG. 2 illustrates Switch 14 located as an in-line device 
between power supply 2 and primary device 13. The use of 
MOSFETs, HEXFETs or gated circuits are acceptable in 
Switch 14 of FIG. 2. The combination of power supply 2 and 
Switch 14 shown in FIG.2 may be configured in a number 
of ways to accomplish a variety of functions in connection 
with battery 5 and Supplied device 12. For example, power 
may transfer directly from battery 5 to supplied device 12 
(through connector 8). The first configuration of Switch arm 
20 in contact with line 22 (see circle 16), directs power from 
battery 5, along powerline 6 to conductor 9 on connector 8 
and transfers it to powerline 4 to Switch 14. Power passing 
from Switch arm 20 through the contact travels along Switch 
conductor 22 to powerline 3. At connector 8, conductor 11 
transferS the power Signal to line 7 and into Supplied device 
12. In this configuration, Switch arm 23 (reference circle 17) 
is open. The Switch in this modality allows power to flow 
from the battery to the Supplied device as if power Supply 2 
and connector 8 were not present. This is the default 
configuration in which the Switch is always Set. 

Switch 14 may also be configured to allow power Supply 
2 to receive data or power or both from battery 5 and supply 
an appropriate power Signal to Supplied device 12 or battery 
5, or both simultaneously. In the second modality of Switch 
14, Switch arm 20 closes to contact 19b, and Switch arm 23 
closes to 19a. In this configuration, power (and/or data) from 
battery 5 reaches Switch 14 along line 4, passes through 
Switch arm 20, then along 19b, and into power supply 2 via 
line 18. In this modality, the circuit expressed by line 18, 
19a, 23, 3, 11 and 7 deliver power from power supply 2 to 
Supplied device 12 (or form a circuit for bi-directional data 
between power supply 2 and supplied device 12). Note that 
powerline 18 is shown simply as one line, but that it 
represents two sets of two-conductors, with the first pair of 
powerlines passing between power Supply 2 and Switch 14, 
via 19b. The second pair of powerlines represented by 18 are 
dedicated to Switch-line 19a. These lines also can represent 
Single or multi-conductor data lines, as well. 
The independent powerlines from battery 5 to power 

Supply 2 enable the power Supply to read the battery's 
Voltage, and to use it as a reference Voltage to which power 
Supply 2 calibrates its output Voltage to Supplied device 12, 
delivering that correct Voltage along the other Switch circuit 
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associated with line 3 independent of battery 5. With Switch 
14 configured as described in the previous paragraph above, 
it is representational of the Switch-leSS mode of power 
Supply 2 in FIG. 1, wherein power Supply 2 has independent 
access to battery 5 and Supplied device 12. 

These two independent powerlines, one to battery 5 and 
the other to Supplied device 12, allow power Supply 2 to 
independently and Simultaneously interact with either bat 
tery 5 and/or supplied device 7. With two voltage regulators 
within power Supply 2, battery 5 can be charging at the same 
time that power Supply 2 is delivering the correct power 
Signal (voltage) to Supplied device 12. 

Switch 14 may be used for data or power or both. For 
example, it can be an Nsignal power Switch which recon 
figures powerlines 3 and 4 in the Several modes previously 
described, or it can behave as a multiplexer, Switching 
data-lines represented here also as 3 and 4. When data-lines 
are present, So are powerlines, but the obverse is not 
necessarily true. In a modality where data and power 
co-exist in the System described in the various figures, the 
number of data lines is not critical to the operation of the 
power Supply. 

Switch 14 is shown with its elements 20 and 23, i.e., 
Switch contacts being actuated by the primary device 13. 
Switch 14 may also be installed such that it is actuated by 
power Supply 2, or by a third remote device (not shown here, 
but illustrated in FIG. 5a). In any of the configurations 
presented in FIGS. 2-4, a device other than primary device 
13 or power Supply 2 can actuate Switch 14. 

III. FIGS. 3 and 4 

FIG. 3 illustrates a configuration with Switch 14 located 
within primary device 13. This location will be prescribed 
by physical Space available, but generically it can be in any 
convenient location, for example the battery compartment, 
within a cord connector, or embedded within connector 8. 
Item 28 Suggests the Switch and connector as a unit. 

FIG. 4 illustrates Switch 14 integral with power supply 2. 
Controllable regulator 26 is referenced here to show its 
connectivity to Switch 14, along power/data lines 18. AS 
previously described, lines 18, 19a and 19b in FIGS. 1, 2, 3 
and 4 can be multiple conductors, and that line 18a, for 
example, can be served by a dedicated controllable regulator 
26, while 18b can have its own controllable regulator 26 as 
a battery charger, or a discrete charger circuit driven from a 
dedicated Second controllable regulator 26, or the charger 
deriving its power from a Secondary output of the control 
lable regulator 26 which is attached to lines 18a. 

IV. FIG. 5 

The device in FIG. 5 shown here relies on knowing the 
load being created by Supplied device 206. The premise is 
that the Supplied device 206 is in a mode where supplemen 
tal power is required. Perhaps this might have occurred 
because the supplied device 206 temporarily exceeds the 
wattage rating. Another possible Scenario is that the con 
trollable regulator 264 has, via a power management 
implementation, had to share Some of its available power 
with another System, in an adjacent area to power a new 
supplied device similar to 206 which has come on line, or 
that the Single controllable regulator 264 has been config 
ured (again, because of power management) to reallocate 
Some of its power to an adjacent port on the System. 

Whatever the scenario, the system utilizes locally avail 
able power reserves which, since the battery device 208 has 
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Some level of available charge, has good potential as a power 
reserve. The embodiment of the invention shown here uses 
the multi-selector Switch 184 to configure a circuit which 
detects the excessive load in the controllable regulator 264. 
In the alternative, the in-line current sensor 192 might also 
be activated to detect this situation. The raw data travels 
along a path which originates at line 274 as data from Sensor 
192, or the controllable regulator is configured as described 
in FIG. 10, as sharing the load schedule to power a device 
with a “dead” battery, then across the multi-selector Switch 
184. The specific location of this load detector is not critical, 
but it should be in a circuit which is capable of experiencing 
the entire current draw of the Supplied device 206 as 
available from one of powerlines 202. 
The detected load at the controllable regulator 264 is sent, 

on line 258, to the A/D converter 260. As digital 
information, it is Sent to Supplied device 206, first along line 
254, through the multi-selector Switch 184, and directly to 
the supplied device 206. While the communication method 
employed here is powerline modulation, there are multiple 
ways to effect the transfer of data to the Supplied device. 
Refer to FIG. 10 for an explanation of the various other types 
of wired and wireleSS communication links available. 

From the Supplied device 206, a command String is Sent 
back to the controllable regulator 264 on data lines 204,196, 
then to 256, where it adjusts the output voltage to powerlines 
250 and 248. 

The control of the voltage from controllable regulator 264 
is important, because battery device 208 is to be brought into 
the power circuit as a parallel power Source to the control 
lable regulator 264. The voltage of battery device is deter 
mined by configuring multi-selector Switch 184 so that 
Voltage Sensor 272 can establish the correct Voltage of the 
battery. A load is induced onto the battery's powerlines 200, 
by configuring multi-selector Switch 184 so that power from 
battery 208 conducts along lines 200 into the Switch, then 
power lines 194 and 198, and the pair labeled 202. Thus 
configured, battery 208 is directly powering Supplied device 
206 so that voltage sensor 282 can read the line voltage. The 
voltage reading is sent to the A/D converter 260 via lines 270 
and 278 (Switch 184 is this reconfigured), and it is then 
looped to the supplied device 264 either by the same path 
previously described, i.e., lines 254, 196 and 204, or it is sent 
to another port for wired or wireleSS transmission to the 
Supplied device. 
The known battery Voltage is then processed by Software 

used by supplied device 206 and sent to controllable regu 
lator 264, which matches battery device's 208 voltage. By 
matching the two voltages, both battery device 208 and 
controllable regulator 264 will be voltage matched. Actually, 
the Voltage at the controllable regulator is always kept 
slightly higher than that of battery device 208. This is 
necessary to avoid contention, and to eliminate the need for 
a diode in lines 250 and 248. Diodes in these lines may 
possibly negate any opportunity to do powerline 
modulation, which is one of the optional data communica 
tions modes available with this invention. If powerline 
modulation isn't anticipated, diodes in lines 248 and 250 are 
appropriate, so that current from battery 208 cannot flow 
into lines 248 and 250. 

The Switch configuration shown here is established in 
multi-selector Switch 184, so that the powerlines from both 
the controllable regulator 264 and the battery device 208 are 
operating in parallel. Supplied device 206 Sees the Voltage of 
whichever power Source has the higher Voltage, and the total 
wattage of both devices is roughly cumulative. A pair of 
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diodes 252 are used to prevent current flow from regulator 
264 into the battery, as a consequence of battery 208 
operating at a voltage lower than that of controllable regu 
lator 264. 

The battery's line Voltage is checked periodically at 
voltage sensor 280, and the controllable regulator is 
readjusted, if necessary. If the charge State of battery device 
208 is not known, i.e., if the battery is anything less than 
fully charged, it is prudent to use the Supplied device's 
internal clock to monitor the amount of time that the battery 
is being used for Supplemental power. Not all battery chem 
istries behave predictably toward the end of their discharge 
cycle. A Ni-Cador NiMH pack can drop quickly in voltage 
as it reaches the end of the discharge curve. If the charge 
state of the battery device is unknown, this method of 
Supplementing primary power from the battery pack should 
be approached with caution. The battery will simply drop 
out of the circuit when its voltage falls below the nominal 
Voltage required to power Supplied device 206. 
More practical is to use this circuit to tap a large-capacity 

primary battery. This conceptually is similar to having a 
standby power reserve, akin to a UPS (Uninterruptable 
Power Supply). The difference is that, while a UPS is only 
brought on-line in a brown-out or total primary power 
Supply failure, this device makes the battery power available 
at any time, even when the power Supply is delivering 
power. This larger reserve battery can be located to Service 
more than one controllable regulator. 

The embodiment of the invention can be modified to work 
just like a UPS, by having the appropriate multi-Selector 
Switch, which has this direct-to-battery circuit available, 
default to the battery when the power signal from control 
lable regulator 264 is not present. This is essentially the 
configuration shown in FIG. 5, since the battery device 208 
is the default connection through the multi-Selector Switch. 
When controllable regulator 264 is not delivering power, the 
multi-Selector Switch resets to the battery-throughput con 
figuration. Thus, the battery device is always available to 
power the Supplied device, just as if the embodiment of the 
invention were not present in the circuit. Only when the 
controllable regulator is detected as active, which is deter 
mined by the data telemetry just described, is multi-Selector 
Switch 184 “unlocked” and rendered reconfigurable. 

The issue of Voltage matching the battery to the Supplied 
device is of paramount importance. If the circuit is used in 
a manner that makes it captive to a device, So that Such a 
Supplemental battery Source can be pre-configured to match 
the operating Voltage of the Supplied device, then the Supple 
mental battery Source Serves as a dedicated, device-specific 
UPS. An example of this is the add-on battery packs sold by 
AER Energy, or their equivalent. The AER Energy Supple 
mental battery pack is device Specific, having been factory 
pre-configured to the appropriate Voltage of a particular 
brand or model of laptop. This extended battery pack 
contains enough cells to afford eight or more hours of 
continuous laptop operation. 
When a supplemental battery source such as the AER 

Energy extended pack is used, the embodiment of the 
invention is configured So that it is wired parallel in the same 
circuit with powerlines 200. Just as with the Supplied 
device's 206 internal battery (battery device 208), the 
Supplemental battery Source has its own Voltage and current 
Sensors. These can be either internal to the battery housing, 
or as in-line Sensors. The Supplemental battery Source can be 
connected to the circuit through any port which has a shared 
“double-size” multi-selector Switch. A controllable regulator 
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287 is used with the AER Energy battery pack, if the pack 
is configured to deliver 28 VDC. An advantage of that 
Voltage is that controllable power Supply 264 has a modality, 
as discussed in FIG. 10, where it is used on a commercial 
aircraft, and 28 VDC is an aircraft-standard cabin voltage. 
With the AER Energy battery delivering 28 volts, it is 
necessary to inter-connect a Second controllable regulator 
287, which is an equivalent of power supply 264, and which 
can convert the AER Energy Voltage into any required 
voltage below that. 

Therefore, the Supplemental battery Source is merely an 
extension and duplication of the functions of all of the 
hardware and Software described above. Except for added 
complexity in the multi-Selector Switch, there is no reason 
why even more than the two battery sources shown couldn't 
be extended out to almost any number of interconnected, 
parallel batteries on one switchable “battery bus,” whereon 
any battery Source, or grouping can be active at any given 
time. AS long as diodes 252 are used to keep each device 
from allowing the power Signal of a nearby power Source 
from entering that battery, the number of Supplemental 
batteries can be extended. 
The following is an element-by-element description of the 

elements shown in FIG. 5. 

(200). Powerlines from battery device (“dumb" battery). 
(202). Powerlines to supplied device. 
(204). Data line of supplied device. Only one line, but 

drawing ShowS data to and from the device. 
(206). Supplied device contains memory, processor and 

microcontroller. The supplied device handles all control of 
components. The power Supply is a passive or “dumb' 
device. 

(208). Battery device is only capable of providing power. 
There are no data lines. 

(106). Connector block. 
(198). Powerline for supplied device. 
(196). Data line between supplied device and controllable 

regulator. 
(194). Powerline for supplied device. 
(190 and 280). Sensor to detect voltage. Sensor does not 

have to be located in-line, but can be anywhere (including in 
the connector 106). The Sensor acquires data and is shown 
here as available, but not in use. Instead, the output voltage 
is read at the controllable regulator 264. The voltage can be 
read anywhere that a bona fide reading is available within 
the entire circuit, including within the Supplied device 206, 
within the battery device 208, etc. One care to be taken in 
establishing the Voltage reference points is that the reading 
reflects the appropriate circuit required. 

(192 and 282). Current sensor. This location is shown so 
that total load can be read at an appropriate point to Show the 
dynamic load of the Supplied device 206. This is not the only 
location at which an appropriate current reading can be 
acquired. However, the reading will not be valid anywhere 
on the controllable Regulator 264 side of the multi-selector 
Switch 184. 

(184). Multi-selector Switch. Either a “double-size.” 
which links two output ports together, or a Single-gang 
Switch, which has sufficient reconfigurable variants of the 10 
connector pins. 

(252). Diodes prevent current from flowing from the 
controllable regulator 264 into the battery device 208. 

(248 and 250). Powerlines from the controllable regulator 
264 to the MultiSelector Switch 184. If a charger circuit is 
present, there would be a Second pair of powerlines. 
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(264). Controllable regulator. 
(262). Input line to the current regulator 264 for data from 

the various voltage or current sensors 192, 190, 280 and 282. 
Shown here is voltage data from sensor 280, which passes 
along data line 272 and 278 as analog information, to the 
A/D converter 260, where it is digitally configured and 
passed along data line 262 to the controllable regulator. In 
one modality of the invention, this digital data can Serve as 
the “sense' information the controllable regulator 264 
responds to in order to properly Set the correct output voltage 
along powerlines 248 and 250. 

(260). Analog-to-Digital Converter (A/D converter). The 
device can be passive, and only make the reconfigured 
digital data output available to all ports, in a poll mode. 
Thus, the Supplied device goes to the A/D converter to poll 
its information. The other mode is that the A/D converter has 
intelligence, and can recognize the device from which it is 
receiving information, and can then process it and reroute it 
to the appropriate devices or circuits. The first method is a 
pull mode, and the latter is a push mode. 

(258). Analog data input line from the controllable regu 
lator over which is Sent Voltage or current data gathered 
internally in the controllable regulator. This data is then 
converted to digital format, and Sent to the Supplied device 
206, along data lines 254, 196 and 204. 

(254). Data output line from the A/D converter 260, to the 
multi-selector Switch 184. there can be multiple data in and 
out lines to the A/D converter and to the Switch. 

(278). Representative data path from one of the sensors 
190, 192, 280, and 282, to the A/D converter 260. 

(270, 272, 274 and 276). Data outputs from the four 
sensors 190, 192, 280 and 282. 

(284). A device for reconfiguring the multi-selector Switch 
184 as a function of data passing along the lines. In an 8-bit 
register for example, a header is present Specific to the 
multi-Selector Switch. AS Various data packets travel through 
the Multi-selector Switch, it intercepts those which have the 
correct header and, perhaps using a look-up table, the Switch 
reconfigures itself. This device is not necessary to the proper 
operation of the Switch. 

(287). Second controllable regulator dedicated to second 
battery 290. 

(290). Alternate battery source, configured to supply 28 
VDC. 

V. FIG. 5, 

This block diagram is a simplified version of FIG. 5. 
Normally, the Switch is always contacted to the controllable 
power Supply. In Situations where current loads reach 
defined limits, the situation warrants load Sharing. The 
high-Speed Switch must be controlled as to the amount of 
time the contactor is at the battery, and how long it is back 
at its original position at the power Supply. A duty cycle 
controller, having been alerted by a current Sense circuit, 
determines how long the Switch is in either of the two 
positions, which dictates how much power is taken from the 
battery. Based on the load, as available from the current 
Sense module, the wattage requirements are allocated to each 
of the two available sources of power. For example, if the 
power Supply is rated at 25 watts, but the present load is 50 
watts, then the duty cycle is 50%. If only 37.5 watts is 
needed to account for the deficit, the Switch is connected to 
the primary power Switch 66% of the time, and to the battery 
34% of the time. The passive filter smoothes out the current 
ripples which result from the Switch motion. The Switch is 
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designed to operate at a high enough frequency to reduce the 
Size of the passive filter. 

VI. FIG. 5 

The controllable power supply 745 has sufficient wattage 
to power two discrete supplied devices 705 and 741. The 
power Supply is in a circuit which allows it to power one of 
two supplied devices 705 and 741. One of the two supplied 
devices is a laptop computer, while the other is an in-flight 
entertainment display Screen and internal computer hard 
ware (essentially a second laptop computer). The premise is 
that the passenger on an airplane will be either watching a 
movie on the Supplied device 741, or working on a laptop 
(supplied device 705). The power management system 
delivers power to the “active” device, and Switches the 
unused Supplied device to Standby power, i.e., battery. The 
circuit is designed to provide the following functions from 
the power Supply: 
1). The power supply 745 works to load share, providing that 

each supplied device 705 and 741 has some basic power 
management Software. 

2). The power Supply monitors the power consumption of 
each device, then responds to that information. 

3). Either supplied device is safely powered from only one 
power Supply, without risk of either being disabled, or of 
loosing data. 

5). The passenger can have virtually an immediate response 
from the power Supply when the full functionality of an 
"asleep” device is needed (keyboard/mouse response). 

6). Local batteries in each device off-load the minimal 
amount of power required to keep a device in Suspend 
mode. The local internal battery brings the Supplied 
device up to full functionality, and then Switches from 
battery-Supply to power-Supply operation. 

8). Software on only one Supplied device is required for the 
power management System to work. 
A. The Hardware 
Supplied device 705 is a laptop computer on an airplane, 

while supplied device 741 is an embedded computer which 
Serves as the display platform for personal in-flight movies. 
In the modality shown here, supplied device 705 is the 
“master” control unit, which can command controllable 
power supply 745, via microcontroller 747. The microcon 
troller also actuates the Switch configurations, making Sure 
that each Supplied device is getting power from either power 
supply 745, or its own internal battery 719 or 735. A “smart” 
battery 719 is shown as available to supplied device 705, 
while Supplied device 741 has a standard battery with no 
intelligence. 

Supplied device 705 sends commands to the power 
Supply, based on information obtained from Sensor array 
703. The data is specific to voltage at sensors S-1 through 
S-4, while the current sensors C-1 and C-2 are located on the 
power lines going to each battery. The I/O has been identi 
fied as PC Cards 707 and 739. 

Connectors 713 and 737 are here as they have been 
described in FIGS. 1-4, but connector 713 has data lines 
which pass through the connector 713 and then into supplied 
device 705, via data lines 711. This enables the Supplied 
device to monitor its battery reserves. The battery 735 
attached to supplied device 741 is not essential to the 
operation of that unit, but is a true back-up battery. Supplied 
device 705 relies on its power management software, which 
is part of one modality of the invention, to monitor the Status 
of its battery 719, and to direct controllable power supply, 
via data line 701 and microcontroller 747, to alter its power 
Signal to match the Supplied device's Specified Voltage. The 
Software obtains the correct voltage from the battery 719. 
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As the master device in the circuit, supplied device 705 
has access to all of the Sensors, to observe both Voltage and 
current loads to itself and to supplied device 741. By being 
able to eavesdrop on Sensors S-3 and S-4, the laptop 
computer 705 is able to determine the operating voltage of 
the other Supplied device. This is not important when device 
741 is an embedded video display, since that voltage is 
known, but if supplied device 741 is another laptop 
computer, knowing its Voltage is important. The Significance 
of knowing the other device's Voltage is that, by changing 
Switch SW-I to a three-way Switch, power from battery 735 
can flow to supplied device 705. Of course, battery 719 can 
also power Supplied device 741, which gives extra Safety to 
the power management System, and reinforces the power 
management capabilities of controllable power Supply 745. 

The current sensors C-1 and C-2 are used by supplied 
device 705 to determine whether the other supplied device 
741 is operating under battery power, or relying on power 
supply 745. If current is flowing, the other supplied device 
is accessing the power supply (switch SW-5 is closed), but 
if there is no load on powerline 733, the device is running 
on battery power (confirmed by both voltage sensors S-3 and 
S-4 being active). By adding a charging circuit to control 
lable power supply 745, the manipulation of Switches SW-I 
and SW-4 enables charging to battery 735. The same holds 
true for Switching the charge function to battery 719. Of 
course, only one battery can be actively charging at any 
time, and the power Supply is not available for any other 
function during that process. Sensors 743 do not have to be 
of the in-line type but, instead, Voltage/current readings can 
be polled directly from the controllable power supply (see 
the I-out line in the schematic as FIG. 11). 

In use, the airline passenger is working on the laptop 705, 
but wishes to view a video on Supplied device 741. The 
Software on master unit 705 detects a lack of keyboard 
activity, or a Saved file, or other indicators that the laptop 
may be about to become dormant. After a reasonable time of 
no keyboard activity, the power management Software puts 
the laptop 705 into the battery circuit by disconnecting itself 
(using the microcontroller to actuate switch SW-I) from the 
power supply 745. It then, while fully powered by its own 
battery 719, commands the microcontroller to set Switches 
SW-1 and SW-5 to deliver power from the controllable 
power supply 745 to supplied device 741. 

The PC cards 707 and 739 are data acquisition devices, 
with internal A/D converters, as well as Signal processors for 
communicating with microcontroller 747. In another 
modality, the microcontroller 747 is embedded directly into 
each PC card. 

If the voltage required by device 741 is not known, 
supplied device 705 opens Switch SW-I and closes SW-4, 
thus forming a power circuit from battery 735 to supplied 
device 741. Once Supplied device 741 is under battery 
power, Supplied device 705 accesses the voltage information 
at sensor S-3 or S-4. The voltage of supplied device 741 is 
known to laptop 705 at this point, and it conveys that 
information to the controllable power supply 745, via micro 
controller 747, then resets Switches SW-1, SW-4 and SW-5 
to allow the power to flow from the power Supply to Supplied 
device 74. Supplied device 705, having performed its con 
trol functions as the intelligence in the System, now puts 
itself into Standby mode with its power management 
Software, so that its current drain reduces to +/-500 mA. 
When the passenger has finished viewing the movie, it takes 
only a keystroke on laptop 705 to awaken it (still under 
battery power), at which time it resets all of the Switches to 
restore power from power supply 745. Thus, a very simple 
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yet effective power management and load Sharing mode is 
achieved with minimal hardware and Straightforward 
cabling. 
The Switching concept used in this modality of the power 

supply is illustrated in FIG. 5a, and the connectors 713 and 
737 are detailed in FIGS. 1-4. 

VII. FIG. 6 

FIG. 6 represents Several application variants of a power 
Supply according to an embodiment of the present invention. 
They are all combined in one master drawing to illustrate 
how the various configurations interconnect and interrelate. 
FIG. 6, because of the interactions between various devices, 
Some of the wiring circuits have been Simplified or elimi 
nated for clarity. 

This figure shows one power Supply with more than one 
controllable power outlet. Each outlet can operate indepen 
dently of any other, or simultaneously with any or all others. 
The devices labeled PD-1, PD-2, PD-3 and PD-4 are rep 
resentative examples of devices that may or may not be 
connected to the power Supply at any given time. For 
example, PD-4, can represent an in-flight Video-on-demand 
System (essentially a Self-contained embedded computer) on 
an aircraft; and PD-I can be a passenger-Supplied laptop 
computer. Both can be simultaneously powered, or there 
may be only one or the other. Thus, for one embodiment of 
the power Supply, air passengers may use PD-1 (their own 
laptop computer) during part of the flight and later view a 
movie (through PD-4). Alternatively, passengers may do 
both activities simultaneously, viewing a movie (through 
PD-4) while editing a spreadsheet (on PD-1). Power supply 
PS delivers the appropriate and correct Voltage to each 
Supplied device, and there is Sufficient wattage to operate all 
four Simultaneously. In this example, bi-directional data 
could pass from PD-1, through the airborne embodiment of 
the power supply, into PD-4, to be used by PD-4 for an 
energy management function, then the data could come back 
to the power Supply as a power reconfiguration command. 

Starting at the lower right of the drawing, there are three 
forms of input power to the device. The 80-240 VAC may 
be encountered by any embodiment of the power Supply 
(IN-1). IN-2 is a 28 VDC semi-hardwired installation, as 
would be deployed for a typical airborne power Supply 
system. Note that an off-line DC/AC converter is shown as 
part of this circuit, for use in applications requiring AC 
power output. IN-3 typifies two inputs which would be 
available for a transportable embodiment of the power 
Supply, utilizing an “EmPower adapter input (or cigarette 
lighter adapter plug), or a set of external battery packs. The 
housing of the airborne power Supply embodiment will have 
a Standard two-wire tape recorder receptacle, to which will 
mate the appropriate plug-adapters for each of these con 
figurations. 
The power input connection has a controllable Switch, So 

that the input Voltage can be sent to one of the two power 
converter modules. A determination of the input Voltage is 
achieved via a tap off the incoming line, shown here as IV. 
This line runs to what is labeled as a Sensor Array (SA), 
where the input voltage is read, So that a controller command 
can be issued along line CO, which closes the controllable 
Switch in the main input line, thus Sending the primary input 
Voltage to the correct converter. The command to configure 
the input power Switch is issued by device PD-4, based on 
information received from data line IV, which is collected in 
the sensor array SA, then sent to the I/O port 10. That data 
gets transmitted to PD-4 by hardwired cables, or wirelessly. 
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The virtual VOM M in PD-4 does an A/D conversion on the 
input line Voltage, then sends back the command along CO 
to configure the main input switch. The AC/DC converter is 
wired directly to the DC/DC unit, so that the Variable DC 
Output module provides all power output of the unit. Oper 
ating the power as a 28 VDC Voltage regulator is important. 
Were this circuit to be on a commercial airliner, the choice 
of 28 VDC input would have significant benefits. Such 
multi-output power Supplies on aircraft are Specifically for 
passengers to power their laptop computers. Since laptop 
computerS require a power Signal anywhere from 10–24 
VDC, Stepping down from a 28-volt Source makes for good 
power efficiency. 
A. Determining DC Voltage Outputs 

The proper DC output voltage is determined by a 
processor-enabled Source. 

This can be any or all of the Powered Devices (PD-1, 
PD-2, PD-3, or PD-4). In the airborne embodiment of the 
power Supply PS, there is no onboard processing power, 
merely controllable Switches and collectors in the power 
supply. Thus, PD-1's internal software/firmware drives the 
Voltage Settings of the controllable power Supply PS, except 
that the power output 3 to PD-2, which has a selectable (not 
fully variable and controllable). The voltage level for PD-2, 
which is shown, for example to be an inflight phone, is Set 
from a remote Source, here indicated as the diagnostics port 
(B). In the example of an airborne application shown, the 
Voltage Setting for PD-2 is constant until a technician Sets a 
CW OC. 

PD-3 can be any of a wide range of peripheral equipment 
which may be used by the laptop owner, for example a 
printer or Scanner, but this fully controllable port capable of 
delivering any voltage from 0–24 VDC can also power a 
handheld audio CD-player, cellular phone, personal video 
game player, etc. There are two ways in which the correct 
Voltage can be established. The proper Voltage Setting can be 
manually input on the laptop/notebook by the passenger. 
Alternatively, the Voltage may be slowly ramped up until the 
PD-3 turns on and the current (sensed through connector 3 
as current load CL3) stops increasing (i.e., PD-3 stops 
drawing additional current in response to increasing 
voltage). The latter method is reliable, but not always 
convenient, Since most portable printers, hand Scanners, etc., 
are not “auto-on' when the correct voltage threshold is 
achieved. The end user has to hold down the ON button for 
a certain period of time, while the power supply PS finds and 
locks on to the correct Voltage. 

In the airborne embodiment of the power supply, PD-4 is 
shown as the TNCI A/V (Audio/Video) computer. However, 
PD-4 could be, in a desktop embodiment of the power 
Supply, on a board within the power Supply. For example, the 
screen could be an LCD and the processor a PIC. There may 
or may not be data Storage, energy management, or other 
technologies, depending on the requirements of that device 
within the current expectations of the marketplace. 
B. Power and Data Switches 
The adjusted DC output Voltage goes to a Switch, shown 

as “Power Out' in the lower left corner of the power unit. 
The DC output is there switched to any combination of PD-1 
(e.g., a laptop), PD-2 (e.g., an in-flight telephone), PD-3 
(e.g., a peripheral device), and PD-4 (e.g., a Video display 
computer console). While the Switch is illustrated as a 
Simple, two-pole Switch to simplify the drawing, it is actu 
ally a multi-pole Switch. 

In a desktop embodiment of the power Supply, the con 
nectors 1-4 shown exist as receptacles on the power Supply. 
In the airborne embodiment of the power Supply, the con 
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nectors 1-4 are shown only to illustrate how the power 
circuits to each powered device and the power Switches 
interrelate. 
The four connectors 1-4 may, for example, represent 5 

mm pin/barrel connectors. These connectorS deliver power, 
but also have a probe to read current (not shown). The power 
for PD-1 passes through connector 1. The probe for reading 
current levels from connector 1 goes to the Second Switch, 
and the current load level information passes along the data 
line (DL) to the Sensor array. The Sensor array directs the 
current load level information to the I/O connector (upper 
right) and into PD-4 via the virtual VOM (M). The four 
connectors 1-4 can also be hard-wired and the power/data 
cable to PD-1 can be embedded in a food service tray at the 
passenger's Seat, where a retractor reel Stores it until needed. 

Data may also pass through connector 1 to other powered 
devices. For example, a communications link between PD-1 
and PD-4 may be established by modulating the power 
Signals Sent to each device. The Squared Sine wave indicates 
power lines which also carry data. Such data is not a simple 
Voltage or current reading, but control data command 
Strings, informational data to display on a Screen, etc. Such 
information as command Sequences, short text Strings, etc., 
are well Suited for powerline modulation. 

For Such desktop applications, there are other, more 
readily available methods of communication among pow 
ered devices and the power Supply (Such as IR, acoustics, 
and Straight-through data lines) and, thus, modulated pow 
erlines are not essential. However, data carried by power 
lines may be used, for example, to reduce the total number 
of wire runs throughout the System. 

Connector 3 is not available in the desktop embodiment of 
the power Supply. For the airborne embodiment of the power 
Supply, connector 3 represents a hardwired connection to an 
in-flight phone System and runs to the under Seat power box 
for the phone. It has a variable DC voltage output to allow 
for variants in the phones, and it is configurable via the 
diagnostics port's RJ-45 connector illustrated at the top of 
the power supply. When PD-4 is a logic board within the 
airborne embodiment of the power Supply, there is also a Set 
of data conductors from the phone to PD-4. The data link to 
the in-flight phone plays an important part in the eventual 
data network that will tie all of the discrete technologies, 
Such as the phone System, Video System, and power System. 
The phones afford the airlines an opportunity to capitalize on 
the inseat mobile computing power availability. If the power 
System is linked with the phones, then a passenger can Swipe 
a credit card and rent the power for his/her laptop. Also, the 
phones play a Vital communications role at a different level 
for the passenger. A direct link to the phone network on the 
plane gives passengers easy access to faxing, e-mail, etc. It 
makes Sound busineSS Sense to link the in-seat Video display 
terminal to this Small data network. Movie viewers can 
Swipe their credit card on the phone to pay for a movie, or 
to get chits for Video garnbling, etc. Because airlines are 
dependent on the profits from transactional activities on the 
plane, providing a wired connection to all devices which are 
a revenue Stream makes the proceSS more Streamlined. 

Connector 4 is, for example, a remote embedded connec 
tor in a location convenient to the passenger. The connector 
might be mounted, for example in an accessible location on 
the Video display cabinet. The passenger can plug in a 
peripheral, Such as a printer, and have Voltage configuration 
available, as previously discussed. 
C. Power Management 

Each of connectors 1-4 has “Current Load In” detection 
and monitoring capabilities. The data gathered from these 
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four ports, as well as the RJ-45 which connects the PD-l's 
battery, is fed to the Energy Management (EM) software in 
PD-4 (the same energy management is available in the PD-1, 
if it is a laptop). The energy management Software has three 
characteristic functions: 

1) Internal power management within the power Supply, 
in either the airborne or desktop embodiment. Because 
there are four power outputs, all of which can be varied 
in output Voltage to Some degree, and each of which 
can have significantly varied power loads depending on 
the various devices attached at any given time, the 
power management Subsystem mediates the load 
Schedule, monitors current load parameters, and con 
trols the various ports and the output power of the 
converter(s). Power management is dealt with more 
extensively throughout this document, and especially 
the description of FIG. 5. 

2) The data from the various internal Sensors (discussed 
below), which report back temperature (via thermistors 
or board-mounted components which Support tempera 
ture data access), internal voltages and current drain at 
predetermined spots around the circuit board, are used 
to configure the overall power module for optimum 
performance. Even though the power Supply PS is rated 
at a very high efficiency, heat will Still occur as a 
byproduct of the Voltage conversion process. Detecting 
heat is a key Safety issue, especially aboard an aircraft 
with a Sealed cabin full of passengers. The thermistor 
also plays a role in power management, as the Supplied 
device monitors the thermal behavior of the power 
Supply, looking for Signs that components are 
overheating, or that the entire unit is running 
in-efficiently. Since the power Supply can’t be opti 
mized in the "Sweet Spot' on a known voltage curve 
where power conversion efficiencies will peak, it is 
very possible that the power Supply will have to operate 
many times at a Voltage which compromises its effi 
ciency. Having thermal detection and protection cir 
cuits seem essential to a variable output power Supply. 

3) This is a power supply which, because of its ability to 
communicate to other devices, and Vice versa, can 
actually impact its MTBF (Mean Time Between 
Failures). Since there are already Sufficient diagnostics 
tools in the power Supply PS, as well as in devices 
around it, especially PD-4, the power System can be 
optimized for thermal efficiency, Voltage efficiency, etc. 
Part of the Solution to achieving Some corrective 
actions in response to detected possible malfimctions 
lies in the load-sharing model discussed in FIGS.5, 5a, 
and 5b. By using a local battery as a reserve power 
Source, and Sharing the load Schedule with that battery 
and others, the power Supply PS can work at moderate 
performance levels, and let the battery Sources take up 
the Slack. 

Power management resides, for the most part, as Software 
on attached devices (PD 1-4). These power controlling 
functions are, for example, the generic multi-state power 
reduction implementations commonly found in today's lap 
top computers. Various sleep states, “On Now,” and 
hardware-level power controls are implemented to assure 
that the airborne embodiment of the power supply PS is not 
delivering wasted energy to devices that are not in use or can 
be temporarily put into low-power State. 

In an airborne embodiment of the power Supply, network 
wide power management is intended to arbitrate power 
throughout the entire power grid. For example, if there are 
three power Supplies in each three-acroSS passenger Seat 
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configuration on an airplane, those units are linked together 
electrically and electronically. In a Such a model of distrib 
uted power management, each device communicates with 
the two others. Each addressable power Supply polls the 
others in what can be, on an aircraft, a three-seat network 
cluster, to ascertain each of their total power load Schedules. 
If one unit is not in use, each of the other two airborne power 
supply modules PS in FIG. 6 can reallocate that power and 
share it, as needed. This may be necessary if the internal 
Sensors in one unit indicate overheating, or a near capacity 
power load. See load sharing as it relates to FIGS. 5, 5a and 
5 b. 
By extending this power grid model acroSS the entire 

architecture of the installation, the entire network of mod 
ules can interact to bring energy Savings to the overall 
installation. This may be very important if some or all of the 
individual power Zones (clusters in the network) are drawing 
power from either central batteries, or local battery packs. If 
a generator is at the head end of the power grid, which it 
always is on an airplane, for example, it may be important 
to prevent other power-hungry Sub-Systems (Audio/Video, 
telephony, lights, etc.) from directly drawing their power 
from the airborne embodiment of the power Supply, to create 
a System overload. Even if the total capacity of the head-end 
generator may not be reached (which is not the case, Since 
Boeing is already, in November, 1997, discussing initiatives 
to reduce the load Schedule to the aircraft's generators. A 
power management Scheme may be useful to reduce fuel 
consumption, as a direct byproduct of energy conservation 
and efficiency. 
RJ-45s 

In the following discussions of connectors and interfaces, 
the power Supply PS in FIG. 6 is referenced in two 
modalities, an embedded power System, for example on an 
airplane, as well as a desktop power module, which is 
tethered on a cord and transportable, as an example of one 
the AC/DC wall adapter always Supplied by the electronic 
equipment manufacturer. These conventions do not limit the 
expressions and manifestations the power Supply can take. 
For example, the power module can be a car adapter, Special 
aviation-based module for passenger use, etc. Given the 
overlapping features shared by both an aviation and desktop 
version of the power supply PS in FIG. 6, integrating the 
desktop features with those of the “transportation'-style 
module would be the best mode for this modality of the 
power Supply. 

Another type of connector used in power Supply PS in 
FIG. 6, for example, is a standard RJ-45 phone jack. This 
6-conductor receptacle may be used for both power and data, 
via the appropriate controlled Switch (i.e., a multiplexer, not 
shown). In the example illustrated, the RJ-45 in the lower 
left corner of the power module has both power and data 
uses. The input labeled VD is the voltage from a battery 
within PD-1. A virtual Volt Ohm Meter (M), for example, 
within PD-4 reads VD as a straightforward voltage value. 
PD-4 translates this voltage value into a control command 
that is sent back to the power Supply as a command to Set its 
Variable DC output to match the battery's voltage (the 
Voltage value could also have been translated by the laptop 
PD-1 if it were the master of computing power in a particular 
application). 
The other line coming from the battery is for Smart 

Battery Data (SBD). The data across this line is comprised 
of the various battery monitoring readings, Such as 
temperature, nominal Voltage, remaining charge capacity, 
number charge/discharge cycles, manufacture date, etc. (the 
type of data available varies by battery). This information is 
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available through the RJ-45 port, and almost all Smart 
batteries use two (Dallas 1-wire) or three conductors at the 
connector for this data. AS explained below, because the 
battery is essentially “off-line” in the airborne embodiment 
of the power Supply, So that it cannot be charged, there is 
only a limited need for the data from the battery pack (except 
for the initial battery voltage reading). 
A universal battery connector, designated as (UN), is an 

interface which not only allows data and power to pass 
between the laptop (PD-1) and the power supply, but it also 
insulates the battery contacts and redirects the battery data 
stream to the power supply, instead of to PD-1. Thus, there 
is a Y-connector created, with which the power Supply can 
control, communicate or power each of these devices Sepa 
rately. Such a universal battery connector is fully described 
in FIGS. 1-4. Thus, the universal battery connector is 
described in this Section merely to identify its utility as a 
tri-directional interface. 

Adjacent to connector 4 is another connector (e.g., a 
Second RJ-45 connector). AS previously described, a tech 
nician may perform system diagnostics via this acceSS port. 
Alternatively, the 6-pin connector can be permanently con 
nected to PD-4. FIGS. 7, 8, and 9 show various modalities 
of this connector's usefulness. This is particularly useful 
when PD-4 is a logic board within a desktop embodiment of 
the power Supply. In Such a desktop embodiment, the 
permanent diagnostics loop can Serve not only for 
diagnostics, but as a conduit for performing firmware 
upgrades to the PIC and memory on PD-4. A shunt is shown 
as T-connection near the (B) label on the drawing, indicating 
that the diagnostics loop can be accessed to attach external 
test or monitoring equipment. This is also shown as assem 
bly 542 in FIG. 8. 

This RJ-45 port can also be used, in the desktop embodi 
ment of the power Supply, as a connector into which a 
Standard phone cable can be inserted (A) and shown also in 
FIG. 9 as assembly 532. Using the desktop embodiment's 
internal Voltage Sensing capabilities, accurate information 
about the incoming phone line Voltage is determined. This 
information is Sent to the logic board, where it is compared 
to a software/firmware list of PC card fax modem voltage 
tolerances. If the detected Voltage exceeds the nominal Specs 
of the PCMCIA fax/modem card, a red LED illuminates, 
showing an unsafe phone line for modem use. If the Voltage 
is within the correct range, the green LED lights up. This use 
of an RJ-45 connector is unique in power Supply, in that the 
connector is used to Sense incoming Voltages, transfer data, 
and can also conduct power out. 
E. The Data I/O Port 
The I/O port at the upper right of the power module can 

either be hardwired, as in an airborne embodiment of the 
power Supply, or removable via a remote in-line connector, 
so that it can be serviced without disrupting the PD-4 device. 
In the desktop embodiment of the power Supply, this is a 
fixed port, installed in the plastic housing. Such a data I/O 
port could be, for example, a DB-9 or DB-15 connector. 

In the DB-9 or -15 size and configuration, the port would 
have shared capabilities. By using a combination connector 
like those manufactured by Positronic Industries, both 
power and Signal lines are integrated into a compact form 
factor. By having power lines available at this port, connec 
tor 2, which is shown as the primary power port for powered 
device PD-4, can be eliminated so that power and data to 
PD4 can be integrated into one cable run. The same is true 
for connector 1, and the adjacent RJ-45, since the Positronic 
connector can be configured with nine (or more) data lines, 
and three (or more) power contacts. 
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F. The PD-4 Data Lines The data passed through the I/O 
connector is of Several types: 

Information from the Sensor Array (SA), which is com 
prised of currentload-in readings from each powered 
device that is active. 

Information from the sensor array (SA) directly related to 
the operation of the power supply PS. This data comes 
from internal Sensors and probes, which monitor 
temperature, Voltages and current loads at Strategic 
locations. This data is also available at the RJ-45 port 
located nest to connector 4, which is an access point for 
remote diagnostics. 

Data which passes through the power Supply from various 
devices, Such as the Voltage of PD-1's battery pack, or 
the Voltage type and level at the power input connector, 
e.g., 110 VAC wall power, or 28 VDC from various 
SOUCCS. 

Statistical data is sent to PD-4 (it can also be sent to PD-1 
or any other device capable of interpreting the data) as raw 
output. The Sensor Array is a Schematic representation of a 
group of Sensors or devices which may or may not be 
discrete devices. The drawing only illustrates conceptually 
the idea that all internal Sensor-related data, as well as 
external current-load data, are centrally collected, but no 
processing or data manipulation is implied. Conceptually, 
the power Supply, whether it be a corded desktop model or 
an embedded power source, should be as “dumb' as 
possible, without compromising functionality. This makes 
the unit cost effective, and also avoids the pitfalls of having 
to do hardware upgrades . . . Something to be avoided with 
the embedded model. Since there is always a device, often 
the supplied device (for example PD-1 or PD-4) which has 
extensive processing power, there is no need to build parallel 
technology into the power Supply. The power Supply is very 
much a slave device, only making information about its 
internal circuitry and current activities when polled, and 
accepting orders to reconfigure itself, as directed from the 
more dominant devices around it. Software on the Supplied 
devices is an important part of this System architecture, and 
it is definitely easier to upgrade Software than hardware. 
G. The Virtual VOM & MD 
The sensor data is processed by a “virtual” volt-ohm 

meter. This is a Softwarebased device, which uses Some or 
all existing hardware on the laptop PD-1 or comparable 
device, to interpret the data. The virtual VOM may also 
reside on a separate circuit board, which may be enclosed in 
a PC card, as a data acquisition tool, or as a module 
embedded into the system's wiring (as indicated in FIG. 13). 
The concept of the Virtual device is also expressed in the 

virtual software modulator/demodulator (MD), in use as a 
Software modem. This device is available from PCTel, but 
not as a freestanding M/D. Instead, it is part of a chip Set 
which forms the hardware required for their software 
modem. To achieve a fully capable modem, the majority of 
the Virtual modems functions are implemented in Software, 
which relies on the CPU to emulate hardware. 
H. The PC Card 

All processing and communications power preferably 
resides outside the power board in the power Supply. These 
functions may exist in hardware- or Software-implemented 
“virtual devices.” Reliance on software-implemented “vir 
tual devices' will minimize component counts, but Some 
hardware devices are desirable. The desktop embodiment of 
the power Supply must have all hardware contained within 
its housing, of course, but that does not preclude relying on 
Software solutions whenever possible. For the airborne 
embodiment of the power Supply and the desktop version, 
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the processing power may be located in a number of devices, 
including PD-1 and PD-4. 

Part of the solution is to use the PC Card (previously 
called a PCMCIA Card) as the platform into which is 
integrated the various remote hardware. An optimized PC 
Card, which contains all necessary hardware, would include: 

1) The modulator/demodulator (MD). By using a standard 
/3-card fax modem board, two benefits are achieved. 
The MD is available for powerline modulation, but also 
there is a full-blown fax/modem for the end user. 

2) An embedded IR port (F3). The diode will be in a 
dongle, So that it can be oriented toward the transceiver, 
but the hardware will be within a Type III (15 mm 
thick) card. 

3) An acoustical transceiver (F3). Related to the modem 
(actually, quite similar technology), the acoustical 
method of local wireleSS communications is not appro 
priate for complex activities, but has good potential for 
short-distance control and command functions, as well 
as sending and receiving nibbles of data (voltage, 
current loads, Sensor data, etc.) 

4) The battery emulator (BE). Developed by David Simm, 
this hardware/Software creates a virtual Surrogate 
battery, which looks to other hardware and software 
throughout the System as if a real battery pack were 
present. This is a helpful tool for defeating laptop 
battery charging while in flight. It also presents a 
graphical user interface So that the end user can easily 
obtain power-related information. The battery emulator 
Serves Several functions related to power management, 
as well. 

The PC Card is an essential device, in that it opens up a 
convenient module into which multiple technologies can be 
integrated, especially multiple communications and data 
acquisition technologies, and affords a convenient package 
which can be easily upgraded (via flash chips), or replaced 
by low-level technicians. Including such a PC Card in the 
power Supply avoids costly redesigns of internal boards. The 
desktop embodiment of the power Supply preferably has a 
plastic housing designed to Store this card, and the Storage 
cavity can be wired So that it is active. the end user can 
merely Swap out various PC Cards to get various feature 
Sets, and/or upgrades. 
I. Internal Safety Features 
The airborne embodiment of the power supply includes 

numerous safety and reliability devices. Fusible links and 
various methods of preventing shorts (perhaps even GFI 
devices), will be integrated into the circuitry. Because of the 
limited power resources on commercial aircraft, the ability 
to detect a failing power Supply unit, or bypassing one or 
more malfunctioning power Supply units in the power grid, 
is a key element in the overall power management Scheme. 
An auto-reset and other Self-recovery methods are 

employed to ensure reliable performance. Because it is 
impossible to determine if the end user attaches a device 
which causes Voltage or power demands in exceSS of the 
Specs (e.g., a laptop Voltage rated above 24 VDC, or a 
peripheral which draws more current than the available 
capacity), there are Sufficient fault-tolerance technologies 
employed to prevent damage to circuits or components. The 
Software which controls the battery emulator and energy 
management Subsystems will notify the user of an unac 
ceptable device or configuration. 

The design parameters and performance Specs also will 
include conformance to the various ARINC specifications 
for in-flight power, EMI and RF radiation, thermal stability, 
and shock/impact capabilities. 
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VIII. FIG 10 

FIG. 10 is a more detailed Schematic illustration of the 
system shown in FIGS. 1-4 illustrating a power supply 64 
module according to the present invention shown along with 
a universal connector 42, a battery device 43, and a Supplied 
device 54. While Supplied device 54 is shown to include a 
microprocessor 56, memory 57, and data storage 55, Sup 
plied device 54 need not include Such components as 
discussed more fully below. 
The power supply module 64 is compatible with any 

readily available AC or DC primary power input. Power 
converter I is an AC/DC converter, and power converter 2 is 
a variable-input-voltage DC/DC converter. For example, the 
power Supply module Supports, but is not limited to, the 
commonly available “universal” 80-240 VAC (European 
specification), as well as 28 VDC (commonly used on 
commercial aircraft) and 12 VDC (automotive). For this 
degree of universality, two converters I and 2 are required. 
Power converter 1 preferably accepts a standard 80-240 
VAC input and converts it to a 28 VDC output across 
conductorS 5. Power converter 2 preferably accepts a range 
of DC input voltages from 5-30 VDC, but as noted above, 
two of the common DC input voltages referenced here are 28 
VDC and 12 VDC. Converters I and 2 are represented in 
FIG. 10 within converter module 7 which, along with power 
Supply 26, can be built into one power Supply module. An 
individually detachable module containing power converters 
1 and 2 makes power Supply 26 more versatile. Any DC 
output from power Source 1 is acceptable for the function 
ality of power Supply 26, and any DC input to power Source 
2 is also acceptable. AS another example, power converters 
1 and 2, when equipped with the appropriate input-side 
connectors 65 and 66 (e.g., for a standard car cigarette 
lighter receptacle, or one or more of the two proprietary 
connectors used by the EmPower (Olin Aerospace, 
Redmond, Wa.) in-flight power delivery system for com 
mercial aircraft), render power Supply module 64 compat 
ible with common automotive and aircraft power Systems. 
The EmPower system makes 15 VDC available to the 
passenger, via Several power receptacles embedded in the 
passenger seat, but the aircraft's power bus is 28 VDC (or, 
alternately, 115 VAC (a 400 Hz). 
Power Supply module 64 may not require either converter 

1 or 2 when the input power has known characteristics, and 
thus, only power Supply 26 would be required. For example, 
when permanently embedded within a commercial aircraft, 
where a commonly available power is 28 VDC, power 
Supply 26 could be designed to accept Such input, without 
the power conversion performed by converter module 7. 
Such a design would be lightweight and compact and thus 
enable power supply 26 to fit unobtrusively under the 
passenger Seat or in the Seats armrest console. With an 
appropriate connector interface, Such as the 9-pin “quasi 
DIN connector being considered as an ARINC approved 
power and data interface to passenger-Supplied electronic 
equipment, power Supply 26 in FIG. 10 can utilize its data 
and power functions, to provide passengers with both power 
and data access to embedded devices throughout the aircraft, 
Such as phones, Video-on-demand Systems, live TV, etc. 
Such multi-mode functionality is not limited to having 
power Supply 26 embedded in the passenger's Seat area, and 
power Supply 26 can Still offer these same capabilities if it 
is a passenger-provided unit, which plugs into a non 
regulated port at the Seat. 

Thus, in FIG. 1, power Supply 2 detects and reads 
battery's 5 voltage (either as data, if battery 5 is data 
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enabled, or as direct Voltage being conducted from battery 5 
along conductor 6, to conductive Surface 9 of connector 8, 
then along powerline 4 to power Supply 2). If power Supply 
2 is taking direct Voltage readings of battery 5, as just 
described, an A/D converter may be present in power Supply 
2 to translate this raw voltage into digital information. 
However, power Supply 2 can use the battery Voltage as 
direct analog input, should power Supply 2 be of a design 
compatible with the schematic in FIG. 10. The sense line 80 
in conjunction with Sensor array 81 can accept analog 
Voltage, which it uses as a Voltage reference comparator to 
adjust the power Supply's output voltage. 
When an airline trip is required, where Saving Space and 

weight is most critical (and assuming that there is direct 
access to the aircraft's 28 VDC power), a user may leave the 
converter module behind to minimizes the size and weight 
of power Supply module 64. However, a user may elect also 
to carry a converter module 7 because power conversion 
may be otherwise needed. The rental car will also have a 12 
VDC cigarette lighter adapter for which optional power 
Source module 2 was designed. Being detachable, both 
converters which comprise converter module 7 can be 
checked as luggage, instead of carried aboard the aircraft, 
thus affording travel comfort and convenience. 
When used in the office, at home, carried aboard a 

commercial airliner by a passenger, or plugged into a car's 
lighter receptacle, the two-converter module 7 provides 
Superior flexibility. For example, either of the two power 
Source converters 1 or 2 may be attached as Separate 
modules that Snap onto the housing of power Supply 26. The 
user can decide which type of multi-use module to install (or 
carry, when using power Supply 26 with portable 
equipment), thus saving weight and bulk. For use in a car, a 
Small 15 VDC power converter 2 would provide a compact 
and easily transportable package which fits in a briefcase. 
A. Battery 43 

1) Smart Battery 
Battery device 43 shown in FIG. 10 is a sensor-equipped 

battery pack which typically has a thermistor array, Voltage 
and current monitoring capabilities 48, and Some memory 
50 comprised of EPROM, or the equivalent. There may also 
be a DSP 51, but that is not critical to the way the battery 
reports data. These “Smart' batteries are what is generically 
described in this application, but not all these features need 
be available for a power Supply module according to the 
present invention to operate. 

2) Dumb Batteries 
Moreover, battery 43 need not have all these “smart” 

capabilities inside the battery housing. For example, a 
lead-acid car battery usually is a passive Series of cells, with 
no built-in intelligence (although a few manufacturers have 
embedded basic battery testing technology, Such as the 
familiar “green eye” fuel gauge indicator). However, motor 
vehicles do have external monitoring Sensors and display 
meters which either directly or indirectly show data-specific 
information. Uninterruptable power Supplies, Such as the 
APC (American Power Conversion, West Kingston, R.I.) 
“Smart’ Series units, also have externally-mounted data 
acquisition hardware which polls the cell packs in order to 
provide useful information. 

In order to operate, a power Supply module according to 
the present invention only requires appropriate Software and 
firmware to make the module compliant with any “smart” 
battery device which gets its intelligence from external 
Sources to the battery pack itself. Examples Such as cellular 
phone batteries, camcorders, and any generic battery power 
Source are compatible with a power Supply module accord 
ing to the present invention. 

1O 

15 

25 

35 

40 

45 

50 

55 

60 

65 

SO 
Even the previously cited examples of “dumb' batteries, 

which have virtually no data-specific feedback, provide 
valuable information to a power Supply module according to 
the present invention. When interfacing with a non-Smart 
battery, a power Supply module according to the present 
invention uses the Voltage Supplied by the battery as the 
proper input Voltage to the battery's host device. AS noted, 
with the Y-connector (with conductors 76 and 71, and 74 and 
69 as T-connectors) configuration of connector 42 shown in 
FIG. 10, a power Supply module according to the present 
invention can charge a battery pack while it delivers power 
to a Supplied device. Except for L-Ion batteries which use 
Voltage-driven charging, a battery charging circuit is 
required. Any of the large number of “universal' battery 
charging hardware can be used, Such as that available from 
Nesco (Van Nuys, Calif.), or those sold by Radio Shack. 
Such a commercially available battery charger 92 could be 
interposed, for example, in circuit path 88 and 90 of power 
Supply 26. 
Most battery-powered supplied devices like 54 in FIG. 10, 

which require rechargeable cells provide an internal, or 
external battery charger. A power Supply module according 
to the present invention, using connector 42, makes the 
internal charger of a Supplied device more useful because a 
Spare external battery pack can be charging at conductors 68 
and 72 while Supplied device 26 or 64 is recharging an 
internal battery pack, even while Supplied device 54 is in 
Sc. 

Also, those batteries which have no internal Sensors or 
monitoring capabilities can use the inherent “intelligence” of 
a power Supply module according to the present invention to 
perform Some of those same tasks. While temperature Sens 
ing is not possible, except by mounting external thermistors 
to the battery housing, a power Supply module according to 
the present invention can do many of the maintenance and 
data acquisition features of a “Smart' battery. For example, 
the power Supply module can monitor the number of charge/ 
discharge cycles, assuming that there is only one battery 
pack available for the host device. It can also track the 
amount of time a battery is in use, and correlate that to the 
power load of the host device (by Sampling the number of 
watts used during the Supplied device's time of operation), 
and thus provide a reasonable battery "fuel gauge.” If there 
is an appropriate communications link to the host device, as 
provided in FIG. 10 by the connector's 42 conductors 69,70, 
71, 74, 75, and 76, the power supply module can warn the 
end user of a battery pack which has reached a dangerously 
low state of charge. Since the power supply module 26 or 64 
can, by of the use of its multi-selector Switch 33, immedi 
ately disengage a defective battery pack, the power Supply 
module can protect supplied device 54 from a shorted 
battery pack. 
B. Supplied Device 54 
The supplied device 54, reduced to its most minimal 

Specification, need only be a “powerable' device, i.e., any 
electrical or electronic device which requires AC or DC 
power to operate. It can be a light bulb (AC or DC), an 
electric razor (rechargeable or not), a tape recorder with 
non-rechargeable primary batteries, a cellular phone, or a 
computer (desktop, laptop, hand-held, et. al.), etc. All of 
these example devices can be Successfully powered by a 
modality of the universal, intelligent power Supply. If the 
purpose of the power Supply is to deliver an appropriate 
power Signal to a Supplied device So that the Supplied device 
can perform the work for which it was designed, then the 
modality of the power Supply 26 shown in FIG. 10 is more 
complex than necessary. The most elemental expression of 
the supplied device is shown in FIGS. 1, 2 and 3. 
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Having said that, the Supplied device 54 shown in FIG. 10 
can be any device which has a minimal DSP. The micro 
processor 56 shown in supplied device 54 can vary in 
performance along a range from a basic PROM (read/write 
preferred, but not mandatory) to a microcontroller, RISC and 
even multiple CISC processors. Microprocessor 32 in power 
Supply 26 should be powerful enough to perform all func 
tions internally. The only performance gains achieved by a 
more powerful processor in the Supplied device involve 
performing more advanced inter-device communications, 
Since the only function required of Supplied device 54 in its 
most elemental modality is to receive, proceSS and retrans 
mit a Voltage parameter. An early prototype of a power 
Supply according to the present invention included an eight 
bit PIC processor, but any Motorola 68XX or an 8088, for 
example, is more than powerful enough to achieve all the 
functions including operation of advanced communications 
links such as infrared. Were one to build a power supply 
module 26 or 64 to a specification which calls for a 
processor-intensive HSP “virtual” software modem, the 
equivalent of an Intel x86 would likely yield modem per 
formance at only around 2400-9600 baud. However, such 
low transmission rates are certainly acceptable for the types 
of inter-device communications required. Thus, the Selection 
of the appropriate processor is best driven by final perfor 
mance and functionality. 

1) Benistor-Based Power Supply 
The Benistor, an example of which is disclosed in U.S. 

Pat. No. 5,598,093 to Benjamin Acatrinei which is incorpo 
rated herein by reference, is a controllable electron Valve 
which can Separate Voltage and current in a single power 
Signal and, to a limited extent, render control of both Voltage 
and current as independent outputs in a new power Signal. 
By incorporating a Benistor in a controllable power Supply 
according to the present invention along with Software 
resident anywhere in the configuration typified by FIG. 10, 
the Voltage and current of the power Signal can be manipu 
lated independently. This flexibility in handling Voltage and 
current as Separate controllable outputs on the same power 
line makes power supply 26 or 64 in FIG. 10 an elegant 
charger for any type of known battery chemistry. Such a 
power Supply can be reconfigured “on-the-fly” to respond 
with Voltage or current characteristics independently. 

Prior to the Benistor, the power Supply could, as previ 
ously noted, function as an effective Voltage-based charger, 
but limited to battery chemistries such as Lithium Ion which 
require Voltage control (rather than current demand) for 
efficient charging. L-Ion cell packs do respond to current 
when “cell balancing” is used to optimize the MTTF of an 
L-Ion battery pack. The Benistor, in conjunction with the 
control features of a power Supply, defines an efficient 
method of implementing an uncomplicated, easily manipu 
lated cell-balanced charger. 

For other cell chemistries which respond to a current 
signal, such as NiCad. NiMH, alkaline, zinc chloride and 
Zinc oxide, the power Supply, can exploit the potentials of 
the Benistor by Switching and manipulating Voltage and 
current during a charge cycle as independent outputs in one 
power Signal. 

In particular, the controllable power Supply discussed 
here, when configured as a battery charger which incorpo 
rates a Benistor, charges current-based batteries more 
efficiently, as it lowerS Voltage, yet holds a high current 
output or, in the obverse, increases Voltage while restricting 
the available current in the power Signal. 

The ability to modulate power to the battery during charge 
as two variables is best expressed by a combination of the 
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Benistor and a controllable, universal power supply. Without 
the precise control afforded by the power Supply, the Benis 
tor's pragmatic applicability is impossible. Furthermore, the 
bidirectional data communication available between a data 
enabled battery and a controllable power Supply yields 
Verification of the effects of manipulating Voltage and/or 
current to a battery being charged. Without this data loop, 
which extends to processors available in the power Supply 
and the Supplied device, the observable effects of manipu 
lating current and Voltage would be undetectable. For the 
Benistor's behavior to be fully implemented, feedback from 
the battery to the power Supply is essential and, then 
controlling the Benistor based on Such data (including 
look-up tables), renders the Benistor functional. Only by 
integrating the Benistor into Such a data-looped controllable 
power System can the device function in one of its modalities 
as a universal battery charger. 
C. Combination of Data Storage and Memory 

Data Storage and memory can be combined, if the avail 
able microprocessor is a simple PIC or EPROM. If the DSP 
is a PROM, the memory/storage can be some variant of flash 
(either volatile or non-volatile) memory. If an embodiment 
of a power Supply module according to the present invention 
which uses a PC card is built, as shown as PC Card 512 in 
FIGS. 7, 8, and 9, the card itself can have built in memory, 
an enhanced processor, and its own EPROM. By distributing 
the processing power and intelligence to the Supplied device 
Side, there is a considerable gain in flexibility and robustness 
of the entire power Supply module. Furthermore, data links 
can be of the more advanced types, Such as ATA, acoustics 
(including an HSP “virtual” software modem), and IR. 
D. Converters 1 and 2 
The interface connectors of converter module 7 and 

power supply 26 at the terminations of powerlines 3, 4, 8 and 
9 may be Standardized on the female receptacle connector 
used on a readily-available “tape recorder power cord.” The 
pinned male counterpart is embedded at the terminations of 
powerlines 5 and 6 in converter module 7. Of course, other 
connectors are possible, but these connectors are Sturdy and 
Snug-fitting, and thus also serve as Secure and durable 
mechanical attachments when converter module 7 is joined 
to power supply 26. This allows one “universal” cord to 
Service all the device's configurations. For various applica 
tions in which power Supply 26 is permanently installed in 
an existing power System (e.g., a passenger aircraft where it 
would likely be hard-wired to the aircraft's power system 
and installed below a cabin Seat, or in an armrest), these 
connectors would not be installed. 

Converters 1 and 2 can co-exist as Shared power Sources 
for device 26 and can be connected and powered concur 
rently. Both power converters 1 and 2 are current-limited 
devices, and their output Voltages are regulated to Voltage 
output tolerances which exceed the load regulation of the 
next Voltage regulator 17 in the circuit. For example, if the 
load regulation of regulator 17 is 5% tolerance, and con 
verters 1 and 2 are specified at 7%, the looser tolerances in 
converters 1 and 2 allow either converter 1 or 2 to operate 
with a 2% tolerance for error. Thus, both converters 1 and 2 
can move upward or downward in output voltage as the 
current demand increases. Thus, converters 1 and 2 are 
optimized to respond with good Sensitivity to any Voltage 
changes in the other converter. 

In a hypothetical load Sharing model, for example, con 
verter 1 has a Voltage output slightly higher than that of 
converter 2. Converter 1 drives power supply 26 as the 
dominant, or master converter, because of its higher Voltage. 
AS the load increases in power Supply 26, converter 1 
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responds with a slight (i.e., 2%) drop in Voltage. Converter 
2, which is parallel wired with converter 1 into power Supply 
26, now has the higher Voltage output, So it assumes the 
master role and is doing the majority of the work, until its 
Voltage, as a consequences of a rise in current, also drops 
down below that of device 1, and device I becomes active 
again and dominates the power delivery. This concept is 
analogous to what happens in a battery pack which has 
mismatched cells. The stronger cell takes the brunt of the 
load, until it equals the weaker cell's Voltage, then both cells 
try to share the load, one cell alternately delivering slightly 
more power than the other, as they each exhibit more or leSS 
Voltage than the other. 

Polystor (Dublin, Calif.) has developed a carbon-based 
battery cell which functions as a capacitor. The Aerogel 
capacitor (U.S. Pat. No. 5,260,855) behaves as a static 
electricity conductor, with no chemical reactions. These 
capacitors deliver a claimed 20x the energy of electrolytic 
capacitors, and have 10x the power of highdensity batteries. 
Aerogel cells are manufactured in common battery sizes, So 
that they can be built into packs, and can be placed in a 
circuit in parallel with standard batteries to create hybrid 
packs. These capacitors have lower resistance than 
Supercapacitors, which is a benefit in the application being 
described here. This shared-load application between a 
power Supply and a battery-based power reserve is greatly 
enhanced by the Polystor technology, which provides the 
long run time of a battery pack, with the quick response and 
high current loads characteristic of a capacitor. 

Another way of making both power Sources I and 2 share 
the current load is to put them on a bus, which uses analog 
Signals based on the level of current being drawn by power 
Supply 26, to control each converters 1 or 2. This requires a 
microcontroller and a data bus linking the two converters, 
and is Somewhat more complex than is necessary for a 
Simple, easy-to-build and inexpensive device like power 
Supply 26. The microcontroller is responsible for Selecting 
and controlling the more dominant power Source. The 
microcontroller implementation is best used if there are two 
converters with output voltage tolerances. Since the con 
verter with the higher voltage will do all of the work, this 
intelligently controlled bus is most useful to prevent the 
dominant device from failing prematurely. 
A third modality for power Sharing is to Simply connect 

power source module 2, the AC/DC unit, to module 1, thus 
making it the DC/DC power supply’s front end. Since power 
Source 1 may deliver DC output, and power Source 2 may 
accept DC as its input, the two devices can be daisy-chained. 
Module 2 should be a synchronous boost converter with a 
100% duty cycle, for example, as available from Linear 
Technology (Milpitas, Calif.), as this type of power Supply 
will allow the DC output of module 1 to pass through 
module 2 without conversion. Such a Synchronous converter 
should be duty-cycle limited. Typically, an N-channel power 
Switch is used So that any incoming power Signal above a 
particular voltage threshold is allowed to pass around the 
converter, unaltered. Thus, if the threshold Voltage on mod 
ule 2 is set at 27.5 volts, only a true 28 volt input will set the 
Switch to let the power bypass the converter. Converter 2 is 
designed so that any voltage below 27.5 VDC input will be 
channeled into the converter, where it is boosted to 28 VDC. 
E. Operation Of Regulator 17 
The first voltage regulator 17 has two fixed outputs 19, 

and 20, preset at the appropriate Voltages for microprocessor 
32 along powerline 20, and microcontroller 23, via power 
line 19. This secondary voltage might be 0.5 volt for 
microcontroller 23, and typically 3.3 to 5 volts for a CPU as 
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#32 in FIG. 10. Powerline 18 supplies the 28 VDC input 
power to controllable regulator 25 directly from the active 
power Source, i.e., converter 1 or 2, via powerlines 16. Both 
the two-output fixed voltage regulator 17 and the control 
lable regulator 25 can be one device with two fixed and one 
variable output. 

In the iteration of a power Supply device according to the 
present invention, the controllable regulator 25 responds to 
commands from microcontroller 23 which are Sent along the 
data lines 24. Microcontroller 23 must have valid informa 
tion regarding the Specific Voltage requirements of Supplied 
device 54 (which could be, for example, a laptop computer, 
or any basic electrical or electronic device). There are 
numerous ways to arrive accurately at the correct final 
output Voltage at the variable-output-voltage controllable 
regulator 25. This power Supply 26 does not require a 
microprocessor 32, but one is shown in FIG. 10 for advanced 
functions, which will be detailed throughout this document. 
The microcontroller 23 and multi-selector Switch 32, and 
A/D converters 21, as well as sensors 18, are also not 
essential in every modality of a power Supply device accord 
ing to the present invention, as Schematic FIG. 11 ShowS. 
F. Controllable Voltage Regulator 25 Description 

FIG. 11 is a Schematic of a typical circuit design for a 
controllable variable-voltage-output regulator 25 in FIG. 10. 
AS an example of a continuously reconfigurable regulator, 
the circuit uses at least one data input (see the look-up table 
in FIG. 12 as one example) that here is presented to the 
controllable regulator 25 as a Set of resistive values. Each 
combination of resistor values moves the Voltage output of 
the controllable regulator 25 upward (or downward) by 
about 0.375 volts. The exact voltage calibrations are deter 
mined by the application for which power Supply 26 or 64 
in FIG. 10 is intended. Finer voltage steps will require a 
larger look-up table than is shown above and, if the resistor 
values method of Voltage regulation is used, more resistors 
and combinations thereof are required. 
The resistor ladder shown in FIG. 11 adjacent to connec 

tor J-1 is only one way to drive the power circuit. A parallel 
cable attaches to J-1 connector, and the resistor combina 
tions receive an appropriate 0.5 volt command from external 
Software. The software references the look-up table in FIG. 
12 to find the correct 8-bit register which equates to the 
desired output voltage. This look-up register is translated 
into a command to the parallel port (LPT1, LPT2, LPT DOS, 
etc.) and the correct pinouts on the port are set ON. 

This data input method can be improved by two methods. 
The first is to latch up the voltage value. This avoids having 
to hold the parallel port open continuously in order to keep 
a group of pin-outs set high (voltage on). 

In the alternative, the resistor ladder and related circuitry 
ahead of the Linear LT1339 can be replaced by a Linear 
Technology (Milpitas, Calif.) LT 1329A-50 chip or an 
equivalent. This eliminates numerous discrete components, 
and allows for a Serial connection with an A/D converter. 
With this implementation, a logic board can be integrated 
into the existing circuit which has, for example, an infrared 
circuit. Thus IR-configured, the data link between a Supplied 
device's Software and the controllable power Supply can be 
wireleSS. 
One way of achieving this wireless link is shown in FIG. 

13, where the power Supply is controlled by a separate 
device, here an MCU (Master Control Unit) which is com 
municating via infrared with Supplied device. Other wireleSS 
communication links have been discussed in FIG. 10 and 
elsewhere in this document. For many of these, including 
Some versions of IR, a parallel port implementation is 
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available, but the Serial port affords better communication 
opportunities, Since it is a digital port not dependent on 
analog Voltages on wired cables. 

This data Stream to the regulator 25 replaces what is 
typically a manually configurable output Voltage in the 
regulator. In Such manually-adjustable Voltage regulators 
Some variant of a manual trim potentiometer is used in the 
factory to preset the desired non-variable output voltage 
within the power Supply’s pre-determined Voltage range. 
The invention shown in FIG. 10 uses the circuit design in 
FIG. 11 or an equivalent to achieve its continuously 
adjustable output voltages from -0-24/+0-24 VDC, in 
increments of about 0.375 of a volt. These variable outputs 
do not rely on manually adjustable potentiometers or Sensing 
lines that require an initial Set up. 
G. Determining Voltage of Supplied Device 

1) Battery Present 
(a) Sense Battery Voltage And Step Voltage Throughout A 

Range Of Available Voltages. 
The most simple and direct method of determining the 

correct output voltage of controllable regulator 25 is to Set 
the output Voltage of the regulator to Zero, as its reference 
Voltage. This happens each time the power Supply is dis 
connected from a power Source (e.g., if power Supply 
module 64 is plugged into a 110 VAC wall outlet, discon 
necting the Source of power causes the controllable regulator 
25 to reset to Zero Volts. The power Supply also resets to Zero 
when the data link is broken. For example, the parallel cable 
required to hold the resistor ladder configuration of the 
power Supply in FIG. 11, when disconnected, resets the 
power output to 0 volts. The software which delivers a 
Voltage to the resistor ladder located in the Schematic to the 
right of connector J-1, establishes the proper output voltage 
of the regulator. 

The next time the device 26 or 64 is powered, the 
controllable regulator remains at 0 volts, until the battery 
device 43 is attached or until Software commands the 
Voltage to change value. The battery Voltage is Sent directly 
to the controllable regulator, as shown here on lines 28 and 
24 (note that microcontroller 23 is not present in this 
application So lines 28 and 24 are assumed as connected). 
Controllable regulator 25 has two sensing lines. One line is 
used to Set the primary output Voltage. That Voltage is read 
as a direct analog Signal, i.e., true Voltage, from the battery 
43. This assumes that the circuit has a voltage-Sense line 
which can accept analog information Such as pure Voltage. 
Such a circuit is not shown in FIG. 11, but if it were present, 
there can be an A/D converter part of that circuit, So that a 
chip like the linear LT 1339 can use the information. 

Controllable regulator 25 uses this first-voltage-in to set 
the output voltage. Regulator 25 can use on-board memory 
to refresh its first sensing line, as needed (for example, the 
refresh rate can be a clock-controlled time function). In the 
alternative, the battery 43 can be used to continuously hold 
the Voltage reference value. The Second Sense line is used to 
recalibrate the controllable Voltage, using the baseline Volt 
age from the first Sensing line. This Second Sensing line is 
used to correct any Voltage drift, by polling the original 
Voltage value in memory or from the battery, and recalibrat 
ing the output power (upward or downward). Thus, control 
lable regulator 25 becomes Self-correcting and Self 
compensating, and it is independent of any external 
controllers or microprocessors. Based on the Simplicity of 
this application of the present invention, it is favored over 
other more complex Solutions which require a microproces 
Sor and/or microcontroller. 
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S6 
(b) Sense Battery Voltage With Power Supply Micropro 

CCSSO 

In one application of a power Supply according to the 
present invention, the voltage of battery device 43, which is 
the removable power Source Supplied by the manufacturer, 
is sampled at powerlines 37 and 39. Multi-selector Switch 
33, with its variable-pin-configuration, which is controlled 
by the microprocessor 32 and/or via the microcontroller 23, 
is configured so that the battery voltage 53 can be read by the 
microprocessor 32. The analog Voltage available must loop 
through an A/D connector 21, So that either microprocessor 
32 and/or microcontroller 23 can read the Voltage input. 
Because Voltage 53 is the exact voltage required to optimally 
power the Supplied device 54, the microprocessor 32 can, by 
issuing appropriate information to microcontroller 23 Over 
line 22, properly configure controllable regulator 25. If the 
Supplied device 54 is turned on, and is drawing power from 
the battery 43, voltage and current sensors 81 capture the 
voltage reading along lines 37, 39, 34 or 36, as the power 
passes through the multi-selector Switch 33 from the battery 
43 to the Supplied device 54. This analog data is sent to the 
A/D converter 21, and the digital Voltage information is then 
Sent along data line 86 to the microprocessor 32. 

Should supplied device 54 be turned off, the in-line 
Sensors 81 can behave as a Volt/ohm meter, and a direct 
voltage reading can be acquired across lines 37 and 39. The 
Same data path is again used, along line 81 to the A/D 
converter 21, then to the microprocessor 32. 
The microprocessor 32 converts the battery's voltage 

reading into a digital command String to the microcontroller 
23. An example of one of the Software code tables which 
could be used to actuate a controllable regulator can be seen 
in the table below. 

b7 b6 b5 b4 b3 b2 b1 bO Output (volts) 

1. X X X X X X X O.OOO 
O O O O O O O O 0.375 
O O O O O O O 0.750 
O O O O O O O 1.125 
O O O O O O 1.5OO 
O O O O O 1. O O 1875 
O O O O O 1. O 2.250 
O O O O O 1. O 2.625 
O O O O O 1. 3.OOO 
O O O O 1. O O O 3.375 
O O O O 1. O O 3.750 
O O O O 1. O O 4.125 
O O O O 1. O 4.5OO 
O O O O 1. 1. O O 4875 
O O O O 1. 1. O 5.250 
O O O O 1. 1. O 5.625 
O O O O 1. 1. 6.OOO 
O O O 1. O O O O 6.375 
O O O 1. O O O 6.750 
O O O 1. O O O 7.125 
O O O 1. O O 7.500 
O O O 1. O 1. O O 7.875 
O O O 1. O 1. O 8.250 
O O O 1. O 1. 9.OOO 
O O O 1. 1. O O O 9.375 
O O O 1. 1. O O 9.750 
O O O 1. 1. O O 10.125 
O O O 1. 1. O 1O.SOO 
O O O 1. 1. 1. O O 10.875 
O O O 1. 1. 1. O 11.250 
O O O 1. 1. 1. O 11.625 
O O O 1. 1. 1. 12.OOO 
O O 1. O O O O O 12.375 
O O 1. O O O O 12.750 
O O 1. O O O O 13.125 
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O 

O 
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O 

O 
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Output (volts) 

3.5OO 
3.875 
4.250 
4.625 
S.OOO 
5.375 
5.750 
6.125 
6.5OO 
6.875 
7.250 
7.625 
8.OOO 
8.375 
8.750 
9.125 
9.5OO 
9.875 
2O2SO 
20.625 
21.OOO 
21.375 
21.750 
22.125 
22.5OO 
22.875 
23.2SO 
23.625 
24.OOO 
-O.375 
-O.7SO 
-1.125 
-1.500 
-1.875 
-2.250 
-2.625 
-3.OOO 
-3.375 
-3.7SO 
-4.125 
-4.500 
-4.875 
-5.250 
-5.625 
-6.OOO 
-6.375 
-6.7SO 
-7.125 
-7.5OO 
-7.875 
-8.250 
-8.625 
-9.OOO 
-9.375 
-9.7SO 
-10.125 
-10.500 
-10.875 
-11.250 
-11.625 
-12.OOO 
-12.375 
-12.7SO 
-13.125 
-13.500 
-13.875 
-14.250 
-14.625 
-15.000 
-15.375 
-15.750 
-16.125 
-16.500 
-16.875 
-17.2SO 
-17.625 
-18.OOO 

1O 
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-continued 

b7 b6 b5 b4 b3 b2 b1 bO Output (volts) 

O 1. 1. 1. O O O O -18.375 
O 1. 1. 1. O O O 1. -18.7SO 
O 1. 1. 1. O O 1. O -19.125 
O 1. 1. 1. O O 1. 1. -19.5OO 
O 1. 1. 1. O 1. O O -19875 
O 1. 1. 1. O 1. O 1. -20.250 
O 1. 1. 1. O 1. 1. O -21.OOO 
O 1. 1. 1. 1. O O O -21.375 
O 1. 1. 1. 1. O O 1. -21.7SO 
O 1. 1. 1. 1. O 1. O -22.125 
O 1. 1. 1. 1. O 1. 1. -22.500 
O 1. 1. 1. 1. 1. O O -22.875 
O 1. 1. 1. 1. 1. O 1. -23.250 
O 1. 1. 1. 1. 1. 1. O -23.625 
O 1. 1. 1. 1. 1. 1. 1. -24.OOO 

(c) Read Digital Data From Smart Battery. 
Battery device 43 can also provide the required informa 

tion about its Voltage as data already resident in its memory. 
Such a “smart” battery as is shown in FIG. 10 contains 
factory-loaded data about the battery, Such as the manufac 
turer's “design Voltage, real-time actual output Voltage, 
type of battery chemistry, date of manufacture, etc. The 
Voltage required to power the Supplied device 54 is thus 
available from the battery 43 as a digital signal. This 
information is accessible at one or more of the battery's 
three data lines 44, 45 or 47. The three data lines in many of 
today’s “smart” batteries are typically identified as Clock, 
Data, and Temperature, but these designators may vary from 
manufacturer to manufacturer. For a DuracellE) “smart” 
battery, for example, the Data and ground lines are usually 
all that's required to acquire data on voltage. The Tempera 
ture data line does not deliver information from the embed 
ded thermistor, instead it only accesses a circuit to an 
independent developer's thermistor. If data line 47 (and 
ground line 49) has been set by the manufacturer to supply 
the Voltage data, that information passes at the connector 
contact 71 through the connector block to pin 76, and then 
along line 59 in the Supplied device 54 to the microprocessor 
56. The voltage data is then looped back out of the micro 
processor to the Supplied device's data line 58. From con 
nector pin 75, and along data line 35 in the connector 42, the 
information arrives at the multiselector Switch 33, is routed 
along line 30 to the microprocessor 32. 

2) No Battery Present 
Microcontroller 23 is required if there is no battery 

present (e.g., the battery has been removed from the Supplied 
device 54 to recondition it in a separate recycling device). 
Controllable regulator 25 has no reference voltage for its 
reference Sensing line. Microcontroller 23 can obtain the 
necessary Set-point Voltage in Several ways. 

These are detailed below. 
(a) Step Voltage from Zero Volts Until Current Remains 

Constant 
The Supplied device 54 requires a specific Voltage to 

operate, although many devices, Such as laptop computers, 
are designed to function properly acroSS a wide range of 
input voltages. The input power regulators of Such devices 
are designed to tolerate a reasonable amount of both under 
and over-Voltage. This is typically at least +/-2 volts, and 
there are numerous examples of Such devices which can 
operate properly over a far wider range. Many of Texas 
Instruments laptop designs perform well at any input volt 
age between 12 and 20 volts, even though the device's 
manufacturer-Supplied AC/DC adapter Specifies precisely 
15 volts. 
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This "loose-tolerance’ input voltage approach has eXisted 
for many years, and is employed by most manufacturers of 
consumer electronics. The front end of the device's internal 
power System is designed this way to allow for the Substan 
tially large variations in most inexpensive AC/DC and 
DC/DC power adapters. Driven by cost, these inefficient 
power Supplies Suffer from poor quality assurance controls, 
and exhibit considerable voltage drift due to low-priced 
components. The electronic equipment manufacturers have 
been able to reduce external power Supply costs by design 
ing the host devices to operate within a wide Voltage range. 
A power Supply module according to the present inven 

tion takes advantage of this “loose tolerance' design feature 
in a significant way. This is most evident in one embodiment 
of-a power supply 26 in FIG. 10 according to the present 
invention in which its intelligence is minimized. If there is 
no battery present in the Supplied device to give a correct 
reference voltage, or if the battery is totally dead (rather 
unlikely, Since even a battery which is below the minimum 
operating Voltage required by the Supplied device to power 
the Supplied device will Still have Sufficient residual charge 
to deliver a reasonably correct Voltage reading under no-load 
conditions, e.g., VOM readings), the power Supply module 
becomes dependent on an alternate Source of valid Voltage 
information. 
One fall-back strategy to deal with a “dead” battery is to 

include Software on the Supplied device, which knows the 
correct operating Voltage. However, a missing or dead 
battery may render Such Software inaccessible. This quan 
dary is resolved by activating controllable regulator 25 in 
power Supply 26 at an initial Voltage of Zero. The “minimally 
intelligent' embodiment of a power Supply module accord 
ing to the present invention then proceeds to increase 
judiciously its output voltage in about 0.375-volt increments 
(the granularity of Such increments is not essential to this 
process). Since Supplied device 54 might be a low-powered 
device, for example a cellular phone which operates at 7.2 
Volts, power Supply module 26 or 64 does not have enough 
valid data from that cellular phone to determine the exact 
power Signal the Supplied device needs. AS the power Supply 
modules output Voltage increases, the power Supply looks 
for feedback from the supplied device. This will come, as 
various levels of activation-voltages are reached, in the form 
of detectable current flow. Only until the host device “wakes 
up' will current flow at an approximately correct Voltage, to 
create any detectable load in the output circuitry. 

The power Supply module embodiment discussed imme 
diately above is configured during this operation with an 
internal direct data loop, via the multiselector Switch 33 so 
that microprocessor 32 has a data line 22 and 24 to control 
lable regulator 25. FIG. 10 shows a voltage and/or current 
sensor 81 at connector 79, to detect voltage and current on 
powerlines 37, 39.34, and 36. If controllable regulator 25 is 
built along the lines of that shown in the schematic (FIG. 
11), Voltage (or current as an expression of Voltage) can be 
read at “I-OUT.” If “I-OUT" is not available on regulator 25, 
this data from sensor 81 is accessed by microprocessor 32 by 
issuing a call to the multi-Selector Switch 33 to pass data line 
80 through and out its continuation to the A/D converter 21, 
then to microprocessor 32. 

To assist in this process, the power Supply (26 or 64) 
module's firmware may have an optional look-up table. This 
Software is a chart of average load Schedules for most of the 
common Supplied devices. There are also Voltage ranges 
within which certain classes of devices operate. The Voltage 
ranges are not very important, but they do establish "Sweet 
spots” along the Voltage ladder where the power Supply 
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module might expect to encounter a cellular phone-type 
Supplied device and not a portable computer. Resistive 
values (i.e., load) are far easier to ballpark than Voltages, so 
this look-up table expresses anticipated load as a function of 
Voltage, compared to device types. 
A “typical” generic laptop draws an average current load 

of about 1.75 amps. The voltage range within which almost 
all laptops operate is virtually never less than 10 Volts, and 
not above 24 volts DC. Thus, the higher amperage ratings 
are the first "signature' indicator looked for in determining 
whether the Supplied device is a laptop or a camcorder, for 
example. The Secondary confirmation that this current-load 
model is being Sensed when the power Supply modules 
output voltage is above 10 VDC is further validation of the 
type of equipment being powered, thus validating the look 
up table. AS the output voltage of the power Supply module 
approaches 10 volts, having not had any response in the 
form of detectable current flow, the look-up table indicates 
that the Supplied device is probably not a cellular phone, 
camcorder, or other device typically operating below 10 
volts. 
The Software matrix also indicates that, if the Supplied 

device is a laptop, the first detectable load will have a 
definable "Signature' as viewed on an oscilloscope. This 
“signature' as expressed in resistance (load) will indicate, 
for example, that the CPU has turned on. This event is 
usually about a 500 milliamp activity for an Intel Pentium(R) 
chip, with Substantial Spikes as the microprocessor performs 
its initial maintenance and configuration protocols. If this 
anticipated current pattern is detected, the System uses this 
as confirmation of the presence of a laptop as referenced in 
the Software's look-up table. Thus, the defining issues are 
the amount of current being drawn by the device, the Voltage 
at which that happens, and the associated characteristics 
about what that current load looks like as a chartable activity 
(or Series of power-load-related activities). 
The power Supply module continues to increase its output 

Voltage, constantly looking for continued reinforcement of 
defined changes in current, as they compare to the internal 
look-up tables. If the Supplied device is a laptop, these 
changes in current will follow a defined pattern, Since all 
computers BIOSs follow a very traditional POST sequence. 
During this boot process, internal hardware devices are 
tested, by turning them on and off. This sequence tracks well 
with the look-up table accessed by the microprocessor in the 
power Supply module. The power Supply module knows 
that, at a certain time in the Sequence of reportable current 
modeled events, the hard drive or a floppy drive, bootable 
CD-ROM, bootable PC card, etc. will be turned on, and any 
resident Software relevant to the power Supply module will 
eXecute. 

The basic confirmation of its look-up tables is sufficient to 
tell power supply 26 or 64 in FIG. 10 when supplied device 
54 is fully operational. This is relatively easy with a laptop, 
Since the Screen, and especially its backlighting, are 
extremely energy hungry, and appear as a major event in the 
current load monitoring. The hard drive also leaves a dis 
tinctive current-related Signature when it turns on and off its 
primary and Stepper motors, as do most other “families of 
installed hardware within the Supplied device. The power 
Supply module may proceed to increase its output voltage by 
one or more 0.375-volt increments, as a safety buffer to any 
power factor correction. The Supply assumes that the host 
device is fully operational. When further voltage increases 
are not considered necessary, the controllable regulator is 
halted at that Voltage level. From this point, any power factor 
correction capabilities in the power Supply design (shown, 
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e.g., in FIG. 11) will maintain this nominal operative voltage 
as further changes in load require. 
The look-up tables, as defined above, are considered an 

aid to the "add-Voltage-read-current model just described, 
but the power supply module also works without this 
Support information. The "add-Voltage-read-current model 
of determining appropriate output voltage reduced to its 
most elemental denominator is the power Supply module 
keeps adding Voltage, in Small gradual steps, until there are 
no further increases in current detected. At that point, the 
device is considered operational. Should the load increase 
substantially, for example a CD-ROM drive is accessed on 
a laptop which is being powered at the lower end of its 
Voltage range, the power Supply module Sees a related load 
which might be significant enough to cause the Voltage to 
drop. The power Supply module responds by increasing the 
Voltage enough to restore the power output to the original 
levels. 

(b) Polarity Checking 
Before power supply 26 or 64 in FIG. 10 can perform the 

“voltage ladder” power-up process described in (a), above, 
the power Supply must perform a polarity check at connector 
79. This is done by applying a momentary negative Voltage 
at connector 79, and looking for current flow while multi 
selector Switch 33 configures itself in various ways to all 
possible combinations of the number of conductors avail 
able. All non-valid combinations are viewed as the 
“constant, and the correct combination of the power lines 
will be readily seen as deviation from the “constant.” 

This method has inherent safety to it, based on the 
knowledge that any electronic supplied device 54 will be 
Voltage and current protected, as part of the Supplied 
device's internal Voltage regulator circuit. Such circuits are 
not typically damaged by transient negative Voltages. Such 
an assumption is validated by the types of connectors this 
class of devices uses for power, both on the external power 
Supply's cable, and on the battery pack's contacts. 

Connector Standardization within a manufacturer's prod 
uct line has not been achieved, yet along industry-wide 
connector Standards. Thus, an individual manufacturer 
might use numerous variants of a typical 5 mm connector for 
a line of electronic products, e.g., laptop computers, Video 
game devices, etc. Center pin and out barrel polarity can 
flip-flop from model to model. This gives the manufacturer 
Some level of proprietary uniqueness and promotes the Sale 
of device-specific power adapters which, in itself, can create 
a significant revenue Stream. Therefore, the consumer can 
inadvertently purchase an external power adapter which 
looks as if it is the correct replacement for the properly wired 
original power Supply. The fact that all UL-approved power 
Supplies must have a Standard polarity Symbol on the label 
validates the premise. 

Manufacturers, therefore, build circuit protection into the 
Supplied device in anticipation of a potential reversed polar 
ity event. The power Supply uses this to an advantage, using 
a transient negative Voltage to confirm the manufacturer's 
polarity at the connector. Sensors 81 in FIG. 10 are used to 
detect current flow during this negative-voltage-based polar 
ity check. 

(c) Read Data From Supplied Device 
Another way to establish the correct output Voltage of the 

controllable regulator 25 is to obtain that information from 
the supplied device 54. The Supplied device can have the 
correct Voltage value from various Sources, Some examples 
of which are as pre-defined data in hardware at the time of 
manufacture (perhaps in the BIOS, the CPU, in CMOS or an 
equivalent non-volatile memory), embedded in an insertable 
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chip (as a PC Card's memory chip, a chip embedded in a 
cord, Such as a parallel or Serial cord or an RJ-11/45 
connector), or the voltage value can be in pre-loaded Soft 
ware from the manufacturer and available on the hard drive, 
as an application or as a resource in the OEM version of the 
operating System. 

In the alternative, if the power Supply 26/64 has been used 
previously with the Supplied device 54, the Voltage value can 
be transferred from the power supply on the first use (the 
power Supply having obtained it in any of the ways noted 
previously and hereafter), then that information is recon 
veyed from Supplied device 54 back to the power supply at 
any future time, as needed. Of the numerous ways of doing 
this, Setting one or more bits as a header of an n-bit register 
would confirm both the address of the power Supply and the 
Supplied device, as well as the Voltage value last associated 
with those addresses. This information can reside in either or 
both devices in Software and/or hardware. 

This previous use assumes an interaction between the 
microprocessor 32 and the Supplied device's microprocessor 
56, whereby information acquired by device 26 has been 
transferred to device 54. Microprocessor 32, having ascer 
tained the battery voltage by an appropriate means, Some 
examples of which have been indicated here, has the Voltage 
data available to either send to memory 31, or directly to 
device's 54 memory 57 or data storage 55. To send data from 
device 26 to device 54, data line 30 is used to move the 
information to the multi-selector Switch 33, which is con 
figured to make available data line 35 in the connector 42. 
The data is then at pin 75, which accesses device 54 via line 
58. Microprocessor 56 can then direct the data for storage in 
non-volatile memory (e.g., CMOS, ROM, PROM, EPROM, 
EEPROM non-volatile flash memory, removable or perma 
nently installed). The data can alternatively, or concurrently, 
be put in data Storage 55, an example of which is a hard 
drive. 

(d) Read Data From Memory Within Power Supply 
In the alternative, the supplied device 54 can poll device 

26, and pull the information from device's 26 memory. The 
data path is defined as the reverse route of that described in 
the previous paragraph. Supplied device 54 has already been 
configured with the necessary Software to control the multi 
selector Switch 33, which enables access to the path to 
memory 31. Controlling the multi-selector switch 33 
requires a controller, which can be hardware and/or Software 
resident on device 54. In one modality multi-selector Switch 
is a passive Switch, and not necessarily its own controller. 
Therefore, it can also be controlled by microcontroller 23 in 
power Supply 26. 

H. Microprocessor On Power Supply 26 
The microprocessor 32 receives data inputs from either or 

both the battery device 43 (as discussed above) and the 
supplied device 54 through multi-selector Switch 33 via data 
line 30. Thus, power supply 26 could be configured such that 
microprocessor 32 and its memory 31 have been eliminated. 
In such a configuration, microprocessor 56 and memory 57 
in the Supplied device 54 Serve the same functions discussed 
above in connection with microprocessor 32 and memory 31 
respectively. 
The remote microprocessor 56 actuates the microcontrol 

ler 23 and, Subsequently, the controllable regulator 25 and 
the multi-selector Switch 33, via the data lines 58, 75, 35, 
and 30. Powerlines 27 and 28 carry the correctly-adjusted 
voltage to the multi-selector Switch 33. Multi-selector 
Switch appropriately distributes that Voltage to either the 
supplied device 54 or the battery device 43, depending on 
the command received from microprocessor 32 (or micro 
processor 56). 
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Since battery 43 also has memory and DSP capabilities as 
a “smart” battery, it can perform many of the functions of 
power Supply's 26 microprocessor and memory. Lacking 
any controller in the battery, this functionality is limited to 
the battery's direct access to Supplied device 54, where a 
microcontroller 85 is available. In this modality of the 
battery having access to a microcontroller in a Supplied 
device, one of the effective uses of the battery's on-board 
logic is to Store macro "triggers.” The firmware in the battery 
can be used to Store values, variables or Boolean Statements 
which can be accessed by Supplied device 54 and/or power 
Supply 26. An example of Such a battery-triggered event 
might be if a pre-designated address block (for example, 
register 23) in battery memory 50 is polled, a value in 
another register in battery's 43 memory (22, as an example) 
is changed to a different value (1 instead of 0), So that an 
external device, Such as power Supply 26 or Supplied device 
54 in FIG. 10 for example, polls battery register 22, which 
triggers a change in a Stored value in register 23. This 
proceSS could tell both power Supply 26 and Supplied device 
54 that they are both connected, without each of those 
devices having to directly communicate with each other, by 
noting the value at that register. For example, a Start bit of 
1 may mean that another device is connected, while finding 
a 0 means that the external device is the only one attached. 
Each device with access to any of the registerS allocated for 
this purpose also has an assigned address, identifying its 
equipment type, as a power Supply, power Supply with 
internal charger, Supplied device with no microcontroller, 
etc., as possible examples. In Simple terms, the battery's 
memory serves as a virtual bulletin board where external 
devices leave messages, and flags are triggered at other 
locations on this bulletin board as to who is on-line, who has 
logged in, and who they are or were. Every time another 
device accesses the battery, new flags are Set, So that the 
battery can broadcast (or be polled) as to what its environ 
mental variables are at any given time. 
I. Memory On Microprocessor 32 
Memory 31 can be either volatile (e.g., RAM flash) or 

non-volatile (e.g., ROM, PROM, EPROM, EEPROM flash). 
Power supply 26 could be updated by Software resident on 
the Supplied device 54, if memory 31 were configured to be 
rewrittable. If the memory is volatile (e.g., certain types of 
flash memory not truly rewrittable, i.e., Semi-permanent), a 
new configuration and data tables would be loaded or built 
every time the power Supply 26 were powered up. 

Battery device 43 would only require powe from power 
Supply 26 for recharging purposes. Depending on the chem 
istry of battery device 43, the recharging proceSS can be 
either current- or Voltage-regulated. For example, lithium 
ion batteries rely on controllable Voltage inputs for charging. 
Thus, with an appropriate template or look-up table Stored in 
memory, the power Supply module has the ability to deliver 
multiple reconfigurable Voltages in increments of about 
0.375 volts so that it functions as an L-Ion battery charger. 
That look-up table or template can reside in the memory 31 
on the power Supply 26, or in the Supplied device's data 
storage 55 if software is used, or in non-volatile memory 57, 
if hardware/firmware are employed. 

The charging template can also reside within the battery 
device 43. The battery's charging parameters can be polled 
by power Supply 26, Stored in memory 31 for residence. 
Then microcontroller 23 can execute the charging functions 
by controlling regulator 25. Microprocessor 32 monitors 
these activities, and repolls the battery's telemetry informa 
tion (Actual voltage, temperature, etc.) to confirm the 
progreSS of the charge cycle. Alternatively, power Supply 26 
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can include a battery charging chip 92, Such as those used on 
the Maxim Technology DC-134 charging demo board, 
which is programmed to charge the three most common 
battery chemistries. Thus, power Supply 26 can act as a 
battery charging device in at least two ways. 
When microprocessor 56 or microcontroller 85 in Sup 

plied device 54 is employed as the charger controller, data 
is passed from battery device 43 to microprocessor 56 
directly. The two-sided interface connector 42 has two 
pass-through lines with ends labeled 69-74 and 71-76 in 
FIG. 10. These two connector pin sets are wired together so 
that their respective data from the battery device's lines 44 
and 47 are directly connected to the Supplied device's 
connector pins 62 and 59. Thus, battery device 43 may be 
recharged in at least three ways, two by power Supply 26 
alone, and one by the combination of power Supply 26 and 
supplied device 56. Obviously, supplied device 54 would 
have its own charging circuit, Since battery 43 is dedicated 
to it, but battery 43 can be a Second, external battery or a 
third-party extended-life multi-pack assembly. Charger 92 in 
power Supply 26 then can act as an auxiliary or spare charger 
J. Multi-Selector Switch 33 
The multi-selector Switch 33 can have its own memory 

and/or microcontroller. If there is resident memory, a look 
up table is present So that the Switch can capture a data 
packet with the properly designated header which makes the 
packet specific to Switch 33. This memory in Switch 33 can 
be volatile (e.g., flash, or other type of RAM) memory, or 
non-volatile (e.g., ROM, PROM, EPROM, EEPROM). Both 
device 54 and power Supply 26 can address the memory 
registers within Switch 33, and can both read-from and 
write-to the chip. This Switch memory can be an extension 
of memory 31 in power Supply 26, or Supplement memory 
57 in device 54. This Switch memory in Supplied device 54 
can also replace the memory 31 related to microprocessor 
32. Thus, the Supplied device need only know the code 
Sequences required to configure the Switch. 
With a microcontroller present in multi-selector Switch 

33, there is no need for microcontroller 23. However, 
microcontroller 23 can be left in place and be dedicated to 
specific functions for which the Switch's 33 microcontroller 
may not be best Suited. For example, the multi-Selector 
Switch can be identified as functioning for data Switching, 
while microcontroller 23 is functionally only utilized for 
power control and Switching. Such dedicated microcontrol 
ler utilization may simplify the design of the power Supply 
26, especially when additional controllable regulators are 
included. Additional controllable regulators 25, are used to 
allow for charging battery 43 (and any other battery devices 
which may be present) independent of powering a Supplied 
device 54. 

Inter-device communication between supplied device 54 
and power Supply 26 is not restricted to the data line(s) 
shown here. If battery device 43 were a “dumb' battery, 
Supplied device 54 would not have data access at a power 
port. Connector 42 resides, in one version of the invention, 
as device 26 in the battery compartment. If no. data lines 
inside device 54 run to that location, alternative data access 
must be made available. This can be a cable which links 
devices 54 and power Supply 26, using additional pin outs at 
Switch 33. This cable can be attached to device 54 at an 
appropriate hard-wired port, examples of which would be a 
serial or parallel port, or a PC Card (previously PCMCIA 
Card). The varieties of data links, both wired and wireless, 
are described in relation to FIG. 10, but are referenced here 
in FIGS. 6, 7, and 8 to show the flexibility of the invention. 
These data links include infrared, RF (radio), acoustics, 
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modem (wired and wireless) and powerline modulation, to 
reference a few examples illustrated in FIGS. 6, 7 and 8. 

Device 54 can also poll the battery device 43, in the 
regular way that “Smart' batteries make data available to 
their host device. Thus, even without the connector 42 being 
configured to allow data to pass from line 45 in the battery 
43 to line 58 in the Supplied device 54, the two other battery 
data lines 44 and 47 do have direct throughput between the 
two devices, using pins 69–74 and 71-76 in connector block 
41. 

The following information deals with identifying a proper 
Voltage for a Supplied device which has its battery removed, 
or a “dead” battery. This information should be read in 
conjunction with the discussion of operation of a power 
Supply when no battery is present in the Supplied device 
located in subpart VIII.G. of this document entitled “Deter 
mining Voltage of Supplied Device.” 

Software and hardware typically reside on device 54 
which enables it to acquire and process battery data from 
device 43. Microsoft's APM “Advanced Power Manage 
ment' is an example of Such power Software management or 
an equivalent. There are also Microsoft's ACPI tools and 
various third-party or OEM software packages. Software 
for-power management affords an opportunity for power 
Supply 26 to validate the “voltage -signature' described 
below and elsewhere, Since power management Software 
can control supplied device's 10 hardware. Turning ON and 
OFF the screen's backlight, hard drive, floppy PC card, and 
peripherals with software is a helpful (but not essential) tool 
in the process being described for devices which have no 
Such Software, or for those that have power management 
Software inaccessible by power Supply 26. 

Such Software may prove the only way to verify an 
operational Voltage. This is especially true if power Supply 
26 has software code incompatible with that of a Supplied 
device. Perhaps the operating System makes file acceSS 
impossible, for example. In Such situations, the power 
Supply's Software will have to load prior to the operating 
system. A diskette with DOS COMMAND.COM and related 
boot files make this possible, or the use of a Java-based 
bootable disk or an equivalent. 

In mission-critical applications, Such as to prevent battery 
charging on commercial aircraft, it may be essential to have 
priority access to Supplied devices hardware bus, ports and 
file Structure. Some Software that can provide these accesses 
is an operating System (or Java, Since it can co-exist with an 
OS to Some degree). This newly-loaded power management 
and control operating System runs for a limited time during 
each reboot, in order to configure all necessary hardware to 
comply with the mission-critical application or event, and to 
override any Software which might prevent completion or 
compliance with the power task. This new OS stays resident 
in the background by “shelling out' to the original operating 
system. It is thus still able to monitor and control all 
hardware, yet it is transparent to the device's original 
operating System and the application layer. 

In many ways, what is being described here as a Software 
application, applet, or operating System has the behavior of 
a “benevolent Super virus,” which pervades the host device 
at all levels, but only activates when certain undesirable 
activities are detected (such as the example of a battery 
being charged on an aircraft) while the Supplied device is 
attached to an “intelligent' power Supply/charger as is the 
invention. 

Once supplied device 54 in FIG. 10 is even minimally 
powered, So that Software is available, a Software application 
which can open a communication link to the power Supply 
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establishes itself This application must be resident prior to 
the end user Starting any file-related activities. For example, 
Such a power-specific Software application, executable (or 
TSR) might load as part of an AUOTEXEC.BAT file, with 
communications drivers also loading in the CONFIG.SYS 
part of the boot. In Windows 95, this resident applet would 
have high priority in all registers. It is important that this 
application open a communication link to the power Supply 
and handshake with power supply’s 26 firmware 
immediately, So that the opportunity for the power Supply to 
deliver a better, more optimal Voltage be pursued before the 
end user inadvertently loads applications and openS files 
which might precipitate a System crash. If power Supply 26 
is delivering a marginal Voltage that is only adequate to 
Sustain CPU, hard drive and Screen activities, and the user 
loads a processor and graphic-intensive application, then 
opens a file and tries to print, the power demand may exceed 
the power Supply’s ability to Sustain the increased load 
through its power factor correction capabilities. 

In reading the following processes on how to build a 
“voltage Signature,” a benevolent-Virus-based Super operat 
ing System might not be the best approach to achieving this 
critical information. Bear in mind that, Since most Supplied 
devices comply with industry-wide Standards and protocols 
at all levels of hardware and software, the heavy-handed 
approach of loading a foreign operating kernel might be 
necessary because of the proprietary effect which always 
results in technology-based products built to any Standards. 
The issue of legacy compatibility is a major reason to have 
a power System of hardware and Software which is 
hardware/Software/OS agnostic. Powering the users’ equip 
ment is a “must do' function, for without power, the 
intended functionality of the users hardware/software is 
lost. The software related to the power supply must not be 
besieged by compatibility issues with existing Software, and 
the only way to avoid the myriad complexities involved in 
being “industry compliant' is to simply cut through all of the 
incompatibility issues by gaining immediate and full control 
of the hardware. 

Over time, the necessary tools to control the Supplied 
device will migrate from the brute force approach defined 
above, to an adaptation and assimilation of the Software into 
various power management applications, as well as the 
operating Systems themselves. Also, hardware will become 
more controllable at the Software applications level, instead 
of the usual reliance on the operating System. Just as the 
intelligent power Supply embeds intelligence previously 
unavailable to a lowly external device, so too will hard 
drives, floppy drives, Screen backlight Systems all turn to 
Some Sort of rudimentary intelligence in hardware to 
enhance the overall efficiency of the mobile computer. 

Supplied device 54 may have other tools which provide 
information about Supplied device's 54 voltage require 
ments. ABIOS, or the equivalent, can be accessed during the 
boot or start-up sequence of device 54. Not all electronic 
devices require a hardware-Specific device which performs 
BIOS functions to operate, but if one were available, power 
Supply 26 could monitor that activity once the microproces 
Sor was on line. While the BIOS may not report the device's 
operating Voltage, it does provide details about the hardware 
configuration inside the device. Power Supply 26 can watch 
the BIOS POST, as it turns hardware internal to supplied 
device 54 on and off, to map a “voltage signature” of the 
various-hardware Sub-assemblies (e.g., hard drive, floppy 
drive, Screen, etc.). 

This “voltage Signature' is written into a dynamic look-up 
table in power supply 26 and/or 54. The table contains 
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pre-identified generic descriptions of various classes of 
common hardware SubS-Systems Suspected to be in device 
54. Such a look-up table might look like the one in FIG. 12. 
By using these average Voltages of each electronic Sub 
System in device 54, and then by comparing the current 
which is being drawn by each Sub-System on a Second 
look-up table (not shown), power Supply 26 can use its 
microprocessor to make a rough estimate of both the Voltage 
range of device 54, as well as the highest possible operating 
voltage of device 54. This is a very crude measure of 
device's 54 actual operating Voltage. This technique can 
help distinguish the “voltage Signature' of a hand-held 
portable computer (PDA/HCE) from a laptop computer, 
which is enough information for power Supply 26 to recog 
nize that the PDA (Personal Digital Assistant) would require 
less than 10 volts, while a laptop computer would most 
likely need from 10–24 volts. 
More importantly, power Supply 26 also has assembled a 

road map of the Sequence in which certain hardware within 
device 54 will turn on. For example. the microprocessor and 
Volatile memory will respond first, i.e., they turn on at the 
lowest voltage within the device's range. The hard drive will 
respond next as its Voltage becomes available, then the hard 
drive (if available). Since the only sub-systems which need 
to be active in device 54 to make it minimally operational 
are the processor, memory and hard drive (or floppy), power 
Supply 26 knows that the any increase in current after the 
CPU, it detects will make device's 54 Software available. 
Power supply 26 considers device 54 operational when the 
hard drive (or a bootable device, such as a floppy, CD-ROM 
or PC card) comes on line. 

Device 26 also relies on detectable changes in current to 
power a device 54 which has no internal battery power 
available. The controllable regulator 25 starts at a V of 
Zero. Voltage is increased in 0.375 volt increments, until 
current flow is detected. If the look-up tables discussed 
above are not available, device 26 continues to add power by 
increasing the Voltage gradually, one 0.375-volt increment at 
a time. Voltage continues to increase, as long as there is a 
response from device 54 which indicates a demand for more 
power. This cause-and-effect model continues as long as 
each Voltage increase is confirmed by a higher feedback 
current, which is continuously monitored at the Sensor array 
81, sent along line 80 to the A/D converter, then to the 
microprocessor 32 along line 86. The process is halted once 
there is no response from device 54 indicated by an increase 
in current. 

This “demand-side' power paradigm works well for most 
devices. The Success or failure for each device is based on 
monitoring detectable activities at device 54. If the device is 
a laptop computer, for example, there is an assumption in 
device's 26 Software that device 54 will be required to 
perform Some function within a reasonable time after power 
up. For example, device 54 may commence word processing 
functions, and this functionality which will be apparent to 
device 26/64 as sensor array 81 reconfirms the power 
increases as a function of current detected, the hard drive 
working to read and write data. The CPU will also impact 
the current flow as a result of demands placed upon it during 
this word processing Session. 

Electronic devices are rarely connected to a power Supply, 
then not used. The most notable exception is to charge an 
internal battery, but that shows as a very current-intensive 
activity, with often Substantial transient Spikes in current as 
the battery charger activates. If no appreciable change in 
current activity being monitored at Sensors 81 occurs in 
about five minutes, device 26 assumes that device 54 is 
adequately powered, and it does only periodic checks at the 
SCSOS. 

15 

25 

35 

40 

45 

50 

55 

60 

65 

68 
Were device 54 under-powered, the expectation is that the 

user would most likely try Several things, including a reboot. 
These assumptions are expressed as a decision tree, which 

replaces the look-up tables in device's 26 microprocessor 
32, once Voltage increases have ceased. The decision tree is 
very simple: 

1). Is there discernible activity on device 54, expressed as 
continuing fluctuations in current?: YES NO 

a). IF YES, Switch to periodic monitoring of the current 
sensors 81. 

b). IFNO, wait a specified time, during which activity not 
yet detected might commence. 

c). BUT, IF no activity is detected within the prescribed 
time, assume power requirements have been met. 

2). If reboot is detected during the prescribed waiting 
time, Start at the last known output Voltage and increase by 
gradual increments. 

3). Were further current increases detected as Voltage was 
increased by this additional increment?: YES NO 

a). IF YES, goto #1a. 
b). IF NO, GO TO #1b. 
Operation of power Supply 26 according to these basic 

Boolean statements will help fine-tune device's 26 V to 
Supplied device's 54 requirements. This logic tree can be 
further enhanced with the information on pages 25, line 18. 

1) Multi-Selector Switch 
The default configuration of the multi-selector Switch 33 

is to allow power and data to flow from the battery device 
43 to the Supplied device 54. When device 26 is 20 inactive, 
the Supplied device is always able to get power in its 
“normal” mode, i.e., directly from the battery 43, because 
the multi-Selector Switch is always reset, after each use of 
the power supply, to connect the input powerlines 37 and 39 
from the battery 43 to the output powerlines 34 and 36 to the 
supplied device 54. When not in use, the multi-selector 
Switch 33 defaults to the above-described “device-26/64-25 
bypass' configuration, So that the power Supply 26 or 64 
becomes transparent to the other devices 43 and 54, even 
though it is still physically attached to connector 42. When 
power Supply is physically disconnected from connector 42, 
a simple jumpered terminator block 94 reestablishes the 
bypass just described as the default pinouts of the multise 
lector Switch 33, for power and data 

2) Multi-Selector Switch-Simultaneous “Charging/ 
Powering Configuration 
The multi-selector Switch 33 can configure itself to 

deliver power to either the Supplied device or the battery 
device, individually, or together (if both battery and Supplied 
devices are to be simultaneously powered, a Second con 
trollable regulator (25) is preferred). This is a discrete 
eitherfor model, but the addition of a second controllable 
regulator (25) and an expanded multi-Selector Switch with 
the extra pin-outs, can Simultaneously charge the battery 
device 43 (if of L-Ion chemistry, or an equivalent Voltage 
Specific charging chemistry), and also power the Supplied 
device. 
A working prototype of power module 26 has been built 

with two power ports, each having “auto-variable' output, 
So that two Supplied devices can be powered Simultaneously. 
The prototype device provided “plug in play' power Simul 
taneously to a laptop computer and a controllable peripheral 
device (rather than recharging a battery as shown in FIG. 
10). Power supply module 26 may also be built having more 
than two “Smart' power ports, each with Self-adjusting 
Voltage capability. These multi-output configurations can 
(but do not) share the same Voltage regulator and can 
partially share two (or more) controllable regulators if 
Sufficient wattage is available from them. 
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K. Connector 42 
The configuration of connector 42 shown in FIG. 10 is 

only an example of an appropriate connector. Connector 42 
can also be wire-configured to have all data pins wired 
discretely, with each looping down to the Multi-Selector 
Switch (33), so that all data goes to the power supply 26, 
before being passed along the equivalent lines to Supplied 
device 54. The exact configuration of connector 42 is driven 
by the communications protocol and architecture. Because 
the Dallas 1-Wire protocol is illustrated in FIG. 10, only one 
data line plus ground and positive (shown as 45) is required 
to power supply 26/64 and data lines 47 and 44 are shunted 
in connection 42 to pass directly to supplied device 54. If 
connector 42 were built to the SMBus specifications, all 
three data lines 44, 45, and 47 would pass data to the power 
supply 26 (or supplied device 54) from each of the devices 
43 and 54. Should there be data communications topologies 
or protocols Specifying more than three wires, connector 42, 
and multi-selector Switch 33 would be modified to accept 
this expanded pin-out requirement. 

Multi-selector Switch 33 routes data lines 35 and 38 (and 
29 and 30), based on inputs from a microcontroller 23. In 
this mode, multi-Selector-Switch 33 functions as a Straight 
forward N-signal data Switch. Multi-selector Switch also 
carries power from controllable regulator 25 to powerlines 
37 and 39, if battery device 43 is the target, as it would be 
for recharging purposes. Switch 33 is also Selectable to 
deliver power on lines 34 and 36, to supplied device 54. 
Switch 33 also performs with the characteristics of a hexfet, 
i.e., a power Switch, or its equivalent. The power Supply 26 
could also be built with discrete data and power Switches, 
but they are consolidated here only for clarity. 
When the multi-Selector Switch 33 is set to access pow 

erlines 34 and 36 to the Supplied device 54 and powerlines 
37 and 39 which access power conductors 46 and 49 of 
battery device 43, a polarity check is done before the 
possible circuits are created. This polarity check is to verify 
that the connector 42 is installed properly, and to detect any 
possible shorts throughout the power delivery system. This 
is done by putting the controllable regulator 25 into a 
negative output voltage configuration for a very brief 
moment. Once the polarity is verified, controllable regulator 
25 is reset and the microcontroller 23 appropriately sets the 
Switched paths. If the polarity were reversed, microproces 
Sor 32 is made aware of the condition, and it instructs 
microcontroller 23 to reconfigure the pin mapping in multi 
selector Switch 33 to reverse the power leads. 

Multi-selector Switch 33 and microcontroller 23 may 
alternatively be located in connector 42. This type of 
embodiment is most useful when building power Supply 
module 26 with Service acceSS problems. By relocating the 
microcontroller 23 and Switch 33 to the connector 42, these 
components are readily accessible for replacement. This also 
Serves to reduce the over-all size of the power Supply 26, 
which is often an important consideration for embedded 
power Sources (e.g., a commercial aircraft installation, 
where size is an important parameter). 

Lines 34 and 36 transmit power to and from supplied 
device 54, and line 35 transmits bi-directional data between 
power supply 26 and supplied device 54 (line 35 also forms 
a leg of the wire run leading to battery device 43, along data 
line 38 in the connector). The equivalent powerlines leading 
to battery device 43 are lines 37 and 39. The data line 38 is 
traced to internal line 45 of battery device 43, via the 
connector block's pin 70. The pin-outs shown here for data 
are for example only. Any one of the three available data 
and/or power lines in battery device 43 (as well as the 
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corresponding lines to Supplied device 54) can be mapped as 
the data throughput line to the power Supply 26. 

Since multi-selector Switch 33 is configurable in numer 
ous ways, the exact matching pins need not correspond on 
the Supplied-device-Side of connector 42 as they are repre 
Sented on the battery-device-Side. For example, if the con 
nector through-wires which tie 69 to 74, and 71 to 76 were 
no longer wired through, but instead each ran down to 
connector block 40, as do pins 70 and 75, then the pin 
assignments on either Side of the connector become fully 
remappable inside multi-Selector Switch 33. This remapping 
is defined as an activity determined by microprocessor 32, 
executed via microcontroller 23. The same functionality can 
be achieved by allowing microprocessor 56 to drive micro 
controller 23 in the power supply 26. 

This functionality of remappable pin outs is important, 
because not all “smart” battery manufacturers have followed 
Duracell's data line configurations, So Some Supplied 
devices (and their manufacturer-Supplied battery devices) 
may have different functions ascribed to the same connector 
pins, or totally different numbers of pins and assigned 
functions. The connector 42 shown in FIG. 10 can be 
configured with more (or less) than the five pins shown 
depending on the manner in which dominant Standards 
change or Special-purpose applications are developed. In its 
most generic form, controllable multi-Selector Switch is 
Simply a device able to remap any number of connector pins, 
on both sides of the connector, to other pins elsewhere on the 
COnnectOr. 

The group of lines labeled 37, 38 and 39 on the battery 
device-side and lines 34, 35 and 36 on the Supplied-device 
Side of connector 42 are shown collectively as two groups of 
lines 63. Lines 63 are a three-wire system (two power lines 
and one data) known as the “Dallas 1-Wire” system for 
“Smart' battery-device communications. This bus protocol, 
or an equivalent, Solves the issue of a thick multiconductor 
cord. Were all three data lines in FIG. 10 configured to run 
individually to connector block 41, the cord between the 
power Supply and the connector block would have ten 
conductors, of which four would be powerlines. The Dallas 
1-Wire protocol reduces that to six wires, and it also 
removes the extra two data lines shown in FIG. 10 at both 
the battery-device-side 69 and 71, and the Supplied-device 
side 74 and 76. 
Power supply 26 will work with the Dallas 1-Wire pro 

tocol as drawn in FIG. 10. What is shown is a hybrid system, 
with 3-data-line hardware (the supplied device 54 and 
battery device 43) running on a Dallas 1-Wire “adapter.” The 
adapter is the configuration of connector block 41. By 
passing the data from lines 44 and 47 of A-battery device 43 
into supplied device 54, via lines 69–74 and 71-76 to pins 
62 and 59, the battery's information on those two data lines 
is sent directly to microprocessor 56 in supplied device 54. 

Microprocessor 56 can then determine whether the data 
needs to be forwarded to power supply 26, or if the data is 
needed only by supplied device 54. If the data must be sent 
to power Supply 26, the information is put back on the data 
bus and directed to pin 58. It then passes through the 
connector block at pin 75, and into data line 35, to multi 
selector Switch 33. Thus, data from any line at the battery 
device 43 or supplied device 54 can be rerouted to the 
appropriate pin-outs on multi-Selector Switch So that there is 
always a loop or direct circuit to any device in the System. 
In this model, a “smart” bus (SMBus) device, which uses a 
two-line data bus but required all five lines to be connected, 
can interface with a Dallas 1-Wire topology. 

Interface 40 for the connector cord interface to connector 
79 on power supply 26 is shown in FIG. 10, but it is strictly 
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optional. If power Supply 26 were embedded, Such as behind 
the dashboard of a car, So that it could provide automatic 
variable power to a car adapter (cigarette lighter port, or the 
new female receptacle dedicated to portable electronics 
power delivery), the physical form of connector 42 would be 
appropriately compatible. However, if power Supply 26 
were embedded on an airplane, at the passenger Seat, con 
nector 42 might be hardwired, and perhaps even presented 
to the passenger as a power connector only tethered to a 
retractable cord. It can be represented as an aircraft-style 
9-pin connector, of which four pins are for power and the 
remainder are for data. 

The embodiment of connector interface 40 shown here, 
which is predicated on the use of the Dallas 1-Wire bus, or 
an equivalent, has two data lines (connector pin 70 and 
conductor 38, as well as pin 75 and conductor 35). The 
power pins on the connector block 41 are 68 and 72 on the 
battery side, which route to conductors 37 and 39. On the 
supplied device side, power pins 73 and 77 run to conductors 
34 and 36. 
L. Communication Links Between Supplied Device and 
Power Supply 

Connector 42 includes the entire connector/cord assembly 
and is a module in the System architecture which provides a 
data link. The illustrated embodiment of connector 42 in 
FIG. 10 is only one of the various ways in which a 
communications link can be established between Supplied 
device 54 and power supply 26. Other methods of estab 
lishing Such a communications link include infrared (IR), 
ATA (modem protocols over phone wire including HSP 
“virtual” software modems), acoustics (a sub-set of ATA), 
RF, and powerline modulation. 

All these types of communications links are based on a 
power supply module having a PCMCIA-compliant PC card 
slot, for example, or Some other Standardized interface for 
communications or other peripheral devices. All five com 
munications modes enumerated above either are already 
available in a PC card form (except powerline modulation of 
course), or the size of the hardware needed to develop Such 
a card is Such that off-the-shelf-components or Sub 
assemblies can be used. Many of the hardware devices 
needed to operate these various communications Sub 
Systems are already built into existing Supplied devices, Such 
as the now-common IR circuitry routinely already available 
in laptops. Thus, to explain the various communications 
links, the PC card is used here merely to simplify the 
presentation, and it is assumed that the actual hardware 
and/or Software to implement these technologies may be 
built in any convenient physical form. 

The PC card can be implemented as a “bring-along” 
device, with the user Supplying the appropriate PC card. The 
card can be inserted into a PCMCIA-complaint PC card slot 
in power supply 26 (not shown). For the embodiments of the 
power Supply module that are embedded within an existing 
power system, the PC card slot may be remotely-located, for 
example, mounted in a passenger Seats arm rest console on 
an aircraft or an aircraft food Service tray, So that it is 
accessible to power Supply 26, which is mounted under the 
Seat. 

1) Infrared 
Infrared wireleSS data communications were used in the 

first prototype of power supply 26. The IrDA standard 
protocols (V.1.0) were used, and power supply 26 had an IR 
port where FIG. 10 shows the optional connector block (79) 
but for only the three data lines, as power delivery was via 
wire. The IR communications link in the prototype was used 
for data acquisition (for example, polling the Supplied 
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device for information on its power configuration, the pres 
ence of a battery, etc.), and for command Sequences (for 
example, uploading power consumption information from 
microprocessor 32, or reporting a potential internal malfunc 
tion in power Supply 26 to be viewed on a display Screen 
connected to supplied device 54, or stored in its memory 57). 
CIR (control or command IR) is an emerging IR com 

munications Standard that may result in a significant 
improvement in range (upwards of 60 feet), and be less 
prone to data errors caused by ambient light in the environ 
ment than the current IrDA standard. While CIR has less 
bandwidth than IrDA, power supply 26 requires only modest 
data Streams, and operates well at Slower Speeds. Infrared 
based communications between a power Supply and a Sup 
plied device is a preferred data link on aircraft because it 
eliminates cumberSome data lines near the passenger Seat. 

Engineering a portable version of the controllable “Smart' 
power supply involves several dynamics. FIG. 13 shows a 
power module in place at a passenger Seat on an airplane. 
The power Supply is Small and light, So that packing and 
carrying it on a trip is convenient. To miniaturize it as much 
as possible, the “intelligence” of the controllable power 
module 727 has been relocated to the aircraft's food service 
tray 721. Both the “smart” circuit 715 and the logic board 
717 are now embedded in a location where they are very 
near the Supplied device 719, a laptop computer. The power 
Supply, itself, is only inches away from its Supplied device, 
so any RF or EMI problems which might be caused by long 
wire runs are reduced to a minimum, for there is only 12-14" 
of cable between power supply 727 and the notebook 
computer 719 (a food service tray is typically 16-17" 
wideX11-12" deep, So the length of power conductor cord is 
never going to exceed about 18'. 
The “Smart' circuit is a Small data acquisition board, 

similar to those used in contemporary “smart” batteries. This 
circuit is not location dependent, So it can be positioned 
anywhere between the power Source being monitored (here 
the power supply 727 itself, along power line 709, with 
analog input cable 711 T-connected on the positive and 
negative leads) and the processor device. The only two 
connections required of the “smart' circuit 715 are the hot 
and ground leads, Since all data is generated internally on the 
“smart” board (except for thermistor values, which obvi 
ously only are valid if the temperature Sensing device is in 
close proximity to the heat Source. More on this temperature 
Sensing later). 
Power cable 741 terminates at the power interface adapter 

743, and both items are embedded in the food tray on a 
retractor mechanism, So that the cords are neatly out of the 
way. A simple piece of Bungee cord, and three pulleys from 
a screen door, (or Some equivalents) comprise the retractor 
mechanism. This easy-to-maintain and inexpensive to 
replace retractor mechanism needs little adjustment, Snaps in 
and out -as easily as any retractor, and is very inexpensive. 
Being inexpensive is a prime directive for anything buried in 
the food tray. Airlines rarely keep this trays in Service for 
more than a year, because they get dirty and Soiled looking 
very quickly. The construction of these trays is So elemental, 
and materials costs are So low, that they would be throw 
away items in any other industry (a new one costs $40-60). 
The airlines don’t discard the trays, but send them back to 
the manufacturer, who cuts open the thin vacuum formed 
shell, removes all of the blue insulation foam (which is 
discarded), and Salvages the two metal Support frame bars 
which contain the pivot hinges. 

In the modality of the Smart circuit 715 and the logic 
circuit 717 being embedded in the tray, as well as the 
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retractor mechanism, the entire Sub-assemblies are mounted 
on a thin plastic sheet, So that the entire module lifts out 
when the tray is opened for re-fabrication. This framework 
also adds considerably to the rigidity of the tray, itself. Blue 
Styrofoam (insulation foam) is packed where practical, So as 
not to interfere with the retractor mechanism or the elec 
tronics. The electronics are potted to moisture-proof them 
and the foam provides good Shock absorption for the elec 
tronics. The Snap-On connector needs to be ruggedized, and 
rendered moisture resistant. A Spilled drink on the tray could 
render the connector inoperable. A modified Positronics 
connector is used in a Snap-on connector assembly 725. This 
connector has the form-factor of a standard BD-25 connec 
tor (male), but there are four large brass pins for power (two 
for the primary power signal along cables 709 and 741, and 
a pair for the logic circuit 717, via powerlines 723). The 
logic board requires 9 volts, but the power outlet in power 
supply 727 has two outputs, both of which are fully con 
trollable from -24 to +24 VDC, so any changes in the 
circuitry in the tray which might change the input Voltage to 
logic board 717 is automatically accounted for, as power 
Supply 727 auto-configures to the correct Voltage of that 
circuit, and it does the Same for the primary power outlet to 
the supplied device 719. 

The Positronics connector has 13 data pins, but only nine 
are needed for the parallel cable connection 737. The spare 
pins are jumpered, So that there is Some redundancy and 
allowance for wear-and-tear. The Positronics male connec 
tor is recessed in the front edge of the tray (item 745 in FIG. 
13 represents the back surface of the seat forward of the one 
at which the food tray is located. The Positronics connector 
is placed along the front edge of the food tray for two 
reasons. First, it is the most protected face of the tray, where 
prying children can access easily, and that is also the 
location where power supply 727, once attached is out of the 
way. The power Supply is designed to have a very low height 
profile (the direction in this drawing in which the ascenders 
and descenders in the words “Power Supply” run). The bulk 
of the power supply’s volume is below the top surface of the 
tray, and the top face of power supply 727 is flush with the 
tray top when the power Supply is connected. There is a 
rubber gasket inside the receSS of the male Positronics plug, 
So that an effective moisture seal is formed between the 
power Supply and the front tray edge. Thus configured, the 
passenger can leave the power Supply in place during the 
entire flight, and only a power interface adapter 743 has to 
be disconnected to close the tray out of the way. This is a 
good Safety feature, Since there are no dangling cords to 
entangle people who are trying to exit the Seat row in an 
emergency. 

Another major benefit of this System is that the passenger 
only has to bring a small corded adapter (only a cord on one 
end), So the entire passenger-supplied goods are quite Small 
and light. Also, Since the power Supply 727 is essentially a 
dumb power circuit, the cost of the module is quite low. 

The preferred mode for this in-seat power arrangement, 
whether it be on a plane, train, ship, etc., is to embed the 
controllable power Supply 727, and thus free the passenger 
from having to bring anything but a Supplied device to the 
Seat. AS has been seen throughout this document, this 
controllable power Supply has features which favor its use as 
a pre-installed embedded power adapter. 

Data lines 737 from MCU 735 carry the information as to 
how to configure the output voltage of the power supply 727. 
The proper Voltage is determined in the modality shown here 
by several methods. If the notebook computer 719 has used 
the power Supply 727 before, the power management Soft 
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ware which is Supplied with the power Supply has Stored the 
correct Voltage value at the last Session. The notebook now 
broadcasts that Voltage information from its infrared port 
713, and the data is received wirelessly by embedded IR port 
729. The voltage information is sent to the MCU along data 
line 739, to a serial port. The MCU 735 uses the voltage 
look-up table stored in memory (a Sample look-up table 
appears elsewhere in this text, in the discussion of FIG. 10) 
to determine the correct 8-bits of code to send to power 
supply 727, from the MCU’s LPT port, along parallel cable 
737, to data/power connector 725 at power supply 727. An 
example of the circuit in power Supply 727 is in FIG. 11, and 
it uses 0.5 volt data lines to hold resistor values high or low, 
as seen in the bottom left corner of the schematic in FIG. 11. 
This resistor ladder in power supply’s 727 circuit configures 
the power Supply to any positive or negative Voltage 
between 0-volts and 24-volts, in 0.375 increments. 
To confirm that the output voltage of power supply 727 is 

correct, the power cable 709 is tapped by the two-conductor 
cable 711. The power signal travels along this line to Smart 
circuit 715, where the analog power Signal is converted to a 
digital representation of the power Supply’s actual output 
voltage (current averaging is also available). The informa 
tion to build a Smart circuit is available on the web, at 
SMBUS.COM and SBS.COM. Benchmarq (Dallas, Tex.) 
Sells the components and full board assemblies for Several 
versions of these Smart circuits. 
The logic circuit 717 is a data translator and I/O board. It 

takes the SMBus-compliant data from the Smart circuit 715, 
and converts it into an 1 O format, so that any computer can 
read it as serial data. Since the MCU 735 is a dedicated, 
embedded processor, the need to do a translation into an 12C 
protocol is probably not necessary, but there are modalities 
of this embedded “intelligent' circuit which interface with 
devices like notebook 719, So a Standard language platform 
aids that communications process. The Voltage data captured 
from powerline 709 is now sent from the logic circuit to the 
MCU 735 along serial data line 731. Since there is not an 
extra serial port on MCU 735, in this example, a PC card 
configured to provide an emulated Serial port is used as the 
data I/O. The MCU captures the voltage data from its data 
bus, then turns it around and sends it along serial port 739, 
which is configured as a dedicated IR port. The IR trans 
ceiver 729 broadcasts the voltage information back to note 
book computer 719, where the voltage value received is 
compared in Software to that transmitted at the beginning of 
this process. If they match, a confirmation is Sent back to the 
MCU, using the IR link, in this example. Thus, power supply 
727, without any native intelligence in its circuits, is able to 
properly power a Supplied device, here a notebook com 
puter. 

If the supplied device 719 does not have the necessary 
Software, the “blind” process of powering up a device 
defined in the section “No Battery Present” is used. No 
matter which method is employed to deliver an adequate 
Voltage to the Supplied device, the output Voltage is logged 
by the MCU, and held in non-volatile memory, along with 
a header which has been assigned to the particular Supplied 
device being powered. Thus, over time, the MCU builds a 
database of its users, and this eliminates, over time, the need 
for Software. 
To return to the mechanical layout of the power Supply 

and related hardware, the Smart circuit 715 and logic circuit 
717 do not have to be embedded in the food tray. In the 
alternative, all of the electronics and wiring can be hidden 
beneath the aircraft seat ahead of the one with the tray 721 
shown here. That is the more traditional way that aircraft 
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circuits are placed, but the advantage here is that an addi 
tional 3+feet of power and data cable are removed as a 
potential antenna, as all of the electronics are near at hand 
to the supplied device 719. Also of note is that all food trays 
are fabricated with a thin aluminum or StainleSS Steel plate 
that is bonded to the top, flat inside Surface of the tray prior 
to assembly. This modality of the invention replaces that 
aluminum or Stainless with copper cladding, So that an 
effective radiation and noise Shield is already in place in the 
way the tray is fabricated. 

The parallel cable 737 and the serial cable 731 are routed 
along the leg Supports which hold the tray. The tray/Support 
leg interface is always a Solid metal pivot bearing pin (not 
shown), which is modified in this application to serve as a 
multi-conductor pivoting data connector. With the tray in the 
up position, the data link is mechanically broken and, only 
when the tray is lowered are the contacts aligned So that a 
pivoting data hinge contact is made. The parallel cable need 
have only 10 conductors, and not the traditional 25, and only 
five conductors in cable 731 are needed, this minimizing the 
number of contacts in the conductive hinge assemblies, as 
well as the thickness of the cable to be channel in the 
hollows of the tray's Support legs. 

Power Source 701 is shown as 28 VDC. This is one of two 
available Voltages available off the aircraft's main power 
buss. The other is 115 VAC (a 400 Hz. The AC power is 
never available and exposed to the passengers at a connector 
like 705, so the power at the connector port will always be 
28 VDC, or below, and some aircraft support a 15 VDC 
output at power port 705. See FIG. 10 for the methods power 
supply 727 in FIG. 13 uses to adapt to a variety of input 
Voltages. 

The power System described here offers passenger 
convenience, and a low-cost and reliable Solution to making 
power available to passengers traveling on any type of 
conveyance which uses food trays, and the trays do not have 
to be the fold-down Style, but they can also pivot up and out 
from the Seats armrest, as they often do in first class and 
busineSS class. 

FIG. 13a is a wire and cabling diagram for the type of 
power Supply configuration in FIG. 13, which uses two 
Smart circuits and logic circuits, one to a battery interface 
comparable to the connector 8 in FIG. 1, which is capable of 
transferring data and power simultaneously. FIG. 13 shows 
how FIG. 13 is properly connected to a laptop, that laptop 
being both an MCU-type device from FIG. 13 and a supplied 
device, as is notebook computer 719 in FIG. 13. 

FIG. 14 illustrates a power supply 602 which is embedded 
under a Seat or in the back of an aircraft Seat, with an infrared 
port exposed to the food tray of the seat behind. A battery 
630 has a connector like that of connector 8 in FIGS. 1-4, 
which conducts data and power Simultaneously, and which 
Separates the battery electro-mechanically from a Supplied 
device 636. The logic circuit is used the way it was in FIG. 
13, confirming the output voltage from power supply 602 by 
data going to the power Supply 602, then transferred to an IR 
port 634, to be transmitted to IR port 632 on notebook 636. 
An IR-based confirmation is then made by the notebook and 
sent wirelessly to the power supply 602. 

2) ATA 
ATA protocols, commonly built as modem devices, afford 

a Straightforward communications link from a Supplied 
device to a power Supply module according to the present 
invention. Based on current technologies, the interface 
between power supply 26 to supplied device 54 is a PC card 
(previously PCMCIA card) and all data is sent via twisted 
pair. An alternative way in which to use the ATA protocol is 
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to use, for example, an HSP “software” modem, which is a 
variant of the hardware/software sold by PC-TEL, and 
recently Motorola. This “virtual” modem resides in 
Software, and uses the host device's CPU (e.g., micropro 
cessor 56 or microprocessor 32) to perform modulation/ 
demodulation, carrier line bus calls, etc. 
The HSP technology reduces the hardware required to 

Support ATA communications to two chips. Since the 
CODEC is unnecessary in the power supply modules 
intra-device communications topology, the CODEC chip 
and its related software are eliminated. The DSP chip is also 
unnecessary, Since keeping a carrier line open continuously 
in this ad hoc peer-to-peer communications Scenario is not 
essential. At least one version of a “virtual' Software modem 
is available without any special chips. This chip-leSS Soft 
ware modem is the preferred modality of this technology 
because it affords the convenience of having only to load 
Software on the Supplied device. 
The two devices, represented in FIG. 10 as supplied 

device 54 and power Supply 26, are configured So that the 
master/slave model always makes Supplied device 54 the 
master. Because almost all information from Supplied device 
54 is required during the initialization and configuration 
process, which happens typically, but not necessarily, as late 
as the Software execution stage of the boot (the equivalent of 
the AUTOEXEC.BAT on DOS/Windows based devices), 
power Supply 26 stays in Slave mode until the entire pre 
negotiated data Stream is complete. Thus, the traditional ATA 
communications hardware and Software is reduced to a 
proprietary protocol-based hardwired data link, with the 
master/host device pushing information to the open bus on 
the slave. 
The preference for a Software-only modem, as opposed to 

a PC Card or other hardware types, is specific to implemen 
tations like power use on board a commercial airliner. If 
power Supply 26 is embedded as a Source of universal power 
to all passenger Seats, then dealing with the variety of 
Supplied devices and related peripherals which passengers 
might bring aboard can complicate inter-device communi 
cations. The Virtual modem can be configured to load as 
Software on most any processor-enabled Supplied device, So 
it provides an easy “upgrade' or retrofit to passengers who 
wish to access the embedded power Supply. 

Furthermore, by installing a modem on all Supplied 
devices that don’t come modem equipped, the Software 
modem affords a dual-purpose tool. In the airline example 
cited, the modem also interfaces with the in-flight phone 
System for e-mail access, faxing, TTY, etc., thus affording 
the passenger dual benefits from the newly-installed com 
munications tool. 

3) Acoustics 
Acoustics, in the communications modalities defined 

here, is a Sub-set of modem technology, as expressed in 
devices like the acoustic couplers Still used to create a 
non-modem equipped phone interface (for example, a pay 
phone) with a modem-enabled host device. While such 
cumberSome acoustic couplers are not required here, the 
concept is still valid. UltraSonic Sound levels are used, 
typically with piezo-dialectric Speakers in a set of 
transceivers, to communicate low-bandwidth data between a 
Supplied device like Supplied device 54 and a power Supply 
module like power Supply 26. 

Acoustics on aircraft hold promise as an inexpensive, Safe 
(no RF or EMI radiation) communications technology. 
Acoustic transceivers are Small, reliable and reasonably easy 
to embed in the overhead area above passenger Seats, on Seat 
backs, arm rests, food trays, etc. Passenger-provided Sup 
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plied devices 54 do not typically have installed acoustic 
hardware, So a universal hardware interface is necessary. 
This interface, i.e., transceiver, can be a Small module 
expressed as a dongle or connector block for a parallel or 
Serial port, or a PC Card with an acoustic transceiver. 
Acoustic transceivers can be highly miniaturized. Optum 
Corporation (Cupertino, Calif.), for example, developed a 
working prototype of a child's doll which was wirelessly 
controlled via acoustics. 

Such a Small, lightweight, inexpensive communications 
System is well Suited to an aviation installation. 
Furthermore, the ability to align transceivers to each other in 
a passenger cabin is made easier by an overhead area which 
already has audio Speaker grills, air vent areas, and numer 
ous easily modified plastic panels. Of course, the Seat back 
in the row ahead is an obvious prime target for an acoustic 
array, especially since the entire Surface is cloth-covered 
(speaker grill cloth materials). 

The bandwidth required by power-related software is 
extremely low, and much of the information being commu 
nicated are command, control and confirm functions which 
can be re-broadcast multiple times without disrupting the 
passengers use of their equipment. 

4) Radio Frequency 
Radio frequency (RF) is already an established commu 

nications technology for many devices, especially mobile 
computers. RF-based wireless LAN devices, for example 
NetWave's (originally Xircom's in Thousand Oaks, Calif.) 
PC-Card solution, have the restricted range and multiple 
frequencies to make them viable data links. The PC card is 
once again the physical form for the wireleSS interface, and 
power Supply 26 (in its non-embedded embodiment) can be 
designed to accept a Standard PC card Supporting RF com 
munications technology. 

5) Powerline Modulation 
Powerline modulation, until recently, has not been easily 

achievable over the low-impedance wiring used in most 
DC-based products like power supply 26. The field of home 
automation, where modulated/demodulated communica 
tions over house wiring has been available for Several 
decades from Such companies as X-10, has extended this 
method of data conveyance to the phone lines. LonWorks, a 
proprietary hardware, Software and communications proto 
col co-developed by Toshiba, Motorola and Echelon, uses 
Sub-miniature transceiverS Specifically designed for phone 
lines. Their CP-21 transceivers can easily fit in the connector 
housing shown in FIG. 10 as 40 and 79. Model Rectifier 
Corp. (MRC, Edison, N.J.) uses powerline modulation in its 
HO-gauge train controllers. The model trains can be con 
trolled Simultaneously with as many as eight locomotives 
responding to commands Sent along a two-rail model train 
track. 

The modulator/demodulator required also is Small enough 
to be mounted on a standard Type II or Type III PC card. 
Microprocessor 56 of Supplied device 54 can perform the 
modulation/demodulation function using, for example, the 
PC-TEL/Motorola HSP software modem previously dis 
cussed. Were a Substantial-enough microprocessor available 
in power Supply 26, the same modulation/demodulation 
functions could be executed there. 

I claim: 
1. A connector assembly for transferring power-related 

Signals, which is configurable by controlling the activation 
of its electrical conductors, comprising: 

a first plurality of electrical contacts, 
a first plurality of conductors, at least one being electri 

cally connected to at least one contact of the first 
plurality of contacts, 

15 

25 

35 

40 

45 

50 

55 

60 

65 

78 
a Second plurality of contacts, at least one being electri 

cally isolated by a dielectric element from Said at least 
one contact of the first plurality of contacts, 

a Second plurality of conductors, at least one being 
electrically connected to at least one contact of the 
Second plurality of contacts, 

a third plurality of conductors, for accessing at least one 
of one or more Selectable devices, and 

a controller means accessible to the connector assembly 
for manipulating at least one activation of Selective 
conductors, 

whereby Said Selective conductors of the connector 
assembly are capable of being manipulated for inde 
pendently transferring power-related Signals, and fur 
ther 
whereby Said Selective conductors of the connector 

assembly are also capable of being manipulated for 
Simultaneously transferring power-related Signals. 

2. The connector assembly setforth in claim 1, wherein the 
controller means manipulates Selective conductors of the 
connector assembly for transferring power-related Signals 
between: 

a battery electrically coupled to at least one of the first 
plurality of contacts being, by the dielectric element, 
electrically isolated from a Supplied device electrically 
coupled to at least one of the Second plurality of 
contacts, said Supplied device previously electrically 
coupled to Said battery by the controller means manipu 
lating the activation of the first and Second pluralities of 
conductors at the connector; and 

Said at least one Selectable device is a power Supply 
electrically accessible at the third plurality of conduc 
tors, 

whereby Said power-related Signals previously transfer 
ring between the battery and the Supplied device are, by 
the controller means activating the first and third plu 
rality of Selected conductors at the connector, now 
redirected instead between Said battery and Said power 
Supply, Said power-related Signals for configuring an 
output signal of Said power Supply. 

3. The connector assembly set forth in claim 2, wherein 
the controller means manipulates Selective conductors of the 
connector assembly for transferring power-related Signals 
between: 

a processor at the power Supply for configuring the output 
Signal accessible at the third plurality of conductors, 
and 

the Supplied device electrically coupled to at least one of 
the Second plurality of contacts being, by a dielectric 
element, electrically isolated from the battery; 

whereby Said power-related Signals previously transfer 
ring between the battery and the power Supply are, by 
the controller means activating the Second and third 
plurality of conductors at the connector, now redirected 
instead between the power Supply and the Supplied 
device, and further 
whereby the processor-configured output signal of Said 

power Supply is for powering Said Supplied device. 
4. The connector assembly set forth in claim 2, wherein 

the redirected power-related Signal between the battery and 
the power Supply is for configuring the output of a charging 
circuit in the power Supply to charge Said battery. 

5. The connector assembly set forth in claim 1, wherein 
the controller means manipulates Selective conductors of the 
connector assembly for transferring power-related Signals 
between: 
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a battery electrically coupled to at least one of the first 
plurality of contacts being, by the dielectric element, 
electrically isolated from a Supplied device electrically 
coupled to at least one of the Second plurality of 
contacts, said Supplied device previously electrically 
coupled to Said battery by the controller means manipu 
lating the activation of the first and Second plurality of 
conductors at the connector; and 

Said Selectable device is a power Supply electrically 
accessible at the third plurality of conductors, 

whereby manipulating Said Selective conductors of the 
connector assembly by the controller means causes Said 
power Supply to Selectively transfer its power-related 
Signals accessible at the third plurality of conductors 
between either said battery along the first plurality of 
conductors, or Said Supplied device along the Second 
plurality of conductors. 

6. The connector assembly set forth in claim 1, wherein 
the controller means manipulates Selective conductors of the 
connector assembly for transferring power-related Signals 
among: 

a battery electrically coupled to at least one of the first 
plurality of contacts being, by the dielectric element, 
electrically isolated from a Supplied device electrically 
coupled to at least one of the Second plurality of 
contacts, said Supplied device previously electrically 
coupled to Said battery by the controller means manipu 
lating the activation of the first and Second pluralities of 
conductors at the connector; and 

Said at least one Selectable device is a power Supply 
electrically accessible at the third plurality of conduc 
tors, 

whereby manipulating Said Selective conductors of the 
connector assembly by the controller means causes Said 
power Supply to Selectively transfer power-related Sig 
nals accessible at the third plurality of conductors 
among both Said battery along the first plurality of 
conductors and Said Supplied device along the Second 
plurality of conductors. 

7. The connector assembly set forth in claim 5, wherein 
the controller means manipulates Selective conductors of the 
connector assembly for transferring power-related Signals by 
electrically coupling the first plurality of conductors to the 
Second plurality of conductors, 

whereby power-related Signals transfer between said bat 
tery and Said Supplied device, and further 
whereby the power Supply is no longer electrically 

accessible at the third plurality of conductors to 
either said battery, or Said Supplied device. 

8. The connector assembly set forth in claim 1, wherein 
the controller means manipulates Selective conductors of the 
connector assembly for managing power resources by trans 
ferring power related Signals, comprising: 

a first manipulation activates Selective conductors at the 
connector assembly for transferring power-related Sig 
nals between: 

a battery electrically coupled to at least one of the first 
plurality of contacts being, by the dielectric element, 
electrically isolated from a Supplied device electrically 
coupled to at least one of the Second plurality of 
contacts, said Supplied device previously electrically 
coupled to Said battery by the controller means manipu 
lating the activation of the first and Second pluralities of 
conductors at the connector; and 

Said at least one Selectable device is a power Supply 
electrically accessible at the third plurality of conduc 
tors, 
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whereby the Supplied device is temporarily no longer 

powered by the battery; and further 
whereby said first manipulation activating the first and 

third plurality of conductors at the connector causes 
Said power-related Signals previously transferring 
between the battery and the Supplied device to be, 
instead, now redirected between the battery and the 
power Supply, Said power-related Signals for configur 
ing an output signal of Said power Supply; 

and further comprising: 
a Second manipulation activates Selective conductors at 

the connector assembly for transferring power 
related Signals between; 

a processor at the power Supply that receives Said 
power-related Signals from the battery, and config 
ures the output Signal of the power Supply based on 
Said battery signals, Said output Signal accessible at 
the third plurality of conductors, and 

the Supplied device electrically coupled to at least one 
of the Second plurality of contacts, 

whereby Said Second manipulation activating the Sec 
ond and third plurality of conductors at the connector 
causes Said power-related Signals previously trans 
ferring between the battery and the Supplied device 
to be, instead, now redirected between the power 
Supply and the Supplied device, and further 
whereby the processor-configured output signal of 

Said power Supply delivers power to Said Supplied 
device; and further comprising: 
a third manipulation activates Selective conduc 

tors at the connector assembly, causing the first 
plurality of conductors accessing the battery to 
be electrically connected to the Second plural 
ity of conductors accessing the Supplied 
device; 

whereby power-related Signals for delivering 
power transfer from Said battery to Said Sup 
plied device, and the power Supply is not 
accessible at the third plurality of conductors 
to either Said battery or said Supplied device; 
and further 
whereby the controller means manages power 
resources by manipulating Selective conduc 
tors of the connector assembly to transfer 
power for Said Supplied device Selectively 
from either Said processor configured power 
Supply, or from Said battery. 

9. The connector assembly set forth in claim 8, wherein a 
fourth plurality of conductorS is for accessing a Second 
Selectable device that is a Second battery as a Source of 
reserve power for Sharing an electrical load of Said power 
Supply or said battery that is powering Said Supplied device. 

10. The connector assembly set forth in claim 1, wherein 
the controller means is a processor having a plurality of 
addressable I/O ports for manipulating at least one activation 
of Said Selective conductors. 

11. The connector assembly set forth in claim 1, wherein 
the controller means includes a least one manipulating of a 
Selectable position of a Switch. 

12. The connector assembly set forth in claim 1, wherein 
the controller means includes a Switch controlled by a power 
Signal. 

13. The connector assembly set forth in claim 1, wherein 
at least one element of the controller means is located in the 
connector assembly. 

14. The connector assembly set forth in claim 1, wherein 
the controller means is performed in the Selected device. 
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15. The connector assembly set forth in claim 1, wherein 
the controller means is performed in a Supplied device. 

16. The connector assembly set forth in claim 5, wherein 
at least one of the first plurality of contacts and the dielectric 
element are located where they allow the battery to operate 
in its original location, in relation to Said battery's previ 
ously electrically coupled Supplied device, So that Said 
power Supply is accessible by Said third plurality of con 
ductors to Said battery or Said Supplied device. 

17. The connector assembly set forth in claim 2, wherein 
a first manipulating includes activation of at least a first 
Selectable position of a Switch to cause an analog power 
related Signal of the battery to transfer along the first 
plurality of conductors at the connector assembly and the 
third plurality of conductors to the power Supply, instead of 
to the Supplied device; and further 

wherein a Second manipulating includes activation of at 
least a Second Selectable position of Said Switch to 
cause the battery signal to transfer along the first 
plurality of conductors at the connector assembly and 
the Second plurality of conductors to Said Supplied 
device, instead of to Said power Supply. 

18. The connector assembly set forth in claim 1, wherein 
a further manipulating includes Selective activation of the 
first and Second pluralities of conductors, 

wherein a battery accessible to Said first plurality of 
conductors being, by a previous manipulation, electri 
cally isolated from a Supplied device accessible to Said 
Second plurality of conductors, now electrically 
coupled So as to transfer power-related Signals between 
Said battery and Said Supplied device, and further 

wherein the selectable device accessible at said third 
plurality of conductors is electrically isolated from both 
Said battery and Said Supplied device. 

19. The connector assembly set forth in claim 1, wherein 
the controller means includes an analog-to-digital converter 
connected to a processor capable of reading and writing to 
memory, and a look-up table for determining an output 
power-signal of a power Supply. 

20. The connector assembly set forth in claim 1, wherein 
the controller means includes an analog-to-digital converter 
connected to a processor, with Software for determining the 
output power-signal of a power Supply. 

21. The connector assembly set forth in claim 19, wherein 
the controller means further includes a voltage comparator. 

22. The connector assembly as set forth in claim 20, 
wherein the analog-to-digital converter provides a means of 
determining an electrical load at a power input port of a 
Supplied device, for adjusting the output power-signal of 
Said power Supply. 

23. The connector assembly as set forth in claim 19, 
wherein the analog-to-digital converter also provides a 
means for acquiring at least one Voltage or current Signal for 
confirming Said output power-signal of Said power Supply. 

24. The connector assembly as set forth in claim 19, 
wherein the analog-to-digital converter provides a means for 
acquiring at least one of a Voltage or current Signal from a 
battery associated with a Supplied device. 

25. The connector assembly set forth in claim 1, wherein 
at least one power-related Signal includes a digital Signal, 
recognizable by a processor of the Selected device and a 
processor of a Supplied device being transferred via a 
communications link not related to the connector assembly, 
each processor being capable of transferring Such a digital 
Signal and having Software to implement Said Signal. 

26. The connector assembly set forth in claim 1, wherein 
at least one power-related Signal includes a digital Signal, 
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recognizable by a processor of the Selected device and a 
processor of a network Server, being transferred via a 
communications link not related to the connector assembly, 
each processor being capable of transferring Such a digital 
Signal and having Software to implement Said Signal. 

27. The connector assembly as set forth in claim 26, 
wherein the communications link for transferring the digital 
Signal includes wireleSS transceivers at Said Selected device 
and Said network Server. 

28. The connector assembly as set forth in claim 27, 
wherein at least one digital Signal is for reporting to a 
processor capable of receiving Such a digital Signal at Said 
network Server a signal with information associated with an 
electrical load at an output of a Selected device that is a 
power Supply; 

whereby, if the power Supply is not delivering power to a 
Supplied device, Software of the Server's processor 
Sends a command to shut down, as a means of con 
Serving power resources. 

29. The connector assembly as set forth in claim 25, 
wherein at least one digital Signal is for manipulating the 
activation of Selective conductors of a connector assembly 
after shutting down the output of a Selected power Supply 
device that was delivering power to Said Supplied device; 
whereby Said manipulating causes a battery to deliver 

power to Said Supplied device, as a means of conserving 
power resources. 

30. The connector assembly set forth in claim 1, wherein 
the power-related Signals include analog or digital signals 
received by a Selected device that is capable of receiving 
Said Signals from any other devices electrically accessible to 
the connector assembly. 

31. The connector assembly set forth in claim 29, wherein 
at least one of the power-related Signals includes data from 
performing at least one diagnostic test of the battery. 

32. The connector assembly set forth in claim 30, wherein 
at least one of the power-related Signals includes informa 
tion relating to minimum battery Voltage upon placing a 
resistive load on the battery's output. 

33. The connector assembly set forth in claim 30, wherein 
at least one of the power-related Signals includes informa 
tion for configuring an output voltage of Said Selected device 
that is a power Supply that is within the operational output 
Voltage range of a battery capable of powering a Supplied 
device; 
whereby Said information is received by a processor of the 

power Supply for configuring Said output voltage that is 
within an operational input range of Said Supplied 
device. 

34. The connector assembly set forth in claim 19, wherein 
the power Supply is a transportable powe conversion module 
having a power input requiring either an AC or DC power 
Signal, and outputting Said power Signal as a DC power 
Signal. 

35. The connector assembly set forth in claim 30, wherein 
the power-related Signal is transferred by a modulator/ 
demodulator for powerline modulation, Said Signal transfer 
ring along conductors used for power transfer. 

36. A connector assembly for transferring power-related 
Signals, which is configurable for managing power resources 
at one of a network of local power Supplies, each local 
network node comprising: 

a battery electrically coupled to a first Set of contacts 
being, by a dielectric element, electrically isolated from 
a Supplied device previously electrically coupled to 
Said battery; 

a first Set of conductors of the connector assembly elec 
trically connected to the first Set of contacts, 
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a plurality of electrical devices, 
a plurality of conductors not associated with the connector 

assembly, including a conductor Set for electrically 
coupling each of the plurality of electrical devices to 
outputs of a power Supply; 

a battery-powered Supplied device electrically coupled to 
a Second Set of contacts being, by Said dielectric 
element, electrically isolated from the battery previ 
ously electrically coupled to Said Supplied device; 

a Second Set of conductors of the connector assembly 
electrically connected to the Second Set of contacts, 

a power Supply having a plurality of outputs for powering 
the electrical devices, 

Said power Supply also including a configurable regulator 
electrically accessible at a third set of conductors of the 
connector assembly; 

a processor and Software for receiving a power-related 
Signal from the battery to control the output of the 
configurable regulator, 

a controller means of Said processor, accessible to the 
connector assembly for manipulating a Selective acti 
Vation of at least one Set of conductors of the connector 
assembly; 

a power-load Sensing means accessible by Said processor, 
for monitoring available power resources of the power 
Supply, and 

whereby first the controller means manipulates the acti 
vation of the first and third set of conductors at the 
connector assembly for transferring a power-related 
Signal from the battery to the processor, and further 
whereby Second the processor uses the power related 

Signal from the battery to control the configurable 
output of the power Supply, and further 
whereby third the controller means further manipu 

lates the activation of the third set of conductors to 
the Second Set of conductors at the connector 
assembly for transferring the configured power 
output of the power Supply to the Supplied device, 
and further 
whereby fourth the power-load Sensing means 

indicates at the processor an excessive use of 
power resources of the power Supply, and 
further 
whereby fifth the controller means further 
manipulates the activation of the first Set of 
conductors to the Second Set of conductors at 
the connector, assembly to electrically connect 
the battery to Said Supplied device for Said 
battery temporarily powering the Supplied 
device, instead of the power Supply, 
thereby managing available power resources 
by reducing the power load at the power Sup 
ply. 

37. The connector assembly set forth in claim 36, further 
including: 

a controller means of the processor capable of Shutting 
down the power Supply, and 

a communications means of the processor for transferring 
information among other equivalent power Supplies 
inter-connected in a network of local power Supplies 
for Sharing power resources, 

whereby, Said power-load Sensing means indicates to the 
processor further excessive load at the power Supply; 
and further 
whereby the communications means transferS informa 

tion regarding the excessive power load to other 
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inter-connected local processors in the network, 
causing the controller means of at least one of Said 
other local processors to shut down the power Supply 
that is not delivering power, thereby managing 
power by making the power resources of another 
inter-connected local power Supply available. 

38. The local network node set forth in claim 36, wherein 
the power Supply and all other elements are at an airplane 
passenger Seat for delivering power to a plurality of Supplied 
devices available for passenger use at the Seat, including a 
power outlet accessible to Said configurable regulator for 
delivering power to a battery-powered Supplied device elec 
trically attached to Said outlet. 

39. The connector assembly set forth in claim 36, wherein 
the battery-powered Supplied device is powered at its power 
input jack by a power Source with a battery charging circuit 
Separate from the power Supply, and 

the controller means manipulates the activation of the first 
and Second Set of conductors causing the battery and 
the Supplied device to be coupled at the connector 
assembly, Said conductors being accessible to the third 
Set of conductors at the power Supply, So that an 
analog-to-digital converter of the processor is electri 
cally active for monitoring power transfer between Said 
battery and Said Supplied device; 

whereby said analog-to-digital converter provides the 
processor Voltage and current information for an algo 
rithm that detects charging of Said battery, causing Said 
controller means to further manipulate the activation of 
conductors for electrically isolating Said battery from 
Said Supplied device, thus managing power resources 
by preventing Said battery from being charged. 

40. The connector assembly set forth in claim 39, wherein 
the power Supply monitors power-related signals between 
the battery and its associated Supplied device detects battery 
charging whereupon a command from the processor causes 
the controller to reconfigure the connector assembly to 
electrically isolate the battery from its associated powered 
device, thereby preventing further battery charging. 

41. The connector assembly set forth in claim 37, wherein 
the communications means includes wireless transceivers 
for inter-connecting each local processor with a Server of a 
local area network. 

42. A System for power managing a plurality of inter 
connected local power Supplies, wherein a power Supply 
delivering power to a variety of local Supplied devices 
requires sharing power resources with an interconnected 
power Supply, comprising: 
A Source of power delivery to a network of conductors in 

a multi-node power grid for distributing power to a 
plurality of interconnected local power Supplies, 

Said network of conductors further interconnecting a local 
power Supply to at least one other local power Supply 
on the power grid; 

a local power Supply capable of outputting a plurality of 
power Signals, including a pre-Set power Signal to a 
local Supplied device; 

Said outputting of power Signals further including a power 
Signal configurable to the input power requirements of 
a local Supplied device; a processor for transferring 
data accessible at a local power Supply, 

Said processor also providing a Source of logic for con 
figuring the output power Signal of a local power 
Supply, 

a local analog-to-digital converter accessible by the pro 
cessor for measuring an electrical load of a plurality of 
powered local Supplied devices, 
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Software for analyzing Said load for adjusting the config 
urable power-output signal; 

a plurality of conductors for transferring power Signals 
between a local power Supply and a plurality of local 
Supplied devices, 

Said conductorS also delivering power to a power outlet 
for temporarily electrically attaching a battery-powered 
Supplied device; 
a connector assembly comprising: 
a first Set of electrical contacts electrically coupled to a 

battery of the Supplied device; 
a first Set of conductors electrically connected to the 

first Set of contacts, 
a Second Set of contacts electrically coupled to the 

Supplied device, Said contacts electrically isolated by 
a dielectric element from the first Set of contacts, 

a Second Set of conductors electrically connected to the 
Second Set of contacts, 

a third set of conductors, for accessing Said power 
Supply, and 

Said processor also providing a controller means acces 
Sible to the connector assembly for manipulating at 
least one Selective activation of Said electrical con 
ductors, and 

a master control unit accessible to all networked local 
power Supplies, including 
a processor for transferring power-related data 
among other processors in the network; 

whereby information about measuring a local elec 
trical load by a local analog-to-digital converter is 
transferred among all network processors, So that 
any local power Supply is configured by its pro 
cessor to turn off So as to manage network power 
grid resources, and further 
whereby a local power Supply delivering power 

to a temporarily-connected battery-powered 
Supplied device reduces its total electrical load 
by Said processor manipulating the conductors 
to access the battery as a shared Source of 
power. 

43. The managing of network power grid resources Set 
forth in claim 42, wherein a turning off of the local power 
Supply delivering power to the temporarily-connected 
battery-powered Supplied device causes the battery to take 
over powering its associated Supplied device, thereby reduc 
ing the electrical load without disrupting the continuous 
powering of the Supplied device. 

44. The battery-powered supplied device set forth in claim 
42, wherein a connector assembly for transferring a power 
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related Signal is configured to have its electrical contacts and 
dielectric elements electrically isolate the battery from its 
Supplied device, with attached conductors redirecting 
power-related Signals between the contacts electrically 
coupled to the Supplied device and the local power Supply, 
and further attached conductors redirecting power-related 
Signals between the contacts electrically coupled to the 
battery and the local power Supply, whereby a controller 
Selectively directs power-related Signals along available 
conductive paths of the connector assembly. 

45. The battery-powered supplied device set forth in claim 
42, wherein a battery is integrated into the power grid as an 
accessible Source of power for Sharing the electrical load of 
at least one local power Supply. 

46. The transferring power-related data among processors 
in the network set forth in claim 42, wherein a means for 
transferring data includes wireleSS communications of 
power-related Signals and of diagnostic information. 

47. The networked power grid set forth in claim 42, 
wherein the local power Supply and at least one of a plurality 
of local Supplied devices being powered are embedded in a 
Seat of a transportation vehicle. 

48. The plurality of local supplied devices set forth in 
claim 42, wherein a local power Supply delivers either a 
pre-Set or configurable power Signal to a Screen device used 
for electronic messaging by an occupant of the Seat. 

49. The connector for temporarily electrically attaching a 
battery-powered Supplied device Set forth in claim 42, 
wherein a transportable power adapter is electrically 
attached to the connector at which a pre-Set fixed-Voltage 
power Signal is output for the adapter to receive the fixed 
Voltage power signal and, prior to outputting a power Signal, 
a processor at the adapter accesses power-related Signals 
from the battery of the supplied device in order to determine 
a processor-configurable output power Signal to the Supplied 
device. 

50. The power-related signals from the battery of the 
Supplied device Set forth in claim 42, wherein a means of 
transferring data between the battery and the adapter com 
prise: 

a processor and modulator/demodulator for Sending and 
receiving powerline modulation Signals at the battery; 

a processor and modulator/demodulator for Sending and 
receiving powerline modulation Signals at the adapter; 

transferS data along two conductors electrically coupling 
the battery to a modulator/demodulator at the adapter. 

k k k k k 
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