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Date Mailed: 02/18/2009 

Receipt is acknowledged of this provisional patent application. It will not be examined for patentability and will 
become abandoned not later than twelve months after its filing date. Any correspondence concerning the application 
must include the following identification information: the U.S. APPLICATION NUMBER, FILING DATE, NAME OF 
APPLICANT, and TITLE OF INVENTION. Fees transmitted by check or draft are subject to collection. Please verify 
the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please submit 
a written request for a Filing Receipt Correction. Please provide a copy of this Filing Receipt with the 
changes noted thereon. If you received a "Notice to File Missing Parts" for this application, please submit 
any corrections to this Filing Receipt with your reply to the Notice. When the USPTO processes the reply 
to the Notice, the USPTO will generate another Filing Receipt incorporating the requested corrections 

Applicant( s) 
Francis DACOSTA, Santa Clara, CA; 
Sriram DAYANANDAN, Santa Clara, CA; 

Power of Attorney: None 

If Required, Foreign Filing License Granted: 02/17/2009 

The country code and number of your priority application, to be used for filing abroad under the Paris Convention, 

is US 61/148,803 
Projected Publication Date: None, application is not eligible for pre-grant publication 

Non-Publication Request: No 

Early Publication Request: No 
** SMALL ENTITY ** 
Title 

PERSISTENT MESH FOR ISOLATED MOBILE AND TEMPORAL NETWORKING 

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES 

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no 
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent 
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international 
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same 
effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing 
of patent applications on the same invention in member countries, but does not result in a grant of "an international 
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patent" and does not eliminate the need of applicants to file additional documents and fees in countries where patent 
protection is desired. 

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an 
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ 
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific 
foreign countries to ensure that patent rights are not lost prematurely. 

Applicants also are advised that in the case of inventions made in the United States, the Director of the US PTO must 
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application 
serves as a request for a foreign filing license. The application's filing receipt contains further information and 
guidance as to the status of applicant's license for foreign filing. 

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents" (specifically, the 
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign 
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it 
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html. 

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish 
to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative, 
this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific 
countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may 
call the U.S. Government hotline at 1-866-999-HAL T (1-866-999-4158). 

GRANTED 

LICENSE FOR FOREIGN FILING UNDER 

Title 35, United States Code, Section 184 

Title 37, Code of Federal Regulations, 5.11 & 5.15 

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where 
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as 
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier 
license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The 
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under 
37 CFR 5.13 or 5.14. 

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless 
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This 
license is not retroactive. 

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter 
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national 
security or the export of technical data. Licensees should apprise themselves of current regulations especially with 
respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of 
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and 
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Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of 
Treasury (31 CFR Parts 500+) and the Department of Energy. 

NOT GRANTED 

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12, 
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed 
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35 
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b). 
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PERSISTENT MESH FOR ISOLATED MOBILE AND 
TEMPORAL NETWORKING 
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reproduction by anyone of the patent document or the patent disclosure, as it appears in 

the Patent and Trademark Office patent file or records, but otherwise reserves all 

copyright rights whatsoever. 
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May 8, 2003, patented as U.S. Patent Number 7,420,952. Further, the instant 

application is a continuation in part of the U.S. Utility Application No. 12/352,457, filed 

on January 13, 2009, currently pending. 
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BACKGROUND OF THE INVENTION 

1. Field of the Invention. 

[03] The present invention relates to wireless mesh networks and in particular 

mesh networks used for mobile applications where continuity of operation is critical. In 

particular, the invention relates to clusters of mesh nodes that may become isolated 

from a wired or grounded network, but where communication remains possible within 

the isolated cluster, resolving issues pertaining to mesh topology, channel management 

and address management. 

2. Background of the Invention. 

[04] The instant invention relates to wireless networks comprising a set of 

wireless access points, commonly referred to as a mesh network. 

[05] In mesh architectures, mesh nodes act as central structural elements 

providing means of connectivity to a broad range of client devices. In some 

embodiments of the invention, mesh nodes are wireless access points. Each client 

device communicates with an available mesh node or access point. The 

communication between client devices and access points may occur using any means. 

[06] A "mesh" forms when a set of access points establishes communication 

with one another. The communication between the access points forms the strands of 

an ethereal mesh. Client devices sit in the spaces between the strands and establish 

communication with the access points which are found at the intersections of the mesh 

strands. 

[07] While wireless mesh networks provide additional functionality not available 

using other network topologies, certain difficulties are created by wireless mesh 

networks described in the prior art. 

[08] A serious problem for mesh networks is created by the wireless medium 

used for communication within the mesh. Radio is a shared medium where only one 

transmission may occur on each frequency at a time. The RF spectrum is divided into 

frequency ranges, or channels, to allow more concurrent transmissions. However, the 

channels cannot be made too small so as to interfere with one another. Consequently, 
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useable communication frequencies are generally divided into no more than a dozen 

channels, not all of which may be used concurrently. 

[09] In simplest mesh networks, all communication occurs on a single 

frequency or channel. In such simple networks, each access point (or AP) comprises a 

single radio and antenna (forming a single node) which provides communication means 

with client devices and other nearby mesh nodes. The benefit inherent in this mesh is 

that the mesh coverage may be increased by introducing an additional wireless access 

point. The sole configuration step is the selection of the communication channel. The 

drawback is that each access point and client device contends with other access points 

to use the single communication frequency. As the size of the mesh and the distance 

between access points increases, performance characteristics of the network decrease 

dramatically. 

[1 0] As networks grow, each access point's basic service set (BSS) increases 

to the point where it can become unmanageable. The ability to subdivide the network 

into smaller groups is an approach to prevent scaling problems, and one approach to 

subdividing the network is to introduce two radios into each access point. 

[11] In a prior art dual radio mesh, as is depicted in FIG. 1 (A), access points 

include two radios: a relay radio 120 and a client-service radio 110. The relay radio 

120 operates at a first frequency, or channel ChQ 130, to perform duplex (two-way) 

communication between the access points forming the mesh. Within this prior art mesh, 

all relay radios operate on the same channel. Each access point in turn provides 

access to one or more clients using the client-service radio 110 operating on a second 

frequency. 

[12] This prior art system, while simple to implement, does not scale beyond a 

limited number of radios. Rather, throughput drops exponentially as the number of 

access points increases, especially in instances where downstream access points 

attempt to connect to an exterior network 108. In essence, the access points in this 

conventional mesh form the wireless equivalent of a hub. Like hubs, single radio mesh 

backhauls do not present a scalable solution to addressing high bandwidth 

requirements for mission critical mesh networks. 
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[13] In contrast with the hub-like operation of FIG. 1 (A) is the wired network 

switch presented in FIG. 2. As shown in FIG 2, each network switch includes uplinks 

210 and one or more downlinks 220 forming a tree-like structure. The traffic within each 

switch comprising this conventional wired switch stack operates within specified sub­

domains. Therefore, the size of any one sub domain is limited and ensures that local 

traffic inside a sub domain, or between multiple sub domains does not slow down the 

entire network. This multi-domain switch architecture is more efficient than hub 

configurations in that it allows for scalable networking. However, drawbacks exist. 

Namely, the prior-art switch architecture has been implemented using physical wireline 

connections between discrete switches and not a flexible mesh architecture employing 

wireless connections. 

[14] The present invention is designed to overcome the challenges inherent in 

the prior art solutions. In one embodiment, the instant invention is based on a two-radio 

mesh network, where each mesh node includes one radio for the uplink backhaul and 

another servicing clients and providing the downlink backhaul to other nodes 

(descendent nodes) of the network. Mesh nodes implemented with such a multi-radio 

backhaul form a hierarchical tree like network topology called a "Structured Mesh", 

when they connect to each other. In one embodiment of the invention, the root of the 

hierarchical tree structure includes an external network connection to a server, to a 

WAN (Wide Area Network), to the Internet, or to any combination of these options. 

When a group of nodes implemented as such become separated or isolated such that 

the sub-network does not include a root connection as described above, challenges 

exist in maintaining a the required tree-like structure. 

[15] Unlike prior art mesh networks, a need exists in the art for a system 

capable of maintaining communication within a cluster during physical realignment of 

cluster components, as occurs during movement of wireless nodes in a mobile mesh 

network implemented as a multi-radio, tree-like structured mesh network. 

SUMMARY OF INVENTION 

[16] An object of the invention is to provide a mesh network which overcomes 

many of the disadvantages of the prior art. 
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[17] Another object of the invention is to provide a mesh network which retains 

structural integrity during all phases of usage, repair, or upgrading. A feature of the 

invention is that the logical relationship between network wireless access points or 

nodes is reconfigured by the nodes following changes to the physical environment of 

the network. An advantage of the invention is that it maintains the benefits of its 

structured approach even following additions, subtractions, or readjustment of network 

components. 

[18] Yet another object of the invention is to maintain a structure to a mesh 

network such that separate data domains are maintained throughout the mesh network. 

A feature of the instant invention is that the structure of the mesh creates separate data 

domains within a larger network mesh. An advantage of the instant invention is that 

traffic within one or more domains does not impact non-involved domains. 

[19] Another object of the invention is to maintain connectivity with a mesh 

network, when connections to external networks are compromised. A feature of the 

invention is that network connectivity within a sub-part of the mesh network is 

maintained during the time the sub-part of the mesh network is not connected to an 

external network. An advantage of the invention is that it maintains a structure to 

support connectivity within the sub-part of the mesh even when the sub-part moves 

away from an external network link. 

[20] Another object of the invention is to facilitate re-connection to an external 

network subsequent to loss of an external network connection. A feature of the instant 

invention is that a sub-part of a mesh network which looses a connection to an external 

network may be configured to continuously scan for an available external network link. 

An advantage of the instant invention is that any part of the network separated from an 

external link may, if directed to, attempt to reconnect to the external link as soon as 

possible and therefore limit the amount of time a subpart lacks external network 

connectivity. 

[21] An object of the instant invention is to support orderly changes of 

configuration in a mesh network. A feature of the invention is that one or more 

components of the invention may be mobile. An advantage of the instant invention is 
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that the underlying logical structure is updated to reflect physical changes in an orderly 

manner so as to maximize connectivity within each network subcomponent. 

[22] Yet another object of the invention is to facilitate joining of previously 

disparate structured mesh networks. A feature of the invention is that the logical 

structure of the network facilitates the joining of two previously distinct sub-networks. 

An advantage of the instant invention is that the mesh network can resume its structure 

upon the joining of two or more networks to form a larger structured mesh network. 

[23] Still another object of the invention is to facilitate orderly loss of a mesh 

participant. A feature of the invention is that the structure of the mesh is realigned 

following the loss or departure of one or more access points previously participating in 

the mesh. An advantage of the instant invention is that the mesh network structure can 

accommodate the withdrawal of one or more of the participating nodes with minimal 

disruption to the remaining network. 

[24] An object of the invention is to provide continuous access to network 

services upon the separation of one or more nodes from a larger network. A feature of 

the instant invention is that network services, such as address allocation pursuant to 

DHCP, which in the usual network are provided by a single central location, continue to 

be delivered to clients within a mobile subpart of the larger network. An advantage of 

the instant invention is that clients that move out of a larger network continue to have 

access to services, such as DHCP, during the time the sub-part of the network is 

separated from the larger network. 

[25] In one embodiment, the invention consists of at least two structured mesh 

nodes; wherein each structured mesh node comprises at least a connectivity logic; an 

uplink radio operating on an uplink frequency and a downlink radio operating on a 

downlink frequency; wherein the connectivity logic determines whether each structured 

mesh node connects with an external network or another node using its uplink radio and 

client devices or other mesh nodes connect to each node using each node's downlink 

radio; wherein the structured mesh network functions in two configurations selected 

depending on whether a connection to an external network is present; in the first 

connected configuration the structured mesh network includes at least one structured 

mesh node's uplink radio comprises a connection to an external network; and in the 
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second isolated configuration none of the structured mesh nodes' uplink radio 

comprises a connection to an external network, and one of the structured mesh nodes 

acts as an isolated network root of the isolated configuration and all remaining nodes' 

connect to the isolated network root node as isolated root children nodes forming a tree­

like configuration. 

BRIEF DESCRIPTION OF DRAWING 

[26] The invention together with the above and other objects and advantages 

will be best understood from the following detailed description of the preferred 

embodiment of the invention shown in the accompanying drawings, wherein: 

[27] FIG. 1 (a) depicts a prior art mesh network; 

[28] FIG. 1 (b) depicts a mesh network featuring a dual-radio backhaul or relay 

pursuant to the instant invention; 

[29] FIG. 2 depicts a prior-art wired stack of network switches; 

[30] FIG. 3 depicts an embodiment of the instant invention comprising three 

sub-networks featuring the mesh structure of the instant invention; 

[31] FIG. 4 depicts an embodiment of the instant invention comprising two sub-

networks featuring the mesh structure of the instant invention; 

[32] FIG. 5 depicts an embodiment of the instant invention comprising one 

overall network featuring the mesh structure of the instant invention; 

[33] FIG. 6 depicts two configurations of an embodiment of the instant 

invention; 

[34] FIG. 7 depicts two configurations of an embodiment of the instant 

invention; 

[35] FIG. 8 depicts two configurations of an embodiment of the instant 

invention; and 

[36] FIG. 9 shows a summary of the operation of a distributed DHCP service 

pursuant to the instant invention. 

DETAILED DESCRIPTION OF THE INVENTION 
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[37] The foregoing summary, as well as the following detailed description of 

certain embodiments of the present invention, will be better understood when read in 

conjunction with the appended drawings. 

[38] In some embodiments of the instant invention, the inter-access point 

communication occurs using agreed-upon wireless communication protocols, but a 

mesh may employ any communications means, wired or wireless. Further, one or more 

of the access points may be connected to an external network whereby client devices in 

communication with the mesh are capable of accessing the same external network. 

[39] Depicted in FIG. 1 (B) and in FIG. 2 are two examples of mesh networks 

featuring links to an external network. Turning first to FIG. 1 (B), depicted there are 

three nodes 145, 155, 165, wherein each node comprises an uplink connection and a 

downlink connection. Each node is considered an access point or "AP," and each node 

is physically identical, in one embodiment. For example, the top-most or root node 145 

includes an uplink connection 144 and a downlink 133. 

[40] The root node 145 comprises an uplink 144 to an external network 108. A 

downlink wireless connection 135 on the root node 145, connects the root node 145 to 

its immediate child node 155. Inasmuch as the root node 145 includes a connection to 

both its child node 155 and the remaining descendant nodes in the mesh (nodes 155 

and 165). Combined with a connection the external network 108, the root node 145 is 

considered a full functionality root (or FFR) node. (If the root node 145 did not include a 

connection to the external network 108, it would be considered a limited functionality 

root (or LFR) node.) 

[41] The downlink wireless connections 135 on the three nodes depicted in 

FIG. 1 (b) employ distinct frequencies for transmission or transmission channels. The 

downlink on the root node 145 employs channel "ChX." In turn, the uplink on the first 

child node 155 employs "ChX" to communicate with the root node 145. In turn, the first 

child node 155 uses a different frequency or channel "ChY" to communicate with its 

immediate child node 165. The child node 165 uses the same ChY channel on its 

uplink so as to be able to communicate with its parent node 155. Finally, the child node 

165 uses a third channel "ChZ" to communicate with any one or more nodes 

downstream (not pictured). 
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[42] Each node connects with one or more client devices 156 wherein the 

client devices use the downlink radio on each node to communicate with the node. 

Therefore, the client 156 of node 155 communicates with node 155 using ChY. The 

client of node 165 communicates with node 165 employing ChZ. 

[43] Inasmuch as the child nodes 155 and 165 are able to communicate with 

the external network through the root node 145, these nodes are considered full 

functionality nodes (or FFN). Conversely, if the link 144 to the external network 108 

was unavailable the child nodes would be considered limited functionality nodes (or 

LFN). 

[44] The benefit of the design of FIG 1 (b) stems from the structural division of 

communications between distinct devices. For example, a client 156 of a node 165 will 

not interfere with a client 156 of a different node, such as node 155. Inasmuch as 

channels ChX, ChY, and ChZ are selected so as to limit interference between these 

nearby frequencies, the wireless system divides clients of different nodes into different 

domains. This is the benefit of the instant invention whose system acts as much as the 

wired switch stack depicted in FIG. 2. 

[45] The structured approach of the instant invention may be implemented 

using any number of strategies. In the case of fixed-point wireless access points, the 

network channel assignments may be managed manually so as to create the separation 

of network domains discussed herein. However, an entirely different approach is 

required when dealing with mobile access points. In these instances, the mesh network 

must be capable of both maintaining the structure described above as well as 

accommodating movement of constituent access points and client devices. 

[46] Wireless mesh networks must be able to maintain the overall structure 

while accommodating change over time. The movement of a node, or set of nodes, 

may result in status changes for the moved nodes. For instance, when a node is 

communicating with an external network, its status is that of a full functionality node, or 

a full functionality root node. However, this node may move away from the external 

network link, loosing communications with same. The invention enables the remaining 

structured to realign and compensate for the loss of the node. The transient node is 

reconfigured to reflect its new status and a new position. 
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[4 7] The instant invention is a mesh network undergoing configuration 

changes. The mesh network starts in a first configuration and then enters a second 

configuration upon the occurrence of one or more events. A series of changes to the 

network may define overlapping sets of changing configurations. For example, if in an 

established mesh network, one node moves away from the network, and then returns to 

the mesh, the network has gone through a plurality of status changes. 

[48] As depicted in FIG. 1 (B), the mesh network contains a link 144 to the 

external network 108. Such a network is considered "grounded" in that the network 

includes external access. The external network link 144 need not be a physical 

grounding, and may be accomplished through a wireless connection. Inasmuch as all 

the nodes 145, 155, 165, in FIG. 1 (b) include a connection to the external network 108 

these nodes are all considered grounded. In other words, while nodes 155 and 165 are 

embedded within the network such that the node 145 is intermediate the nodes 155 and 

165 and the external network, nonetheless, all nodes are grounded to the network 108 

simultaneously. If another node (not pictured) was not in communication with the 

external network 108 it would be considered a floating node or an isolated node. 

[49] Turning now to FIG. 3, depicted therein is an array of several access 

points having different connectivity status and therefore different roles. For example, 

one node 350 is connected to an external network 108 using a link 351. The link may 

employ any one of several network connectivity methods, including a wired Ethernet 

link, a satellite link, or a radio-based wireless link such as wifi or wimax. Inasmuch as 

node 350 is directly connected to the external link it is considered a full functionality 

node. Further, inasmuch as it is not connected to another node on its uplink, the node 

350 is a root node. Combining the two node statuses, node 350 is a full functionality 

root node or FFR. On the downlink side of the FFR node 350, one client device 340, 

shown as a phone, is communicating with the FFR node 350. Given the client device 

340 association with a FFR node 350, this client device 340 is able to communicate with 

the external network 108. 

[50] FIG. 3 also depicts three other networks 310, 320, and 330. These 

remaining networks do not have a connection to the external network 108 and therefore 

are considered to be floating networks or isolated networks. Networks 310 and 320 
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consist of single nodes 311 not associated with other nodes. Inasmuch as nodes 

comprising networks 310, 320, and 330 lack a connection to the external network 108, 

these nodes are considered limited functionality nodes. Clients of the limited 

functionality nodes, such as the client device 313 of the limited functionality node 311, 

do not have access to the external network 108. 

[51] Nodes comprising floating networks may form sub-networks between 

proximate nodes. In sub-network 330, one node 361 acts as a root node and is 

associated with two client nodes 363 and 365. The three nodes 361, 363, and 365, are 

able to communicate with one another. Therefore, the clients 364 associated with these 

three nodes are able to communicate with one another despite the lack of a connection 

to an external network 108 and the services available on the external network. 

[52] As shown in FIG. 3 both the grounded network 309 and the floating or 

isolated networks 310, 320, 330 share a common tree-like structure in that both types of 

networks encompass nodes with at least one node being a root node for all networks 

having more than one node. The roles and labels applied to each type of node are 

important to the functioning of an embodiment of the invention described below. 

[53] Inasmuch as the mesh nodes described by the instant invention comprise 

mobile nodes, one of the possible status changes is the establishment of 

communication between an isolated node, which would be a limited functionality node, 

with a grounded full functionality node. 

Joining of Isolated Nodes to Grounded Nodes 

[54] As shown in FIG. 3, isolated nodes 311 lack a connection to the external 

network 108. However, full network functionality is achieved through connection to the 

external network 108. In some embodiments of the invention, limited functionality 

nodes, such as nodes 311 will continuously scan to evaluate whether a connection to a 

full functionality node, such as node 350, is available. In other embodiments, the nodes 

do not focus on connection to a full-functionality node, inasmuch as the connection logic 

within the nodes 311 is programmed to follow a different set of policies. For example, 

limited functionality nodes may scan in an attempt to connect with other limited 

functionality nodes and/or full functionality nodes. In sub-networks comprising more 

than one node, such as sub network 330, the connection logic of each node is set to 
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search for connections to other nodes thereby increasing the area where a connection 

may be found. 

[55] Pursuant to a searching directive, networks 310 and 320 coalesce by 

establishing a link between their two limited functionality nodes 311. Further, the 

expanded network, may in turn establish a connection with the full functionality node 

350. This expanded network is depicted in FIG. 4. 

[56] Turning now to FIG. 4, the grounded network, previously consisting of only 

one node 350 currently includes the full function root 350 as well as the sub-network 

410 comprising nodes 411. The nodes 411 are considered full function nodes 411 

inasmuch as these nodes, and the nodes' respective clients, are now connected to the 

external network 108. The external network is accessible through the connection 420 

between one of the full function nodes 411 and the full function root node 350. The 

clients of the full function nodes 411 may continue to communicate within the sub­

network 410 or exchange information with the external network 108 using the 

connection 420 to the full function root node 350 which in turn is connected to the 

external network 108. 

[57] Also depicted in FIG. 4 is a second isolated network 430. This second 

isolated network 430 is unable to establish communication with any full function nodes. 

Therefore, the clients associated with nodes participating in the sub-network 430 are 

only able to communicate within the sub-network 430. However, this embodiment of the 

instant invention provides a means for dividing network traffic into sub-domains given 

that communications between the clients of the sub-network occur independently of the 

status of the full function nodes. 

[58] In one embodiment, the limited functionality nodes of the sub-network 430 

continuously scan in an attempt to establish connectivity between the limited 

functionality nodes and a full functionality node. For example, node 461 continues to 

scan for any full-functionality nodes nearby using its uplink and downlink radios. 

[59] Turning now to FIG. 5, depicted there is a change of configuration of the 

system wherein the node 461 establishes a communication link 520 with a full­

functionality node 411. Upon the establishment of the link 520, the node 461 becomes 

a full functionality node inasmuch as the node is now able to communicate with an 
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external network 108. All nodes in the newly established network 510 have become full 

function nodes inasmuch as every node in the network 510 is connected to the external 

network 108 through the full function root node 550. 

[60] The network transformations depicted in FIGS. 3 to 5 are driven by policy 

directives within each network node. A network node comprises connectivity logic 

which allows the node to react to similar environmental circumstances in different ways 

depending on the policy directives set as part of the initialization process of the 

connectivity logic. For instance, in FIG. 4, one of the nodes 411 established a link 420 

to the full functionality root 350 inasmuch as the connectivity logic on the node 411 

instructed the node to search for opportunities to connect to full functionality nodes. 

The initialization procedure is discussed below. 

Initialization of Nodes 

[61] In one embodiment of the invented system, the directives for each node 

are set using a policy server during a node initialization step. As part of the node 

initialization, the policy server directs the node to take on one or a plurality of roles. For 

example, the node may be instructed to continuously look for a full functionality node 

(either a root or another node). Conversely, the node may be instructed to follow a 

radio silence policy where it specifically avoids contact with other nodes. For purposes 

of illustration, the embodiments described herein generally seek out other networks to 

increase network coverage by establishing connections between limited functionality 

and full functionality nodes. In light of the type of mission to served by the mesh being 

initialized, the policy directive may involve any one of several alternative instructions. 

[62] The invention provides several methods of joining sub-networks, wherein 

the sub-networks are either grounded (connected to an external network) or floating 

(isolated from an external network). FIGS. 6 to 8 describe algorithms for connecting 

various types of networks. 

Joining of Sub-Networks 

[63] Turning now to FIG. 6, described therein are three sub-networks 610, 620, 

and 630. Sub-network 610 comprises a root node 611 and three child nodes 612, 613, 

and 614 connected to the root node 611. At a first time interval 6000 shown in FIG. 6, 

node 613 is establishing a link 625 with a node 621 of another sub network 620. At time 
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interval 6000, the nodes of sub-network 610 are limited functionality nodes inasmuch as 

the nodes contain connections to each other, but not an external network (not shown). 

The second sub-network 620, however, includes a full functionality node 621 which is in 

communication with a full function node or the full function root (not shown). 

[64] A second time Interval 6100 shown in FIG. 6 occurs following the 

establishment of the link 625. The node 613 has successfully established a stable link 

626 with the node 621. The resulting network 630 now features full functionality nodes 

inasmuch as each node include a connection to the full functionality root (not shown) 

through the full functionality node 621. Node 611 functioned as a limited functionality 

root at the first time interval 6000 inasmuch nodes 612 and 613 were in communication 

with it. However, at the second time interval 6100, node 611 lost its status as a root 

given that its traffic now reaches the destination through another node 613. The loss of 

the root node role by node 611 was caused by the fact that one of a child node 613 

detected the full function node 621. 

[65] While channel management policies (described below) ensure that the 

joining of the networks 610 and 620 is possible, it may be preferred to allow only the 

limited functionality root node 611 to initiate the connection with the full function node 

621. If the limited function root node 611 initiates the connection 626, the structure of 

the sub network 610 need not change logical structure. While the limited functionality 

root node 611 would cease to operate as a root node 611 upon connection with the full 

functionality node 621, no structural changes are necessary to the sub-network 610. 

[66] Consequently, in some embodiments of the invention, one of the policy 

directives set during the initialization of the nodes is to limit scanning for full function 

nodes to solely the roots of each floating or isolated network. 

[67] FIGS. 7 and 8 demonstrate embodiments of the invention wherein joining 

of networks requires the resolution of several conflicts prior to the joining of several sub­

networks. 

[68] Turning first to FIG. 7, depicted there at a time interval 7000 are two sub­

networks 710 and 720. Sub-network 715 is traveling in the Northeast direction 715. 

Sub-network 720 is also traveling in the Northeast direction 725. Node 721 of sub­

network 720 is a limited functionality root. Node 711 of sub-network 710 is a limited 
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functionality node which connects through its uplink to another limited functionality root 

(not shown) upstream 727 from node 711. 

[69] If the policy directive instilled in the node 721 is to join with any new nodes 

detected, even if the new node is a limited functionality one, then node 721 would have 

to give up its status as a root node upon connecting to the detected node. In the 

embodiment shown in FIG. 7, at time interval 7100, node 721 establishes a link 735 with 

the node 711. Inasmuch as the node 721 is now connected with another node 711, the 

node 721 ceases to be a root node. 

[70] In the embodiment shown in FIG. 7, the nodes comprising the two sub-

networks 710 and 720 are aware of the direction of travel of the two nodes. Inasmuch 

as node 721 realizes that node 711 is ahead of node 721, node 721 considers itself to 

be "downstream" in the direction of travel from node 711. Consequently, in connecting 

with node 711, node 721 relinquished its status as a root node and instead became a 

standard limited function node. The resulting network 730 shown at time interval 7100 

continues to travel in the same Northeastern direction 739 with a single limited 

functionality root node (not shown). 

[71] As is shown in FIG. 7, in some embodiments of the invention, the nodes 

comprising the mesh network or sub-networks contain movement-detection means. In 

one embodiment, the movement detection means comprises a GPS sensor, however, 

other methods, such as radio signal triangulation of cellular telephone signals may be 

used. The nodes comprising the mesh network shown in FIG. 7 exchange with each 

other each node's current position as well as each node's direction of travel so as to be 

able to determine which node is downstream of which node. 

[72] Turning now to FIG. 8, depicted therein are two time intervals 8000 and 

8100. At time interval 8000, two sub-networks 810 and 820 are separated from one 

another. Sub-network 820 comprises four nodes 821, 822, 823, 824 with one node 821 

being the root. Conversely, sub-network 810 comprises two nodes 811 and 812 

wherein node 811 is the root. Inasmuch as neither sub-network includes a connection 

to an external network (not shown), both networks are floating networks and all nodes 

comprising the networks are limited functionality nodes. 
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[73] At point 8000, root node 821 detects root node 811 by a running a scan 

825. Simultaneously, root node 811 detects root node 821 by operating a scan 815. 

Before the two sub networks may join together, one of the nodes must relinquish its role 

as a root node. In FIG. 7, the decision as to which node will become the root node was 

determined by the direction of travel of each sub network. In the embodiment shown in 

FIG. 8, the sub networks are not aware of their respective directions of travel. 

Therefore, the choice of a new root node must be made using a conflict resolution 

policy. 

[74] Several alternative policies may be implemented to determine which node 

should relinquish its role. For example, the root node of the larger network (node 821) 

could be allowed to remain the root node pursuant to one policy. In another tie-breaker 

policy directive, a root node is chosen randomly. Depending on the embodiment of the 

invention involved in the conflict, it may be decided that the root node closest to the 

external network maintains its status. This "geographic proximity" policy requires nodes 

to contain means of detecting geographic position as well as being provided the last 

known position of a full function node (i.e. a node with a connection to an external 

network). Another tie-breaker policy may factor which node is farther downstream, as 

was the case in FIG. 7. 

[75] Other reasons to select a root node relate to the data traffic found on both 

sub-networks. In one traffic-based method, the root node traversed by more traffic is 

allowed to keep its status. Alternate traffic-based analysis methods compare the 

properties of the several possible resulting networks. For example, in one method, a 

root node is chosen such that the resulting network's traffic must traverse the fewest 

number of nodes in order to reach its destination. Minimizing the number of access 

points that must be traversed for traffic to reach destinations results in improved 

performance of the network. In terms of performance, the root may also be chosen 

such that the resulting network features maximum bandwidth or minimum delay of traffic 

due to signal loss Uitter). Another approach seeks to minimize the latency of the 

resulting network. 

[76] Any one of the above policies is employed to achieve the performance 

goals of a given mesh network implementation. 
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[77] In FIG. 8, the policies of the root nodes 821 and 811 resulted in the 

selection of node 811 as the root node. Therefore a new connection 835 was 

established at time interval 8100 and the node 821 ceased to be a root node but instead 

became a standard node. Node 811 remained the root node and at time interval 8100 

became the root node of a new combined network 830. 

Provision of Network Services 

[78] Network devices generally rely on one or more services provided by one 

or more servers connected to the network used by the network devices. For example, 

in order for network client devices to communicate with each other and with the nodes, 

each client device and each node must be assigned an identifier, such as an IP 

address. While it is possible to manually assign IP addresses to devices, this manual 

apportionment of addresses creates significant overhead in that each device must be 

tracked and its IP address assignment recorded so as to ensure that no two devices are 

assigned the same IP address. 

[79] In order to avoid manual assignments of addresses, wired networks 

employ network-wide services such as a Dynamic Host Configuration Protocol server, 

(hereinafter "DHCP") to assign IP addresses to clients. In an embodiment of the 

invention, only one DHCP server exists in a network to ensure that no IP conflicts are 

created. While wired networks may employ a single DHCP server, isolated networks 

have no access to this single server. Therefore each isolated network node servicing 

clients according to the instant invention will include its own DHCP server. 

[80] When previously-isolated sub-networks establish network connectivity for 

the first time, there is a possibility of IP address conflicts between the client devices, 

especially if the nodes rely on a conventional DHCP server. An enhanced DHCP server 

is discussed infra. A conventional DHCP server may have previously assigned 

addresses to clients in either cluster, and inadvertently assigned redundant addresses. 

To avoid this problem, a means for assigning IP address is disclosed infra for the 

distributed DHCP server capability in network nodes according to this invention. 

[81] While an IP address conflict may be resolved through arbitration, 

prevention of address conflicts is preferable. An approach to reducing the probability of 

a conflict to less than 1 in 215 is described. Note that the same approach may be used 
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to reduce the probability even further to 1 in 232 or lower. Further, the approach is 

applicable to any device network identification scheme, such as IPv4 or IPv6. 

[82] The reduction in the probability of a conflict is accomplished by splitting up 

or otherwise separating the IP domains in an autonomous and randomized manner 

such that each mesh node has a range of IP addresses that it can freely assign to 

clients with de minimis risk of IP conflicts occurring. Each mesh node randomly selects 

a DHCP range to assign client addresses. As part of the process of discovering and 

connecting with new network nodes, this DHCP range is broadcast in a special 

information packet to other nodes when the node is scanning to join other nodes. If 

there is a conflict in the range, it is resolved by one node selecting a new DHCP 

address range, a random number range set is selected and tie breaker functions are 

employed all before the nodes become part of the same network. This pre-emptive 

measure is a means to ensure minimal disruption of client services. 

[83] IPv4 addresses assigned by DHCP servers take the form A.X.Y.K. 

wherein each number is an integer from 0 to 255. Let A arbitrarily be set based on a 

customer identifier for the mesh network layout. K is chosen as an identifier for a client 

attached to the network node. Therefore, each client of a single node will share the 

same first three digits of an IP address, with the last digit "K" being incremented for 

each client device connected to a single node. 

[84] With A and K selected, X and Y combinations provide a total of 2*16 

integers or 232 possibilities. This amounts to over 65,336 network nodes coexisting in 

the same place each with up to 255 clients each with no inherent IP conflicts. 

[85] Let us assume that a 15 bit random number generator is used to generate 

the values for X and Y at each isolated network node. Sections of the random number 

may be used to set the values for X and Y for the DHCP server at each node. Let M 

and N be the decimal equivalent of the 7 MSB and 8 LSB of the 15 bit random number. 

The DHCP address space is then: 

A.[255-M].N.0 to A.[255-M].N.254 where 0<=M<=127 and 0<=N<=255 
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[86] This allows for a network of up to 32768 network nodes with distributed 

DHCP capability - each of them having up to 255 clients each. 

[87] The improved DHCP server is summarized in FIG. 9. 

Channel Management 

[88] As shown in FIG. 1 (b), the mesh nodes follow the switch-stack approach 

of FIG. 2 inasmuch as FIG. 1 (b) nodes utilize a separate uplink and downlink 

communications means. In case of wireless nodes, each uplink and downlink 

communication means comprises a wireless radio wherein the frequency or channel of 

each respective radio is distinct and therefore non-conflicting. Every backhaul radio is 

on a different, non-interfering channel creating independent subnets which split the 

larger mesh into successive sub-domains. 

[89] The downlink and uplink frequency selections create relationships 

between nodes. For example, in FIG. 6, at time interval 6000, node 611 is the root 

node with nodes 612 and 613 being its immediate children. Inasmuch as node 611 is a 

wireless node it uses two frequencies, an uplink frequency and a downlink frequency. 

The uplink frequency on node 611 is not being used for communication inasmuch as 

node 611, being a root, is not connected to another node above it. However, the 

separate downlink frequency is being used to communicate with both children nodes 

612 and 613. Node 613 is shown extending a scan 625 searching for another node, via 

the uplink of node 613. 

[90] The joining of two previously separated networks, as is shown in FIG. 6, 7, 

and 8, may create channel conflicts within the resulting network inasmuch as previous 

child-root relationships may be disrupted. An example of a disrupted relationship is 

shown in FIG. 6 at time interval 6100 wherein the node 611 became a child node of 

node 613 while at the prior time interval 6000 the node 611 had been a parent of node 

613. 

[91] In order to facilitate the transition between node statuses, the instant 

invention applies a series of policies which are introduced into each node during the 

mesh initialization step described above. In other embodiments, the merging conflict 

resolution policies are updated regularly during mesh deployment. Regardless of the 

way in which the policies are introduced, the policies must be able to accommodate any 
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number of possible network join events. FIG. 6-8 demonstrated only a few possible join 

scenarios. Consequently, the conflict resolutions must not be exceedingly strict. 

[92] In some embodiments, one of the goals of the conflict resolution policies is 

to decrease the number of channel changes necessary upon joining of networks. For 

example, in FIG. 7, node 721 uses its otherwise unoccupied uplink to detect node 711 

at time interval 7000. In establishing a connection 735 between the uplink of node 721 

and the downlink of node 711, the uplink node 721 changed the node 721 uplink 

channel to match the downlink channel of node 711. This channel switch was the only 

change of channel necessary to bring the two networks together. At time 7100, the 

uplink channel of node 721 was non-conflicting with the downlink channel of node 721. 

In one embodiment, one of the policies of joining stored in the nodes is to accept a 

partial channel conflict upon joining so as to minimize cascading channel changes. 

[93] The more common circumstance is that a node other than a root is the 

one that establishes a new connection. In such instances, more than one channel 

change may be required. The invented system therefore comprises several methods of 

changing channels. 

The Least Ripple Match 

[94] One approach to changing channels is minimizing the number of channel 

changes within the mesh needed to maintain separation. For example, in FIG. 6, the 

establishment of a network link 626 between node 613 and 621 forces node 613 to 

adopt as node 613 uplink frequency the downlink frequency of node 621. If node 613 

has to change its uplink frequency, then the connection to node 611 would be 

terminated, unless node 611 also changes its downlink frequency accordingly. 

However, changing the downlink frequency of node 611 would force a change of 

frequencies by node 612. Consequently, changing the frequency by node 613 results in 

at least three changes of frequencies. This number of frequency changes is 

unfavorable inasmuch as any client devices in communication with nodes 611, 612, and 

613 would also have to change communication frequencies and may temporarily loose 

a connection. 

[95] The alternative scenario at time interval 6000 is for node 613 to maintain 

its uplink frequency and for node 621 to change its downlink frequency. If node 621 
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changes its downlink frequency to match the uplink frequency of node 613, then at time 

6100 the link 626 may be established. However, the link was established with only a 

single frequency change - the change of the node 621 downlink frequency to match 

that of the node 613 uplink. 

[96] The second scenario described above results in the fewest changes and 

consequently would be the one adopted by the system in one embodiment wherein 

joining of networks is to occur with the fewest changes. The nodes comprising the 

mesh are able to keep track of the frequencies of nodes participating in the mesh so as 

to be able to calculate the number of changes necessary in an expedient manner. 

[97] In some embodiments the mesh network nodes calculate all possible 

changes necessary and select the alternate with the fewest changes required. In other 

embodiments, the mesh network selects a scenario resulting in an acceptable local 

minimum number of channel changes. 

[98] Further, while in FIG. 6, solely node 613 detected the presence of node 

621 using its scan 625, some of the frequency adjustments may have been avoided if 

node 611, the limited functionality root, had been the one to connect with node 621. 

Consequently, in some embodiments of the invention, only unused uplinks on roots 

nodes are used for scanning for new connections. However, the networks are most 

likely to join together if all the nodes are scanning for possible neighbor nodes within 

range. 

Local Optimization 

[99] In some embodiments of the invention, each node determines locally as to 

whether to change frequencies upon joining with another node. In this default 

environment, no frequencies are set aside and each node attempts to determine which 

channel change results in the best local outcome. 

[100] The software for making autonomous choices for each node is described 

in applicant's earlier patent application US Application No. 10/434,948 filed on May 8, 

2003, now US Patent No. 7,420,952, whose contents are incorporated by reference. As 

described in that earlier application, the autonomous choices are designed to fulfill one 

or more local efficiency goals. 
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[101] The first goal is to ensure that there is sufficient channel separation 

between uplink and downlink radios on the local node to ensure adequate adjacent 

channel separation. Channel separation is considered sufficient when the frequencies 

of one channel are so different as to result in no interference with the transmissions on 

another frequency. 

[102] Second, each node seeks to limit ripple effects caused by changing an 

uplink or downlink frequency where the local node is connected to other nodes either on 

the downlink side or the uplink side. If no conflict can be avoided, after a scan of the 

environment, downlink channels are selected based on the least congested channel 

that also satisfies conditions for channel separation between uplink and downlink. 

[103] The alternative methods rely on specifying sets of channels to a node or 

groups of nodes. Internal channel sets are designed for communication between nodes 

while common sets are designed for communication with other networks. By assigning 

non-conflicting channels sets, sub network combinations can occur with less contention. 

Internal Channel Sets 

[104] A further approach to minimizing channel switches during joining of 

networks is to assign different channel subsets to each network during the initialization 

of the nodes which are predetermined to comprise a given network. 

[105] In some embodiments, the mesh member nodes are allowed to change 

membership as the physical position of each member node changes. In other 

embodiments, the member nodes stay within one general group, forming a substantially 

permanent sub network. While the sub network may be mobile, the member nodes 

comprising the mesh remain constant. 

[106] Given a circumstance where the sub networks have at least partially 

permanent membership, certain channels are dedicated for use by a particular sub 

network or a plurality of sub networks, and no other sub network within the area. 

Consequently, upon joining of several sub networks, the sub networks do not suffer 

from internal conflicts, but must only negotiate frequencies to facilitate inter-sub-network 

communication. 

Use of Common Channel Sets 
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[107] A further addition to methodology is to dedicate certain frequencies to act 

as joining frequencies dedicated to serve as the uplink channels of root nodes and the 

downlink channels of leaf nodes of the tree. In other words, the leaf nodes use special 

downlink frequencies if no other node is connected on the downlink frequency. By 

employing the common channels, two networks are able to join together while leaving 

channel assignments inside the network constant. 

[108] For example, in FIG. 7, each sub network 710 and 720 may represent a 

single convoy of military trucks. In some embodiments, the convoys are physically 

designed to meet only at the head and the tail, much like the joining of train carriages. 

Consequently, there is never any intermixing of the access points within the sub 

networks, only on the boundary access points. 

[109] If the two sub-networks had previously dedicated a set of one or more 

frequencies to be the "common" frequencies not used internally within each network, 

then the two networks may now join with no frequency changes for connections within 

each network. The joining of node 721 and 711, forming a new link 735 will use the 

common frequency. By definition, the common frequency does not interfere with the 

frequencies used internally within each network. Inasmuch as the two networks do not 

intermix, the internal frequencies used by each network are arbitrary. Even if the 

internal frequencies of sub networks 720 and 710 are identical, no interference will 

occur since frequencies different from those used internally in either sub network will be 

used for joining, The sole point of communication between the two networks is the new 

link 735 which may adopt the common frequency for communications between the two 

networks without any internal frequency reassignments. 

Joining Using Underutilized Frequencies 

[11 0] An additional means for facilitating network combinations is to include the 

capability to operate in more than one frequency range. For example, if two nodes have 

detected one another, the nodes may exchange radio capability information prior to 

establishing a permanent link. Upon exchanging capabilities information, the nodes 

may detect that each node includes the capability to broadcast in frequencies beyond 

the usual frequencies used within the network. Consequently, joining on this previously 
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unexploited frequency range virtually guarantees a network join without having channel 

changes propagated within each sub network. 

[111] For example, in FIG. 7, in one embodiment, nodes comprising the sub 

network 720 all communicate in various frequencies in and around 2.4GHz. Similarly, 

sub network 710 uses a similar set of frequencies in and around 2.4GHz. The 2.4GHz 

frequencies were chosen for the two sub networks to accommodate the client devices 

within each sub-network. However, for the communication between the two nodes, 

node 721 and node 711 may adopt a completely different range. In one embodiment, 

node 711 being the tail node, and node 721 being the root node, include an additional 

5GHz communication capability which can be accomplished with multiple frequency 

range radios and wideband antennas, or by including additional radios and/or 

antennas .. Consequently, the two nodes 721 and 711 are able to establish a link 735 

without any chance of interference with the respective internal links within each sub­

network. 

[112] Each node contains connectivity logic which allows the node to adopt one 

or more of the above-described contention resolution policies. Further, the connectivity 

logic is designed to update the list of possible alternate policies which may be applied 

by individual nodes separately, or in unison. Each policy is activated depending on the 

environmental circumstances encountered by each mesh network. For example, in the 

event that the mesh networks are deployed as part of a structured convoy, certain 

policies are more applicable than others (as described above). Upon the joining of two 

networks together, the connectivity logic of each constituent node may be updated to 

reflect the common network created by the nodes. 

[113] To the extent that the figures illustrate diagrams of the functional blocks of 

various embodiments, the functional blocks are not necessarily indicative of the division 

between hardware circuitry. Thus, for example, one or more of the functional blocks 

(e.g. processors or memories) may be implemented in a single piece of hardware (e.g. 

a general purpose signal processor or a block of random access memory, hard disk or 

the like). Similarly, the programs may be stand-alone programs, may be incorporated 

as subroutines in an operating system, may be functions in an installed software 
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package, and the like. It should be understood that the various embodiments are not 

limited to the arrangements and instrumentality shown in the drawings. 

[114] It is to be understood that the above description is intended to be 

illustrative, and not restrictive. For example, the above-described embodiments (and/or 

aspects thereof) may be used in combination with each other. In addition, many 

modifications may be made to adapt a particular situation or material to the teachings of 

the invention without departing from its scope. While the dimensions and types of 

materials described herein are intended to define the parameters of the invention, they 

are by no means limiting, but are instead are exemplary embodiments. Many other 

embodiments will be apparent to those of skill in the art upon reviewing the above 

description. The scope of the invention should, therefore, be determined with reference 

to the appended claims, along with the full scope of equivalents to which such claims 

are entitled. In the appended claims, the terms "including" and" in which" are used as 

the plain-English equivalents of the terms "comprising" and "wherein." Moreover, in the 

following claims, the terms "first," "second," and "third," are used merely as labels, and 

are not intended to impose numerical requirements on their objects. Further, the 

limitations of the following claims are not written in means-plus-function format and are 

not intended to be interpreted based on 35 U.S.C. § 112, sixth paragraph, unless and 

until such claim limitations expressly use the phrase "means for" followed by a 

statement of function void of further structure. 
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CLAIMS 

The embodiment of the invention in which an exclusive property or privilege is 

claimed is defined as follows: 

1. A structured mesh network capable of isolated operation, comprising: 

at least two structured mesh nodes; wherein each structured mesh node comprises at 

least a connectivity logic; an uplink radio operating on an uplink frequency and a 

downlink radio operating on a downlink frequency; wherein the connectivity logic 

determines whether each structured mesh node connects with an external network or 

another node using its uplink radio and client devices or other mesh nodes connect to 

each node using each node's downlink radio; wherein the structured mesh network 

functions in two configurations selected depending on whether a connection to an 

external network is present; 

in the first connected configuration the structured mesh network includes at least one 

structured mesh node's uplink radio comprises a connection to an external network; and 

in the second isolated configuration none of the structured mesh nodes' uplink radio 

comprises a connection to an external network, and one of the structured mesh nodes 

acts as an isolated network root of the isolated configuration and all remaining nodes' 

connect to the isolated network root node as isolated root children nodes forming a tree­

like configuration. 

2. The structured mesh network of claim 1 wherein the connectivity logic 

contained by the nodes realigns connections between the nodes upon loss of an 

external connection to form the isolated configuration. 
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3. The structured mesh network of claim 2 wherein the connectivity logic 

contained by the nodes designates the node which in the first configuration connected 

to the external network as the isolated configuration root node. 

4. The structured mesh network of claim 2 wherein the connectivity logic 

contained by the nodes designates the node which in the first configuration passed the 

most traffic as the isolated configuration root node. 

5. The structured mesh network of claim 2 wherein the connectivity logic 

contained by the nodes selects the isolated configuration root node such that the 

resulting network's traffic traverses a minimal number of nodes. 

6. The structured mesh network of claim 2 wherein the connectivity logic 

contained by the nodes selects the isolated configuration root node such that the 

isolated configuration root node is the most proximate to an external network connection 

point. 

7. The structured mesh network of claim 2 wherein the connectivity logic 

contained by the nodes selects the isolated configuration root node such that the 

resulting network's throughput is maximized. 

8. The structured mesh network of claim 2 wherein the connectivity logic 

contained by the nodes selects the isolated configuration root node such that the 

resulting network's latency is minimized. 

9. The structured mesh network of claim 1 wherein the connectivity logic 

contained by the nodes realigns connections between the nodes upon detection of an 

external network connection to form the connected configuration. 

10. The structured mesh network of claim 9 wherein solely the isolated 

network root node logic searches for the external network connection and establishes 

the external network connection. 
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11. The structured mesh network of claim 10 wherein the previously unused 

uplink radio of the isolated network root node is used to connect to the external network. 

12. The structured mesh network of claim 1 wherein a first mesh network in 

the isolated configuration comprises an isolated root node and one or more isolated 

children nodes and a second mesh network in the isolated configuration comprises and 

isolated root node and at least one or more isolated children nodes and at least one 

child node of the first network establishes communication with a child node of the 

second network, thereby triggering a realignment due to joining in both networks. 

13. The structured mesh network of claim 12 wherein as part of the 

realignment due to joining one of the isolated root nodes becomes an isolated network 

child node wherein the isolated root node of the smaller of the two networks becomes 

the child node. 

14. The structured mesh network of claim 12 wherein as part of the 

realignment due to joining one of the isolated root nodes becomes an isolated network 

child node wherein the selection of the new isolated root node is made on the basis of 

physical position and direction of travel of the two networks. 

15. The structured mesh network of claim 1 wherein a first mesh network in 

the isolated configuration comprises an isolated root node and one or more isolated 

children nodes and a second mesh network in the isolated configuration comprises an 

isolated root node and at least one or more isolated children nodes and the root node of 

the first network establishes communication with a child node of the second network, 

thereby the root node of the first network becomes a child node of the second network. 

16. The structured mesh network of claim 15 wherein the unused uplink radio 

on the root node of the first network is used to connect to the child node of the second 

network. 

17. The structured mesh network of claim 16 wherein solely the root node of 

the first network is able to connect to a child of the second network. 
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18. The structured mesh network of claim 1 wherein each network node 

further comprises a DHCP server used to assign addresses to client devices 

communicating with the node using the node's downlink radio. 

19. The structured mesh network of claim 18 wherein the DHCP server within 

each node assigns IP addresses to client devices containing one or more random 

numbers within the IP addresses. 

20. A multi-part mesh network comprising: 

a first mesh network and a second mesh network wherein each mesh network 

comprises: 

a) at least two structured mesh nodes; wherein each structured mesh node 

comprises at least a connectivity logic; an uplink radio operating on an uplink 

frequency and a downlink radio operating on a downlink frequency; wherein the 

connectivity logic determines whether each structured mesh node connects with 

an external network or another node using its uplink radio and client devices or 

other mesh nodes connect to each node using each node's downlink radio; 

wherein the structured mesh network functions in two configurations selected 

depending on whether a connection to an external network is present; 

b) in the first connected configuration the structured mesh network includes at least 

one structured mesh node's uplink radio comprises a connection to an external 

network; and 

c) in the second isolated configuration none of the structured mesh nodes' uplink 

radio comprises a connection to an external network, and one of the structured 

mesh nodes acts as an isolated network root of the isolated configuration and all 

remaining nodes' connect to the isolated network root node as isolated root 

children nodes forming a tree-like configuration; 

wherein a first set of frequencies, the first network frequencies, is used by the first 

network for communications between the nodes of the first network; a second set of 

frequencies, the common frequencies, is used for communications between the two 
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networks; and a third set of frequencies, the second network frequencies, is used for 

communications between the nodes of the second network; 

wherein each network is in the isolated configuration; and 

wherein initially no communication between the first network and the second network is 

occurring. 

21. The multi-part mesh network of claim 20 wherein the first set of 

frequencies and the third set of frequencies are mutually exclusive. 

22. The multi-part mesh network of claim 20 wherein upon establishment of 

new communication between a child node of the first network and a child node of the 

second network the isolated root node of either the first network or the second network 

becomes the root node of a resulting multi-part network. 

23. The multi-part mesh network of claim 22 wherein the connectivity logic of 

the root node of the root of the first network and the connectivity logic of the root of the 

second network select of the root node of the resulting multi-part network pursuant to a 

policy directive. 

24. The multi-part mesh network of claim 23 wherein the policy directive is 

based on the relative sizes of each network. 

25. The multi-part mesh network of claim 23 wherein the policy directive 

comprises a weighing of the direction of travel of each network and the position of each 

network. 

26. The multi-part mesh network of claim 23 wherein the policy directive 

comprises minimizing the latency of the resulting multi-part mesh network or maximizing 

the throughput of the multi-part network. 

27. The multi-part mesh network of claim 20 wherein upon establishment of 

new communication between the root node of the first network and a child node of the 
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second network the isolated root node of the first network becomes a child node of the 

second network. 

28. The multi-part mesh network of claim 27 wherein the unused uplink of the 

first network root node is used to communicate with the child node of the second 

network. 

29. The multi-part mesh network of claim 28 wherein solely the root node of 

the first network may connect to a node of the second network 

30. The multi-part mesh network of claim 20 wherein each network comprises 

one or more leaf nodes wherein leaf nodes are child nodes to which no other node 

communicates with using the leaf node's downlink radio, and the leaf nodes only 

attempt to connect using the common frequencies. 

31. The multi-part mesh network of claim 20 wherein the uplink radios of the 

root nodes of each network attempt to connect solely using the common frequencies. 

32. The structured mesh network of claim 20 wherein each network node 

further comprises a DHCP server used to assign addresses to client devices 

communicating with the node using the node's downlink radio. 

33. The structured mesh network of claim 33 wherein the DHCP server within 

each node assigns IP addresses to client devices containing one or more random 

numbers within the IP addresses. 
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ABSTRACT 

A structured wireless mesh network is disclosed where each node has separate 

uplink and downlink radios operating on different channels and a tree-like connection 

topology is formed. When a cluster of such nodes becomes isolated as in the case of a 

mobile mesh application, a node in the cluster according to this invention acts as a root 

node thus enabling the tree structure to persist, even in isolation. Example methods of 

joining sub networks are disclosed that guide the joining of mesh networks and channel 

management. Nodes that may operate in isolation also support a distributed DHCP 

capability such that IP addresses are assigned to clients even when a connection to a 

central DHCP server is unavailable. 
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