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(54) Title: MAIN SHAFT FIXTURE

(57) Abstract: A main shaft fixture (10) is disclosed for fixing in place a
main shatt (4) on a wind turbine during execution of installation and repair

work on the heavy parts of the wind turbine arranged in the nacelle of wind
turbines, where the fixture (10) is divided up into a number of sections for

il

mounting on stable structural parts (2) that are found in a wind turbine's na-

celle, including the nacelle's bottom frame (2). The main shatt tixture (10)

© comprises adjustable pressure mandrels (18) with tap shoes (20), which
cause the fixture 10 to be usable regardless of the geometry of the main shaft
(4) on a wind turbine, and such that it can be mounted without fixing the ro-

tor (8). The main shaft fixture (10) also comprises facilities (40) for the

mounting of a lightweight crane (12) and a self-hoisting crane (14) with a
ground- based winch, respectively, as well as a rotor lock (24), which in
combination with the actuators (36) belonging to main shaft fixture (10)
between the main shaft fixture (10) and the bottom frame (2) makes it pos-
sible to displace the main shatt (4) and the main shatt bearing (38) vertically
from its bearing in the nacelle sufficiently to service or replace the bearing.
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TITLE: MAIN SHAFT FIXTURE

The present invention relates to a main shalt fixiure for the fixing of 2 main
shaft on a wind turbine during the execution of instaliation and repair work in
heavy parts of g wind turbine arranged in 3 nacelle on wind turbines, with the
fixture being divided up into a number of sections for installation on stable

structural parts in a nacelle in a wind turbine, including the nacelie’s bottom frame.

During the execution of installation and repair work on the nacelie of wind
twrbines there is often a need to perform fixing of the wind turbine's main shaft, for
example with the replacement and servicing of a wind turbine's gear box,
generator or with the replacement of its main bearing, or other heavy structural
parls presant in the nacelle of a wind twrhine. The stated components, which are
mutually conjoined and anchored to the nacelie’s bottom frame, are stable in an
assembled state, but whan separation needs to be underiaken during repairs and
servicing of the turbine, static instghility and imbalance grises, which can lead to
the turbing's structural parts being damaged, hence there is a need o fix the wind

furbing's main shaft.

DE 102006013538 A1 (NORDEX ENERGY GMBH) discloses a main shaft
fixture for fixing the main shaft on a wind turbine during the execution of
insiallation and repair work on heavy parts that are arranged in the nacelle on wind
trbines, with the fixture being divided up into a number of sections for instaliation
on stable structural paris that are found on a wind wrbing's nacelle, including the

nacelle’'s’ bottom frame.

Up o now it has been necessary to hall the turbine, LL.e. brake it and fix the
rotor with a rotor lock, and then mount an actual fixture to firmiy hold the main
shaft, subsequent {0 which gervicing of the components in the wind turbineg's
nacelle is able to take place. However, it is inappropriate 1o have o halt the
oparation of the wind turbine while the mounting of the main shaft fixture is taking
place, as the standstill of the wind twrbine during the time that is spent to install the
fixture involves a not insignificant operating loss in the form of a fack of energy
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oroduced {power). Furthermore, the known main shatft fixtures are relatively
inflexible in relation to shaft geometry, which means thal in practice nearly just as
many different fixtures need 1o be built and stored as there are shaft gaometries
that exist, which is inappropriate. In addition, the use of seli-hoisting cranes,
whose winches are placed on the ground surface near the turbine’s tower, s
ncreasing, because the use of such involves large savings in the level of
expenses for servicing of wind turbines since the use of large mobile cranes for
handling the above-mentioned large and heavy components is made superfiuous.
This causes however a need for facilities for anchoring the seli-hoisting crane with
the ground-based winch in the nacelle. However, the self-hoisting winch requires
furthermore the presence of a lightweight crane, for the hoisting of snatch blocks,
etc., that are 1o be anchored onvin the nacelle or on the blades of the wind turbine,
which poses requirements conceming the facilities for mounting the lightweight

grane.

in the event of servicing in particular large wind turbines, it may however be
nappropriate 1o block the main shaft's rotation with an actual rotor lock, but rather
be appropriate 1o simply retain the shaft in position and permit a certain rolation of
the shalt, which is possible by turning the blades/nacelle out of the wind so that
the shalt via the effects of the wind on the blades only rotates very slowly, or not at
all, whereby it is acceptable in terms of satety, to perform service work in the

nacelie of the wind turbing concermned.

it thus is the purpose of the invention to specify a main shall fixture that
provide a more universal application in relation to shall geometry, which moreover
doas not require halting and fixing of the wind turbing's main shaft, but which may

however comprise the means for such.

i is further the purpose of the invention o provide a main shatt fixture that in
addition offers facilities for the mounting of a self-hoisting crane, with a ground-

bhased winch.
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it is by the invention realized that this is possible by a main shall fixture of the
nature specified in the introduction, which is characierised by that the main shalt
fixiure comprises at least three radial displaceable pressure mandrels,
substantially symmetrical located around the centre axis of the main shaft, the
ends of said pressure mandrels facing the main shaft are fumished with a tap
shoe, and said pressure mandrels being displaceable between a passive,
withdrawn lockable position where the tap shoes are configured 1o be located al a
distance from the surface of the main shaft and an advanced lockable position
where the tap shoes are conligured 1o be engaged with the main shaft.

Considerable flexibility is hereby attained with respect o the main shaft
fixture's use for the ixing of main shafts with different geomelries on wind lurbines,
since solely the degree of movability of the pressure mandrels and the size of the
main shaft fixture pose limiting factors for the usability of such. The main shait
fixture is thus both usable for fixing of cylinder-shaped shafts with different
diameters and for the fixing of shalfts with conical shapes. The main shaft fixture
according to the invention is multi-part, and may be mounted on permanent
structural parts, preferably the bottom frame of the nacelle, while the rotor of the

wind turbine is in operation.

With the intent of being able 1o use g seli-hoisting crane with a ground-based
winch together with the main shaft fixture according to the invention, it may
comprise mounting facilities for a self-hoisting crane whose winch is placed on the
ground surface ground near the foot of the wind twrbine.

The advance thereot is that the establishment of facilities for the fixing of the
wind turbing's main shaft, as well as the establishment of mounting facilities for the
seif-hoisting crane with a ground-based winch, take place simultanecusly, which
saves work processes, and space, which are of great importance, as the space in
the nacelle in 8 wind turbine are most ofien narrow, and turthermore the main
shatt fixture as well as the mounting facilities for a seli-hoisting crang in the nacelle
normally utilise the same parmanent structural parts in the nacelie for anchoring.

With the intent of ensuring easy and rapid establishment of the self-hoisting
crang, which requires the hoisting of snatch blocks with wirgs originating from the
ground-based winch with a lightweight crane which is mounted on siable structural
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parts in the nacelle, the main shall fixture may comprise mounting facilities for a
lightweight crane.

For the purpose of securing the rapid fixing of the main shaft using the main
shatft fixture according to the invention, the pressure mandrels may be provided
with actuators for displacing and refaining the tap shoes in the passive position
and the active position, raspectively, allematively in a selectable position betwesn

the passive and the active position.

Time is thereby saved in the displacement of the tap shoes belween the

passive position, and the active position pressed against the main shaft's surlace.

In a more simple form of embodiment of the main shaft fixture according to
the invention, the pressure mandrels may be comprised of threaded bolts whose
free ends facing the main shalt are furnished with tap shoes, where the threaded
bolts work {ogether with threaded holes in relevant sections of the fxture. The
pressure mandrels with the tap shoes are hereby displaced by manual tumning of
the threaded bolls between the passive position and the active position.

With the intent of being able to permit rotation of the main shalt during
performance of sarvicing of a relevant wind lurbine and in order o protect the main
shaft and the main shatft fixture, g shde lining may exist between the opposing
sides of the main shall's surface and the {ap shoes.

This enables the main shalt {0 be fixed in its position by the main shatft
fixture, but with the main shaft being permitted (o rotate withowt it being damaged

due 1o the presence of the slide lining.

in a first embodiment of the slide lining, this could consist of the free ends of
{ap shoes facing against the main shalt being furnished with slide plates, which in

the active extended position are engaged with the main shaft.
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in a further embodiment, the main shalt fodure may according to the
invention comprise a muiti-part slide plate working in conjunction with the main
shaft to be mounted on the main shaft, where the multi-part slide plate in its
mounted state on the main shaft cooperates with the {ap shoes.

This enables the tap shoes on the main shall fixture's pressure mandrel o
glide directly on the multi-part slide plate, in the event of a possible rotation of the
main shafl caused by the effecis of wind on the blades. The tap shoes on the main
shaft fidure's pressure mandrels may cooperate with the mulli-part slide plate on
the main shaft, with or without slideway linings on the opposing sides of the tap
shoes facing the main shaft.

in a further embodiment of the main shalt fikiure as per the invention, it may
comprise a multi-part needie bearing, roller bearing, ball bearing, consisting of a,
multi-part inner ring, fastened on the main shafl, and a therewith cooperating mulli-
part ouier ring consisting a number of bowed sub segmentis according to the
number of tap shoes mounted on the opposing side of the tap shoes facing the
mulli-part inner ring, which in the advanced active position of the pressure
mandrels form the outer ring at a distance from the external periphery of the multi-
part inner ring, and where a suitable number of needie rollers, rollers or balls are
placed between the inner ring and outer ring, and where means are present for
retaining the needles, rollers, or balls in position between the inner ring and outer

ring.

An actual temporary bearing connection is hereby formed between the main
shaft fixture and the main shaft, about which the main shalt is able {o rotate.

With the intent of being able to fix the rotor on the wind twrbine ghter if has
been braked {0 a stop, the main shaft fixture according to the invention, may
comprise a rotor lock, for lixing the wind turbine's rotor,

In a preferred embodiment of the rotor lock, it is comprised of a flange,
whose bolt circle geometry corresponds to a bolt circle geometry on the rotor, said

flange element being fastened at the ends 1o the first end of two first beam-shaped
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brackets extending paraliel with, and on each side of the main shafi, said beam
shaped bracketz belonging to the main shalt fixture, and where the other end of
the brackets are pivolally mounted with horizontally oriented bolt connections, on
other brackets belonging to the main shait fixture, which are anchored on the

bottom frame of the nacella.

it is hereby achieved that the rotor can be fixed by introducing a bolt through
ong or more of the overlapping holes in the boll circles on the flange fasiened to

the bottom frame and the boll circle on the rotor, respeciively.

With the intent of being able to perform replacement of the shafi's main
bearing, without being forced o dismount the main shall, the main shaft fixture
may furthermore comprise at feast a second actualor, between the nacelle's
bottom frame and the opposing side of the first beam-shaped brackets facing such
and the nearest rotor fock, where the other acluator is movable belween a first
passive outer position and an active outer position whereby the flange element is

moved vertically.

This enables the main shaft {0 be able (o be raised from ils bearing hanging
in the rotor fock, such that the main bearing of the shalt can be replaced or

serviced without the necessity of removing the shait from the nacelle.

The invention is explained in further detail in the following with reference to

the drawing, wherein;

Fig. 1 is a perspective view of parts of a wind turbine's nacelle, presenting
the nacelle's bottom frame, the wind turbine's main shaft, and a main shatft fixture
according to the invention, with a lightweight crane and a self-hoisting crane
mounted,

Fig. 2 is a more detailed perspective view from another angle of what is
shown in fig. 1, where the main shaft is made transparent, presenting the pressure
mandrel with tap shoe belonging to the main shatft fixture according to the
invention,
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Fig. 3 is a more detailed perspective view from another angle of what is
shown in fig. 1, presenting the actuators for raising the main shaft, where the main
shaft is made transparent,

Fig. 4 is a detailed perspective view of the main shaft fixture for a wind
turbine, where the tap shoes and the main shaft are furnished with slide plates,
and

Fig. 5 is a detailed perspective view or the main shatt fixture for a wind
turbine, where the slide plates are replaced by a mulii-past needie bearing/roller
bearing/ball bearing consisting of a mulli-part inner ring fastened to the main shaft
and a therewith cooperating multi-part suter ring consisting of bowed subsegments
of the number of tap shoes mounted on the opposing side of the tap shoes facing
the inner ring.

In fig. 1 a bottom frame 2 is seen in a nacelle (not shown) on a wind turbine
(not shown), where the main shatft 4 of the turbine, with gear box 6 and the rotor 8
are shown, and where the main shatft fixture 10 according to the invention is
shown in the mounted state, bearing a lightweight crane 12 and a self-hoisting
crane 14 with a ground-based winch (not shown), respectively. The bottom frame
2 has for reasons of clarity been made transparent.

The main shatft fixture 10 is in the shown embodiment shown anchored to the
bottom frame 2 near the gear box 6 and near the rotor 8, and comprises a multi-
part frame 14, which together with a cross member 16 fastened on it encloses a
part of the main shaft 4 between the rotor 8 and the gear box 6. The multi-part
frame 14 is anchored on the bottom frame 2.

In fig. 2 is shown what are seen in fig. 1, but as an end picture, seen from the
rotor side of the shaft 4, and where the rotor 8 for reasons of clarity has been
made transparent. As it appears from fig. 2, the multi-part frame 14 and cross
member 16 comprise in total four pressure mandrels 18 symmetrically placed
around the main shaft 2, with tap shoes 20, that are engaged onto the main shaft 4
in order to fix such in place.

The pressure mandrels 18 may be comprised of hydraulically driven pistons
whose free ends comprise the tap shoes 20, but may also be executed in other
manners, where they are moved manually between the active position where the
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tap shoes 20 are engaged with the main shaft 4 and the passive, withdrawn
position.

As it appears from fig. 3, the main shaft fixture 10 comprises two parallel
passing first beams 22 on each side of the main shatft 4, in the first ends of which,
nearest to the rotor 8, a rotor lock is fastened in the form of a flange element 24,
the hole circle 26 geometry of which is similar to the hole circle 28 geometry on the
rotor 8 over a part of the periphery of the rotor. Locking of the rotor 8, the holes 7
in the rotor 8 and the holes 9 in the flange element 24 are brought to overlap, and
subsequently bolts are inserted through the overlapping holes, which are tightened
with nuts, after which the rotor 8 is fixed/locked by the flange element 24.

The other end of the parallel passing first beams 22 are nearest to the gear
box 6 are pivotally anchored on horizontally oriented bearing bolt 30, on a bracket
32, which is fastened to the bottom frame 2. The parallel passing first beams 22
are mutually connected with second cross members 34, on which bracket facilities
23 are seen for a self-hoisting crane 14 with a ground-based winch (not shown).

As it appears in fig. 3 and fig. 1 show, an actuator 36 is located between the
bottom frame 2 and the parallel passing first beams 22. Activation of the actuator
36 will result in a change of the distance between the bottom frame 2 and the first
beams 22, in which the flange element 24 is suspended, which will cause the
flange element 24 and the rotor 8 and thereby the main shatft 4 to be raised, which
will result in the possibility to replace the main shaft's bearing 38 without the
necessity of hoisting the main shaft 4 down to the ground, which is quite time-
saving when the main shaft bearing 38 has to be repaired or replaced.

In fig. 1 it is moreover shown how the main shaft fixture 10 comprises
mounting facilities 40 for the lightweight crane 12.

in fig. 4 is shown an embodiment of the main shaft fixdure according to the
invention, which is specially suited for use for fixing the wind turbing's main shaft 4
in position on the nacelle, but where rotation of the main shall 4 is possible, in the
active position of the pressure mandrels/tap shoes (18, 20}, engaged with the

main shafi.
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As shown in fig. 4, a slideway lining 42, 44 is located between the opposing
sides of the tap shoeg 20 facing the surface of the main shalt 4.

The slideway may be comprised of slide plates 42 that are fastened to the
opposing free ends of the tap shoes 20 facing the main shaft 4, which in their
active advanced posilion are engaged with the main shalt 4, but which
alternatively may comprise a multi-part shde plate 44 cooperative working with the
main shafl 4, for mounting on the main shalt 4, said mulli-part slide plate 44 in its
mounted state on the main shalt 4 cooperales with the tap shoes 20, tmust be
stated that the presence of the mulli-part slide plate 44 on the main shalt 4 does
not necessarily exclude the presence of the slide plates 42 and the tap shoes 20

in a further embuodiment, the main shall fixture 10 consists of a multi-part
needie bearing/roller bearing/ball bearing 46, comprised of a mulli-part inner ring
48 fastened on the main shafl as well as, a cooperating multi-part outer ring 50
consisting of bowed subsegmenis 52 of the number of tap shoes mounted on the
opposing side of the tap shoegs 20 facing the inner ring 48, which in the advanced
position of the pressure mandrels form the cuter ring 50 at a distance from the
outer periphery of the mulli-part inner ring 48, and where an appropriate number of
naedie rollers, rollers, or balls 54 {in the shown embodiment rollers 54) are
arranged between the inner ring 48 and the outer ring 50, and where means (not
shown) are present for refaining the needies/roliers or balls (54} in position

between the inner ring 48 and outer ring 50.

The means mentioned for fastening of needie rollers/rollers/balis 54 may
consist of cooperating edge delineators in opposing sides of the inner ring 48 and
ouler ring 50, alternatively of 3 means of holding between which the needle
roliers/rollers/balls 54 are fastenad.

The presence of the slide lining 42, 44, alternatively the multi-part needie
bearing, roller bearing, ball bearing 48, involves the main shalt 4 being permitted
to rofate simultaneously with it being fixed in s position during servicing ot the

wind turbine, which can serve a purpose namely for larger wind {urbines.
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The inventor has recognised that the main shaft fixture 10 can assume other
embodiments than disclosed in the preceding and shown in the figures, however
such do not change the inventive aspect that consists of specifying a main shaft
fixture 10 of the given type that comprises adjustable pressure mandrels 18 with
tap shoes 20, which causes the fixture 10 to be usable regardless of the geometry
of the main shaft 4 on a wind turbine, and thus that such can be mounted without
fixing the rotor 8 in place, and furthermore of combining the main shaft fixture with
facilities 40 for mounting of a lightweight crane 12 and a self-hoisting crane 14 with
a ground-based winch, respectively, as well as a rotor lock 24 and finally of
furnishing the main shaft fixture 10 with actuators 36, enabling the main shaft 4
and the main shaft bearing 38 to be raised sufficiently from its bearing in the
nacelle that it can be serviced or replaced.
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CLAIMS

1. Main shaft fodure {10} for fixation of a main shalt (4) on a wind twrbine
during execution of instaliation and repair work on heavy parts of a wind turbing,
where the fixture (10) is divided up into a number of sections for mounting on
stable structural parts (2) struciural parts in g nacelle in a wind rbine, including
the bottom frame (&) ofthenacelle,characterised in,thatthe main
shaft fixture (10) comprises atl least three radial displaceable pressure mandrels
{18}, substantially symmetrical localed around the centre axis (11} of the main
shaft, the ends of said pressure mandrels {18} facing the main shalt (4) are
furnished with a tap shoe (20}, and said pressure mandrels (18) being
displaceable between a passive, withdrawn lockable position where the tap shoes
(20} are configurad (o be located at a distance from the surface of the main shalt
{4} and an advanced lockable position where the tap shoes {(20) are configured 1o
be engaged with the main shaft {4},

2. Main shaft fixire {10}, according o claimf,characterised
i n, that it comprises mounting facilities for a self-hoisting crane (14}, the winch of
which is localed on the ground surface near the foot of the wind turbine.

3. Main shaft fixture (10}, accordingtoclamiaor2,characterised
i n, that it comprises mounting facilities (40} for a lightweight crane (12).

4. Main shalt fixture (10}, according to any one of the claims 1-3,
characterised in,thatthe pressure mandrels (18} is provided with
actuators for displacing and retaining the {ap shoes (20} in the passive position
and the aclive position, respectively, altermatively in a selectable position between

the passive and the active position.

5. Main shaft fixiure {10}, according {0 any one of the claims 1-§,
characterised in,thatthe pressure mandrels (18) consists of
threaded bolls whose opposing free ends facing the main shafl are furnished with
tap shoes {20}, and said threaded bolts cooperales with threaded holes in relevant
sections of the lixture (10},
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6. Main shaft fixture (10}, according {0 any one of the claims 1-5,

characterised by a slideway lining {42, 44) being located between the opposing
sides of the surface of the main shaft and 1ap shoes.

7. Main shaft fixture (10) accordingtoclaim g, characterised in,
that the slideway lining is configured so that of the opposing free ends of the tap
shoes (20} facing the main shaft (4) are provided with a slide plate (42) which in

the active advanced position is engaged with the main shaft {4).

8. Main shaft fixture (10} accordingtoclaim6or7, characlierised
i 0, that it comprises a multi-part slide plate (44} cooperaling with the main shaft
{4} for mouniing on the main shaft {4), where the mulli-part slide plate (44) in its
mounted position on the main shatft (4} is cooperating with the tap shoes (20).

9. Main shaft fixture (10} according to any one of the claims 1-5,
characterisead in,thatil comprises a multi-part needle bearing, roller
bearing, ball bearing (46) consisting of a mulii-part inner ring {48) fastened o the
main shaft (4}, and a therewith cooperating multi-part outer ring (50) consisting of
bhowed subsegments {52) corresponding to the number of tap shoes, mounted on
the opposing side of the tap shoes {20} tacing the inner ring {48), which in the
advanced active position of the pressure mandrels form the outerring (80) at a
distance from the outer periphery of the mulli-part inner ring {48}, and where an
appropriaie number of needle rollers, rollers, or balls (54) are arranged batween
the inner ring (48} and the owter ring (50}, and where means are present for
retaining the needles, rollers, or balls (54) in position between the inner ring (48}
and outer ring (50).

10. Main shaft fixiure (10}, according o any one of the claims 1-9,
characterised in,thatilcomprises arotoriock (24) for fixation of the
rotor (8) of the wind turbine.
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11. Main shaft fixture (10), according toclaimi0,chavracteris e d
i n, that the rotor lock (24) consigts of a flange element, whose bolt circle
geometlry (28} corresponds 1o a bolt circle geometry (28} on the rotor, said flange
element (24) being fastened al the ends to the first end (21} of two first beam-
shaped brackets (22) exiending paraliel with, and on each side of the main shaft,
said beam shaped brackels (22} belonging 1o the main shafl fixture, and where the
other end (23) of the brackets (22} are pivotally mounted with horizontally oriented
bolt connections (30), on other brackelis (38} belonging to the main shalt fixture

{10}, which are anchored on the boltom frame (2} of the nacelie.

12, Main shall fixture (10}, according toclaimit,characterised
i n, that at least one actuator (36} is located nearest the rotor lock (24) belween
the bottom frame (2) of the nacelle and the adjacent side (25) of the firsi beam-
shaped brackets (22) facing the botlom frame (2), said actustor (36) is
displaceable belween a firsl passive outer position and an active ocuter position
where the flange element {24) is displaced vertically.
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