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Each node is capable of communicating in a peer-to-peer 
fashion with other nodes in the NDSN, and thus is a user's 
point of connection to the NDSN, providing a user with 
access to information that can be obtained from other users of 
the NDSN with whom the user has a relationship. Conversely, 
a node provides a user with the ability to selectively share (by 
providing access to) his personal information with other users 
of the NDSN. A node may be, or may encompass, a user's PIA 
or CIA. 

Referring to FIG. 12, the NDSN 100 includes multiple 
users 250 and other entities associated therewith. Each of the 
users 250 or other entities of the NDSN 100 has an associated 
node which encompasses a PIA 400 or a CIA 220 or other 
device or software application (not shown). The PIAS 400 and 
CIAS 220 can be interconnected through the computer net 
work 900. 

Those skilled in the art will recognize that a node of the 
NDSN 100 may be implemented using a wide variety of 
available hardware and technologies generally known in the 
art, such as Software on a personal computer or a handheld 
PDA. In addition, those skilled in the art will recognize that 
the nodes of the NDSN 100 may be interconnected and may 
communicate with each other using a wide variety of avail 
able hardware and technologies generally known in the art, 
such as TCP/IP over an Ethernet or a wireless network. In one 
embodiment, some users may have their nodes hosted in a 
common location, e.g., on a local or remote server. 
A user's PIA 400 provides various functions that permit the 

user to connect to and interact with other members of the 
NDSN 100. Referring to FIG. 13, a user 250 employs the 
Discover use case 971 to discover the existence of other 
members of the NDSN 100. The user 250 may or may not 
have prior knowledge of the existence of members of the 
NDSN 100, and therefore, may not need to discover the 
existence of the members of the NDSN 100. The user 250 
employs the Connect use case 972 to connect to other mem 
bers of the NDSN 100 and configures his user profile by 
utilizing the Configure 973 use case. Once connection to 
other members of the NDSN 100 is established for the user 
250, the user 250 can invite a new member 251 to connect to 
members of the NDSN 100 by utilizing the Invite use case 
974. The user 250 employs the Request Projection 975 use 
case to obtain a projection of the NDSN. If the user 250 
decides to disconnect himself from the other members of the 
NDSN 100, he employs the Disconnect use case 976. The new 
member 251 can similarly employ the use cases (Discover 
971, Connect 972, Configure 973, Invite 974, Request Pro 
jection 975 and Disconnect 976) as described above. 

The NDSN 100 captures multiple various dimensions of 
the relationship between two users. The dimensions that are 
captured are wide-ranging and can cover many aspects of a 
user's life. Each relationship between two users in the NDSN 
100 may have an attribute of affinity, i.e., trust or alignment. 
This permits the NDSN to characterize a relationship 
between users along a continuous range, rather than treating 
the relationships in a binary (i.e., true or false) fashion. For 
example, rather than characterizing another user as simply a 
friend (or not), the NDSN user can characterize the level of 
trust that he has in another user with whom he is related by 
friendship; in other words the NDSN can capture the level of 
friendship between two users. 

In other embodiments, the multiple relationships between 
two users may have a single affinity attribute, as opposed to 
one affinity attribute per relationship. The value of the affinity 
attribute may be derived from the user attributes (which may 
be contained in the user profile) of one or both of the related 
nodes. For example, if both related users each have a user 
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attribute that identifies them as basketball fans, then the 
derived affinity attribute along a Sports dimension would 
have a value of 0.9. However, if only one of the users has a 
user attribute that identifies him as a basketball fan, then the 
derived affinity attribute might have a lower value of 0.6. 

Those skilled in the art will recognize that there are numer 
ous well-known Software and hardware technologies that 
may be utilized to implement the attributes of the users of the 
NDSN 100 and the attributes of the associations between the 
USCS. 

A node of the NDSN 100 is connected to another node by 
one or more degrees or separation. A connection from one 
node directly to another node is considered to be of first 
degree separation; a connection that goes indirectly through 
one other node is of second-degree separation; a connection 
that goes indirectly through two other nodes is of third-degree 
separation, and so on. In the example of FIG. 18, nodes a 
at and as have first-degree separation from node a nodes 
a1, a22 and as have second-degree separation from ao, and 
nodes as and as have third-degree separation from ao. 
Two nodes that are separated by two or more degrees of 

separation are indirectly connected. Either of such indirectly 
connected nodes may attempt to establish a direct connection 
with the other node, thus reducing the degree of separation to 
OC. 

A user might desire to work with a “projected view, i.e., a 
subset of the nodes, of the NDSN 100. Such a desire might be 
based, for example, on a need to increase processing speed 
and reduce resource requirements such as CPU speed and 
memory size. A user can obtain a “projected' view of the 
NDSN 100, by employing the Request Projection use case 
975 (see FIG. 13). Referring to FIG. 19, Node A and Node B 
are connected to the user 250. The relationship between the 
user 250 and Node A has components in three dimensions: 
Music 106, Politics 107 and Cooking 105, while the relation 
ship between the user 250 and Node B has components in the 
Music 106 and Politics 107 dimensions, but not the Cooking 
dimension 105. In FIG. 19, the projected view 101 of the 
NDSN 100 includes those nodes (i.e., Node A) of the NDSN 
100 that reside along a selected projection of the Cooking 
dimension 105 (and not the Music or Politics dimensions 106, 
107). Nodes that reside in the two-dimensional plane formed 
by the Music dimension 106 and the Politics dimension 107 
(i.e., Node B) are thus not included in the projected view 101 
of the NDSN 100, since they do not include a Cooking com 
ponent. A projection of the NDSN 100 may also be obtained 
along multiple dimensions. 
The affinity attributes between nodes of the NDSN 100 

may also be used to determine the set of nodes that form a 
projection of the NDSN 100. For example, the set of nodes in 
a projection of the NDSN 100 might include those nodes that 
have a cooking dimension relationship with the user 250 and 
additionally have an affinity attribute along that dimension 
that exceeds a specified threshold. 

FIG. 20 depicts an example of the interactions associated 
with creating a projection of the NDSN 100. In FIG. 20, the 
User 250 requests a projection by sending a requestProjection 
message to PIA1211. PIA1 211 then requests a second pro 
jection by sending a requestProjection message to PIA2 212. 
PIA2 212 creates the second projection by sending itself a 
createProjection message, and provides the second projection 
by sending a projection message to PIA1 211 containing the 
argument projectionTree which holds the second projection. 
PIA1 creates the projection requested by the user by sending 
itself a createProjection message. The projection created by 
PIA1 211 is based on the second projection received from 
PIA2 212. In some embodiments, the projection created by 
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PIA1211 is further based on other projections requested and 
received from other PIAS (not shown). 

In other embodiments, thresholds are employed to limit the 
extent of a requested projection. For example, a time limit 
may be imposed on the operation of creating a projection, i.e., 
the operation will terminate after a specified duration of time. 
As another example, a limit on the number of nodes contained 
in the projection may be used to place an upper bound on the 
size of the projection. 

In some embodiments, a maximum measure of separation, 
which can be measured in various ways, may be used to limit 
the projection operation. In one embodiment, the User 250 
specifies the maximum degree of separation, and the PIA1 
211 requests a second projection from PIA2212 with a maxi 
mum degree of separation that is one less than the degree 
specified by the User 250. 
A user node in the NDSN 100 may contain the user's 

profile, which may include information regarding the user's 
basic personal information (e.g., name, home address, work 
address, e-mail addresses and date of birth), demographics 
(e.g., age, age group, gender, years of education, income, net 
worth, occupation, marital status, geographic region, reli 
gion, ethnicity, etc.), user attributes, interests, affiliations and 
other information that can be used in the NDSN to character 
ize the user. The user node, which in some embodiments is a 
PIA, may collect Some of this information without requiring 
direct entry by the user. Such information is extracted by 
monitoring, processing and analyzing data that enters the PIA 
through its input data feeds. The user also may have the option 
of directly entering, reviewing and modifying his user profile; 
these actions can be performed on a variety of types of devices 
or equipment that may provide the user with data connections 
to the other nodes of the NDSN, including, e.g., a PIA, a CIA, 
a personal computer, or a handheld device (e.g., a cellphone 
or personal digital assistant (PDA)). 
As described above, a user 250 may have no prior knowl 

edge of the existence of the members of the NDSN 100, and 
may choose to see if he candiscover the existence of members 
of one or more NDSNs. Members of an NDSN may be dis 
covered in various ways, including broadcasting a query, 
querying a CIA, querying neighboring nodes and querying 
other directories. 
A node may be able to discover other nodes by broadcast 

ing a message on the local network. Upon receipt of the 
broadcast message one or more of the other nodes may 
respond to the issuing node with, e.g., a list of available public 
feeds (if the node is a PIA), or other information. 
A CIA may maintain a list of PIAS that can be accessed by 

another PIA such that direct connections to the member PIAS 
may be established. This would allow a member to easily find 
other members of a particular community. For example, a 
CIA associated with a chess club might have a list of its 
members, as well as lists of members of other chapters of the 
club, and thus would be able to provide a convenient way to 
find and connect with other chess players. 
A node may also locate other nodes by querying known 

neighbor nodes and asking them for addresses of nodes of 
which they have knowledge that meet certain criteria. For 
instance, a node may ask its neighbors for addresses of their 
neighbors that are members of a certain demographic. The 
process could then be repeated with that new set of addresses 
obtained in the responses. 
A user 250 may attempt to discover the existence of mem 

bers of one or more NDSNs by employing the Discover use 
case 971 (see FIG. 13). Referring to FIG. 14, the User 250 
requests PIA1 211 to attempt to discover the existence of 
members of an NDSN by sending a DiscoverNDSN message 
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to PIA1211. In order to satisfy this request, PIA1211 utilizes 
a list (not shown) of candidate PIAS, i.e., those that may be 
members of an NDSN. This list may be generated by various 
techniques (not shown), e.g., by crawling the Internet or by 
contacting a registry that stores the identities of PIAS. 

In the example of FIG. 14, the list of candidate PIAS used 
by PIA1211 includes PIA2212 and PIA3213. PIA1211 asks 
PIA2 212 if it is a member of an NDSN by sending a Que 
ryNDSN message to PIA2212. PIA2212 responds that it is a 
member of an NDSN by sending an NDSNMember message 
to PIA1 211 containing the argument ndsn which identifies 
the particular NDSN of which PIA2212 is a member. Simi 
larly, PIA1211 sends a QueryNDSN message to PIA3 213. 
PIA3 213 neither is a member of an NDSN nor understands 
the QueryNDSN message, and thus it does not respond to 
PIA1211. After a timeout period has elapsed, PIA1211 sends 
itself a timeout message to note that PIA3 213 has not 
responded. PIA1211 satisfies the request from the User 250 
to discover the existence of members of an NDSN by sending 
a ReportNDSN message to the User 250 with an argument 
indsn that identifies the discovered NDSN. 

Those skilled in the art will recognize that techniques of 
crawling the Internet and providing a registry are well-known 
in the art, and furthermore that a variety of other techniques 
may be utilized to generate the list of candidate PIAS. 
To connect to members of the NDSN, a user employs the 

Connect use case 972 (see FIG. 13). In the example of FIG. 
15, the User 250 asks PIA1 211 to connect to an NDSN by 
sending a ConnectNDSN message to PIA1 211 with argu 
ments that contain his user profile (UserProfile) and identify 
the NDSN (ndsn). PIA1211 utilizes a list (not shown) of PIAS 
that belong to the NDSN. This list may be generated by 
various techniques (not shown), e.g., by crawling the Internet 
or by storing the identities of the PIA that have been discov 
ered by employing the Discover use case 971 (see FIG. 13). 

In the example of FIG. 15, the list of PIAS used by PIA1 
211 includes PIA2 212. PIA1 211 informs PIA2 212 that the 
User 250 is becoming a new member of, i.e., connecting to the 
NDSN, by sending a NewMember message to PIA2212 with 
an argument ndsn identifying the NDSN, and an argument 
NewMember identifying the PIA (PIA1211) owned by the 
new user (User 250). PIA2 212, as a PIA of an existing 
member of the NDSN, has a list of PIAS owned by other 
members of the NDSN, which are unknown to the new mem 
ber, User 250. In the example of FIG. 15, this list includes 
PIA3 213. PIA2 212 sends a NewMember message to PIA3 
213 and the other PIAS (not shown) on the list with an argu 
ment ndsn identifying the NDSN, and an argument New 
Member identifying the PIA (PIA1211) owned by the new 
user (User 250). Each PIA on the list sends the NewMember 
message to other PIAS (not shown), thus propagating the 
news of the new member to other members of the NDSN. 
PIAS that are thus informed of the existence of the new 

member, User 250, may decide to connect to PIA1211. In the 
example of FIG. 15, PIA3 213 connects to PIA1 211 by 
sending a Connect message to PIA1211 with arguments that 
contain a user profile corresponding to the owner of PIA3213 
(UserProfile) and identify the NDSN (ndsn). 

FIG. 21 provides another example of a PIA connecting to 
the NDSN 100. The User 250 instructs PIA1 211 to connect 
to other nodes of the NDSN 100 along a specific dimension by 
sending a connectNodes message with an argument dimen 
sion identifying the specified dimension to PIA1211. PIA1 
211 searches the NDSN 100 for nodes along the specified 
dimension by sending itself a searchNodes message. In this 
example, PIA2 212 is included in the nodes found by PIA1 
211. PIA1 211 then requests to connect to PIA2 212 by 
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sending a requestConnect message to PIA2 212. PIA2 212 
grants the connection request by sending a grantConnect 
message to PIA1211. PIA1211 then connects to PIA2212 by 
sending a Connect message to PIA2 212. PIA1 211 informs 
the User 250 that the requested connections have been made 
by sending a connected Nodes message to the User 250. 

To invite a new member to connect to the members of the 
NDSN 100, a user employs the Invite use case 974 (see FIG. 
13). In the example of FIG. 16, the User 250 asks PIA1211 to 
invite User2 252 to connect to the members of the NDSN by 
sending an InviteNewMember message to PIA1211 with an 
argument ndsnidentifying the NDSN, and an argument New 
Member identifying the potential new user (User2252). PIA1 
211 sends an Invite message to PIA2 212 with an argument 
indsn identifying the NDSN. 

PIA2 212 might inform User2 252 by displaying a user 
interface prompt announcing the invitation (not shown). To 
accept the invitation, PIA2 212 responds by sending a Con 
nect message to PIA1 211 with arguments that contain 
User2s user profile (UserProfile) and identify the NDSN 
(ndsn). If PIA2212 were to decline the invitation, then PIA2 
212 would respond by sending a Decline message (not 
shown) to PIA1211. 
PIA1211 also sends a NewMember message to PIA3213 

and other members of the NDSN (not shown), with an argu 
ment ndsn identifying the NDSN, and an argument New 
Member identifying the PIA (PIA2 212) owned by the new 
user (User2252). As described in the example of FIG. 15, the 
news of the new member is thus propagated to other members 
of the NDSN. PIA1 211 sends an Accepted message to the 
User 250, informing the User 250 that User2252 has accepted 
the invitation to connect to members of the NDSN. 

To disconnect from other members of the NDSN, the user 
may employ the Disconnect use case 976 (see FIG. 13). In 
some embodiments, a user's PIA stores the addresses of PIAS 
that belong to the members to whom the user is connected. In 
the example of FIG. 17, the User 250 asks PIA1 211 to 
disconnect from the members of the NDSN by sending a 
DisconnectNDSN message to PIA1211 with arguments ndsn 
and Member identifying the NDSN and the member. PIA1 
211 sends a Disconnect message to PIA2212 and other PIAS 
(not shown) that it is connected to, with an argument ndsn that 
identifies the NDSN. 
The user 250 may configure the PIA to permita connection 

for one or more specific user attributes between him and other 
users. In this manner, users can easily connect with each other 
based on common interests, demographics or other factors. A 
user employs the Configure use case 973 (see FIG. 13) to 
configure his NDSN node. For example, a user may configure 
his PIA to allow connections to any PIA that belongs to a user 
who coaches volleyball. 
As discussed above, an embodiment of a situational net 

work may be formed using the framework of an NDSN. 
Within the framework of the NDSN, the event or situation 
becomes associated with a node of the NDSN, referred to as 
an event node 3010. Referring to FIG. 35, the event node 
corresponding to an event node server 3011 may be estab 
lished, or hosted, by a situation authority 207 or trusted pro 
vider, Such as news source (e.g., CNN or weather.com) or a 
government agency. The event node may be discovered by a 
user's PIA 404 corresponding to the user 250 based on the 
PIA 404 searching or crawling the network for information 
about the situation or event if the connection can not be 
automatically established based on the configurations of the 
PIA 404 and the event node server 3011. A user 250 can then 
request connection to the event node server 3011 through the 
PIA 404 in order to receive and share information about the 
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situation with the situation authority 207. A user 250 may also 
share information related to the situation with another user in 
the NDSN using a connection established between the user's 
PIA 404 and another PIA 406. PIA 406 may or may not be 
connected to the event node server 3011. In one embodiment, 
the connection request may be denied based on available 
computer network resources and the users’ perceived need to 
access or share information on the SitNet. Alternately, users 
may automatically be invited to connect to the event node 
corresponding to the event as shown in FIG. 34. The auto 
matic invitation may be based on a stored user profile acces 
sible to a situation authority server 3011 associated with the 
event node may crawl the network for user PIAS 404, 406 that 
would likely be interested in the information about the event. 
The user 250 may accept or decline the invitation based on 
their interest in the event or situation. In one embodiment, the 
situation authority 207 may have the authority to override a 
decline by the user 250 in order to share vital information, as 
is described in more detail below. 
A situation or event may be associated with more than one 

event node, hosted by the same or different trusted provider, 
within a SitNet. Each event node may provide a source of 
different information based on the specialty of the trusted 
provider. For example, a hurricane may be associated with a 
first event node by a provider of weather information, such as 
The Weather Channel, a second by a source of news informa 
tion, such as CNN, and a third by a source of emergency 
management information, such as FEMA. Within the SitNet, 
users may be connected to some or all of the event nodes 
corresponding to the situation in order to obtain and share the 
most relevant information pertaining to them. 

Links established between the nodes in situational network 
may be temporally limited. The temporal limit of the links 
may be established at the event node 3010 based on a pre 
dicted or known duration of the event or situation. The tem 
poral limit of a link may also be determined by the user. Links 
established between PIAs of SitNet users may also be tem 
porally limited. For example, users with a first order link to 
each other that resulted from their connection to the event 
node may only wish to share information for the duration of 
the event. The link between the two users can be disconnected 
when either is disconnected or disconnects from the event 
node, or the link may have a pre-determined connection time, 
established by one or both users at the time of creating the 
link. Referring to FIG. 29, PIAS at nodes corresponding to 
Ted 3042, Fred 3040, and Ed 3041 are all connected to the 
event node 3010 along storm dimensions 3046, 3048, and 
3043, respectively. Ed 3041 discovers Fred 3040 and a link 
along the storm dimension 3045 is established until either 
link 3048 or 3043 is disconnected. 

In one embodiment, the temporal limitation of a link may 
be based on geographic location or itinerary of the user. For 
example, a PIA is connected to the SitNet by invitation or 
request. The position of the user is monitored using a geo 
graphic positioning device. Such as a GPS system, which may 
be included in the PIA. The connection with the event node is 
maintained while the user is within a predetermined distance 
of the situation. This distance may be determined at the event 
node or by the user. Since the situation and the user may both 
be moving, it is possible that the user may be disconnected 
and reconnected to the SitNet over a period of time. If the 
position of the user exceeds the predetermined distance, the 
connection to the event node is terminated. For example, a 
user connecting to a SitNet related to a Snow storm may be 
connected to the SitNet when his PIA determines he is in 
proximity of the Snow storm based on current location coor 
dinates of the user and the current location or forecast trajec 
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tory of the snow storm. The PIA may then disconnect or be 
disconnected from the SitNet when it has been determined 
that the user has a low probability of experiencing any further 
affects of the snowstorm. In an alternate embodiment, the 
user is invited to connect to an event node of a SitNet based on 
their predicted proximity to a situation. If the user accepts the 
invitation, the position of the user is monitored as described 
above, and the connection to the event node is established 
when the location of the user is within a pre-determined 
distance of the situation. 

In order to maintain links between the nodes belonging to 
users in the SitNet during an unintentional disconnection of 
the user nodes with the event node, such as failure or destruc 
tion of the systems hosing the event node, the users may 
choose to extend or renew the temporally limited link that 
would be terminated due to the disconnection from the event 
node to remain connected to each other in order to share and 
exchange information regarding the situation. 

Links may also be created in a SitNet between users or 
between a user and the event node with a temporally limited 
raised affinity. If there are multiple dimensions connecting 
the users, the dimension related to interests in the event or 
situation (e.g., travel) may have a temporally raised affinity or 
a new temporally limited dimension with a raised affinity may 
be established. During the situation or event, users may have 
a greater need for information about the event or situation and 
are more likely to share or provide information to other users 
in the SitNet. The other dimensions, such as music or art, may 
have less importance during the situation or event. Such that 
the user's PIA will utilize most if its resource sharing or 
searching for information about the situation or event. The 
raised affinity between the user devices 404, 406 is main 
tained for the duration of the connection of the PIAS with the 
event node server is shown, for example, in FIG.37. The level 
of affinity may be changed based on the geographic proximity 
of the users. In an embodiment, the affinity is raised along the 
dimension for only some users in the SitNet, for example, 
users with PIA belonging to nodes of a particular projection 
of the SitNet. 
APIA connected to a SitNet may discover another PIA that 

it has previously established a connection with along one or 
several dimensions in an NDSN. The connection may be a 
first order connection, or the connection may be a higher 
order such that the two PIAS have never directly exchanged 
personal information. Based on the previous connection, the 
affinity along a dimension related to the situation may be 
elevated or raised for a period of time that the two PIAS are 
connected to the event node of the SitNet, or a new temporally 
limited dimension with an elevated affinity may be estab 
lished. The degree of separation may also be decreased to a 
first order connection if the two PIAS have not previously 
communicated directly. 

Referring again to FIG. 29, Ted 3042 and Fred 3040 have 
previous links (shown by the Solid lines) along the dimen 
sions of hobbies 3044 and travel 3047. Upon discovering that 
they are connected to the event node 3010 along the storm 
dimensions 3.046 and 3048 (shown by the dashed lines), a new 
link between Ted 3042 and Fred 3040 along a storm dimen 
sion 3049 is established with an affinity higher than along 
either of hobbies 3044 or travel 3048 dimensions, as depicted 
with the thicker dashed line in FIG. 29. In one embodiment, 
the level of affinity is changed based on the proximity of the 
PIAS to each other, with a higheraffinity being assigned as the 
proximity between the users decreases. 

Users connected to an event node of a SitNet in an NDSN 
through a PIA may also request a "projected' view, also 
referred to as a projection, of the SitNet using procedures 
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described above. The projected view may be created by a 
server 3011 at an event node as shown in FIG. 38. After 
receiving the projection from the event node server 3011, the 
PIA 404 may established connections with another PIA 406 
included in the projection. Alternately, the PIA 404 of user 
250 or a PIA 406 of a different user connected to the SitNet 
may create the projection. The projected view may be created 
along one or several dimensions of the NDSN. A user may 
want to share information with only a subset of the total 
number of users connected to the situational network, and 
thus may request or create a projection representing those 
other users that the user has the most interest in sharing 
information. For example, the user might request a projection 
for a SitNet based on location, allowing or requesting a con 
nection with only those users in a certain Zip code. As another 
example, a traveler connected to an event node for accident 
may want a projected view of the SitNet based on final travel 
destination in order to share or solicit alternate travel routes 
around the accident. The user may also share the projection 
with other users connected to nodes contained in that projec 
tion. An example of a geographic projection 3050 of nodes of 
a SitNet 3000 is shown in FIG. 30. The SitNet 3000 includes 
the 10 nodes labeled (a) through (). Nodes a, b, c, e,f, and i 
are included in geographic projection 3050 based on their 
location with respect to boundary 3052. An example of such 
a situation 3005 is a severe rain storm (the situation 3005) that 
poses a flood threat to persons located on one side of a river 
(the boundary 3052). A geographic projection 3050 is formed 
including only those nodes (labeleda, b, c, e, f, and i) where 
a user is threatened by flood waters. In one embodiment, a 
server at the event node of the SitNet creates a set of geo 
graphic projections ofusers connected to the SitNet 3000, and 
distributes those geographic projections to the appropriate 
PIAS of users in the corresponding locations based upon the 
node belong to the PIA being included in that projection. If a 
node of a PIA is included in more than one geographic pro 
jection (e.g., two different projections that include overlap 
ping geographic areas), the PIA 400 may receive more than 
one geographic projection. This enables a targeted distribu 
tion of geographically relevant information, including adver 
tisements, to the connected users by allowing critical infor 
mation to be passed to users who will receive the most benefit 
from knowing that information. For example, during a severe 
winter blizzard, the local effects of the blizzard may vary 
considerably over the affected area. Some areas may be with 
out power, while other areas may experience road closures. 
Information of each of these conditions can independently be 
reported to the relevant users. Such as when power is expected 
to be restored or when the roads will be re-opened by creating 
projections of users for each of the affected areas. 
A SitNet can be used to provide navigation information, 

Such as potential navigation hazards, optimal routes, alternate 
routes, traffic conditions, or unexpected occurrences (i.e., a 
herd of cows blocking a country road). A navigator can create 
an event node corresponding to their probable itinerary, 
which includes start, intermediate, and ending locations, as 
well as travel routes. PIAs of other navigators can crawl the 
network to discover event nodes corresponding to their own 
itineraries in order to determine if any relevant information 
has been reported. Each navigator may have requirements for 
the information most relevant to their travel. Requirements 
include estimated maximum time of travel, avoidance of haz 
ards or detours, preferred itineraries or routes, avoidance of 
particular areas or routes, need for special services, or need 
for child or pet friendly establishments. Information that may 
be provided includes messages or other communications 
originating from the navigator, and data provided by the 
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vehicle through on-board devices and sensors understood by 
one skilled in the art, such as vehicle speed, vehicle location, 
and travel itinerary and routes. The other navigators can then 
use this information in their navigation plans, such as esti 
mating time of arrival, or adjusting the itinerary or route to 
avoid potential hazards or unexpected conditions. Navigation 
can include transportation by air, water, or land. As an 
example, a pilot in a small aircraft traveling from Philadelphia 
to Chicago creates an event node for his flight. The PIAS 
corresponding to pilots of several other aircraft connect to this 
node. Some are traveling nearly the same flight route as the 
pilot, others flying a reverse route from Chicago to Philadel 
phia, and some others having a route that will cross the first 
route at some time. The pilot who established the event node 
experiences severe turbulence at 20,000 ft over central Ohio 
and reports the turbulence to the SitNet through his PIA. The 
other pilots can make in-flight decisions to change their own 
attitude or heading based on this information. The other pilots 
also can share their information with other users of the SitNet 
that is not related to the turbulence over Ohio. For example, 
one pilot may report a strong northwestern headwind over 
Cincinnati, while another may report localized severe thun 
derstorm activity just north of Pittsburgh, allowing all the 
pilots of the SitNet to assess to their own flight routes in view 
of these potential reported hazards. 

Another example of the SitNet 3000 in a travel related 
situation is shown in FIG. 28. Several travelers 3026, 3027, 
3028,3029 along a stretch of highway are sharing or probing 
for information related to a situation 3005, a snow storm, 
affecting travel along that highway using SitNet 3000. The 
situation authority 207 establishes an event node correspond 
ing to the situation 3005 using the create use case. This event 
node may be identified with the highway number, a specific 
mile post along the highway, or even a specific exit along a 
highway. For example, the event node may correspond to 
Mile Marker 50 on Interstate 91 in Vermont, which may be 
particularly hazardous during a Snow storm. Travelers may 
discover the event node server using the discover use case, or 
alternately may be invited to participate in the SitNet 3000 by 
the event node server using the invite use case if they are 
within a pre-determined distance from the event node identi 
fier. The connect use case is included in both the invite and 
discover use cases. The travelers 3026, 3027,3028,3029 and 
the situation authority 207 share information related to the 
situation using the share use case. In the example of FIG. 28. 
some travelers (3027, 3028) have been invited to join the 
SitNet 3000 by the situation authority 207, while other trav 
elers (3026, 3029) have joined the SitNet 3000 based on a 
discovery of the event node by their own devices. The situa 
tion authority 207 may be a trusted provider of weather or 
traffic information, or a state or local DOT, who can also 
augment the information shared between the travelers with 
the latest information regarding weather updates or real-time 
road conditions. In an alternate embodiment, an event node 
corresponding to the situation may be established by one of 
the travelers 3026, 3027, 3028,3029 along the highway. 
A situational network may be established to provide traffic 

information to connected users. Event nodes for receiving 
traffic information may be established for the occurrence of 
an accident, road construction, police or other emergency 
activities, or even a stretch of highway or city or Zip code. The 
PIA of a traveler might be constantly crawling the NDSN to 
discover information related traffic conditions is proximity to 
the vehicle or in intended route of the vehicle to its destina 
tion. The source of the traffic information may be other users 
PIAS reporting traffic conditions or information from a traffic 
or other agency Such as a state or local Department of Trans 
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portation (DOT) that might provide traffic information. When 
the PIA receives information concerning a potential travel 
delay it alerts the user so the user can evaluate if an alternate 
route should be taken. In one embodiment, the PIA suggests 
an alternate route. 
A SitNet may be used to provide common travel routes to 

users. This is especially useful to users that are unfamiliar 
with the roadways in the area where they are traveling and a 
situation Such as an accident or road construction is blocking 
their only known route through the area. By connecting to a 
SitNet with other users familiar with local roads, the user may 
learn of the most time efficient alternate routes around the 
situation. Users may also discoverpopular short cuts through 
a normal congested area. In one embodiment, a traffic acci 
dent or construction Zone is associated with the event node of 
a SitNet. The event node is created by trusted provide, such as 
a traffic agency or state or local DOT. Pre-determined alter 
nate routes may be stored in a database connected to a server 
associated with the host of the event node. A user is connected 
to the event node may be presented with alternate routes 
based on their current location and destination. 
A situational network can be established for users traveling 

to and/or from the same location. A PIA for one of the users 
may crawl the network looking for other PIAS that have 
information indicative of an expected travel to or from the 
same location on or around certain range of dates. The user 
may be offering a ride to the location or seeking a ride to the 
location. If the PIA discovers one or a set of other PIAS, it may 
invite the other users of other PIAS to connect to the network 
to determine the feasibility of sharing transportation, which 
may include all forms of air, water, or land transport. In one 
embodiment, the situational network is encompassed by a 
PIA associated with a shared vehicle, such a car shares that 
are popular in many urban areas. A user's PIA can determine 
availability of vehicles in the area parked in their home space, 
or they might be able to obtain availability of a vehicle that 
was signed out by someone else but it might be available for 
a short time from a different location while the users that 
checkout the vehicle are not using the car. 

Users can access information regarding travel delays using 
a PIA connected to an event node of a SitNet. The event nodes 
can correspond to commercial transportation routes, such as a 
scheduled commercial airline flight, a specific commuter 
train or bus run, can be established by a transportation com 
pany, DOT, or traffic reporting agency. In an embodiment, the 
event node is created by a traveler. An event node can also be 
established for a highway accident or road construction event. 
A user can request a connection to a server corresponding to 
the event node in order to obtain most recent arrival time or 
delay time estimated for the situation corresponding to that 
event node. Alternatively, a user's PIA may automatically 
connect to the event node. Such as the event node for a com 
muter train that the user's spouse likely uses everyday. The 
user's PIA would then alert the user if there is any expected 
delay in the arrival of the commuter train. Similarly, a user can 
request a connection to an event node established for a com 
mercial airline flight. The connection would allow the user to 
be updated of most recent flight status for that particular 
airline flight. Travel delay notifications can also be reported 
for highway delays, such as those caused by accidents or road 
construction. A user expecting guests might request that her 
PIA crawl the network and seek event nodes related to 
expected travel routes for the guests and automatically notify 
her if there are any unexpected delays. 
A situational network may be used to broadcast emergency 

information to users connected through into the situational 
network. In one embodiment, a user's home page is automati 
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cally re-directed to a website where most current information 
regarding the emergency event can be found. Similarly, emer 
gency information can be directed to users cell phones and 
PDAs. In an alternate embodiment, the emergency informa 
tion provider establishes an event node of the situational 
network. A user is invited to connect to the event node to 
receive updated information. Once the user accepts the invi 
tation, new updates are automatically delivered to the user as 
they are made available. In one embodiment, the server at the 
event node has the authority to override a declined invitation 
to connect to the event node. In order to protect personal 
privacy to the greatest extent possible, such an override utility 
might be limited to be activated by a very select few individu 
als or trusted providers and can be activated only in the direst 
of emergency situations, such as when imminent loss of life 
may be a probable result of the event or situation. 

Referring to FIG. 24, a situational network may beformed 
for an emergency event or situation. The SitNet 3000 for the 
emergency event may have multiple tiers or access levels to 
allow for more effective sharing and propagation of informa 
tion between users of the SitNet 3000. A first level of access 
(L1) 3034 is provided to L1 users 3030 such as emergency 
responders. Emergency responders include entities such as 
fire, police, EMT, and rescue personnel at or in transit to the 
location of an emergency. Emergency responders may also 
include government (e.g., FEMA) or other emergency man 
agement agencies that may be involved in crisis management 
during a disaster. A 911 dispatcher or medical personnel may 
also be granted L1 access to the SitNet 3000. A second level 
of access (L2) 3036 is provided for L2 users 3031, such as 
those individuals with a physical proximity to the emergency 
event. These individuals are also referred to as affected indi 
viduals. For example, those in the forecast track of a hurri 
cane, those enveloped by the hurricane, and those in the wake 
of the hurricane are all classified as affected individuals and 
granted L2 access to the SitNet 3000. Similarly, those within 
a certain radius of the epicenter of an earthquake may be 
classified as affected individuals and granted L2 access to a 
SitNet 3000 established in response to the earthquake. A third 
level of access (L3)3038 is provided to L3 users 3032, such 
as relief agencies and those materially affected by the disas 
ter. Examples of organizations or individuals who might be 
granted level 3 access include The American Red Cross, 
insurance companies and their adjustors, and those individu 
als with family or property in the affected location who do not 
reside in the affected area (those residing in the affected area 
have L2 access). The different levels of access allow for 
efficient sharing of the most relevant information between the 
different individuals directly and indirectly involved in the 
SitNet 3000. L1 access allows emergency responders to 
access to information shared between all members of the 
SitNet 3000, plus provides a trusted connection for emer 
gency responders to share information that may be critical in 
providing emergency service to the L2 individuals. L2 indi 
viduals can provide location information that may be useful 
for a rescue or conditions inside the situation or event that 
may be invaluable or otherwise unknown to emergency 
responders. The different levels of access can also allow for 
the most effective use of limited network resources, such as 
bandwidth, that may result from situation or event, for 
example ensuring that L1 access has the greatest resource 
allocation so that emergency responders can exchange vital 
information regarding the situation. In an embodiment, infor 
mation in the emergency event SitNet 3000 is exchanged 
using the PIAS corresponding to the different individuals 
participating in the event or situation. APIA corresponding to 
a user with L1 access may a have a higher affinity along the 
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dimension related to the emergency event to anther L1 access 
PIA that it would have with L2 or L3 access PIA, allowing the 
more efficient and trusted sharing of information among the 
emergency responders. 

Information shared by the various individuals participating 
in the event or situation may include audio and video data. 
This audio and video data can be aggregated by a server, 
which in one embodiment may correspond to the event node 
of the SitNet, to provide a geographic "snapshot of the 
situation. By tagging each piece of video or audio data with a 
location and time coordinates, it is possible to create a spatial 
map of the situation. The time evolution of the situation can be 
obtained by aggregating the geographic Snapshots for differ 
ent times. Access to the geographic Snapshot data is unre 
stricted for emergency responders with L1 access to the Sit 
Net. Limited access to the geographic Snapshot data may be 
provided individuals with L2 or L3 access, depending on 
bandwidth available within the SitNet. An external portal, 
such as an Internet website, may be established by a situation 
authority for the emergency event where some or all of the 
geographic Snapshot data is made available, if system and 
network resources permit, to persons not connected to the 
SitNet. 
A “roll-call' or “check-in' feature can be included in a 

situational network for a disaster or emergency event to estab 
lish a list of persons that might be missing or need assistance. 
A server corresponding to the event node of the situational 
network may invite users determined to be physically threat 
ened by a disaster or emergency event to check-in. The server 
or CIA of the event node 3010 may determine which user 
PIAS to contact through stored lists, such as apartment or 
office building occupancy record, or postal record for streets 
or zip codes. Those people identified with a PIA are sent an 
unsolicited message to reply if they are alright, also referred 
to a positive response. A user may also respond to the check 
in that they need assistance and provide location information 
to emergency responders. Non-responding PIAS are reported 
to emergency management officials to decide what further 
actions may be required to locate those individuals. Referring 
to FIG. 32, a PIA 400 displays an alert warning 3070 requir 
ing user input that they are either ok 3074 or need assistance 
3072. The user may also be presented with an option to 
display the current status of the roll call list 3076 so the she 
may be able to provide information on users that have not 
responded to the roll call query. In the example of FIG. 32. 
“Building Property Management has provided a list of build 
ing occupants for "1 Tower Place' to the trusted provider 
“Springfield Fire Company’ which has established an event 
node and provided the roll call query to the PIA. 
A situation authority or trusted provider establishing an 

event node 3010 for a server that hosts the roll call or check-in 
feature described above may provide a searchable message 
board to users connected to the SitNet as well visitors not 
connected to the SitNet that allows sharing of information 
about individuals in the SitNet 3000 with persons outside the 
SitNet. Referring to FIG. 40, Situation Authority 207, User 1 
254, and User 2 256 are connected through a situational 
network. Visitor 3 258 is not connected to the situational 
network, but can access certain information made available 
by the situation authority via the message board, and post 
comments viewable by the participants of the situational net 
work. The searchable message board may be used as in inter 
face to gain access to information from one or more situ 
ational networks for different emergency events or disasters. 
Referring to FIG.33, the message board 3080 may be acces 
sible by a website on the interne (outside the SitNet). A visitor 
to the website can search 3082 the message board for infor 
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mation related to a specific situation or event. The informa 
tion may be tagged with a location coordinate so that check-in 
and other information can be searched and obtained down to 
a zip code, street or even individual household level 3084. The 
searchable message board also allows visitors not connected 
or unable to connect to the SitNet the opportunity to post3088 
or view 3086 messages that are relevant to a specific situation, 
Such as searching for information on a missing family mem 
ber or friend. Other visitors with information about the situ 
ation can respond to those messages with any information that 
they can share. In one embodiment, the most recent roll-call 
list for the search criteria entered by the visitor is available 
using a link 3089 on the webpage. 

During a disaster or crisis, relief agencies may establish a 
node of a SitNet 3000 for rapid deployment of emergency 
information. The server of the relief agency obtains the list of 
users connected to the SitNet 3000 from the server encom 
passing the event node 3010 corresponding to the situation. 
From this list, the relief agency can determine which users are 
likely affected by the disaster and invite those users to estab 
lish a connection with a node associated with the relief 
agency. The relief agency may also be able to determine to 
what goods and services are most needed in different areas 
based on information about the users obtained from stored 
profiles. The relief agency may then provide information Such 
as nearest shelter, location where emergency Supplies are 
being distributed, or service or goods providers may still be in 
operation. The user may also be able to provide information to 
the relief agency such as what services or utilities are still 
available at their location, what type of relief supplies are 
most needed, the extent of damage, etc. In one embodiment, 
the relief agency may be an insurance company, which pro 
vides claims information to it affected clients or a schedule of 
when and where adjustors will be visiting. 

Referring generally to FIG. 42, targeted advertisements 
from an advertising entity 208 may be delivered to devices of 
users 254, 256 connected through a SitNet using profile and 
location information relating to the users 254, 256 collected 
by the situation authority 207, and determining an ad oppor 
tunity based on an affiliation between the user and the situa 
tion. An affiliation that a user has with the situation is used as 
a basis for delivering the targeted advertisements. The affili 
ation between the user and the situation is determined from 
one or more factors, including but not limited to, proximity of 
the user to the situation, role of the user within the situation, 
affect of the situation on the user, affect of the situation on 
property of the user, and projection of the SitNet in which the 
user is included. In some cases, one of the preceding factors 
alone may not be sufficient to determine an affiliation of the 
user to the situation. Many users within the same proximity of 
a situation may be affected very differently by the situation. 
For example, a homeowner and vacationer within the same 
city may have very different needs during a weather crisis 
Such as a hurricane, even though their proximity to the situ 
ation is essentially the same. Affiliation information may be 
determined in part by analyzing personal data about the user, 
such as contained in a stored profile or found in a PIA. 
Information about a user's actual or predicted location may 
also be used in determining the affiliation. Once the adver 
tisements are selected for a user, the targeted advertisements 
may be delivered to users of the SitNet using methods well 
understood by one skilled in the art. 
By way of example, referring to FIG. 27, individuals par 

ticipating in a SitNet for a hurricane event are directed to a 
Source of information, which may be a web page. Based on 
the affiliation of the user with the situation, an advertising 
entity associated with the SitNet may deliver target advertise 
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ment to each user. A homeowner in the direct path of the 
hurricane may be shown ad for a hardware store that still has 
an ample supply of plywood 3080. The targeted ads may be 
location based (e.g., in a Zip code) so that all SitNet users do 
not rush to the same store which quickly will be depleted of its 
plywood Supply leaving latecomers to undertake a costly and 
time-consuming hunt for the plywood elsewhere. A user per 
ceived to be a traveler in the area of the hurricane may be 
displayed an advertisement for the nearest hotel with vacan 
cies 3082. Someone with an interest in the hurricane, maybe 
with family members or friends in the area, who is connected 
to the SitNet but is not in proximity to the hurricane, may be 
delivered a targeted ad to donate to a relief fund 3084. In one 
embodiment, targeted advertisements are delivered when a 
user connects to the SitNet using a PIA based on access to 
personal information or a user profile on the PIA accessible 
by the targeting ad server. If access to all personal information 
is restricted, the targeted ad service may display a default 
advertisement to the user. In an alternate embodiment, adver 
tisements can be targeted for presentation to users connected 
through the SitNet using the projections of the SitNet. All 
users in one projection of the SitNet may receive different 
advertisements on their PIAS than users of a different projec 
tion of the SitNet based on targeted criteria specific for each 
of the projections. Targeting criteria may include, but are not 
limited to, type of situation, location of the situation, and 
aggregate projection user demographics, such as average age, 
median household income, an percentage of households with 
children. 
A situational network may be used to effectively manage 

the distribution of information regarding availability of lim 
ited goods and services as a result of an event or situation, 
such as disruptive weather or natural disaster. Based on the 
locations of the users in the SitNet, goods and services can be 
offered to users participating in a SitNet. All the users within 
a certain nearby geographic proximity. Such as a Zip code, 
town, or street, to providers of the goods and services, may 
receive notifications regarding the availability of the goods or 
services at those locations. As a user changes position, 
updated information may be provided based on most recent 
location coordinates associated with the user. A change in 
availability of goods and services at different locations may 
also be provided to the users of the SitNet based on informa 
tion provided by the providers of the goods and services 
themselves, or alternately, the users of the SitNet. As the 
Supplies of the goods are depleted and services become 
unavailable, users of the SitNet are automatically notified of 
other nearby providers. Anticipated availability of good and 
services may also be distributed to the users of the SitNet in a 
similar manner. For example, in advance of a hurricane dur 
ing a large scale evacuation, gasoline may be in short Supply. 
To compound this difficulty people may waste both gasoline 
and time searching for a location that is selling gasoline. By 
connecting to SitNet associated with the hurricane, users may 
be presented with the location of the nearest provider with a 
Supply of gasoline, or alternately several nearby locations. In 
addition, nearby users may be presented with different lists of 
available filling stations to help reduce a rush to a single 
location by all the users that will soon deplete its gasoline 
Supply as a result. When a filling station no longer has a 
Supply of gasoline, users in the vicinity may be notified based 
on information provided by the owner of the filling station, or 
by other users at that location who may have been waiting in 
line when the Supply runs out. 

In one embodiment, user profile information is used with 
the user location information to determine the nearest pro 
vider of goods and services that fulfill actual or perceived 
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needs of the user. The user profile information can be stored 
on a user device. Such as a cell phone or PIA, or at a central 
site. Such as a server associated with a situation authority or 
communications provider. The user profile information may 
contain, but is not limited to, number and ages of individuals 
in the user's household, number and type of pets owned by the 
user, languages spoken, medical conditions of the user and 
his/her dependent (e.g., diabetes), and special services need 
by the user and his/her dependents (e.g., dialysis). Such infor 
mation can be used in directing a user to a provider of the 
nearest service that fulfills some or all the needs of the user 
during or as a result of the situation. For example, during a 
hurricane evacuation, a user with two dogs can be directed 
toward the nearest evacuation center that accepts pets, which 
may not be the nearest evacuation center to the user if other 
centers that are closer do not accept pets. 

In addition to the location of the nearest provider of goods 
and services, situational dependent information, Such related 
hazards, can be distributed to the user. The related hazards 
may impede the user from gaining access to the goods or 
services, such as flooded or otherwise impassable roads on 
the most probable route to a storm evacuation center. In one 
embodiment, alternate routes to the provider of the goods or 
services are suggested, minimizing the hazards that a user 
might encounter enroute to obtain the goods or services. 

Location based goods and service notifications may be 
delivered to user devices in a language that is understood by 
the user. The selection of the language in which to deliver the 
notification may be based on information contained in the 
user profile. The user may have previously selected the deliv 
ery language which is then stored in the user profile, or the 
notification sender may automatically determine the delivery 
language based on the personal information contained in the 
user profile. 

Notifications of the service may be delivered on GPS 
enabled portable device, such as a cell phone or PDA, so that 
a traveling user can receive notifications of services most 
relevant to his current location. In one embodiment, the por 
table device, can notify the provider of the service that the 
user in enroute, including any special considerations, such as 
those included in the user profile. The user may also commu 
nicate additional special considerations, such as injuries or 
special needs, to the service provider. 

In an alternate embodiment, location based services can be 
offered to users connected to an event node of a SitNet using 
a PIA. Using positional coordinates associated with the user 
of the PIA, a server located at the event node can create a set 
of projected views of the SitNet, such that the nodes in each of 
the projected views of the SitNet are within close geographic 
proximity, Such as a Zip code, town, or Street. A distribution of 
providers of limited goods and services that might be avail 
able after the occurrence of a situation or event can then be 
delivered in a targeted manner to the users of the SitNet using 
the projected views. As the users location changes, location 
coordinates are provide to the event node server so that the 
projected views are updated, and user always receives the 
most up to date location based service information for their 
current location. 
A situational network can be used to efficiently deliver and 

propagate a message or notification from a single user related 
to a situation or event to an expanded group of individuals 
who are directly or indirectly affected by the event or situa 
tion. The message may be created and distributed by a situa 
tion authority, or alternately created by an individual in 
response to receiving information about occurrence or 
expected occurrence of the situation. Each recipient of the 
message or notification may have pre-defined groupings of 
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other users, such as family, friends, co-workers, neighbors, 
etc., so that an incoming notification can be forwarded to only 
to the selected groups of users. The groups that are displayed 
to the user for propagation of the notification may be depen 
dent on the situation, with the displayed groups either being 
pre-selected by the user or determine automatically by the 
receiving device, which in one embodiment is a PIA and the 
groups correspond to users at nodes in an NDSN. For 
example, a user will likely need to notify one set of groups of 
users in their NDSN if school is being closed, and another set 
of groups of users if she is delayed by a traffic accident. 
Automatic determination of groups may be accomplished via 
creating projections of the PIA user’s NDSN that are relevant 
to the situation of the incoming notification, for example, 
projections along the dimensions corresponding to family, 
friends, or business contacts. 
A user can create separate notifications that are added to the 

message for each group before forwarding the message. The 
notifications for each group are separately composed on a 
device used to propagate the message before the message is 
forward to the different groups. The notifications are all pref 
erably composed on a single screen of the device. The mes 
sage and the corresponding notifications composed on the 
device are then all transmitted to the users of the selected 
groups at Substantially the same time using a single action on 
the device Such as actuating an actuator of the device. The 
single action on the device causes each notification composed 
on the device to be attached to the message, and Subsequently 
transmitted to the appropriate users for each group. Examples 
of actuators include mechanical buttons or touch sensitive 
display panels. In an embodiment, the user may also reply to 
the sender of the message with a personal response. The reply 
may be transmitted using the same single action as described 
above, or transmitted at a separate time using a different 
action on the device. 

Notifications may be distributed in the SitNet 300 using a 
peer to peer connections, or through connections to a central 
ize service. Such as one that includes the situation authority. 

Referring to FIG. 25, a school district superintendent cre 
ates a node in the situational network using a PIA 3060 to 
inform a group of users that school will be closed tomorrow. 
He creates a message 3066 that is propagated to a first set of 
users in selected groups (teachers, staff, parents, and Snow 
removal). In this example, the groups are selectable by the 
superintendent, and different notifications are added to the 
message for each group, and propagated using the NOTIFY 
actuator 3068 on the PIA. The superintendent has chosen not 
to inform the Superintendents of other school districts of his 
decision, overriding the automatic selection of that group by 
the PIA. Jane Doe, a parent who has a child in the Springfield 
School District receives the message from the superintendent 
on her PIA 3062, which is included in her cell phone. She 
propagates the message to her pre-defined group of users with 
additional notifications, also using the NOTIFYI actuator 
3068. Jane Doe's friend receives the original message 3066 
propagated through Jane Doe's PIA 3063 on her PIA3064, 
which is included in her PDA with an additional notification 
3069 added by Jane Doe. She replies 3067 to Jane Doe's 
notification using the REPLY actuator and notifies her 
friends using the NOTIFYI actuator 3068 that she will be at 
Jane Doe's house tomorrow. 
A situational network may be established where the situa 

tion is a Social event, such as a concert or festival. Users 
attending the event are alerted when other members of the 
NDSN are also in attendance at the same event. In one 
embodiment, the situational network is a proximity based 
network. Users are alerted to the presence of other members 
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included in their NDSN by their PIA when they are both in 
attendance at the same event based on the sharing of position 
coordinated between the PIAS. In one embodiment, the situ 
ational network is used to facilitate personal introductions. A 
user’s NDSN may contain many contacts that are personally 
unknown to a user possible due to a higher order degree of 
separation in the NDSN or because of physical distance 
between the two users, but nonetheless the two users share an 
affinity along at least one dimension where they exchange 
personal information. When the two users are connected to 
the event node in the same situational network, and are or will 
Soon be in close proximity, an alert may be presented by the 
users’ PIAS so that the users may decide if they would like to 
meet in person. The PIAS may determine future proximity 
based on a common event scheduled in both calendars of the 
users PIAS. Instantaneous proximity may be determined by 
sharing location coordinates obtained using a geographic 
location device, such as GPS, included in the PIA. In one 
embodiment, a user pre-selects other users in their social 
network that are personally unknown to them and that they 
would like to personally meet. When those pre-selected indi 
vidual are in proximity, the user is notified of their location 
even in the absence of a connection to an event node. The 
connection between the two users creates a proximity situ 
ational network. For example, when two users' PIAS are 
crawling the NDSN and one discovers that the other is within 
a pre-determined range due to sharing of GPS position coor 
dinates between the two PIAS, an alert can be sent to that user 
to facilitate a personal introduction between the two users. 

Users interested in the same weather event may be con 
nected in a situational network for Social interaction. A user 
may be connected to this weather driven social network using 
a link on an internet site displaying information about that 
weather event. Other users can be connected to the same 
social network from different links on different websites also 
displaying information about the weather event. Referring to 
FIG. 26, a user interested in a forecasted snow storm may visit 
a webpage 3070 of a weather website for weather information 
related to that event. When viewing the weather event details 
page 3072, the user interested in skiing at a popular ski 
destination may click on a link 3074 and be connected to a 
centralized social networking website 3076 related to the 
weather event. The social networking website allows users to 
share and exchange information for a number of topics 
including lodging, transportation, social events, or popular 
meeting locations. Alternately, the PIA may be used to con 
nect to an event node server of the situational network for the 
weather event, or the PIA may create a node for the weather 
event. The user may invite other users with similar interests to 
join the SitNet using the PIA. Additionally, the user's PIA 
may also crawl the network along a dimension in its NDSN, 
Such as outdoor activities, to discover other users interested in 
the weather event and request a connection. The SitNet estab 
lished in the NDSN though the PIA may be used to share 
information similar to that obtained on the website discussed 
above, but the information is shared in a peer to peer manner 
instead of controlled by a centralize source. 

Those skilled in the art will recognize that the interactions 
employed to perform the various functions associated with 
the SitNet 3000, PIA, CIA and the NDSN (Discover, Con 
nect, Invite, Configure, etc.) may be executed in a variety of 
ways not limited to the examples described herein. 

FIG. 22 illustrates a block diagram of a computer system 
1150 for realization of a computer-implemented apparatus 
that may form all or a part of one or more implementation(s) 
or embodiment(s) of the present invention. The computer 
system 1150 includes a computer 131, a keyboard 132, a 
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mouse 133, and a monitor 134. The computer 131 has a 
network port 138 for connecting to the computer network 900 
(not shown). The computer 131 is connected to a storage 
device 135 which contains the program instructions 136 for 
the Software application that provides the logical functions of 
the computer-implemented apparatus. The storage device 
135 also contains a database 137 for storing data. 
Those skilled in the art will recognize that the program 

instructions 136 for software applications implementing all 
or a portion of one or more embodiment(s) of the present 
invention may be written in a programming language Such as 
Java or C++, and that the database 137 may be implemented 
with a database package such as Microsoft AccessTM or a 
database management system (DBMS) such as Microsoft 
SQL ServerTM Microsoft SQL Server CETM, IBM DB2TM, 
mySQL or postgreSQL. 

FIG. 23 illustrates a block diagram of the computer 131. A 
system bus 1002 transports data amongst the Central Process 
ing Unit (CPU) 1004, RAM 1006, the Read Only Memory 
Basic Input Output System (ROM-BIOS) 1008 and other 
components. The CPU 1004 can contain a cache memory 
component 1024. The computer 131 may include one or more 
external storage ports 1017 for accessing a hard disk drive, 
optical storage drive (e.g., CD-ROM, DVD), flash memory, 
tape device or other storage device (not shown). The relevant 
storage device(s) are connected through the external storage 
port 1017 which is connected to the system bus 1002 via a 
disk controller 1022. The keyboard 132 and the mouse 133 
can be connected to the keyboard port 1012 and mouse port 
1013, respectively, which are connected to the system bus 
1002 through the I/O controller 1010. The monitor 134 can be 
connected to a monitor port 1014 which is connected to the 
system bus 1002 through the video controller 1015. A net 
work device (not shown), including but not limited to an 
Ethernet device or other device having networking capability, 
can be connected to the network port 138 which is connected 
through the network controller 1016 to the system bus 1002. 
Additional ports, such as parallel or serial ports (not shown), 
may be utilized through the I/O controller 1010. The com 
puter 131 may include one or more USB ports 1023. A USB 
device (not shown), including but not limited to a printer, 
scanner, keyboard, mouse, digital camera, storage device, 
PDA and webcam, can be connected to the USB port 1023 
which is connected to the system bus 1002 through the USB 
controller 1011. Expansion slots 1018 can be comprised of 
Industry Standard Architecture (ISA) slots, Peripheral Com 
ponent Interconnect (PCI) expansion slots, PCI Express 
expansion slots. Accelerated Graphics Port (AGP) slots or 
any other slot generally known in the art to allow additional 
cards to be placed into the computer 131. These slots can be 
used to connect network cards, video cards, Sound cards, 
modems and any other peripheral devices generally used with 
a computer. Detailed descriptions of these devices have been 
omitted for convenience only and should not be considered 
limiting. 

Those skilled in the art will recognize that a part of, or the 
entirety of the embodiments of the present invention may be 
implemented as a web-based application that includes a web 
server and a browser application residing on a client com 
puter. 
The embodiments of the present invention may be imple 

mented with any combination of hardware and software. If 
implemented as a computer-implemented apparatus, the 
present invention is implemented using means for performing 
all of the steps and functions described above. 
The embodiments of the present invention can be included 

in an article of manufacture (e.g., one or more computer 
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program products) having, for instance, computer useable 
media. The media has embodied therein, for instance, com 
puter readable program code means for providing and facili 
tating the mechanisms of the present invention. The article of 
manufacture can be included as part of a computer system or 
sold separately. 

While specific embodiments have been described in detail 
in the foregoing detailed description and illustrated in the 
accompanying drawings, it will be appreciated by those 
skilled in the art that various modifications and alternatives to 
those details could be developed in light of the overall teach 
ings of the disclosure and the broad inventive concepts 
thereof. It is understood, therefore, that the scope of the 
present invention is not limited to the particular examples and 
implementations disclosed herein, but is intended to cover 
modifications within the spirit and scope thereofas defined by 
the appended claims and any and all equivalents thereof. 

The invention claimed is: 
1. A method of creating a projection of a situational net 

work, the method comprising: 
(a) creating, by an event node server, an event node in a 

multi-dimensional personal information network, the 
event node corresponding to a situation; 

(b) forming a projection of nodes of the situational network 
using geographic locations of a plurality of devices cor 
responding to nodes in the multi-dimensional personal 
information network; 

(c) transmitting an invitation to establish a link with the 
event node server to the devices corresponding to each 
node in the projection formed in step (b): 

(d) receiving a response from at least one of the devices 
from step (c) accepting the invitation to establish a link 
with the event node server; and 

(e) establishing a link with each device accepting the invi 
tation. 

2. The method of claim 1, wherein the event node is created 
in response to identification of the situation by a situation 
authority. 

3. The method of claim 1, further comprising: 
(f) providing the projection formed in step (b) to each 

device corresponding to the nodes in the projection that 
has established a link with the event node server. 

4. The method of claim 1, further comprising: 
(f) providing a first set of information about the situation to 

each device corresponding to the nodes in the projection 
that has established a link with the event node server. 

5. The method of claim 4, wherein the first set of informa 
tion in step (f) includes targeted advertisements. 

6. The method of claim 4, further comprising: 
(f) receiving additional sets of information about the situ 

ation from at least one of the devices corresponding to 
the nodes in the projection that have established a link 
with the event node server; and 

(g) distributing updated information about the situation 
based on the additional sets of information to the devices 
corresponding to the nodes in the projection that have 
established a link with the event node server. 

7. The method of claim 1, wherein the event node server 
forms one or more different projections of the nodes, each of 
the one or more projections receiving geographically relevant 
information from the event node server. 

8. The method of claim 1, wherein the device is a personal 
information aggregator. 

9. The method of claim 1, wherein the situation is a weather 
phenomenon. 

10. A method of creating a projection of a situational net 
work, the method comprising: 
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(a) receiving, by a first device corresponding to a node in a 

multi-dimensional personal information network, an 
invitation to establish a link with an event node server in 
response to the first device being included in a projection 
of nodes of the multi-dimensional personal information 
network; 

(b) transmitting a response accepting the invitation to 
establish a link with the event node server; 

(c) establishing a link with the event node server; and 
(d) receiving information about the situation from the event 

node server. 
11. The method of claim 10, wherein the invitation is 

received based on a geographic proximity of the first device 
with other devices in the multi-dimensional personal infor 
mation network. 

12. The method of claim 10, wherein the event node server 
corresponds to an event node of the situational network cre 
ated in response to identification of the situation by a situation 
authority. 

13. The method of claim 10, further comprising: 
(e) receiving the projection of the nodes of the situational 

network from step (a) from the event node server. 
14. The method of claim 13, further comprising: 
(f) inviting at least one other device included in the projec 

tion to establish a link with the first device; 
(g) connecting to the at least one other device from step (e) 

accepting the invitation; and 
(h) sharing information related to the situation with the at 

least one other device. 
15. The method of claim 14, wherein the connections 

established in step (g) have an order of separation of one. 
16. The method of claim 14, wherein the connections 

established in step (g) are multi-dimensional. 
17. The method of claim 16, wherein at least one of the 

dimensions corresponds to the situation. 
18. The method of claim 17, wherein the dimension corre 

sponding to the situation includes an affinity greater than 
affinity included along the other dimensions. 

19. The method of claim 10, further comprising: 
(e) providing information about the situation to the event 

node server. 
20. A system for creating a projection of a situational 

network, the system comprising: 
an event node server, corresponding to a situation author 

ity, configured to create an event node in a multi-dimen 
sional personal information network, the event node 
corresponding to a situation, form a projection of nodes 
of the situational network using geographic locations of 
a plurality of devices corresponding to nodes in the 
multi-dimensional personal information network, trans 
mit an invitation to establish a link with the event node 
server to the device corresponding to each node in the 
projection, receive a response from at least one of the 
devices accepting the invitation to establish a link with 
the event node server, and establish a link with each 
device accepting the invitation; and 

a plurality of devices configured to receive an invitation to 
establish a link with an event node server in response 
being included in a projection of nodes of the multi 
dimensional personal information network, transmit a 
response accepting the invitation to establish a link with 
the event node server, and receive information about the 
situation from the event node server. 
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