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TWO-MODE ELECTRICALLY VARIABLE 
TRANSMISSION 

TECHNICAL FIELD 

0001) The invention relates to a two-mode electrically 
variable transmission (EVT) suitable for a large battery appli 
cation, the EVT having an input split mode, a compound split 
mode, an electric-only mode using two motors, and a neutral 
mode. 

BACKGROUND OF THE INVENTION 

0002 An electrically variable transmission (EVT) typi 
cally has an input member connected to an engine, as well as 
one or two motor/generators that are connected to different 
members of multiple planetary gear sets to enable one or more 
electrically-variable modes of operation or modes, fixed 
speed ratio modes, and an electric-only (battery powered) 
mode. An "electrically variable' mode or EV mode is an 
operating mode in which the speed ratio between the trans 
mission input and output members is determined by the speed 
of one of the motor/generators. 
0003) An EVT may improve vehicle fuel economy in a 
variety of ways. For instance, the engine may be turned off at 
idle, during periods of deceleration and braking, and during 
periods of relatively low speed or light vehicle load operation 
to thereby eliminate efficiency losses incurred due to engine 
drag. Captured braking energy via regenerative braking, or 
energy stored by one of the motors acting as a generator 
during periods when the engine is operating, is utilized during 
these "engine off periods to extend the period or duration 
during which the engine is off, to supplement engine torque or 
power, to operate the vehicle at a lower engine speed, and/or 
to Supplement accessory power supplies. Transient demand 
for engine torque or power is supplemented by the motor/ 
generators during “engine on periods, allowing for down 
sizing of the engine without reducing apparent vehicle per 
formance. Additionally, the motor/generators are efficient in 
accessory power generation, and electric power from the 
battery serves as an available torque reserve allowing opera 
tion at a relatively low transmission speed ratio. 
0004 Electrically variable modes may be classified as 
input-split, output-split, compound-split, or series modes. 
Input-split modes have one motor/generator geared such that 
its speed varies in direct proportion to the transmission out 
put, and have the other motor/generator geared such that its 
speed is a linear combination of the input and output member 
speeds. Output-split modes have one motor/generator geared 
Such that its speed varies in direct proportion to the transmis 
Sion input member, and have the other motor/generator 
geared such that its speed is a linear combination of the input 
member and the output member speeds. A compound-split 
mode has both motor/generators geared such that their speeds 
are linear combinations of the input and output member 
speeds, but neither is in direct proportion to either the speed of 
the input member or the speed of the output member. A series 
mode has one motor/generator geared such that its speed 
Varies in direct proportion to the speed of the transmission 
input member, and another motor/generator geared such that 
its speed varies in direct proportion to the speed of the trans 
mission output member. There is no direct mechanical power 
transmission path between the input and output members 
when operating in series mode, and therefore all power must 
be transmitted electrically. 
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0005) A series propulsion system is a system in which 
energy follows a path from an engine to an electric storage 
device, and then to an electrical motor/generator which 
applies power to rotate the drive members. In other words, 
there is no direct mechanical connection between the engine 
and the drive members in a series propulsion system, unlike 
parallel propulsion systems. Therefore, transmissions with 
relatively large battery electric propulsion capability, and 
relatively small engine propulsion capability, have heretofore 
relied largely on what has been designated as a series-hybrid 
transmission or propulsion system. 

SUMMARY OF THE INVENTION 

0006 An electrically variable transmission (EVT) is pro 
vided that is well suited for use with relatively large battery 
power and/or a relatively small engine, with reduced motor 
speed requirements. The EVT has an increased EV mode 
capability using both motor/generators. The EVT has a for 
ward low-range electric-only operating mode in which the 
engine is off, a forward low-range electrically variable input 
split operating mode, a forward high-range compound split 
operating mode, and a neutral operating mode. Shifting 
between the available modes may be accomplished with con 
ventional clutch-to-clutch shifts or synchronous shifts that 
are executed purely by changing motor speeds while operat 
ing in one of the two available EVT modes. 
0007 Specifically, the EVT includes an input member that 
is operatively connected to an engine, an output member, a 
stationary member, and first and second motor/generators. 
The EVT also includes first and second planetary gear sets 
each having first, second, and third members, and first and 
second torque-transmitting mechanisms that are selectively 
engagable alone or in different combinations to connect one 
of the members of one planetary gear set to the stationary 
member or to a member of the other planetary gear set to 
thereby establish a fixed ratio electric-only mode, a low-range 
input split mode, a high-range compound split mode, and a 
neutral mode. 
0008. In one aspect of the invention, the first torque-trans 
mitting mechanism is a brake that connects the third member 
of the second planetary gear set to the stationary member for 
establishing the input split mode and/or the electric-only 
mode, and the second torque-transmitting mechanism is a 
clutch connecting the second member of the first planetary 
gear set to the third member of the second planetary gear set 
for establishing the compound split mode and/or the electric 
only mode. 
0009. In another aspect of the invention, the powertrain 
starts the engine while the EVT is in electric-only mode, and 
transitions from the electric-only mode to the input-split 
mode by disengaging the second torque-transmitting mecha 
nism and commanding a torque on the first motor/generator 
resulting in positive engine torque. 
I0010. In another aspect of the invention, the first torque 
transmitting mechanism is a one-way clutch positioned in 
parallel with a friction clutch or a dog clutch. 
0011. In another aspect of the invention, the second 
torque-transmitting mechanism is a dog clutch. 
0012. In another aspect of the invention, the EVT transi 
tions directly from the output-split mode to the compound 
split mode via at least one of a clutch-to-clutch shift and a 
synchronous shift. 
0013 In another aspect of the invention, the EVT includes 
an energy storage device (ESD) that is connected to the first 
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and second motor/generators for providing power thereto and 
receiving power therefrom, with the ESD connectable with an 
offboard power Supply for recharging. 
0014. In another aspect of the invention, the third member 
of the first planetary gear set is continuously connected to the 
first motor/generator. The second member of the first plan 
etary gear set is continuously connected to the engine for 
common rotation therewith, and is selectively connected to 
the third member of the second planetary gear set via the 
second torque-transmitting mechanism. The third member of 
the second planetary gear set is selectively connected to the 
stationary member via the first torque-transmitting mecha 
1S. 

0015. In another aspect of the invention, the first, second, 
and third members of the first planetary gear set are a ring 
gear, a carrier member, and a Sun gear, respectively, and the 
first, second, and third members of the second planetary gear 
set are a Sun gear, a carrier member, and a ring gear, respec 
tively. 
0016. In another aspect of the invention, the first, second, 
and third members of the first planetary gear set are a carrier 
member, a ring gear, and a Sun gear, respectively, and the first, 
second, and third member of the second planetary gear set is 
a carrier member. 
0017. In another aspect of the invention, a powertrain has 
an engine, an electrically variable transmission (EVT), a sta 
tionary member, first and second motor/generators, and an 
energy storage device. The powertrain also has first and sec 
ond planetary gear sets, each having a ring gear, a Sun gear, 
and a carrier member. A brake selectively connects one of the 
ring gear and carrier member of the second planetary gear set 
with the stationary member to establish the input split mode 
or the electric-only mode. A clutch selectively connects the 
ring gear or carrier member of the first planetary gear set with 
the ring gear or carrier member of the second planetary gear 
set to establish the compound split mode or the electric-only 
mode. 
0018. The above features and advantages and other fea 
tures and advantages of the present invention are readily 
apparent from the following detailed description of the best 
modes for carrying out the invention when taken in connec 
tion with the accompanying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0.019 FIG.1 is a schematic illustration of a transmission in 
lever diagram form; 
0020 FIG. 2 is a stick diagram of an embodiment of the 
transmission of FIG. 1; 
0021 FIG. 3 is a truth table for the transmission shown in 
FIGS. 1, 2, 5, and 6: 
0022 FIGS. 4A-C are schematic illustrations of different 
off-board power Supply systems for charging a battery used 
with the motor/generators in the transmission embodiments 
of FIGS. 2 and 6: 
0023 FIG. 5 is a schematic illustration of an alternate 
embodiment of the transmission shown in FIG. 1; 
0024 FIG. 6 is a stick diagram of the alternate embodi 
ment of the transmission shown in FIG. 5; 
0.025 FIG. 7 is a schematic illustration of an alternate 
embodiment of the transmissions shown in FIGS. 1 and 5: 
0026 FIG. 8 is a stick diagram of a first alternate embodi 
ment of the transmission shown in FIG. 7; and 
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0027 FIG. 9 is another stick diagram of a second alternate 
embodiment of the transmission shown in FIG. 7. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

0028 Referring to the drawings, wherein like reference 
numbers refer to like components, and beginning with FIG. 1, 
a lever diagram is shown for a powertrain 10 having an engine 
12. The powertrain 10 is a dual-EVT mode hybrid powertrain, 
and therefore is operable for deriving power from any or all of 
the engine 12, a first motor/generator 80, and a second motor/ 
generator 82, as well as from an energy storage device or ESD 
86 (see FIG. 2) as will be explained below. The engine 12 has 
an output shaft or member that serves as an input member 16 
of an electrically-variable transmission or EVT 14. The EVT 
14 is designed to selectively receive a portion of its driving 
power from the engine 12 in a plurality of its various operat 
ing modes, including an electric-only mode, an input split 
mode, a compound split mode, and a neutral mode, as will be 
discussed below with reference to FIG.3. A final drive unit or 
assembly 17 is operatively connected to an output shaft or 
member 18 of the EVT 14 for propelling the vehicle (not 
shown). The final drive assembly 17 may also include a plan 
etary gear set, represented by the lever 24 as discussed below, 
one or more parallel shaft gear sets (not shown), and/or a 
chain transfer mechanism (not shown), as will be understood 
by those of ordinary skill in the art. 
(0029. The EVT 14 may be represented schematically 
using a pair of three-node levers 20 and 22. Each of the levers 
20 and 22 represents a different planetary gear set each having 
a first, a second, and a third gear element or member. These 
members are respectively represented by the nodes A, B, and 
C of the lever 20, and nodes D, E, and F of the lever 22. The 
lever 24 of the final drive assembly 17 includes nodes G, H, 
and I. The lever 24, representing the final drive assembly 17, 
is not considered to be part of the EVT 14 within the scope of 
the invention, and therefore only levers 20 and 22 will be 
discussed further hereinbelow. 
0030. As used herein, a “node' is a component of a trans 
mission which is characterized by a rotational speed and 
which can act as a junction of torques applied to that compo 
nent from other components, and by that component to other 
components. The various nodes A-F may be embodied by a 
ring gear member, a Sun gear member, and a carrier member 
having a plurality of pinion gears, although not necessarily in 
that particular order. The other components which may inter 
act with a given node of the EVT 14 include other coaxial 
members of the same set of planetary gears which appear as 
other nodes on the same lever. The other components which 
may interact with a given node also include interconnections 
to members of other planetary gear sets which appear as 
nodes on another lever, a stationary member 84 Such as a 
transmission case, and other transmission members, such as 
the input member 16 or the output member 18. 
0031. The EVT 14 has multiple interconnections. With 
reference to lever 20, the first motor/generator 80 (also 
referred to as M/GA) is continuously connected with node C 
of the lever 20 via the connecting member 19. Node B is 
continuously connected to the input member 16, and there 
fore with the engine 12, for common rotation therewith. Node 
B may also be selectively connected to node F of lever 22 to 
establish one of four operating modes, as will be discussed in 
detail below. Node A is continuously connected to node E of 
lever 22 via a connecting member 21. 
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0032. With reference to lever 22, node D is continuously 
connected to the second motor/generator 82 (also referred to 
as M/G B) via the interconnecting member 23. Node E is 
continuously connected to the output member 18 for common 
rotation therewith. Node F may be selectively connected to 
stationary member 84 for establishing one of the four oper 
ating modes discussed below. 
0033. The EVT 14 also includes a pair of clutches or 
torque-transmitting mechanisms C1 and C2. The torque 
transmitting mechanism C1 is a braking clutch, and is 
referred to hereinafter for simplicity as the brake C1, which is 
operable for selectively grounding node F of lever 22 to the 
stationary member 84. The torque-transmitting mechanism 
C2, referred to hereinafter for simplicity as the clutch C2, is 
selectively engagable to connect node B of lever 20 with node 
F of lever 22. 
0034 Referring to FIG. 2, a stick diagram is shown for a 

first embodiment of the powertrain 10 and the EVT 14 of FIG. 
1. The levers 20 and 22 of FIG. 1 are embodied by corre 
sponding first and a second planetary gear sets 20 and 22. 
respectively. For simplicity, levers 20 and 22 will be referred 
to hereinafter as first and second planetary gear sets 20 and 22 
when not referring to the lever diagrams shown in FIGS. 1, 5, 
and 7. The first planetary gear set 20 has a Sun gear 71, a ring 
gear 70, and a carrier member 77 having a plurality of pinion 
gears 78. The second planetary gear set 22 has a Sun gear 74. 
a ring gear 73, and a carrier member 72 having a plurality of 
pinion gears 76. 
0035. The input member 16, and therefore the engine 12, 
is continuously connected to the carrier member 77 of the first 
planetary gear set 20, and the first motor/generator (M/GA) 
80 is continuously connected to the sun gear member 71 of the 
first planetary gear set 20 via the interconnecting member 19. 
The ring gear member 70 of the first planetary gear set 20 is 
continuously connected to the carrier member 72 of the sec 
ond planetary gear set 22 via the connecting member 21. The 
first planetary gear set 20 is selectively connectable to the 
second planetary gear set 22 via the clutch C2. The second 
motor/generator 82 (M/GB) is continuously connected to the 
Sun gear member 74 of the second planetary gear set 22, and 
is operable for transmitting torque to the output member 18 
depending on the position or status of the brake C1, as will be 
discussed below. 
0036. The powertrain 10 may be further configured with 
an onboard energy storage device or ESD 86 that is opera 
tively connected to each of the respective motor/generators 
80, 82 such that motor/generators 80, 82 may selectively 
transfer power to or receive power from the ESD 86. As used 
herein, an “onboard’ energy storage device is any energy 
storage device that is mounted on the vehicle (not shown) to 
which the powertrain 10 with the motor/generators 80 and 82 
are also mounted. The ESD 86 may be, for example, one or 
more batteries or battery packs. Other onboardenergy storage 
devices, such as fuel cells or capacitors, which have the ability 
to provide and/or to store and dispense sufficient electric 
power may be used in combination with or in place of batter 
1CS 

0037. An electronic control unit or controller 88, abbrevi 
ated C in FIGS. 2 and 6 for simplicity, is operatively con 
nected to the ESD 86 to control the distribution of power to or 
from the ESD 86 as needed. Operating data gathered by 
various sensors (not shown), such as the speed of the input 
member 16 and output member 18, may be provided to the 
controller 88 as well, for various uses, such as when operating 
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in a regenerative braking mode. As will be understood by 
those of ordinary skill of the art, regenerative braking capa 
bility may be accomplished by using the controller 88 as 
needed to balance input torque from the engine 12, from the 
motor/generator 80 (M/GA), and/or from the motor/genera 
tor 82 (M/GB) during braking in order to provide a desired 
rate of deceleration of the output member 18, and/or one or 
more individual braking units (not shown). 
0038. The ESD 86 may be connected to a DC-to-AC 
power invertor 90, labeled “inverter” in FIG. 2 for simplicity, 
and may also be configured for recharging via an offboard 
power Supply system 91 when used with a plug-in style 
hybrid powertrain design. As used herein, an “offboard 
power Supply is a power Supply that is not mounted on a 
vehicle having a powertrain 10, is not integral with the EVT 
14, and is operatively connected to the ESD 86 only during 
periods of recharging. Different offboard power Supply sys 
tems that establish connectivity between the ESD 86 and an 
offboard power supply system 91 for recharging of the ESD 
86 are shown and described with respect to FIGS. 4A, 4B, and 
4C. 

0039 Referring to FIG. 4A, the offboard power supply 
system 91 includes an offboard power supply 92 and an 
offboard charger 94 operatively connected with the offboard 
power supply 92, both of which are offboard of (i.e., not 
mounted onboard of) a vehicle having any of the transmission 
embodiments described herein. Instead, an onboard/offboard 
conductive interface 96, such as an electrical outlet and plug, 
permits selective connection of the offboard components (the 
offboard power supply 92 and offboard charger 94) with the 
onboard ESD 86, optionally through an onboard rectifier 98 
that is necessary only if the charger 94 Supplies alternating 
current. The transmission embodiments described herein that 
utilize such an offboard power supply system 91 may be 
referred to as plug-in hybrid transmissions, as described here 
inabove. The charger 94 is an offboard conductive-type 
charger that regulates the flow of electrical power from the 
offboard power supply 92 to ESD 86. When ESD 86 is suffi 
ciently recharged, the connection through interface 96 is ter 
minated, and the recharged ESD 86 is then used as discussed 
herein to power motor/generators 80, 82, such as in an elec 
tric-only mode. 
0040. Referring to FIG. 4B, an alternate offboard power 
supply system 91A is illustrated using an offboard inductive 
type charger 94A to regulate the flow of power from an 
offboard power supply 92A, through an onboard/offboard 
inductive interface 96A, to ESD 86. Power flow from the 
inductive interface 96A is optionally through an onboard 
rectifier 98A, which is required if the charger 94A provides 
alternating current. The offboard inductive charger94A may 
be an electrical coil that establishes a magnetic field when 
powered by the offboard power supply 92A. The inductive 
interface 96A may be a complementary coil that connects the 
offboard components (offboard power supply 92A and off 
board inductive charger 94A) with the onboard components 
(onboard rectifier 98A and ESD 86) when positioned close 
enough to the offboard inductive charger94A during recharg 
ing to allow a magnetic field generated by electrical power 
flowing in the inductive charger94A to cause electrical power 
to flow to the onboard rectifier 98A and then to the ESD 86. 
When the ESD 86 is sufficiently recharged, the inductive 
interface 96A is no longer positioned near the offboard induc 
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tive charger 94A, and the recharged ESD 86 is then used as 
discussed herein to power the motor/generators 80, 82, such 
as in the electric-only mode. 
0041 Referring to FIG. 4C, an alternate offboard power 
supply system 91B is illustrated using an offboard power 
supply 92B and an on board charger 98B, as well as an 
interface 96B, such as an electrical outlet or plug, that permits 
selective connection of the offboard component (the offboard 
power supply 92B) with onboard charger 98B. The onboard 
charger 98B is connectable with an onboard ESD 86 (see 
FIGS. 2, 5a, and 5b). The transmission embodiments 
described herein that utilize such an offboard power supply 
system 91B may be used referred to as plug-in hybrid trans 
missions. The charger 98B is an onboard conductive-type 
charger that regulates the flow of electrical power from off 
board power supply 92B to ESD 86. When ESD 86 is suffi 
ciently recharged, the connection through interface 96B is 
terminated, and the recharged ESD 86 is then used as dis 
cussed hereinto power motor/generators 80, 82. Such as in an 
electric-only mode. 
0042. Referring to FIG. 3, a truth table presents the four 
operating modes of the powertrain 10 and EVT 14 of FIGS. 1 
and 2, as well as the powertrain 110 and EVT 114 of FIGS. 5 
and 6, and the powertrain 210 and EVT 214 of FIGS. 7-9, 
each of which are described below. Mode 1 describes an 
input-split mode, abbreviated EVT 1/Input Split, which is an 
electrically variable mode normally used with the engine 12 
turned off. Mode 1 (EVT 1/Input Split) may be used at low 
range, i.e., at low vehicle speeds, or under high vehicle loads. 
Mode 2 describes a high-range compound-split mode, abbre 
viated EVT 2/Compound Split, which is normally used when 
the engine 12 is turned on, such as during high vehicle speeds 
or under light vehicle loads. Mode 3 describes a two-motor 
electric-only mode, abbreviated 2 Motor EV, which is used 
with both of the motor/generators 80, 82 (see FIGS. 1 and 2) 
driving the output member 18 (see FIGS. 1 and 2) at a fixed 
ratio for electric-only propulsion when the engine 12 is turned 
off. Finally, Mode 4 is a neutral mode which effectively 
disconnects the second motor/generator 82 (M/GB) from the 
output member 18, or otherwise prevents or minimizes the 
amount of torque the second motor/generator 82 (M/GB) is 
able to transmit to the output member 18. 
0043. Referring to FIGS. 2 and 3, with the vehicle (not 
shown) at rest, the EVT 14 is initially placed in Mode 3 (2 
Motor EV), with the brake C1 and the clutch C2 disengaged. 
The motor/generators 80 and 82 (M/GA and M/GB, respec 
tively) together provide the combined torque necessary for 
launching the vehicle, which then may be driven by purely 
electrical means using the combined power of the motor/ 
generators 80 and 82, or of either of the motor/generators 80 
(M/GA) or 82 (M/GB) operating separately, as needed. By 
sharing power between the two motor/generators 80, 82, the 
efficiency of the EVT 14 is increased, and loses due to heating 
of the motor/generators 80, 82 are minimized. As will be 
understood by those of ordinary skill in the art, the top speed 
of a vehicle operating in Mode 3 (2 Motor EV) is limited by 
the maximum design speed of the motor/generators 80, 82 
(M/GA, B, respectively), either of which may also be used as 
needed for regeneratively braking a vehicle (not shown) 
employing the powertrain 10. As there are no slipping 
clutches used while operating in Mode 3 (2 Motor EV), the 
efficiency of Mode 3 is thereby maximized. 
0044) To start the engine 12 while operating in Mode 3 (2 
Motor EV), the clutch C2 is released and positive torque is 
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commanded on the motor/generator 80 (M/GA), thus causing 
the engine 12 to increase its speed in the positive direction. 
Once the engine 12 reaches operating speed, the engine 12 
begins to produce torque, and the EVT 14 transitions to Mode 
1 (EVT 1/Input Split). Thereafter, the motor/generator 80 
(M/GA) may be commanded to produce a negative torque. 
When operating in Mode 1 (EVT 1/Input Split), the motor/ 
generator 80 (M/G A) acts as a generator, and the motor/ 
generator 82 (M/GB) acts as a motor. 
0045. At relatively high rates of vehicle speed, the EVT 14 
may shift from Mode 1 (EVT 1/Input Split) to Mode 2 (EVT 
2/Compound Split) by releasing the brake C1 and applying 
the clutch C2. This may be implemented as a conventional 
clutch-to-clutch shift under load. Alternately, the power of the 
motor/generator 80 (M/GA) may be supplied by the ESD 86, 
allowing the EVT 14 to shift between Modes 1 and 2 (EVT/ 
1/Input Split Mode and EVT 2/Compound Split Mode, 
respectively) without any torque being transmitted across 
slipping clutches. If the motor/generator 80 (M/G A) has a 
near-Zero speed, i.e., the mechanical point of the input split 
range, the required battery power is low and the torque of the 
engine 12 is transmitted to the output member 18 entirely via 
the first planetary gear set 20 and any reaction torque pro 
vided by the motor/generator 80 (M/GA). 
0046. In this case, the brake C1 is released, the motor/ 
generator 82 (M/GB) is allowed to decelerate to the synchro 
nous speed, i.e., the speed at which slip across the clutch C2 
is zero, and the clutch C2 is then applied. At high vehicle 
speeds, the EVT 14 operates in Mode 2 (EVT 2/Compound 
Split), thus providing a high vehicle top speed capability 
without requiring high motor speeds from the motor/genera 
tors 80, 82 (M/GA and M/GB, respectively). For example, at 
a 1:1 speed ratio, the motor and engine speeds are equal to the 
output speed, and the ESD 86 (see FIG. 2) and the engine 12 
may combine to provide optimal vehicle performance. 
0047. The EVT 14 can easily transition from either Mode 
1 (EVT 1/Input Split) or Mode 2 (EVT 2/Compound Split) to 
Mode 3 (2 Motor EV) by a synchronous shift to the appro 
priate speed ratio, and then by engaging the appropriate brake 
C1 and/or clutch C2. The shift between Mode 1 (EVT 1/Input 
Split) or Mode 2 (EVT 2/Compound Split) to Mode 3 (2 
Motor EV) may also be achieved as an energy shift by engag 
ing the appropriate brake C1 or clutch C2 to shift directly to 
Mode 3 (2 Motor EV). 
0048 Referring to FIG. 5, another embodiment of the 
powertrain 10 and EVT 14 of FIG. 1 is shown as the power 
train 110 and the EVT 114. In this embodiment, one-way 
clutches D1 and/or D2 are used in place of the brake C1 and 
clutch C2 of FIG. 1 to further reduce transmission losses, 
cost, and complexity. For example, the clutch C2 of FIGS. 1 
and 2 may be replaced with a one-way clutch D2 as shown, 
Such as a mechanical diode-style one-way cutch, and the 
brake C1 might be implemented as either a one-way clutch 
D1 positioned in parallel with C1 as shown, i.e., a friction or 
a dog clutch, or as a lockable one-way clutch device. This 
would eliminate the need for hydraulic pressure to keep the 
brake C1 closed when the EVT 114 is operated in Mode 3 (2 
Motor EV) at lighter loads. The parallel clutch arrangement 
shown in FIG. 5 provides the EVT 114 with a regenerative 
braking functionality and a reverse operation capability, as 
will be understood by those of ordinary skill in the art. 
0049 Referring to FIGS. 3 and 6, with the vehicle (not 
shown) at rest, the EVT 114 is in Mode 3 (2 Motor EV) as 
described above. Also as described above, the motor/genera 
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tors 80 and 82 (M/GA and M/GB, respectively) are used to 
launch the vehicle (not shown), which may then be driven 
electrically using either or both of the motor/generators 80 
and/or 82 (M/GA and/or M/G B, respectively). By sharing 
power between the motor/generators 80, 82, the efficiency of 
the EVT 114 is increased, and heating of the motor/generators 
80, 82 is reduced. As with the embodiment of FIGS. 1 and 2, 
the top speed of a vehicle operating in Mode 3 (2 Motor EV) 
is limited by a maximum design speed of the motor/genera 
tors 80, 82 (M/GA, M/GB, respectively), either of which may 
also be used as needed to brake a vehicle (not shown) employ 
ing the powertrain 10. As there are no slipping clutches used 
while in Mode 3 (2 Motor EV), the efficiency of Mode 3 is 
thereby maximized. 
0050. To start the engine 12, positive torque is commanded 
on the motor/generator 80 (M/GA) to unload the one-way 
clutch D2 and cause the engine 12 to increase speed in a 
positive direction. Once the engine 12 reaches operating 
speed, it begins to produce torque, and the EVT 114 then 
transitions to Mode 1 (EVT 1/Input Split). The motor/gen 
erator 80 (M/GA) is then commanded to produce negative 
torque, and the EVT 114 operates as an input split EVT. 
wherein the motor/generator 80 (M/GA) acts as a generator 
and the motor/generator 82 (M/GB) acts as a motor. 
0051. For cruising, the EVT 114 may be shifted from 
Mode 1 (EVT 1/Input Split) to Mode 2 (EVT 2/Compound 
Split) by changing the sign of the torque on motor/generator 
82 (M/GB) from positive to negative. This sign change is a 
natural consequence of motor/generator 80 (M/GA) passing 
through its mechanical point, i.e., Zero speed point, and 
occurs at low numerical ratios such as overdrive. When the 
sign of the motor/generator 82 (M/GB) changes from posi 
tive to negative, the one-way clutch D1/C1 is unloaded, and 
the motor/generator 82 (M/G B) decelerates until the one 
way clutch D2 engages. The EVT 114 may then operate with 
the motor/generator 82 (M/G82) acting as a generator and the 
motor/generator 80 (M/GA) acting as a motor. 
0052 At high vehicle speeds, the EVT 114 operates in 
Mode 2 (EVT 2/Compound Split), thus providing high 
vehicle top speed capability without requiring high motor 
speeds. However, in this embodiment motor/generator 82 
(M/GB) is not used to boost performance of the EVT 114 
using the ESD 86 unless a means is provided for unlocking 
the clutch D2. Accordingly, most of the power required for 
high-speed cruising using EVT 114 would be provided by the 
engine 12. The EVT 114 can easily transition to an engine-off 
state from either of Modes 1 and 2 (EVT 1/Input Split and 
EVT 2/Compound Split, respectively) by synchronously 
shifting to a speed ratio wherein the appropriate one-way 
clutch D1 or D2 engages. 
0053 Referring to FIG. 7, another embodiment of the 
powertrain 10 and EVT 14 of FIG. 1 is shown as the power 
train 210 having an EVT 214. In this embodiment, the motor/ 
generator 82 (M/GB) is continuously connected to node F of 
lever 22 via the interconnecting member 23, and the motor/ 
generator 80 (M/GA) is continuously connected to node A of 
lever 20 via the interconnecting member 19. The input mem 
ber 16, and therefore the engine 12, is continuously connected 
to node C of lever 20, with node C being selectively connect 
able to node E of lever 22. Node E in turn is selectively 
connectable to the stationary member 84. 
0054 As shown in phantom in FIG. 7, one-way clutches 
D1 and/or D2 may be used as described above to further 
reduce transmission efficiency losses, cost, and complexity as 
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described above. For example, the one-way clutch D2 may be 
positioned in parallel with the clutch C2 as shown, or config 
ured as a lockable one-way clutch device. This would elimi 
nate the need for hydraulic pressure to keep the clutch C2 
closed when the EVT 214 is operated in Mode 3 (2 Motor EV) 
at lighter loads. The parallel clutch arrangement shown in 
phantom in FIG. 7 also provides the EVT 214 with a regen 
erative braking functionality and a reverse operation capabil 
ity, as will be understood by those of ordinary skill in the art. 
0055 Referring to FIG. 8, one embodiment of the power 
train 210 of FIG. 7 is shown with the input member 16 
connected to the ring member 70 of the first planetary gear set 
20, and with the brake C1 selectively connecting the carrier 
member 72 to the stationary member 84. The clutch C2 selec 
tively connects the carrier member 72 of the second planetary 
gear set 22 to the input member 16 and to the ring gear 70 of 
the first planetary gear set 20. The ring gear 73 of the second 
planetary gear set 22 is continuously connected to the carrier 
member 77 of the first planetary gear set 20 via the intercon 
necting member 21. 
0056. In this embodiment, the motor/generator 82 (M/G 
B) is continuously connected to the Sun gear 74 of the second 
planetary gear set 22 via the interconnecting member 23, and 
the motor/generator 80 (M/GA) is continuously connected to 
the sun gear 71 of the first planetary gear set 20 via the 
interconnecting member 19. The final drive 17 is continu 
ously connected to the carrier member 77 of the first planetary 
gear set 20. Selective engagement of the brake C1 and the 
clutch C2 according to the truth table of FIG. 3 described 
above selectively establishes one of the modes described 
previously hereinabove. 
0057 Referring to FIG. 9, an alternate configuration for 
the powertrain 210 of FIGS. 7 and 8 is shown as a powertrain 
310, which includes an EVT 314. In this embodiment, the 
engine 12 is selectively connected to the carrier member 72 of 
the second planetary gear set 22 via the clutch C2, which may 
also be positioned in parallel with a one-way clutch D2 as 
shown in phantom, and also as described above and shown in 
phantom in FIG. 7. The brake C1 selectively connects the 
carrier member 72 of the second planetary gear set 22 to the 
stationary member 84, and may be alternately configured in 
parallel with a one-way clutch D1 as shown in phantom, and 
also as described above and shown in phantom in FIG. 7. 
0058. The motor/generator 82 (M/G B) is continuously 
connected to the Sun gear 74 of the second planetary gear set 
22 for common rotation therewith. The first motor/generator 
80 (M/GA) is continuously connected to the sun gear 71 of 
the first planetary gear set 20 for common rotation therewith. 
The final drive 17 is continuously connected with the carrier 
member 77 of the first planetary gear set 20. As with each of 
the embodiments described previously hereinabove, the 
brake C1 and the clutch C2, whether or not configured with 
either of the one-way clutches D1 and/or D2, may be selec 
tively applied or engaged according to the truth table of FIG. 
3 to thereby execute one of the operating modes described 
previously hereinabove. 
0059 While the best modes for carrying out the invention 
have been described in detail, those familiar with the art to 
which this invention relates will recognize various alternative 
designs and embodiments for practicing the invention within 
the scope of the appended claims. 

1. An electrically variable transmission (EVT) comprising: 
an input member that is connectable to an engine; 
an output member; 
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a stationary member, 
first and second motor/generators; 
a first and a second planetary gear set each having respec 

tive first, second, and third members; and 
first and a second torque-transmitting mechanisms that are 

Selectively engagable alone or in different combinations 
to connect one of said members of one of said first and 
said second planetary gear sets to said stationary mem 
ber or to a member of the other of said first and said 
second planetary gear sets to thereby establish a fixed 
ratio electric-only mode, a low-range input split mode, a 
high-range compound split mode, and a neutral mode. 

2. The EVT of claim 1, wherein said first torque-transmit 
ting mechanism is a brake that is operable for selectively 
connecting said third member of said second planetary gear 
set to said Stationary member for establishing at least of said 
input split mode and said electric-only mode; and 

wherein said second torque-transmitting mechanism is a 
clutch that is operable for selectively connecting said 
second member of said first planetary gear set to said 
third member of said second planetary gear set for estab 
lishing at least one of said compound split mode and said 
electric-only mode. 

3. The EVT of claim 2, wherein engagement of both of said 
first and said second torque-transmitting mechanisms estab 
lishes said electric-only mode. 

4. The EVT of claim 3, wherein the EVT is operable for 
starting said engine while the EVT is in said electric-only 
mode, and is further operable for transitioning from said 
electric-only mode to said input-split mode by disengaging 
said second torque-transmitting mechanism and command 
ing a torque on said first motor/generator in a direction that 
accelerates said engine in a forward direction. 

5. The EVT of claim3, wherein said first torque-transmit 
ting mechanism is configured as a one-way clutch positioned 
in parallel with one of a friction clutch and a dog clutch. 

6. The EVT of claim 5, wherein said second torque-trans 
mitting mechanism is a dog clutch. 

7. The EVT of claim 3, wherein the EVT is operable for 
transitioning directly from said output-split mode to said 
compound-split mode via at least one of a clutch-to-clutch 
shift and a synchronous shift. 

8. The EVT of claim 3, further comprising: 
an energy storage device operatively connected to said first 

and said second motor/generators for providing power to 
and receiving power from said first and said second 
motor/generators; wherein said energy storage device is 
configured to be operatively connectable with an off 
board power Supply for recharging said energy storage 
device. 

9. The EVT of claim 1, wherein said third member of said 
first planetary gear set is continuously connected to said first 
motor/generator, said second member of said first planetary 
gear set is continuously connected to said engine for common 
rotation therewith, and is selectively connected to said third 
member of said second planetary gear set via said second 
torque-transmitting mechanism; and said third member of 
said second planetary gear set is selectively connected to said 
stationary member via said first torque-transmitting mecha 
nism. 

10. The EVT of claim 9, wherein said first member, said 
second member, and said third member of said first planetary 
gear set are a ring gear, a carrier member, and a Sun gear, 
respectively; and 
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wherein said first member, said second member, and said 
third member of said second planetary gear set are a Sun 
gear, a carrier member, and a ring gear, respectively. 

11. The EVT of claim 9, wherein said first member, said 
second member, and said third member of said first planetary 
gear set are a carrier member, a ring gear, and a Sun gear, 
respectively; and 

wherein said third member of said second planetary gear 
set is a carrier member. 

12. A powertrain having an electrically variable transmis 
sion (EVT), the powertrain comprising: 

first and second motor/generators; 
first and second planetary gear sets, each having a first, a 

second, and a third member, 
an engine continuously connected to said second member 

of said first planetary gear set; 
an output member continuously connected to one of said 

first, said second, and said third members of said second 
planetary gear set; 

a stationary member; 
a first torque-transmitting mechanism for selectively con 

necting said third member of said second planetary gear 
set to said stationary member, and 

a second torque-transmitting mechanism for selectively 
connecting said second member of said first planetary 
gear set to said third member of said second planetary 
gear Set: 

wherein engagement of selected ones of said first and said 
second torque-transmitting mechanisms alone or in dif 
ferent combinations establishes an electric-only mode, a 
low-range input split mode, a high-range compound 
split mode, and a neutral mode in which said engine is 
off and said second motor/generator is effectively dis 
connected from said output member. 

13. The powertrain of claim 12, wherein said EVT is oper 
able for transitioning from said electric-only mode to said 
input split mode by commanding a positive torque on said 
first motor/generator to thereby accelerate said engine in a 
positive direction and disengaging said second torque-trans 
mitting mechanism. 

14. The powertrain of claim 13, wherein said EVT is oper 
able for transitioning from said input-split mode to said com 
pound-split mode by disengaging said first torque-transmit 
ting mechanism and engaging said second torque 
transmitting mechanism. 

15. The powertrain of claim 14, wherein said EVT is oper 
able for transitioning from said input-split mode to said com 
pound-split mode using at least one of a conventional clutch 
to-clutch shift and a synchronous shift. 

16. The powertrain of claim 12, wherein each of said first 
and said second torque-transmitting mechanisms is config 
ured as a one-way clutch device. 

17. The powertrain of claim 16, wherein said first torque 
transmitting mechanism is selected from the group of a lock 
able one-way clutch and a one-way clutch that is positioned in 
parallel with a dog clutch. 

18. A powertrain comprising: 
an engine; 
an electrically variable transmission (EVT) having an input 
member and output member; 

a stationary member; 
first and second motor/generators; 
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an energy storage device (ESD) operatively connected to 
each of said first and said second motor/generators for 
providing power to and receiving power from said first 
and second motor/generators, wherein said ESD is con 
figured to be operatively connectable with an offboard 
power Supply for recharging said ESD; 

a first and a second planetary gear set each having a ring 
gear, a Sun gear, and a carrier member, 

a brake that is selectively engagable to connect one of said 
ring gear member of said second planetary gear set and 
said carrier member of said second planetary gear set 
with said stationary member for establishing one of an 
input split mode and an electric-only mode; and 

a clutch that is selectively engageable to connect one of 
said ring gear and said carrier member of said first plan 
etary gear set with one of said ring gear and said carrier 

Jul. 9, 2009 

member of said second planetary gear set to establish 
one of a compound split mode and said electric-only 
mode. 

19. The powertrain of claim 17, wherein disengagement of 
each of said brake and said clutch establishes a neutral mode. 

20. The powertrain of claim 18, wherein the powertrain is 
operable for using said first and said second motor/generators 
for launching a vehicle having the powertrain, and for pro 
pelling said vehicle using at least one of said first and said 
second motor/generators when said engine is off. 

21. The powertrain of claim 20, wherein said first torque 
transmitting mechanism is configured as a one-way clutch 
positioned in parallel with a dog clutch for enabling a regen 
erative braking functionality and a reverse operation of the 
powertrain. 
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