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600 TM / 602

Receive, ala decoder, daia corresponding to an error correction coding (ECC) codeword of an

ECC code, where the decoder inciudes a bit-fipping stage and a a second decoding stage, the

second decoding stage including a low-density parity check (LDPC) decoder thal is configured ta

Lise soft information

it a 604

Process the received data at the bit-fioping stage of the decoder to generate first stage result

data, where the data is processed ai the bit-llipning stage based on parity checks of the ECC cade

that are not satisfied oy the data, and where the data is processed at the bit-fipping stage without

first attempting to decade the received data al the second cecading stage

it a 806

Provide the first stage result data to an inpuf of the second decoding stage {o initiate decoding af

the second decoding stage at least partially based on the first stage result data

700 TM‘ / 792

Receive, ai a decoder that inciudes a bi-flipping stage, data corresponding to an error correction

coding {ECC} codeword

| Lo 704

Delermine, during processing al the bit-flipping stage, an estimation of an error rate of the data

it Lo 706

Determine a value cf a decoding parameter based on the estimation of the error rate, where the

value of the decoding parameter affects a decoding operation ai the decader
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800 TM Lo B02

Receive, at a decoder that includes a bit-fipping stage, data corresponding to an error carrection

coding (ECC) codeword

| aa

Process the received data at the bi-iipping stage, where processing the received data includes

maoping bit values of the received data to values of variable nodes of the decoder and

determining, for a variable nods, whether io change the value of fhe vanable node based on a

comparison of a meiric to an adaptive threshold number, where the metric is defermined based on

unsatisfied chack nodes that are responsive to the variable node

800 TM

L 902

Receive, al a decoder that includes a bi- Tipping stage, data corresponding tc an error correction

coding (ECC) codeword and soit information

| Lo 904

Process the received dafa at the billinping stage at least nartially nased on the soft information,

where processing ihe received data includes mapoing bit values of the received data to values of

vanable nodes of the decoder and determining, for a variable node, whether to change the value

of the variable node based on a comparison of a metric to a threshaid number, where the metric is

determined based on unsatisfied check nodes thal are responsive fo the variable nade

LJ 1002

Receive, al a decoder thal includes a oit-fipping stage, cata corresponding to an error correction

coding (ECC) codeword of an ECC cade

if Lo 1004

Process the received data at the biHlipping stage, where processing the received data includes

mapping bit values of the received data to values cf variable nades of the decoder and

determining, for each group of muitipie variable nodes, whether to change the values of ine

multiple variable nodes of the group based on counts of unsatisfied check nodes thal are

responsive to the variable nodes
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MULTI-STAGE DECODER

FIELD OF THE DISCLOSURE

[0001] The present disclosure is generally related to decod-

ing data.

BACKGROUND

[0002] Non-volatile data storage devices, such as universal

serial bus (USB) flash memory devices or removable storage

cards, have allowed for increased portability of data and soft-

ware applications. Flash memory devices can enhance data

storage density by storing multiple bits in each flash memory

cell. For example, Multi-Level Cell (MLC) flash memory

devices provide increased storage density by storing 3 bits per

cell, 4 bits per cell, or more. Although increasing the number

of bits per cell and reducing device feature dimensions may

increase a storage density of a memory device, a bit error rate

of data stored at the memory device may also increase.

[0003] Error correction coding (ECC) is often used to cor-

rect errors that occur in data read from a memory device. Prior

to storage, data may be encoded by an ECC encoder to gen-

erate redundant information (e.g. “parity bits”) that may be

stored with the data as an ECC codeword. As more parity bits

are used, an error correction capacity of the ECC increases

and a number of bits required to store the encoded data also

increases.

[0004] ECC decoding techniques have been developed that

provide robust error correction capability. For example, itera-

tive belief-propagation decoding techniques may be used to

achieve enhanced correction capability. However, such itera-

tive belief-propagation decoding techniques may have a

larger latency and/or may consume more power and process-

ing resources than other, less powerful decoding techniques.

SUMMARY

[0005] A decoder includes a preliminary bit-flipping stage

that performs one or more iterations of bit-flipping on

received data prior to initiating decoding at a second stage of

the decoder. Results of the bit-flipping stage, such as reliabil-

ity data and/or updated bit values, are provided to the second

stage. Using the results of the bit-flipping stage enables the

second stage (e.g., a low density parity check (LDPC)

decoder that uses soft information, and/or a belief-propaga-

tion stage) to initiate decoding using a more accurate initial

state as compared to using the received data, enabling faster

convergence with reduced latency and power consumption of

the second stage of the decoder. Because the bit-flipping stage

may be implemented with reduced latency and power con-

sumption as compared to the second stage, overall decoding

latency and power consumption may be improved.

BRIEF DESCRIPTION OF THE DRAWINGS

[0006] FIG. 11s a block diagram of a particular illustrative

embodiment of a system including a data storage device

having a decoder that includes a preliminary bit-flipping

stage and a second stage.

[0007] FIG. 2 is a diagram illustrating a particular embodi-

ment of operation of the bit-flipping stage of the decoder of

FIG. 1;

[0008] FIG. 3 is a diagram illustrating a mapping of bits to

states and a table of threshold sets that may be used at the

decoder of FIG. 1;

Dec. 31, 2015

[0009] FIG. 4 is a diagram illustrating examples of lifting/

quasi-cyclic LDPC structure and node weighting that may be

used at the decoder of FIG. 1;

[0010] FIG. 5isa graph illustrating latency associated with

the decoder of FIG. 1;

[0011] FIG. 6 is a flow chart of a particular illustrative

embodiment of a method of decoding data that may be per-

formed at the decoder of FIG. 1;

[0012] FIG. 7 is a flow chart of another particular illustra-

tive embodiment of a method of decoding data that may be

performed at the decoder of FIG. 1;

[0013] FIG. 8 is a flow chart of another particular illustra-

tive embodiment of a method of decoding data that may be

performed at the decoder of FIG. 1;

[0014] FIG. 9 is a flow chart of another particular illustra-

tive embodiment of a method of decoding data that may be

performed at the decoder of FIG. 1; and

[0015] FIG. 10 isa flow chart of another particular illustra-

tive embodiment of a method of decoding data that may be

performed at the decoder of FIG. 1.

DETAILED DESCRIPTION

[0016] Referring to FIG. 1, a particular embodiment of a

system 100 includes a data storage device 102 coupled to a

host device 130. The data storage device 102 includes a

decoder 126 configured to receive data read from a memory

104 and to process the data at a preliminary bit-flipping stage

140 prior to initiating decoding at a second stage 142 that may

be configured to use soft information and/or belief-propaga-

tion decoding techniques. The decoder 126 may provide the

error correction capability of decoding using soft information

and/or iterative belief-propagation decoding techniques with

reduced latency and power consumption as compared to con-

ventional soft information decoders and/or iterative belief-

propagation decoders.

[0017] The host device 130 may be configured to provide

data, such as the user data 132, to be stored at the memory 104

or to request data to be read from the memory 104. For

example, the host device 130 may include a mobile telephone,

a music player, a video player, a gaming console, an elec-

tronic book reader, a personal digital assistant (PDA), a com-

puter, such as a laptop computer or notebook computer, any

other electronic device, or any combination thereof. The host

device 130 communicates via a memory interface that

enables reading from the memory 104 and writing to the

memory 104. For example, the host device 130 may operate in

compliance with a Joint Electron Devices Engineering Coun-

cil SEDEC) industry specification, such as a Universal Flash

Storage (UFS) Host Controller Interface specification. As

other examples, the host device 130 may operate in compli-

ance with one or more other specifications, such as a Secure

Digital (SD) Host Controller specification as an illustrative

example. The host device 130 may communicate with the

memory 104 in accordance with any other suitable commu-

nication protocol.

[0018] The data storage device 102 includes the memory

104 coupled to a controller 120. The memory 104 may be a

non-volatile memory, such as a NAND flash memory, and the

memory 104 may have a planar configuration or a three-

dimensional (3D) configuration, as illustrative, non-limiting

examples. To illustrate, the memory 104 may include a non-

volatile memory having a three-dimensional (3D) configura-

tion that is monolithically formed in one or more physical

levels of arrays of memory cells having an active area above

9



US 2015/0381206 Al

a silicon substrate. The memory 104 may also include cir-

cuitry associated with operation of the memory cells, such as

read/write circuitry. The memory 104 includes a representa-

tive group 106 of storage elements, such as a word line of a

multi-level cell (MLC) flash memory. The group 106 includes

a representative storage element 108, such as a flash MLC

cell. For example, the data storage device 102 may be a

memory card, such as a Secure Digital SD® card, a

microSD® card, a miniSDTM card (trademarks of SD-3C

LLC, Wilmington, Del.), a MultiMediaCardTM (MMCTM)

card (trademark of JEDEC Solid State Technology Associa-

tion, Arlington, Va.), or a CompactFlash® (CF) card (trade-

mark of SanDisk Corporation, Milpitas, Calif.). As another

example, the data storage device 102 may be configured to be

coupled to the host device 130 as embedded memory, such as

eMMC® (trademark of JEDEC Solid State Technology Asso-

ciation, Arlington, Va.) and eSD, as illustrative examples. To

illustrate, the data storage device 102 may correspond to an

eMMC (embedded MultiMedia Card) device. The data stor-

age device 102 may operate in compliance with a JEDEC

industry specification. For example, the data storage device

102 may operate in compliance with a JEDEC eMMC speci-

fication, a JEDEC Universal Flash Storage (UFS) specifica-

tion, one or more other specifications, or a combination

thereof.

[0019] The controller 120 is configured to receive data and

instructions from and to send data to the host device 130 while

the data storage device 102 is operatively coupled to the host

device 130. The controller 120 is further configured to send

data and commands to the memory 104 and to receive data

from the memory 104. For example, the controller 120 is

configured to send data and a write command to instruct the

memory 104 to store the data to a specified address. As

another example, the controller 120 is configured to send a

read command to read data from a specified address of the

memory 104.

[0020] The controller 120 includes an ECC engine 122 that

is configured to receive data to be stored to the memory 104

and to generate a codeword. For example, the ECC engine

122 may include an encoder 124 configured to encode data

using an ECC encoding scheme or “ECC code”, such as a

Reed Solomon encoder, a Bose-Chaudhuri-Hocquenghem

(BCH) encoder, a low-density parity check (LDPC) encoder,

a Turbo Code encoder, an encoder configured to encode one

or more other ECC encoding schemes, or any combination

thereof. The ECC engine 122 also includes the decoder 126.

The decoder 126 is configured to decode data read from the

memory 104 to detect and correct, up to an error correction

capability of the ECC code, any bit errors that may be present

in the data.

[0021] The decoder 126 includes the bit-flipping stage 140

and the second stage 142. The decoder 126 may be configured

to process received data 138 using the bit-flipping stage 140

as a preliminary decoding stage that precedes the second

stage 142. The bit-flipping stage 140 may perform one or

more iterations of a bit-flipping process, as described in fur-

ther detail with respect to FIG. 2.

[0022] The decoder 126 may include control circuitry 144,

such as dedicated circuitry, one or more state machines, or a

hardware processor, as illustrative examples. The control cir-

cuitry 144 may be configured to schedule and initiate decod-

ing operations at the bit-flipping stage 140 and at the second

stage 142. However, in other implementations, the decoder

126 may not include the control circuitry 144 and one or more
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operations associated with the control circuitry 144 may

instead be implemented by the bit-flipping stage 140, by the

second stage 142, by a processor of the controller 120, or a

combination thereof. The decoder 124 may also include a

decoder memory 146 to store received data and information

corresponding to decoding the received data, such as variable

node values, check node values, bit positions and counts of bit

flips for each bit position, threshold values (e.g., for compari-

sons to metrics during bit-flipping operations), log likelihood

ratios (LLRs), other information corresponding to ECC

decoding, or a combination thereof. The decoder memory

146 may be used by the bit-flipping stage 140 and/or by the

second stage 142. The decoder memory 146 may be dedicated

memory of the decoder 126 or may be included in memory of

the controller 120, such as controller random access memory

(RAM).

[0023] The bit-flipping stage 140 may be a first stage con-

figured to perform one or more iterations of a bit-flipping

process on received data prior to attempting to decode the

data at the second stage 142. The bit-flipping stage 140 may

be configured to process data based on parity checks of the

ECC code corresponding to the data. For example, the bit-

flipping stage 140 may determine, for each bit of the data,

how many parity checks that include the bit are unsatisfied

(1.e., parity checks that have a “fail” result indicating incorrect

parity among the bits participating in the parity check and

signaling that at least one of the participating bits has an

incorrect value). As described in further detail with respect to

FIG. 2, the bit-flipping stage 140 may be configured to seri-

ally scan bit values of the received data to determine, for each

bit position, whether to change a corresponding bit value

(e.g., “flip” the bit at the bit position).

[0024] The bit-flipping stage 140 may include a soft-bits

random access memory (SB-RAM) 170 and a “bad” column

RAM (BC-RAM) 172. The SB-RAM 170 may be configured

to store soft bit information generated when the received data

138 is read from the non-volatile memory 104. For example

the SB-RAM 170 may store a value for each bit of received

data 138 indicating a reliability of the data or an indication of

how close or distant a storage element is to an inter-state

boundary. For example, in an implementation where the

memory 104 is a flash memory, the soft bit information may

be generated by reading flash cell threshold values at a higher

resolution than is required to determine a state of the cells.

The soft bit information may indicate a proximity of a

memory cell’s threshold voltage to a boundary voltage

between cell states. The BC-RAM 172 may store indices of

bad column locations and/or bad bit-line locations of the

memory 104 (e.g., indicating columns or bit-lines of the

memory 104 that are detected as being associated with unre-

liable data, such as due to physical defects or error-inducing

causes such as over-programming) Information stored in the

BC-RAM 172 may be used to indicate reduced reliability of

one or more bits of the received data 138.

[0025] The bit-flipping stage 140 may be configured to

generate first stage result data 150. For example, the first stage

result data 150 may include first stage bit values 152 that

result after one or more iterations of the bit-flipping process

that is applied at the bit-flipping stage 140. In addition, or

alternatively, the first stage result data 150 may include first

stage reliability data 154 that indicates a reliability corre-

sponding to one or more of the values of the received data 138

that is input to the bit-flipping stage 140 or corresponding to

one or more of the first stage bit values 152. To illustrate, the

10
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reliability data 154 may include or be based on soft bit infor-

mation from the SB-RAM 170 and/or may include one or

more reliability values determined at least partially according

to index value(s) in the BC-RAM 172 (e.g., corresponding to

an unreliable column of storage elements). The first stage

result data 150 may be provided to an input 143 of the second

stage 142.

[0026] The second stage 142 may include a low-density

parity check (LDPC) decoder that is configured to use soft

information (a “soft LDPC decoder’’). For example, the sec-

ond stage 142 may be configured to perform an iterative

belief-propagation decoding process on data received at the

input 143 of the second stage 142. However, in other imple-

mentations, the second stage 142 may not be configured to

perform belief-propagation decoding. The data received at

the input 143 may include bit values (e.g., “hard” bits indi-

cating a ‘0’ or ‘1’ value per bit position), reliability informa-

tion (e.g., “soft” bits indicating a reliability or likelihood that

a corresponding hard bit value is correct), or a combination

thereof. For example, the data may be mapped to variable

nodes that represent columns of a parity check matrix asso-

ciated with an ECC code. A set of check nodes may represent

rows of the parity check matrix. An “edge,” such as repre-

sented in the Tanner graphs illustrated in FIG. 2 as a line

connecting a variable node and a check node, indicates a

non-zero entry in the parity check matrix at the intersection of

the column corresponding to the variable node and the row

corresponding to the check node.

[0027] The second stage 142 may include circuitry corre-

sponding to multiple variable node units (VNUs) 156 and

may be configured to update values of the variable nodes

(e.g., data structures in the decoder 126) based on messages

from multiple check node units (CNUs) 158. The CNUs 158

may be configured to receive messages (e.g., LLR values)

from the VNUs 156 and to generate messages to be sent to the

variable nodes. For example, each CNU may be configured to

generate, for each variable node participating in the parity

check corresponding to the CNU, an LLR value indicating a

reliability corresponding to one or more other variable nodes

participating in the parity check. Each set of message passing,

from variable node to check node and from check node to

variable node, may correspond to a decoding iteration of the

second stage 142.

[0028] The decoder 126 may be configured to process

received data at the bit-flipping stage 140 without first

attempting to decode the received data at the second stage

142. For example, the decoder 126 may receive a representa-

tion 160 of a codeword read from the memory 140 and pro-

vide the representation 160 to an input of the bit-flipping stage

140 as received data 138. In some implementations, the

received data 138 may vary from the representation 160, such

as due to de-scrambling or other processing prior to decoding

at the decoder 126.

[0029] After performing one or more iterations or partial

iterations of a bit-flipping process at the bit-flipping stage

140, the decoder 126 may provide the first stage result data

150 to the input 143 of the second stage 142. By performing

preliminary processing at the bit-flipping stage 140, a number

of errors may be reduced and/or reliability data may be gen-

erated to improve an accuracy of a starting condition for the

second stage 142. The bit-flipping stage 140 may operate

using a reduced latency and with lower complexity as com-

pared to the second stage 142, and a latency and power con-

sumption introduced by operating the bit-flipping stage 140
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may be offset by a reduced number of decoding iterations at

the second stage 142 that results from the improved starting

condition provided by the bit-flipping stage 140.

[0030] During operation, the user data 132 may be received

from the host device 130, encoded by the encoder 124 to

generate an ECC codeword, and the ECC codeword may be

stored in the group 106 of storage elements in the memory

104. In response to receiving a request from the host device

130 to read data, the controller 120 may read the representa-

tion 160 of the ECC codeword from the memory 104. The

representation 160 may match the ECC codeword or may

differ from the ECC codeword due to one or more bit errors

(e.g., a bit error that occurred during storage at the memory

104). The controller 120 may provide the representation 160

to be stored in the decoder memory 146 as the received data

138.

[0031] The decoder 126 may process the received data 138

using the bit-flipping stage 140 prior to attempting to decode

the received data 138 at the second stage 142. The bit-flipping

stage 140 may perform one or more iterations of a bit-flipping

process, as described in further detail with respect to FIG. 2.

If the bit-flipping stage 140 succeeds in decoding the received

data 138 (i.e., the received data 138 is a valid ECC codeword

or is converted to a valid ECC codeword after one or more

iterations of the bit-flipping process), decoding may end with-

out operation of the second stage 142.

[0032] Ifoneor more errors remain at the conclusion of the

bit-flipping stage 140, the first stage result data 150 may be

provided to the input of the second stage 142 (e.g., by updat-

ing values in the decoder memory 146 based on the bit-

flipping results and scheduling belief-propagation operations

to be performed by the second stage 142 on the updated

values). Decoding is initiated at the second stage 142 at least

partially based on the first stage result data 150. For example,

in some implementations, the first stage bit values 152 may be

provided as input values to the second stage 142 and may have

a fewer number of errors as compared to the received data

138. In other implementations, the received data 138 may be

provided as input values to the second stage 142, and the first

stage reliability data 154 may be used to indicate a reliability

of bit values of the received data 138 (e.g., based on how many

times a bit’s value was flipped during processing in the bit-

flipping stage 140).

[0033] If the second stage 142 converges on a valid ECC

codeword, a data portion of the codeword may be provided to

the host device 130. Otherwise, such as when the second stage

142 does not converge within a predetermined number of

iterations, the decoder 126 may signal to the controller 120

that the received data 138 is uncorrectable.

[0034] By performing preliminary processing using the bit-

flipping stage 140 and using results of the bit-flipping stage

140 to initialize the second stage 142, overall latency and

power consumption may be reduced in the decoder 126 even

when the bit-flipping stage 140 fails to find a valid ECC

codeword. As a result, power consumption and read latency

may be improved in the data storage device 102.

[0035] Although the decoder 126 is described as processing

one or more decoding iterations at the bit-flipping stage 140

and using the first stage result data 150 as input to the second

stage 142, the decoder 126 may be implemented to decode

data according to one or more other decoding schemes. For

example, one embodiment may perform decode processing at

the second stage 142 (e.g., at a LDPC decoder) for a number

of iterations, and once the syndrome is low enough (e.g., a
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number of errors in the data is lower than a bit-flipping cor-

rection threshold), the decoder 126 may transfer decode pro-

cessing to the bit-flipping stage 140. In this embodiment, in

contrast to embodiments where the bit-flipping stage 140 is

not intended to decode the received data 138 and instead is

intended to perform lower-power, preliminary processing of

the received data 138, the bit-flipping stage 140 may be

intended to complete decoding of the partially-decoded data

received from the second decoding stage 142 with a lower

power consumption as compared to completing decoding at

the second decoding stage 142.

[0036] In another embodiment, decode processing may

alternate between one or more iterations at the bit-flipping

stage 140 and one or more iterations at the second decoding

stage 142. For example, after performing a first number of

iterations (e.g., 1, 2,3, or any other number of iterations) at the

bit-flipping stage 140, the decoder 126 may transfer process-

ing to the second stage 142 to perform a second number of

iterations (e.g., 1, 2,3, or any other number of iterations) at the

second stage 142, after which the decoder 126 may transfer

processing back to the bit-flipping stage 140 to perform the

first number of iterations. The decoder 126 may toggle pro-

cessing between the bit-flipping stage 140 and the second

stage 142 to converge to a valid codeword while saving on

total power as compared to decoding the data exclusively at

the second stage 142.

[0037] As an example, in an embodiment where the bit-

flipping stage 140 consumes less power than the second stage

142 but has a lower correction capability than the second

stage 142, decode processing of the received data 138 may

begin at the bit-flipping stage 140 even though a number of

errors in the received data 138 may exceed the correction

capability of the bit-flipping stage 140 (but not exceed the

correction capability of the second stage 142). The bit-flip-

ping stage 140 may correct some errors (e.g., isolated errors

in the data having low reliability values) at reduced power as

compared to the second stage 142, and then decoding may be

transferred to the second stage 142. After a number of itera-

tions at the second stage 142 correcting errors in the data, a

number of remaining errors in the data may be within the

correcting capability of the bit-flipping stage 140 (e.g., as

indicated by a low syndrome weight), and decoding may be

transferred back to the bit-flipping stage 140 for correction of

the remaining errors at reduced power as compared to correc-

tion of the remaining errors at the second stage 142. As a

result, the received data 138 may be decoded using less over-

all power as compared to decoding the received data 138

exclusively with the second stage 142.

[0038] FIG. 2 illustrates a particular embodiment of a bit-

flipping process that may be performed by the bit-flipping

stage 140 of FIG. 1. A first graph 200 (e.g., a Tanner graph)

illustrates variable nodes 202 including representative vari-

able nodes Va, Vb, and Vc, check nodes 206 including repre-

sentative check nodes Ca, Cb, Cc, Cd, and Ce, and edges 204

illustrating connections between the variable nodes 202 and

the check nodes 206. Each variable node 202 corresponds to

a bit position of data to be decoded and is illustrated as

including a bit value (e.g., a ‘0’ value or a ‘1’ value). The

variable nodes may include reliability data (e.g., LLRs). The

check nodes 206 represent parity check equations (e.g., a

check node connected to multiple variable nodes may have a

value indicating a result of an exclusive-OR (XOR) of the bit

values of the connected variable nodes). The edges 204 indi-

cate which variable nodes 202 participate in which parity
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check equations. Although illustrated as having three variable

nodes 202 and five check nodes 206 for clarity of explanation,

any number of variable nodes and check nodes may be

included.

[0039] Inthe first graph 200, Va is a currently scanned node

212 of a serial scanning operation. Va participates in parity

check equations corresponding to check nodes Ca, Cb, and

Ce, illustrated as a group 214 of check nodes responsive to the

variable node Va. As illustrated, Ca and Cb have ‘1’ values,

corresponding to unsatisfied parity check equations, and Cc

has a ‘0’ value, corresponding to a satisfied parity check

equation. For example, the parity check equation for each

check node 206 may be satisfied when the exclusive-OR

(XOR) of the bit values of all variable nodes participating in

the parity check equation is ‘0’ and may be unsatisfied when

the XOR is ‘1’. The value of each of the check nodes 206 may

be referred to as a “syndrome bit.”

[0040] A determination is made whether to change the

value of the currently scanned node 212 (Va) based on a

corresponding threshold number and a metric that corre-

sponds to unsatisfied check nodes of the group 214. For

example, the metric may correspond to a count of unsatisfied

check nodes in the group 214 (i.e., 2) and the threshold may

correspond to one-half of the number of check nodes in the

group 214 (.e., 2 of 3=1.5). Because the metric (2) exceeds

the threshold (1.5) for Va, the bit value of the variable node Va

is changed from ‘1’ to ‘0’, and the values of each of the check

nodes in the group 214 is also changed, as illustrated in a

second graph 220.

[0041] The second graph 220 illustrates another portion of

the serially scanning operation where Vb is a currently

scanned node 222. A group 224 of check nodes responsive to

Vb includes Ce and Cd. A determination is made whether to

change the value of Vb based on a corresponding threshold

number and a metric that corresponds to unsatisfied check

nodes of the group 224. For example, when the metric corre-

sponds to a count of unsatisfied check nodes in the group 224

(i.e., 1) and the threshold corresponds to one-half of the

number of check nodes in the group 224 (i.e., 1), the value of

the variable node Vb may be unchanged because the metric

does not exceed the threshold.

[0042] A third graph 230 illustrates another portion of the

serially scanning operation where Vc is a currently scanned

node 232. A group 234 of check nodes responsive to Vc

includes Cd and Ce. A determination is made whether to

change the value of Vc based on a corresponding threshold

number and a metric that corresponds to unsatisfied check

nodes of the group 234. For example, when the metric corre-

sponds to a count of unsatisfied check nodes in the group 234

(i.e., 1) and the threshold corresponds to one-half of the

number of check nodes in the group 234 (.e., 1), the value of

the variable node Vc may be unchanged because the metric

does not exceed the threshold.

[0043] The serial scanning operation may continue and

may include scanning of all variable nodes to complete a first

iteration. Serial scanning may be repeated until a threshold

number of iterations have been completed. For example, the

threshold number may be 1, 2, 3, or any other number of

iterations. Serial scanning may be terminated in response to

determining that all check nodes 206 are satisfied, indicating

that the values in the variable nodes 202 represent a valid

codeword. However, the serial scanning operation performed

during the bit-flipping stage 140 may not be intended to

achieve full decoding of the codeword but may instead be
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intended to reduce the number of errors in the data. To illus-

trate, for a large percentage of data words read from the

memory 104, full decoding at the second stage 142 may be

performed after completion of the bit-flipping processing at

the bit-flipping stage 140.

[0044] Alternatively, or in addition, the serial scanning

operation may be intended to compute initial reliabilities for

decoding at the second stage 142. For example, bits that flip

values during the bit-flipping state 140 may be assigned lower

reliabilities than bits that do not flip during the bit-flipping

stage 140.

[0045] A fourth graph 240 illustrates another implementa-

tion that represents a generalization of the bit-flipping process

to sets of multiple variable nodes. A currently scanned group

of nodes 242 includes the nodes Vb and Ve, and a group 244

of check nodes includes all check nodes that are responsive to

any one or more variable nodes in the group of nodes 242. The

variable nodes in the currently scanned group of nodes 242

may be flipped as a group based on a net effect on the check

nodes of the group 244.

[0046] To illustrate, when the check nodes Cc, Cd, and Ce

in the group 244 are equally weighted (or unweighted), flip-

ping variable node Vb independent of Vc would change val-

ues of (Cc, Cd) from (1, 0) to (0, 1) but would not reduce the

number of unsatisfied parity checks. As a result, Vb may

remain unchanged. Similarly, flipping variable node Vc inde-

pendent of Vb would change values of (Cd, Ce) from (0, 1) to

(1, 0) but would not reduce the number of unsatisfied parity

checks. As a result, Vc may also remain unchanged.

[0047] However, if Vb and Vc are considered together, Vb

and Ve may both be flipped to satisfy Cc, Cd, and Ce (1.e., to

cause all check nodes in the group 244 to have a ‘0’ value).

Determining whether to flip pairs of variable node values may

be determined based on the probabilities:

Pr(bit,bit,/m unsatisfied,» unsatisfied),

[0048] where m is the number of unsatisfied parity check

equations that bits participates in and n is the number of

unsatisfied parity check equations that bit, participates in, and

the probabilities may be computed for all combinations of

whether bit, and/or bit, has a correct value or an erroneous

value and for all the valid combinations of m and n.

[0049] An alternative method of determining whether to

flip pairs of variable node values may be based on the char-

acteristic that when values of both variable nodes are flipped,

any check node that is responsive to both of the variable nodes

remains unchanged (e.g., check node Cd does not change

values when Vb and Vc are simultaneously flipped). Thus,

check nodes that are responsive to both variable nodes may be

ignored when determining whether to flip a pair of variable

nodes. For example, the metric that is calculated for one of the

variable nodes in the group may exclude at least one check

node that is responsive to the variable node and that is further

responsive to a second variable node in the group. To illus-

trate, a determination of whether to flip Vb and Ve may be

made based on the values of Cc and Ce, representing the

check nodes in the group 244 that change values responsive to

flipping Vb and Vc together. For example, a determination of

whether to flip variable node Vb may be made based on check

node Cc (e.g., a metric may be calculated for Vb based on Ce

and excluding Cd), followed by a determination of whether to

flip variable node Vc based on check node Ce (e.g., a second

metric may be calculated for Vc based on Ce and excluding
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Ce). Inresponse to a determination that Vb 1s to be flipped and

a determination that Vc is to be flipped, both Vb and Vc may

be flipped together.

[0050] In some implementations, testing for all pairs of

variable nodes may be performed. In other implementations,

testing for all pairs of adjacent variable nodes may be per-

formed. Testing for pairs of variable nodes may be limited to

pairs of variable nodes that were not determined to be flipped

during bit-flipping processing of the variable nodes individu-

ally. Although the third graph 240 illustrates generating a

bit-flipping decision using a two-variable-node group 242, in

other implementations the group 242 may include more than

two variable nodes that are processed together.

[0051] Various modifications to the serial scanning opera-

tion described in the graphs 200, 220, and 230 may be imple-

mented. For example, the threshold may correspond to one-

half of the number of parity check equations that are

participated in by the variable node. In other implementa-

tions, the threshold corresponding to each variable node may

be dynamically determined according to an empiric method.

To illustrate, the probabilities

Pr{bit in error/i unsatisfied checks} where i€{0...

dy}

[0052] correspond to the probabilities that a variable node

bit is erroneous given that the variable node participates in “1”

unsatisfied parity check equations, where d,,1s the degree of

the variable node (i.e., how many parity check equations the

variable node participates in) and where i has a value selected

from the set of integers from 0 to d,. These probabilities may

be computed according to simulations at a given signal-to-

noise ratio (SNR) for every variable node and for each itera-

tion of the serial scanning operation. The threshold for the

variable node may be chosen to be the lowest 1 value where the

probability is at least a selected amount (e.g., 0.5). The prob-

abilities may be computed off-line and used to select the

thresholds as a function of a SNR during data read from the

memory 104.

[0053] Another example of an empiric method of dynami-

cally determining the threshold corresponding to each vari-

able node includes computing the threshold according to

Equation (1):

Q) =

Prt >) Rey = Py + (dy —|S|)-[R] - |S] [RI = Py + (dy -2-[5])-1R] < 0

where:

1- a

BER /

'BER' can be BER from the

Pye log,(

channel or the current BER during decoding

l-qIR| = los, ——*)
og

1-(1-2-BER)*«
qa rr

'BER' here is the current BER during decoding

[0054] In this example, P,- corresponds to a LLR of the

variable node ‘v’, R-;-is a update message from check node

‘c’ to the variable node ‘v’, ISI is a number of unsatisfied
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checks that ‘v’ participates in, and BER is a bit error rate. The

smallest value of ISI that satisfies the inequality P,+(d,-

2-:ISI):IRI<O may be chosen as the threshold.

[0055] As another example, a density evolution method of

dynamic threshold determination may be performed using

assumptions that the data is received via a memory-less chan-

nel and that the code graph has no cycles. The probability for

each bit to be in error may be tracked and an ‘average’

threshold may be chosen to reduce or minimize a number of

bit errors.

[0056] As another example, an on-line method of dynamic

threshold determination may determine an appropriate

threshold according to estimation of the BER during decod-

ing. The estimation of the BER may be determined based on

the syndrome weight (the number of unsatisfied parity checks

of the entire codeword). Given the estimation of the BER, the

threshold may be computed according to Equation (1).

[0057] In some implementations, different threshold sets

based on different values of SNR may be precomputed. A

BER value may be estimated, such as according to an initial

syndrome weight that is available at an early stage of decod-

ing. The estimated BER value may be used to select a set of

thresholds. In other cases, the threshold sets may bea function

of the read state, the logical page containing the read data, or

a combination of the read state and the logical page. For

example, if a certain bit in a read state is close to a transition

point, then its reliability is low and the threshold for flipping

such a bit may be set to a predetermined threshold. Another

bit which is further from the transition point may be associ-

ated with a different predetermined threshold.

[0058] FIG. 3 depicts an example of a mapping 300 of bit

values to storage element states and a table 320 that identifies

a particular threshold set for each page/state combination of

the storage elements. The mapping 300 graphically depicts a

distribution 302 of storage element states (e.g., flash cell

threshold voltages) and a state identifier 304 associated with

each state in an eight-state-per storage element (or three bits-

per-cell (3BPC)) implementation. Each state is associated

with a 3-bit value, having one bit corresponding to an “upper”

logical page (page 0) 306, one bit corresponding to a

“middle” logical page (page 1) 308, and one bit correspond-

ing to a “lower” logical page (page 2) 310. The table 320

includes three different threshold sets (set 0, set 1, and set 2,

each set containing one or more thresholds) which may be

associated with each page in each state. Optionally, a different

threshold set may be associated with each page. The upper

page 306 may be associated as a page with the threshold set 0,

while for the other pages 308-310 the associated threshold set

may be computed as a function of the difference between the

states and the transition points in the page. In case a threshold

set is defined per state the associated threshold set may be

computed as a function of the difference of the various pages

in the state from the transition points in their respective page.

[0059] For example, the mapping 300 depicts four transi-

tion points in the upper page 306: 0-1 (i.e., between state 0 and

state 1), 2-3, 4-5, and 6-7. Every state is a distance of one state

from a nearest transition point of the upper page 306, and the

table 320 assigns threshold set 0 to all states when decoding

data in the upper page 306. The mapping 300 depicts two

transition points in the middle page 308: 1-2 and 5-6. States 1,

2, 5, and 6 are at a distance of one state from a nearest

transition point of the middle page 308, and the table 320

assigns threshold set 0 to these states. States 0,3, 4, and 7 are

ata distance of two states from a nearest transition point of the
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middle page 308, and the table 320 assigns threshold set 1 to

these states. The mapping 300 depicts a single transition point

(3-4) in the lower page 310, and the table 320 assigns thresh-

old set 0, 1, or 2 to each state based on its distance from the

transition point.

[0060] Although FIG. 5 depicts selecting from one of three

threshold sets based on a page/state combination, in other

implementations threshold sets may be selected based on

state and not page (e.g., the table 520 may map each of the

eight states 504 to a distinct threshold set of eight predefined

threshold sets, independent of page) or based on page and not

state (e.g., the table 520 may map each of the three pages

506-510 to a distinct threshold set of three predefined thresh-

old sets, independent of state), as illustrative, non-limiting

examples. Other functions may also be considered for com-

puting the threshold sets.

[0061] In some implementations, reliability information

may be used to determine thresholds. For example, storage

elements of “bad” columns of the memory 104 (e.g., indi-

cated by a value stored in the BC-RAM 172 of FIG. 1) may be

read as storing a ‘0’ or ‘1’ value independent of the data

programmed to the storage elements. Bits with low reliability

may be assigned a lower threshold and may be more likely to

be flipped. A LLR for such storage elements may be updated

to indicate low reliability for determining thresholds. For

example, an updated LLR to indicate low reliability for deter-

mining thresholds may be provided as the value of P, of

Equation (1). Other types of reliability information may be

used to adjust threshold computations. For example, a thresh-

old may be lowered in response to a variable node value

changing during a previous iteration of a multi-iteration bit-

flipping process, or in response to soft bit information read

from the memory 104 indicating lower reliability, as illustra-

tive, non-limiting examples.

[0062] The metric for each variable node may be deter-

mined using weights corresponding to check nodes. For

example, the graphs 200, 220, 230 of FIG. 2 depict a bit-

flipping process that uses no weights (or alternatively, all

weights have a ‘1’ value). In this example, the metric corre-

sponds to

a
i

where s, is a check node value for each check node i that the

variable node participates in. As another example, ‘average’

weights may be used, such as generated according to empiric

or analytical calculations. In this example, the metric may be

determined according to

> WS}
7

where w, is the average weight that is common for all of the Z

lifted check nodes that are lifted from a common check node

in an LDPC code implementation based on lifted nodes and

having a lifting factor of Z, such as illustrated in FIG. 4.

[0063] FIG. 4 illustrates an example of generating an LDPC

code based on a lifted graph (quasi-cyclic LDPC (QC-

DLPC)) that may be constructed by lifting a relatively small

bipartite graph (protograph) 402 by a lifting factor Z such that
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Z disjoint copies 404 of the protograph 402 are generated.

Although the protograph 402 is illustrated as having six vari-

able nodes v1-v6 and three check nodes cl-c3, coupled by

edges represented by lines, for ease of explanation, a proto-

graph used to generate a QC-DLPC code implemented by the

decoder 126 of FIG. 1 may include more than six variable

nodes and three check nodes.

[0064] Each lifted edge of the protograph may be permuted

(e.g., using a cyclic permutation or any other permutation,

such as randomly) to generate from the Z disjoint protographs

404 a single bipartite graph (lifted graph) 406.

[0065] A graph 408 illustrates using average weights where

the metric is determined according to

> WiS}
7

where w, is the average weight that is common for all of the Z

lifted check nodes that are lifted from a common “super”

check node in an LDPC code implementation based on lifted

nodes and having a lifting factor of Z. As illustrated, the super

check node 1 has a value s1, includes Z check nodes 1.1, 1.2,

...,1.Z, and has degree de (e.g., receives messages from de

variable nodes). The super check node 2 has a value s2,

includes Z check nodes 2.1, 2.2,...,2.Z, and has degree dc-1.

[0066] In other implementations, such as illustrated in a

graph 410, a weight w, may be separately determined for each

check node and the metric may be determined according to

> WiSj.
A

Each weight w, may be updated during the decoding proce-

dure. A value of w,; may be lower when at least one variable

node that participates in the parity check equation of check

node 1 is not reliable, and a value of w, may be higher when all

variable nodes that participate in the parity check equation are

reliable. A variable node may be considered to be reliable or

unreliable according to a comparison of the number of unsat-

isfied checks it participates in as compared to a reliability

threshold.

[0067] For example, a reliability threshold may be deter-

mined and variable nodes that participate in a greater number

of satisfied parity checks than the reliability threshold may be

considered reliable variable nodes. The reliability threshold

can be different for each variable node (for example, the

reliability threshold may be based on the degree of a variable

node) and may be adjusted from iteration to iteration of the

bit-flipping operation. Each check node may include a bit

map of d, entries (where d, is the number of variable nodes

that participate in the parity check equation). Each entry of

the bit map may indicate whether the corresponding variable

node is considered to be reliable or not (e.g., a ‘0’ value may

indicate reliability and a ‘1’ value may indicate unreliability).

During the bit-flipping procedure, when checking whether to

change a value of a specific variable node, an appropriate

weight for each check node may be calculated according to

the bit map of the check node. If at least one of the other

variable nodes is considered to be not reliable (based on

extrinsic information), a lower weight may be determined for

the check node. Otherwise, a higher weight is determined for
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the check node. The bit map of each check node may be

updated during the decoding procedure according to the bit

flip operations.

[0068] Use of individual weights for each check node may

provide more accurate bit-flipping decisions as a result of

dynamic computation of the weights. However, using “aver-

age” weights enables reduced storage space as compared to

storing individual weights for each check node. In addition,

because average weights may be generated a-priori, weight

information may be stored in less expensive read-only

memory (ROM) instead of in RAM. Storing check node

weight data in ROM instead of RAM may reduce a cost of the

decoder 126.

[0069] In some implementations, the bit-flipping process

may implement a variable node bit-flipping schedule based

on the degree of the variable nodes. For example, variable

nodes with higher degrees (1.e., that participate in more parity

check equations) may be processed before variable nodes

with lower degrees. Variable nodes with higher degrees may

be considered more reliable due to participating in more

parity check equations, and erroneous variable node values

may be more easily detected for variable nodes having higher

degrees than for variable nodes having lower degrees. By

processing higher-degree variable nodes before processing

lower-degree variable nodes, “easier” errors may be corrected

earlier in the bit-flipping process, reducing a number of

remaining errors when lower-degree variable nodes are pro-

cessed and enabling more accurate bit-flipping decisions for

lower-degree variable nodes.

[0070] When bit-flipping is determined based on compar-

ing the metric for each variable node (e.g., a count of unsat-

isfied parity checks) to a corresponding threshold, a possibil-

ity exists that all variable nodes retain their values during an

iteration of the bit-flipping process, even though errors still

exist in the data. In this case, the bit-flipping process may

terminate rather than continuing until a pre-set number of

iterations have been performed. Alternatively, one or more of

the thresholds may be lowered to increase the likelihood that

one or more variable nodes may change value during a sub-

sequent iteration of the bit-flipping process.

[0071] FIG. 5 depicts a graph 500 illustrating decoding

latency based on a signal-to-noise ratio (SNR) (or bit error

rate (BER)) according a particular embodiment of the

decoder 126 of FIG. 1. A first curve 502 corresponds to

latency of decoding by processing received data by the bit-

flipping stage 140, followed by decoding the received data at

the second stage 142 (e.g., a soft LDPC decoder that uses

belief propagation) without using results of the bit-flipping

stage 140 (i.e., without using the first stage result data 150 to

initialize the second stage 142). A second curve 504 corre-

sponds to latency of decoding by processing received data by

the bit-flipping stage 140, followed by decoding the received

data at the second stage 142 using results of the bit-flipping

stage 140 (e.g., using the bit values of the received data 138

and using the reliability data 154 from the bit-flipping stage

140 based on counts of bit-flips for each bit value).

[0072] Both curves 502, 504 illustrate relatively low

latency at high SNR values, indicating that decoding latency

is primarily governed by decoding success in the bit-flipping

stage 140 when the received data 138 has relatively few

errors. At decreasing SNR/increasing BER, decoding latency

increases as the bit-flipping stage 140 is increasingly unlikely

to be successful and decoding completes at the second stage

142. At lower SNR, latency for the first curve 502 exceeds
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latency for the second curve 504. A latency difference

between the first curve 502 and the second curve 504 for a

particular SNR indicates a performance improvement during

belief-propagation decoding due to improved starting condi-

tions provided by the bit-flipping stage 140.

[0073] Additional performance benefits may be provided

based on efficient initialization of the second stage 142. For

example, a belief-propagation flooding schedule iteration

may be extracted from the output of the bit-flipping stage 140,

which may improve decoding performance at the second

stage 142 under certain BER conditions. To illustrate, a count

of unsatisfied check nodes connected to each variable node

may be extracted from the bit-flipping stage 140 and used to

correct each variable node value at the first iteration of the

second stage 142, according to the formula

O,=sign(Qin)*(1Qin|-Rey(25,-4,))

[0074] whered, is the degree of the variable node v, S,, is the

number of unsatisfied check nodes connected to the variable

node v, Q,,, is the value received from the channel (e.g., the

value of the variable node v in the received data 138), Q,, is the

new value calculated to be input to the second stage 142 as the

value of the variable node v, and R.,, is the message from the

check nodes connected to the variable node v. The R,,,, value

can be known in advance.

[0075] Similarly, a message passing scheme implemented

by the decoder 126 of FIG. 1 may use a flooding schedule for

a first iteration, in which in each iteration all the variable

nodes, and subsequently all of the check nodes, pass new

messages to their neighbors. Belief propagation decoding

based on a flooding schedule may be performed as described

with respect to pseudocode provided in Table 1.

TABLE 1

Initialization:

forallvEV,cENW,G)Q,. <P,

Iteration:

for all c € C (Pass check to variable messages)

for all v E N(c, G)

Ry. 9 yene,o\w (Q,' -))
end of loop

end of loop

for all v € V (Pass variable to check messages)

for all c € N(v, G)

Que — Py t Zeene,one Rev
end of loop

end of loop

for all v € V (Compute a-posteriori LLRs)

Q, = Pt Zena Rev
End of loop

[0076] When processing at the bit-flipping stage 140 occurs

using a first phase where S,, is determined for all variable

nodes in parallel, followed by a second phase where bit-

flipping decisions are determined for each variable node

based on the S,, values, calculations of Q,, for each variable

node may be performed while the second phase of the bit-

flipping process is ongoing. Thus, processing of bit-flipping

determinations for the bit-flipping stage 140 and calculation

of updated variable node values Q,, for an initial iteration of

the second stage 142 may be performed in parallel, with the

latency of the second phase of the bit-flipping process par-

tially or completely masking the latency of the initial belief-

propagation flooding iteration. As a result, a first iteration of

a full flooding schedule at the second stage 142 may be

computed on-the-fly based on the initialization of the bit-
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flipping stage 140 decoding. Because the first iteration of the

second stage 142 may be received “for free,” the second stage

142 may start from a more advanced point. Although the

second stage 142 may continue to use a flooding schedule

after the first iteration, in other implementations the second

stage 142 may switch to another schedule, such as a serial

decoding schedule, after the first iteration is performed.

[0077] Referring to FIG. 6, a particular embodiment of a

method 600 is depicted. The method 600 may be performed in

a data storage device, such as the data storage device 102 of

FIG. 1.

[0078] The method 600 includes receiving, at a decoder,

data corresponding to an error correction coding (ECC) code-

word of an ECC code, at 602. The data may match the ECC

codeword (i.e., the data is error-free) or the data may be a

corrupted version of the ECC codeword (1.e., the data differs

from the ECC codeword due to one or more errors). The

decoder includes a bit-flipping stage and a second decoding

stage. The second decoding stage may include a low-density

parity check (LDPC) decoder that is configured to use soft

information. For example, the decoder may be the decoder

126 of FIG. 1.

[0079] The received data is processed at the bit-flipping

stage of the decoder to generate first stage result data, at 604.

The data is processed at the bit-flipping stage based on parity

checks of the ECC code that are not satisfied by the data. The

data is processed at the bit-flipping stage without first

attempting to decode the received data at the second decoding

stage.

[0080] The first stage result data is provided to an input of

the second decoding stage to initiate decoding at the second

decoding stage at least partially based on the first stage result

data, at 606. For example, the first stage result data may

include first stage reliability data generated by the bit-flipping

stage, such as the reliability data 154 of FIG. 1. Bit values

from the received data 138 of FIG. 1 may be provided as

initial bit values to the input of the second stage 142 of the

decoder 126 of FIG. 1, and the first stage reliability data 154

may be provided as “soft” information to the input of the

second stage 142 of the decoder 126 of FIG. 1.

[0081] As another example, the first stage result data may

include first stage bit values generated by the bit-flipping

stage, such as the first stage bit values 152 of FIG. 1. The first

stage bit values 152 may be provided as input bit values to the

second stage 142 of the decoder 126. In some implementa-

tions, reliability data may be received in the received data 138

and provided as “soft” information to the second stage 142. In

other implementations, the first stage reliability data 154 may

be provided as the “soft” information to the input of the

second stage 142 of the decoder 126.

[0082] Processing data at the bit-flipping stage may include

serially scanning bit values of the received data to determine

whether to change a corresponding bit value for each bit

position, such as described with respect to the graphs 200,

220, and 230 of FIG. 2. Processing at the bit-flipping stage of

the decoder may be terminated in response to a threshold

number of iterations of the serial scanning having been per-

formed. For example, the threshold number of iterations may

be 1, 2, 3, or any other number of iterations.

[0083] In some implementations, serially scanning the bit

values includes mapping the bit values of the received data to

values of variable nodes of the decoder, such as the variable

nodes 202 illustrated in FIG. 2. Serially scanning the bit

values may also include determining, for one or more of the
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variable nodes, whether to change the value of the variable

node based on a comparison of a metric to a threshold num-

ber. The metric may be determined based on unsatisfied check

nodes that are responsive to the variable node. For example,

the metric may be a count of the unsatisfied check nodes. As

another example, the metric may be a weighted sum corre-

sponding to the unsatisfied check nodes. The weighted sum

may be determined by generating, for each particular unsat-

isfied check node of the unsatisfied check nodes, a product of

a value of the particular unsatisfied check node and a weight

that corresponds to the particular unsatisfied check node. The

generated products may be summed to obtain the weighted

sum.

[0084] The corresponding threshold number may be deter-

mined according to one or more of a variety of techniques,

such as described with respect to FIG. 2. For example, the

corresponding threshold number may be determined dynami-

cally, such as at least partially based ona reliability value. For

example, the corresponding threshold number may be com-

puted in accordance with Equation (1). As another example,

the corresponding threshold number may be selected from

precomputed sets of threshold values at least partially based

on an estimated bit error rate. To illustrate, the estimated bit

error rate may be estimated according to an initial syndrome

weight at an early stage of decoding.

[0085] The serial scanning process may include processing

of more than one variable node at a time, such as described

with respect to the group 242 of the fourth graph 240 of FIG.

2. When multiple variable nodes are processed as a group, the

metric for one variable node may exclude at least one check

node that is responsive to the variable node and that is further

responsive to a second variable node. For example, the metric

for the variable node Vb in the fourth graph 240 of FIG. 2 may

exclude the check node Cd because the check node Cd is also

responsive to the variable node Vc. A second metric corre-

sponding to the second variable node may also exclude the at

least one check node.

[0086] In some implementations, the method 600 includes

providing an updated count of the unsatisfied check nodes

corresponding to each of the variable nodes to the second

stage to enable updating of values of the variable nodes during

an initial iteration of decoding using the updated counts of the

unsatisfied check nodes from the bit-flipping stage. For

example, as described above with respect to a two-phase

operation of the bit-flipping stage 140, an initial flooding

iteration of the second stage 142 may be performed based on

S, values that are determined during the first phase of the

bit-flipping stage 140. The initial flooding iteration may be

performed concurrently with the second phase of the bit-

flipping stage 140.

[0087] In some implementations, the second stage decoder

is an LDPC decoder implementing belief-propagation. A first

iteration of the bit-flipping stage may be equal to the first

iteration of the belief-propagation LDPC decoder. The first

stage result data that is used as input to the second decoding

stage may be the result of the first iteration of the bit-flipping

stage. The schedule used by the first iteration of the belief-

propagation LDPC decoder may be a flooding schedule.

[0088] Referring to FIG. 7, a particular embodiment of a

method 700 is depicted. The method 700 may be performedin

a data storage device, such as the data storage device 102 of

FIG. 1.

[0089] The method 700 includes receiving, at a decoder

that includes a bit-flipping stage, data corresponding to an
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error correction coding (ECC) codeword, at 702. For example

the data may be the received data 138 received at the bit-

flipping stage 140 of FIG. 1.

[0090] During processing at the bit-flipping stage, an esti-

mation of an error rate of the data is determined, at 704, and

a value of a decoding parameter is determined based on the

estimation of the error rate, at 706. The value of the decoding

parameter affects a decoding operation at the decoder.

[0091] For example, in some implementations, thresholds

used for bit-flipping decisions may be calculated on-line

based on estimated bit error rate (BER). Processing at the

bit-flipping stage includes mapping bit values of the received

data to values of variable nodes of the decoder and determin-

ing, for a variable node, whether to change the value of the

variable node based on a comparison ofa metric to a threshold

number. The metric may be determined based on unsatisfied

check nodes that are responsive to the variable node, and the

threshold number may be determined based on the value of

the decoding parameter, which may be determined based on

the error rate.

[0092] As another example, in some implementations, a set

of pre-defined thresholds may be selected from different sets

of pre-defined thresholds based on estimated BER. Process-

ing at the bit-flipping stage includes mapping bit values of the

received data to values of variable nodes of the decoder and

determining, for a variable node, whether to change the value

of the variable node based on a comparison of a metric to a

threshold number. The metric may be determined based on

unsatisfied check nodes that are responsive to the variable

node, and the threshold number may be selected froma set of

threshold numbers based on the value of the decoding param-

eter.

[0093] As another example, in some implementations, a

threshold (e.g., maximum) number of iterations for decoding

at the bit-flipping stage and/or for decoding at a second stage

(e.g., the second stage 142 of FIG. 1) may be set based on

estimated BER. To illustrate, the value of the decoding

parameter may correspond to a threshold number of process-

ing iterations of the bit-flipping stage. The decoder may be

configured to terminate the processing at the bit-flipping

stage in response to a comparison of a number of processing

iterations of the bit-flipping stage to the threshold number of

processing iterations. In addition, or alternatively, the

decoder may include a second decoding stage that includes a

low-density parity check (LDPC) decoder that is configured

to use soft information. First stage result data of the bit-

flipping stage, such as the first stage result data 150 of FIG. 1,

may be provided to the second decoding stage for decode

processing. The value of the decoding parameter may corre-

spond to a threshold number of processing iterations of the

second decoding stage. The decoder may be configured to

terminate the decode processing at the LDPC decoder in

response to a comparison of anumber of processing iterations

of the LDPC decoder to the threshold number of processing

iterations.

[0094] As another example, in some implementations, ini-

tial reliabilities (e.g., LLRs) for decoding at a second stage

(e.g., the second stage 142 of FIG. 1) may be determined

based on estimated BER. The second decoding stage may

include a low-density parity check (LDPC) decoder that is

configured to use soft information. First stage result data of

the bit-flipping stage may be provided to the second decoding

stage for decode processing, and the value of the decoding
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parameter may correspond to initial reliability information

provided to the LDPC decoder.

[0095] Referring to FIG. 8, a particular embodiment of a

method 800 is depicted. The method 800 may be performedin

a data storage device, such as the data storage device 102 of

FIG. 1.

[0096] The method 800 includes receiving, at a decoder

that includes a bit-flipping stage, data corresponding to an

error correction coding (ECC) codeword, at 802. For example

the data may be the received data 138 received at the bit-

flipping stage 140 of FIG. 1.

[0097] The received data is processed at the bit-flipping

stage, at 804. Processing the received data includes mapping

bit values of the received data to values of variable nodes of

the decoder and determining, for a variable node, whether to

change the value of the variable node based on a comparison

of a metric to an adaptive threshold number. The metric is

determined based on unsatisfied check nodes that are respon-

sive to the variable node.

[0098] The adaptive threshold number may be determined

online or offline. For example, the adaptive threshold number

may be calculated during the processing of the received data

at the bit-flipping stage. As another example, the adaptive

threshold number may be selected from a set of threshold

numbers. The adaptive threshold number may be determined

based on an estimated error rate of the data, such as an

estimated BER.

[0099] The adaptive threshold number may be determined

based on bad-column indices. For example, the adaptive

threshold number may be determined at least partially based

on information corresponding to columns of storage elements

of a memory of the data storage device that are identified as

being unreliable, such as indicated in the BC-RAM 172 of

FIG. 1.

[0100] The adaptive threshold number may be determined

at least partially based on soft bit information that is read from

amemory of the data storage device. For example, the adap-

tive threshold number may be at least partially based on soft

bit data in the SB-RAM 170 of FIG. 1.

[0101] The adaptive threshold number may be defined for

each group of variable nodes that correspond to the same copy

in the lifting structure in a QC-LDPC structure. For example,

the variable nodes may be connected to check nodes accord-

ing to a lifted quasi-cyclic low-density parity check (QC-

LDPC) structure such as depicted in the graph 410 of FIG. 4.

The variable nodes may be grouped according to which vari-

able nodes correspond to a common copy of the lifted QC-

LDPC structure, and a distinct adaptive threshold number

may be determined for each of the groups of the variable

nodes.

[0102] Referring to FIG. 9, a particular embodiment of a

method 900 is depicted. The method 900 may be performedin

a data storage device, such as the data storage device 102 of

FIG. 1.

[0103] The method 900 includes receiving, at a decoder

that includes a bit-flipping stage, data corresponding to an

error correction coding (ECC) codeword and soft informa-

tion, at 902. For example the data may be received at the

bit-flipping stage 140 of FIG. 1.

[0104] The received data is processed at the bit-flipping

stage at least partially based on the soft information, at 904.

Processing the received data includes mapping bit values of

the received data to values of variable nodes of the decoder

and determining, for a variable node, whether to change the
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value of the variable node based on a comparison of a metric

to a threshold number. The metric may be determined based

on unsatisfied check nodes that are responsive to the variable

node. The soft information may include information corre-

sponding to columns of storage elements of a memory of the

data storage device that are identified as being unreliable,

such as information provided to the BC-RAM 172 of FIG. 1.

Alternatively, or in addition, the soft information may include

soft bit information that is read from a memory of the data

storage device, such as information provided to the SB-RAM

170 of FIG. 1. The threshold number may be determined at

least partially based on the “bad column” information and/or

the soft bit information.

[0105] Referring to FIG. 10, a particular embodiment of a

method 1000 is depicted. The method 1000 may be per-

formed in a data storage device, such as the data storage

device 102 of FIG. 1. The method 1000 includes receiving, at

a decoder that includes a bit-flipping stage, data correspond-

ing to an error correction coding (ECC) codeword, at 1002.

For example the data may be received at the bit-flipping stage

140 of FIG. 1.

[0106] The received data is processed at the bit-flipping

stage, at 1004. Processing the received data includes mapping

bit values of the received data to values of variable nodes of

the decoder and determining, for each group of multiple

variable nodes, whether to change the values of the multiple

variable nodes of the group based on counts of unsatisfied

check nodes that are responsive to the variable nodes. For

example, determining whether to change the values may be

performed as described with respect to the graph 240 of FIG.

2. The decoder may also include a second decoding stage that

includes a low-density parity check (LDPC) decoder that is

configured to use soft information, such as the second stage

142 of FIG. 1. First stage result data generated at the bit-

flipping stage may be provided to an input of the second

decoding stage to initiate decoding at the second decoding

stage at least partially based on the first stage result data.

[0107] Although various components depicted herein are

illustrated as block components and described in general

terms, such components may include one or more micropro-

cessors, state machines, or other circuits configured to enable

the decoder 126 of FIG. 1 to perform initial decode process-

ing at the bit-flipping stage 140 prior to performing belief-

propagation decode processing at the second stage 142. For

example, the decoder 126 may represent physical compo-

nents, such as hardware controllers, state machines, logic

circuits, or other structures, to enable the decoder 126 of FIG.

1 to perform initial decode processing at the bit-flipping stage

140 prior to performing belief-propagation decode process-

ing at the second stage 142. The decoder 126 may also rep-

resent physical components to provide results of the bit-

flipping stage 140 to initialize decoding at the second stage

142.

[0108] The decoder 126 may be implemented using a

microprocessor or microcontroller programmed to receive

data, to provide the data to the bit-flipping stage 140 to per-

form initial decode processing at the bit-flipping stage 140

prior to attempting to decode the data at the second stage 142.

The microprocessor or microcontroller is further pro-

grammed to, after processing at the bit-flipping stage 140,

provide results of the bit-flipping stage 140 to an input of the

second stage 142 to initialize decoding at the second stage

142.
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[0109] In a particular embodiment, the decoder 126

includes a processor executing instructions that are stored at

the non-volatile memory 104. Alternatively, or in addition,

instructions that are executed by the processor may be stored

at a separate memory location that is not part of the non-

volatile memory 104, such as at a read-only memory (ROM).

[0110] Ina particular embodiment, the data storage device

102 may be implemented ina portable device configured to be

selectively coupled to one or more external devices. However,

in other embodiments, the data storage device 102 may be

attached to or embedded within one or more host devices,

such as within a housing of a host communication device. For

example, the data storage device 102 may be within a pack-

aged apparatus such as a wireless telephone, a tablet com-

puter, a laptop computer, a personal digital assistant (PDA), a

gaming device or console, a portable navigation device, or

other device that uses internal non-volatile memory. In a

particular embodiment, the data storage device 102 may

include a non-volatile memory, such as a three-dimensional

(3D) memory, a flash memory (e.g., NAND, NOR, Multi-

Level Cell (MLC), a Divided bit-line NOR (DINOR)

memory, an AND memory, a high capacitive coupling ratio

(HiCR), asymmetrical contactless transistor (ACT), or other

flash memories), an erasable programmable read-only

memory (EPROM), an electrically-erasable programmable

read-only memory (EEPROM), a read-only memory (ROM),

a one-time programmable memory (OTP), or any other type

of memory.

[0111] Semiconductor memory devices include volatile

memory devices, such as dynamic random access memory

(“DRAM”) or static random access memory (“SRAM”)

devices, non-volatile memory devices, such as resistive ran-

dom access memory (“ReRAM”), electrically erasable pro-

grammable read only memory (“EEPROM”), flash memory

(which can also be considered a subset of EEPROM), ferro-

electric random access memory (“FRAM”), and other semi-

conductor elements capable of storing information. Each type

of memory device may have different configurations. For

example, flash memory devices may be configured in a

NAND or a NOR configuration.

[0112] The memory devices can be formed from passive

and/or active elements, in any combinations. By way of non-

limiting example, passive semiconductor memory elements

include ReRAM device elements, which in some embodi-

ments include a resistivity switching storage element, suchas

an anti-fuse, phase change material, etc., and optionally a

steering element, such as a diode, etc. Further by way of

non-limiting example, active semiconductor memory ele-

ments include EEPROM and flash memory device elements,

which in some embodiments include elements containing a

charge storage region, such as a floating gate, conductive

nanoparticles, or a charge storage dielectric material.

[0113] Multiple memory elements may be configured so

that they are connected in series or so that each element is

individually accessible. By way of non-limiting example,

flash memory devices in a NAND configuration (NAND

memory) typically contain memory elements connected in

series. A NAND memory array may be configured so that the

array is composed of multiple strings of memory in which a

string is composed of multiple memory elements sharing a

single bit line and accessed as a group. Alternatively, memory

elements may be configured so that each element is individu-
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ally accessible, e.g.,a NOR memory array. NAND and NOR

memory configurations are exemplary, and memory elements

may be otherwise configured.

[0114] The semiconductor memory elements located

within and/or over a substrate may be arranged in two or three

dimensions, such as a two dimensional memory structure or a

three dimensional memory structure.

[0115] In a two dimensional memory structure, the semi-

conductor memory elements are arranged in a single plane or

a single memory device level. Typically, in a two dimensional

memory structure, memory elements are arranged in a plane

(e.g., in an x-z direction plane) which extends substantially

parallel to a major surface of a substrate that supports the

memory elements. The substrate may be a wafer over or in

which the layer of the memory elements are formed or it may

be a carrier substrate which is attached to the memory ele-

ments after they are formed. As a non-limiting example, the

substrate may include a semiconductor such as silicon.

[0116] The memory elements may be arranged in the single

memory device level in an ordered array, such as ina plurality

of rows and/or columns. However, the memory elements may

be arrayed in non-regular or non-orthogonal configurations.

The memory elements may each have two or more electrodes

or contact lines, such as bit lines and word lines.

[0117] A three dimensional memory array is arranged so

that memory elements occupy multiple planes or multiple

memory device levels, thereby forming a structure in three

dimensions (i.e., in the x, y and z directions, where the y

direction is substantially perpendicular and the x and z direc-

tions are substantially parallel to the major surface of the

substrate).

[0118] As a non-limiting example, a three dimensional

memory structure may be vertically arranged as a stack of

multiple two dimensional memory device levels. As another

non-limiting example, a three dimensional memory array

may be arranged as multiple vertical columns (e.g., columns

extending substantially perpendicular to the major surface of

the substrate, i.e., in the y direction) with each column having

multiple memory elements in each column. The columns may

be arranged in a two dimensional configuration, e.g., in an x-z

plane, resulting in a three dimensional arrangement of

memory elements with elements on multiple vertically

stacked memory planes. Other configurations of memory ele-

ments in three dimensions can also constitute a three dimen-

sional memory array.

[0119] By way of non-limiting example, in a three dimen-

sional NAND memory array, the memory elements may be

coupled together to form a NAND string within a single

horizontal (e.g., x-z) memory device levels. Alternatively, the

memory elements may be coupled together to form a vertical

NAND string that traverses across multiple horizontal

memory device levels. Other three dimensional configura-

tions can be envisioned wherein some NAND strings contain

memory elements in a single memory level while other

strings contain memory elements which span through mul-

tiple memory levels. Three dimensional memory arrays may

also be designed in a NOR configuration and in a RRRAM

configuration.

[0120] Typically, in a monolithic three dimensional

memory array, one or more memory device levels are formed

above a single substrate. Optionally, the monolithic three

dimensional memory array may also have one or more

memory layers at least partially within the single substrate. As

anon-limiting example, the substrate may include a semicon-
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ductor such as silicon. In a monolithic three dimensional

array, the layers constituting each memory device level of the

array are typically formed on the layers of the underlying

memory device levels of the array. However, layers of adja-

cent memory device levels of a monolithic three dimensional

memory array may be shared or have intervening layers

between memory device levels.

[0121] Then again, two dimensional arrays may be formed

separately and then packaged together to form a non-mono-

lithic memory device having multiple layers of memory. For

example, non-monolithic stacked memories can be con-

structed by forming memory levels on separate substrates and

then stacking the memory levels atop each other. The sub-

strates may be thinned or removed from the memory device

levels before stacking, but as the memory device levels are

initially formed over separate substrates, the resulting

memory arrays are not monolithic three dimensional memory

arrays. Further, multiple two dimensional memory arrays or

three dimensional memory arrays (monolithic or non-mono-

lithic) may be formed on separate chips and then packaged

together to form a stacked-chip memory device.

[0122] Associated circuitry is typically required for opera-

tion of the memory elements and for communication with the

memory elements. As non-limiting examples, memory

devices may have circuitry used for controlling and driving

memory elements to accomplish functions such as program-

ming and reading. This associated circuitry may be on the

same substrate as the memory elements and/or on a separate

substrate. For example, a controller for memory read-write

operations may be located ona separate controller chip and/or

on the same substrate as the memory elements.

[0123] One of skill in the art will recognize that this inven-

tion is not limited to the two dimensional and three dimen-

sional exemplary structures described but cover all relevant

memory structures within the spirit and scope of the invention

as described herein and as understood by one of skill in the art.

[0124] The illustrations of the embodiments described

herein are intended to provide a general understanding of the

various embodiments. Other embodiments may be utilized

and derived from the disclosure, such that structural and

logical substitutions and changes may be made without

departing from the scope of the disclosure. This disclosure is

intended to cover any and all subsequent adaptations or varia-

tions of various embodiments.

[0125] The above-disclosed subject matter is to be consid-

ered illustrative, and not restrictive, and the appended claims

are intended to cover all such modifications, enhancements,

and other embodiments, which fall within the scope of the

present disclosure. Thus, to the maximum extent allowed by

law, the scope of the present invention 1s to be determined by

the broadest permissible interpretation of the following

claims and their equivalents, and shall not be restricted or

limited by the foregoing detailed description.

What is claimed is:

1. A method comprising:

in a data storage device, performing:

receiving, at a decoder, data corresponding to an error

correction coding (ECC) codeword of an ECC code,

wherein the decoder includes a bit-flipping stage and

a second decoding stage, the second decoding stage

including a low-density parity check (LDPC) decoder

that is configured to use soft information;

processing the received data at the bit-flipping stage of

the decoder to generate first stage result data, wherein
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the data is processed at the bit-flipping stage based on

parity checks of the ECC code that are not satisfied by

the data, and wherein the data is processed at the

bit-flipping stage without first attempting to decode

the received data at the second decoding stage; and

providing the first stage result data to an input of the

second decoding stage to initiate decoding at the sec-

ond decoding stage at least partially based on the first

stage result data.

2. The method of claim 1, wherein the received data

includes received bit values, wherein the first stage result data

includes first stage reliability data generated by the bit-flip-

ping stage, and wherein the received bit values and the first

stage reliability data are provided to the input of the second

decoding stage of the decoder to initiate the decoding par-

tially based on the received data and partially based on the

first stage result data.

3. The method of claim 1, wherein the received data

includes received reliability data, wherein the first stage result

data includes first stage bit values generated by the bit-flip-

ping stage, and wherein the received reliability data and the

first stage bit values are provided to the input of the second

decoding stage of the decoder to initiate the decoding par-

tially based on the received data and partially based on the

first stage result data.

4. The method of claim 1, wherein the first stage result data

includes first stage bit values and first stage reliability data

generated by the bit-flipping stage, and wherein the first stage

bit values and the first stage reliability data are provided to the

input of the second decoding stage of the decoder to initiate

the decoding based on the first stage result data.

5. The method of claim 1, wherein processing data at the

bit-flipping stage of the decoder includes serially scanning bit

values of the received data to determine whether to change a

corresponding bit value for each bit position.

6. The method of claim 5, wherein serially scanning the bit

values includes:

mapping the bit values of the received data to values of

variable nodes of the decoder; and

determining, for a variable node, whether to change the

value of the variable node based on a comparison of a

metric to a threshold number, wherein the metric is

determined based on unsatisfied check nodes that are

responsive to the variable node.

7. The method of claim 6, wherein the metric is a count of

the unsatisfied check nodes or a weighted sum corresponding

to the unsatisfied check nodes, wherein the weighted sum is

determined by:

generating, for each particular unsatisfied check node of

the unsatisfied check nodes, a product of a value of the

particular unsatisfied check node and a weight that cor-

responds to the particular unsatisfied check node; and

summing the generated products to obtain the weighted

sum.

8. The method of claim 6, wherein the metric excludes at

least one check node that is responsive to the variable node

and that is further responsive to a second variable node, and

wherein a second metric corresponding to the second variable

node excludes the at least one check node.

9. The method of claim 6, further comprising providing an

updated count of the unsatisfied check nodes corresponding

to each of the variable nodes to the second decoding stage to

enable updating of values of the variable nodes during an
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initial flooding iteration of belief-propagation decoding using

the updated counts of the unsatisfied check nodes from the

bit-flipping stage.

10. The method of claim 1, wherein the LDPC decoder

implements belief propagation, wherein a first iteration of the

bit-flipping stage is equal to a first iteration of the belief

propagation LDPC decoder, and wherein the first stage result

data used as input of the second decoding stage is a result of

the first iteration of the bit-flipping stage.

11. The method of claim 10, wherein the first iteration of

the belief propagation LDPC decoder uses a flooding sched-

ule

12. The method of claim 1, wherein the second decoding

stage implements belief-propagation.

13. The method of claim 1, wherein the data storage device

further includes:

a non-volatile memory having a three-dimensional (3D)

configuration that is monolithically formed in one or

more physical levels of arrays ofmemory cells having an

active area above a silicon substrate; and

circuitry associated with operation of the memory cells.

14. A method comprising:

in a data storage device, performing:

receiving, at a decoder that includes a bit-flipping stage,

data corresponding to an error correction coding

(ECC) codeword;

determining, during processing at the bit-flipping stage,

an estimation of an error rate of the data; and

determining a value of a decoding parameter based on

the estimation of the error rate, wherein the value of

the decoding parameter affects a decoding operation

at the decoder.

15. The method of claim 14, wherein the processing at the

bit-flipping stage includes mapping bit values of the received

data to values of variable nodes of the decoder and determin-

ing, for a variable node, whether to change the value of the

variable node based on a comparison ofa metric to a threshold

number, wherein the metric is determined based on unsatis-

fied check nodes that are responsive to the variable node, and

wherein the threshold number is determined based on the

value of the decoding parameter.

16. The method of claim 14, wherein the processing at the

bit-flipping stage includes mapping bit values of the received

data to values of variable nodes of the decoder and determin-

ing, for a variable node, whether to change the value of the

variable node based on a comparison ofa metric to a threshold

number, wherein the metric is determined based on unsatis-

fied check nodes that are responsive to the variable node, and

wherein the threshold number is selected from a set of thresh-

old numbers based on the value of the decoding parameter.

17. The method of claim 14, wherein the value of the

decoding parameter corresponds to a threshold number of

processing iterations of the bit-flipping stage and wherein the

decoder is configured to terminate the processing at the bit-

flipping stage in response to a comparison of a number of

processing iterations of the bit-flipping stage to the threshold

number of processing iterations.

18. The method of claim 14, wherein the decoder includes

a second decoding stage, the second decoding stage including

a low-density parity check (LDPC) decoder that is configured

to use soft information, wherein first stage result data of the

bit-flipping stage is provided to the second decoding stage for

decode processing, wherein the value of the decoding param-

eter corresponds to a threshold number of processing itera-
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tions of the second decoding stage, and wherein the decoder

is configured to terminate the decode processing at the LDPC

decoder in response to a comparison of a number of process-

ing iterations of the LDPC decoder to the threshold number of

processing iterations.

19. The method of claim 14, wherein the decoder includes

a second decoding stage, the second decoding stage including

a low-density parity check (LDPC) decoder that is configured

to use soft information, wherein first stage result data of the

bit-flipping stage is provided to the second decoding stage for

decode processing, and wherein the value of the decoding

parameter corresponds to initial reliability information pro-

vided to the LDPC decoder.

20. A method comprising:

in a data storage device, performing:

receiving, at a decoder that includes a bit-flipping stage,

data corresponding to an error correction coding

(ECC) codeword; and

processing the received data at the bit-flipping stage,

wherein processing the received data includes map-

ping bit values of the received data to values of vari-

able nodes of the decoder and determining, for a vari-

able node, whether to change the value of the variable

node based on a comparison of a metric to an adaptive

threshold number, wherein the metric is determined

based on unsatisfied check nodes that are responsive

to the variable node.

21. The method of claim 20, wherein the adaptive threshold

number is calculated during the processing of the received

data at the bit-flipping stage.

22. The method of claim 20, wherein the adaptive threshold

number is selected from a set of threshold numbers.

23. The method of claim 20, wherein the adaptive threshold

number is determined based ona state of a storage element of

a memory of the data storage device.

24. The method of claim 20, wherein the adaptive threshold

number is determined based on a logical page storing the

received data in a memory of the data storage device.

25. The method of claim 20, wherein the adaptive threshold

number is determined based on a state of a storage element

and further based on a logical page storing the received data

in a memory of the data storage device.

26. The method of claim 20, wherein the adaptive threshold

number for a particular iteration of a bit-flipping operation is

determined based on a previous iteration of the bit-flipping

operation.

27. The method of claim 20, wherein the adaptive threshold

number is determined based on an estimated error rate of the

data.

28. The method of claim 20, wherein the adaptive threshold

number is determined at least partially based on information

corresponding to columns of storage elements ofa memory of

the data storage device that are identified as being unreliable.

29. The method of claim 20, wherein the adaptive threshold

number is determined at least partially based on soft bit infor-

mation that is read from a memory of the data storage device.

30. The method of claim 20, wherein the variable nodes are

connected to check nodes according to a lifted quasi-cyclic

low-density parity check (QC-LDPC) structure, wherein the

variable nodes are grouped according to which variable nodes

correspond to a common copy of the lifted QC-LDPC struc-

ture, and wherein a distinct adaptive threshold number is

determined for each of the groups of the variable nodes.
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31. A method comprising:

in a data storage device, performing:

receiving, at a decoder that includes a bit-flipping stage,

data corresponding to an error correction coding

(ECC) codeword and soft information; and

processing the received data at the bit-flipping stage at

least partially based on the soft information, wherein

processing the received data includes mapping bit

values of the received data to values of variable nodes

of the decoder and determining, for a variable node,

whether to change the value of the variable node

based on a comparison of a metric to a threshold

number, wherein the metric is determined based on

unsatisfied check nodes that are responsive to the

variable node.

32. The method of claim 31, wherein the soft information

includes information corresponding to columns of storage

elements of a memory of the data storage device that are

identified as being unreliable, and wherein the threshold num-

ber is at least partially based on the soft information.

33. The method of claim 31, wherein the soft information

includes soft bit information that is read from a memory of the

data storage device and wherein the threshold number is

determined at least partially based on the soft bit information.

34. A method comprising:

in a data storage device, performing:

receiving, at a decoder that includes a bit-flipping stage,

data corresponding to an error correction coding

(ECC) codeword of an ECC code; and

processing the received data at the bit-flipping stage,

wherein processing the received data includes map-

ping bit values of the received data to values of vari-

able nodes of the decoder and determining, for each

group of multiple variable nodes, whether to change

the values of the multiple variable nodes of the group

based on counts of unsatisfied check nodes that are

responsive to the variable nodes.

35. The method of claim 34, wherein the decoder further

includes a second decoding stage that includes a low-density

parity check (LDPC) decoder that is configured to use soft

information, and wherein first stage result data generated at

the bit-flipping stage is provided to an input of the second

decoding stage to initiate decoding at the second decoding

stage at least partially based on the first stage result data.

36. A data storage device comprising:

a memory; and

a controller coupled to the memory, wherein the controller

includes a decoder that includes a bit-flipping stage and

a second decoding stage, the second decoding stage

including a low-density parity check (LDPC) decoder

that is configured to use soft information, wherein the

decoder is configured to receive data corresponding to

an error correction coding (ECC) codeword of an ECC

code read from the memory and to process the received

data at the bit-flipping stage to generate first stage result

data,

wherein the decoder is configured to process the data at the

bit-flipping stage based on parity checks of the ECC

code that are not satisfied by the data,

wherein the decoder is configured to process the data at the

bit-flipping stage without first attempting to decode the

received data at the second decoding stage, and

wherein the decoder is configured to provide the first stage

result data to an input of the second decoding stage to
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initiate decoding at the second decoding stage at least

partially based on the first stage result data.

37. The data storage device of claim 36, wherein the

received data includes received bit values, wherein the first

stage result data includes first stage reliability data generated

by the bit-flipping stage, and wherein the received bit values

and the first stage reliability data are provided to the input of

the second decoding stage of the decoder to initiate the decod-

ing partially based on the received data and partially based on

the first stage result data.

38. The data storage device of claim 36, wherein the

received data includes received reliability data, wherein the

first stage result data includes first stage bit values generated

by the bit-flipping stage, and wherein the received reliability

data and the first stage bit values are provided to the input of

the second decoding stage of the decoder to initiate the decod-

ing partially based on the received data and partially based on

the first stage result data.

39. The data storage device of claim 36, wherein the first

stage result data includes first stage bit values and first stage

reliability data generated by the bit-flipping stage, and

wherein the first stage bit values and the first stage reliability

data are provided to the input of the second decoding stage of

the decoder to initiate the decoding based on the first stage

result data.

40. The data storage device of claim 36, wherein process-

ing data at the bit-flipping stage of the decoder includes

serially scanning bit values of the received data to determine

whether to change a corresponding bit value for each bit

position.

41. The data storage device of claim 40, wherein serially

scanning the bit values includes mapping the bit values of the

received data to values of variable nodes of the decoder and

determining, for a variable node, whether to change the value

of the variable node based on a comparison of a metric to a

threshold number, wherein the metric is determined based on

unsatisfied check nodes that are responsive to the variable

node.

42. The data storage device of claim 41, wherein the metric

is a count of the unsatisfied check nodes or a weighted sum

corresponding to the unsatisfied check nodes, wherein the

weighted sum is determined by generating, for each particular

unsatisfied check node of the unsatisfied check nodes, a prod-

uct of a value of the particular unsatisfied check node and a

weight that corresponds to the particular unsatisfied check

node, and summing the generated products to obtain the

weighted sum.

43. The data storage device of claim 41, wherein the metric

excludes at least one check node that is responsive to the

variable node and that is further responsive to a second vari-

able node, and wherein a second metric corresponding to the

second variable node excludes the at least one check node.

44. The data storage device of claim 41, wherein the

decoder is configured to provide an updated count of the

unsatisfied check nodes corresponding to each of the variable

nodes to the second decoding stage to enable updating of

values of the variable nodes during an initial flooding itera-

tion of belief-propagation decoding using the updated counts

of the unsatisfied check nodes from the bit-flipping stage.

45. The data storage device of claim 36, wherein the LDPC

decoder implements belief propagation, wherein a first itera-

tion of the bit-flipping stage is equal to a first iteration of the

belief propagation LDPC decoder, and wherein the first stage
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result data used as input of the second decoding stage is a

result of the first iteration of the bit-flipping stage.

46. The data storage device of claim 45, wherein the first

iteration of the belief propagation LDPC decoder uses a

flooding schedule

47. The data storage device of claim 36, wherein the second

decoding stage implements belief-propagation.

48. The data storage device of claim 36, wherein the

memory includes a non-volatile memory having a three-di-

mensional (3D) configuration that is monolithically formed

in one or more physical levels of arrays of memory cells

having an active area above a silicon substrate and wherein

the memory further includes circuitry associated with opera-

tion of the memory cells.

49. A data storage device comprising:

a memory; and

a controller coupled to the memory, wherein the controller

includes a decoder that includes a bit-flipping stage,

wherein the decoder is configured to receive data corre-

sponding to an error correction coding (ECC) codeword

ofan ECC code read from the memory and to determine,

during processing at the bit-flipping stage, an estimation

of an error rate of the data, and wherein the decoder is

further configured to determine a value of a decoding

parameter based on the estimation of the error rate,

wherein the value of the decoding parameter affects a

decoding operation at the decoder.

50. The data storage device of claim 49, wherein the pro-

cessing at the bit-flipping stage includes mapping bit values

of the received data to values of variable nodes of the decoder

and determining, for a variable node, whether to change the

value of the variable node based on a comparison of a metric

to athreshold number, wherein the metric is determined based

on unsatisfied check nodes that are responsive to the variable

node, and wherein the threshold number is determined based

on the value of the decoding parameter.

51. The data storage device of claim 49, wherein the pro-

cessing at the bit-flipping stage includes mapping bit values

of the received data to values of variable nodes of the decoder

and determining, for a variable node, whether to change the

value of the variable node based on a comparison of a metric

to athreshold number, wherein the metric is determined based

on unsatisfied check nodes that are responsive to the variable

node, and wherein the threshold number is selected from a set

of threshold numbers based on the value of the decoding

parameter.

52. The data storage device of claim 49, wherein the value

of the decoding parameter corresponds to a threshold number

of processing iterations of the bit-flipping stage and wherein

the decoder is configured to terminate the processing at the

bit-flipping stage in response to a comparison of a number of

processing iterations of the bit-flipping stage to the threshold

number of processing iterations.

53. The data storage device of claim 49, wherein the

decoder includes a second decoding stage, the second decod-

ing stage including a low-density parity check (LDPC)

decoder that is configured to use soft information, wherein

first stage result data of the bit-flipping stage is provided to the

second decoding stage for decode processing, wherein the

value of the decoding parameter corresponds to a threshold

number of processing iterations of the second decoding stage,

and wherein the decoder is configured to terminate the decode

processing at the LDPC decoder in response to a comparison

Dec. 31, 2015

of a number of processing iterations of the LDPC decoder to

the threshold number of processing iterations.

54. The data storage device of claim 49, wherein the

decoder includes a second decoding stage, the second decod-

ing stage including a low-density parity check (LDPC)

decoder that is configured to use soft information, wherein

first stage result data of the bit-flipping stage is provided to the

second decoding stage for decode processing, and wherein

the value of the decoding parameter corresponds to initial

reliability information provided to the LDPC decoder.

55. A data storage device comprising:

a memory; and

a controller coupled to the memory, wherein the controller

includes a decoder that includes a bit-flipping stage,

wherein the decoder is configured to receive data corre-

sponding to an error correction coding (ECC) codeword

read from the memory and to process the received data at

the bit-flipping stage, wherein processing the received

data includes mapping bit values of the received data to

values of variable nodes of the decoder and determining,

for a variable node, whether to change the value of the

variable node based on a comparison of a metric to an

adaptive threshold number, wherein the metric is deter-

mined based on unsatisfied check nodes that are respon-

sive to the variable node.

56. The data storage device of claim 55, wherein the adap-

tive threshold number is calculated during the processing of

the received data at the bit-flipping stage.

57. The data storage device of claim 55, wherein the adap-

tive threshold number is selected from a set of threshold

numbers.

58. The data storage device of claim 55, wherein the adap-

tive threshold number is determined based on a state of a

storage element of the memory.

59. The data storage device of claim 55, wherein the adap-

tive threshold number is determined based on a logical page

storing the received data in the memory.

60. The data storage device of claim 55, wherein the adap-

tive threshold number is determined based on a state of a

storage element and further based on a logical page storing

the received data in the memory.

61. The data storage device of claim 55, wherein the adap-

tive threshold number for a particular iteration of a bit-flip-

ping operation is determined based on a previous iteration of

the bit-flipping operation.

62. The data storage device of claim 55, wherein the adap-

tive threshold number is determined based on an estimated

error rate of the data.

63. The data storage device of claim 55, wherein the adap-

tive threshold number is determined at least partially based on

information corresponding to columns of storage elements of

a memory of the data storage device that are identified as

being unreliable.

64. The data storage device of claim 55, wherein the adap-

tive threshold number is determined at least partially based on

soft bit information that is read from a memory of the data

storage device.

65. The data storage device of claim 55, wherein the vari-

able nodes are connected to check nodes according to a lifted

quasi-cyclic low-density parity check (QC-LDPC) structure,

wherein the variable nodes are grouped according to which

variable nodes correspond to a common copy of the lifted
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QC-LDPC structure, and wherein a distinct adaptive thresh-

old number is determined for each of the groups of the vari-

able nodes.

66. A data storage device comprising:

a memory; and

a controller coupled to the memory, wherein the controller

includes a decoder that includes a bit-flipping stage,

wherein the decoder is configured to receive data corre-

sponding to an error correction coding (ECC) codeword

and soft information read from the memory and to pro-

cess the received data at the bit-flipping stage at least

partially based on the soft information, wherein process-

ing the received data includes mapping bit values of the

received data to values of variable nodes of the decoder

and determining, for a variable node, whether to change

the value of the variable node based on a comparison of

a metric to a threshold number, wherein the metric is

determined based on unsatisfied check nodes that are

responsive to the variable node.

67. The data storage device of claim 66, wherein the soft

information includes information corresponding to columns

of storage elements of a memory of the data storage device

that are identified as being unreliable, and wherein the thresh-

old number is at least partially based on the soft information.

68. The data storage device of claim 66, wherein the soft

information includes soft bit information that is read from a
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memory of the data storage device and wherein the threshold

number is determined at least partially based on the soft bit

information.

69. A data storage device comprising:

a memory; and

a controller coupled to the memory, wherein the controller

includes a decoder that includes a bit-flipping stage,

wherein the decoder is configured to receive data corre-

sponding to an error correction coding (ECC) codeword

from the memory and to process the received data at the

bit-flipping stage, wherein processing the received data

includes mapping bit values of the received data to val-

ues of variable nodes of the decoder and determining, for

each group of multiple variable nodes, whether to

change the values of the multiple variable nodes of the

group based on counts of unsatisfied check nodes that

are responsive to the variable nodes.

70. The data storage device of claim 69, wherein the

decoder further includes a second decoding stage that

includes a low-density parity check (LDPC) decoder that is

configured to use soft information, and wherein first stage

result data generated at the bit-flipping stage is provided to an

input of the second decoding stage to initiate decoding at the

second decoding stage at least partially based on the first stage

result data.
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