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PRIORITY APPLICATIONS

[0001] This patent application claims the benefit of the
filing date of U.S. Provisional Patent Application Ser. No.
61/345,813, filed May 18, 2010, by the same assignee, which
is hereby incorporated by reference in its entirety.

[0002] This patent application claims the benefit of the
filing date of U.S. Provisional Patent Application Ser. No.
61/345,877, filed May 18, 2010, by the same assignee, which
is hereby incorporated by reference in its entirety.

[0003] This patent application claims the benefit of the
filing date of U.S. Provisional Patent Application Ser. No.
61/346,030, filed May 18, 2010, by the same assignee, which
is hereby incorporated by reference in its entirety.

BACKGROUND
[0004] 1. Copyright Notice
[0005] A portion of the disclosure of this patent document

contains material that is subject to copyright protection. The
copyright owner has no objection to the facsimile reproduc-
tion of the patent document or the patent disclosure, as it
appears in the Patent and Trademark Office patent files or
records, but otherwise reserves all copyright rights whatso-
ever. The following notice applies to the software and data as
described below and in the drawings that form a part of this
document: Copyright 2008-2011, Macrovision Solutions
Corporation and Rovi Corporation, All Rights Reserved.
[0006] 2. Technical Field

[0007] This disclosure relates to networked systems. More
particularly, the present disclosure relates to networked con-
tent systems.

[0008] 3. Related Art

[0009] In conventional content aggregation and delivery
systems, it can be difficult to manage content for playback on
a particular client playback device when there are multiple
playback devices, multiple playback device types, multiple
content sources, and multiple instances (copies) of a particu-
lar desired item of content. Typically, electronic program
guides (EPG’s) or interactive program guides (IPG’s) were
provided to allow a viewer and/or user to browse available
programming. However, in conventional program guides,
data was only available to devices through broadcast chan-
nels. In updated conventional program guides, the guides also
support delivery of data over the Internet, but that delivered
data is the same data as what is broadcast.

[0010] Well-known web surfing technology enables a com-
puter user to navigate through a series of hyperlinks provided
on web pages to drill into the topics of information that may
suit their interest. Although web surfing provides a conve-
nient way to obtain information available on data network,
web surfing is not well suited for selecting among an array of
content items for viewing or listening to content on consumer
electronics (CE) devices.

[0011] Consumers have traditionally used CE devices to
scan the sequential channel programming or time period
selections by using a remote device and a television viewing
monitor or audio device. Though some information on par-
ticular content items can be viewed or heard in a conventional
system, the consumer is limited to selecting from one of the
sequential programming channel options. Additionally, con-
ventional CE devices or set-top boxes may have a limited
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capacity for cache storage. The limited cache storage can
make it difficult to manage the cache content on a thin client
device.

[0012] Thus, a computer-implemented system and method
for caching data in a content system are needed.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] Embodiments are illustrated by way of example and
not limitation in the figures of the accompanying drawings, in
which:

[0014] FIG. 1 illustrates an example architecture for deliv-
ering content to a user of a user platform, according to various
embodiments;

[0015] FIG. 2 illustrates an architecture for delivering con-
tent and/or content information to a user platform, according
to various embodiments;

[0016] FIG. 3 illustrates a service provider for delivering
content to a user of a user platform, according to various
embodiments;

[0017] FIG. 4 is a flow diagram illustrating a method of
delivering content to a user of a user platform, according to
various embodiments;

[0018] FIG. 5 illustrates a process for registering a user
and/or a user platform with a content source;

[0019] FIG. 6 illustrates an example user platform, accord-
ing to various embodiments;

[0020] FIG. 7 illustrates an example architecture for a net-
worked browsing and/or recommendation architecture within
which various embodiments operate;

[0021] FIG. 8illustrates a set of example platform services
supported by an example cross-platform service component
of a particular embodiment and a set of source services pro-
vided by the content sources;

[0022] FIG. 9 illustrates a user platform according to an
example embodiment;

[0023] FIG. 10 illustrates an example environment show-
ing an example data connection between the user platform
and the cross platform services component;

[0024] FIG. 11 illustrates a user platform data delivery
component for a user platform of an implementation;

[0025] FIG. 12 illustrates the factors used in an example
embodiment to fill the content information cache in a user
platform according to an example embodiment;

[0026] FIG. 13 illustrates a user platform according to an
example embodiment, wherein the example user platform
includes components for data delivery, according to an
embodiment;

[0027] FIG. 14 illustrates an alternative implementation of
a user platform according to another example embodiment,
wherein the example user platform includes components for
content integration by using custom integration applications
on the user platform, according to an embodiment;

[0028] FIGS. 15-16 illustrate a sequence of processing
operations in example embodiments;

[0029] FIGS. 17-23 illustrate a sample content browsing
and selection user interface provided in an example embodi-
ment;

[0030] FIG. 24 illustrates a sequence of processing opera-
tions in an example embodiment;

[0031] FIG. 25 shows a diagrammatic representation of a
machine in the form of a computer system within which a set
of instructions, for causing the machine to perform any one or
more of the methodologies discussed herein, may be
executed, according to an example embodiment; and
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[0032] FIG. 26 illustrates a sequence of processing opera-
tions in an example embodiment.

DETAILED DESCRIPTION

[0033] A computer-implemented method, system, and
apparatus for caching data in a content system are disclosed.
Inthe following description, numerous specific details are set
forth. However, it is understood that embodiments may be
practiced without these specific details. In other instances,
well-known processes, structures and techniques have not
been shown in detail in order not to obscure the clarity of this
description. Various embodiments are described below in
connection with the figures provided herein.

Overview of Various Embodiments

[0034] The various embodiments described herein are part
of a content browsing and recommendation system that
includes an enhanced interactive and/or electronic program/
programming guide (IPG and/or EPG) and a content integra-
tion system. The various embodiments provide a rich content
browsing and recommendation experience, which utilizes
host site databases to correlate content across delivery media,
such as linear television, internet-based video on demand
services, recorded content, and content available on the home
network. In conventional program guides, data is only avail-
able to devices through broadcast channels. In updated con-
ventional program guides, the guides also support delivery of
data over the Internet, but that delivered data is the same data
as what is broadcast.

[0035] Within this document, content includes television
programming, movies, music, spoken audio, games, images,
special features, scheduled and unscheduled media, on-de-
mand and/or pay-per-view media, and further includes broad-
cast, multicast, downloaded, streamed media, and/or media
or content that is delivered by another means. The content as
described herein can include publicly-available content, such
as the content access sold by commercial publishers, broad-
casters, networks, record labels, media distributors, web-
sites, and the like. The content as described herein can also
include private or personal content, such as personal content
libraries, playlists, personal movie, music, or photo libraries,
private text libraries, personal mix recordings, originally
recorded content, and the like. As described herein, the term,
“content” is distinguished from the term, “content informa-
tion” that is related to, but separate from the content itself. The
term “content information,” which may include metadata,
refers to information associated with or related to one or more
items of content and may include information used to access
the content. The content information, provided and/or deliv-
ered by various embodiments, is designed to meet the needs
of the user in providing a rich media metadata browsing
experience. The content information also includes guide data,
listings data and program information, in addition to extended
metadata, such as MyTV™ module metadata, celebrity biog-
raphies, program and celebrity images, and the like for chan-
nel lineups and other media and/or content sources that are
available to the end user at the user’s location. A MyTV™
module is provided by the Microsoft™ Media Center system
to view live TV broadcast programming and/or to view a
program guide of available broadcast programming. As
described herein, guide data can be used to generate a content
guide that can be used to display available programming
options, sources of the programming, and temporal informa-

Nov. 24, 2011

tion for the available programming options to enable a user to
browse, search, select, and view/consume a desired program-
ming option.

[0036] Unfortunately, because there are so many available
content sources and so much available information for each
content source, the volume of data in the content and the
available content information can overwhelm a network’s
ability to transfer the data and a user platform’s ability to
receive, process, and display or render the content and the
content information on a sufficiently frequent basis. Without
effective management of the data delivery and consumption
by a user platform, it is effectively impossible for all the
content and content information to be packaged up and deliv-
ered on a sufficiently frequent basis to all user platforms;
because the content and content information includes so
many content sources other than conventional linear televi-
sion. This situation leads to two conclusions:

[0037] 1. A host site must provide an internet-based ser-
vice that can provide selected content and content infor-
mation to all deployed user platforms in real time.

[0038] 2. The existence of such a service allows the host
site to radically reduce the amount of content informa-
tion packaged and delivered to user platforms in bulk on
a scheduled, e.g., daily, basis.

[0039] The various embodiments described herein provide
an architecture that allows a host site to package and bulk
deliver content information and content itself to user plat-
forms, wherein the content information contains only the
content listings and/or program guide for the channel line-up
for which the user has indicated a use or preference. Addi-
tionally, the various embodiments described herein provide
an architecture that allows a host site to package and deliver
content and content information in real-time to user platforms
based on a user content selection or preference. The content
itself can be delivered to a user platform via a content inte-
gration system described herein.

[0040] Within this document, the term “user” includes a
viewer of television and/or video content as well as a con-
sumer of other content. In the various embodiments described
herein, the user platform can fetch content and content infor-
mation, including extended metadata, extended program
information, celebrity information such as biographies,
images, trailers, and the like, that the user platform needs
based on the usage of the user platform by a user. In two
example embodiments described herein, there are at least two
methods for delivering required and/or requested content
information to a user platform. The first method is to fill a
local user platform content information cache with content
information at off-peak times. The second method, employed
when the user needs content information that is not in the
local cache, is to get the content information by using host site
services in real time. In a particular embodiment, a host site
can use a cross-platform service (CPS) component and real-
time services in both cases. Other equivalent embodiments
can be implemented without cross-platform services. These
methods and services are described in more detail below.
[0041] Some example embodiments described herein also
include a system and method for delivering content to a user
of a registered user platform. Assets retrieved from a number
of content sources may be stored in a database at a service
provider or the content itself can be retained at the content
source for direct delivery to a user platform as described in
more detail herein. The term “asset” can be taken to include,
but is not limited to, one or more collections of content,
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content information and metadata associated with the con-
tent, e.g., descriptions, synopses, biographies, trailers,
reviews, links, etc., and content source catalogs. Each asset
can contain a content item and content information related to
the content item. Content information related to a number of
content items retrieved from the assets may be presented to
the user of the registered user platform. In response to a
request from the user, a content item associated with a content
source may be delivered directly to the user platform without
a need for explicit user authentication. The service provider
may authenticate on behalf of the user so that the user does not
need to be asked to authenticate each time the user employs
the registered user platform to order content from the content
source.

[0042] In example embodiments, the content may com-
prise, but is not limited to, digital content including electronic
publications such as electronic books, journals, newspapers,
catalogs, and advertisements, and multimedia content includ-
ing audio and video content. Content sources are originators,
providers, publishers, and/or broadcasters of such content
and assets. Content sources can be conventional television or
radio broadcasters, Internet sites, printed media authors or
publishers, magnetic or optical media creators or publishers,
and the like.

[0043] A registered user platform, e.g., a registered user
device or a set of user devices, may comprise a consumer
electronic (CE) device including additional hardware and
software that enables the consumer electronic device to reg-
ister with a service provider. Some consumer electronic
devices, such as television sets, may enable access to the
Internet by being coupled to a computer, e.g., a personal
computer (PC) such as a laptop or a desktop computer, etc.
The registered consumer electronic device may be used by a
user to access content from various content sources such as,
for example, Amazon, Netflix, Napster, CBS, etc., over the
Internet, directly without connection through a computer, as
discussed in detail below.

[0044] FIGS. 1 and 2 illustrate example architectures 100
and 101 for delivering content and content information to a
user of a user platform 140, according to various embodi-
ments. Preferably, the user platform 140 receiving the content
and/or content information comprises a registered user plat-
form. Registration for a user platform 140 is further described
below in relation to FIGS. 2-5. The user platform 140 may
gain access to one or more content items from a content
source 130, e.g., a third party content source such as Amazon,
Netflix, Napster, CBS, etc., via services of a service provider
110 including, for example, Macrovision Corporation, Rovi
Corporation, or another host or service provider. The user
platform 140 may comprise, for example, a television (TV)
142, a digital video recorder (DVR) 143, or otheruser devices
shown under user platforms 140. The user platforms 140 may
also include a computer (PC) 144 and/or a network attached
storage device (NAS) 146, such as a network router or a
wireless access point device that may optionally form a home
network. The user platforms 140 may also include a set-top
box. The user platforms 140, for example, the television 142,
the computer 144, and/or the set-top box may be coupled to
the content source 130 via a content network 150. The content
network 150 optionally includes a variety and/or a combina-
tion of video and/or television content distribution and/or
delivery networks such as, for example, cable, satellite, ter-
restrial, analog, digital, standard definition, high definition,
RF (UHF, VHF) and/or broadcast networks. The user plat-
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forms 140 and content sources 130 may have access to the
wide-area data network 120, e.g., the Internet, as well.
[0045] FIG. 1 also illustrates that an equivalent configura-
tion of architecture 100, 101, and/or 700 of various embodi-
ments can include multiple content information processing
sites 108, each managing a portion of the functionality pro-
vided as described herein. A particular embodiment may
include an additional layer, called the Partner Sites, wherein
each Partner Site is hosted on a separate server and each
Partner Site communicates with the user platform 140 and/or
the content guide manager 721 (shown in FIG. 7) of a net-
work-enabled user platform 140, described in more detail
herein. In this embodiment, each Partner Site can manage a
subset of the available content and content information from
content sources 130. Further, it will be apparent to those of
ordinary skill in the art that another equivalent configuration
includes a portion of the functionality provided by the user
platform 140 being downloaded from the service provider
110 and/or processing sites 108, such as a collocation facility,
to the user platform 140 and executed locally at the client
and/or user location. In any of these alternative configura-
tions, the architecture 100, 101, and/or 700 of various
embodiments provides and supports enabling content infor-
mation aggregation and access by user platforms as described
in more detail herein, in addition to the functions and/or
services for content browsing and recommendation.

[0046] In an example embodiment shown in FIG. 2, the
service provider 110 may comprise a service provider data-
base 112, such as a content information database coupled via
an intranet 114 to hosted services 115. The hosted services
115 may comprise a cross platform services (CPS) compo-
nent 116 and a cross platform gateway (CPGW) or “platform
gateway” 118. The platform gateway 118 may act as an inter-
face between the user platform 140 and the service provider
110. The cross platform services component 116 may be
responsible for processing requests from the user platform
140 via interactions with the content sources 130, as
described in more detail below.

[0047] FIG. 3 is a diagram illustrating a more detailed
example of a service provider 110 for delivering content to a
user of a user platform that is preferably registered such as, for
example, the user platform 140 of FIGS. 1 and 2. User plat-
form 140 registration and/or device registration is further
described below in relation to FIG. 6. As shown in FIG. 3, the
service provider 110 comprises a data processor 111, a
memory 113, a service provider database 112, a provision
module 117, cross platform services component 116, and
platform gateway 118. The provision module 117 may
receive assets from various content sources such as, for
example, the content sources 130 of FIGS. 1 and 2. The
delivery of assets from the content source 130 may be via a
wide-area data network 120 of FIGS. 1 and 2, such as the
Internet. The assets may be received periodically, e.g., daily,
in a batch mode operation or the provision module 117 may
request assets from the content sources on demand or receive
the assets in real time. In some embodiments, real time means
as soon as the assets are available for delivery from the con-
tent source.

[0048] The assets may betemporarily stored in the memory
113 such as within a buffer, for example, from where the
assets may be transferred and recorded in the service provider
database 112, which may correspond, for example, to the
service provider database 112 of FIG. 2. In operation, the data
processor 111 may cause an interface device, such as, for
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example, the interface device 644 shown in FIG. 6 and
described below, to present to a user of the user platform 140,
information related to a number of content items retrieved
from the assets. In an example embodiment, the data proces-
sor 111 may cause the provision module 117 to retrieve the
content from the assets stored within the service provider
database 112 and make the content accessible to the interface
device 644 via the wide-area data network 120 of FIGS. 1 and
2, by using the platform gateway 118.

[0049] The platform gateway 118, which acts as an inter-
face between the user platform 140 of FIGS. 1 and 2 and the
service provider 110, may comprise software and/or hard-
ware to translate between communication protocols used
internally by the service provider 110 such as, for example,
between the platform gateway 118 and the cross platform
services component 116. These translated protocols may
include, without limitation, a simple object access protocol
(SOAP) and protocols used by the user platform 140 such as,
for example, Internet Protocol (IP) and/or Transmission Con-
trol Protocol (TCP). The platform gateway 118 may receive,
via the wide-area data network 120, from the user platform
140, a request by the user for content associated with the
content source 130 of FIGS. 1 and 2.

[0050] The user may provide membership information
regarding a membership with the content source 130 to the
service provider 110, the first time the user attempts to access
content from the content source 130, via the user platform
140. The membership information, for example, may include,
but is not limited to, authentication information such as a
username, a password and account identification, such as an
account number and so forth. The membership information
may be stored in the memory 113 in a member list associated
with the content source 130 along with a registration code
associated with the user platform 140 for future reference.
[0051] In later access attempts, the data processor 111 of
the service provider 110 may determine that the user, and/or
the user platform 140, has a membership with the content
source 130, by referring to the member list associated with the
content source 130 and the registration code of the user plat-
form 140. Then, the data processor 111 may perform the
authentication on behalf of the user, by using the stored
authentication information, such that the user may access
content from the content source 130 without explicit authen-
tication being performed by the user.

[0052] Regardless of the foregoing alternatives, accessing
the content from the content source 130 can be achieved via
several methods. For example, the data processor 111 may
cause the provision module 117 to allow the user to receive
delivery of the content directly from the content source 130 to
the user platform 140. This embodiment is beneficial because
the service provider 110 does not have to provision the
resources necessary to store selected content for a plurality of
users. In another embodiment, the data processor 111 causes
the provision module 117 to retrieve the content from the
assets stored in the service provider database 112, and allow
the user to receive delivery of the content from the service
provider 110. In this embodiment, the service provider 110
first retrieves the content from the content source 130 and
stores the content as assets in the service provider database
112. This embodiment is beneficial because the service pro-
vider 110 can retain control over the content delivery process.
[0053] FIG. 4 is a flow diagram illustrating a further
example method 400 of delivering content to a user of a user
platform 140 of FIGS. 1 and 2, according to various embodi-
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ments. At an operation 410 shown in FIG. 4, assets or asset
information received from the content source 130 may be
stored in the service provider database 112 or memory 113.
Information related to a number of content items retrieved
from the assets can be presented, via the wide-area data
network 120 of FIGS. 1 and 2, to a user of the user platform
140, at operation 420. The user determines if one or more of
the content titles, presented as part of the content information,
may be of interest. The user then submits a request for par-
ticular content titles to the service provider 110. The service
provider 110, at operation 430, may receive a request from the
user for one or more content items associated with the content
source 130 from the user platform 140.

[0054] Ifit is determined at the control operation 440 that
the user does not have a membership with the content source
130, and thus is not a registered user, then at operation 460,
the data processor 111 causes the provision module 117 to
automatically register the user with the content source 130.
The registration of the user may proceed according to the
steps described below in relation to FIG. 5.

[0055] Ifit is determined at the control operation 440 that
the user does have a membership with the content source 130,
and thus is a registered user, then at operation 450, the data
processor 111 causes the provision module 117 to facilitate
delivery of the requested content to the user without a need for
explicit user authentication by the user. In order to skip
explicit user authentication, upon receiving the request for
content, the provision module 117 may receive an authenti-
cation token associated with the user from the content source
130 and invoke, by using the authentication token, an inter-
face associated with the content source 130.

[0056] The provision module 117 may facilitate delivery of
the requested content at operation 450 by allowing the user to
download the content directly from the content source 130 on
demand to the user platform 140. The provision module 117
may also retrieve the content from the assets stored in the
service provider database 112 and allow the user to download
the content from the service provider 110. Once registered
with the content source 130, the user may download, stream,
and/or receive content directly from the content source 130 to
the user platform 140 without the need for explicit user
authentication.

[0057] FIG. 5 is a flow diagram illustrating a further
example method 501 of delivering content to a user of a user
platform 140 of FIGS. 1 and 2, according to various embodi-
ments. Preferably, the user platform 140 is registered. As
shown in FIG. 5, a service provider 110 receives the request
for the content from a user platform 140, at operation 531. If
the data processor 111 determines, at operation 541, that the
user does not have a membership with the content source, and
thus is not a registered user, the data processor 111 may cause
the provision module 117 to automatically register the user
with the content source 130, at operation 561. For instance,
the data processor 111 may cause the provision module 117 to
receive an authentication token associated with the user from
the content source 130, at operation 562, and invoke an inter-
face associated with the content source by using the authen-
tication token, at operation 564, to register the user with the
content source 130 and allow the user to access the content, at
operation 550.

[0058] More specifically, at operation 550, in response to
receiving the request for content from the user platform 140,
the data processor 111 may cause the provision module 117 to
facilitate delivery of the content to the user, without a need for
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user authentication such as, for example, without the need for
the user to login, provide a password, and/or provide payment
or credit information, as described above. In some implemen-
tations, the provision module 117 is a software module, and
the data processor 111 causes the software module to execute.
With regard to registration of the user platform 140, the first
time that a non-registered user platform 140 device is used,
e.g., a consumer electronic (CE) device, television 142, or a
digital video recorder (DVR) 143, the user may send a regis-
tration request. In another embodiment, the provision module
117 may automatically register the non-registered user plat-
form 140 when the user platform 140 is coupled with the
service provider 110 via a wide-area data network 120 for the
first time. In one embodiment, for example, the provision
module 117 provides the user with a registration code for the
user platform 140. The user provides the registration code
when the user explicitly registers the user platform 140 or
refers to the user platform 140 in communications with the
service provider 110. The user platform 140 of some embodi-
ments is further described below with respect to FIG. 6.

User Platform Registration

[0059] As mentioned above, the user platform 140 is pref-
erably registered. The user platform registration or “device
registration” operates alternatively, or in conjunction with,
the “user registration” of some embodiments. User registra-
tionis used to identify and/or authorize a particular individual
person for access to content via a user platform. User platform
registration is used to identify and/or authorize a particular
device or interface for access to content. Either or both types
of registration can be used in various embodiments. FIG. 6
illustrates an example user platform 140, which may corre-
spond to the user platform 140 shown in FIGS. 1 and 2. The
user platform 140 preferably comprises a first consumer elec-
tronic (CE) device 642, such as the television 142 or the
digital video recorder (DVR) 143 of FIG. 2, an interface
device 644, a memory 646 and a configuration module 648.
The memory 646 and/or the interface device 644 may be
preconfigured within the television 142 and/or the digital
video recorder 143. Alternatively, the memory 646 and/or the
interface device 644 are added along with the configuration
module 648 to form a non-registered user platform 140 that is
enabled for registration. For instance, the memory 646 and/or
the interface device 644 may optionally be coupled internally
or externally to the television 142 and/or the digital video
recorder 143.

[0060] As mentioned above, some user platforms 140 are
initially not registered and require registration for operation
with the service provider 110. In these cases, the first time that
a user activates a non-registered user platform 140, the inter-
face device 644 preferably communicates, via the wide-area
data network 120, with the service provider 110. Once the
non-registered user platform 140 communicates with the ser-
vice provider 110, the configuration module 648 may work
with the provision module 117 to register the non-registered
user platform 140 with the service provider 110. When the
registration is complete, the configuration module 648 may
receive a registration code from the provision module 117.
The configuration module 648 may then save the registration
code in the memory 646 on the user platform 140. Once
registered, the user platform 140 is ready to perform the
functionalities described herein with respect to a registered
user platform.
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[0061] Theinterface device 644 may include hardware and/
or software and may also provide various user interfaces to
display a variety of information to the user. In an embodi-
ment, the interface device 644 may receive the user interfaces
from the service provider 110. The user interfaces, for
example, may be used to display information related to a
collection of content and associated metadata available from
the service provider 110. The user interfaces may also provide
for the user one or more search boxes to enable the user to
search for content under a variety of lists such as title, artist,
category, subject, company name, etc. The interface device
644, as mentioned above, may also provide connectivity
between the user platform 140 and the service provider 110,
via the wide-area data network 120. Interactions between the
user platform 140 and the components of the architectures
shown in FIGS. 1 and 2 are discussed in more detail below.

[0062] The content browsing and/or recommendation func-
tions of various embodiments described herein are used to
facilitate the correlation of content and related content infor-
mation for delivery across various delivery media. FIG. 7
illustrates an example environment for a networked browsing
and/or recommendation architecture 700 with which various
embodiments operate. The networked browsing and/or rec-
ommendation architecture 700 includes the functionality of
the service provider 110 described above plus additional fea-
tures described below. As shown in FIG. 7, a processing
system 200 is in networked communication, via a network
105, with one or more content sources 130, such as the con-
tent sources 130 shown in FIGS. 1 and 2. As shown in FIGS.
1 and 2, network 105 can be a wide-area data network 120,
such as the Internet. Network 105 can also be a content
network 150. Network 105 can also be acombination of either
or both of the wide-area data network 120 and the content
network 150. The processing system 200 is also in networked
data communication, via the network 105, with one or more
user platforms 140, such as the user platforms 140 shown in
FIGS. 1 and 2. The one or more user platforms 140 may
include or be in networked data communication with render-
ing devices 742, playback devices 743, computer 744, set-top
box 746, and/or other types of user devices operating in or
with user platform 140. For example, the television 142
shown in FIG. 2 may correspond to rendering device 742
shown in FIG. 7. The digital video recorder 143 shown in FIG.
2 may correspond to playback device 743 shown in FIG. 7.
The personal computer 144 shown in FIG. 2 may correspond
to computer 744 shown in FIG. 7. The network access system
146 shown in FIG. 2 may correspond to set-top box (STB)
746 shown in FIG. 7. The processing system 200 is preferably
used to process content information 732 that is related to, but
may be peripheral, ancillary, or distinct from, content 731 that
is desired and requested by users for playback and/or render-
ing. As shown in FIG. 7, the environment for the architecture
700 preferably includes content information 732, content 731
in the form of items of content, and/or both.

[0063] In some embodiments, the user platforms 140 are
configured to communicate directly with the processing sys-
tem 200 via the network 105. Further, the user platforms 140,
such as the rendering device 742, the playback device 743,
and/or the set-top box (STB) 746, may use local interfaces
such as USB or local wireless interfaces such as Bluetooth,
802.11, 802.3, and the like, for direct data communication
with the computer 744, which can communicate with the
processing system 200. The user platforms 140 are used by
individuals who can log in to or otherwise gain access to the
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processing system 200 via the network 105 and become sub-
scribers or members of a content browsing and recommen-
dation service enabled by the various embodiments described
herein. The process for registration and/or activation by sub-
scribers and non-subscribers is described in more detail
above. In a particular embodiment shown in FIG. 7, some
content guide and/or content information functions are selec-
tively provided in or by one or more of the user platforms 140.
For instance, in some embodiments, a particular user plat-
form 140 is configured for or enabled with a content guide
manager 721 and/or a content information cache 722. The
content guide manager 721 controls the flow of a selected
item of content into and out of a cache 722, data buffer, or
local database 392 (shown in FIG. 11) for the user platform
140 for playback, rendering, and/or recording of content for a
user. The content information cache 722 of the user platform
140 as shown in FIG. 7 can be considered a content cache for
temporary storage of content in user platform 140. The data
buffer or local database 392 (shown in FIG. 11) can also be
considered a content cache for user platform 140. Addition-
ally, the content guide manager 721 controls the flow of
content information such as, for example, content metadata
related to a selected item of content, into and out of the
content information cache 722 of the user platform 140 as
shown in FIG. 7. In this manner, portions of the content
information cache 722 and/or data buffer or local database
392 (shown in FIG. 11) of the user platform 140 as shown in
FIG. 7 can be considered a content cache and a content
information cache for temporary storage of content and/or
content information in user platform 140.

[0064] The content guide manager 721 includes processing
logic to communicate with the cross-platform services com-
ponent 116 via platform gateway 118 and the network 105 to
coordinate access to a user-selected item of content 731
directly from the one or more content sources 130 by the user
platform 140 via the network 105. The cross platform ser-
vices component 116 shown in FIG. 2 may correspond to
cross platform services component 116 shown in FIG. 7. The
platform gateway 118 shown in FIG. 2 may correspond to
platform gateway 118 shown in FIG. 7. The content guide
manager 721 also includes processing logic to communicate
with the cross-platform services component 116 via the plat-
form gateway 118 and network 105 to obtain available con-
tent information 732, and related content metadata, associ-
ated with identified items of content 731 available through the
content sources 130. In an example embodiment, this content
information 732 includes content information related to a
particular content item. Content items are further described
above in relation to FIGS. 1-2. The content information 732
may include content metadata, biographical information on
the authors, writers, actors, directors, producers, or the like,
background information on the content item, web links or text
identifiers related to the content item, information identifying
related content items, information related to categories,
genres, or the like that relate to the content item, information
identifying other users and/or viewers who may share an
interest in content similar to the particular item of content,
content reviews, and other content information related to the
particular item of content. Content reviews can be summaries,
critiques, overviews, polling or survey information, or other
type of analysis, opinion, or parody of a particular content
item. This content information, obtained by the processing
system 200 from various content sources 130, is maintained
in a database 112 by the processing system 200 of various
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embodiments. This content information can be made avail-
able to user platforms 140, via platform services 252, for
viewing, searching, and/or selection by users of user plat-
forms 140. The users of user platforms 140 can log in to
accounts maintained by the processing system 200, search for
lists of available content and related content information by
using a search engine 235, and select a particular item or items
of content and/or a related item or items of content informa-
tion for download or streaming to the user platform 140 via
local interfaces and/or network 105. Content distribution
component 733 includes processing logic to communicate
with one or more content sources 130 and one or more user
platforms 140 to facilitate the downloading or streaming of a
particular selected item of content to a user platform 140 of a
requesting user. The content sources 130 can include feeds or
repositories of digital content 731 that are downloaded or
streamed to a particular user platform 140 via the network
105. The content 731 can include various forms of digital
content including video or multimedia, e.g., MPEG, still
images, e.g., JPEG or TIFF, audio, e.g., MP3, spoken audio,
digital documents, executable code, and the like. The content
sources 130 may represent websites, servers, peer-to-peer
nodes, databases, data storage local to the processing system
200, data storage local to the user platforms 140, and the like.
As described in more detail herein, the processing system 200
and the content sources 130 operate in concert with the con-
tent guide manager 721 to control the access to content infor-
mation and content, and the playback of selected content on
the user platforms 140 from the content sources 130. Note
that in a particular embodiment, the selected item of content
731 can be downloaded or streamed directly from the content
source 130 to the user platform 140 of a requesting user via
the content distribution component 733 and network 105. In
contrast, the content information 732 corresponding to a
selected item of content 733 can take a different path to the
user platform 140 of a requesting user. The content informa-
tion can be obtained from content sources 130 and processed
by ingestion engine 225. The content information can then be
uploaded to database 112 by the data delivery module 211 of
processing system 200. At a time of its choosing, a user
platform 140, and the content guide manager 721 therein, can
obtain the content information from the database 112 by
using a platform service 252 of cross-platform services com-
ponent 116. The content information can be downloaded to a
requesting user platform 140 via the platform gateway 118
and stored in the content information cache 722 of the user
platform 140.

[0065] Referring still to FIG. 7, the processing system 200
is in data communication with a plurality of content sources
130 via the network 105. The content sources 130 represent
any of a variety of content producers, content aggregators, or
other content sources from which a plurality of items of
content 731 and related content information 732 can be
obtained. Examples of content sources 130 include Cinemal-
low, Netflix, Amazon, CBS, Video Detective, and the like.
The processing system 200 obtains content information 732,
as related to various content items 731, from the content
sources 130 via an ingestion engine 225. The ingestion engine
225 is configured to accept content information 732 in a
variety of forms and formats. This variety of content infor-
mation 732 is preferably normalized or otherwise re-format-
ted and structured into a form that is conveniently processed
by the processing system 200. A data delivery manager 212 of
the data delivery module 211 of the processing system 200
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receives the ingested content information from ingestion
engine 225 and determines a catalog or catalogs to which a
particular item of content information relates. Additionally,
the data delivery manager 212 performs classification, group-
ing, and cross-correlation operations to associate particular
items of content information with content catalogs, content
groupings, content types, content sources, or particular con-
tent items. The data delivery manager 212 performs the clas-
sification, grouping, and cross-correlation operations by
using the data in the content information item itself. For
example, keywords, metadata, tags, and the like can be
extracted from the content information and used to categorize
or classify a particular content information item in associa-
tion with one or more content catalogs or groupings. Once the
data delivery manager 212 processes the content information,
the processed and classified content information is stored in a
database 112 with information identifying associated content
catalogs, categories, types, groupings, or content sources.

[0066] A content integration module 221 and content inte-
gration manager 222 of the processing system 200 is respon-
sible for managing the delivery of content items 731, but not
content information 732, to particular user platforms 140,
with which users have made content selections. The content
integration manager 222 coordinates the delivery of selected
content items 731 from the content sources 130 to particular
user platforms 140 via content distribution component 733
and the network 105. The delivery of selected content items
731 is processed as a content download or a streamed content
feed, in some implementations.

[0067] The content information 732 stored in the database
112 by the data delivery manager 212 is structured and con-
veniently searchable by using search engine 235. The data-
base 112 thereby retains all structured content information
732 across all content sources 130. The platform services 252
provided by the cross-platform services component 116
includes services for querying content information in the
database 112 by using the search engine 235. The cross-
platform services component 116 makes these platform ser-
vices 252 available to user platforms 140 via the network 105
and the platform gateway 118. The platform services 252 can
include services to enable a user platform 140 to search the
processed content information in the database 112 based on a
content catalog identifier, a content category, type, grouping,
or content source. Other queries based on keywords, tags, or
metadata are also supported by the platform services 252. The
platform services 252 provided by the cross-platform ser-
vices component 116 also include services for requesting a
recommendation for content information by using a recom-
mendation engine 241. The processing performed by the rec-
ommendation engine 241 is described in more detail below.

[0068] The recommendation engine 241 obtains user
behavior information, and optionally user profile information
(collectively denoted user interest information), to correlate
user interests with corresponding content information
retained in the database 112. For this purpose, the recommen-
dation engine 241 is coupled to a clickstream system 270 as
shown in FIG. 7. The clickstream system 270 is in data
communication with a plurality of user platforms 140 via the
network 105. The clickstream system 270 collects user
behavior information including mouse click events, mou-
seover events, webpage access and/or view events, object
selection events, purchase or bid events, and the like. Addi-
tionally, a user identifier and optionally a user profile can also
be associated with the user behavior information to form the
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user interest information. This user interest information is
provided to the recommendation engine 241 by the click-
stream system 270 and is used by the recommendation engine
241 to correlate user interests with corresponding content
information retained in the database 112. Additionally, the
clickstream system 270 may provide the user interest infor-
mation to an advertisement (ad) component 275 via the net-
work 105. The ad component 275 is used for making deci-
sions regarding which ads to serve to a user, and for reporting
ad relevant information, such as click through and/or conver-
sion rates and the like. The ad component 275 may use the
user interest information to target advertisements that relate
to the users operating a particular user platform 140. The ad
component 275 may further determine which ads to deliver to
a particular user platform 140. The ad component 275 may
notify the ad services component 265 with information iden-
tifying particular advertisements that should be delivered to
identified user platforms 140. The ad services component 265
delivers the selected ads to the identified user platforms 140.
The ad component 275 may also generate reports detailing
how the advertisements were targeted.

[0069] Referring still to FIG. 7, a content service gateway
255 is shown in data communication between the cross-plat-
form services component 116 and the content sources 130.
The content service gateway 255 is responsible for commu-
nication with content sources 130 such as from third party
sources. The content service gateway 255 aggregates appli-
cation programming interfaces (API’s) by using an API
aggregator 257. The API aggregator 257 generates a general-
ized abstracted content service API from the various indi-
vidual API’s provided by each of the content sources 130. In
essence, the API aggregator 257 builds a generalized
abstracted content service API on top of the different API’s
provided by each of the content sources 130. In this manner,
the API aggregator 257 generates a standardized content ser-
vice API that can be used by cross-platform services compo-
nent 116 and user platforms 140 via the platform gateway
118. The user platforms 140 of an embodiment preferably use
the standardized content service API of the content service
gateway 255 for real-time communication with any of a vari-
ety of content sources 130.

[0070] The cross-platform services component 116 pro-
vides a uniform service interface for the user platforms 140.
In one embodiment, this service interface provided by the
cross-platform services component 116 is a web service inter-
face. In an example embodiment, the platform services 252
supported by the cross-platform services component 116
include, for example, one or more of the following services:
user account management services, user platform profile
management services, recommendation services, search ser-
vices, listings services, listing preferences services, remote
record services, rich media services, watchlist services, user
behavior services, and/or user profile services. A set of plat-
form services 252 offered in an example cross-platform ser-
vices component 116 is further described in relation to FIG. 8.

[0071] FIG. 8 illustrates a set of example platform services
252 and source services 734 supported by some embodiments
such as, for example, the cross-platform services component
116 of FIG. 7 and content sources 130. As shown in FIG. 8,
the platform services 252 include a rich media service 851, a
listings service 852, a user behavior service 853, a listing
preference service 854, a search service 856, an integrated
search service 857, a watchlist service 858, a user profile
service 859, and a user account management service 860. In
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each case, the platform services 252 provide a uniform ser-
vice interface for the user platforms 140 described herein.

[0072] The rich media service 851 enables a user of a user
platform 140 to configure the user platform for the presenta-
tion of rich media content, such as images, graphics, or video.
The listings service 852 enables a user of a user platform 140
to view content item listings as stored in a database 112. The
user behavior service 853 enables a user of a user platform
140 to configure the user platform to capture and report user
behavior data in a desired manner. The listing preference
service 854 enables a user of a user platform 140 to specity
types of content listings likely of interest to the particular
user. The search service 856 enables a user of a user platform
140 to search content item listings as stored in the database
112. The integrated search service 857 enables auser of a user
platform 140 to search content item listings as stored in the
database 112 or accessible via the network 105. The watchlist
service 858 enables a user of a user platform 140 to specity
types of content items for which the user wishes to be notified
when the specified content items become available. The user
profile service 859 enables a user of a user platform 140 to
manage the parameters retained in a user profile related to the
user. The user account management service 860 enables a
user of a user platform 140 to manage the parameters retained
in a user account related to the user.

[0073] FIG. 8 also illustrates a set of source services 734.
Source services 734 are provided by and sometimes resident
in the content sources 130. Some content sources 130 provide
various services 861, 862, and 863 of their own, which enable
a consumer to browse, access, purchase, and download par-
ticular content items offered by the particular content source
130. However, other content sources 130 may not provide any
source services or the provided services may not be compat-
ible or efficient for use with the content information aggre-
gation system described herein. As such, a particular embodi-
ment can be configured to use the source services 734, if the
source services 734 are provided by the content source 130.
But, the various embodiments described herein do not rely on
or require that such source services 734 be provided by the
content source 130. One of ordinary skill in the art will
recognize additional services can be provided alternatively
and/or in conjunction with the service sets illustrated in the
example of FIG. 8.

[0074] A user platform 140 according to an example
embodiment is further described by reference to FIGS. 9
through 13. As shown in FIG. 9, the user platform 140 is
configured to include user platform software 372. All or por-
tions of the user platform software 372 can be installed within
the user platform 140 firmware or downloaded into the user
platform 140 via a network 105. The user platform software
372 includes native applications 374, which perform standard
functions on conventional user platforms 140. Additionally,
the user platform software 372 may be configured to include
a content guide manager 721 that is preferably installed
within the user platform software 372. The content guide
manager 721 is configured to communicate with the various
components of the architecture 700 of FIG. 7 to coordinate
the selection and delivery of particular items of content and
content information to a user platform 140. The content guide
manager 721, in an example embodiment, includes a guide
generator 366, a user platform data delivery component 367,
and a user behavior & preferences component 368. The guide
generator 366 gathers content information by using the archi-
tecture 700 and builds a user interface compliant electronic
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and/or interactive program guide (EPG and/or IPG) for dis-
play to a user of a user platform 140. The guide lists the
various content items and content information as selected by
auser. Native applications 374 can access the guide generator
366 to obtain data to populate program guides or to build
content metadata browsing experiences for a user. The guide
generator 366, in turn, uses the user platform data delivery
component 367 to obtain the content information data from
the architecture 700, as described above. The user behavior &
preferences component 368 provides user-side functionality
to gather user behavior data used by the clickstream system
270. The user behavior & preferences component 368 further
stores user preferences with which the user can customize the
interfaces and services provided on a particular user platform
140. The user behavior data includes mouse click events,
mouseover events, webpage access and/or view events, object
selection events, purchase or bid events, and the like.

[0075] Asshownin FIG. 9, the guide generator 366 accord-
ing to an example embodiment, is configured to include an
electronic program guide (EPG) search engine 380 and a jobs
manager 381. The guide search engine 380 provides applica-
tion program interfaces to query the guide listings data, chan-
nel mapping, and the like, stored in the database 112 of the
architecture 700. The jobs manager 381 schedules jobs to
occur at particular times such as, for example, according to a
periodic schedule of events. Inthis case, the jobs manager 381
can schedule the content and content information cache fill-
ing and flushing operations described herein.

[0076] FIG. 10 illustrates an example environment show-
ing an example data connection between the user platform
140 and the cross platform services component 116 with
platform services 252 included therein. A platform gateway
118 can be used to facilitate networked data communications
between the user platform 140 and the cross platform services
component 116 via network 105. In this manner, the user
platform 140, and a user thereof, may access and use the
platform services 252.

[0077] FIG. 11 illustrates the user platform data delivery
component 367 of an embodiment in further detail. As shown
in FIG. 11, the user platform data delivery component 367 is
configured to include a data access module 385, a data recep-
tion engine 386, a click stream engine 387, an internet data
loader 388, a cross-platform client manager 390, a data cache
fill engine 391, alocal database 392, and a cache list 399. The
data access module 385 provides access to the local database
392, in which local data such as, for example, guide data
and/or content information, are preferably stored. The data
reception engine 386 unpacks the content information deliv-
ered by the architecture 700 via the internet data loader 388
and populates the local database 392 by using the data access
module 385. In a particular embodiment, the user platform
140 indicates to the architecture 700 which channel lineup the
user platform 140 needs, and the user platform 140 receives
only the content information, e.g., the listings data, for that
lineup. The click stream engine 387 records the user’s behav-
ior and reports the user behavior back to the clickstream
system 270 via the user behavior module 368. The cross-
platform client manager 390 provides a user platform-resi-
dent interface for platform services 252 through the platform
gateway 118. The data cache fill engine 391 uses the cross-
platform client manager 390 to contact platform services 252
and retrieve content information such as, for example, meta-
data to be cached in the local database 392 for local use on the
user platform 140. In a particular embodiment, the local data-
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base 392 can be used as content information cache 722 main-
tained on each user platform 140.

[0078] In a particular embodiment, the user platforms 140
maintain a local cache 722 of content information, e.g., meta-
data, which is available immediately to the user. This content
information cache 722 is built by retrieving or generating a
list of content information items to fetch by using the platform
services 252 on a periodic, e.g., daily, basis. The cache filling
may be controlled by a server as a method of load balancing,
so that the platform services 252 are used as evenly as pos-
sible over time. On a periodic basis such as, for example, once
per day, the user platform 140 queries the platform services
252 to retrieve content information identifiers with which the
user platform 140 can generate a cache list 399 for the user
platform 140. The user platform 140 can also determine the
time the user platform 140 should begin filling its content
information cache 722. At the correct time, as determined
and/or scheduled by the jobs manager 381, the user platform
140 communicates with the platform services 252 and
retrieves content information items that are identified in the
cache list 399.

[0079] Referring to FIG. 12, the factors used in an example
embodiment to fill the content information cache 722 ina user
platform 140 are illustrated. In the example of FIG. 12, these
factors include editorial recommendations 395, item-based
recommendations 396, personalized recommendations 397,
and promotions 398. These factors are used to generate the
content information cache list 399. In essence, the factors
provide information indicative of the types of content infor-
mation that is likely of interest to a particular user of a user
platform 140. The more accurate the factors are for a particu-
lar user, the more likely it is that the content information
ultimately requested by the user will already be resident
locally in the content information cache 722 in the user plat-
form 140. If the requested content information is already
stored in the content information cache 722, the user platform
140 need not incur the time and expense to obtain the
requested content information via the architecture 700. Given
an accurate set of factors, the user platform 140 infrequently,
or as infrequently as possible, may need to perform an access
to the real-time platform services 252 of the architecture 700
in response to user action. Thus, the user platform 140 and the
other portions of architecture 700 of various embodiments is
able to predict the prospective user demand based on user
behavior, prior user content selection, and user profiling.
Nevertheless, any requested content information that is not in
the content information cache 722 is fetched via the platform
services 252 of the architecture 700.

Content Integration of an Example Embodiment

[0080] One of the key features of the various embodiments
described herein is the ability to guide the user to content that
is available via traditional and non-traditional means. Some
of these non-traditional means may include:
[0081] Video On Demand such as from Amazon
[0082] Other video delivery means such as Netflix
Instant Queue
[0083] White-box services such as Cinemallow and/or
other brand experiences such as Blockbuster

[0084] Ad-supported services, e.g., broadcast and cable
networks

[0085] Premium music services such as Rhapsody

[0086] Mixed-model music services such as Pandora
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[0087] User-generated content services, e.g., Flickr and

YouTube
[0088] Once the various embodiments have guided the user
to the available content as described herein, some embodi-
ments enable the user to access selected content items via a
public and/or private data network. In some cases, this pro-
cess of providing access to selected content items involves
user registration or linking with an existing user account as
described above. In some cases, the process involves transac-
tions where the user pays for access to the content. However,
once the user has selected a particular content item and pro-
vided registration and/or payment information for the
selected content, the various embodiments then provide the
content to the user. This portion of the various embodiments
described herein for providing the content to the user is
denoted content integration, which is described in more detail
below.
[0089] As described herein, various embodiments provide
a service technology that allows for the ingestion and corre-
lation of content and catalog information into one or more
databases to indicate the availability and accessibility of
Internet-based content and/or network accessible content.
The ingested content and/or catalog information may be
stored and/or presented in conjunction with and/or in a man-
ner that is similar as for linear television data. Instead of
indicating that a particular program is available on a certain
channel of a lineup at a certain time, this content and catalog
information may indicate that a particular program is avail-
able via an Internet-enabled content source. Additionally,
these services can allow the linking of user platform devices
and user profiles to accounts with these content sources.
[0090] Because the content sources 130 that provide the
content 731 have a wide variety of goals for doing so, various
embodiments accommodate different models for the content
sources 130 to deliver content to the user platforms 140. In
various embodiments, there are at least three models of con-
tent integration as described below:

[0091] A first model of content integration involves a
custom application on the user platform 140 that gener-
ates a high-quality, tightly integrated experience around
the content 731 from a particular content source 130.
This first model involves components and processes
with which the user platform 140 communicates directly
with the services and API’s of the particular content
source 130 for access to the content itself and for access
to content information, including content directories,
metadata, tags, reviews, blogs, and the like provided by
the particular content source 130. Alternatively, the user
platform 140 utilizes the services of an architecture such
as the architecture 100, 101, and/or 700 described above,
for access to the content itself and for access to content
information, including content directories, metadata,
tags, reviews, blogs, and the like provided by the par-
ticular content source 130 via the architecture 100, 101,
and/or 700. A hybridization of these approaches is also
possible.

[0092] A second model of content integration involves
using the services of an architecture 100, 101, and/or
700, with an application on the user platform 140 that
offers a small amount of customization in the form of
skinning and the presence or absence of advertising
content while browsing the directory of content avail-
able from the content sources 130. Skinning refers to
placing a “skin” or a custom user interface or webpage
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over an interface or page provided by a content source
130. This second model may not allow for the flexibility
of'the full-custom application of the first model, but may
be used for a broad set of content sources 130.

[0093] A third model of content integration involves the
content sources 130 developing specialized web sites for
use with user platforms 140 and the platform services
252 described above in relation to FIGS. 7, 8 and 10.
This third model may not provide an experience thatis as
graphically rich as a custom experience, but allows for
flexibility and control of the experience by the content
source 130.

[0094] FIG. 13 further illustrates a user platform 140
according to an example embodiment, wherein the example
user platform 140 includes components for content integra-
tion. As shown in FIG. 13, a user platform 140 is configured
to include user platform software 372. All or portions of the
user platform software 372 can be installed within the user
platform 140 firmware or downloaded into the user platform
140 via a network 105. The user platform software 372
includes native applications 374, which perform content-re-
lated functions on the user platform 140. Native applications
374 on the user platform 140 are used to couple the user
platform 140 to the platform services 252, or directly to
source services 734 that are provided by the content sources
130, to search and browse content directories, gain access to
content, and play selected content items. JavaScript applica-
tions 375 may be written by and/or for the content sources 130
and installed on the user platform 140 to enable a user of the
user platform 140 to browse content directories of the content
source 130, gain access to content, and play selected content
items.

[0095] Additionally, the user platform software 372 may be
configured to include content integration manager 1310 as
installed in the user platform software 372. The content inte-
gration manager 1310 is configured to communicate with the
various components of the architecture 100, 101, and/or 700
and/or content sources 130 directly to coordinate the delivery
of selected items of content to a user platform 140. The
content integration manager 1310, in an example embodi-
ment, includes a content acquisition module 1315, a media
framework module 1317, and a Document Object Model
(DOM) plug-in module 1319. The content acquisition mod-
ule 1315 of an example embodiment is configured to com-
municate with the content integration module 221 and con-
tent integration manager 222 of the processing system 200 of
FIG. 7 to coordinate the delivery of selected items of content
from a particular content source 130 to a user platform 140 via
a content distribution component 733. As described above,
the content integration module 221 and content integration
manager 222 of the processing system 200 is responsible for
managing the delivery of content items 731, but typically not
content information 732, to particular user platforms 140,
with which users have made content selections. The content
integration manager 222 coordinates the delivery of selected
content items 731 from content sources 130 to particular user
platforms 140 via the content distribution component 733 and
the network 105. The delivery of selected content items 731 is
processed as a content download or a streamed content feed,
in some implementations. The content acquisition module
1315 of an example embodiment is configured to communi-
cate directly with the content sources 130 via network 105 to
direct the transmission of selected content 731 to the request-
ing user platform 140. The content acquisition module 1315
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can also be configured to communicate directly with the
content sources 130 via network 105 for the acquisition of
selected content 731. The media framework module 1317 of
an example embodiment provides the structure and function-
ality definitions of the media playback and rendering capa-
bilities of a particular user platform 140. The document object
model module 1319 of an example embodiment provides
access to the media framework 1317 so the content can be
played or recorded.

[0096] Content integration via the processing system 200
enables the ability to adapt to protocol changes without
updating the software on the user platform 140, thereby pro-
viding flexibility as business models and understanding of use
cases evolve. As described in relation to FIG. 7, the architec-
ture 700 enables a user platform 140 to obtain content infor-
mation from a database 112. The content information pro-
vides a user with searchable information related to particular
items of content available from various content sources 130.
When using the architecture 700, if a user platform 140
requests availability information for a particular item of con-
tent 731, the search returns hits for the content sources 130
that provide the particular item of content 731, as well as
results from the database 112. When using the architecture
700, a native application 374 on the user platform 140 may
allow the user of the user platform 140 to acquire the selected
content 731 via the content acquisition module 1315 and
jump directly to playing the content 731 by using the media
framework module 1317 and document object model module
1319. In a particular embodiment, there is no need to jump
into another application associated with that particular con-
tent source 130.

[0097] Inanalternative embodiment, the user platform 140
acquires the selected content 731 directly from the content
sources 130 by using the source services 734. The primary
drawback to this approach is that changes to the services
and/or protocols used by the content sources 130 require an
update of the user platform 140 such as, for example, a soft-
ware update. The primary advantage of this alternative
approach is simplified registration either for the user, the user
platform 140, for the architecture 100, 101, and/or 700, and/
or for the content sources 130.

[0098] In another alternative embodiment, the user plat-
form 140 acquires the selected content 731 by using the
architecture 700 or by using source services 734 provided by
the content sources 130 directly. In this implementation, the
user platform 140 may acquire related advertising by using
the architecture 700 and the ad services component 265
therein, as described in relation to FIG. 7. Because the inte-
gration of content 731 and related advertising on a user plat-
form 140 may require a higher level of control and/or device-
specific information, the ad services component 265 in
cooperation with the user platform software 372 may provide
the necessary level of control to support ad services on the
user platform 140.

[0099] FIG. 14 illustrates an alternative implementation of
a user platform according to another example embodiment,
wherein the example user platform 140 includes components
for content integration by using custom integration applica-
tions 1420 and/or 1421 on the user platform 140. When it is
mutually advantageous to a host (e.g., a service provider 110)
or a user platform 140 manufacturer and/or one or more
content sources 130, custom integration applications 1420
and/or 1421 are generated for a user platform 140 to enable a
user to browse and play content on the user platform 140. In
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this case, the user browsing experience is highly customized
and well integrated into the overall user experience. Imple-
menting the custom integration applications 1420 and/or
1421 natively allows for a sophisticated browsing experience
and the use of advanced rendering and animation techniques.
The custom integration applications 1420 and/or 1421 pro-
vide the presentation layer for browsing, acquiring rights to,
and initiating playback of content from the content source
130. As shown in FIG. 14, a user platform 140 is configured
to include user platform software 372. All or portions of the
user platform software 372 can be installed within the user
platform 140 firmware or downloaded into the user platform
140 via a network 105. The user platform software 372 may
include custom integration applications 1420 and/or 1421,
which perform customized content-related functions on the
user platform 140. Custom integration applications 1420 and/
or 1421 on the user platform 140 are used to couple the user
platform 140 to platform services 252, or directly to the
source services 734 provided by the content sources 130, to
search and browse content directories, gain access to content,
and play selected content items. The template applications
1422 and 1423 preferably include content integration appli-
cations that are not customized or specific to a particular
content source 130. The guided browse module 1425 handles
the data model for browsing and searching content by using a
protocol compatible with the architecture 100, 101, and/or
700. The guided browse module 1425 of the content integra-
tion manager 1410 is used to retrieve content information by
using a protocol compatible with the architecture 100, 101,
and/or 700, and to provide this content information to the
template applications 1422 and 1423 provided in the presen-
tation layer of the user platform software 372. This content
information may be used to retrieve the selected content 731,
itself. The custom guided browse module 1427 preferably
uses a specific protocol or service of a particular content
source 130. The custom guided browse module 1427 is used
to retrieve content information by using a specific protocol
compatible with a particular content source 130 and to pro-
vide this content information 732 to the custom integration
applications 1420 and 1421 provided in the presentation layer
of the user platform software 372. This content information
may be used to retrieve the content 731, itself in a customized
application. The media player 1429 is provided to authenti-
cate a user platform 140 with the content distributor 733 and
to play the media with the selected content 731. The user
interface (UI) toolkit 1431 is provided to support some basic
user interface structures, functionality, and data objects from
which a particular user interface is built and customized. The
content sources 130 that either want full control of the user
experience or that do not integrate with the architecture 100,
101, and/or 700 may provide web pages for access to their
content catalogs and content, provided that the content
sources 130 develop those web pages according to pre-estab-
lished guidelines. These guidelines are based on the capabili-
ties of the browser that is embedded into a user platform 140.
In order to facilitate media playback of content provided by
using this mechanism, the document object model module
1319 may be required to provide access to the media player on
the user platform 140. The user interface toolkit 1431 also
supports conventional user interface technologies, e.g.,
AJAX, CSS-TV, CE-HTML and may provide a wide array of
layout options and advertising capability for the content
sources 130.

Real-Time Data Caching

[0100] In aparticular embodiment, a real-time cache man-
agement process is used to manage the content and content
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information cache on the user platform 140. As described
above, various techniques can be used to load content and/or
content information into the content information cache 722 or
the data buffer or local database 392 of the user platform 140.
This cached content and/or content information can be rep-
resented as data objects that each can occupy a portion of the
cache on the user platform 140. The data objects can be
content items or portions of content items, such as movies,
programs, television/broadcast content, personal content,
internet content, on-demand content, music, spoken audio,
video clips, images, graphics, and the like. The data objects
can also be content information items or portions of content
information items, such as information related to celebrities
or actors appearing in movies or videos, information related
to music performers or producers, information related to
awards or reviews associated with particular content items,
and the like.

[0101] In a conventional cache management system, the
oldest data objects in the cache (e.g., the data objects that have
been resident in the cache for the longest period of time) are
flushed first when additional cache storage space is needed.
However, this conventional process can be disadvantageous
when the oldest data objects in the cache are of high value to
a user of user platform 140.

[0102] In an embodiment described herein, each data
object that can occupy a portion of the cache on the user
platform 140 is assigned a weight or a value/importance
parameter. The weight for each data object corresponds to an
automatically-determined value or importance of the data
item to the user of user platform 140. In other words, the
weight corresponds to the user’s affinity for the particular data
object. In a particular embodiment, a numerically large
weight can correspond to a high value data object. A numeri-
cally small weight can correspond to a low value data object.
A weight corresponding to a particular data object can be
automatically-determined in a variety of ways.

[0103] In one embodiment, explicit user profile informa-
tion can be used to assign a weight to a particular data object.
For example, as part of a prompted user profile data gathering
operation, the user can be prompted to explicitly specify the
kinds or categories of content s/he most prefers. Similarly, the
user can be prompted to explicitly specify the kinds or cat-
egories of content information s/he prefers. For example, as
part of a prompted user profile data gathering operation, the
user may specify that s/he likes comedies, movies with a
majority of positive reviews, and any content directed by
Spike Lee. The user may also specify that s/he dislikes west-
erns and sitcoms starring Charlie Sheen. Additionally, as part
of'a prompted user profile data gathering operation, the user
may specify a variety of demographic information, such as
the user’s gender, age, location, marital status, education
level, and the like. It will be apparent to those of ordinary skill
in the art that a wide variety of explicit user profile informa-
tion can be collected using a prompted user profile data gath-
ering operation. Once the explicit user profile information for
a particular user is collected, the data objects associated with
any content or content information delivered to the user can
be assigned a weight corresponding to the explicit user profile
information. For example, in the sample user scenario set
forth above, a data object corresponding to a movie comedy
directed by Spike Lee would receive a numerically large
weight. Similarly, a data object corresponding to a movie
western would receive a numerically small weight.
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[0104] In another embodiment, implicit user profile infor-
mation can be used to assign a weight to a particular data
object. For example, implicitly gathered user behavior infor-
mation can be used to automatically determine a weight to be
assigned to a particular data object. Implicitly gathered user
behavior information can be obtained in a variety of ways. For
example, a particular user’s history of content selections can
be used to infer an affinity for a particular type of content.
Similarly, the absence of a user selection of a particular type
of content can be used to infer a dislike for the particular type
of content. In another example, a particular user’s history of
content rentals or purchases can be used to infer an affinity for
a particular type of content. It will be apparent to those of
ordinary skill in the art that a wide variety of implicit user
behavior information can be collected using an implicit user
behavior data gathering operation. Once the implicit user
behavior information for a particular user is collected, the
data objects associated with any content or content informa-
tion delivered to the user can be assigned a weight corre-
sponding to the implicit user behavior information. For
example, if a particular user often orders movie comedies, it
can be inferred that the user has an affinity for movie com-
edies. In this case, the data objects associated with any movie
comedies delivered to the user can be assigned a numerically
large weight. In another example, a particular content item
may be generally popular among the content-consuming pub-
lic. In this case, it can be inferred that the popular content item
will likely also be popular to the particular user to whom
corresponding data objects are being delivered. Thus, data
objects corresponding to popular content items can be
assigned a numerically large weight. It will also be apparent
to those of ordinary skill in the art that a combination of
explicit user profile information and implicit user behavior
information (generally denoted affinity information) can be
used to assign a weight to a particular data object delivered to
a particular user and cached in the user’s user platform 140.
Therefore, using the variety of techniques described above, a
weight can be assigned to each data object delivered to a
particularuser and cached in the user’s user platform 140. The
assigned weight can correspond to the affinity information
gathered for the particular user. In one embodiment, the
weight assigned to a particular data object can be stored with
the data object itself in a header of the data object, for
example. Alternatively, the weight assigned to a particular
data object can be stored separately from the data objectin a
data store in user platform 140 and associated with the data
object using a data object identifier.

[0105] As described above, each data object delivered to a
particular user and cached in the user’s user platform 140 can
be assigned a weight based on the user’s affinity information.
As described next, the assigned weight is used to manage the
filling and flushing of data objects in the content/content
information cache 722 in user platform 140. Conventional
cache management systems use only the age of a particular
data item to determine whether the data item should be
flushed from the cache. As described above, conventional
cache management systems flush the oldest data items (e.g.,
the data items that have been resident in the cache for the
longest period of time) first when additional cache storage
space is needed. In other words, conventional cache manage-
ment systems flush the cache based on the age of the data
items in the cache.

[0106] In the embodiments described herein, the data
object weight can also be used to determine whether or not a
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particular data object is flushed from the content/content
information cache. In one embodiment, a combination of the
age of the data object and the weight of the data object can be
used to determine which data objects should be flushed from
the cache when additional cache space is needed. For
example, if two data objects have been resident in the cache
for the same length of time, the cache management system of
a particular embodiment can be configured to flush the data
object with the numerically smaller weight from the cache
first. The cache management system of a particular embodi-
ment can also be configured with a variety of rules and poli-
cies to maximize the likelihood that the data objects of most
interest to the user (and therefore the data objects most often
accessed by the user), based on the weights assigned to the
data objects, will most likely be resident in the cache when
requested by the user. For example, a rule or policy can be
implemented to handle the following situation in a config-
urably preferable manner. In one example, a first data object
may have been resident in the cache for a shorter length of
time than a second data object; yet, the first data object has
been assigned a numerically smaller weight than the second
data object. A rule or policy can be implemented to flush the
first data object from the cache, even though the first data
object has been resident in the cache for a shorter length of
time than a second data object. In some situations, it may be
preferable to manage the cache in this manner to keep high
value content in the cache for a longer period of time. A
variety of rules and policies can be developed to manage the
cache in a highly configurable manner. For example, the
difference in ages between the first data object and the second
object can be used to drive a decision as to which data object
to flush first. Additionally, the difference in the weights
between the first data object and the second object can also be
used to drive a decision as to which data object to flush first.
Relationships between data objects can also be used to drive
a decision as to which data object to flush first. For example,
a set of data objects related to the same content item may be
retained in the cache as a set rather than flushing one of the
data objects in the set. Combinations of these factors can also
be used to affect the manner in which the cache on user
platform 140 is managed.

[0107] The cache management system of a particular
embodiment can also be configured to manage an expiration
time. The expiration time is the next time a user platform 140
process is allowed to access the server and check for a newer
version of a particular data object. The user platform 140
process may need to access the server periodically to deter-
mine if the server has a newer version of a particular data
object of interest. However, system inefficiencies may result
if the user platform 140 process tries to access the server for
this purpose too often. The expiration time is used to manage
this operation. The cache management system of a particular
embodiment can be configured to set the expiration time to a
value that provides the best trade-off between the user plat-
form’s need for the newest data objects and the server’s need
to limit repetitive client accesses.

[0108] FIG. 26 illustrates a sequence of processing opera-
tions in an example embodiment. As shown in FIG. 26, the
processing operations performed by an example embodiment
2600 include: gathering affinity information related to a par-
ticular user’s affinity for particular types of content, at pro-
cessing block 2610; receiving a data object related to a par-
ticular item of content from at least one source of a plurality
of content sources via a data network, at processing block
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2612; assigning, by use of a processor, a weight to the data
object based on the affinity information, at processing block
2614; and flushing the data object from a content/content
information cache based on the weight assigned to the data
object, at processing block 2616.

[0109] FIG. 15 illustrates a sequence of processing opera-
tions in an example embodiment. As shown in FIG. 15, the
processing operations performed by an example embodiment
1500 include: gathering available content information related
to particular items of content from a plurality of content
sources via a data network, at processing block 1510; pro-
cessing the content information, by using a data processor, to
provide a searchable database of processed content informa-
tion, at processing block 1512; providing a service, accessible
via the data network, to enable a user platform to request a
search of the processed content information and identify a
selected content item, at processing block 1514; and, direct-
ing at least one content source to provide the selected content
item directly to the user platform, at processing block 1516.
[0110] FIG. 16 illustrates a sequence of processing opera-
tions in an example embodiment. As shown in FIG. 16, the
processing operations performed by an example embodiment
1600 at a user platform include: invoking a service from a user
platform, via a data network, to search processed content
information in a database, at processing block 1610; retriev-
ing a search result from the service via the data network, the
search result including selected content information, at pro-
cessing block 1612; using a data processor to identify a
selected content item from the search result, at processing
block 1614; requesting delivery of the selected content item,
at processing block 1616; and receiving the selected content
item at the user platform from a content source via a content
distributor, at processing block 1618.

[0111] FIGS. 17 through 23 illustrate various example
interface components of a sample content browsing and
selection user interface provided in an example embodiment.
In the sample user interface shown, a selection of content
items can be shown with a command option, icon, or user-
selectable component representing each content item. As
described above, these content items can represent any of a
variety of content including video, audio, still imagery,
graphics, animation, video games, movies, music, spoken
audio, digital books, documents, and the like. Each content
item or content asset can be taken to include, but is not limited
to, one or more collections of content, content information
and metadata associated with the content, e.g., descriptions,
synopses, biographies, trailers, reviews, links, related cast or
crew, related content items, etc., and content source catalogs.
Each content item or content asset can contain a representa-
tion of particular content, a link to corresponding content, and
content information related to the content item. As described
herein, the user interface examples shown in FIGS. 17-23 can
be used to browse and select content items and content infor-
mation related to a number of content items. The content
items and related content information may be presented to the
user of the registered user platform.

[0112] Referring to the example shown in FIG. 17, the
sample content browsing and selection user interface
includes a root page 1700 that provides an information area
1720 and a set of user-selectable command options 1711,
1712,1713, 1714, and 1715 in a command option area 1710
of the Root page 1700. Note that the rectangular box shown
surrounding the command option area 1710 is provided in the
figures herein merely to highlight the area for explanation and
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is not needed in the actual interface of the example embodi-
ments described herein. A user can manipulate a conventional
television remote control device, cursor control device, key-
board arrow buttons, or other pointing and/or control mecha-
nism to select one of the command options 1711, 1712, 1713,
1714, and 1715 in the command option area 1710. Addition-
ally, the user can select a particular command option of the
command options 1711,1712,1713,1714, and 1715 by using
a select button on a conventional television remote control
device, conventional mouse, wireless telephone, or other user
platform control device to select (e.g., click on) a desired
command option. A user selection of a particular command
option1711,1712,1713,1714, and 1715 can also be activated
in response to a mouseover event or ‘hover’ operation in the
proximity of the desired command option 1711, 1712, 1713,
1714, and 1715.

[0113] In the example Root page 1700 shown in FIG. 17,
the user is given an option to select from among several
different content sources or content source types. For
example, a user can choose to select a movie to watch by using
a ‘Movie’ command option 1713 to select from a source of
movie content. Alternatively, a user can choose to search for
desired content by using a ‘Search’ command option 1711 to
select from a list of search results. Alternatively, a user can
choose to select a television program by using a “TV’ com-
mand option 1712 to select from a source of television con-
tent. Alternatively, a user can choose to select data network
content or a website by using an ‘Internet’ command option
1715 to select from a source of internet content. Alternatively,
a user can choose to configure a set of system parameters by
using a ‘Settings’ command option 1714. Additionally, a user
can choose to select from a set of personal content, including
a personal video or audio library by using a ‘Personal’ com-
mand option to select from a source of personal content. It
will be apparent to those of ordinary skill in the art in view of
this disclosure that the root page 1700 can include other
command options for user selection of other content sources
or other content source types. Once a particular content
source or content source type is selected by the user by using
the root page 1700, the service provider 110, as described
above, can access a content catalog or content database 112 to
obtain a listing of one or more collections of content, content
information and metadata associated with the content from
the selected content source. If the content items or content
information for the selected content source is not available in
the content database 112, pre-defined links can be used to
obtain the content items or content information for the
selected content source. In this manner, the content items and
the related content information for the selected content source
can be made available for the user and displayed to the user in
the manner detailed below for an example embodiment.

[0114] Referring now to the example shown in FIG. 18, the
sample content browsing and selection user interface
includes a movie portal page 1800 that can be presented to the
user in response to the user selecting the ‘Movie’ command
option 1713 from root page 1700. In an example embodiment,
the movie portal page 1800 can provide a variety of user-
selectable movie content items in an information area 1820 of
movie portal page 1800. Additionally, the movie portal page
1800 can provide a variety of movie-related options in a
command option area 1810 of movie portal page 1800. In this
example embodiment, the movie-related options provided in
command option area 1810 give the user an option to select
from among several different movie content sources or movie
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content source types. For example, a user can choose to select
a movie to watch by using an ‘On Demand’ command option
1812 in command option area 1810. The ‘On Demand’ com-
mand option 1812 enables the user to pick movie content
from an on-demand, pay-per-view, or downloaded movie
content source. Alternatively, a user can choose to select a
movie to watch by using a ‘Your Movies’ command option
1814 in command option area 1810. The “Your Movies’ com-
mand option 1814 enables the user to pick movie content
from a user’s personal movie library. Alternatively, a user can
choose to view a listing of movie content by using a ‘Movie
Listings’ command option 1816 in command option area
1810. The ‘Movie Listings’ command option 1816 enables
the user to view or browse movie content items available for
viewing and/or purchase from a variety of selectable movie
content sources. Additionally, the ‘Movie Listings’ command
option enables the user to view movie content items available
for viewing and/or purchase from an aggregation or combi-
nation of several movie content sources. In this manner, a user
can view movie content items without having to know where
a particular movie content item is sourced. The user can also
use various options provided within the ‘Movie Listings’
functionality to sort, filter, and group the movie content items
within the movie listing as desired.

[0115] Alternatively, a user can choose to search movie
listings for a particular movie content item by using a ‘Find’
command option 1818 in command option area 1810. The
‘Find” command option 1818 enables the user to enter a
search query and search movie content items available for
viewing and/or purchase from a variety of selectable movie
content sources. Additionally, the ‘Find’ command option
1818 enables the user to search movie content items available
for viewing and/or purchase from an aggregation or combi-
nation of several movie content sources. In this manner, a user
can search movie content items without having to know
where a particular movie content item is sourced. The user
can also use various options within the ‘Find’ functionality to
enter a search query, which is used by the content browsing
and selection user interface to retrieve matching movie con-
tent items for display to the user in movie search results. The
search query can be entered with a variety of keywords,
wildcards, and filter and group identifiers to enable a user to
identify desired movie content items in a compact and effi-
cient search syntax.

[0116] Alternatively, a user can choose to view a listing of
recommended movie content by using a ‘Recommended’
command option 1819 in command option area 1810. The
‘Recommended’ command option 1819 enables the user to
view or browse recommended movie content items available
for viewing and/or purchase from a variety of selectable
movie content sources. In an example embodiment, the pro-
cessing system 200 can use recommendation engine 241 to
gather user interest information, as described above, and to
correlate user interests with corresponding content items and
content information retained or identified in the database 112.
In this manner, processing system 200 can automatically
assemble a list of recommended movie content items of likely
interest to a particular user based on the user interest infor-
mation. This list of recommended movie content items can be
displayed for a user in response to selection of the ‘Recom-
mended’ command option 1819 in command option area
1810. Additionally, the list of recommended movie content
items can be sourced from an aggregation or combination of
several movie content sources. In this manner, a user can view
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recommended movie content items without having to know
where a particular movie content item is sourced. The user
can also use various options provided within the ‘Recom-
mended’ functionality to sort, filter, and group the recom-
mended movie content items within the recommended movie
listing as desired.

[0117] Inamannersimilarto the ‘Recommended’ function-
ality described above, the content browsing and selection user
interface of an example embodiment can also provide a set of
recommended movie content items in the information area
1820 of movie portal page 1800. In the example shown in
FIG. 18, the recommended movie content items are shown in
the information area 1820 below a ‘Just For You’ banner As
explained above, the recommended movie content items can
be automatically assembled from a list of movie content items
of'likely interest to a particular user based on the user interest
information.

[0118] Referring now to the example shown in FIG. 19, the
sample content browsing and selection user interface
includes a television or broadcast (TV) listing page 1910 that
can be presented to the user in response to the user selecting
the “TV’ command option 1712 from root page 1700 shown in
FIG.17.In an example embodiment, the TV listing page 1910
can provide a variety of user-selectable TV content items in
an information area 1914 of TV listing page 1910. Addition-
ally, the TV listing page 1910 can provide a variety of TV
programming-related options in a command option area 1912
of TV listing page 1910. In this example embodiment, the TV
programming options provided in TV listing page 1910 give
the user an option to select from among several different TV
content groupings. For example, a user can choose to select
TV content to watch by using an ‘All Listings’ command
option in command option area 1912. The ‘All Listings’ com-
mand option enables the user to pick TV or broadcast content
from a variety of channels and time periods as shown in the
example information area 1914 of FIG. 19. Alternatively, a
user can choose to select TV/broadcast content from a variety
of different TV content groupings, such as a grouping repre-
sented by the ‘Favorites’ command option in command
option area 1912. The ‘Favorites’ command option enables
the user to pick TV/broadcast content from a group of pre-
defined user favorites. The user favorites can be TV/broadcast
content items explicitly specified by the user as favorite TV
content items by using options provided by the ‘Favorites’
functionality. Additionally, the user favorites can be
TV/broadcast content items implicitly identified by using
recommendation engine 241 to gather user interest informa-
tion, as described above, and to correlate user interests with
corresponding TV/broadcast content items and content infor-
mation.

[0119] Alternatively, a user can choose to select TV/broad-
cast content from a grouping represented by the ‘Movies’
command option in command option area 1912. The ‘Mov-
ies’ command option enables the user to pick TV/broadcast
content from a group of broadcast movie options. Alterna-
tively, a user can choose to select TV/broadcast content from
a grouping represented by the ‘Sports’ command option in
command option area 1912. The ‘Sports’ command option
enables the user to pick TV/broadcast content from a group of
broadcast sports programming options. Alternatively, a user
can choose to select TV/broadcast content from a grouping
represented by the ‘Kids’ command option in command
option area 1912. The ‘Kids’ command option enables the
user to pick TV/broadcast content from a group of broadcast
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programming options targeted for children. Alternatively, a
user can choose to select TV/broadcast content from a group-
ing represented by the ‘HD Listings’ command option in
command option area 1912. The ‘HD Listings’ command
option enables the user to pick TV/broadcast content from a
group of broadcast programming options provided in high
definition. Alternatively, a user can choose to select
TV/broadcast content from a grouping represented by the
‘Just For You” command option in command option area
1912. The ‘Just For You’ command option enables the user to
pick TV/broadcast content from a group of broadcast pro-
gramming options automatically determined as likely of
interest to the user by the recommendation engine 241. As
explained above, the recommendation engine 241 can auto-
matically assemble a list of TV/broadcast content items of
likely interest to a particular user based on the user interest
information. Alternatively, a user can choose to select
TV/broadcast content from a grouping represented by the
‘Date/Time’ command option in command option area 1912.
The ‘Date/Time’ command option enables the user to pick
TV/broadcast content based on a user-specified date/time
parameter(s). Alternatively, a user can choose to select for
viewing a set of editorial information associated with
TV/broadcast content as represented by the ‘Editorial” com-
mand option in command option area 1912. The ‘Editorial’
command option enables the user to view editorial informa-
tion related to a variety of TV/broadcast content or content
groupings as previously gathered from a variety of editorial
sources. It will be apparent to those of ordinary skill in the art
in view of the disclosure herein that a variety of other
TV/broadcast program grouping options can be similarly pro-
vided via the TV listing page 1910 as described herein.

[0120] Referring now to the example shown in FIG. 20, the
sample content browsing and selection user interface
includes a personal content listing page 2010 that can be
presented to the user in response to the user selecting a ‘Per-
sonal Content’ command option from root page 1700 shown
in FIG. 17. In an example embodiment, the personal content
listing page 2010 can provide a variety of user-selectable
personal content items in an information area 2014 of per-
sonal content listing page 2010. The listing of personal con-
tent can be obtained from a user’s personal video or audio
library as previously downloaded or linked with the process-
ing system 200. The personal content can be stored on a user’s
digital video recorder (DVR), hard disk device, flash drive,
portable media device, DVD or CD player, video/audio/photo
libraries, or the like as accessible via the user’s user platform.
As with the content groupings described above in regard to
movie or TV/broadcast content, the personal content can be
grouped into a variety of user-definable groupings. These
personal content groupings can be configured for selection by
a user by using corresponding command options provided in
command option area 2012. For example, as shown in FIG.
20, a user can configure the user’s personal content into
groupings, such as those shown in sample command option
area 2012.

[0121] As described above, the user can perform browsing
and/or searching operations by using various user interface
elements as described above. For example, the user can per-
form a search operation by using a corresponding command
option (‘Search”) 1711 provided in the command option area
1710 shown in FIG. 17. The personal content items can be
included in these browsing and/or searching operations such
that browse or search operations of aggregated content can
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include results with matching personal content items as well
as movie or TV/broadcast content items. In this manner, a
user can perform operations on personal content that are
similar to operations performed on public content (e.g., on-
demand movies, TV/broadcast content, internet content,
etc.). This functionality of the present embodiments effec-
tively removes the distinction between personal content and
public content and thereby allows the user to manage his/her
content in a holistic manner. This holistic approach provided
by the various embodiments enables the user to focus on the
content itself rather than the source from which the content
originates.

[0122] Referring again to FIG. 17, the sample content
browsing and selection user interface includes an option for a
user to select an Internet content display presented to the user
in response to the user selecting the ‘Internet’ command
option 1715 from root page 1700 shown in FIG. 17. In an
example embodiment, the Internet content display can pro-
vide a variety of user-selectable Internet content items or
website options in an information area 1720. In a particular
embodiment, information area 1720 can be configured simi-
larly to a conventional web browser on a conventional per-
sonal computer. Additionally, the Internet content display can
provide a variety of Internet browsing-related options in an
information area of an Internet browsing display. In this man-
ner, a user can use the content browsing and selection user
interface to browse the Internet in a manner similar to a user
using a personal computer and web browser to browse the
Internet.

[0123] Referring again to the example shown in FIG. 18,
the sample content browsing and selection user interface
includes a movie portal page 1800 that can be presented to the
user in response to the user selecting the ‘Movie’ command
option 1713 from root page 1700. In an example embodiment,
the movie portal can provide a variety of user-selectable
movie content items in an information area 1820 of movie
portal page 1800. In the example embodiment shown in FIG.
18, each user-selectable movie content item in an information
area 1820 is represented as a view of a movie DVD jacket,
DVD/CD case, album cover, or the like including a graphical
image consistent with the actual image provided on a physical
version of the corresponding content selection. By rendering
the various content items in this manner, a user is more easily
able to select a particular content item based in part on a
familiar image associated with the content in addition to the
textual identifier for each content item. If no graphical image
consistent with an actual image provided on a physical ver-
sion of the corresponding content selection is available, a
user-selectable image can be associated with a particular
content item to enable a user to associate a familiar image
with the particular content item.

[0124] As shown in the example of FIG. 18 and described
above, a user can select a particular content item from the list
of content items in information area 1820 by using a select
button on a conventional television remote device, conven-
tional mouse, wireless telephone, or other user platform con-
trol device to click on a desired content item. In the example
of FIG. 18, the user has selected the content item, “Forrest
Gump” as indicated by the red arrows shown on either side of
the command option representing the “Forrest Gump” movie
selection. As aresult of this content item selection, the content
item page 2110 of FIG. 21 can be displayed. It will be appar-
ent to those of ordinary skill in the art in view of this disclo-
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sure that a similarly formatted display screen can be dis-
played for a selection of any of the content items provided in
information area 1820.

[0125] Referring now to FI1G. 21, in response to selection of
the command option representing the “Forrest Gump” con-
tent item in information area 1820, the content item page
2110 of FIG. 21 can be displayed. In an example embodi-
ment, the user selection of a particular content item opens up
an overview display screen, such as content item page 2110,
which provides several sets of information and selectable
command options associated with the selected content item.
Inthe sample content item page 2110 shown in FIG. 21, these
sets of information associated with the selected content item
include a content item synopsis, which provides a descrip-
tion, summary, or abstract of the plot or subject matter asso-
ciated with the selected content item. Other information can
include a rating, genre, category, run time, ranking, date,
video and/or audio resolution, and the like as associated with
the particular content item. The sets of information associated
with the selected content item can also include a listing of the
personnel associated with the content item, such as director,
producer, cast, author, performer, writer, composer, and the
like. The sets of information associated with the selected
content item can also include a one or more images associated
with the content item. These images can portray still images
of scenes from the movie, pictures of the actors, performers,
or songwriters, or other memorable images reminiscent of the
particular content item. The sets of information associated
with the selected content item can also include a list of awards
or credits received by the content item or its originators. The
sets of information associated with the selected content item
can also include a listing of the sources from which the
content item can be obtained for viewing, listening, purchase,
rent, or otherwise. The selectable command options associ-
ated with the selected content item can include a selectable
command option for requesting a viewing of a trailer of the
selected content item. In response to a selection of this select-
able command option, all or a portion of the information area
2114 can be replaced with a video window for displaying of
a trailer associated with the selected content item. The select-
able command options associated with the selected content
item can include a selectable command option for requesting
that the selected content item be bookmarked or added to alist
of favorite content items. In response to a selection of this
selectable command option, the selected content item, or a
link thereto, is added to a list of favorite content associated
with the particular user. As described above, the user can, at a
later time, select one or more content items from the user’s
favorites list. The selectable command options associated
with the selected content item can include a selectable com-
mand option for requesting that the selected content item be
played or otherwise rendered for viewing by the user. In
response to a selection of this selectable command option, all
or a portion of the information area 2114 can be replaced with
avideo window for displaying the selected content item. The
selectable command options associated with the selected con-
tent item can include a selectable command option for pro-
viding a user-entered rating or ranking of the selected content
item. In response to a selection of this selectable command
option, the user’s rating or ranking of the selected content
item can be added to a global pool of content rating/ranking
data collected from a plurality of users and maintained by the
processing system 200. The global pool of content rating/
ranking data can be used by the recommendation engine 241
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when preparing the list of recommended content for a par-
ticular user. Additionally, advertising content can be dis-
played in the information area 2114 to provide a revenue
source for the service provider 110.

[0126] Asdetailed above, the overview display screen of an
example embodiment, such as content item page 2110, pro-
vides several sets of information and selectable command
options associated with the selected content item. Addition-
ally, the overview display screen can provide a variety of
content-related options in a command option area 2112 of
content item page 2110. In this example embodiment, the
content-related options provided in command option area
2112 give the user an option to select from among several
different dimensions of the selected content item. For
example, a user can choose to watch/listen to a selected con-
tent item by using a ‘Watch’ command option in command
option area 2112. The ‘Watch’ command option enables the
user to activate a content player associated with the selected
content item or otherwise enable the processing system 200 to
fetch and render the selected content item from an on-de-
mand, pay-per-view, downloaded content source, TV/broad-
cast source, or personal content source. Alternatively, a user
can choose to view the synopsis of the selected content item
by using a ‘Synopsis’ command option in command option
area 2112. The ‘Synopsis’ command option enables the user
to view detailed descriptive information associated with the
selected content item. In a particular embodiment, the content
item synopsis can include hyperlinks or embedded selectable
command options, which can direct the user to other infor-
mation related to the selected content item. In this manner, the
user can “drill” into the details of a particular content item (or
pursue a specific dimension of the content item) that is of
most interest to the user. This feature of the various embodi-
ments is described in more detail below.

[0127] In the example embodiment illustrated in FIG. 21,
the content-related options provided in command option area
2112 give the user an option to select from among several
different dimensions of the selected content item. For
example, a user can choose to view detailed information
related to the cast and crew of a selected content item by using
a ‘Cast & Crew’ command option in command option area
2112. In response to user-selection of the ‘Cast & Crew’
command option in command option area 2112, the display
screen 2210 can be displayed as shown in FIG. 22.

[0128] Referring now to FIG. 22, display screen 2210 is
shown in response to user selection of the ‘Cast & Crew’
command option of command option area 2112. Display area
2210 provides additional levels of detail related to the per-
sonnel associated with the selected content item. For
example, as shown in FIG. 22, a set of people associated with
the selected content item, as each represented by selectable
command options, can be displayed in command option area
2212. Any of the people represented by the selectable com-
mand options in command option area 2212 can be selected
by the user. As shown in the example of FIG. 22, the user has
selected the command option associated with ‘Evangeline
Lily’ as indicated by the highlighted command option and the
red arrows on either side of the command option associated
with ‘Evangeline Lily’. In response to the user selection of
this particular person associated with the selected content
item, additional details related to the selected person are
displayed in command option area 2212. It will be apparent to
those of ordinary skill in the art in view of this disclosure that
additional details related to the other people represented in






