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(57) ABSTRACT 

A method and System thereof for distributing media data are 
described. A media Segment, Selected from a plurality of 
media Segments Stored on another node, is received. The 
media Segment includes a portion of an item of media 
content. The item of media content is Segmented according 
to Segmentation characteristics. The media Segment is Stored 
in lieu of Storing the item of media content in its entirety. The 
media Segment can be forwarded to other nodes. 
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STORAGE AND DISTRIBUTION OF SEGMENTED 
MEDIA DATA 

TECHNICAL FIELD 

0001 Embodiments of the present invention relate to the 
field of Streaming media data. More specifically, embodi 
ments of the present invention relate to the Storage and 
distribution of media data. 

BACKGROUND ART 

0002 Before the widespread use of caching in the Inter 
net, an item of content requested by a client was likely 
provided by the original content Server (the Source of the 
content). The content Source and the client were typically 
located at a Substantial distance from each other, which often 
led to slow response times, low bandwidths, high loSS rates, 
and lack of Scalability. Response times, bandwidths, and loSS 
rates could also be significantly affected when multiple 
clients attempted to request an item from the content Source 
at the same time. 

0003. Different forms of caching-such as content deliv 
ery networks-have helped to overcome these problems for 
the most part. Generally, content delivery networks place 
Servers nearer to clients (e.g., at the edges of networks). 
Items of content are replicated and cached at each of the 
Servers. Caching of replicated content on Servers closer to 
clients has resulted in a number of improvements, including 
reduced response times, higher bandwidths, lower loSS rates, 
improved Scalability, and reduced requirements for network 
(backbone) resources. 
0004 Content delivery networks work well when the size 
of the content is relatively Small in comparison to the size of 
the caches. For example, a Web page is generally much leSS 
than a megabyte in size. AS Such, this kind of content can be 
practically replicated at each Server. Multiple instances of 
Web content can be stored on each server without the need 
for Substantial memory resources, or without consuming a 
Significant portion of available memory. 
0005. However, caching can be problematic when the 
content includes multimedia data, which can be large in size 
as well as long in duration. Even a large cache can hold only 
a few items of multimedia content before getting filled. For 
example, a video of DVD (digital video disk) quality may be 
up to 4.7 gigabytes (GB) in size and up to two hours long 
(based on Moving Picture Expert Group-2 compression). 
Consequently, a 50 GB cache can hold only about ten 
DVD-quality Videos. Thus, replicating a large number of 
DVD-quality Videos and Storing copies at Servers closer to 
clients is not a practical Solution for multimedia data. 
Memories would need to be very large, or only a Small 
number of videos could be stored. On the other hand, storing 
large items of multimedia content only at a central Source or 
only at a limited number of Servers reintroduces the prob 
lems mentioned above. 

0006 Accordingly, a method and/or system for deliver 
ing large items of media content without the attendant 
problems discussed above would be desirable. 

DISCLOSURE OF THE INVENTION 

0007 Embodiments of the present invention pertain to a 
method and System thereof for distributing media data. A 
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media Segment, Selected from a plurality of media Segments 
Stored on another node, is received. The media Segment 
includes a portion of an item of media content. The item of 
media content is Segmented according to Segmentation char 
acteristics. The media Segment is Stored in lieu of Storing the 
item of media content in its entirety. The media Segment can 
be forwarded to other nodes. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0008. The accompanying drawings, which are incorpo 
rated in and form a part of this Specification, illustrate 
embodiments of the invention and, together with the 
description, Serve to explain the principles of the invention: 
0009 FIG. 1 is a block diagram of an exemplary archi 
tecture for Segmenting items of media content according to 
one embodiment of the present invention. 
0010 FIG. 2 is a block diagram of an exemplary server 
node upon which embodiments of the present invention may 
be practiced. 

0011 FIGS. 3A and 3B illustrate a data flow for popu 
lating caches with media Segments according to one embodi 
ment of the present invention. 
0012 FIG. 4 illustrates a data flow for providing media 
Segments to a client node according to one embodiment of 
the present invention. 

0013 FIG. 5 is a flowchart of a method for distributing 
media data according to one embodiment of the present 
invention. 

0014. The drawings referred to in this description should 
not be understood as being drawn to Scale except if Specifi 
cally noted. 

BEST MODE FOR CARRYING OUT THE 
INVENTION 

0015 Reference will now be made in detail to various 
embodiments of the invention, examples of which are illus 
trated in the accompanying drawings. While the invention 
will be described in conjunction with these embodiments, it 
will be understood that they are not intended to limit the 
invention to these embodiments. On the contrary, the inven 
tion is intended to cover alternatives, modifications and 
equivalents, which may be included within the Spirit and 
Scope of the invention as defined by the appended claims. 
Furthermore, in the following description of the present 
invention, numerous Specific details are Set forth in order to 
provide a thorough understanding of the present invention. 
In other instances, well-known methods, procedures, com 
ponents, and circuits have not been described in detail as not 
to unnecessarily obscure aspects of the present invention. 
0016. The descriptions and examples provided herein are 
discussed in the context of multimedia data (also referred to 
herein as media data or media content). Multimedia data are 
exemplified by Video data accompanied by audio data; for 
example, in common terms, a multimedia item of content 
may be a movie with Soundtrack. In general, the present 
invention, in its various embodiments, is well-Suited for use 
with audio-based data, image-based data, Web page-based 
data, graphic data and the like, and combinations thereof. 
Also, the present invention, in its various embodiments, is 
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well-Suited for use with data that may or may not be encoded 
(compressed), encrypted or transcoded. 

0.017. In overview, embodiments of the present invention 
provide a method and System that more efficiently utilize 
available cache resources in a manner transparent to request 
ing clients. In one embodiment, each item of media content 
(a DVD-quality video, for example) is segmented into a 
number of media Segments according to Segmentation char 
acteristics described more fully below. In one such embodi 
ment, those media Segments that are most likely to be 
requested by clients accessing a particular Server are Stored 
(cached) at that server. Thus, instead of storing an item of 
media content in its entirety at a Server, only one or more 
portions of that item may be Stored. Consequently, many 
items of content can be representatively Stored at each 
SCWC. 

0.018 For example, in one of the simplest cases, the first 
portions of each of a large number of items of content can 
be stored at each server. Alternatively, different portions of 
different items of content can be Stored at each Server, where 
the Stored portions are Selected based on, for example, their 
popularity and whether Storing them will improve perfor 
mance and/or reduce costs. Then, while one portion of an 
item of media content is being forwarded (streamed or 
otherwise sent) to a requesting client, other portions of that 
item can be retrieved in the background. Therefore, the item 
of media content can be forwarded to the client without 
apparent disruption and hence without the client being aware 
of whether the entire item is stored on the server, or only a 
portion is Stored. 

0.019 FIG. 1 is a block diagram of an exemplary archi 
tecture 100 for Segmenting items of media content according 
to one embodiment of the present invention. Only a portion 
of architecture 100 is shown in FIG. 1. As will be seen by 
the discussion pertaining to the other figures below, archi 
tecture 100 can include additional elements. These elements 
may be used to Store and distribute media data as well as 
encrypt/decrypt, compress/decompress (encode/decode), 
and/or transcode that data. Also, in the following discussion, 
the elements of architecture 100 will be described according 
to the functions they each perform. It is appreciated that 
functions described as being performed by multiple ele 
ments may instead be performed by a single element. 
Similarly, it is appreciated that multiple functions described 
as being performed by a single (multifunctional) element 
may instead be divided in Some way amongst a number of 
individual elements. 

0020 Continuing with reference to FIG. 1, in the present 
embodiment, architecture 100 includes content manager 110 
in communication with a server node 120. Server node 120 
may also be known as a media Service Surrogate. Server 
node 120 includes media segmenter 130. Server node 120 
may have the functionality to encrypt/decrypt, compress/ 
decompress, and/or transcode data. Server node 120 is 
communicatively coupled to Storage 160 and original con 
tent server 140. Original content server 140 includes storage 
150. Original content server 140 may also have the func 
tionality to encrypt/decrypt, compress/decompress, and/or 
transcode data. AS mentioned above, the elements of archi 
tecture 100 may be combined. For example, storage 160 
may be incorporated into Server node 120, media Segmenter 
130 may reside on original content server 140, and the like. 
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0021. In the present embodiment, each of the elements of 
architecture 100 communicate over a wired or wireless 
network, or over a hybrid network that includes both wired 
and wireleSS portions. Although content manager 110 is 
shown as communicating with Server node 120, it may also 
communicate directly with original content server 140. 
Furthermore, content manager 110 is in communication with 
other server nodes (refer to FIGS.3A and 3B, for example). 
0022. In one embodiment, architecture 100 of FIG. 1 is 
used as follows. Content manager 110 directs media Seg 
menter 130 to Segment a particular item of content or a 
number of such items. For simplicity, only two items of 
content, referred to as A and B, are discussed; however, it is 
appreciated that features of the present invention, in each of 
its embodiments, may be utilized with any number of items 
of content. Items of content may include items Such as 
movies or live events that have been captured and recorded, 
or live events that are to be distributed in real time. 

0023. In addition, items of content may be differentiated 
from each other in many different ways. For example, 
content A may be one movie (one title) and content B 
another movie (a different title). Alternatively, contents A 
and B may each be the same movie (same title), but with 
different characteristics according to the different attributes 
of downstream (client) devices. Client devices may have 
different display, power, computational, and communication 
characteristics and capabilities. Thus, for example, content A 
may be a movie formatted (e.g., transcoded) for one type of 
receiving (client) device, and content B may the same movie 
formatted for another type of client device. 
0024. For each item of content, content manager 110 
provides information identifying the item (e.g., the items 
name) and its location (a Uniform Resource Locator, for 
example). Also, content manager 110 provides information 
about how the Segmentation is to be performed. For 
example, content manager 110 may specify the number of 
Segments, the size of each segment, and/or the duration (in 
time) of each segment. 
0025. In the present embodiment, in response to the 
direction provided by content manager 110, media Seg 
menter 130 requests the specified items of content from 
original content server 140. Original content server 140 
retrieves the requested items of content from storage 150 
and sends them to media Segmenter 130 (that is, to server 
node 120). Note that, as mentioned above, content manager 
110 could instead communicate directly to original content 
Server 140, and as Such could direct original content Server 
140 to Send particular items of content to media Segmenter 
130. Also, note that media segmenter 130 may request/ 
receive the entire item of content or Some portion thereof. 
Furthermore, in the case of real-time content delivery (of a 
live event, for example), media Segmenter 130 may directly 
receive the real-time video feed. 

0026. In the present embodiment, media segmenter 130 
Segments the item(s) of content. For simplicity of discussion 
and illustration, the Segmented data for item of content A are 
represented as media segments {A1, A2, etc., and the 
Segmented data for item of content B are represented as 
media segments {B1}, {B2}, etc. 
0027 AS mentioned above, content A may be one item of 
content and content B another item of content, or content A 
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and content B may correspond to the same item of content 
but with different characteristics for use with different client 
devices having different attributes and capabilities. Consider 
an example in which content A is encoded at a first bit rate 
and content B is encoded at a second bit rate (this discussion 
is also applicable to other attributes Such as Spatial resolu 
tion, etc.). In that case, a Switch can be made from one bit 
rate to another at the Segment boundaries. That is, a request 
ing device may receive media Segment A1 followed by 
media Segment B2. This may be useful for time-varying 
channels or when there is a portion of content that a user 
would like to see with higher quality relative to another 
portion of content. 

0028. In one embodiment, the segmented data are stored 
in Storage 160. Although a single Storage 160 is shown, it is 
appreciated that there may be any number of Such Storage 
elements. Each of these Storage elements may be populated 
with the same or with different Segmented items of content. 

0029. In an alternate embodiment, the segmented data are 
sent directly to various server nodes (e.g., server nodes 210 
and/or 230 of FIGS. 3A and 3B) in addition to or as an 
alternative to Storing the Segmented data in Storage 160. For 
example, in the case of a real-time event that is known to be 
popular and So will likely be accessed by a large number of 
users in real time, Segmented content can be directly dis 
tributed to server nodes that in turn forward the segmented 
data (media segments) to requesting client nodes. 
0.030. In various embodiments, each item of media con 
tent is segmented into a number of Segments in a fixed or in 
an adaptive manner. Generally, each item of media content 
is Segmented in its entirety; that is, all portions of an item of 
media content are included in the media Segments Such that 
the assembled Segments yield the entire item of media 
content. In fixed Segmentation, the items of media content 
are Segmented according to Some Standard Set of Segmen 
tation rules. In adaptive Segmentation, the number of Seg 
ments and the length of each Segment are determined by a 
number of factors including: the characteristics of the item 
of media content itself, the characteristics of the device(s) 
where the Segments will be Stored, and a predicted frequency 
of use of each item of content and each portion of each item 
of content (e.g., their popularity). AS will be seen, informa 
tion describing the frequency of use of items of content and 
media Segments, the attributes of receiving devices (client 
nodes), and the attributes of Storage devices can be accu 
mulated and provided to content manager 110 of FIG. 1, for 
example. This information can be used by content manager 
110, or some other centralized entity, to determine which 
items of content are to be segmented, how they are to be 
Segmented, and where the media Segments are to be stored. 
AS the information is updated, content manager 110 can 
adapt its decisions according to the most recent information 
as well as historical trends. 

0.031 AS mentioned above, for adaptive segmentation, 
factorS Such as the characteristics of the item of media 
content itself, the characteristics of the device(s) where the 
Segments will be Stored, and a predicted frequency of use of 
each item of content and each portion of each item of content 
are considered. Considering the first of these factors, the 
boundaries of the media Segments (e.g., the start and stop 
points of the Segments) are chosen Such that the resulting 
Segmentation is “friendly to the media.” For example, for 
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compressed media data, the Segmentation boundaries can be 
Selected to coincide with units of media data that are 
independently decodable. Segmenting data in this manner 
can facilitate features Such as distortion-free random acceSS 
into a Stream of media data. The independently decodable 
units of media may correspond to: Group-of-Pictures bound 
aries, the Spacing between I-frames, frame boundaries, and/ 
or independently decodable units within a frame (e.g., 
Groups-of-Blocks or slices or video packets), depending on 
the particular compression Standard being used. AS Such, 
should delivery of the selected item of content be interrupted 
(e.g., the Second segment is delivered but the third segment 
is late), the receiving (client) node will still have received a 
decodable unit. Thus, the client node will be able to display 
a picture (static or moving) without significant distortion or 
without crashing because each Segment provides the neces 
Sary data for complete decoding of the content within that 
Segment. 

0032) Intelligent selection of media segment boundaries 
is particularly well-Suited for media data not designed or 
captured with Segmentation in mind. For example, a live 
event will not necessarily be recorded in a manner that 
readily allows the media data to be divided into indepen 
dently decodable units. In Such cases, the Segmentation 
boundaries are intelligently Selected to nevertheless Segment 
Such media data into independently decodable units. 
0033 Considering the second of the segmentation factors 
mentioned above, the boundaries of the media Segments are 
selected so as to be “friendly to the cache” (referring to the 
caches of the distributing server nodes; see FIGS. 3A and 
3B). One aspect of this is that the length of each media 
Segment may be designed to Simplify filling of the cache. 
For instance, the media Segments can be Selected So that they 
have Substantially the same size, or are integer multiples of 
a baseline size. In these instances, to make media Segments 
the same size even when the content of the Segments may be 
variable in length (e.g., in number of bits), the length of the 
valid media data can be identified, and bits occurring after 
the Specified length would be ignored. Choosing the Seg 
ment sizes to be approximately the same can facilitate 
replacement of one Segment in a cache with another. Such a 
Scheme can also allow cache Space to be more efficiently 
utilized, with little fragmentation if any. 

0034. With regard to the third segmentation factor men 
tioned above, the boundaries of the media Segment are 
Selected recognizing that not all users will utilize an item of 
media content in its entirety, and that Some items of media 
content will be more popular than others. For example, 
many people will often start watching a video at its begin 
ning, but will Stop watching after a relatively brief period of 
time. Accordingly, a media Segment or Segments may be 
defined to encompass the period at the beginning of a Video 
that is frequently viewed. Portions of videos that may be 
frequently viewed may occur at points other than the begin 
ning. For example, a live event that has been recorded may 
include portions of particularly high interest (e.g., a portion 
showing the home team scoring). A media segment or 
Segments may be defined to encompass those periods as 
well. 

0035 FIG. 2 is a block diagram of an exemplary server 
node 200 upon which embodiments of the present invention 
may be practiced. In this embodiment, server node 200 
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includes controller element 201, storage element 202, sender 
element 203, and register 204 (e.g., a memory element), 
each coupled to a bus 205. It is appreciated that server node 
200 may include elements other than those shown and 
described, and that the functionality provided by different 
elements may be performed by a single element. For 
example, register 204 may be incorporated into Storage 
element 202. 

0036). In the present embodiment, controller 201 is for 
processing information and instructions, in particular with 
regard to the retrieval of media Segments that are to be Stored 
in Storage 202 and then forwarded to another node (e.g., a 
client or another server) by sender 203. Sender 203 typically 
functions by Streaming media data to another node. Sender 
203 may be either a wired or wireless transmitter. Register 
204 is for Storing information pertaining to the frequency of 
use of items of content and media Segments, Session dura 
tions as well as content start and Stop times for content 
requests (e.g., start at content time 10 minutes, 30 Seconds 
and end at content time 12 minutes, 15 Seconds), the 
attributes of downstream (receiving) devices (client nodes or 
other server nodes), the attributes of the connection between 
server node 200 and downstream devices, and the attributes 
of downstream Storage devices, for example. Other types of 
information that help to define which items of content are to 
be segmented, how they are to be segmented, and where the 
media Segments are to be Stored may also be collected in 
register 204. 
0037 FIGS. 3A and 3B illustrate a data flow for popu 
lating caches (e.g., storage 220 and storage 240) with media 
Segments according to one embodiment of the present 
invention. In this embodiment, content manager 110 is 
communicatively coupled (via a wired or wireless connec 
tion) to server nodes 210 and 230. Server nodes 210 and 230 
may also be referred to as Surrogates (Surrogate number 1 
and number 2, respectively). In one embodiment, server 
nodes 210 and 230 can function as transcoders. Server nodes 
210 and 230 may also include functionality allowing them to 
compress/decompress and/or encrypt/decrypt data. 
0038) Referring first to FIG. 3A, in the present embodi 
ment, content manager 110 directs server node 210 to 
prefetch a selected media Segment or segments (for example, 
media segments {A1} and {B1}). Server node 210 requests 
these Segments from Storage 160. The requested media 
Segments are received from Storage 160 and Stored in 
storage (cache) 220. Note that content manager 110 may 
instead communicate directly with Storage 160, directing 
that Selected media Segments be sent (downloaded) from 
Storage 160 to a particular Server node Such as Server node 
210. Alternatively, in Some cases as mentioned above, Server 
node 210 (as well as other server nodes) may receive media 
segments directly from media segmenter 130 of FIG. 1. 
0039) Continuing with reference to FIG. 3A, in one 
embodiment, information (“usage information') describing 
the frequency of use of items of content and media Seg 
ments, Session duration as well as content Start and Stop 
times for content requests, the attributes of receiving devices 
(client nodes), and the attributes of Storage devices can be 
accumulated and provided to content manager 110, as 
described above. This information may be automatically 
forwarded to content manager 110 either periodically or 
continually, or content manager 110 may request this infor 
mation. 
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0040. Referring next to FIG. 3B, in the present embodi 
ment, content manager 110 directs server node 230 to 
prefetch one or more selected media segment(s) (e.g., {A1}, 
{A2}, {B1} and B2). Server node 230 requests these 
Segments from Storage 160. Note that, as mentioned above, 
there may be more than one Storage element for Storing 
media Segments. In that case, Server node 230 may request 
media Segments from a storage element different than the 
Storage element used by Server node 210. In addition, a 
Server may request a media Segment from another Server that 
hosts the media Segment; for example, Server node 230 
could request media segments {A1} and {B1} from server 
node 210. Note also that, as in the above, content manager 
110 may instead communicate directly with storage 160, or 
media Segmenter 130 may communicate directly with Server 
230. In any case, the Selected media Segments are received 
by server node 230 and stored in storage (cache) 240. In the 
manner just described, different Server nodes can be popu 
lated with the same or with different media Segments. 

0041 Because each media segment is typically smaller in 
Size and/or duration than an item of content in its entirety, 
more (different) items of content can be representatively 
stored in storage elements 220 and 240. That is, instead of 
Storing a relatively Small number of items of content in their 
entirety, a relatively large number of different items of 
contents are Stored in part at each Server node. 

0042 FIG. 4 illustrates a data flow for providing media 
Segments to a client node 410 according to one embodiment 
of the present invention. In this embodiment, client node 410 
requests item of content A using a protocol Such as but not 
limited to RTSP (real time streaming protocol). Server node 
210 receives this request based on considerations Such as but 
not limited to geographical proximity to client node 410. It 
is appreciated that Server node 210 may provide Service to 
a number of other client nodes in parallel with client node 
410. 

0043 Server node 210, as described above, has media 
Segment A1 cached in Storage 220 but does not have item of 
content A, in its entirety, cached in Storage 220. In the 
present embodiment, server node 210 forwards (e.g., 
Streams) media segment A1 to client node 410 using a 
protocol such as but not limited to RTP (real-time transport 
protocol) or TCP (transmission control protocol). Substan 
tially in parallel with the forwarding of media Segment A1, 
Server node 210 requests (prefetches) media segment A2 
from Storage 160. It is appreciated that media Segment A2 
can instead be prefetched from another server node (server 
node 230, for example). In any case, after the prefetch, 
media Segment A2 is cached for Subsequent forwarding to 
client node 410. 

0044) Note that media segment A2 may be the media 
Segment immediately following media Segment A1 in item 
of content A. That is, for example, media Segment A1 may 
include the first minute of item of content A, and media 
Segment A2 may include the portion of item of content A 
immediately following (contiguous with) media segment A1 
(e.g., the Second minute of content A). However, media 
Segment A2 does not necessarily have to be the media 
Segment immediately following media Segment A1 in con 
tent A. For example, media Segment A1 may be a portion of 
content Apertaining to a first Scene or event of particular 
(perhaps popular) interest (e.g., the first score in a game), 
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and media Segment A2 may be a portion of content A 
pertaining to a second Scene or event of particular (and 
perhaps popular) interest occurring after an interval of time 
has passed (e.g., the Second Score of the game). That is, there 
may be intervening media Segments between media Segment 
A1 and media Segment A2. 
0.045. Note also that the media segment following A1 
does not necessarily have to be a media Segment pertaining 
to item of content A. AS explained above, for example, 
content A and content B may correspond to the same item of 
content but with different characteristics. For instance, con 
tent A may be encoded at a first bit rate and content B may 
be encoded at a Second bit rate. In that case, a Switch can be 
made from one bit rate to another at the Segment boundaries. 
That is, media Segment A1 can be forwarded by Server node 
210 to client node 410, followed by media segment B2. If 
media segment B2 is not hosted by server node 210, it can 
be prefetched as described above. Such a scheme may be 
useful for time-varying channels or when there is a portion 
of the content that a user would like to see with higher 
quality relative to another portion of the content. 

0046. Furthermore, note that a server node can start 
Streaming a media Segment before the entire media Segment 
has been received (prefetched). In essence, it is only nec 
essary that each byte or packet in the media Segment be 
received before the time it is to be forwarded to a client 
node. 

0047 The prefetch of a media segment can be triggered 
by a variety of factors. For example, media segment A2 may 
be requested when the Streaming of media Segment A1 has 
continued for a certain period of time or to a certain point 
Such as the half-way point, or when otherwise it is predicted 
that a client is likely to be interested in media Segment A2. 
In general, a later media Segment is requested and prefetched 
in a timely manner such that it is available to be forwarded 
to client node 410 when forwarding of the preceding media 
Segment is completed. 

0.048. From the perspective of client node 410, the 
prefetching of Subsequent media Segments is transparent; 
that is, client node 410 is not aware of whether or not content 
A is stored in entirety at server node 210. The media 
Segments that constitute content A are made ready to be 
forwarded to client node 410 So that item of content A can 
be used at client node 410 without apparent disruption. 

0049. Thus, in a fashion similar to that just described, the 
media Segment to be sent following media Segment A2 is 
requested and prefetched at Some point during the forward 
ing of one of the earlier media Segments, that is, for 
example, a third media Segment can be prefetched while 
either media Segment A1 or A2 is being Streamed. The media 
Segments may be prefetched one-by-one, as described 
above, or they may be prefetched in quantity. For example, 
it may be possible to predict based on historical trends that 
a user interested in both media Segments A1 and A2 will 
likely be interested in content Ain its entirety. Consequently, 
Some or all of the remaining media Segments for content A 
can be prefetched in anticipation of the user's interest. 
0050. In the present embodiment, media segments are 
prefetched until the media Session is either terminated or 
completed (e.g., the last segment of the item of content is 
forwarded to the requesting client). AS used herein, a media 
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Session refers to the process(es) beginning when a client 
node initiates communication with a server node (e.g., the 
client requests an item of content) and ending when the 
client node terminates communication with the Server node. 
Thus, a media Session can include the forwarding of multiple 
instances of media Segments for one or more items of media 
COntent. 

0051 FIG. 5 is a flowchart 500 of a method for distrib 
uting media data according to one embodiment of the 
present invention. Although Specific Steps are disclosed in 
flowchart 500, such steps are exemplary. That is, embodi 
ments of the present invention are well-Suited to performing 
various other Steps or variations of the Steps recited in 
flowchart 500. It is appreciated that the steps in flowchart 
500 may be performed in an order different than presented, 
and that not all of the steps in flowchart 500 may be 
performed. All of, or a portion of, the methods described by 
flowchart 500 may be implemented using computer-readable 
and computer-executable instructions which reside, for 
example, in computer-usable media of a computer System. 
Generally, flowchart 500 is implemented by server node 210 
or server node 230 of FIGS. 3A and 3B. 

0052. In step 510, in the present embodiment, a first 
media Segment, Selected from a plurality of media Segments 
Stored on another node, is received. For example, with 
reference to FIGS. 3A and 3B, server node 210 receives 
media Segment A1 Selected from the plurality of media 
Segments Stored at Storage element 160. However, Server 
node 210 could instead receive media Segment A1 from 
Server node 230. Also, in Some instances, media Segment A1 
may be provided to server node 210 directly from media 
segmenter 130 (FIG. 1). 
0053. In step 520 of FIG. 5, in the present embodiment, 
the first media Segment is stored (cached) instead of Storing 
a corresponding item of media content in its entirety. For 
example, again with reference to FIGS. 3A and 3B, server 
node 210 Stores media Segment A1 in lieu of Storing item of 
media content A in its entirety. 
0054) In step 530 of FIG. 5, in the present embodiment, 
the first media segment is forwarded (e.g., Streamed) to a 
requesting node. For example, with reference to FIG. 4, 
media segment A1 is forwarded to client node 410. 
0055. In step 540 of FIG. 5, in the present embodiment, 
other media Segments that are to be forwarded to the 
requesting node are received (e.g., requested and 
prefetched). For example, again with reference to FIG. 4, 
Server node 210 requests and prefetches media Segment A2 
from Storage element 160, and forwards media Segment A2 
to client node 410. Note that media segment A2 could have 
been requested and prefetched from server node 230 instead 
of from storage 160, or directly from media segmenter 130 
(FIG. 1). 
0056. In Summary, in its various embodiments, the 
present invention provides a method and System thereof for 
delivering large items of media content, doing So in a 
manner that provides a number of advantages. These advan 
tages include efficient use of available memory resources, So 
that content can be brought closer to requesting client nodes. 
AS Such, the present invention in its various embodiments 
also reduces response times, increases bandwidths to clients, 
reduces loSS rates, improves Scalability, and reduces require 
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ments for network (backbone) resources. Moreover, these 
advantages are achieved in a manner that is transparent to 
clients. 

0057 Embodiments of the present invention are thus 
described. While the present invention has been described in 
particular embodiments, it should be appreciated that the 
present invention should not be construed as limited by Such 
embodiments, but rather construed according to the follow 
ing claims. 

What is claimed is: 
1. A method for distributing media data, Said method 

comprising: 

receiving at a first node a first media Segment Selected 
from a plurality of media Segments Stored on a Second 
node, Said first media Segment comprising a portion of 
an item of media content, Said item of media content 
Segmented according to Segmentation characteristics, 
and 

Storing Said first media Segment in lieu of Storing Said item 
of media content in its entirety, wherein Said first media 
Segment can be forwarded to a third node. 

2. The method of claim 1 wherein Said Segmentation 
characteristics comprise data characteristics of Said item of 
media content, Storage characteristics of Said first node, and 
a predicted frequency of use of each portion of Said item of 
media content. 

3. The method of claim 1 further comprising: 
forwarding Said first media Segment to Said third node in 

response to a request for Said first media Segment. 
4. The method of claim 3 wherein said forwarding of said 

first media Segment begins before said receiving of Said first 
media Segment at Said first node is complete. 

5. The method of claim 1 further comprising: 
Storing Selected other media Segments. 
6. The method of claim 5 further comprising: 
collecting information pertaining to use of Said first media 

Segment and Said other media Segments by other nodes. 
7. The method of claim 6 further comprising: 
providing Said information to a centralized node adapted 

to use Said information to identify media Segments to 
be stored by said first node. 

8. The method of claim 1 further comprising: 
requesting a Second media Segment from another node. 
9. The method of claim 8 wherein said second media 

Segment comprises another portion of Said item of media 
COntent. 

10. The method of claim 8 wherein said second media 
Segment comprises a portion of a Second item of content. 

11. The method of claim 8 wherein said requesting of said 
Second media Segment occurs Such that Said Second media 
Segment is available for forwarding when forwarding of Said 
first media Segment is completed. 

12. The method of claim 1 wherein said item of media 
content corresponds to a real-time event and wherein Said 
first media Segment is received in real time. 

13. A system for distribution of media data, said system 
comprising: 
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a controller element; 

a storage element coupled to Said controller element and 
adapted to receive and Store a first media Segment 
Selected from a plurality of media Segments Stored on 
a first device, Said first media Segment comprising a 
portion of an item of media content wherein Said first 
media Segment is Stored by Said Storage element in lieu 
of Storing Said item of media content in its entirety, Said 
item of media content Segmented according to Segmen 
tation characteristics, and 

a Sending element coupled to Said controller element and 
adapted to forward Said first media Segment to a Second 
device. 

14. The system of claim 13 wherein said segmentation 
characteristics comprise data characteristics of Said item of 
media content, Storage characteristics of Said Storage ele 
ment, and a predicted frequency of use of each portion of 
Said item of media content. 

15. The system of claim 13 wherein said sending element 
is adapted to Stream Said first media Segment to Said Second 
device. 

16. The system of claim 15 wherein said first media 
Segment is streamed to Said Second device before Said first 
media Segment is completely received by Said Storage ele 
ment. 

17. The system of claim 13 wherein said storage element 
is adapted to Store Selected other media Segments. 

18. The system of claim 17 further comprising: 

an information register coupled to Said controller element 
and adapted to receive information pertaining to use of 
Said first media Segment and Said other media Segments 
by other devices. 

19. The system of claim 18 wherein said information is 
used to identify media Segments to be stored in Said Storage 
element. 

20. The system of claim 13 wherein said controller 
element is adapted to request a Second media Segment from 
another device. 

21. The system of claim 20 wherein said second media 
Segment comprises another portion of Said item of media 
COntent. 

22. The system of claim 20 wherein said second media 
Segment comprises a portion of a Second item of media 
COntent. 

23. The system of claim 20 wherein a request for said 
Second media Segment occurs Such that Said Second media 
Segment is available for forwarding when forwarding of Said 
first media Segment is completed. 

24. The system of claim 13 wherein said item of media 
content corresponds to a real-time event and wherein Said 
first media Segment is received in real time. 

25. A computer-usable medium having computer-readable 
program code embodied therein for causing a computer 
System to perform a method of distributing media data 
comprising: 

receiving a first media Segment Selected from a plurality 
of media Segments Stored on a remote device, Said first 
media Segment comprising a portion of an item of 
media content, Said item of media content Segmented 
according to Segmentation characteristics, and 
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Storing Said first media Segment in a storage element in 
lieu of Storing Said item of media content in its entirety, 
wherein Said first media Segment can be sent to another 
device. 

26. The computer-usable medium of claim 25 wherein 
Said Segmentation characteristics comprise data characteris 
tics of Said item of media content, Storage characteristics of 
Said Storage element, and a predicted frequency of use of 
each portion of Said item of media content. 

27. The computer-usable medium of claim 25 wherein 
Said computer-readable program code embodied therein 
causes a computer System to perform Said method compris 
Ing: 

Sending Said first media Segment to another device in 
response to a request for Said first media Segment. 

28. The computer-usable medium of claim 27 wherein 
Said Sending of Said first media Segment Starts before Said 
receiving of Said first media Segment from Said remote 
device is completed. 

29. The computer-usable medium of claim 25 wherein 
Said computer-readable program code embodied therein 
causes a computer System to perform Said method compris 
Ing: 

Storing Selected other media Segments. 
30. The computer-usable medium of claim 29 wherein 

Said computer-readable program code embodied therein 
causes a computer System to perform Said method compris 
Ing: 

compiling information regarding use of said first media 
Segment and Said other media Segments by other 
devices. 
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31. The computer-usable medium of claim 30 wherein 
Said computer-readable program code embodied therein 
causes a computer System to perform Said method compris 
ing: 

Sending Said information to a centralized device that uses 
Said information to identify media Segments to be 
Stored in Said Storage element. 

32. The computer-usable medium of claim 25 wherein 
Said computer-readable program code embodied therein 
causes a computer System to perform Said method compris 
Ing: 

receiving a Second media Segment from another device. 
33. The computer-usable medium of claim 32 wherein 

Said Second media Segment comprises another portion of 
Said item of media content. 

34. The computer-usable medium of claim 32 wherein 
Said Second media Segment comprises a portion of a Second 
item of media content. 

35. The computer-usable medium of claim 32 wherein 
Said computer-readable program code embodied therein 
causes a computer System to perform Said method compris 
Ing: 

requesting Said Second media Segment in time for Said 
Second media Segment to be available for Sending when 
Sending of Said first media Segment is completed. 

36. The computer-usable medium of claim 25 wherein 
Said item of media content corresponds to a real-time event 
and wherein said first media Segment is received in real time. 




