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LISTING OF CLAIMS  

Claim 1 

[1pre] 
A data processing system operative in cooperation with a host compute 

system, the data processing system comprising: 

[1a] 

a router module comprising a host interface and a node interface, wherein 

the router module is communicatively coupled to the host compute system 

via the host interface; and 

[1b] 
multiple parallel first tier compute nodes coupled to one or more additional 

compute nodes in series, each compute node comprising: 

[1c] 

a communications link, wherein each first tier compute node is 

communicatively coupled to the node interface at the router module via the 

communications link, at different successive tiers, each compute node in a 

series being communicatively coupled, via its communications link to one 

or more additional compute nodes connected at different successive tiers; 

[1d] a data store comprising records associated with a data processing operation; 

[1e] 
a programmable logic component to execute the data processing operation 

in cooperation with the data store; 

[1f]  

a node memory comprising data and instructions to support operation of the 

programmable logic component in connection with the data processing 

operation and to facilitate data communications via the communications 

link; 

[1g] 
a data mover component to facilitate data communications between the 

programmable logic component and the node memory; and 

[1h] 
a storage interface component to facilitate data communications between 

the programmable logic component and the data store; 

[1i]  

wherein the storage interface component utilizes a plurality of 

communications channels to transfer data between the programmable logic 

component and the data store. 
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Claim 2 

[2] 
The data processing system of claim 1 wherein the communications link 

employs a serial communications protocol. 

Claim 3 

[3] 
The data processing system of claim 1 wherein the data store comprises an 

Electronically Erasable Programmable Read Only Memory device. 

Claim 4 

[4] 
The data processing system of claim 3 wherein the storage interface 

component employs [an] Open NAND Flash Interface protocol. 

Claim 5 

[5] 
The data processing system of claim 1 wherein the programmable logic 

component comprises a field programmable gate array. 

Claim 6 

[6] 
The data processing system of claim 1 further comprising a processor to 

manage operation of the data mover component. 

Claim 7 

[7] 
The data processing system of claim 6 wherein the data mover component 

comprises a device controller. 

Claim 8 

[8] 
The data processing system of claim 1 wherein the host compute system 

executes instructions to influence operation of the compute node. 

Claim 9 

[9] 

The data processing system of claim 1 wherein the router module and the 

compute node are integrated into an interface card communicatively 

coupled to the host compute system. 
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I, Donald Alpert, PhD, declare as follows: 

I. INTRODUCTION 

1. I have been retained as a technical expert by counsel on behalf of 

Advanced Micro Devices, Inc. (ñAMDò/ñPetitionerò).  I understand that AMD is 

requesting that the Patent Trial and Appeal Board institute an inter partes review 

(ñIPRò) proceeding with respect to U.S. Patent No. 11,886,750 (ñthe ô750 patentò) 

(AMD1001). 

2. I have been asked to provide my independent analysis of the ô750 patent 

in light of certain prior art publications, and I have done so based on my personal 

knowledge and experience. 

3. I am not, and never have been, an employee of AMD.  I received no 

compensation for this Declaration beyond my normal hourly compensation based on 

my time actually spent analyzing the ô750 patent, the prior art publications cited 

below, and various issues related thereto.  I will not receive any added compensation 

based on the outcome of any IPR or other proceeding involving the ô750 patent. 

II.  QUALIFICATIONS 

4. In formulating my opinions, I have relied on my knowledge, training, 

and experience in the relevant field.  My education and experience are described 

more fully in the attached curriculum vitae (Appendix A).  For ease of reference, I 

have highlighted certain information below. 
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5. I am an independent consultant with Camelback Computer 

Architecture, LLC.  My residence and place of business is at 7 Farm Road, Los Altos 

CA, 94024.  I am over the age of eighteen, and I am a citizen of the United States. 

6. I have over 45 years of academic and industrial experience in applying, 

designing, studying, teaching, and writing about microprocessors and computer 

systems.  I received an Electrical Engineering Ph.D. degree in 1984 from Stanford 

University.  I earlier received an Electrical Engineering B.S. degree from MIT in 

1973 and an Electrical Engineering M.S. degree from Stanford University in 1978.  

I have taught classes in computer architecture at Stanford, Tel Aviv, and Arizona 

State Universities. 

7. From 1976 to 1977, I worked at Burroughs Corporation, where I 

designed peripheral interface controllers, including those for serial data 

communications based on Intel 8080 microprocessor components.  From 1980 to 

1989, I was the lead architect for the design of three high-performance 

microprocessors at Zilog and National Semiconductor.  Later, at Intel, I was the lead 

architect of the Pentium® Processor from 1989 to 1992 and of the 815 chipset from 

1999 to 2000, both of which became the most widely used PC components of their 

time.  The 815 chipset comprised two components: (1) a memory controller hub 

(MCH) that included a graphics controller and memory controller with interfaces to 

the CPU, 133 MHz SDRAM system memory modules, an optional, external graphics 
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controller and (2) an I/O controller hub (ICH) that included various I/O controllers 

(e.g., network, hard drive, USB) for system peripheral devices.  Additionally, I 

served as co-manager for the Itanium processor design from 1993-1997. 

8. I am a Senior Member of the Institute of Electrical and Electronics 

Engineers (IEEE), and served as the chair of the IEEE Technical Committee on 

Microprocessors and Microcomputers from 1999 to 2000.  I was the keynote speaker 

at the first Cool Chips conference, dedicated to the study of low-power 

microprocessors and systems.  I have given invited lectures at several universities, 

and published ten papers in various professional journals and conference 

proceedings.  My paper entitled ñArchitecture of the Pentium Processor,ò was 

selected as best paper in IEEE Micro for 1993.  I am a named inventor on over 30 

U.S. patents that pertain to microprocessors, computer systems, and related 

technology. 

9. I have reviewed the ô750 patent, and I am familiar with the patentôs 

subject matter, which is within the scope of my education and professional 

experience.  Based at least on my background in academia and industry, I am 

familiar with the issues and technology relating to processors, chipsets, memory, and 

peripheral devices for computer systems, including those for scalable, 

multiprocessor systems and those with dedicated processing accelerators.  I have 

personally analyzed, developed, and tested such computer components and systems. 
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10. A detailed list of my other professional activities, memberships, and 

speaking engagements is included in my CV. 

III.  LEGAL PRINCIPLES 

11. In forming my analysis and conclusions expressed in this Declaration, 

I have applied the legal principles described in the following paragraphs, which were 

provided to me by counsel for the Petitioner. 

A. Person of Ordinary Skill in the Art  

12. I understand that the factors considered in determining the ordinary 

level of skill in a field of art include: the level of education and experience of persons 

working in the field; the types of problems encountered in the field; the teachings of 

the prior art regarding solutions to such problems; and the sophistication of the 

technology at the time of the alleged invention.  I understand that a person of 

ordinary skill in the art (ñPOSITAò) is not a specific real individual, but rather is a 

hypothetical individual having the qualities reflected by the factors above and 

knowledge of all relevant prior art references, including the references I cite below.   

B. Obviousness 

13. I have been informed that a patent claim is invalid as ñobviousò in light 

of one or more prior art references if it would have been obvious to a POSITA at the 

time of the alleged invention, taking into account (1) the scope and content of the 

prior art, (2) the differences between the prior art and the claims, (3) the level of 



Attorney Docket No. 54788-0024IP1 

IPR of U.S. Patent No. 11,886,750 

 

5 

 

ordinary skill in the art, and (4) any so called ñsecondary considerationsò of non-

obviousness, which include: (i) ñlong-felt but unresolved needò for the claimed 

invention, (ii) commercial success attributable to the claimed invention, (iii) 

unexpected results of the claimed invention, and (iv) ñcopyingò of the claimed 

invention by others.   

14. While I do not know the exact date that the alleged invention of the 

ô750 patent was made, I do know that the ô750 patentôs earliest claimed priority date 

is February 6, 2019.  For purposes of my obviousness analysis, I have applied a date 

of February 6, 2019 as the date of the alleged invention (ñCritical Dateò), although 

in many cases the same analysis would hold true even if the date of the alleged 

invention were earlier or later.1 

15. I have been informed that a claim can be obvious in light of a single 

prior art reference or multiple prior art references.  To be obvious in light of a single 

prior art reference or multiple prior art references, there must be a reason that would 

have prompted a POSITA to modify or supplement the single prior art reference, or 

to combine two or more references, in a manner that provides the elements of the 

claimed invention.  This reason may come from a teaching, suggestion, or 

 
1 Note, however, that I do not concede that the ô750 patent is entitled to its earliest 

claimed priority date. 
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motivation to combine, or may come from the reference(s) themselves, the 

knowledge or ñcommon senseò of a POSITA, or from the nature of the problem to 

be solved, and this reason may be explicit or implicit from the prior art as a whole.  

I have been informed that, under the law, the combination of familiar elements 

according to known methods is likely to be obvious when it does no more than yield 

predictable results.  I also understand it is improper to rely on hindsight in making 

the obviousness determination. 

16. I understand that an obviousness determination also requires that a 

POSITA would have had a reasonable expectation of success.  This concept has been 

explained to me as relating to the relative likelihood or predictabilityðfrom the 

perspective of a POSITAðof successfully modifying the prior art in a manner that 

would meet the claimed limitations of the patent being challenged (here the ô750 

patent).  I understand that the expectation of success need only be ñreasonableò and, 

thus, does not require the absolute certainty gleaned from physically creating the 

proposed prior art modification. 

C. Claim Interpretation  

17. I understand that, for purposes of my analysis in this inter partes review 

proceeding, the terms appearing in the patent claims should be interpreted according 

to their ñordinary and customary meaning.ò  In determining the ordinary and 

customary meaning, I understand that the words of a claim are first given their plain 
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meaning that those words would have had to a person of ordinary skill in the art at 

the time of the alleged invention.  I also understand that the structure of the claims, 

the specification and file history may be used to better construe a claim.  Moreover, 

I understand that even treatises and dictionaries may be used, albeit under limited 

circumstances, to determine the meaning attributed by a person of ordinary skill in 

the art to a claim term. 

IV.  MATERIALS CONSIDERED 

18. My analysis in this Declaration is based on my knowledge and 

experience.  Based on my above-described qualifications in Section II , the Patent 

Trial and Appeal Board should consider me to be an expert in the field.  Also, based 

on my experiences, I understand and know of the capabilities of persons of ordinary 

skill in this field. 

19. As part of my independent analysis for this Declaration, I have 

considered the following: the ô750 patent (AMD1001) and its prosecution history 

(AMD1002); the background knowledge/technologies that were commonly known 

to persons of ordinary skill; my own knowledge and experience gained from my 

work in the field; my experience in teaching and advising others in this field; and 

my experience working with others involved in this field.  In addition, I have 

analyzed the following publications and materials: 

AMD1004 U.S. Publication No. 2019/0109793 (ñDalalò) 
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AMD1005  U.S. Publication No. 2019/0114538 (ñNgò) 

AMD1006  U.S. Publication No. 2019/0108145 (ñRaghavaò) 

AMD1008 U.S. Patent No. 9,043,526 (ñFrekingò) 

AMD1010 U.S. Publication No. US2016/0306668 (ñHeilò) 

AMD1011 
Jun et al. ñBlueDBM: An Appliance for Big Data Analyticsò ACM 

(June 13, 2015) (ñJunò) 

AMD1012 
Liu et al. ñBlueFlash : a reconfigurable flash controller for BlueDBMò 

Massachusetts Institute of Technology (2014) (ñLiuò) 

AMD1014 
Putnam et al.  ñA Reconfigurable Fabric for Accelerating Large-Scale 

Datacenter Servicesò Microsoft, (2014) 

AMD1015 

Vipin et al. ñFPGA Dynamic and Partial Reconfiguration: A Survey of 

Architectures, Methods, and Applicationsò ACM Comput. Surv. Vol. 

51, No. 4, Article 72 (July 2018) 

AMD1018 Verma et al. ñPCIe BUS: A State-of-the-Art-Reviewò (2017) 

AMD1020 U.S. Patent No. 11,169,727 (ñDoucetteò) 

AMD1021 U.S. Patent No. 10,802,995 (ñSinghò) 

AMD1022 
Park et al. ñPFFS: A Scalable Flash Memory File System for the 

Hybrid Architecture of Phase-change RAM and NAND Flashò (2008) 

AMD1023 
Prasad et al. ñDesign and Verification of Phy Interface for PCIe Gen 

3.0 and USB Gen 3.1 Using UVM Methodologyò (2017) 

AMD1024 U.S. Patent No. 11,055,252 (ñConstantinidesò) 

AMD1025 
ñAXI Central Direct Memory Access v4.1: LogiCORE IP Product 

Guideò (April 4, 2018) 

AMD1026 ñPCI Express Base Specification Revision 1.0ò (April 29, 2002) 

AMD1027 
IEEE ñIEEE Standard for In-System Configuration of Programmable 

Devicesò IEEE Std 1532Ê (2002) 

AMD1028 U.S. Patent No. 10,831,376 (ñJungò) 

AMD1029 
Jung et al. ñHIOS: A Host Interface I/O Scheduler for Solid State 

Disksò (2014) 

AMD1030 
IEEE ñThe Authoritative dictionary of IEEE Standards Terms, Seventh 

Editionò (2000) 

AMD1031 U.S. Patent No. 9,152,592 (ñGallesò) 

AMD1032 McCarthy et al. ñVisualizing the Five-dimensional Torus Network of 

the IBM Blue Gene/Qò (2014) 
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AMD1033 
ñSerial ATA: High Speed Serialized AT Attachmentò  Revision 1.0a 

(January 7, 2003) 

AMD1034 U.S. Patent No. 6,711,701 (ñRoohparvarò) 

AMD1035 U.S. Publication No. 2013/0318285 (ñPignatelliò) 

AMD1036 U.S. Patent No. 9,678,842 (ñZhangò) 

AMD1037 

Ousterhout et al. ñThe Case for RAMClouds: Scalable High-

Performance Storage Entirely in DRAMò SIGOPS Operating Systems 

Review, Vol. 43, No. 4, December 2009, pp. 92-105 

AMD1038 

Kang et al. ñPerformance Trade-Offs in Using NVRAM Write Buffer 

for Flash Memory-Based Storage Devicesò IEEE Transactions on 

Computers, Vol. 58, No. 6, June 2009, pp. 744-758. 

AMD1039 

Zazo et al. ñA PCIe DMA engine to support the virtualization of 40 

Gbps FPGA-accelerated network appliancesò 2015 International 

Conference on ReConFigurable Computing and FPGAs (ReConFig) 

(2015) 

AMD1043 U.S. Publication No. 2020/0233588 (ñLiò) 

AMD1044 Voluntary Search Disclosure Declaration of Kenneth Darby 

AMD1046 U.S. Patent No. 8,527,949 (ñPleisò) 

AMD1047 
Toulson et al. ñFast and Effective Embedded Systems Design: 

Applying the ARM mbed. 2nd ed.ò Newnes (2017) 

 

20. Note that my citations to non-patent literature throughout this 

Declaration reference the absolute page number added to the exhibit (as opposed to 

the original pagination of the document).  For patent literature, Iôve used the 

column/line numbers or paragraph numbers.  Note also that, unless Iôve indicated 

otherwise, all emphasis in any quoted text are ones I have added.  

21. Although I cite and quote to selected portions of various references in 

this Declaration, the reader should understand that these citations are representative 

examples.  A POSITA would have viewed each reference in its entirety and in 

https://ieeexplore.ieee.org/xpl/conhome/7390332/proceeding
https://ieeexplore.ieee.org/xpl/conhome/7390332/proceeding
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combination with other references.  Accordingly, I intend the references identified 

in this Declaration to be viewed as incorporated in their entireties. 

V. THE ô750 PATENT 

A. Pertinent Disclosure 

22. The ô750 patent describes a ñdata processing systemò that includes 

multiple nodes performing operations.  AMD1001, Title, 7:4ï22, FIG. 1.  A first tier 

compute node executes its operation for an algorithm and passes the result of the 

operation to the node at the successive tier.  AMD1001, 43:46ï44:46, FIGS. 1, 4, 

22.  The nodes execute respective operations on input data received from the 

preceding compute node and pass the respective results to the subsequent compute 

node.  Id.  The architecture can include four ñparallel lanesò each with multiple 

compute nodes ñconnected in series (i.e., at different successive tiers).ò  AMD1001, 

9:61ï10:3 , FIGS. 1, 22.       
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AMD1001, FIG. 1. 

23. Every compute node (e.g., compute node 140n shown in Figure 4 

below) described by the ô750 patent includes a programmable logic component, data 

store, storage interface component, data mover component, node memory, and 

communications link, among other components.  AMD1001, 9:54ï10:58, 54:21ï57; 

FIGS. 1, 4. These components are depicted below in FIG. 4 of the  ô750 patent. 
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AMD1001, FIG. 4. 

24. A compute node executes its operation for an algorithm and passes the 

result of the operation to the next node.  AMD1001, 43:46ï44:46, FIG. 22.  Each of 

the additional nodes in the series execute respective operations on input data 

received from the preceding compute node and pass the respective results to the 

subsequent compute node.  AMD1001, 43:46ï44:46, FIG. 22. 

B. Prosecution History  

25. The Examiner allowed the claims without a prior art rejection and did 

not consider any of the art applied in this Petition.  AMD1002, 333ï338, 352ï356.  

As I will discuss below, the application never should have been allowed. 

C. Interpretation of the ô750 Patent Claims at Issue 

26. It is apparent that the Challenged Claims are obvious under any 

reasonable interpretation advanced pursuant to the Phillips standard.  There is not a 
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need to  resolve any express constructions to show that my analysis of Grounds 1A-

2B demonstrates that the claims are obvious over the applied references. I have been 

asked to consider one interpretation of the claim term ñprogrammable logic 

componentò as a ñlogic component programmable by reconfiguring its internal 

hardware connections, such as an FPGA.ò  This interpretation is supported by the 

intrinsic record and consistent with the ordinary meaning.  See, e.g., AMD1001, 

15:3ï13, 39:5ï9, 19:55ï62. 

VI.  PERSON OF ORDINARY SKILL IN THE ART 

A. A POSITAôs Ordinary Level of Skill 

27. Based on my knowledge and experience in the field and my review of 

the ô750 patent and its file history, I believe that a POSITA would have included a 

bachelorôs degree in Computer Engineering, Electrical Engineering, Computer 

Science, or a comparable field and at least two years of experience related to 

computer architecture.  Additional experience could substitute for a formal degree 

or formal training (and vice versa). 

28. My analysis and conclusions expressed in this Declaration are based on 

the perspective of a POSITA having this level of knowledge and skill.  My 

education, technical expertise and personal knowledge discussed in Section II shows 

that I meet the qualifications of a POSITA. 
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VII.  OVERVIEW OF CONCLUSIONS FORMED 

29. This Declaration explains the conclusions that I have formed based on 

my independent analysis.  To summarize those conclusions:  

¶ Based upon my knowledge and experience, and my review of the materials 

listed above, I believe that Claims 1, 2, and 5ï9 of the ô750 patent are obvious 

in view of Dalal (AMD1004) and Ng (AMD1005).  See Ground 1A at §VIII. 

¶ Based upon my knowledge and experience, and my review of the materials 

listed above, I believe that Claims 3 and 4 of the ô750 patent are obvious in 

view of Dalal (AMD1004), Ng (AMD1005), and Raghava (AMD1006).  See 

Ground 1B at §IX. 

¶ Based upon my knowledge and experience, and my review of the materials 

listed above, I believe that Claims 1ï3 and 5ï8 of the ô750 patent are obvious 

in view of Heil (AMD1010) and Jun (AMD1011).  See Ground 2A at §X. 

¶ Based upon my knowledge and experience, and my review of the materials 

listed above, I believe that Claims 4 and 9 of the ô750 patent are obvious in 

view of Heil (AMD1010), Jun (AMD1011), and Raghava (AMD1006).  See 

Ground 2B at §XI. 
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VIII.  GROUND 1A: DALAL AND NG 

A. Dalal (AMD 1004) 

30. According to Dalal, servers can be connected to one another in a 

distributed computing environment.  AMD1004, [0026] (ñcomputing elements can 

be included in a network architecture to provide a heterogenous computing 

environmentéthe computing elements can beéincluded in server systemsò), see 

also, [0027]ï[0048], FIGS. 1ï2C.  For example, Dalalôs servers can include 

ñhardware accelerator modulesò that are similar to the ô750 patentôs compute nodes, 

especially because each module includes ñcomputing elementsò that process data.  

AMD1004, [0026] (ñthe computing elements can be formed on hardware accelerator 

(hwa) modulesò), see also, [0027], [0032]ï[0036], [0038]ï[0048].  The hardware 

accelerator modules receive packet data, process this data, and output the processed 

data using the computing elements.  AMD1004, [0032]ï[0036], [0040], [0042]ï

[0044], FIGS. 1, 2Bï2C.  In each of Dalalôs servers, there are ñserver switchesò 

coupled to the hardware accelerator modules and a ñhost processorò so that the host 

processor is communicatively coupled to the hardware accelerator modules.  

AMD1004, [0032], FIG. 1.   
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AMD1004, FIG. 1 (annotated). 

 

31. Dalalôs ñFIG. 2A to 2C show various systems, whichécan be 

particular versions of system 100 of FIG. 1,ò meaning that each of the examples in 

FIGS. 2A to 2C represents a particular example of system 100. AMD1004, [0039]. 

Specifically, it is clear that the ñmultiple hwa modules 210-00 to -0nò of Figure 2B 

are particular examples of the ñone or more hwa modules 110-00 to -mn.ò 

AMD1004, [0032], [0042], FIGS. 1, 2B.  The below drawing is a combined figure 
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that integrates the system of Figure 1 with the ñparticular versionò of Figure 2B, and 

this is consistent with Dalalôs disclosure.  In the combined figure, the hardware 

accelerator modules 210 in box 202-A from FIG. 2B replace the hardware 

accelerator modules 110. The combined figure resulting from this substitution 

depicts an embodiment that is expressly disclosed by Dalal, because FIG. 2B simply 

illustrates a more detailed view of one ñparticular versionò of FIG. 1ôs system, 

namely a more detailed view of how the hardware accelerator modules are arranged.  

In FIG. 1, ñhwa module 110-00ò and ñhwa module 110-0nò are joined with a dotted 

line.  FIG. 2B includes solid lines indicating exactly how modules are connected to 

each other within a server.    

32. Within one of Dalalôs servers, the hardware accelerator modules 

process data sequentially, one after the other, and this processing is achieved in part 

because the hardware accelerator modules are serially coupled to one another.  

AMD1004, [0042], [0045]ï[0047], FIGS. 2Bï2C.  These serially coupled modules 

are depicted below in Dalalôs FIG. 2B.   AMD1004, [0042], [0045]ï[0047], FIGS. 

2Bï2C.  Dalal refers to sequential processing by serially coupled hardware 

accelerator modules as ñpipelined processing.ò  AMD1004, [0035], [0036], [0042], 

[0045], [0047].  To communicate with other devices (e.g., other modules, server 

switches, and the host processor), a hardware accelerator module includes a 



Attorney Docket No. 54788-0024IP1 

IPR of U.S. Patent No. 11,886,750 

 

18 

 

ñswitching circuitò that can connect the module to a bus.  AMD1004, [0040], [0041], 

[0044], [0048], FIGS. 2Aï2C.  

 

AMD1004, FIGS. 1, 2B (annotated). 

 

33. The ñcomputing elementsò located in Dalalôs hardware accelerator 

modules each include several components used for processing data such as 

processing circuits (e.g., programmable logic), a first memory, and a second 

memory.  AMD1004, [0075]ï[0088], FIG. 7.  Programs stored by the first memory 

can include ñmachine learning applicationsò that govern data processing across 

ñmultiple computing elementsò in the hardware accelerator modules.  AMD1004, 

[0078].  The second memory includes ñpredetermined memory spacesò that store 

data used by the processing circuits to run the program.  AMD1004, [0076], [0078], 

[0080].  
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AMD1004, FIGS. 2B, 7 (annotated). 

 

B. Ng (AMD 1005) 

34. Ng is similar to Dalal in many respects.  For example, Ng describes a 

ñhardware acceleratorò having programmable logic and memory that executes a data 

processing operation.  AMD1005, [0025]ï[0027], [0029]ï[0033].  Ng also describes 

a ñhost computer systemò that communicates with the hardware accelerator to 

perform complex data processing operations.  AMD1005, [0025]ï[0042], FIGS. 1ï

4.  The hardware accelerator includes a programmable integrated circuit (IC) such 

as a field programmable gate array (FPGA) that can communicate with memory and 

a host computer system.  AMD1005, [0032], [0034], [0035]ï[0039], FIGS. 2ï4.  The 

hardware accelerator processes data received from the host computer system and 

outputs the processed data to the host computer system.  AMD1005, [0032], [0034], 

[0035]ï[0039], FIGS. 2ï4. 
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AMD1005, FIG. 2 (annotated). 

 

35. The hardware accelerator can perform complex data processing 

operations to execute multiple layers of a neural network sequentially, the output 

from one neural network layer serving as the input to the next neural network layer.  

AMD1005, [0007], [0008], [0021]ï[0030], [0033], [0034], [0036]ï[0039], [0042], 

[0044]ï[0046], FIGS. 1ï4.  This is similar to the system of Dalal, which can perform 

machine learning operations using hardware accelerator modules.  Supra, §VIII.A. 

One example of a machine learning operation is when the hardware accelerator 

performs convolution and matrix multiplication for each layer of the neural network 
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using custom sets of input data.  AMD1005, [0021]ï[0024], [0039]ï[0041] [0044].  

To perform these operations, the hardware accelerator includes a ñprogrammable 

integrated circuit (IC)ò having (1) a ñstatic regionò having ñsupport circuits that 

transport data between memory and programmable logic, and (2) a ñprogrammable 

regionò including a ñneural network acceleratorò that processes the data.  AMD1005, 

[0034], [0035], FIG. 3. 

 

AMD1005, FIGS. 2, 3 (annotated). 

C. The Dalal-Ng Combination 

36. The Dalal and Ng references are analogous art to the ô750 patent, for at 

least the reasons I have provided below.  For example, the ô750 patent is directed to 

ña system and method employing a distributed hardware architectureéin 

cooperation with an attendant data structureò that ñfacilitates high throughput data 

processing and analytics solutionsò such as ñmachine learning and artificial 
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intelligence.ò  AMD1001, Abstract, 1:35ï53, 2:1ï14, 47:46ï48:7, 49:4ï22.  In the 

same field of endeavor as the ô750 patent, Dalal describes a ñnetwork architectureò 

including ñhardware accelerator (hwa) modulesò that are arranged to perform 

complex operations from a ñmachine learning library, such as TensorFlow.ò   

AMD1004, [0026], see also, [0032], [0042], [0078].  Dalalôs hardware accelerator 

modules are therefore arranged to perform complex operations such as ñmachine 

learning,ò which is similar to the system of the ô750 patent which performs machine 

learning operations using a similar architecture (e.g., TensorFlow).  AMD1004, 

[0032]ï[0036], [0040]ï[0050], [0078], FIGS. 1, 2Bï2C; supra, §VIII.A.  In addition 

to Dalal, Ng is within the same field of endeavor as the ô750 patent and describes 

solutions relevant to one or more problems addressed by the ô750 patent because Ng 

describes how a host computer system can provide tailored instructions to a single 

hardware accelerator for executing every layer of a neural network.  AMD1005, 

[0021]ï[0022], [0024], [0039]ï[0042], [0044]ï[0046], FIGS. 2ï4.  

37. Executing a machine learning network layer-by-layer with a hardware 

accelerator is generally known in the art, as I describe below with respect to Dalal 

and Ng, and this is exactly the kind of operation that the ô750 patent describes as 

being optimal for a series of compute nodes.  AMD1001, 47:46ï48:7 (ñ[o]ne 

example of a Level 2 algorithm as contemplated herein is a common inference 

algorithm for a neural network executing under TensorFlowÊò), 49:4ï22 
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(explaining that a ñtier 1ò compute node can ñexecute required or desired 

computations for the first layer in the neural networkò and ñtransmit computational 

results or output data to the [next] compute nodeò which ñmay begin processing 

operations at the next layer in the neural networkò).  A POSITA would have been 

motivated to modify Dalal by incorporating aspects of ñhost computer system,ò a 

programmable ñneural network accelerator,ò ñmemory interfaces,ò and a memory 

storing records such as matrices and work requests. AMD1005, [0025]ï[0051].  

Dalalôs host processors are implemented with the host computer system of Ng in the 

Combination, and each one of Dalalôs hardware accelerator modules are 

implemented with Ngôs hardware accelerator in the Combination.  Making these 

implementations preserves Dalalôs pipelined architecture and supplements Dalalôs 

servers with aspects of the host-accelerator cooperation described in Ng.  
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Illustration of a Portion of the Dalal-Ng Combination. 

38. The following reasons, taken separately or collectively, support the 

Dalal-Ng Combination. 

39. First, a POSITA would have implemented Dalalôs host processor with 

Ngôs teaching of a host computer system that actively coordinates with a hardware 

accelerator to effectively manage complex machine learning operations.  For 

example, Dalalôs hardware accelerators use ñpipelined processingò to sequentially 

process packet data.  AMD1004, [0035], [0036], [0042].  Ng describes an effective 

division of labor between the host and hardware accelerator, whereby the accelerator 

performs the computations necessary for implementing each layer of a neural 

network using a hardware accelerator and the host ñneed only provide the control 

parameters to the neural network accelerator.ò  AMD1005, [0007], [0023].  Dalal 

acknowledges that ñprocessing circuitsò of the hardware accelerator modules 

ñconsume less power than a host processor,ò and Ng recognizes that concentrating 

ñas much processing as possible in the neural network acceleratorò will ñimprove 

system performanceò by reducing an amount of host-accelerator communication.  

AMD1004, [0063], [0077]; AMD1005, [0023].   

40. Second, a POSITA would have understood that implementing Dalalôs 

system with Ngôs design tools such as a user interface for programming the hardware 

accelerators would have beneficially allowed a developer to customize Dalalôs 
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pipelined processing to achieve specialized goals.  AMD1005, [0027].  For example, 

Dalal and Ng both describe using TensorFlow to cause a hardware accelerator to 

execute machine learning tasks.  AMD1004, [0078]; AMD1005, [0028], [0043].  

Hardware accelerators are programmable to perform custom operations more 

efficiently than a general processor (e.g., a CPU or GPU) performs these tasks 

because hardware accelerators include programmable logic that can be configured 

and reconfigured to perform custom tasks.  AMD1005, [0006] (ñan FPGA circuit 

can process data faster than a GPU and consume less power in the processò).  

Implementing Dalalôs server with design tools, as described by Ng, would have 

allowed a developer to tailor hardware accelerators to a specific operation, which is 

more efficient and consumes less power than a general processor.  AMD1004, 

[0063], [0077].  

41. Third, configuring programmable logic of Dalalôs hardware accelerator 

modules to perform computations such as ñmatrix multiplicationò and ñconvolutionò 

as described by Ng would have beneficially provided an effective way to execute 

machine learning operations using these modules.  AMD1005, [0021], [0039], 

[0041], [0042].  A POSITA would have understood that matrix multiplication and 

convolution are common operations in machine learning tasks such as executing a 

deep neural network (e.g., a convolutional neural network (CNN)).  Configuring 

Dalalôs hardware accelerator modules to perform convolution and matrix 
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multiplication would have positioned these modules to efficiently process data to 

execute a neural network.  At the time of the ô750 patent, there was a strong 

motivation to optimize hardware accelerators for performing complex operations 

such as machine learning because machine learning is a specialized task that can be 

more efficiently handled by a hardware accelerator as compared with a CPU or a 

GPU.   

42. Fourth, memory interface circuits manage communication between 

programmable logic and memory.  Implementing Dalalôs hardware accelerator 

modules with a memory interface circuit that operates according to a protocol of a 

coupled memory, as taught by Ng, would have beneficially allowed the modules to 

ensure that outgoing data is arranged to be received by the memory and received 

data is identified and processed quickly.   

43. Fifth, it would have been obvious for a POSITA to implement Dalalôs 

hardware accelerators with a cooperative host, as described by Ng, because doing so 

represents one of a finite number of predictable solutions for governing a data 

processing operation performed by accelerators.  A POSITA would have 

appreciated, for example, that ñprogrammableò logic would have been programmed 

by a developer, and it would have been predictable to do so via a host computer 

system.  A POSITA would have understood that because hardware accelerators are 

often used in combination with other processors and computing elements under 
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direction from a host, it would have made sense to implement Dalalôs hardware 

accelerators with a host that permits a developer to configure the modules to perform 

a custom task. 

44. As I explain below in my analysis of the Dalal-Ng combination, 

implementing Dalalôs hardware accelerator modules with  a cooperative host and 

interfaces for communicating with memory merely incorporates well known features 

that yield predictable results.  It is apparent that supplementing Dalalôs hardware 

accelerator modules in this way would not have disturbed the other aspects of Dalalôs 

processing system, and in fact would have enhanced the systemôs ability to handle 

multi-step operations in a systematic manner. 

45. Dalalôs hardware accelerator modules process data sequentially just as 

Ngôs hardware accelerator executes each layer of a neural network in order, which 

means that combining the teachings of Dalal and Ng would have been obvious and 

a POSITA would have reasonably expected success. AMD1004, [0042]ï[0047]; 

AMD1005, [0047].  A POSITA would have reasonably expected that using a 

pipeline of hardware accelerator modules to execute the same multilayer neural 

network described by Ng would have resulted in success because both approaches 

involve using the results of one layer as  inputs to the next layer. 



Attorney Docket No. 54788-0024IP1 

IPR of U.S. Patent No. 11,886,750 

 

28 

 

D. Claim Element Analysis 

1. Claim 1 

(i) Element [1pre]: A data processing system operative in 

cooperation with a host compute system, the data processing 

system comprising: 

46. The Dalal-Ng Combination renders obvious Element [1pre], even if the 

preamble is limiting.  Dalalôs system includes ña number of serversò connected to 

each other via a ñswitching layer.ò  AMD1004, [0031] (ñ[a] system 100 can include 

a number of serverséwhich can be networked together by one or more switching 

layersò), see also, [0032], [0034]ï[0036], [0040], [0042], [0046], [0047], FIGS. 1ï

2C.  Dalal explains that every server includes ñone or more host processorsò that 

represent a host compute system.  AMD1004, [0032], see also, [0031]ï[0038], 

[0040]ï[0042], [0046]ï[0047], [0063], [0069]ï[0070], [0073], [0077] [0099], 

[0101]ï[0103], [0123]ï[0125], [0170]ï[0172], FIGS. 1ï2C, 5ï6, 12, 18, cl.1.  For 

example, the ñhost processorsò can process data by performing computations, 

meaning that host processors represent a host compute system.  Id. As shown below, 

each server includes server switches 106 coupled to the host processor 108 and 

hardware accelerator modules 210 via buses 212, as depicted below in Dalalôs 

Combination Figure. AMD1004, [0031]ï[0038], FIG. 1. 
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AMD1004, FIGS. 1, 2B Combination Figure (annotated)2. 

47. Dalalôs hardware accelerator modules ñexecute operations on received 

data,ò indicating that these components are part of a data processing system because 

executing operations on data amounts to processing data.  AMD1004, [0033], see 

also, [0035] (ñserversécan receive packet data to be processedò), [0036] (ñwithin 

hwa moduleépacket data can be processedò), FIG. 1.  Dalal explains that the server 

switches ñforward packet dataò to the hardware accelerator modules for processing, 

 
2 As I described in §VIII .A, Dalal explains that FIG. 2B embodies a version of FIG. 

1.  AMD1004, [0039].  FIGS. 1 and 2B therefore would have been combined in the 

manner illustrated here consistent with Dalalôs teachings.   
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making it clear that the hardware accelerator modules are part of Dalalôs data 

processing system.  AMD1004, [0035], FIG. 1.  It is clear that Dalalôs data 

processing system is operative in cooperation with Dalalôs host compute system 

because the host processor is connected to the server switches via the bus  

AMD1004, [0032], see also, [0036] (ñ[p]acket data can be sent to an hwa module 

(110-00 to -nm) over bus 112-1ò), FIG. 1. 

48. Moreover, in the Dalal-Ng combination, Ng describes a host computer 

system (host compute system).  AMD1005, [0042] (ñan exemplary neural network 

processing systeméincludes a host computer systemò), see also, [0029], [0043], 

[0047], [0049], FIGS. 2, 4.  This host computer system includes a processing system 

210, system memory 216, and storage 218, which are incorporated with Dalalôs host 

processor 108 in the Dalal-Ng Combination.  AMD1005, [0029]ï[0034], [0036], 

[0043], [0047], [0049], FIGS. 2, 4; supra, §VIII.C.  The host compute system  is 

operative in cooperation with a data processing system because the ñhost instructs 

the neural network acceleratorò of the hardware accelerator ñto perform operations 

of the first layer,ò and the next layer, as depicted below in FIGS. 2, 4 of Ng.  

AMD1005, [0024] (ñthe host copies an input data matrix from host memory toéa 

neural network acceleratorò), [0030] (describing ñsupport circuitsò that ñmanage 

data flowò between elements of the host computer system and the hardware 
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accelerator), [0031]ï[0032], [0040]ï[0053], FIGS. 2ï5; AMD1004, [0032]ï[0038], 

FIG. 1; supra, §VIII.C.   

 

AMD1005, FIGS. 2, 4 (annotated). 

49. The ô750 patent explains that the host compute system can ñinitiate, 

instantiate, or otherwise request data processing operations to be executedò by the 

data processing system, which is exactly the kind of cooperation that Ng describes 

between its  ñhost computer systemò and hardware accelerator.  AMD1001, 8:28ï

57.  Implementing Dalalôs servers with Ngôs host computer system that is operative 

in cooperation with a data processing system would have allowed the host to govern 

a complex operation and delegate specialized operations to programmable logic. 

(ii)  Element [1a]: a router module comprising a host interface and a 

node interface, wherein the router module is communicatively 

coupled to the host compute system via the host interface; and 

50. The Dalal-Ng Combination renders obvious Element [1a].  The ñserver 

switchesò (router module) of Dalalôs data processing system perform routing 

operations such as ñforward[ing] packet dataò to a hardware accelerator module 
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ñbased on information in the packet.ò AMD1004, [0035], see also, [0032] (ñ[s]erver 

switches 106 can include one or more network switches that enable packet data to 

be switched betweenéhost processor 108, and hwa modules 110-00 to -nmò), 

[0036], [0123], [0170], FIGS. 1, 12, 18.  Dalalôs server switches are similar to the 

ñrouter moduleò of the ô750 patent, which ñmay be operable to transmit data 

packetséin cooperation with routing informationéand other short term data.ò 

AMD1001, 9:4ï36.  Also supporting my opinion that Dalalôs server switches 

represent the claimed router module is the fact that Dalal describes the server 

switches as configured to route packet data to several different destinations 

including ñhost processorsò and any of the ñhwa modules 110-00 to -nm.ò 

AMD1004, [0032], [0123], [0170].  

51. As I described above, Dalalôs FIG. 2B is a ñparticular versionò of the 

ñsysteméof FIG. 1,ò and the hwa modules 210 of FIG. 2B are therefore a particular 

version of the hwa modules 110 of FIG. 1.  AMD1004, [0039]; supra, §VIII.C.  The 

server switches (router module) of Dalal can be connected and therefore 

communicatively coupled to the host processor (host compute system) via a 

peripheral component interconnect express (PCIe) bus as demonstrated by the 

combined figure below.  AMD1004, [0032] (ñ[s]erver switchesécan be connected 

to host processor 108 and hwa modules (110-00 to -mn) by one or more buses 112-

0/1ò which ñcan be any suitable busò such as ñPCIeò), see also, [0099], [0123], 
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[0170], FIGS. 1, 12, 18. My opinion that Dalalôs router module is communicatively 

coupled to the host compute system is supported by the fact that the  server switches 

include ñone or more network switches that enable packet data to be switched 

betweenò the ñhost processorò and hardware accelerator modules via the server 

switches. AMD1004, [0032], see also, [0033]ï[0035], [0096], [0123], [0170]; 

supra, Element [1pre].  FIGS. 1 and 2B of Dalal clearly depict the host processor 

(host compute system) as being communicatively coupled to the server switches 

(router module).  AMD1004, FIGS. 1, 2B. 

52. A POSITA would have understood that a ñhost interfaceò would have 

been used to connect the server switches to the host processor, and a ñnode 

interfaceò would have been used to connect the server switches to the various 

compute nodes.  AMD1030, 3 (indicating that an ñinterfaceò is ñ[a] shared electrical 

boundary between parts of a computer systemò).  This is consistent with Dalalôs 

method of using interfaces to connect various elements in its system, which Dalal 

does in many different contexts.  AMD1004, [0040] (ñswitching circuit 220 can 

include aéwiredénetwork interfaceò), [0060] (ñnetwork interfacesépart of a hwa 

moduleò), [0069] (ñ[n]etwork interfaceé[is] connected to a host processoréand 

hwa moduleéby one or more buses,ò), [0094] (ñinter-module connectionséinclude 

network interface devicesò), [0096]ï[0097] (ñphysical interfaceò), [0099] 

(ñnetwork I/Fò that includes PCIe), [0100].   
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AMD1004, FIGS. 1, 2B Combination Figure (annotated). 

53. Dalalôs server switches (router module) include hardware, such as a 

bus connection or bus interface (host interface) that couples to the PCIe bus and is 

compatible with the PCIe protocol.  AMD1004, [0032], see also, [0033]ï[0036], 

FIG. 1.  This is apparent in part because Dalal expressly discloses that ñ[s]erver 

switchesécan be connected to host processoréand hwa moduleséby one or more 

busesò, indicating that a bus connection or bus interface exists in the router module 

as an interface between the server switches and the bus that connects to the host 

processor (host compute system).  AMD1004, [0032], see also, [0123], [0170].  As 

depicted above in the combined figure, the  router module is connected to at least 

four different components (e.g., the switch layer, the host processor, and at least two 
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hardware accelerator modules), which means that the router module includes 

hardware for connecting to each of these components.  AMD1004, FIGS. 1, 2B.  

This allows the server switches to receive packet data and direct packet data to the 

correct destination.  

54. Multiple references confirm that it was well known by the date of the 

ô750 patent for a router to include a host interface for connecting to a host.  

AMD1029, p.1 (describing a ñhost interfaceò as including ñlogicò for connecting to 

other components); AMD1030, 574 (defining ñinterfaceò as ñ[a] shared electrical 

boundary between parts of a computer systemò); AMD1031, 5:53-6:4 (describing a 

ñhost PCIe interfaceò as connecting to a PCIe bus). The ô750 patent describes a 

similar router having a host interface that can be ñoperative in accordance 

withéPCIeéhardware and associated communications protocols.ò AMD1001, 

9:38ï53, see also, 11:8ï21 (explaining that the host interface can be ña PCIe 

interfaceò).   

55. Including an interface such as a ñportò on a switch for connecting to a 

PCIe link  was well known by the time of the ô750 patent, and this supports my 

opinion that it would have been obvious for a POSITA to implement Dalalôs server 

switches with a host interface.  AMD1026, 33 (depicting switch having ñupstreamò 

and ñdownstreamò ports that are each connected to a ñPCI Express Linkò); 
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AMD1036, 7:19-23 (describing a ñPCIE switch deviceò that includes a ñPCIE 

porté to connect to the HOST or the PCIE Endpointò).   

56. A POSITA would have understood that Dalalôs server switches (router 

module) would also have included hardware interfaces (e.g., a bus connection or bus 

interface) (node interface) to be connected to one or more hardware accelerator 

modules via the PCIe bus.  AMD1004, [0032], see also, [0035], [0036], [0123], 

[0170].  As I explained above with respect to the host interface, a POSITA would 

have found it obvious to implement the server switches with such a node interface 

based on Dalalôs disclosure of interfaces that connect to the host compute system.  

The fact that switches were well known to include PCIe interfaces (e.g., ports) by 

the time of the ô750 patent also supports my opinion here.  AMD1036, 7:19-23.  The 

ô750 patent also acknowledges that including a node interface on a router module 

is ñgenerally known in the art,ò which is consistent with my knowledge of interfaces 

by the time of the ô750 patent.  AMD1001, 42:4ï30. 

(iii)  Element [1b]: multiple parallel first tier compute nodes coupled 

to one or more additional compute nodes in series, each compute 

node comprising: 

57. The Dalal-Ng Combination renders obvious Element [1b].  The 

hardware accelerator modules (compute nodes) of Dalal ñexecute operations on 

received data.ò  AMD1004, [0033], see also, [0026]ï[0028], [0032]ï[0037], 

[0040]ï[0046], [0089]ï[0092], [0096]ï[0098], [0123]ï[0125], [0170]ï[0172], 
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FIGS. 1, 2B, 8, 12, 18.  For example, every hardware accelerator module includes 

ñcomputing elementsò that ñcan be included in one or more integrated circuits (ICs)ò 

which therefore represents a compute node at least because it performs computation 

operations on received data.  AMD1004, [0033], see also, [0026], [0033]ï[0037], 

[0075], [0089], FIG. 1.  Dalal also explains that within the same server, a plurality 

of hardware acceleration modules can be interconnected to perform ñpipelined 

processingò that involves ñprocessing by hwa modules in series and/or in parallel.ò  

AMD1004, [0042], [0047], see also [0035], [0036], [0046], [0049], FIGS. 1, 2Bï

2C.  This provides further support for my opinion that each hardware accelerator 

module is a compute node that performs processing operations.  

58. The server ñ200-Bò in Dalal includes a first hardware accelerator 

module ñ210-00ò (first tier compute node) that initially receives ñpacket dataò 

before any other hardware accelerator module in the server 200-B. AMD1004, 

[0042], see also [0045]ï[0047] FIG. 2B.  The fact that (1) hwa module 210-00 

receives this packet data before any other hwa module and (2) first hwa module 210-

00 is able to process the packet data before any other hwa module supports my 

position that hwa module 210-00 represents a first tier compute node.  Id. Indeed, 

Dalal explains that after the packet data is processed by hwa module 210-00, the 

packet data is ñforwarded to a next hwa module 210-01,ò where it can be further 

processed by elements in the next hwa module,ò and this next hwa module 210-01 
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represents an additional compute node that is coupled to the hwa module 210-00 

(first tier compute node).  Id.  Dalal explains that  ñ[s]uch processing can continue 

through multiple hwa modules (210-00 to -0n) of a same server,ò indicating that 

multiple additional compute nodes can be coupled to the hwa module 210-00 (first 

tier compute node).  Id.   

59. Dalal explains that the ñhwa module 210-00ò (first tier compute node) 

initially processes packet data and then passes the packet data to hwa modules 210-

01 to -n (one or more additional compute nodes) for further processing in sequence.  

AMD1004, [0042], [0045]ï[0047], [0050], FIG. 2B.  The hwa module 210-00 is 

therefore coupled to the hwa modules (210-01 to -0n) in series.  This is supported 

by the fact that Dalal expressly discloses that hardware accelerator modules process 

data ñin series.ò AMD1004, [0047], see also [0045], (ñprocessing pipeline that can 

be deepened by a serial flow through multiple hwa modulesò).  It is also clear that 

the hwa module 210-00 (first tier compute node) and the hwa modules 210-01 to -

n (one or more additional compute nodes)  are coupled in series at least because 

every hardware accelerator module is connected in series to adjacent hardware 

accelerator modules.  AMD1004, [0042], [0045], [0047], FIGS. 1, 2B.  For example,  

hardware accelerator module 210-00 is connected in series to hardware accelerator 

module 210-01, which is connected in series to a next hardware accelerator module 
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(not illustrated), and so on.  Id. This series connection continues until the final 

hardware accelerator module 210-0n.  Id. 

 

AMD1004, FIGS. 1, 2B Combination Figure (annotated). 

60. Dalal also explains that the hwa modules can be coupled in series to 

one another via a PCIe bus.  AMD1004, [0032], [0042], [0045], [0047], FIGS. 1, 

2Bï2C.  For example, Dalalôs hardware accelerator modules are connected to one 

another via an ñinter-module fabricò that includes a ñPCIeò bus, which a POSITA 

would have understood  is used to couple devices together in series.  AMD1004, 

[0032] (ñbuses 112-0/1 can beéPCIeò), [0036] (ñbus 112-1écan include an inter-

module fabric 114ò), [0043] (ñdifferent hwa modulesécan be in communication via 

data path 214ò), see also, [0042], [0045], [0047], FIGS. 1, 2Bï2C. This is evidenced 

by the fact that by the time of the ô750 patent, a POSITA would have understood 
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that a PCIe links provide direct connections between devices.  AMD1026, p.29 

(describing a ñPCI Express Linkò as a ñcommunications channel between two 

componentsò).  

61. Dalal explains that one server can have more than one ñprocessing 

pipelineò each having a first tier compute node and one or more additional compute 

nodes.  AMD1004, [0040]ï[0048], FIGS. 1, 2Aï2C.  According to Dalal, ñFIG. 

2B shows a system 200-B in which pipelined processing can be scaled up within a 

server by use of additional hwa modules.ò AMD1004, [0042].  Dalal expressly 

discloses that processing ñcan be deepened by a serial flow through multipleò 

hardware accelerator modules.  AMD1004, [0045].  Dalal also discloses that 

ñscaling up can occur in parallel, as well, by sending packet data toò hardware 

accelerator modules ñin parallel.ò AMD1004, [0045], see also [0047] (processing 

by hwa modules in series and/or in parallel), [0050] (ña pipeline need not include 

each computing element in an hwa moduleò), [0042], FIGS. 1, 2Bï2C. A POSITA 

would have understood that this disclosure of Dalal to describe an example where 

pipelined processing is scaled up ñby use of additional hwa modulesò in two distinct 

ways, namely (1) so that a server includes multiple parallel first tier compute nodes 

receiving packet data in parallel, and (2) that each of these first tier compute nodes 

are coupled to one or more additional compute nodes in series. Id. This architecture 

is depicted below in a modified version of FIGS. 1 and 2B, which illustrates multiple 
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parallel first tier compute nodes each having one or more additional compute 

nodes coupled in series.   

 

AMD1004, FIGS. 1, 2B Modified Combination Figure. 

(iv) Element [1c]: a communications link, wherein each first tier 

compute node is communicatively coupled to the node interface 

at the router module via the communications link, at different 

successive tiers, each compute node in a series being 

communicatively coupled, via its communications link to one or 

more additional compute nodes connected at different successive 

tiers; 

62. The Dalal-Ng Combination renders obvious [1c].  There is a switching 

circuit 220 (communications link) within each one of Dalalôs hardware accelerator 

modules (compute nodes) that receives and outputs data.  AMD1004, [0040] 

(ñ[w]ithin hwa module 210-00, a switching circuit 220 can forward data,ò 

ñswitching circuit 220 can include a switch circuit or virtual switch in conjunction 

with a wired or wireless network interfaceò), [0041] (ñ[d]ataécan be output via 
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switching circuit 220ò), [0044], [0048], FIGS. 2Aï2C.  It is clear that the switching 

circuit represents a communications link at least because Dalal explains that the 

ñswitching circuit can be any suitable structure for translating received packet dataò 

and ñdataécan be output via switching circuit 220.ò  Id.  This communications link 

includes the switching circuit and any buses, fabrics, links, and interfaces connected 

thereto (e.g., data path 214).  AMD1004, [0043]. 

63. The first hardware accelerator module 210-00 (first tier compute node) 

in each series of hardware accelerator modules is communicatively coupled to the 

node interface of the server switches (router module) via the switching circuit 

(communications link), and my opinion here is evidenced by the fact that Dalalôs 

FIG. 2B depicts the switching circuit of each hardware accelerator module as being 

coupled to the switching circuit of another hardware accelerator module.  

AMD1004, [0035] (ñ[s]erver switchécan forward packet data to an hwa moduleò), 

[0040] (ñ[p]acket data can be receivedò), [0042] (ñ[r]eceived packet data can 

beéforwarded to a next hwa module), [0043] (ñdifferent hwa modulesécan be in 

communication via data path 214ò), FIG. 2B; supra, Element [1b].   

64. In each series of compute nodes within a server, every hwa module 

(e.g., 210-01 through 210-0n) that follows the first hwa module 210-00 (first tier 

compute node) represents an additional compute node located at a different 

successive tier following the first tier.  AMD1004, [0032]ï[0036] [0042]ï[0047], 
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FIGS 1, 2B.  The first tier compute node, and every additional compute node 

located at a different successive tier following the first tier includes a switching 

circuit (communications link) that is communicatively coupled to at least one other 

hardware accelerator module (additional compute node) located at a different 

successive tier.  AMD1004, [0032]ï[0036] [0042]ï[0047], FIGS 1, 2B. 

 

AMD1004, FIGS. 1, 2B Modified Combination Figure (annotated). 

(v) Element [1d]: a data store comprising records associated with a 

data processing operation; 

65. The Dalal-Ng Combination renders obvious [1d].  Dalal explains that 

every hardware accelerator module includes one or more ñcomputing elementsò that 

collectively execute a data processing operation.  AMD1004, [0033] (ña number of 

computing elementséwhich can execute operations on received dataò), [0035] 

(ñsuch processing can be a pipelined processingò), [0037] (ña processor executing 

an operationò), see also, [0026]ï[0029], [0033], [0034], [0036], [0040], [0042], 
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[0046], [0075]ï[0087], FIG. 7, FIGS. 1ï2C, 7; supra, Element [1a].  Dalalôs Figure 

7 (reproduced below) depicts an example block diagram of a single 

computing/computation element 718 within a hardware acceleration module.  

AMD1004, [0075]; supra, §VIII.C.  More than one of the computing elements 

within a hardware accelerator module (respective compute node) can have the 

architecture depicted in Figure 7, and an example of this is depicted in Dalalôs Figure 

8 which depicts more than one computing element having similar architecture.  

EX1008, [0089]ï[0095], FIG. 8.  It is not required for an execution pipeline of a 

hardware accelerator module to include more than one computing element, as Dalal 

explains that ña pipeline can be configured to use as few as one computing element 

of a hwa module.ò EX1004, [0050].  Dalal explains that ñ[a] computation 

elementécan include one or more processing circuits 721ò that ñrun a program 736 

for a networked application,ò  thereby  confirming that each hwa module having one 

or more computing elements executes a data processing operation.  AMD1004, 

[0076].  
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AMD1004, FIGS. 1, 2B Modified Combination Figure; AMD1004, FIG. 7 

(annotated). 

 

66. Dalalôs processing circuits access records stored in predetermined 

memory spaces of a second memory 746 (data store) of each computing element to 

run the program.  AMD1004, [0081], see also, [0075], [0080]ï[0082], [0085], 

[0094], cls.1ï2.  Each memory space provides a functional unit of memory for 

storing packet data, which represents a record.  Id.  A POSITA would have 

understood that  this packet data represents a record, because packet data travels in 

a unit (i.e., a packet).  AMD1030, 4 (a record represents ñ[a] set of related data items 

treated as a unitò).  Collectively, the memory spaces and the second memory are a 

data store comprising records associated with a data processing operation.  

AMD1004, [0075], [0080]ï[0082], [0085], [0094]. 

67. Dalal expressly discloses that ñdataò is ñprocessedò by the hardware 

accelerator modules in one or more ñoperations,ò thereby supporting my opinion that 
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the compute node executes a data processing operation.  AMD1004, [0037] (ña 

processor executing an operationò), [0041] (ñ[d]ata processed by and/or generated 

within hwa module 210-00ò), [0044] (ñdata processedò), [0048] (ñdata processedò), 

[0075] (ñexecute computation operationsò), [0103] (ñpacket data processingò), 

[0119].   

68. Every computing element within a hardware accelerator module 

includes ñprocessing circuitsò that ñrun a programéfor a networked application,ò 

further confirming that the hardware accelerator module executes a data processing 

operation.  AMD1004, [0075]ï[0078], FIG. 7.  According to Dalal, this program 

ñcan be part of a machine learning library, such as TensorFlowéto enable machine 

learning applications to runò and the program ñcan enable various execution 

processeséperform computation actions,ò further confirming that the hardware 

accelerator modules execute a data processing operation.  AMD1004, [0078].  This 

is similar to a preferred embodiment of the ô750 patent whereby the compute nodes 

implement an ñinference algorithm for a neural network executing under 

TensorFlowÊ.ò AMD1001, 47:46ï48:7.  

69. Dalalôs processing circuits access records stored in ñpredetermined 

memory spacesò in the ñsecond memoryò (data store) of each computing element to 

run the program for the networked application.  AMD1004, [0081], see also, [0075], 

[0080], [0082], [0085], [0094], [0128], cl. 1, cl. 2.  Each ñmemory spaceò provides 
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a functional unit of memory for storing data (record).  AMD1004, [0075], [0080]ï

[0082], [0085], [0094]; As described above, according to an IEEE technical 

definition, a ñrecordò can include ñ[a] set of related data items treated as a unit,ò 

which describes the data stored in Dalalôs predetermined memory spaces.  

AMD1030, 4.  A POSITA would have also understood that second memory 

corresponds to the claimed data store comprising records because Dalal describes 

the second memory as ñserving as data sources and sinks.ò  AMD1004, [0081], see 

also, cl. 1 (ñat least one computing element is configured to transfer data to, or 

receive data frométhe second memory circuitsò), cl. 2 (ñthe second memory 

circuits are configured to store data for processing by the at least one computing 

elementò).   

70. It is clear that the ô750 patent does not limit Element [1d] to any 

particular kind of memory or to any embodiment recited in the ô750 patent, and RAM 

is certainly not excluded from the scope of the Element [1d] data store.  Multiple 

references from before the Critical Date use ñdata storeò to refer to RAM or explain 

that data is ñstoredò in RAM.  AMD1020, 11:1ï11 (ñdata stored in RAMò); 

AMD1021, 12:46ï63 (ñdata was storedò within a RAM).  Dalalôs computing 

elements are not limited to using RAM as the second memory.  AMD1004, [0033] 

(ñvolatileò or ñnonvolatileò memory), [0067] (ñmodule memoriesò of hardware 

accelerator modules ñcan be of any suitable typeò), [0096], FIGS. 5, 9. 
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71. The Combination also incorporates Ngôs RAM (data store) comprising 

records that include matrices and work requests.  AMD1005, [0041] (ñ[t]he input 

activation matrices can be read directly from the RAMé[w]eight matrices can be 

read from the RAMò), [0044] (ñwrites the weight matrices associated with the layers 

of the neural network to the RAMò), see also, [0007], [0008], [0024], [0032], [0034], 

[0036]ï[0038], FIGS. 3ï5; see §VIII.C. Ngôs programmable IC uses these records 

to perform a data processing operation, such performing matrix multiplication for 

each layer of a neural network using input and weight matrices stored in the RAM.  

AMD1005, [0041] (explaining that ñthe matrix multiplier arrayéperforms matrix 

multiplication operations for implementing a neural networkò using the input 

activation matrix and the weight matrix stored in the RAM), [0052] (ñthe matrix 

multiplier 362 performs a matrix multiplication of matrices A1 and B1ò), FIGS. 3ï

5.  
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AMD1005, FIGS. 3, 5. 

72. A POSITA would have found it obvious to implement Dalalôs hardware 

accelerator modules with the data processing operation described by Ng by storing 

records (e.g., matrices, work requests) in the memory spaces of Dalalôs second 

memory, in part because Dalalôs second memory is a convenient location to store 

data that is received from a previous node in the series, processed, and passed to a 

next node in the series.  AMD1004, [0080]ï[0081], FIG. 2B; AMD1005, [0024], 



Attorney Docket No. 54788-0024IP1 

IPR of U.S. Patent No. 11,886,750 

 

50 

 

[0047], [0094]; supra, ÄVIII.C.  Ngôs records can be transmitted in the form of 

ñpacket dataò as described by Dalal. 

73. Ng explains that the results from the ñprevious layerò of the neural 

network are used as inputs for the ñnext layerò of the neural network in some cases, 

which is strikingly similar to Dalalôs pipelined processing system where the output 

from a hardware acceleration module is input to the next module.  AMD1004, 

[0042], [0045], FIG. 2B; AMD1005, [0024], [0047], [0051]; supra, §VIII.C.  A 

POSITA would have been motivated to implement Dalalôs pipelined processing 

system to perform the data processing operation  of Ng for this reason, as Dalal offers 

serially coupled hardware accelerator modules for performing each step of a multi-

stage process in order using the output from one stage as the input to the next stage. 

74. The hardware accelerator of Ng is not limited to using volatile memory 

such as RAM.  AMD1005, [0032], [0034], [0080], FIGS. 2, 8.  For example, Ng 

discloses that the hardware accelerator includes ña non-volatile 

memoryéandéRAMò in some embodiments and that the non-volatile memory 

ñcan include any typeésuch as flash memory.ò AMD1005, [0032], see also, [0034], 

[0080], FIGS. 2, 8. 
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(vi) Element [1e]: a programmable logic component to execute the 

data processing operation in cooperation with the data store; 

75. The Dalal-Ng Combination renders obvious [1e].  The computing 

elements in Dalalôs hardware accelerator module each include ñprocessing circuits 

721, 738ò that collectively represent a programmable logic component.  AMD1004, 

[0075], see also, [0076]ï[0079], FIG. 7.  For example, these processing circuits ñcan 

include an ARM type processorò that ñcan be integrated with other circuitsò such as 

ñprogrammable logic,ò which supports my position that the processing circuits are 

a programmable logic component.  AMD1004, [0077], see also, [0085] 

(ñprocessing circuitsécan beéARM processors embedded with programmable 

[logic]ò).  Dalal explains that the processing circuits can include a field-

programmable gate array (FPGA), which is a programmable logic component.  

AMD1004, [0065], [0070], [0087].  Also  supporting my position that the processing 

circuits are a programmable logic component is that Dalal describes ñcomponentsò 

of the ñhwa moduleò as including the ñprocessing circuits.ò AMD1004, [0076], see 

also, [0081], [0082], [0096].  
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AMD1004, FIG. 4 (annotated). 

76. Internal hardware connections of Dalalôs processing circuits 

(programmable logic component) are configurable (or reconfigurable) to ñrun a 

program for a networked application.ò  AMD1004, [0076] (ñ[p]rocessing 

circuitsécan be configured to run a programò), [0077]ï[0079], FIG. 7.  

Furthermore, Dalal explains that the ñprogrammableò logic of a data transfer fabric 

includes ñconnectionsò that are ñconfigurable,ò which indicates that the 

programmable logic of the processing circuit is likewise programmable by 
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reconfiguring its internal hardware connections.  AMD1004, [0081], see also, [0088] 

(ñsuch linking can be reconfigured as needed for different applicationsò).  My 

opinion here is supported by the fact that Dalal expressly discloses the ñcompute 

element 718 can be a single integrated circuit device, such as a computational 

FPGAò which has configurable hardware connections. AMD1004, [0087].   

AMD1004, [0087]Furthermore, Dalal explains that the ñprogrammableò logic of a 

data transfer fabric includes ñconnectionsò that are ñconfigurable,ò which indicates 

that the programmable logic of the processing circuit is programmable by 

reconfiguring its internal hardware connections.  AMD1004, [0081], see also, [0088] 

(ñsuch linking can be reconfigured as needed for different applicationsò).   

77. Dalal explains that a program run by the processing circuits ñcan be 

written on a frameworkò that ñcan enable various execution processeséto perform 

computation actions.ò AMD1004, [0078], FIG. 7.  According to Dalal, execution 

processes retrieve records (ñpacket dataò) from the data store while running the 

program.  AMD1004, [0078], [0081]; supra, Element [1d].  It is apparent, therefore, 

that the processing circuits execute the data processing operation in cooperation 

with the data store.  AMD1004, [0078], [0081]; supra, Element [1d].  In describing 

interactions between the ñcompute arrayò and the ñdata store,ò the ô750 patent 

explains that programmable logic manages ñread/write or other accessò  to the data 

store.  AMD1001, 16:1ï7.  Dalalôs cooperation is similar to this preferred 



Attorney Docket No. 54788-0024IP1 

IPR of U.S. Patent No. 11,886,750 

 

54 

 

embodiment of the ô750 patent because the processing circuits read and write data 

to the second memory.  AMD1004, [0080]ï[0082], FIG. 7.   

78. As an additional and alternative basis for finding obvious Element [1e], 

the Combination also incorporates Ngôs supplemental teaching of a hardware 

accelerator including a programmable logic component.  AMD1005, [0025]ï

[0027], [0029]ï[0039], [0042]ï[0044], [0047]ï[0051], FIGS. 1ï5.  Ngôs hardware 

accelerator is similar to the hardware accelerator modules of Dalal, because in both 

cases the accelerator includes programmable logic for performing a specialized task 

such as a machine learning algorithm, which would have motivated a POSITA to 

implement Dalalôs system with aspects of Ngôs hardware accelerator.  AMD1004, 

[0076]ï[0085]; AMD1005, [0025]ï[0051]; supra, §VIII.C.   

79.   It is clear that Ngôs hardware accelerator includes ñprogrammable 

integrated circuits (ICs)ò that can include ñfield programmable gate arrays 

(FPGAs)ò in some embodiments.  AMD1005, [0026], see also, [0032] (the 

ñhardware acceleratoréincludes a programmable ICò that ñcan be an FPGAò), 

[0034] (ñthe programmable ICéis configured with an acceleration circuitò that 

ñcan be implemented using a static regionéand a programmable regionò and ñ[t]he 

programmable regionécan include one or more neural network acceleratorsò), 

[0035], FIGS. 2ï3.  Ng explains that internal hardware connections of this 

programmable IC can be configured (or reconfigured) to perform a specialized task, 
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and this would have motivated a POSITA to implement Dalalôs hardware accelerator 

modules with Ngôs programmable logic component.  AMD1005, [0027] (describing 

ñprogramming the hardware acceleratorò using ñconfiguration bitstreams for 

FPGAsò), [0034] (ñprogrammable ICéis configured with an acceleration circuitò), 

[0035] (ñreconfigurations of the programmable regionò), [0080] (ñprogrammable 

logicéincludes logic cellséthat can be configured to implement general logic 

functionsò); supra, Element [1d] supra, §VIII.C. Ngôs data processing operation 

involves retrieving records from a data store.  AMD1005, [0041], [0050], [0053], 

FIGS. 3ï5.  Because Dalal and Ng both describe a hardware accelerator including 

programmable logic, a POSITA would have been motivated to implement Dalalôs 

series-connected compute nodes with Ngôs data processing operation so that the 

processing circuits are programmed to perform the operation as suggested by Ng.  

Supra, §VIII.C.  
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AMD1005, FIG. 5 (annotated). 

80. A POSITA would have understood at the time of the ô750 patent that a 

programmable logic component such as Dalal-Ngôs ñFPGAò includes internal 

hardware connections that are reprogrammable by configuration data (e.g., 

bitstreams), and multiple references from before the time of the ô750 patent confirm 

this.  AMD1027, 31 (ñ[a] programmable logic device contains a memory array that 

holds the configuration data that determines the programmed function of the 

deviceò); AMD1006, [0023]ï[0030] (explaining that an FPGA includes ñfunctional 

blocksò that having ñprogrammable interconnect circuitryò therebetween). 

(vii)  Element [1f]: a node memory comprising data and instructions to 

support operation of the programmable logic component in 

connection with the data processing operation and to facilitate 

data communications via the communications link; 

81. The Dalal-Ng Combination renders obvious [1f].  As I described above 

in connection with my analysis of Elements [1d]ï[1e], the processing circuits as 

described by Dalal include a programmable logic component that runs programs to 

perform a data processing operation.  AMD1004, [0075]ï[0082], FIG. 7.  In each 

computing element of a hardware accelerator module, the programs ñcan be loaded 

into a first memoryò 744.  AMD1004, [0075], [0079]ï[0082], FIG. 7.  It is apparent 

that the first memory of each computing element within a hardware accelerator 

module (compute node) collectively represent a node memory.  AMD1004, [0075], 
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[0079]ï[0082], FIG. 7.  The programs support operation of the programmable logic 

component in connection with the data processing operation, in part because the 

programs are executed ñby processing circuitsò to perform execution processes and 

computation actions.  AMD1004, [0078], [0079], see also, [0076] (ñwritten on a 

frameworkéfor execution across heterogenous platformsò), [0077], FIG. 7 

(referring to execution processes as ñkernel 1ò through ñkernel 3ò); supra, Element 

[1d].  My opinion that that the programs support operation of a programmable logic 

component in connection with a data processing operation is supported by the fact 

that Dalal expressly discloses that a ñcomputation elementò of the hardware 

accelerator module ñcan execute computation operations.ò AMD1004, [0075].   
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AMD1005, FIG. 7 (annotated). 

82. Dalalôs first memory 744 (node memory) is ñstore[s] instructions for 

execution by the processing circuits,ò meaning that these instructions are 

supporting operation of the programmable logic component.  AMD1004, cl. 11.  

Dalal also explains that a data transfer fabric 716 provides ñdata transfer paths 

between componentsò including connections between the processing circuits and 

first memory , confirming that data is stored in the first memory and transferred over 

the data transfer paths.  AMD1004, [0082], see also, cl. 1 (ña data transfer fabric 
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configured to enable data transfers between the processing circuits and the first and 

second memory circuitsò), [0081], [0083], FIG. 7.  It is clear that one of these paths 

ñ750-0ò transfers data and instructions from the first memory (node memory) to the 

processing circuits (programmable logic component).  AMD1004, [0079] 

(ñprocessing circuitsécan access first memoryéthrough data transfer fabric 716 

(path shown as 750-0)ò).   

83. Recall also that ñ[f]irst memoryé[is] accessed by processing circuits,ò 

ñprograms can be loaded into first memoryéfor execution by processing circuits,ò 

and a ñframework can enable various execution processeséto perform computation 

actions called by a program.ò AMD1004, [0078], [0079]The.  DNCôsThe system of 

the Dalal-Ng Combination renders obvious a node memory comprising data and 

instructions to support operation of the programmable logic component in 

connection with the data processing operation at least because the data and 

instructions stored in the first memory are used by the processing circuits 

(programmable logic component) to execute operations. The ô750 patent 

acknowledges that storage of these data and instructions is ñgenerally known,ò and 

this supports my opinion that Element [1f] would have been obvious over Dalal and 

Ng.  AMD1001, 18:6ï10. 

84. The analysis will now turn to the data communications aspect of 

Element_[1f].  As I described above, Dalalôs Figure 7 depicts a single computing 
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element located within an hwa module that includes one or more computing 

elements.  AMD1004, [0075], see also, [0033]; supra, [1b], [1d], FIG. 7.  FIG. 8 

depicts an hwa module having multiple computing elements 818-0 to -3 each that 

each ñtake the formò of the single computing element depicted in FIG. 7, which 

indicates that each one of Dalalôs computing elements can be represented by the 

single computing element of Dalalôs FIG. 7.  AMD1004, [0089], [0090], FIGS. 7ï

8.   
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AMD1004, FIGS. 7ï8 (annotated). 

85. FIG. 8 depicts the understanding a POSITA would have had of a 

computing element 718, as shown in FIG. 7, in connection with other similar 

computing elements, which is consistent with the connection of computing elements 

shown in Dalalôs FIG. 2B.  See §VIII.D, Element [1a].  Dalal explains that the 

computing elements 818-0 to -3 of the hardware acceleration module are connected 

to other parts of a system over a first connection layer 804-0 that couples hwa 

modules of the same server, which is the same architecture of Dalalôs FIG. 2B where 

an hwa module 210-00 sends packet data to the next hwa module 210-01 in the same 

server.  AMD1004, [0042], [0091].  The first connection layer 804-0 ñinclude[s] a 

buséthat can connect hwa modules to one anotherò and ñcan include inter -module 

connectionséincluding direct inter -module connections,ò which supports my 

opinion that Dalalôs FIG. 8 describes the architecture of FIG. 2B. AMD1004, [0092].  

That is, FIG. 8 supports other parts of Dalalôs disclosure (including FIG. 2B), 

confirming that data communications occur between compute nodes in the same 

server.  AMD1004, [0042], FIG. 2B; supra, [1b]ï[1c].  These data communications 

occur via the switching circuit (communications link) in each hwa module (compute 

node).  AMD1004, [0040]ï[0045], FIGS. 1, 2B; supra, Element [1c].  

86. In Dalalôs FIG. 8, the ñcomputing elements (818-0 to -3)ò can perform 

a ñpipelined operationò having multiple stages, which is consistent with Dalalôs 
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general description of pipelined processing.  AMD1004, [0094], see also, [0027] 

(ñprocessing pipelinesécan be physical pipelines, with data flowing from one 

computing element to the nextò); [0036] (ñpacket data can then traveléwithin the 

destination hwa moduleéto an elementépacket data can be processed in a 

pipelined fashion, traveling to subsequent elementsò). One of these stages includes 

ñdata in memory space 848-0ò being ñread out by execution process (e.g., kernel) 

842-0 of computing element 818-0ò and  ña result from execution process 842-0ò 

being ñstored at memory space 848-1 in second memory 846.ò AMD1008, [0094].  

Next, Dalal explains that a result of execution process 842-1 is sent via switching 

layer 804-0 to another location (e.g., another appliance with computing elements 

connected by an intermodule fabric) according to Dalal.  Execution process 842-1 

ñoperate[s] according to a same network applicationò corresponding to the 

ñprogramsò of Dalalôs FIG. 7 which are run by the programmable logic component 

and stored in the node memory.  AMD1004, [0095], see also, [0076]ï[0088], FIGS. 

7ï8.   

87. A POSITA would have understood that execution process 842-1, like 

the execution processes 742-0 to -2 of FIG. 7, ñperform computation actions called 

byé[a] programò which is ñperformed by processing circuits.ò  AMD1004, [0078].  

Just as programs are ñloaded intoò the first memory 744 ñfor execution by processing 

circuits 721,ò a POSITA would have understood that programs are loaded into the 
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first memory (PROC RAM 844) of FIG. 8 for execution by processing circuits 

(PROC 821).  AMD1004, [0079].  These programs define a network application that 

governs both what data is generated in the data processing operation performed by 

the hwa module (compute node) and that such data must be forwarded to the next 

compute node in the execution pipeline.  Id.  A POSITA would have understood 

that the data and instructions stored in Dalalôs node memory facilitate data 

communications by causing execution process 842-1 to forward a result to another 

hwa module (compute node) in the same server because Dalal explains that the first 

connection layer 804-0 includes ñdirect inter-module connectionsò to hwa modules 

ñof a same server.ò  Id. 

 

 AMD1004, FIG. 8 (annotated). 
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88. Furthermore, because running the data and instructions stored in 

Dalalôs first memory (node memory) cause, upon processing, packet data to flow to 

a next hwa module, a POSITA would have understood that the data and instructions 

facilitate data communications via the switching circuit (communications link).  

AMD1004, [0035]ï[0036], [0042], [0045], [0075]ï[0078], FIGS. 1, 2Bï2C, 7.  For 

example, using Dalalôs programmable logic device to run the program stored in the 

node memory causes data to (1) flow through multiple computing elements within 

the hardware accelerator module, and (2) flow to a next hardware accelerator module 

via the communications link.  AMD1004, [0035], [0036], [0042], [0045], [0075]ï

[0078], FIGS. 1, 2Bï2C, 7. By running the program stored in the node memory, the 

hardware accelerator module processes received packet data and outputs the packet 

data to a subsequent hardware accelerator component, thereby facilitating inter-node 

data communications via the communications link. The data and instructions 

stored in the ñhwa module 210-00ò node memory facilitate inter-node data 

communications by advancing the packet data through the processing pipeline to be 

forwarded because Dalal explains that packet data is ñprocessed by one or more 

elements 218 in hwa module 210-00ò and subsequently ñforwarded to a next hwa 

module 210-01.ò  AMD1004, [0042]. 
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AMD1004, FIGS. 2B, 7 (annotated). 

(viii)  Element [1g]:  a data mover component to facilitate data 

communications between the programmable logic component 

and the node memory; and 

89. The Dalal-Ng Combination renders obvious [1g].  Dalal explains that a 

data transfer fabric 716 provides data transfer paths that represent the claimed data 

mover component.  AMD1004, [0082], see also, [0033]ï[0036], [0040]ï[0043], 

[0075], [0079], [0081]ï[0089], FIGS. 1ï2C, 7, 8; supra, [1f].  For example, Dalalôs 

processing circuits (programmable logic component) can access the first memory 

(node memory) through the data transfer fabric via the path 750-0, indicating that 

the part of the fabric providing the path 750-0 is a component that moves data.  

AMD1004, [0079], FIG. 7 see also, [0034], [0075]ï[0088], cl.1.  It is apparent that 

path 750-0 provides a data mover component that facilitates data communications 

between the programmable logic component and the node memory by allowing the 
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processing circuits to access the programs in the first memory to run these programs.  

Id.  Dalal also explains that the ñdata transfer fabricò is  

ñconfigured to enable data transfers between the processing circuits and the 

firstémemory circuits,ò further confirming that the path 750-0 facilitates data 

communications.  Id.   

 

AMD1004, FIG. 7 (annotated). 

90. Dalal explains that the data transfer fabric can be ñprogrammableò and 

ñcan be formed by buses on a programmable logic device, such as an FPGA.ò  
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AMD1004, [0084]ï[0086], see also, [0087] (explaining that the entire compute 

element including the fabric can be ña single integrated circuit device, such as a 

computational FPGAò), FIG. 7.  The fact that the data transfer fabric can be formed 

in programmable logic provides further support that the fabric represents a data 

mover component, because the data mover apparatus (DMA) of the ô750 patent is 

located fully within the ñprogrammable logic blockò of a compute node.  AMD1001, 

15:3ï30, 15:58ï16:7.  As I described above, Dalalôs data transfer fabric is 

ñconfigured and operative to facilitate data communications,ò much like the data 

mover component of the ô512 patent.  AMD1001, 3:5ï25.  It was well known by the 

time of the ô750 patent for a data mover component to be included in programmable 

logic.  AMD1025, p32 (ñ[t]he AXI DataMoverécan be optionally programmedéto 

provide a reduced resource utilization footprint in the target FPGAò).   

(ix) Element [1h]: a storage interface component to facilitate data 

communications between the programmable logic component 

and the data store; 

91. The Dalal-Ng Combination renders [1h] obvious (1) based on Dalalôs 

teachings alone, and (2) based on a combination of Dalal-Ng, as I have explained in 

more detail below.  

92. First, data communications occur between the programmable logic 

component and the data store of the same compute node, as indicated by the fact 

that Dalalôs second memory 746 (data store) is accessed by various computing 
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circuits including the processing circuits, 721, 738 (programmable logic 

component).  AMD1004, [0078]ï[0082], FIG. 7.  The computing element includes 

data transfer paths (storage interface component) that facilitate data 

communications through Dalalôs data transfer fabric 716 between the 

programmable logic component and the data store.  AMD1004, [0082], [0081] 

(ñmemory spaceséserve to provide connections betweenécomponentsò), [0078]ï

[0080], FIG. 7. 

93. As I described above in my analysis of Element [1d], the second 

memory 746 (data store) within each computing element of the hardware accelerator 

module includes ñpredetermined memory spacesò storing records accessed by a 

programmable logic component when executing a program.  AMD1004, [0078], 

[0080]ï[0082]; supra, Element [1d].  Therefore, to retrieve the records stored in the 

data store, it is apparent that data communications occur between the 

programmable logic component and the data store.  AMD1004, [0080], see also, 

[0078], [0081], [0082], FIG. 7.  
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AMD1004, FIG. 7 (annotated).  

94. The Combination also incorporates Ngôs express teaching of ñmemory 

interfaces.ò AMD1005, [0036], [0038], see also, [0035], FIG. 3.  Ng explains that 

the memory interfaces are coupled to a RAM and allow the neural network 

accelerator to read from the RAM and writò to the RAM.  AMD1005, [0035], [0036], 

[0038], [0040], [0041], FIG. 3.  The memory interfaces therefore facilitate data 

communications between the RAM and the neural network accelerator 

(programmable logic component).  Id. 
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AMD1005, FIG. 3 (annotated). 

95. To provide dedicated circuitry configured with one or more memory 

protocols of the data store (e.g., DDR RAM),, a POSITA would have found it 

obvious to implement Dalalôs computing elements with a dedicated storage interface 

component to facilitate data communications over Dalalôs data transfer fabric.  

AMD1004, [0080] (ñsecond memoryéaccessible by programmable logic (FPGA), 

such as static RAM (SRAM)ò), [0085]; AMD1005, [0032], [0035], [0043]; supra, 

§VIII.C.  The computing element in the Dalal-Ng Combination would have included 

memory interfaces connected to the second memory (HW RAM) (node memory), 

just as Ng discloses that ñ[t]he memory interfaceséare coupled to the RAM.ò 

AMD1004, [0036].  This is depicted below in a modified version of Dalalôs FIG. 7. 
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AMD1004, FIG. 7 (modified & annotated). 

96. The ô750 patent describes a storage interface component as including 

components interchangeably referred to as a ñmemory interfaceò and a ñdata store 

interfaceò that facilitate communication between the programmable logic 

component and the data store.  AMD1001, 24:59ï25:17 (describing ñstorage 

interface componentò including ñmemory interfaceò), 15:31ï57 (including ñdata 

store interfaceò), and Ngôs ñmemory interfacesò are similar to this description.  
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AMD1001, 24:59ï25:17 (describing ñstorage interface componentò including 

ñmemory interfaceò), 15:31ï57 (including ñdata store interfaceò).   

97. The memory interfaces of Ng therefore provide the claimed storage 

interface component to facilitate data communications between a programmable 

logic component and data store.  A POSITA would have been motivated to 

implement Dalalôs hardware accelerator modules to include memory interfaces 

between the processing circuits and the second memory as suggested by Ng, because 

doing so would have enabled the modules to manage communications between 

programmable logic and memory efficiently according to protocols that are 

compatible with the respective components.  The ô750 patent acknowledges that a 

ñdata store interfaceò that ñmanages accessò to a ñdata storeò is ñgenerally known in 

the art,ò which supports my argument that the Dalal-Ng Combination renders the 

storage interface component obvious.  AMD1001, 10:32ï34, see also, 15:50ï54.  

(x) Element [1i]: wherein the storage interface component utilizes a 

plurality of communications channels to transfer data between 

the programmable logic component and the data store. 

98. The Dalal-Ng Combination renders [1i] obvious (1) based on Dalalôs 

teachings alone, and (2) based on a combination of Dalal-Ng.  

99. First, as I described above in connection with my analysis of Elements 

[1g]ï[1h], Dalalôs data transfer fabric provides different data transfer paths that 

include ñconnections betweenéprocessing circuits 721 (programmable logic 
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component)é[and] second memory 746 (data store).ò  AMD1004, [0082], see also, 

[0081] (ñvarious possible connectionsò), [0084] (ñproviding connections as 

neededò), FIG. 7; supra, Elements [1g]ï[1h].  As depicted below in Dalalôs Figure 

7, these connections include at least four (a plurality) of data transfer paths 

(communications channels) that transfer data between the processing circuits 

(programmable logic component) and the second memory (data store), including 

data transfer paths labeled ñ750-1,ò and ñ750-2ò in Figure 7.  Id.  



Attorney Docket No. 54788-0024IP1 

IPR of U.S. Patent No. 11,886,750 

 

74 

 

 

AMD1004, FIG. 7. 

100. Figure 8 of Dalal also depicts a plurality of communications channels 

that transfer data between memory spaces in the second memory (data store) and 

processing circuits  (programmable logic component) within a hardware accelerator 

module.  AMD1004, [0094] (ñ[a]t stage TDM 2, data in memory space 848-0 can 

be read out by execution process (e.g., kernel) 842-0 of computing element 818-0é 

[a]t stage TDM 4, execution process 842-1 can read data from memory space 848-
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1ò), [0095], FIG. 8.  These amount to a plurality of communications channels that 

transfer data between the programmable logic component and the data store. 

101.  

 

AMD1004, FIG. 8 (annotated). 

102. Second, the Combination also incorporates Ngôs express teaching of 

multiple ñmemory interfaces.ò AMD1005, [0036], [0038].  Ngôs disclosure supports 

my opinion that the storage interface component utilizes a plurality of 

communications channels to transfer data between the programmable logic 

component and a memory, because the memory interfaces include a ñfirst oneò that 

is used to read from the RAM and a ñsecond oneò that is used to read from and write 

to the RAM.  AMD1005, [0038], see also, [0035], [0036].  It is clear that two 

separate and distinct interfaces between a programmable logic component and a 

memory represent plurality of communications channels.  In the combination, the 
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storage interface component utilizes at least one communication channel for 

reading, and at least one communications channel for reading and writing.  Supra, 

§VIII.C. The modified version of Dalalôs Figure 7, below, demonstrates that Ngôs 

memory interfaces would have utilized a plurality of communications channels that 

transfer data between the processing circuits and the second memory. 

 

AMD1004, FIG. 7 (modified & annotated). 

103. Multiple references from before the time of the ô750 patent reveal that 

a  storage interface component including a plurality of communications channels 
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were well known in the context of hardware accelerators.  AMD1028, 8:4ï24 

(describing a plurality of ñlanesò to connect to a flash backbone); AMD1043, [0039] 

(describing multiple ñNAND interfacesò for accessing ñsetsò of NAND flash 

devices).   

1. Claim 2 

(i) Element [2]: The data processing system of claim 1 wherein the 

communications link employs a serial communications protocol. 

104. The Dalal-Ng Combination renders obvious [2].  According to Dalal, 

server switches and hardware accelerator modules are connected by buses that serve 

as a fabric.  AMD1004, [0032] (ñ[s]erver switches 106 can be connected to host 

processor 108 and hwa modules (110-00 to -mn) by one or more buses 112-0/1ò), 

[0033], [0034] (ña bus 112-1 that connects hwa modules (110-00 to 110-0n) of a 

same server 102-0 can serve as a fabric 114ò), [0035], [0036], [0043], [0064], 

[0089]ï[0090], [0094], [0099], [0123], [0170], FIGS. 1, 2B, 8, 12, 18; supra, 

Elements [1b]ï[1c]. Because the fabric is connected to the switching circuit 

(communications link) of each hwa module using the PCIe standardða serial 

communications protocolðit would have been obvious to a POSITA that the 

ñswitching circuitò (communications link) of each hwa module employs a serial 

communications protocol.  AMD1004, [0032], [0040]ï[0041], [0044], [0045], 

[0048], FIGS. 1, 2B; supra, [1c]. 
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105. Multiple references from before the Critical Date of the ô750 patent 

confirm that PCIe is a serial communications protocol.  AMD1018, p.1 (ñPeripheral 

Component Interconnect Express (PCIe) is a serial expansion bus standardò); 

AMD1023, p.1 (ñPCIeéis an industry standard serial bus protocol that offers high 

bandwidth communication linkò); AMD1026, p.27 (ñPCI Express Link consists of 

two, low-voltage, differentially driven signal pairs: a transmit pair and a receive 

pairò); AMD1008, 3:30ï55 (ña lane that supportséserial data communicationò).  

This is consistent with my understanding of PCIe by the time of the ô750 patent.   

106. Ngôs disclosure further reinforces the obviousness of using a serial 

communications protocol such as PCIe.  AMD1005, [0030]ï[0043], FIGS. 2ï4; 

supra, §VIII.C. For example, the combination also incorporates Ngôs supplemental 

teaching of a ñperipheral busò connected to a hardware accelerator that ñcan 

implement an expansion bus standard, such aséPCIe.ò AMD1005, [0030], see also, 

[0036] (describing a ñPCIe endpointò of a hardware accelerator that ñprovides a 

physical interface toò the peripheral bus), [0043], FIGS. 2ï4.  Ng therefore describes 

a hardware accelerator comprising communications link that employs a serial 

communications protocol, and a POSITA would have been motivated to implement 

Dalalôs switching circuits with Ngôs PCIe endpoint to ensure that Dalalôs hwa 

modules connect seamlessly with the PCIe bus. Supra, §VIII.C. 
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2. Claim 5 

(i) Element [5]: The data processing system of claim 1 wherein the 

programmable logic component comprises a field programmable 

gate array. 

107. The Dalal-Ng Combination renders obvious element [5].  Dalalôs hwa 

modules have a series of computing elements, each including processing circuits that 

comprise a programmable logic component.  AMD1004, [0077] (explaining that 

processing circuits include logic ñderived froméprogrammable circuitsò), see also, 

[0033] (ñprogrammable logic circuitsò), [0076], [0077], FIG. 7; supra, Elements 

[1b], [1e].  Ng describes a  hardware accelerator that includes ñprogrammable 

integrated circuits (ICs), such as field programmable gate arrays (FPGAs),ò and a 

POSITA would have implemented the processing circuits (programmable logic 

component) with FPGAs as suggested by Ng because doing so would beneficially 

enable a developer to customize the programmable logic component for specialized 

operations.  AMD1005, [0026], see also, [0032] (ñ[t]he hardware accelerator 116 

includes a programmable IC 228é[t]he programmable IC 228 can be an FPGAò), 

[0058], [0081] (ñan FPGA implementation of the programmable ICò), [0082]ï

[0086], FIGS. 2ï3, 9; supra, §V.A.3.   

108. This is consistent with the fact that Dalalôs processing circuits include 

logic ñderived froméprogrammable circuits,ò and that the processing circuits are 

part of a computing element representing an ñintegrated circuit device, such as a 
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computational FPGA.ò AMD1004, [0077], [0087], see also, [0033], [0065], [0080], 

[0096], [0104].  Furthermore, the second memory of each computing element 

includes ñrelatively fast memory accessible by programmable logic (FPGA),ò 

which supports my position that it would have been obvious to implement Dalalôs 

processing circuits with an FPGA because the processing circuits access the second 

memory.  AMD1004, [0080].  . A POSITA would have understood that it is 

beneficial to implement Dalalôs processing circuits with an FPGA as suggested by 

Ng, in part because Ng expressly discloses that using hardware accelerators ñcan be 

advantageous because an FPGA circuit can process data fasterò than other kinds of 

processors ñand consume less power in the process.ò  AMD1005, [0006]; supra, 

§VIII.C. 

3. Claim 6 

(i) Element [6]: The data processing system of claim 1 further 

comprising a processor to manage operation of the data mover 

component. 

109. The Dalal-Ng Combination renders obvious Element [6].  As I 

described above in my analysis of Element [1g], Dalalôs processing circuits within 

every hardware accelerator module include ñARM processorséto control switch 

fabric 716,ò including a processor that manages operation of the path 750-0 (data 

mover component), by ñaccess[ing] first memory 744 throughò the ñpath shown as 

750-0.ò  AMD1004, [0079], [0085] see also, [0081] (ña data transfer fabric can be 
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programmableéconnections are configurableò), [0082] (ñdata transfer fabric can 

provide data transfer paths between componentsò), [0083], [0084] (ña fabricécan 

be programmable, providing connections as neededò), FIG. 7; supra, Element [1g].  

The fact that Dalal describes a processor is supported by Dalalôs description of ñone 

or more module processorsò that are ñcapable of accessing heterogeneous 

components of the module over multiplexed connections.ò EX1004, [0029], see 

also, cl. 7 (ñprocessing circuits comprise at least one module processorò). 
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AMD1004, FIG. 7 (annotated). 

110. The Combination also incorporates Ngôs supplemental teaching of a 

read control circuit and a write control circuit (processor) within a programmable 

logic component that facilitate communication between a programmable logic 

component and a memory via a data mover component. AMD1005, [0035]ï[0038], 

[0040], [0041], [0080], FIGS. 2ï3; supra, Element [1g]; supra, §VIII.C.  A POSITA 

would have integrated these circuits into Dalalôs ARM processors to provide 

dedicated logic that is customized to manage data mover operations required for a 

data processing operation.  Id.  The read control circuit and the write control circuit 

can include a  processor that can manage operation of Ngôs memory controllers that 

provide the claimed data mover component, because Ng expressly discloses that the 

neural network accelerator within Ngôs programmable IC ñcan access the 

RAMéthrough the memory controllers.ò AMD1005, [0037], see also, [0036], 

[0038], [0040], [0041], FIGS. 2ï3.  Ng explains that the programmable IC of the 

hardware accelerator can include microprocessor(s), meaning that Ng contemplates 

a processor to manage operation of the data mover component.  AMD1005, [0080]. 
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4. Claim 7 

(i) Element [7]: The data processing system of claim 6 wherein the 

data mover component comprises a device controller. 

111. The Dalal-Ng Combination renders obvious [7].  The portion of Dalalôs 

ñdata transfer fabricò (data mover component) in each hwa module (compute node) 

connecting the processing circuits (programmable logic component) to the first 

memory (node memory) represents a device controller.  AMD1004, [0081]ï[0086]; 

supra, Elements [1b], [1g], [6].  The fact that the data transfer fabric ñcan provide 

data transfer paths between componentsò to control data movement in a device 

supports my opinion that Dalalôs ñdata transfer fabricò (data mover component) in 

each hardware accelerator module represents a device controller.  AMD1004, 

[0082], see also, [0084] (ñproviding connections as neededò), [0085], [0086] 

(ñenable processing pipelines to be constructedò). 

112. Dalalôs data transfer fabric is controlled by an ARM processor of the 

programmable logic component, which is similar to the ô750 patentôs device 

controller which is operative to facilitate data communications either independently 

or in cooperation with control signals.  AMD1004, [0085]; AMD1001, 15:58ï16:7.  

Because Dalal explains that the data transfer fabric (data mover component) 

operates in cooperation with control signals from the ARM processor of the 
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programmable logic component, this supports that the data transfer fabric includes 

a device controller.  Id.   

113. Incorporating Ngôs supplemental teaching of memory controllers 

within the hardware accelerator compute node which provide the claimed device 

controller.  AMD1005, [0035]ï[0037], [0043], FIG. 3; supra, §VIII.C.  Ng explains 

that a neural network accelerator ñcan be implemented on aédevice,ò meaning that 

the memory controllers dictate operations on a device.  AMD1005, [0043].  A 

POSITA would have been motivated to implement the servers of Dalal to include a 

device controller within each hardware accelerator module, because this would have 

beneficially provided a way to manage processor-memory communications in every 

module.   

5. Claim 8 

(i) Element [8]: The data processing system of claim 1 wherein the 

host compute system executes instructions to influence operation 

of the compute node. 

114. The Dalal-Ng Combination renders obvious [8].  As I described above, 

Dalal discloses a ñhost processorò (host computer system) that is connected to ñone 

or more hwa modules,ò and is therefore connected to a plurality of compute nodes.  

AMD1004, [0032]; supra, [1pre]ï[1b].  In the Dalal-Ng Combination, Dalalôs host 

processor would have been implemented with Ngôs ñhost computer systemò (host 

computer system) that executes instructions (e.g., input and weight matrices, and a 
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work request) for every layer of a neural network.  AMD1005, cl. 11 (ñinstruct the 

neural network accelerator to perform neural network operations of each layer of the 

neural networkò), [0042] (ñhost computer systemécommunicatively coupled to 

neural network acceleratoré initiates neural network operations on the neural 

network acceleratorsò), [0047] (ñhost waits until the neural network accelerator 

signals completion of performing the operations before instructing the neural 

network accelerator to commence performing the neural network operations of the 

next layerò), see also, [0007]ï[0008], [0021]ï[0024], [0029], [0041]ï[0046], 

[0048]ï[0050], FIGS. 4ï5; AMD1004, [0032], see also, [0063], [0069], [0073], 

[0077], [0099]ï[0103]; supra, §VIII.C. In the Dalal-Ng Combination, the 

instructions would have influenced operation of each hardware accelerator module 

(compute node), as Dalalôs architecture of serially coupled compute nodes would 

have handled layers of the neural network in sequence.  Id.  As depicted below in 

Ngôs FIG. 4, these instructions include ñinputò and ñweightò matrices for use in the 

operation, and a ñwork requestò to direct the operation.  Id.  Because Ngôs ñhost 

computer systemò instructs the compute node to ñinitiate[] neural network 

operationsò and controls these operations through multiple layers, it is clear that 

Ngôs host can influence operation of the compute node.  Id.  
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AMD1004, FIGS. 1, 2B Combination Figure (annotated); AMD1005, FIG. 4 

(annotated). 

 

115. In the Dalal-Ng Combination, a POSITA would have found it obvious 

to implement Dalalôs ñhost processorsò with Ngôs  ñhost computer systemò so that 

the host executes instructions to influence operation of each hardware accelerator 

module compute node.  AMD1004, [0032], [0063], [0069], [0073], [0077], [0099], 

[0101], [0103], [0123], [0135], [0170], [0172]; AMD1005, [0007], [0008], [0021], 

[0024], [0029], [0041]ï[0047], [0049], [0050], FIGS. 2, 4ï5. For example, Ng 

explains that the output from the hardware accelerator for one later of the neural 

network can be used as the input for the next layer of the neural network, which is 
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strikingly similar to Dalalôs pipelined processing where the output from one module 

ñcan be further processed by elementsò in the next module. AMD1004, [0042]; 

AMD1005, [0047].  The hardware accelerator modules would have benefited from 

tailored instructions from Ngôs host compute system that influence operation at 

that module.  AMD1004, [0045].  

6. Claim 9 

(i) Element [9]: The data processing system of claim 1 wherein the 

router module and the compute node are integrated into an 

interface card communicatively coupled to the host compute 

system. 

116. The Dalal-Ng Combination renders obvious [9].  Dalal discloses that 

each server includes ñserver switchesò that provide the claimed router module and 

explains that the server switches that ñcan be connected toéhwa modulesò each 

representing a compute node.  AMD1004, [0032], see also, [0035], [0036], [0123], 

[0170], FIG. 1; supra, Elements [1a]ï[1b].  Dalalôs ñserver switchesò (router 

module) are ñconnected to host processor 108ò and ñinclude one or more network 

switches that enable packet data to be switchedò between the ñhost processorò (host 

computer system) and the ñhwa modulesò (compute nodes).  AMD1004, [0032], see 

also, [0096], [0123], [0170], FIGS. 1, 12, 18.   

117. Dalal explains that a network switch can be integrated into the same  

ñprinted circuit boardò that also includes ñmemoryò and ñprocessor coresò of a 
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hardware accelerator module (compute node).  AMD1004, [0096] (ñcircuit 

componentsò include ñmemory; a programmable switch (e.g., network switch); 

and/or one or more processor coresò), FIG. 9.  A POSITA would have understood 

that this printed circuit board is an interface card communicatively coupled to the 

host compute system that integrates the network switch of a router module and a 

compute node.  AMD1004, [0032], [0096], [0123], [0170], FIGS. 1, 9, 12, 18.  It 

was well known before the Critical Date of the ô750 patent for a card to include a 

router and hardware accelerators.  AMD1006, [0038] (describing a ñcardò 

comprising a ñprinted circuit boardò that includes a ñrouterò and ñhardware 

acceleration unitsò). 

118. Dalal explains that the printed circuit boardôs first compute node can 

be connected to additional compute nodes because the interface card ñcan connect 

with otherò hardware accelerator modules ñvia a buséconnected to physical 

interface 952.ò  AMD1004, [0096]ï[0097], FIG. 9. 
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AMD1004, FIGS. 1, 2B Combination Figure; AMD1004, FIG. 9. 

119. Dalalôs printed circuit board is similar to the interface card of the ô750 

patent, which is also described as a ñprinted circuit board (PCB)ò that integrates 

multiple different components.  AMD1001, 10:59ï11:7, 13:5ï23.  Integrating a 

switch and one or more hardware accelerator compute nodes into the same interface 

card was well known by the time of the ô750 patent.  AMD1024, 8:41ï60 (describing 

an interconnect switch and multiple hardware accelerator modules integrated on the 

same printed circuit board.  The fact that the ô750 patent acknowledges that it is 
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ñgenerally knownò for a PCB to integrate a router module and compute node to 

ñcooperate with structural components of [a] host compute systemò supports my 

opinion that Claim [9] is obvious over the Dalal-Ng Combination.  AMD1001, 

10:59ï67. 

IX.  GROUND 1B: DALAL, NG, AND RAGHAVA 

A. Raghava (AMD 1006) 

120. Raghava describes a system including a ñhost processor coupled to a 

programmable acceleration coprocessorò that ñmay be used to accelerate a variety 

of functions, which may includeéconvolutional neural networks.ò AMD1006, 

[0017]ï[0022], [0030] FIG. 1.  The coprocessor ñmay be aéprogrammable logic 

deviceò including ñFPGAsò and ñmay be configured to implement one or more 

hardware (HW) accelerators.ò AMD1006, [0022], [0030]ï[0033], [0038], [0039], 

FIGS. 1, 3ï4.  Raghava explains that the coprocessor includes one or more hardware 

accelerators that can include ñexternal input-output (IO)ò blocks.  AMD1006, 

[0033], FIGS. 3ï4.  One example of an interface that can be used on the coprocessor 

is an ñOpen NAND Flash Interface (ONFI)ò and Raghava explains that ONFI is 

ñsuitableéfor communicating with memoryò connected to the coprocessor.  

AMD1006, [0033], FIGS. 3ï4.   



Attorney Docket No. 54788-0024IP1 

IPR of U.S. Patent No. 11,886,750 

 

91 

 

 

AMD1006, FIG. 4. 

B. The Dalal-Ng-Raghava Combination 

121. Dalal, Ng, and Raghava are all analogous art to the ô750 because all of 

these describe distributed systems where a host communicates with compute nodes 

having programmable logic to perform specialized operations.  AMD1006, [0017]ï

[0022], [0030]ï[0033], [0038]ï[0049], FIGS. 1, 3ï4; supra, §§VIII.AïC. Dalal 

explains that ñmodule memoriesò on the hardware accelerator modules ñcan be of 

any suitable type, includingéflash memory.ò  AMD1004, [0067].  Raghava 
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discloses an embodiment where a hardware accelerator includes NAND flash 

memory and interfaces (i.e., ñONFIò) for connecting to the flash memory.  

AMD1006, [0033].  A POSITA would have been motivated to implement Dalalôs 

hardware accelerators with Raghavaôs suggestion to use flash memory because 

doing so would have provided a convenient way to increase storage capacity and 

maintain storage in the case of power loss. 

122. It is apparent that a POSITA would have found it obvious to combine 

the teachings of Dalal-Ng with the flash memory and ONFI storage interfaces of 

Raghava because the combination merely involves the application of a known 

technique to a known system to achieve predictable results.  Dalal and Ng both 

disclose that hardware accelerators can use non-volatile memory, and a POSITA 

would have recognized that it would have been beneficial to implement these 

accelerators with Raghavaôs flash memory.  AMD1004, [0033], [0067], [0096], 

[0105]; AMD1005, [0032], [0034], [0080].  Because Dalal and Ng both involve 

systems involving (i) a host that communicates with hardware accelerators to 

perform a data processing operation and (ii) flash, which is a solid state memory, 

combining the teachings of Dalal-Ng with Raghavaôs express teaching of flash 

memory and ONFI would have been obvious and a POSITA would have reasonably 

expected success. AMD1004, [0032], [0078]; AMD1005, [0024]; 
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123. The following reasons, taken separately or collectively, support the 

Dalal-Ng-Raghava Combination.  

124. First, a POSITA would have understood that non-volatile memory such 

as flash provides multiple benefits including greater capacity and ability to maintain 

storage in the case of power loss.  This is confirmed by multiple references from 

before the time of the ô750 patent.  AMD1022, 1 (explaining that ñnon-volatile 

memoryò such as ñflashò has ñnotable features such as non-volatilityò and ñfast write 

speed,ò and explaining that ñflash memoryé.has benefits of a large capacity and 

relatively high performanceò); AMD1038, 1 (ñlarge capacity flash memoryò).  Dalal 

contemplates that hardware accelerator memories ñcan be of any suitable typeò such 

as ñRAMò or ñflash memory.ò  AMD1004, [0067].  It would have beneficially 

increased memory capacity and removed power dependency on continued storage to 

implement Dalalôs hardware accelerators with NAND flash memory as described by 

Raghava.  

125. Second, because Raghava explains that ñexternal IO blocks 312ò ñmay 

include memory controllers for supporting a wide variety of external memory 

protocolsò including ñONFI,ò a POSITA would have been motivated to implement 

the storage interface component of the Dalal-Ng Combination with aspects of 

Raghavaôs IO blocks to ensure that any kind of memory connected to the accelerator 

is paired with a compatible interface.  AMD1006, [0033].  Dalal and Ng both 
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describe hwa modules having multiple different kinds of memory, and a POSITA 

would have understood that Raghavaôs teachings are helpful for managing this 

dynamic.  AMD1004, [0067]; AMD1005, [0032]. 

126. Third, it would have been obvious for a POSITA to implement the 

hardware accelerators of Dalal-Ng with NAND flash memory and ONFI as 

described by Raghava because doing so represents one of a finite number of 

predictable solutions for configuring memory of a hardware accelerator module.  A 

POSITA would have appreciated that non-volatile memory is a viable option for 

high capacity data storage, and it would have been beneficial to implement Dalalôs 

data store with flash memory.  Indeed, both Dalal and Ng describe hardware 

accelerator modules that include flash memory.  AMD1004, [0067] (ñ[m]odule 

memoriesécan be of any suitable type, includingéflash memoryò); AMD1005, 

[0032] (ñ[t]he hardware acceleratoréincludes a non-volatile memoryò that ñcan 

include any type of non-volatile memory, such as flash memoryò).  

C. Claim Element Analysis 

1. Claim 3 

(i) Element [3]: The data processing system of claim 1 wherein the 

data store comprises an Electronically Erasable Programmable 

Read Only Memory device. 

127. The Dalal-Ng-Raghava Combination renders obvious [3].  The ô750 

patent explains that ñall Flash is EEPROM (as a technical matter),ò meaning that 
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any flash memory device provides the claimed EEPROM device.  AMD1001, 

10:11ï34.  Dalalôs ñsecond memoryò (HW RAM) corresponds to the data store.  

AMD1004, [0075], [0080]ï[0082], [0094], cl. 1, cl. 11; supra, [1d].  For the reasons 

noted above, in the Dalal-Ng-Raghava combination, the data store of the Dalal-Ng 

Combination would have been implemented with Raghavaôs accelerator FPGA, 

which includes an EEPROM the data store of each compute node would have been 

implemented with Raghavaôs accelerator FPGA, which includes an EEPROM.  Id. 

128. Raghava discloses that an ñaccelerator FPGAò (programmable logic 

component) can include ñexternal input-output (IO) blocksò that provide the claimed 

storage interface component and ñmemoryò that provides the claimed data store.  

AMD1006, [0033], [0034], see also, [0014], [0046], [0074], cl. 10, FIGS. 3ï5.  

Raghava discloses that the IO blocks support the ñOpen NAND Flash Interface 

(ONFI)ò protocol and explains that these IO blocks are ñsuitable interfaces for 

communicating with memory.ò AMD1006, [0033].  This means that Raghavaôs 

memory includes NAND flash memory in embodiments where the IO blocks are 

compatible with ONFI.  Because Raghava discloses flash memory, Raghava 

provides the claimed EEPROM device.  AMD1004, [0033], [0034], FIGS. 3ï4.  
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AMD1006, FIG. 4 (annotated). 

2. Claim 4 

(ii)  Element [4]: The data processing system of claim 3 wherein the 

storage interface component employs and Open NAND Flash 

Interface protocol. 

129. The Dalal-Ng-Raghava Combination renders obvious [4].  Dalalôs 

ñdata transfer fabric,ò or the combination of the data transfer fabric with Ngôs 

ñmemory interfacesò corresponds to the storage interface component.  AMD1004, 

[0075], [0079]ï[0083], [0089], [0090], [0094], cls.1, 18ï20; AMD1005, [0035], 
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[0036], [0038]; supra, [1h]ï[1i].  For the reasons noted above, in the Dalal-Ng-

Raghava combination, the storage interface component of the Dalal-Ng 

Combination would have been implemented with Raghavaôs accelerator FPGA, 

which include input-output (IO) that employ ONFI .  AMD1006, [0033], see also 

[0014], [0046], [0074], cl.10, FIGS. 3, 5; supra, [3]; supra, §IX.B.  A POSITA 

would have understood that ONFI is widely adopted in the computer hardware 

industry as a standard for interfacing with Flash memory. 

130. Raghava discloses that the external input-output (IO) blocksò that 

provide the claimed storage interface component in each hardware accelerator 

module (compute node) can employ the ñOpen NAND Flash Interface (ONFI)ò 

protocol, and a POSITA therefore would have found it obvious to implement each 

compute node in the Dalal-Ng combination with a storage interface component that 

employs ONFI  as suggested by Raghava.  AMD1006, [0033], see also, [0014], 

[0046], [0074], cl. 10, FIGS. 3, 5; supra, [3].  Doing so would have provided 

nonvolatile storage at increased capacity.  Supra, §IX.B.  

X. GROUND 2A: HEIL AND JUN 

A. Heil (AMD 1010) 

131. Heil is directed to data processing systems for implementing multi-

component services.  AMD1010, [0040],  see also AMD1010, [0003], [0040], 

[0053], [0218]ï[0248], Abstract.  Heilôs data processing systems include multiple 
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server unit components, each having a local host component paired with a local 

acceleration component, like the ô750 patentôs multiple compute nodes each having 

a ñprocessing system 430ò/ñmemory 450ò paired with a ñprogrammable logic 410.ò  

AMD1010, [0053]; AMD1001, FIG. 4.  Heil explains how these ñserver unit 

componentsò are configured by the host component and communicatively connected 

to process a request as part of a multi-component service ñwithout involvement from 

any host component.ò  AMD1010, [0003], [0232], [0248]; see also [0040], [0053], 

[0218]ï[0248]; infra Elements [1f]ï[1g]. 

132. Heilôs data processing systems (e.g., 102 in Figure 1 and 802 in Figure 

8 shown below) can be conceptualized as having a first logical network forming a 

software plane 104 with the host components and a second logical network forming 

a hardware plane 106 with the acceleration components.  AMD1010, [0048]ï[0058], 

[0089], FIGS. 1, 8.  In Figure 1 (shown below), the two logical networks share a 

common network.  AMD1010, [0048]ï[0058], [0089], FIGS. 1, 8. 
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AMD1010, FIG. 1 (annotated). 

133. Heilôs Figure 8 (shown below) is ñ[l]ike the data processing system 102 

of FIG. 1ò except it uses a second physical network for the hardware plane that is 
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formed using dedicated links to couple neighboring acceleration components.  

AMD1010, [0089], [0014], [0084]; see also [0058], [0096].  For example, Heil 

explains that dedicated links between ñneighboring acceleration componentsò are 

established ñfor connecting [them] together [in a] network topology.ò  AMD1010, 

[0089]..  I note that in Figure 8, an example of the second network that is, a torus 

network.  AMD1010, [0089].   

  

AMD1010, FIG. 8 (annotated). 
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134. In both Figures 1 and 8, Heilôs acceleration components are represented 

by the boxes labeled with ñHò in the hardware acceleration plane 106.  See 

AMD1010, FIGS. 1, 8 (both annotated above).  Figure 25 (shown below) presents 

an illustrative example of these acceleration components as illustrative acceleration 

component 2502.  The acceleration component includes, among additional elements, 

application logic 2506, memory controller 2520, memory 2522, host interface 2525, 

router 2528, and transport component 2530.  AMD1010, [0022], [0159]ï[0168].  A 

POSITA would have understood or found obvious that at least these elements are 

common across acceleration components referenced in systems 102 and 802 .   

  

AMD1010, FIG. 25 (annotated). 
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135. For example, while Heil states that Figure 25 is implemented for system 

102, Heil also explains that ñother data processing systems [e.g., system 802] may 

use acceleration components having architectures which vary in one or more ways.ò  

AMD1010, [0159]ï[0162].  In view of this disclosure, a POSITA would have 

appreciated that Heilôs acceleration components in system 802 forms the second 

network with dedicated links (e.g., at TOR interface 2512) and would have still 

utilized the above identified common elements to implement core capabilities.  For 

example, a POSITA implementing the embodiment shown in Heilôs Figure 8 would 

have looked to the disclosure of Figure 25 to implement the application logic 2506 

as the reconfigurable component for performing an assigned operation, the memory 

controller 2520 as the component used for ñinteraction between the acceleration 

component 2502 and local memory 2522,ò the host interface as the component used 

to enable ñthe acceleration component to interact with a local host componentò 

(including host CPU(s)), the router 2528 ñfor routing messages between various 

internal components,ò and the ñtransport component 2530ò to interface with remote 

acceleration components.  AMD1010, [0160]ï[0168]; see also AMD1010, [0014], 

[0089], [0139], [0157]ï[0158], [0171]ï[0173]ï[0186], [0226], FIGS. 26ï29.   

136. Moreover and as an additional basis, a POSITA would have found 

obvious to implement these common elements because utilizing the same elements 

to fulfill the same core capabilities would have allowed system 802 to operate.  A 
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POSITA would have understood that because both embodiments in Figures  1 and 8 

utilize the same FPGA-based acceleration component, it would have been a matter 

of routine engineering for a POSITA to implement these internal FPGA components 

with common functionality within the embodiment in FIG. 8.   

137. A POSITA would have also been motivated to utilize common 

components across systems 102 (From FIG. 1) and 802 (from FIG. 2) to reduce the 

risk of altering the functionality of these common components in a manner that 

causes problems and to avoid needing to recreate these common components.ò  

AMD1010, [0159]ï[0162].  Specifically, Heil explains that the common elements 

are part of an ñinner shellò architecture that ñthat remain the sameò across different 

application scenarios.  AMD1010, [0161]ï[0162].  For example, this architecture 

ñreduces the risk that a developer may alter core inner or outer shell functions in a 

manner that causes problems within the data processing system 102 as a whole.ò  

AMD1010, [0161]ï[0162].  Heil also explains that the inner and outer shell 

architecture negates the need to ñrecreate these common components.ò  AMD1010, 

[0159]ï[0162].  To achieve the same benefits, a POSITA would have utilized these 

components across different embodiments.  Reusing such component designs across 

different system designs was a well-known design technique to minimize 

development costs and ensure quality. 
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138. Turning to an example of a multi-component service, Figure 36 (below) 

shows a service for assigning ña ranking score to a pairing of a query and a 

document.ò  AMD1010, [0218]ï[0229], FIGS. 36, 40.  A host component 3602 

invokes the service by sending a request to head component 3604.  Id.  Server unit 

components execute the invoked service in a processing pipeline with coupled 

acceleration components (e.g., 3606ï3616).  Id., see also [0068]. 

 

AMD1010, FIG. 36. 
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139. Heil explains that Figure 36 (above) utilizes a ring flow structure and 

that ñmany other flow structure [are] possible.ò  AMD1010, [0223], see also [0069], 

[0073]ï[0074], [0200].  Figure 33 (below) shows an example of one such other flow 

structure featuring multiple parallel paths branching from head component 3304.  

AMD1010, [0198]ï[0203], [0216]ï[0217], FIG. 33.  In this example, one path 

consists of acceleration components 3406/3408 and a second path comprises 

components 3610/3612.  Id. 

140. I note that Heil discloses that each acceleration component is paired 

with a ñlocal host componentò within a server unit component.  Id. [0053], [0089], 

FIGS. 6, 8.  Accordingly, although not shown in Figure 33 (below), each of the 

acceleration components in the collection 3302 is paired with a ñlocal host 

componentò as part of a server unit component.  Id. 
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141. In more detail, Heilôs Figure 33 (above) shows a collection of 

acceleration components for performing a multi-component service.  AMD1010, 

[0200]ï[0203], [0216]ï[0217], FIG. 33.  A host component invokes the service by 

sending a request to a head component 3304.  AMD1010, [0068]ï[0069], [0074], 

[0198]ï[0203], [0219]ï[0220], [0223], [0236], [0251].  In this example, a network 

of server unit components executes the invoked service via two parallel paths each 

including acceleration components communicatively coupled in series (as 

represented by acceleration components 3406 with 3408 in one parallel path and 

3610 with 3612 in a second parallel path) to perform the multi-component service.  

AMD1010, [0198]ï[0203], FIG. 33 see also AMD1010, [0068] (ñprocessing 

pipelineò); [0221]ï[0223], FIG. 36.  
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B. Jun (AMD 1011) 

142. Jun describes a data processing system that includes a collection of 

FPGA-based compute nodes.  AMD1011, pp.7ï9, 13, see also AMD1011, 1ï5.  Jun 

describes an example 20-node system that improves upon a previous 4-node 

prototype.  AMD1011, pp. 2, 4.  Jun explains that the nodes can be implemented in 

ñ[a]ny network topology.ò  AMD1011, 5, FIG. 5. 

143. Like the ô750 patent, Junôs nodes integrate flash storage with an FPGA 

processor device in order to execute analytics operations on large data sets (e.g., Big 

Data analytics).  AMD1011, pp.1ï5, 12ï13; see AMD1001, 8:22ï27; 10:11ï34, 

27:39ï50; 48:26ï31, FIG. 1.  Jun explains that it is advantageous to use NAND Flash 

Storage in place of DRAM memory to effectively handle tasks on large datasets.  

AMD1011, pp.2, 4, 12.  Junôs NAND Flash Storage is deployed in conjunction with 

a multi-channel hardware flash interface and connectors to the FPGA processor on 

a ñflash board.ò  AMD1011, pp.4, 8.  The hardware interface and connectors on the 

flash board facilitate communication between the FPGA processor and the NAND 

Flash Storage.  AMD1011, pp.4, 8.  I note that in annotated Figure 10 below, the 

programmable acceleration component corresponds to the ñVirtex FPGAò (e.g., 

processor/accelerator) that is part of the ñXilinix VC707ò device.  AMD1010, pp.7ï

8, FIG. 10. 
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AMD1011, FIG. 10 (annotated). 

C. The Heil-Jun Combination 

144. Heil and Jun like the claims of the ô750 patent belong to the field of 

endeavor of data processing systems employing reconfigurable hardware.  

AMD1010, [0003], [0232], [0248]; AMD1011, p.5; AMD1001, 2:28ï50, 3:5ï25, 

37:44ï55; FIG. 17; supra X.AïB; V.A.  Additionally, each reference are also 

reasonably pertinent to a technical problem shared with the ô750 patent of 

accelerating processing by offloading tasks to reconfigurable hardware.  AMD1010, 

[0003], [0051], [0224], [0232], [0248]; AMD1011, pp.1ï6 (ñstorage devices form a 

separate network among themselves via high-performance serial linksédata traffic 

between the storage devices, the integrated network ports removes the overhead of 

going to the host software to access a separate network interface.ò); AMD1001, 
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2:28ï45 (ñindependent oféa host compute systemò), 3:5ï28, 37:44ï55; FIG. 17; 

supra X.AïB; V.A. 

145. I note that Jun references a paper AMD1014 describing a Microsoft 

project ñcalled Catapult.ò  AMD1011, pp.4, 14.  This paper refers to the same 

technology disclosed in Heil.  AMD1014, FIGS. 5 see AMD1010, FIGS. 36-37; see 

also generally AMD1014.  Both AMD1014 and Heil illustrate a similar figure for 

implementing an algorithm (ñmulti-component serviceò) including the same or 

similar steps on in a ring flow structure.  AMD1010, [0218]ï[0223], FIG. 36; 

AMD1014, 6-9, FIG. 5.  There is also substantial overlap between the  authors of 

AMD1014 and the inventors of Heil.  AMD1010, Cover; AMD1014, 1. In fact all 

of the inventors of Heil are listed as authors on AMD1014.  AMD1010, Cover; 

AMD1014, 1.  Microsoft is both the Applicant for Heil and the listed entity for 

AMD1014 on page 1.  AMD1010, Cover; AMD1014, 1.  Jun states that it ñhas 

similar goals in terms of reconfigurable hardware accelerationò to this Microsoft 

project and this also applies to Heilôs FPGA/accelerator formed network.  

AMD1011, p.4. 

146. As discussed above, Heilôs data processing system utilizes a plurality 

of ñserver unit componentsò each comprising a host component and an FPGA-based 

acceleration component.  Supra, §X.A (overview of Heil).  In the context of Heilôs 

acceleration component, a POSITA would have been motivated to implement Junôs 
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ñflash boardòðincluding its NAND Flash Storage, and hardware flash interface, and 

connectorsðin place of the DRAM memory elements that Heil describes. 

 

Illustration of the Heil-Jun Combination (based on AMD1011, FIG. 10 and 

AMD1010, FIG. 25). 

147. Based on my review, the following reasons, taken separately or 

collectively, support the Heil-Jun Combination. 

148. First, a POSITA would have recognized that implementing Junôs ñflash 

boardò elements allows Heilôs data processing system to accelerate multi-component 

services on larger datasets utilizing the same number of server unit components.  Jun 

demonstrates that hosting large datasets on DRAM-based acceleration components 




















































































































